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Proton exchange membrane (PEM) electrolyzer is an advanced technology considered a viable alternative for the generation of hydrogen-based on renewable energy sources (RES). Its modeling is essential to study its interaction with RES and power electronics. In the current literature, the models for the electrical domain are mainly based on semi-empirical and empirical equations. However, dynamic operations are generally neglected.

Besides, a few works about electrolyzer efficiency have been reported, especially Faraday's efficiency, which is a key parameter to express the losses due to gas diffusion. The main purpose of this review is to summarize and analyze the reported models to describe the electrical domain. Furthermore, dynamic operation issues are highlighted and recent works about modeling the dynamics are introduced. Finally, a discussion is provided about the different efficiency (Faraday, voltage, energy) and the specific energy consumption, which are important indicators linked with the performance.

Introduction

Over the last decade, the global demand for energy has been growing at a very high rate due to the increase of population and the depletion of fossil fuels [START_REF] Nie | Numerical modeling of two-phase flow in a bipolar plate of a PEM electrolyzer cell[END_REF]. These factors have prompted interest in developing at large scale renewable energy sources (RES) for electricity, clean fuel, and heat production [START_REF] Fernandes | Renewable energy scenarios in the Portuguese electricity system[END_REF].

The RES are the resources that have "the future inside" by definition because they can be reformed in the environment by natural processes. RES include solar energy, water energy, biomass energy, wind energy, earth energy, sea energy, biological, and bacterial energy [START_REF] Orecchini | The era of energy vectors[END_REF]. It is stipulated for the year 2050 several countries (Australia, Denmark, Macedonia, Portugal, etc.) will depend only on RES [START_REF] Fernandes | Renewable energy scenarios in the Portuguese electricity system[END_REF][START_REF] Lund | Energy system analysis of 100% renewable energy systems-the case of Denmark in years 2030 and[END_REF][START_REF] Mathiesen | 100% renewable energy systems, climate mitigation and economic growth[END_REF][START_REF] Elliston | Simulations of scenarios with 100% renewable electricity in the Australian National Electricity Market[END_REF][START_REF] Ćosić | A 100% renewable energy system in the year 2050: The case of Macedonia[END_REF].

Hydrogen is an energy carrier since it is one of the most efficient, cleanest and lightest fuels. There is a vast experience of handling hydrogen in the industry, which reinforces the belief that it is a safe resource. It is as versatile as electricity, it can be stored and it can be produced by RES, which is important from the sustainability point of view [START_REF] Singh | Hydrogen: A sustainable fuel for future of the transport sector[END_REF][START_REF] Yilanci | A review on solar-hydrogen/fuel cell hybrid energy systems for stationary applications[END_REF][START_REF] Barthels | Phoebus-Jülich: An autonomous energy supply system comprising photovoltaics, electrolytic hydrogen, fuel cell[END_REF][START_REF] Ulleberg | The wind/hydrogen demonstration system at Utsira in Norway: Evaluation of system performance using operational data and updated hydrogen energy system modeling tools[END_REF][START_REF] Vanhanen | Simulation of solar hydrogen energy systems[END_REF][START_REF] Kélouwani | Model for energy conversion in renewable energy system with hydrogen storage[END_REF][START_REF] Zhang | A wind-hydrogen energy storage system model for massive wind energy curtailment[END_REF][START_REF] Gahleitner | Hydrogen from renewable electricity: An international review of power-to-gas pilot plants for stationary applications[END_REF][START_REF] Albadi | Overview of wind power intermittency impacts on power systems[END_REF]. Different processes for hydrogen production can be used: photodissociation of water, thermochemical cycles, microscopic organisms as algae, etc. These processes are still far from practical is coupled directly with RES since it ensures efficient and reliable operation of them [START_REF] García-Valverde | Simple PEM water electrolyser model and experimental validation[END_REF][START_REF] Abdin | Modelling and simulation of a proton exchange membrane (PEM) electrolyser cell[END_REF][START_REF] Görgün | Dynamic modelling of a proton exchange membrane (PEM) electrolyzer[END_REF][START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF]. Besides, compared to alkaline technology, PEM technology is particularly suitable to be coupled with RES since it can absorb the energy from RES during transients. It is one of the most important features requested when coupling with dynamic sources such as RES [START_REF] Mohammadi | A comprehensive review on coupling different types of electrolyzer to renewable energy sources[END_REF].

In recent years, several reviews about modeling of the electrolyzers have been reported. In [START_REF] Zeng | Recent progress in alkaline water electrolysis for hydrogen production and applications[END_REF], the authors have presented a work where the fundamentals of the electrolysis are examined and the performance of various designs of alkaline electrolyzers is compared based on the thermodynamic and kinetic analysis. In [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF], a review of electrolyzer technologies for hydrogen production and the state of the art of their integration with RES has been reported. In [START_REF] Carmo | A comprehensive review on PEM water electrolysis[END_REF], a review of the areas of electrocatalysis, essential components, and modeling activities for PEM electrolyzers has been introduced. In [START_REF] Stempien | Solid oxide electrolyzer cell modeling: A review[END_REF], the authors have presented a work focused on modeling SO electrolyzers and remaining key issues. In [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF], a state-of-the-art of the mass transport model for PEM electrolyzers based on analytical, semi-empirical and mechanistic methods has been presented. The work [START_REF] Olivier | Low-temperature electrolysis system modelling: A review[END_REF] has presented a review of the models of the low temperatures electrolysis system for alkaline and PEM electrolyzers. In [START_REF] Bideau | Review of necessary thermophysical properties and their sensivities with temperature and electrolyte mass fractions for alkaline water electrolysis multiphysics modelling[END_REF], a review of multiphysics models provided experimental data needed to calculate thermos-physical properties and the correlations for the simulations of alkaline electrolyzers has been carried out. In [START_REF] David | Advances in alkaline water electrolyzers: A review[END_REF], a review of different techniques to produce hydrogen in a focus on alkaline electrolysis has been reported. Finally, the work [START_REF] Kumar | Hydrogen production by pem water electrolysis -a review[END_REF] has presented a review mainly focused on the recent development of PEM electrolyzer including the evolution reaction electrocatalysts of the hydrogen and the oxygen, and by highlighting the most efficient electrocatalysts among similar materials.

From this current state-of-the-art, it can be noted that five reviews have been reported for alkaline and PEM electrolyzers; while only one review for SO has been carried out since this technology is under research and development. Among PEM electrolyzer reviews, only in [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF][START_REF] Olivier | Low-temperature electrolysis system modelling: A review[END_REF], models of PEM electrolyzers are summarized and discussed from the mass transport and low-temperature electrolysis modeling point of view. Besides, static models of the electrical domain have been presented but the dynamics have not been discussed. Recently, a first work [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF] has been reported about the dynamic operations of PEM electrolyzers. The authors have demonstrated that the electrolyzer takes some time to reach its steady-state operation as a result of a dynamic current profile. This is mainly due to the move of charge inside the electrolyzer. The response time strongly depends on the input energy, and consequently, the response may be more or less fast. To model the dynamics of the electrolyzer, an equivalent electrical circuit has been developed and validated experimentally. The results demonstrate the effectiveness of the model in modeling accurately the dynamic behavior of PEM electrolyzers compared to classical static models.

It has to be noted also that a few works have been reported about Faraday's efficiency, which is the key parameter modeling the losses due to the gas diffusion. Based on the previously reported reviews, the objective of this work is to summarize and analyze the static models based on semi-empirical and empirical equations for the electrical domain. Besides, dynamic issues of PEM electrolyzers are discussed and recent models are presented.

Finally, a discussion is provided about the different efficiency (Faraday, voltage, energy), and the specific energy consumption which are linked with the performance of PEM electrolyzers. This work is composed of five sections. After introducing the current state-of-the-art about the previously reported reviews focused on electrolyzers and the remaining key issues, Section 2 introduces the basic principles, advantages, and disadvantages of the PEM electrolyzer. Besides, dynamic issues are discussed to emphasize their importance in modeling accurately dynamic operations of PEM electrolyzers. Then, in Section 3, a summary and an analysis of the electrical domain modeling is reported from the static and dynamic point of view. After that, in Section 4, an investigation of the efficiency, the specific energy consumption, and its relation with the performance of PEM electrolyzers is made. Besides, a discussion is provided to emphasize the two important issues which require further investigation in the future. Finally, in Section 5, the conclusion is drawn out.

PEM electrolyzer technology

Operation and characteristics

As mentioned in the introduction, three main technologies of electrolyzers have been reported such as alkaline, PEM, and SO. However, only alkaline and PEM technologies are currently available in the market; while SO technology is still under research and development [START_REF] Stempien | Solid oxide electrolyzer cell modeling: A review[END_REF]. Among the two available technologies, alkaline technology is the most mature and widespread technology since its operation principles were introduced more than 100 years ago. Therefore, so many alkaline water electrolysis plants have been developing so far. On one hand, the main benefits of this technology are low-cost catalysts (i.e. cobalt, nickel, iron), high lifespan and gas purities [START_REF] David | Advances in alkaline water electrolyzers: A review[END_REF]. On the other hand, this technology suffers from having a low current density (between 0.2-0.4 A • cm -2 ) which slows down its development in emerging markets of great potential. Furthermore, in terms of flexibility, alkaline technology is not fit in load-following operation, which is requested by coupling it with RES. To overcome the above-mentioned issues for alkaline technology (i.e. current density, flexibility), PEM technology has been developing since the 1960s. Indeed, this technology can operate at high current densities (around 2 A • cm -2 ) and is particularly suitable to be coupled with RES due to its fast response time. As a result, since RES are considered very dynamic sources, the energy flowing during transients can be absorbed by the PEM electrolyzer, enhancing the efficiency of the system. However, compared to alkaline electrolyzers, PEM electrolyzers use expensive catalysts such as platinum (at the cathode side) and iridium (at the anode side), increasing consequently the global price of the electrolyzer.

In [START_REF] Millet | Electrochemical performances of PEM water electrolysis cells and perspectives[END_REF], a survey of the most significant scientific and technological materials to build a PEM electrolyzer has been reported. The PEM electrolyzer cell is essentially a PEM as an electrolytic conductor between an anode and a cathode. The water molecules and ionic particles are transferred across the membrane from the anode to the cathode, where it is decomposed into oxygen, protons, and electrons. In the reaction process, electrical energy is supplied to the system and converted into chemical energy. The electrons exit the cell through an external circuit. After, the electrons and protons recombine at the cathode to produce hydrogen [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF], see Figure 1. The PEM is responsible for providing high proton conductivity, low gas crossover, compact system design, and high-pressure operation. The low membrane thickness is in part the reason for many of the advantages. The low gas crossover rate of the polymer electrolyte membrane allows for the PEM electrolyzer to work under a wide range of power input. The high-pressure operation of an electrolyzer brings the advantage of delivering hydrogen at high pressure for the end-user, thus requiring less energy to further compress and store the hydrogen [START_REF] Carmo | A comprehensive review on PEM water electrolysis[END_REF].

Problems related to higher operational pressures in PEM electrolysis are also present, such as cross-permeation phenomenon which increases with pressure. The corrosive acidic regime provided by the PEM requires the use of distinct materials. These materials must not only resist the hard corrosive low pH (around 2) condition but also sustain the high applied over-potential (around 2 V), especially at high current densities. Corrosion resistance applies not only for the catalysts used but also for current collectors and separator plates. Only a few materials can be selected that would perform in this hard environment [START_REF] Carmo | A comprehensive review on PEM water electrolysis[END_REF].

The reactions in the PEM electrolyzer are:

Anode: H 2 O l → 1 2 O 2g + 2H + g + 2e - Cathode: 2H + + 2e -→ H 2g Overall reaction: H 2 O l → H 2g + 1 2 O 2g

Dynamic issues

Over the last decades, so many contributions have been reported in the literature about the development of static models based on semi-empirical and empirical equations [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF][START_REF] Olivier | Low-temperature electrolysis system modelling: A review[END_REF]. However, the modeling of the dynamics is generally neglected due to a few studies developed on it. Like fuel cells, electrolyzers are electrochemical devices and their response time to reach a steady-state operation may be slow or fast depending on the operating conditions. Recently, a first investigation [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF] has been provided on PEM electrolyzer responses based on dynamic current profiles. It has been demonstrated that the responses are linked with the operating conditions, and consequently, the modeling of these dynamics is crucial to make reliable and accurate the model.

In Figures 2 and3, two dynamic operations are reported and have been carried out by using a commercial-400W

PEM electrolyzer. The specifications of the studied PEM electrolyzer can be found in [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF]. The first test has been performed with a step current from 0 to 10 A; while the second with a step current from 10 to 0 A. In both tests, it can be noted that the PEM electrolyzer responds immediately as a result of the step current. It is one of the most important features required for electrolyzers when coupling with RES since they are dynamic sources which their operation strongly depends on the weather conditions. The immediate response is followed by a slow voltage rise or fall before the electrolyzer reaches its steady-state operation. This slow response is linked with the dynamics of the reactions both at the anode and the cathode as reported in [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF].

This emphasizes that the dynamics are currently important issues and must be taken into consideration in modeling the PEM electrolyzer by offering more accuracy. Besides, since the dynamics can be slower or faster according to the input energy, it is crucial to develop accurate and reliable models based on adaptive parameters. 

Electrical domain modeling

Several PEM fuel cell models have been reported, but so few PEM electrolyzers models have been [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF][START_REF] Nie | Numerical and experimental study of threedimensional fluid flow in the bipolar plate of a PEM electrolysis cell[END_REF]. In recent years, the modeling of PEM electrolyzers has gained a growing interest from industrials and researchers to optimize, design and use the PEM electrolyzer in a good way, see Figure 4. In this section, static models based on semi-empirical and empirical equations are presented and analyzed. Besides, since the dynamics modeling has been neglected in previous reviews [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF][START_REF] Olivier | Low-temperature electrolysis system modelling: A review[END_REF], it is reported in this section based on recently published works.

This enables to highlighting the remaining issues for dynamics modeling. A polarization curve is an important tool not only for the study of PEM electrolyzers but, for all kinds of electrolyzers, describes the relationship between the cell voltage V cell and the cell current I cell , for alkaline electrolyzer see the works [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF][START_REF] Ursúa | Influence of the power supply on the energy efficiency of an alkaline water electrolyser[END_REF][START_REF] Smolinka | Water electrolysis[END_REF][START_REF] Tijani | Mathematical modelling and simulation analysis of advanced alkaline electrolyzer system for hydrogen production[END_REF][START_REF] Ursúa | Static-dynamic modelling of the electrical behaviour of a commercial advanced alkaline water electrolyser[END_REF][START_REF] Zouhri | Evaluation and optimization of the alkaline water electrolysis ohmic polarization: Exergy study[END_REF][START_REF] Sánchez | Semi-empirical model and experimental validation for the performance evaluation of a 15 kW alkaline water electrolyzer[END_REF][START_REF] Diéguez | Thermal performance of a commercial alkaline water electrolyzer: Experimental study and mathematical modeling[END_REF][START_REF] Sandeep | Experimental studies and modeling of advanced alkaline water electrolyser with porous nickel electrodes for hydrogen production[END_REF][START_REF] Milewski | Modeling an alkaline electrolysis cell through reduced-order and loss-estimate approaches[END_REF][START_REF] Gonzatti | Mathematical and experimental basis to model energy storage systems composed of electrolyzer, metal hydrides and fuel cells[END_REF][START_REF] Khan | Analysis of a small wind-hydrogen stand-alone hybrid energy system[END_REF][START_REF] Hammoudi | New multi-physics approach for modelling and design of alkaline electrolyzers[END_REF][START_REF] Henao | Simulation tool based on a physics model and an electrical analogy for an alkaline electrolyser[END_REF][START_REF] Busquet | A new approach to empirical electrical modelling of a fuel cell, an electrolyser or a regenerative fuel cell[END_REF][START_REF] Speckmann | Influence of rectifiers on the energy demand and gas quality of alkaline electrolysis systems in dynamic operation[END_REF][START_REF] Koponen | Effect of converter topology on the specific energy consumption of alkaline water electrolyzers[END_REF][START_REF] Artuso | Alkaline electrolysers: Model and real data analysis[END_REF][START_REF] Belmokhtar | Dynamic model of an alkaline electrolyzer based an artificial neural networks[END_REF][START_REF] Hug | Intermittent operation and operation modeling of an alkaline electrolyzer[END_REF] and for SO electrolyzer . Since the current directly corresponds to the production rate by Faraday's law, the polarization curve gives a correlation between electric power and the production rate [START_REF] Ursúa | Influence of the power supply on the energy efficiency of an alkaline water electrolyser[END_REF][START_REF] Tjarks | Energetically-optimal PEM electrolyzer pressure in power-to-gas plants[END_REF]. The polarization curve in one cell can be expressed like the product of V cell with and I cell .

P cell = V cell • I cell (1)
and the polarization curve in the stack can be expressed similarly like the product of the stack voltage V S with the stack current I S .

P S = V S • I S (2) 
As the current in the electrolyzer is direct from one source the study is focused on the voltage of the electrolyzer.

The voltage at the stack terminals is the sum of the voltages of the number of cells N connected in serie, and the stack current is the sum of currents flowing through the number of cells N branches connected in parallel [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF], see Table 1.

Table 1: Kind of V S and I S depending on electrolyzer configuration.

Parameter

Parallel Serie

V S V cell N j=1 V cell,j I S N j=1 I cell,j I cell
However, it is generally assumed that all the cells of a stack have the same voltage and current. As it is widely known the real cell voltage in a PEM electrolyzer cell can be expressed as the sum of the reversible potential and its over-potentials:

V cell = V rev + η act + η ohm + η con (3)
where V rev is the reversible potential, η act , η ohm , and η con are the activation, ohmic and concentration overpotentials. In Table 2 is summarized the papers about the reversible voltage and over-potentials and in Figure 5 is shown the number of works about these over-potentials for PEM electrolyzers. 

Semi-empirical modeling

First of all, a simple way to model the current-voltage curve is to use a semi-empirical equation. The most known semi-empirical model has been developed by Ulleberg in 1998 [START_REF] Ulleberg | Stand-alone power systems for the future: optimal design, operation and control of solarhydrogen energy systems[END_REF] for alkaline electrolyzers but can be applied to PEM electrolyzers. It is based on thermodynamics basics and empirical electrochemical expressions.

The semi-empirical model is described by the following expression:

V cell = V rev + r • I cell + s • log[k • I cell + 1] (4) 
The equation ( 4) can be determined by a static characterization (i.e. the parameter is considered as constant)

or by using the empirical equation depending on the change in Gibbs energy, pressure, and temperature (see 3.1.3). In comparison, the second term is linked with the ohmic over-potential η ohm by its parameter r. Finally, the last term is related to the activation over-potential η act based on two parameters s and k.

As reported in [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF], the temperature has a strong influence on the performance of the electrolyzer described by its current-voltage curve. For this reason, the effect of temperature has to be taken into account in the previous semi-empirical equation ( 4). Among the parameters, only the parameters r and k depend on the temperature T and the electrode area A; while the parameter s is considered constant. Hence, the semi-empirical model based on the temperature T and the electrode area A is given as follows [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF]:

V cell = V rev + r 1 + r 2 • T A • I cell + s • log k 1 • T 2 + k 2 • T + k 3 A • T 2 • I cell + 1 (5) 
In spite of Ulleberg's model is accurate to describe the current-voltage curve according to the temperature, it does not include other parameters such as the pressure of the gas which has a great influence on the performance of the electrolyzer. Hence, some authors have modified Ulleberg's model by adding gas pressure to obtain a more reliable model. The modified Ulleberg's model taking into account the gas pressure is expressed by the following equation [START_REF] Sánchez | Semi-empirical model and experimental validation for the performance evaluation of a 15 kW alkaline water electrolyzer[END_REF]:

V cell = V rev + [(r 1 + d 1 ) + r 2 • T + d 2 • P ] • I cell + s • log k 1 + k 2 T + k 3 T 2 • I cell + 1 (6) 
To take into consideration the gas pressure P , additional parameters d 1 and d 2 can be found in equation [START_REF] Elliston | Simulations of scenarios with 100% renewable electricity in the Australian National Electricity Market[END_REF].

These parameters are related to the linear change in the ohmic over-potential. The different parameters of the model can be determined by using the experimental data (according to the pressure and temperature) and the least-squares regression algorithm. Finally, the stack voltage of the electrolyzer can be deduced from Table 1.

Empirical modeling

To improve the accuracy of the current-voltage curve a lot of authors have studied and described each term that makes up the equation (3) (i.e. the reversible potential and its over-potentials) of an empirical way.

• Reversible potential

The reversible potential or open circuit voltage is the minimum required voltage for the electrolysis can be carried out in the electrolyzer [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF]. The reversible potential at the cell has a relation with the from Gibbs free energy:

∆G = ∆H -T • ∆S (7)
and the reversible potential is expressed:

V rev = ∆G n • F (8) 
where, at standard condition, the temperature is T = 298.15 K, the pressure in the electrolyzer is 1 atm, ∆S = 0.1631 kJ mol -1 K -1 is the entropy chance, ∆H =285.84 kJ mol -1 is the enthalpy change, n = 2 is the number of the electron moles transferred per hydrogen mole, and F = 96485 C mol -1 is the Faraday's constant.

By these conditions and equations, ( 7) and (8) many authors work with V rev = 1.23 V [START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF].

Another important concept related whit the reversible potential and voltage efficiency is the thermo-neutral potential V th , which is obtained employing enthalpy ∆H in its place of ∆G for the potential calculation [START_REF] Kumar | Hydrogen production by pem water electrolysis -a review[END_REF].

V th = ∆H n • F = ∆G n • F + T • ∆S n • F (9) 
where at standard condition, V th = 1.48 V .

• Activation over-potential

The activation over-potential represents the over-potential to initiate the proton transfer and the electrochemical kinetic behavior in the PEM electrolyzer. Some portion of the applied voltage is lost as a result of transferring the electrons to or from the electrodes during chemical reactions at the electrodes [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF]. The activation energy required at both the anode and the cathode due to the activation over-potential can be modeled by relating the Butler-Volmer expression as many authors have done:

η act = η act,a + η act,c (10) 
where

η act,a = R • T α a • z • F • log i a i 0,a , (11) 
η act,c = R • T α c • z • F • log i c i 0,c (12) 
where R = 8.314 J K -1 mol -1 is the universal gas constant, z is the stoichiometric coefficient refers to the number of electrons transferred in the global semi reactions defined by Faraday's law. The value of the stoichiometric coefficient in water electrolysis is 2. α a and α c are the charge transfer coefficients. The values of α a and α c are 0.5 on the symmetry reactions. However, in [START_REF] Harrison | Semiempirical model for determining PEM electrolyzer stack characteristics[END_REF] has been demonstrated that α a and α c are variables, for example, it can be seen in [START_REF] Marangio | Theoretical model and experimental analysis of a high pressure PEM water electrolyser for hydrogen production[END_REF] values for α a = 2 and α c = 0.5.

• Ohmic over-potential

The ohmic over-potential is the resistance caused by the flow of electrons and the electronic resistance of the PEM electrolyzer. This ohmic over-potential depends on the type of PEM, and electrode material. The ohmic over-potential due to membrane resistance, or ionic resistance, is the resistance to the proton transport through the PEM. Meanwhile, electronic resistance is caused by electronic materials such as bipolar plates, electrodes current collectors, etc. The ohmic over-potential is linearly proportional to the current [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF]. The membrane over-potential can be expressed as a function of the membrane thickness φ (cm), the conductivity of the membrane σ mem and i 0 .

η ohm,mem = R ion • i 0 ( 13 
)
where R ion = φ/σ mem is the ionic resistance. The local ionic conductivity with water content and temperature function can be written as:

σ mem = (0.005139λ -0.00326) • exp 1268 • 1 303 - 1 T ( 14 
)
where λ is the degree of membrane humidification and it can be defined as:

λ = 0.08533 • T -6.77632 (15) 
The electronic over-potential can be expressed as:

η ohm,ele = R ele • i 0 (16)
The ohmic resistance of the electronic materials can be expressed as a function of the material resistivity ρ in (Ωm), the length of the path of the electrons l, and the conductor cross-sectional area A c :

R ele = ρ • l A c (17) 
Therefore, as a result of the ionic resistance and electronic resistance, the ohmic over-potential can be expressed as:

η ohm = η ohm,mem + η ohm,ele (18) 
• Concentration over-potential

The concentration over-potential or diffusion over-potential is caused by mass transport processes. In the case of water electrolysis, the biggest influence is likely due to the product transport limitations, if H 2 and O 2 are not removed as fast as they are produced their concentration in the reaction site increases slowing the reaction kinetics [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Marangio | Theoretical model and experimental analysis of a high pressure PEM water electrolyser for hydrogen production[END_REF]. It has been reported that V con is much lower than V ohm and V act , for this reason, many authors take V con = 0 in their studies. However, the concentration over-potential is widely estimated with the Nernst's equation.

η con = η con,a + η con,c (19) 
where

η con,a = R • T z • F • In C O2,mem C O2,mem,0 (20) 
η con,c = R • T z • F • In C H2,mem C H2,mem,0 (21) 
where C O2,mem and C H2,mem are the oxygen and hydrogen concentration at the membrane-electrode interface, respectively.

Dynamic modeling

In recent years, some authors have found a way to assimilate the electrolyzer like an electronic circuit as is showed in Figure 6, intending to study the present dynamics in the current-voltage curve. This circuit is composed of the following components [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF]:

-Two resistance-capacitor branches to model the dynamics both at the anode and cathode (activation overpotential).

-One resistance to model the membrane (ohmic over-potential).

-A DC voltage source (reversible potential). From Figure 6, the stack voltage of the electrolyzer is expressed as follows:

V cell = E rev + η act,a + η act,c + η ohm (22) 
Furthermore, the dynamic equations for η act,a and η act,c are:

dη act,a dt = 1 C a • I cell - 1 τ a • η act,a (23) 
dη act,c

dt = 1 C c • I cell - 1 τ c • η act,c (24) 
where C a and C c are the capacitors for anode and cathode, R a and R c are the resistances for anode and cathode.

The time constants τ a and τ c governing the dynamics are variables according to the operating conditions at the input of the electrolyzer. The equivalent resistances R a and R c are determined based on the activation voltage and input current of the electrolyzer:

τ a = C a • R a = C a • η act,a I cell , (25) 
τ c = C c • R c = C c • η act,c I cell (26) 
In [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF], the authors have demonstrated that the dynamics in the PEM electrolyzer are slower compared to a PEM fuel cell [START_REF] Pukrushpan | Chapter three -fuel cell system model: Fuel cell stack[END_REF]. Indeed, the equivalent capacitor is equal to 37 F compared to 3 F obtained in PEM fuel cell.

Finally, the dynamics of the PEM electrolyzer are mainly governed by the anode reaction since its dynamic is slower compared to the cathode reaction [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF]. In the same way, it is possible to model the ohmic over-potential like an electronic circuit, see Figure 6, using Ohm's law.

η ohm = R mem • I cell (27) 
where R mem represents the membrane resistance.

Based on the work reported in [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF], a comparison between a static and dynamic modeling (taking into consideration the electrical circuit in Figure 6) is provided in Figure 7. It can be noted that the dynamic model offers more accuracy and reliability in modeling the real behavior of a PEM electrolyzer supplied by dynamic current profiles. Indeed, the maximum error obtained with the dynamic model is around 4%; while the static model around 15%. The errors for the static model are particularly noticeable during the transients.

Finally, the parameters of the electrical circuit can be determined by using static and dynamic model identification as reported in [START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF]. However, the determined parameters are valid for a specific current range since the dynamics of the electrolyzer may change according to the operating conditions. For this reason, the development of models based on adaptive parameters is a challenging issue to make the model more reliable and precise. 

Analysis of the efficiency and specific energy consumption

The efficiency in an electrolyzer indicates the performance of the device if it has adequate energy and voltage consumption to the hydrogen production of the device. Few authors take into considerations this study for PEM electrolyzer, see Table 3 and Figure 8. The main efficiencies are the Faraday (η f ), voltage (η V ), and electrolyzer (η ele ). The three efficiency are linked by the following expression:

η ele = η f • η V (28) 
Among the three efficiency, the Faraday's efficiency is a key parameter since it is related to the losses due to the gas diffusion [START_REF] Baik | Characterization of nitrogen gas crossover through the membrane in protonexchange membrane fuel cells[END_REF][START_REF] Yan | Investigation of water transport through membrane in a PEM fuel cell by water balance experiments[END_REF][START_REF] Springer | Polymer electrolyte fuel cell model[END_REF][START_REF] Zawodzinski | Water uptake by and transport through Nafion R 117 membranes[END_REF]. This parameter which is linked with the operating conditions (i.e. current, temperature, pressure) has a great influence on the energy efficiency η ele and the gas flow rates (i.e. oxygen and hydrogen)

as well [START_REF] Görgün | Dynamic modelling of a proton exchange membrane (PEM) electrolyzer[END_REF][START_REF] Marangio | Theoretical model and experimental analysis of a high pressure PEM water electrolyser for hydrogen production[END_REF]. Besides, the oxygen and hydrogen flow rates are given by the following equations:

f O2 = N • I cell 4F • η f ( 29 
)
f H2 = N • I cell 2F • η f (30) 
The Faraday's efficiency is investigated in the next subsection to highlight its role in the electrolysis process.

Faraday's efficiency

The Faraday's efficiency or current efficiency is relevant to model the production of hydrogen and oxygen in the electrolyzer. Usually is expressed as the ratio of the ideal electric charge Q id over the real electric charge Q re required for the production of a given amount of hydrogen or as the ratio of the hydrogen calculated over the real hydrogen produced [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF][START_REF] Tijani | Mathematical modelling and simulation analysis of advanced alkaline electrolyzer system for hydrogen production[END_REF][START_REF] Schalenbach | Pressurized PEM water electrolysis: Efficiency and gas crossover[END_REF]. A Faraday's efficiency lower than 1 is caused by current losses and by the hydrogen that is lost in the membrane [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Ursúa | Influence of the power supply on the energy efficiency of an alkaline water electrolyser[END_REF]. The Faraday's efficiency decreases significantly at low current densities [START_REF] Grigoriev | High-pressure PEM water electrolysis and corresponding safety issues[END_REF].

η f = Q id Q re ( 31 
)
First of all, based on second Faraday's law of electrolysis [START_REF] Millet | Electrochemical performances of PEM water electrolysis cells and perspectives[END_REF] and on the general gas equation [START_REF] Nie | Numerical and experimental study of threedimensional fluid flow in the bipolar plate of a PEM electrolysis cell[END_REF], the expression of the theoretical hydrogen quantity can be determined [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF]:

Q rev = I cell • t = n • F • z (32) 
P • V H2 = n • R • T (33) 
V H2 (theoretical) = R • I cell • t • T F • P • z (34) 
Q rev = P • V H2 • F • z R • T (35) 
where Q rev is the total electric charge passed through the gas [C]; t is the total time the constant PEM electrolyzer current was applied [s], V H2 is the gas volume [m 3 ].

Over the last decades, a few works have been reported in the literature regarding the investigation of Faraday's efficiency [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF][START_REF] Tijani | Mathematical modelling and simulation analysis of advanced alkaline electrolyzer system for hydrogen production[END_REF][START_REF] Hug | Intermittent operation and operation modeling of an alkaline electrolyzer[END_REF][START_REF] Tjarks | Energetically-optimal PEM electrolyzer pressure in power-to-gas plants[END_REF][START_REF] Schalenbach | Pressurized PEM water electrolysis: Efficiency and gas crossover[END_REF][START_REF] Tijani | Numerical modeling the effect of operating variables on Faraday efficiency in PEM electrolyzer[END_REF][START_REF] Ulleberg | Stand-alone power systems for the future: optimal design, operation and control of solarhydrogen energy systems[END_REF][START_REF] Khalilnejad | Optimal design of hybrid wind/photovoltaic electrolyzer for maximum hydrogen production using imperialist competitive algorithm[END_REF]. The major part of the reported works is focused on the alkaline electrolyzer. In the literature, two empirical models have been developed to express the Faraday's efficiency according to the current for alkaline electrolyzers. The first model has been proposed by Hug [START_REF] Hug | Intermittent operation and operation modeling of an alkaline electrolyzer[END_REF] in 1993; while the second one has been developed by Ulleberg [START_REF] Ulleberg | Stand-alone power systems for the future: optimal design, operation and control of solarhydrogen energy systems[END_REF]. The first model [START_REF] Hug | Intermittent operation and operation modeling of an alkaline electrolyzer[END_REF] based on five-parameters provides the Faraday's efficiency at any temperature according to the current supplying the electrolyzer:

η f = B 1 + B 2 • exp B 3 + B 4 • T + B 5 • T 2 I cell (36) 
This semi-empirical model can give a good agreement with the experimental data at any temperature. Since the model is based on five parameters, they can be determined by performing tests at different temperatures and using a least-square regression algorithm. However, the model does not take into account the effect of other variables, such as the pressure of the gas.

In comparison, Ulleberg [START_REF] Ulleberg | Stand-alone power systems for the future: optimal design, operation and control of solarhydrogen energy systems[END_REF] has developed an empirical model to estimate the Faraday's efficiency according to the temperature and current. It is based on four parameters described by:

η f = I 2 cell f 11 + f 12 • T + I 2 cell • (f 21 + f 22 • T ) (37) 
Compared to Hug's model, Ulleberg's model includes fewer parameters, only four against five. The four parameters can be determined in the same way. However, the effect of pressure is neglected in the model; while the pressure has an impact on Faraday's efficiency.

The equation ( 37) is reported in several works focused on electrolyzer modeling [START_REF] Sánchez | Semi-empirical model and experimental validation for the performance evaluation of a 15 kW alkaline water electrolyzer[END_REF][START_REF] Khalilnejad | Optimal design of hybrid wind/photovoltaic electrolyzer for maximum hydrogen production using imperialist competitive algorithm[END_REF][START_REF] Onar | Dynamic modeling, design and simulation of a wind/fuel cell/ultracapacitor-based hybrid power generation system[END_REF][START_REF] Sarrias-Mena | Electrolyzer models for hydrogen production from wind energy systems[END_REF]. However, this semi-empirical equation is only valid for the alkaline electrolyzer and cannot be applied to PEM electrolyzer due to the different materials used for their manufacturing. In [START_REF] Tijani | Numerical modeling the effect of operating variables on Faraday efficiency in PEM electrolyzer[END_REF], Tijani and Abdol Rahim have investigated the influence of operating temperature and membrane thickness on the Faraday's efficiency for a PEM electrolyzer.

However, the authors have not proposed a model to express the Faraday's efficiency.

Voltage efficiency

The voltage efficiency is the efficiency regarding the voltage used for the electrolyzer. Generally, the Faraday's efficiency is higher than the voltage efficiency, since it only takes into consideration the losses due to the gas diffusion [START_REF] Schalenbach | Pressurized PEM water electrolysis: Efficiency and gas crossover[END_REF][START_REF] Schalenbach | Corrigendum to 'pressurized PEM water electrolysis: Efficiency and gas crossover[END_REF]. By comparison, voltage efficiency takes into account additional losses such as membrane losses and heat losses both in the anode and cathode. Voltage efficiency is defined as the ratio of the thermo-neutral potential over the cell voltage [START_REF] Ulleberg | Modeling of advanced alkaline electrolyzers: A system simulation approach[END_REF][START_REF] Tijani | Mathematical modelling and simulation analysis of advanced alkaline electrolyzer system for hydrogen production[END_REF][START_REF] Schalenbach | Pressurized PEM water electrolysis: Efficiency and gas crossover[END_REF].

η V = V th V cell (38) 

Electrolyzer efficiency and specific energy consumption

Finally, the system efficiency is obtained by the ratio between the energy contained in the hydrogen produced and the energy needed to electrolyze the water consumed during the process [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF]. Thus, the electrolyzer efficiency can be obtained by the equation [START_REF] Bideau | Review of necessary thermophysical properties and their sensivities with temperature and electrolyte mass fractions for alkaline water electrolysis multiphysics modelling[END_REF] or by the ratio between the Higher Heating Value of hydrogen HHV H2 , which has a value of 3.54 kW h/N m 3 , and the energy consumption C E [START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Ursúa | Influence of the power supply on the energy efficiency of an alkaline water electrolyser[END_REF].

η ele = HHV H2 C E • 100 (39) 
where C E relates the energy consumed to the hydrogen produced and can be calculated, for a given time interval ∆t.

C E = ∆t 0 N • I cell • V cell • dt ∆t 0 f H2 • dt (40) 

Discussion

First of all, Figure 9 allows summarizing the electrical domain modeling (semi-empirical and empirical) and its link with Faraday's efficiency, voltage efficiency, energy efficiency, and specific energy consumption. It can be noted that the voltage efficiency is linked with the electrical domain modeling (i.e. V cell ) but the Faraday's efficiency remains a key parameter for hydrogen production and the specific energy consumption, providing valuable information about the performance of the electrolyzer. As highlighted in this section, the investigation of the Faraday's efficiency has received less attention compared to the electrical domain modeling; whereas it has a great influence on the performance of the electrolyzer. Indeed, Faraday's efficiency related to the gas diffusion losses strongly depends on the operating conditions (i.e. pressure, temperature) and also the features of the electrolyzer (i.e. membrane thickness). Currently, Faraday's efficiency is based on two main empirical equations for alkaline electrolyzers developed in the 1990s. Since that period, no additional work has been reported in the literature on Faraday's efficiency modeling, especially for PEM electrolyzers. For this reason, since the membrane thickness of PEM electrolyzers is smaller compared to alkaline electrolyzers, further investigations are required to understand better the effects of operating conditions and thickness of the membrane on Faraday's efficiency.

Besides, the dynamics of PEM electrolyzers are very important issues and have to be taken into consideration in modeling accurately the behavior of electrolyzers when coupling with RES. Furthermore, since the behavior of the electrolyzer is linked with the operating conditions, further analysis of the different behaviors are requested to develop accurate models with adaptive parameters. 

Conclusion

The PEM electrolyzers, independently for industrial, household, etc. needs, can produce hydrogen highly pure.

Besides, they can be coupled with RES, carried out a 100% renewable system due to their fast response time.

It is one of the most important requirements for electrolyzer when coupling with dynamic sources.

Over the last decade, there has been an increase in works focused on electrical domain modeling. Generally, it is based on semi-empirical and empirical equations. However, the investigation on the dynamics and the Faraday's efficiency have received less attention while they are important issues to take into consideration when modeling the electrolyzer. Indeed, on one hand, the study of the dynamics allows developing models more accurate and reliable compared to static models. On the other hand, since the dynamics are strongly linked with the operating conditions, the development of accurate models based on adaptive parameters is required.

On the other side, further investigations are required regarding the effects of operating conditions on Faraday's efficiency. Hence, new empirical models could be developed to estimate the performance of the electrolyzer according to the operating conditions.

Figure 1 :
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  Electrical domain V cell = V rev + η act + η ohm V cell = V rev + η act + η ohm + η con PEM[START_REF] García-Valverde | Simple PEM water electrolyser model and experimental validation[END_REF][START_REF] Görgün | Dynamic modelling of a proton exchange membrane (PEM) electrolyzer[END_REF][START_REF] Rahim | An overview of polymer electrolyte membrane electrolyzer for hydrogen production: Modeling and mass transport[END_REF][START_REF] Olivier | Low-temperature electrolysis system modelling: A review[END_REF][START_REF] Kumar | Hydrogen production by pem water electrolysis -a review[END_REF][START_REF] Guilbert | Experimental validation of an equivalent dynamic electrical model for a proton exchange membrane electrolyzer[END_REF],[START_REF] Smolinka | Water electrolysis[END_REF] [[START_REF] Ursúa | Hydrogen production from water electrolysis: Current status and future trends[END_REF][START_REF] Abdin | Modelling and simulation of a proton exchange membrane (PEM) electrolyser cell[END_REF][START_REF] Carmo | A comprehensive review on PEM water electrolysis[END_REF][START_REF] Tjarks | Energetically-optimal PEM electrolyzer pressure in power-to-gas plants[END_REF][START_REF] Ruuskanen | Design and implementation of a power-hardware-in-loop simulator for water electrolysis emulation[END_REF][START_REF] Tijani | Numerical modeling the effect of operating variables on Faraday efficiency in PEM electrolyzer[END_REF][START_REF] Ruuskanen | Power quality estimation of water electrolyzers based on current and voltage measurements[END_REF][START_REF] Toghyani | Optimization of operating parameters of a polymer exchange membrane electrolyzer[END_REF][START_REF] Koponen | Control and energy efficiency of pem water electrolyzers in renewable energy systems[END_REF][START_REF] Espinosa-López | Modelling and experimental validation of a 46 kw pem high pressure water electrolyzer[END_REF][START_REF] Marangio | Theoretical model and experimental analysis of a high pressure PEM water electrolyser for hydrogen production[END_REF][START_REF] Lebbal | Identification and monitoring of a PEM electrolyser based on dynamical modelling[END_REF][START_REF] Tijani | A study of the loss characteristic of a high pressure electrolyzer system for hydrogen production[END_REF][START_REF] Ruuskanen | PEM water electrolyzer model for a power-hardware-in-loop simulator[END_REF][START_REF] Liso | Modelling and experimental analysis of a polymer electrolyte membrane water electrolysis cell at different operating temperatures[END_REF] 

Figure 5 :

 5 Figure 5: Number of works about the different over-potentials for the PEM electrolyzer.
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 6 Figure 6: Equivalent circuit for a PEM electrolyzer.
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 7 Figure 7: Comparison between static and dynamic modeling.

Figure 8 :

 8 Figure 8: Number of works about efficiency for the PEM electrolyzer.
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 9 Figure 9: Diagram of connection between the models to give the electrolyzer efficiency.
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 2 Works about the reversible potential and the over-potentials.

Table 3 :

 3 Works about the different efficiencies in the PEM electrolyzer.

	Electrolyzer	η f	η V	η ele
	PEM	[18, 21, 27, 30, 36],	[30, 36, 81-83, 108]	[18, 31, 36, 81-83, 90, 98, 102]
		[81-83, 108, 117, 120]		[105, 106, 109-111, 117, 120]