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This article presents two simple methods to evaluate the fuel consumption of internal combustion engines. Furthermore, it points out the link between piston volume, engine size and fuel consumption as it gives the possibility to visualize the chosen working points inside an internal combustion engine operation points map. This leads to the fact that this approach is a very helpful tool for the design of hybrid systems including internal combustion engines. The two presented methods, one very simple, one more elaborated, are interesting as first approach of internal combustion engine sizing and to evaluate the consumption of internal combustion engine. The results for six pure internal combustion engines on two different driving cycles have been compared to literature data showing extremely satisfying accuracy. An application on a series hybrid vehicle underlines the potential of fuel savings due to hybrid architecture.

I. INTRODUCTION

The limitation of resources and the climate change impose a change in the mode of personal transport. One promising solution is the use of a combination of different energy sources -so called hybrid systems [START_REF] Khaligh | Battery, Ultracapacitor, Fuel Cell, and Hybrid Energy Storage Systems for Electric, Hybrid Electric, Fuel Cell, and Plug-In Hybrid Electric Vehicles: State of the Art[END_REF]- [START_REF] Chrenko | An energy and power based approach toward design of power split for urban hybrid vehicle[END_REF] -in order to increase the overall system efficiency. Internal combustion engines (ICE) are highly developed systems that have been the foundation of personal transport throughout the last century [START_REF] Guzzella | Vehicle Propulsion Systems -Introduction to Modeling and Optimization[END_REF]. Even though the electrification has increased inside the automotive industry [START_REF]Modern Electric Vehicle Technology[END_REF], the use of internal combustion engines will continue. Therefore, it is interesting to be able to dispose of a simple approach to predesign an ICE and to estimate the fuel consumption of this engine. This works for the different operating points used as well as entire driving cycles. There is a considerable number of highly detailed and accurate models of internal combustion engine available [START_REF] Heywood | Internal Combustion Engine Fundamentals[END_REF]- [START_REF] Guibert | Modelisation du cycle moteur: Moteurs a allumage commande[END_REF]. But for a first system evaluation, a simple and easy to use method seems more appropriate. In most previous works, authors utilize the specific fuel consumption with variable engine speed [START_REF] Yoo | A power flow control strategy for optimal fuel efficiency of a variable speed enginegenerator based series hybrid electric vehicle[END_REF]- [START_REF] Caratozzolo | Energy management strategies for hybrid electric vehicles[END_REF] to estimate fuel consumption and consequently adopted the envelope of the minimum line as operating points of engine of such system. This choice is also due to the fact that the engine is the prime mover and the on board energy storage system (ESS) gives supplementary energy while needed [START_REF] Yoo | A power flow control strategy for optimal fuel efficiency of a variable speed enginegenerator based series hybrid electric vehicle[END_REF]- [START_REF] Konev | Control strategy optimization for a series hybrid vehicle[END_REF]. This work focuses on estimating the consumption on a plug-in hybrid series architecture. Because tendency is now growing to construct a vehicle equipped with a bigger capacity of ESS (rechargeable on electrical outlet) [START_REF] Wirasingha | Classification and review of control strategies for plug-in hybrid electric vehicles[END_REF]. This makes it possible to utilize the ICE as secondary energy source to extend the all electric autonomy range, whilst opening the possibility to impose engine operational points in region with high efficiency. There are different approaches toward the control of series hybrid vehicles available. There are two methods of rule based strategies: the first method is based on fuzzy rules and the second method is based on deterministic rules. In article [START_REF] Liu | Power split control strategy for a series hybrid electric vehicle using fuzzy logic[END_REF], [START_REF] Xudong Liu | Constant soc control of a series hybrid electric vehicle with long driving range[END_REF], fuzzy logic rules of four input parameters are applied to control torque and engine speed within its high efficiency region. The fuzzy logic rules are robust and suitable to control a nonlinear time-variant system [START_REF] Wirasingha | Classification and review of control strategies for plug-in hybrid electric vehicles[END_REF], but it is case sensitive and not easy to implement [START_REF] Yoo | A power flow control strategy for optimal fuel efficiency of a variable speed enginegenerator based series hybrid electric vehicle[END_REF]. On the other hand, deterministic rules are easier to implement using lookup table [START_REF] Yoo | A power flow control strategy for optimal fuel efficiency of a variable speed enginegenerator based series hybrid electric vehicle[END_REF]- [START_REF] Caratozzolo | Energy management strategies for hybrid electric vehicles[END_REF], [START_REF] Wirasingha | Classification and review of control strategies for plug-in hybrid electric vehicles[END_REF], [START_REF] Li Qiang | The control strategy and cost analysis for series plug-in hybrid electric vehicle[END_REF]. But, a strategy of only two parameters will result in a higher number of ICE startups, thus increasing fuel consumption [START_REF] Stefano Barsali | Techniques to control the electricity generation in a series hybrid electrical vehicle[END_REF], [START_REF] Stefano Barsali | A control strategy to minimize fuel consumption of series hybrid electric vehicles[END_REF]. Further possible consequences are important fluctuations of torque and engine speed during hybrid driving [START_REF] Yoo | A power flow control strategy for optimal fuel efficiency of a variable speed enginegenerator based series hybrid electric vehicle[END_REF], [START_REF] Caratozzolo | Energy management strategies for hybrid electric vehicles[END_REF], [START_REF] Li Qiang | The control strategy and cost analysis for series plug-in hybrid electric vehicle[END_REF]. The second large class of control strategies for hybrid vehicles is based on optimization control strategies to find the most adapted ICE operation points [START_REF] Tate | Finding ultimate limits of performance for hybrid electric vehicles[END_REF]. However, the strategy is optimized for a particular driving cycle and cannot easily be used for a real-time application. Moreover, a dynamic programming demand represents a significant burden on calculation, thus require an important memory to run the algorithm permanently. In this paper, a three variables deterministic rule of boolean function is introduced to decide on the use of the engine; it is a heuristic method and utilizes the minimum and maximum thresholds of the battery state of charge (SOC) and a small memory of previous ICE operation to determine its decision. No information on future or past route profile is needed as in [START_REF] Stefano Barsali | Techniques to control the electricity generation in a series hybrid electrical vehicle[END_REF], [START_REF] Stefano Barsali | A control strategy to minimize fuel consumption of series hybrid electric vehicles[END_REF]. It only needs the present vehicle power demand which can be easily determined.

In the next section, the methods of evaluating the fuel consumption are introduced and validated against literature values for six ICE vehicles using two different driving cycles. A consumption map for one representative engine is developed thereafter highlighting the working points of ICE vehicles for two different driving cycles as well as working points for a series hybrid system. The same model will be used to estimate the most adapted ICE for different applications. The article 

II. MODELING OF EFFICIENCY AND CONSUMPTION OF INTERNAL COMBUSTION ENGINE

In this section, the methods to estimate fuel consumption are introduced.

A. General approach

For the first approach, the maximum torque line is defined with a simple quadratic equation 1. 𝑇 𝑚𝑎𝑥 is in Nm and 𝑁 is in rpm. If the real maximum torque is not known, as a first step we can use the linear equation 2, obtained from statistics shown in figure 1, to estimate the maximal torque. 𝑉 𝑑 is in cm 3 and the result is as presented in figure 2.

𝑇 =(-4.2 ⋅ 10 -6 𝑁 2 +0.032𝑁 + 105) 𝑇 𝑚𝑎𝑥 165 (1) 
𝑇 𝑚𝑎𝑥 =0.0879𝑉 𝑑 (2) 
Fuel consumption for internal combustion engine can be evaluated from the calculation of the brake power, 𝑃 𝑏 , which is the usable power delivered by the engine. This brake power (equation 3) is the result of the difference between the gross indicated power, 𝑃 𝑖𝑔 , and the power losses, 𝑃 𝑓 , due to friction losses from the pistons, bearings and other mechanical components.

𝑃 𝑏 = 𝑃 𝑖𝑔 -𝑃 𝑓 (3) 
The gross indicated power is usually calculated based on the evolution of the in-cylinder pressure during a cycle. Since this type of calculation is based on the pressure, therefore the force applied on the piston during the cycle, it takes into account all the phenomenon occurring during the cycle (combustion, heat exchange with the wall, pumping losses,...). However, this type of measurement is hardly available over the full engine operating range, and some assumption have to be made in order to evaluate the power available. It can be calculated by the fuel indicated efficiency, 𝜂 𝑓,𝑖 , which compares the gross indicated power with the power delivered by the combustion of the fuel. This power is calculated based on the mass flow A first evaluation of the fuel indicated efficiency considers a value of 40%. This evaluation considers energy losses through two main pathways: i) 30% of the available energy of the fuel is lost in the hot exhaust gases and ii) 30% is lost due to heat transfers to the wall, the remaining 40% is the considered fuel indicated efficiency. This value is in agreement with commonly measured fuel indicated efficiencies [START_REF] Heywood | Internal Combustion Engine Fundamentals[END_REF] but should be re-evaluated in order to take into account the type of engine (gasoline or Diesel, two or four strokes) and the engine operating conditions (idle, part load, full load).

The fuel indicated efficiency assumes a perfect combustion process during which all the energy of the fuel is delivered. This might be real for low operating speed but the efficiency of the combustion process decreases with increasing operating speed. This is due to the reduced time for the combustion to occur and part of the fuel remain unburned at the end of the combustion process. This unburned gas comes from flame quenching due to heat transfer with the wall and quenching in the crevices around the piston head. A simple way to evaluate the combustion efficiency, 𝜂 𝑐 , is to consider an inverted evolution with the engine speed (equation 4).

𝜂 𝑐 = 𝜂 𝑐0 - 𝐴 𝐵 + 𝑁 (4) 
In this equation, 𝜂 𝑐0 is assumed to be 0.98 and the values of 𝐴 and 𝐵 are 300 and 2000 respectively. 𝑁 is the engine speed in rpm. Therefore, the gross indicated power is calculated thanks to the equation 5.

𝑃 𝑖𝑔 = 𝜂 𝑓,𝑖 (𝜂 𝑐0 - 𝐴 𝐵 + 𝑁 )ṁ 𝑓 𝐿𝐻𝑉 (5) 
To calculate the brake power, 𝑃 𝑏 ,w eh a v et oe s t i m a t et h e friction power, 𝑃 𝑓 , or the friction mean effective pressure (𝐹𝑀𝐸𝑃). The friction losses are the sum of different phenomena, such as piston friction, which can be independent of speed or proportional to speed. In the simplest case we consider it as a linear equation in function of engine velocity as in equation 6 [START_REF] Heywood | Internal Combustion Engine Fundamentals[END_REF]. The constant of friction 𝑓 is assumed to be 100 kPa and the factor 𝑓𝑝 is 20. 𝑁 is the velocity of engine in rpm.

𝐹𝑀𝐸𝑃 = 𝑓 + 𝑓 𝑝 𝑁 (6) 
Then, the friction power is calculated from the friction mean effective pressure by multiplying FMEP by the cylinder volume, 𝑉 𝑑 , displaced per second (equation 7).

𝑃 𝑓 =(𝑓 + 𝑓 𝑝 𝑁 ) 𝑉 𝑑 𝑁 𝑅 𝑐 60 (7) 
𝑅 𝑐 is 1 for 2 stroke engine and 2 for 4 stroke engine. Thus, the fuel mass flow rate can be easily evaluated from the brake power requirements thanks to the resulting equation 8 as a function of the engine speed and its displacement volume.

ṁ𝑓 = 𝑃 𝑒 +(𝑓 + 𝑓 𝑝 𝑁 ) 𝑉 𝑑 𝑁 𝑅𝑐60 𝜂 𝑓,𝑖 (𝜂 𝑐0 -𝐴 𝐵+𝑁 )𝐿𝐻𝑉 (8) 

B. Refined approach

The refined approach consists in a zero-dimensional singlezone thermodynamic model of the internal combustion engine. The aim of this model is to evaluate the influence of the engine speed and load on the fuel indicated efficiency. 𝜂 𝑓,𝑖 is defined as the ratio between the work transfer to the piston thanks to the in-cylinder pressure and the theoretical energy available in the fuel (equation 9). Therefore, the evolution of the pressure inside the cylinder during the engine cycle is needed.

𝜂 𝑓,𝑖 = ∫ -𝑃𝑑𝑉 𝑚 𝑓𝑢𝑒𝑙 𝐿𝐻𝑉 (9) 
The cylinder is considered as an open system where pressure, 𝑃 , temperature, 𝑇 , and mixture composition are homogeneous. The gas is supposed to be a constant mixture of fuel and air. The model is governed by the conservation of mass and the conservation of energy. The cylinder can only exchange mass through the intake and exhaust valves (equation 10).

𝑑𝑚 𝑑𝑡 = 𝑑𝑚 𝑖𝑛𝑡 𝑑𝑡 + 𝑑𝑚 𝑒𝑥ℎ 𝑑𝑡 ( 10 
)
where 𝑚 is the mass inside the cylinder and 𝑑𝑚 𝑖𝑛𝑡 /𝑑𝑡 (respectively 𝑑𝑚 𝑒𝑥ℎ /𝑑𝑡) is the mass flow rate through the intake (respectively exhaust) valve.

The first law of thermodynamics is applied to the open system which exchanges heat through the wall (𝑄 𝑤𝑎𝑙𝑙 ) and receives heat thanks to a combustion model (𝑄 𝑐𝑜𝑚𝑏 ). The work transfer through the piston due to the change of in-cylinder volume, 𝑉 , is equal to -𝑃𝑑 𝑉/ 𝑑 𝑡(equation 11).

𝑑𝑚𝑢 𝑑𝑡 = 𝑑𝑊 𝑑𝑡 + 𝑑𝑄 𝑑𝑡 = -𝑃 𝑑𝑉 𝑑𝑡 + 𝑑𝑄 𝑤𝑎𝑙𝑙 𝑑𝑡 + 𝑑𝑄 𝑐𝑜𝑚𝑏 𝑑𝑡 ( 11 
)
where 𝑢 is the internal energy.

Since, the unknowns are the pressure, the temperature and the mass inside the cylinder a third equation is needed which is the ideal gas law in its derived form (equation 12).

𝑃 𝑑𝑉 𝑑𝑡 + 𝑉 𝑑𝑃 𝑑𝑡 = 𝑑𝑚 𝑑𝑡 𝑟𝑇 + 𝑚 𝑑𝑟 𝑑𝑡 𝑇 + 𝑚𝑟 𝑑𝑇 𝑑𝑡 ( 12 
)
where 𝑟 is the ideal gas constant (𝑟 = 𝑅/𝑀 ). Since the mixture composition is assumed to be constant 𝑑𝑟/𝑑𝑡 =0. Therefore, some models are needed in order to calculate the mass flow rate through the valve, the heat exchange with the wall and the heat release from the combustion process. The mass flow rate is calculated with the assumption of the quasi-steady adiabatic and compressible flow. The flow is generated due to the difference in pressure between the upstream (𝑢𝑠) and the downstream (𝑑𝑠)i f𝑃 𝑢𝑠 ≥ 𝑃 𝑑𝑠 . Thus, mass flow rate depends on the upstream conditions (pressure, 𝑃 𝑢𝑠 , temperature, 𝑇 𝑢𝑠 ) and the downstream pressure, 𝑃 𝑑𝑠 (equation 13).

𝑑𝑚 𝑑𝑡 = 𝐴𝐶 𝑑 𝑃 𝑢𝑠 √ 2𝛾 (𝛾 -1)𝑟𝑇 𝑢𝑠 (𝑋 2 𝛾 -𝑋 𝛾+1 𝛾 ) (13) 
where

𝑋 = 𝑃 𝑑𝑠 𝑃 𝑢𝑠 ≤ ( 2 𝛾 +1 ) 𝛾 𝛾-1 (14) 
The heat exchange with the wall is considered to be forced convection (equation 15) and the heat transfert coefficient is calculated thanks to the correlation defined by Han et al. [START_REF] Han | Empirical formula for instantaneous heat transfer coefficient in s.i. engine[END_REF].

𝑑𝑄 𝑤𝑎𝑙𝑙 𝑑𝑡 = ℎ𝑆(𝑇 -𝑇 𝑤𝑎𝑙𝑙 ) (15) 
Finally, the heat release rate, 𝑑𝑄 𝑐𝑜𝑚𝑏 /𝑑𝑡, is calculated thanks to the empirical burning law defined by Vibe [START_REF] Vibe | Brennverlauf und Kreisprozess von Verbrennungsmotoren[END_REF] which is commonly used [START_REF] Heywood | Internal Combustion Engine Fundamentals[END_REF] in internal combustion engines thermodynamic model. This law (equation 16) considers an exponential evolution of the heat release from the combustion, starting at 𝜃 𝑖 crank angle degree before the top-dead-center with a combustion duration of Δ𝜃.

𝑄 𝑐𝑜𝑚𝑏 = 𝑚 𝑓𝑢𝑒𝑙 𝐿𝐻𝑉 (1 -𝑒 -𝑎( 𝜃-𝜃 𝑖 Δ𝜃 ) 𝑛+1 ) (16) 

III. VALIDATION OF THE METHOD

The presented approach is validated for different internal combustion engines of different sizes and with regard to different driving cycles. The results are presented in table I. It can be seen, that the simple approach gives a first idea of fuel consumption. The accuracy for extra urban driving as in EUDC is rather promising underestimating the fuel consumption by not more than 10%. For urban driving as in ECE R15 the accuracy is not so good with maximum underestimation of 25%. The thermodynamic approach largely improves the fuel consumption predictions for urban driving with maximum error as low as 3.7%, whilst showing an overestimation of fuel consumption of up to 13% for extra urban driving.The discrepancies for the urban cycles mainly come from the evaluation of the fuel indicated efficiency. We choose a constant value for all the operating conditions of the The discrepancies of the thermodynamic model are explained by the fact that the presented approach is a 0-dimensional model, which does not take into account three dimensional phenomena such as boundary layer or acoustics inside the intake pipes [START_REF] Heywood | Internal Combustion Engine Fundamentals[END_REF].

IV. APPLICATION OF METHODS ON SERIES HYBRID

VEHICLE

The presented approaches are applied to a series hybrid configuration using a 1000 cm 3 gasoline engine, with the architecture shown in figure 3(b). It is inspired by the series hybrid competition car called Noao (figure 3(a)), which has been produced in 2011 by different companies installed around the Magny-Cours race track in France. The vehicle has the parameters presented in table II.

A system control using heuristic method has been designed and simulated, leading to the operating points indicated in figure 4(a) and figure 4(b). This method uses the Boolean functions to determine the engine on-off command. The control considers three variables to make decision, the previous state of engine, the 𝑆𝑂𝐶 𝑚𝑖𝑛 , and 𝑆𝑂𝐶 𝑚𝑎𝑥 .N o t e that the engine will start whenever the battery state of charge attains its minimum threshold and will only stop if it reach the maximum threshold. In addition, a combination of a piecewise linear equation 17 in function of power demand during recharge can increase the power given by engine while needed. 𝑃 𝑡𝑟𝑎𝑛𝑠 in equation 18 is the fraction of difference between 𝑃 𝑜𝑝𝑡 and 𝑃 𝑇𝑚𝑎𝑥 . This function is adjusted to make the engine work between its optimal point and its maximum torque point precisely via lookup table. It is possible to utilize this control strategy for a real-time optimization because it can yield minimum consumption for urban cycle and at the same time can deliver required power if needed for extra urban cycle.

𝑃 𝐼𝐶𝐸 = ⎧ ⎨ ⎩ 𝑃 𝑜𝑝𝑡 𝐼𝐹 𝑃 𝑑𝑚𝑑 <𝑃 𝑜𝑝𝑡 𝑃 𝑡𝑟𝑎𝑛𝑠 𝐼𝐹 𝑃 𝑜𝑝𝑡 ≤ 𝑃 𝑑𝑚𝑑 ≤ 𝑃 𝑇𝑚𝑎𝑥 𝑃 𝑇𝑚𝑎𝑥 𝐼𝐹 𝑃 𝑑𝑚𝑑 >𝑃 𝑇𝑚𝑎𝑥 ⎫ ⎬ ⎭ ( 17 
)
𝑃 𝑡𝑟𝑎𝑛𝑠 =( 𝑃 𝑑𝑚𝑑 -𝑃 𝑜𝑝𝑡 𝑃 𝑇𝑚𝑎𝑥 -𝑃 𝑜𝑝𝑡 )𝑃 𝑑𝑚𝑑 + 𝑃 𝑜𝑝𝑡 (18) 
After that, the fuel consumption of the ICE and hybrid solution are evaluated (table III). To evaluate the overall efficiency, we use the equivalent consumption as indication of improvement of this hybrid system. This parameter includes the mass of fuel to recover the same amount of battery energy used during imposed driving cycles. We can find that the fuel consumption of the hybrid solution estimates lower equivalent fuel consumption for ECE R15 cycle, with an improvement of consumption around 30% compared to the solution using the architecture having only ICE. In EUDC cycle, the quantity of fuel has increased by 10%. This is due to the series hybrid architecture, the ICE power is not connected directly to the transmission, thus introducing supplementary losses. The specific fuel consumption maps of the both methods, including working points of ICE and hybrid architecture for both driving cycles are presented in figure 4. It can be seen, that the difference of the two iso-consumption maps is most important in regions of low torque application. This is the same region, that is mainly used for the urban driving cycle, thus explaining the refinement in the results of urban driving using the thermodynamic model. Furthermore, it can be seen that the consumption around the working points for extra urban driving only changes slightly with higher consumption for the thermodynamic model, underlining the observations in table I. But the most interesting conclusion for the iso-consumption map is the fact that for the hybrid architecture, the working point are in the region of optimal consumption thus explaining the considerable gain in fuel consumption using a series hybrid architecture.

Investigations of a large number of ICE have shown that not only the maximum torque can be approximated using the displacement (figure 1), but also the maximum power is related to the engine displacement (figure 5(b)) and the engine weight in function of the maximum power (figure 5(b)). This knowledge enables the predimensioning of an internal combustion engine for hybrid applications. For hybrid applications the maximum engine power is known by system analysis. Based on the maximum displacement, maximum torque and corresponding engine speed can be evaluated. The engine weight can be deduced, providing additional information for the system. Non the less the presented methods provide a possibility to evaluate and visualize fuel consumption for different driving cycles.

V. C ONCLUSION AND PERSPECTIVE

This work presents two methods to estimate the fuel consumption of internal combustion engine. The simple approach, depending only on the cylinder volume, power requirements and rotation speed, can be used for very first estimations of operating points and consumption of an ICE. The more elaborated approach allows the refinement of the estimation using a one dimensional model. Both modeling approaches have been verified against literature data and show good accuracy for six different ICEs and two different driving cycles, with a maximum derivation of -25%. Thereafter, the approach is used to evaluate the ICE choice for an series hybrid vehicle, including considerations of maximum ICE power and parameters like displacement and engine weight. In the following the presented method will be used as tool to 
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Table I VALIDATION

 I OF THE MODEL IN L/100km

			Toyota Camry	Alfa Romeo	BMW 320i	Renault Clio	Honda Jazz 1.5	Suzuki Alto
			2.4	159 2.2 JTS		1.6 16V (2009)	VTEC (2008)	1.0 (2009)
	ECE R15	Constructor	10.7	13	10.8	9.0	8.4	5.5
		Thermo	11.10	12.60	11.15	9.19	8.67	5.33
		Simple	8.34	10.89	9.39	7.36	6.93	4.12
		Error 𝑡ℎ𝑚 (%)	3.7	-3.1	3.2	2.1	3.2	-3.1
		Error 𝑠𝑖𝑚 (%)	-22.1	-16.2	-13.1	-18.2	-17.5	-25.1
	EUDC	Constructor	7.1	7.3	6.2	6.1	5.5	3.8
		Thermo	7.86	7.97	6.91	6.71	6.12	4.28
		Simple	6.38	7.04	5.77	5.69	5.19	3.67
		Error 𝑡ℎ𝑚 (%)	10.7	9.2	11.5	10.0	11.3	12.6
		Error 𝑠𝑖𝑚 (%)	-10.1	-3.6	-6.9	-6.7	-5.6	-3.4

Table III COMPARISON

 III OF THE MODELS ON SERIES HYBRID ARCHITECTURE

				Equivalent	
				consumption	
			Engine only	Series hybrid	
	Cycle	Model	[L/100km]	[L/100km]	[%]
	ECE R15	Thermo	7.47	4.93	-34
		Simple	6.25	4.54	-27
	EUDC	Thermo	5.95	6.50	+9
		Simple	5.44	6.00	+10
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