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Introduction

Nd:YAG single crystal has been proved to be excellent laser material for diode-pumped solid-state lasers owning to its high thermal conductivity, good chemical and mechanical properties [START_REF] Kaminskii | Laser crystals and ceramics: recent advances[END_REF]. One major shortcoming of Nd:YAG crystal is its narrow emission bandwidth, which limits the pulse width when used for mode locking lasers [START_REF] Sorokin | Femtosecond solid-state lasers using Nd 3+ -doped mixed scandium garnets[END_REF]. Nd 3+ -doped yttrium scandium aluminum (Nd:Y 3 Sc x Al 5-x O 12 ) compositions are considered as solid solution of Nd:YAG and Nd:Y 3 Sc 2 Al 3 O 12 (Nd:YSAG) [START_REF] Sato | Spectral parameters of Nd 3+ -ions in the polycrystalline solid-solution composed of Y 3 Al 5 O 12 and Y 3 Sc 2 Al 3 O 12[END_REF]. These crystals have some advantages in comparison to Nd:YAG crystal [START_REF] Allik | + :Y 3 Sc 2 Al 3 O 12[END_REF][START_REF] Feng | Dual-wavelength synchronously mode-locked laser of a Nd:Y 3 ScAl 4 O 12 disordered crystal[END_REF][START_REF] Ding | Growth, defects, mechanical and optical properties of Nd:GSAG and Nd:YSAG laser crystal[END_REF][START_REF] Lutts | GSAG and YSAG: a study on isomorphism and crystal growth[END_REF][START_REF] Cornacchia | Spectroscopic properties of Y 3 Sc 2 Al 3 O 12 (YSAG) single crystals grown by μ-PD technique[END_REF]. In the lattice, Sc 3+ and Al 3+ ions are randomly distributed on the octahedral positions. The disordered structure will result in inhomogeneous broadening of absorption and emission spectra, which is better for efficient Q-switched and mode-locked laser pulse operations. Moreover, replacing Al 3+ ions with larger Sc 3+ ions increases the distance between dodecahedral lattice sites that Nd 3+ ions substitute, which decreases the concentration quenching of Nd 3+ fluorescence.

In Nd:Y 3 Sc x Al 5-x O 12 , the Nd3+ electronic structure dependence on structural changes with composition evolution and can strongly affect the local symmetry. The multicenter structure and inhomogeneous broadening of Nd3+ lines is attributed to crystal field distributions determined by the random occupancy of the octahedral sites by Sc3+ and Al3+ (Aurelia Lupei et al Optical Materials 47:465-472 • September 2015). So it is very important to investigate the impact of the substitution of Al3+ by Sc3+ in the system Nd-YSAG where the Nd is the activator.

In 1990, Allik et al. reported the laser operation of Nd:Y 3 Sc 2 Al 3 O 12 crystal under diode array pumping for the first time [START_REF] Allik | + :Y 3 Sc 2 Al 3 O 12[END_REF]. In 2017, Feng et al. demonstrated diode pumped continuous wave and mode-locked laser of a Nd:Y 3 ScAl 4 O 12 crystal. The maximum continuous wave output power was 2.0 W with a slope efficiency of 53.1%. The pulse width of the mode-locked laser was as short as 3.8 ps and the mode-locked laser exhibited dual-wavelength operation at 1060.8 nm and 1063.2 nm [START_REF] Feng | Dual-wavelength synchronously mode-locked laser of a Nd:Y 3 ScAl 4 O 12 disordered crystal[END_REF].

Nd:Y 3 Sc x Al 5-x O 12 crystals has been grown by the Czochralski method [START_REF] Ding | Growth, defects, mechanical and optical properties of Nd:GSAG and Nd:YSAG laser crystal[END_REF], floating zone method [START_REF] Lutts | GSAG and YSAG: a study on isomorphism and crystal growth[END_REF] and micro-pulling-down method [START_REF] Cornacchia | Spectroscopic properties of Y 3 Sc 2 Al 3 O 12 (YSAG) single crystals grown by μ-PD technique[END_REF]. The μ-PD method has the capability to produce under stationary stable regime single crystalline materials quickly, relatively inexpensively and the grown samples are of sufficient dimensions for the microscopic and macroscopic characterization [START_REF] Yu | Growth of Ca 3 (Li,Nb,Ga) 5 O 12 garent crystals from stoichiometric melts[END_REF][START_REF] Lebbou | Single crystals fiber technology design. Where we are today?[END_REF][START_REF] Didierjean | High-power laser with Nd:YAG single-crystal fiber grown by the micro-pulling-down technique[END_REF][START_REF] Yoshikawa | Challenge and study for developing of novel single crystalline optical materials using micro-pulling-down method[END_REF]. Cornacchia et al. reported the μ-PD growth and optical properties of Nd:Y 3 Sc 2 Al 3 O 12 crystal [START_REF] Cornacchia | Spectroscopic properties of Y 3 Sc 2 Al 3 O 12 (YSAG) single crystals grown by μ-PD technique[END_REF]. But the Nd:Y 3 Sc x Al 5-x O 12 crystals with different Sc 3+ content (x) have not been investigated yet. In this work, we demonstrated the growth of Nd:Y 3 Sc x Al 5-x O 12 (x= 0.05, 0.5, 1) crystals by the μ-PD method. The structure and spectroscopic properties were discussed in detail.

Experimental 2.1 Crystal growth and structure

Nd 3+ -doped Y 3 Sc x Al 5-x O 12 single crystals have been grown by the μ-PD method, simply shown in Fig. 1. The growth process was described previously [START_REF] Wang | High-performance Ho:YAG single-crystal fiber laser in-band pumped by a Tm-doped all-fiber laser[END_REF][START_REF] Song | Laser operation in a Tm:LuAG crystal grown by the micro-pulling-down technique[END_REF][START_REF] Li | Optical properties of Nd:Bi 4 Ge 3 O 12 crystals grown by the micro-pulling-down method[END_REF]. We use RF heating source. It consist of iridium conical crucible with capillary die of diameter 2mm and hole of 1 mm, which contains starting charge to be crystalized and induction heating to heat crucible up to melting temperature of the raw material. High density and high purity (99,8%) alumina was used as ceramic construction around the crucible for the thermal insulation. The program heating and cooling is automatically controlled using special software. , respectively. The mixed powders were pressed into rod under a hydrostatic pressure of 160 MPa for 2 min and sintered in air at 1300 ℃ for 20 h. During the growth process, the <111> oriented YAG crystal was used as the seed, pulling rate was 0.30 mm/min and the growth atmosphere was flowing argon. The seed is dipped in the melt at the bottom of the crucible in the capillary die and the melt temperature through the power is adjusted until a meniscus is supported. The molten zone and meniscus lenrth are controlled by careful adjustment of the heater power. The whole assembly is maintained in the chamber, which permits control of the ambient gas and enables visualization of the grown crystal by CCD camera.

The as-grown 0.2 at.% Nd:Y 3 Sc x Al 5-x O 12 crystals with a diameter of about 2 mm close to diameter of the crucible opening are shown in Fig. 2. Whatever the scandium concentration, all the crystals are constant in diameter, transparent, colorless and have a smooth surface. We had not seen any composition variation resulting in a second phase apparition Disconnection of the crystal growing from the molten zone was never observed even in the case of changing growth parameters such as pulling rate. The structure of Nd3+ requires a careful design during the preparation step. It was not necessary to grow crystal with high Nd3+ concentration larger than 1at%. The crystal grown from 0.2at% doped YSAG along <111> direction. Using this concentration, the longitudinal composition is homogeneous and we didn't observed any composition variation along the growth direction. The composition distribution of Nd through the analysis by X-ray diffraction (lattice parameters measurement) on different fraction of the crystal was found to be of high uniformity and effective distribution coefficients Keff is close to 1.

Phase composition of Nd:Y 3 Sc x Al 5-x O 12 crystals was examined with room temperature X-ray powder diff raction (XRD, Bruker-D2, Germany). Fig. 3. illustrates the powder XRD patterns of the as-grown crystals. The diffraction peaks of the samples are well indexed to the YAG phase (ICSD 79-1892) and there are no additional impurity peaks in the X-ray diagram, which confirms their cubic system with space group Ia3d. The lattice constants of Nd:Y 3 Sc x Al 5-x O 12 crystals were shown in Table 1. With the increasing of compositional parameter x, the calculated lattice constant increased, which is due to the substitution of Al 3+ ions with larger Sc 3+ ions. It also can be observed that the diffraction peaks shift toward lower 2-Theta angles in respect with the increase of the Sc 3+ content. So, this behavior is very interested for the properties of this crystal. The substitution of Al 3+ by Sc 3+ ions is a good way to increase the distance between the dodecahedral lattice sites (comfortable sites for Nd 3+ ions) allowing to decrease the strong Nd 3+ ion-ion interaction encountered in YAG crystal connected with the concentration quenching of Nd 3+ fluorescence. 

Spectral measurement

The samples were cut from the as-grown crystals and two surfaces perpendicular to the <111>-growth axis were polished for spectral measurements. The spectral measurements were detected in the core (diameter of 0.5 mm) of the samples. The room temperature absorption spectra of Nd:Y 3 Sc x Al 5-x O 12 crystals were measured in a range of 320-1000 nm by a UV-VIS-NIR spectrophotometer (Lambda 900, Perkin -Elmer UV-VIS-NIR) in. The room temperature emission spectra, as well as the decay curves of the 4 F 3/2 multiplet, were recorded by an Edinburgh Instruments FLS980 spectrophotometer under 807 nm excitation.

Spectral properties

The room temperature absorption spectra of Nd:Y 3 Sc x Al 5-x O 12 crystals in a range from 300 to 1000 nm are shown in Fig. 1. It can be observed that there are 5 prominent absorption bands in the measured range, corresponding to the transitions of Nd 3+ from the 4 I 9/2 ground state to the excited states, as marked in the Fig. 4. by introducing Sc 3+ will generate a modification of the surrounding of the optical center Nd3+ and so the nergy level structure would be altered. We have shown the absorption bands around 808 nm corresponding to the 4 I 9/2 → 4 F 5/2 + 2 H 9/2 in the inset of Fig. 4, which could be pumped by commercially high-power AlGaAs laser diodes. The absorption coefficient at 808 nm was 0.29, 0.39 and 1.39 cm -1 for x= 0.05, 0.5 and 1, respectively. During the micro-pulling-down growth of Nd:Y 3 Sc x Al 5-x O 12 crystals, the pulling rate is high and there is no mixing in the capillary, the diffusion length ß =D/v (D: diffusion rate, v:pulling rate) is smaller than the inner length of the crucible capillary (2.5 mm). Therefore the Nd 3+ distribution along the growth axis was practically constant, but the Nd 3+ concentration is lower in the core than at the rim due to the small distribution coefficient of Nd 3+ in Y 3 Sc x Al 5-x O 12 crystals. The similar results were reported on (Mg 1-x Fe x ) 2 SiO 4 [START_REF] Ganschow | Growth of olivine single crystals by the micro-pulling-down method[END_REF], Ga:Al 2 O 3 [START_REF] Maier | Dopant segregations in oxide single-crystal fibers grown by the micro-pulling-down method[END_REF] and Ce:LuAG [START_REF] Xu | Ce-doped LuAG single-crystal fibers grown from the melt for high-energy physics[END_REF] crystals grown by the μ-PD method. With the increasing of compositional parameter x in Nd:Y 3 Sc x Al 5-x O 12 crystals, the transversal distribution coefficient of Nd 3+ increased, which induced the increase of Nd 3+ concentration in the core and the increase of absorption coefficient of Nd 3+ at 808 nm. , respectively. This shift can be connected to changes of the Nd 3+ electronic level structure affected by the modification of the lattice in the vicinity of the doping ion. The FWHM of the emission band centered at 1064 nm was calculated to be 6.1, 7.1, and 7.3 nm for x= 0.05, 0.5 and 1, respectively, which is larger than that of Nd:YSGG (1.0 nm) [START_REF] Sorokin | Femtosecond solid-state lasers using Nd 3+ -doped mixed scandium garnets[END_REF], Nd:YGAG (3.5 nm) [START_REF] Zhou | Spectroscopic analysis and lasing properties of Nd:Y 2.5 Gd 0.5 Al 5 O 12 crystals[END_REF], and Nd:YSAG (5.5 nm) [START_REF] Sato | Characteristics of Nd 3+ -doped Y 3 ScAl 4 O 12 ceramic laser[END_REF]. Thus Nd:Y 3 Sc x Al 5-x O 12 crystals are promising laser gain media for tunable laser and/or ultrashort laser system. Nd:LuGdAG (262 μs) [START_REF] Di | Crystal growth, spectroscopic and CW laser properties of Nd 0.03 Lu 2.871 Gd 0.099 Al 5 O 12[END_REF], Nd:LuYAG (263 μs) [START_REF] Xu | Spectral characterization and laser performance of a mixed crystal Nd:(Lu x Y 1-x ) 3 A l5 O 12[END_REF]. As can be seen, with the increasing of compositional parameter x in Y 3 Sc x Al 5-x O 12 crystals, the Nd 3+ concentration in the core increased, but no concentration quenching was observed. The results indicated that Nd:Y 3 Sc x Al 5-x O 12 crystals are promising laser gain media. 

Conclusions

In this work, Nd:Y 3 Sc x Al 5-x O 12 (x= 0.05, 0.5, 1) single crystals were successfully grown by the μ-PD technique. Under stable growth conditions, the obtained crystals was of high quality. The Sc 3+ is substituted to Al 3+ with homogeneous distribution along the growth axis. The effect of Sc 3+ content on the structure, absorption, emission and fluorescence lifetime of Nd:Y 3 Sc x Al 5-x O 12 crystals was studied. The crystals crystallized in the cubic system with space group Ia3d and the calculated lattice constant increased with the increase of x. With the increasing of compositional parameter x, the distribution coefficient of Nd 3+ increased and the absorption coefficient of Nd 3+ at 808 nm in the core increased. The full width at half maximum (FWHM) of the emission band centered at 1064 nm was calculated to be 6.1, 7.1, and 7.3 nm for x= 0.05, 0.5 and 1, respectively. The fluorescence lifetime of 4 
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 12 Fig. 1. Schematic illustration of Nd:Y 3 Sc x Al 5-x O 12 crystals grown by the μ-PD method

Fig. 3 .

 3 Fig. 3. Room temperature XRD patterns of Nd:Y 3 Sc x Al 5-x O 12 crystals compared with a standard pattern of YAG (ICSD 79-1892).

Fig. 4 .

 4 Fig. 4. Absorption spectra of Nd:Y 3 Sc x Al 5-x O 12 crystals. The inset presents the absorption spectra around 808 nm.
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 5 Fig.5 presents the room temperature emission spectra of Nd:Y 3 Sc x Al 5-x O 12 crystals in the wavelength range of 850-1500 nm under 807 nm excitation. With the increasing of compositional parameter x in Nd:Y 3 Sc x Al 5-x O 12 crystals, the emission spectra show a blue shift, which was attributed to the different crystal field environment for Nd 3+ . For each spectrum, three emission bands corresponding to the 4 F 3/2 → 4 I 9/2 , 4 F 3/2 → 4 I 11/2 , and 4 F 3/2 → 4 I 13/2 transitions are observed at 850-960, 1040-1140, and 1300-1460, respectively. This shift can be connected to changes of the Nd 3+ electronic level structure affected by the modification of the lattice in the vicinity of the

Fig. 5 .

 5 Fig. 5. Emission spectra of Nd:Y 3 Sc x Al 5-x O 12 crystals under 807 nm excitation.

Fig. 6 .

 6 Fig. 6. Decay curves of the 4 F 3/2 level of Nd:Y 3 Sc x Al 5-x O 12 crystals

  F 3/2 levels are 259.3, 269.6, and 276.9 μs for x= 0.05, 0.5, and 1, respectively. The results indicate that the Nd:Y 3 Sc x Al 5-x O 12 crystals are promising laser gain media.

  The starting materials were 99.999% grade Nd 2 O 3 , Sc 2 O 3 , Y 2 O 3 and Al 2 O 3 powder. They were weighed according to the formula Nd 0.006 Y 2.994 Sc 0.05 Al 4.95 O 12 , Nd 0.006 Y 2.994 Sc 0.5 Al 4.5 O 12 and Nd 0.006 Y 2.994 ScAl 4 O 12

Table 1 Lattice

 1 

	Nd:Y 3 Sc 0.05 Al 4.95 O 12	12.0134
	Nd:Y 3 Sc 0.5 Al 4.5 O 12	12.0390
	Nd:Y 3 ScAl 4 O 12	12.1299

parameters for Nd:Y 3 Sc x Al 5-x O 12 crystals Nd:Y 3 Sc x Al 5-x O 12 a (Å)
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