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The main objective of the presented study is to propose a forecasting model of scintillation indices (here ROTI and σ φ ) for the polar region. A first proposition has been done in [1], with a simple empirical model driven by the Kp geomagnetic index, and for which the main output was the instantaneous mean ROTI value. Here, an updated model is proposed, where the main inputs are the solar wind parameters pressure, p, and the z component of the interplanetary magnetic field, B z . Moreover, a distribution of predicted ROTI (5 minutes or 1 hour prediction) or σ φ index is provided instead of a mean value. Thus, the model allows estimating the percentage of time of occurrence for a level of ROTI (or σ φ ) to be exceeded in the next 5 minutes or 1 hour, or the exceeded ROTI (or σ φ ) for a corresponding percentage of time. This paper is the result of a fruitful collaboration between the CNES, ONERA, NSC and NMA organizations.

INTRODUCTION

When crossing the ionosphere layer, L-band satellite navigation signals are impacted by two kinds of effects: mean effects and dynamic effects. Mean effects are the group delay and the signal phase advance. At the first order this delay depends on the total electron content (TEC) of the ionosphere layer. It leads to a positioning error of several meters to tens of meters. Most of it can be corrected in the case of Global Navigation Satellite Systems (GNSS) either using a dual frequency measurement, or using correction models (like Klobuchar model, NeQuick, TEC grids in the case of augmentation systems) for single frequency measurements. Dynamic effects are scintillation phenomena. These events generally occur over the equatorial region and the polar zone, but they may also occur at middle latitudes when the solar activity increases or during strong ionospheric storm. These events impact the signal and cause very fast variations of the amplitude and of the phase. Therefore, the signal fades and GNSS receivers may lose lock. The main impact of the ionosphere dynamic effects on navigation systems is the unavailability of the satellite link as well as the reduced reliability of the available information. Several models exist for scintillation modeling: GISM (Global Ionospheric Scintillation Model) [START_REF] Béniguel | A Global Ionosphere Scintillation Propagation Model for Equatorial Regions[END_REF] referenced at the ITU [START_REF]Ionospheric propagation data and prediction methods required for the design of satellite services and systems[END_REF], provides mean scintillation indices values (S 4 for the amplitude scintillation, σ φ for the phase scintillation) with occurrence probability, and can provide also time series. However this model is reliable only for the equatorial region, and the forecasting performances are limited as the model is driven only by the solar flux number F10.7, which is a daily parameter. The STIPEE model [START_REF] Galiègue | Validity of 2-D electromagnetic approaches to estimate log-amplitude and phase variances due to 3-D ionospheric irregularities[END_REF] proposes a propagation formalism reliable for polar and equatorial region and for weak and strong scintillation. Nevertheless, this model is not proposing forecasting of scintillation indices. WBMOD [START_REF] Secan | An Investigation of Methods for Improving Models of Ionospheric Plasma-Density Irregularities and Radio-Frequency Scintillation[END_REF][6] (WideBandMODel), developed by NWRA (Northwest Research Associates) proposes statistics of scintillation for polar and equatorial region [START_REF] Rino | A power law phase screen model for ionospheric scintillation, Weak scatter[END_REF]. However, WBMOD is driven by monthly (SSN Sun Spot Number) and daily (daily Kp) parameters. Thus, it provides a statistical characterization of the scintillation for a given period, but cannot provide prediction at one hour, typically. Thus, though these models are very useful for link budget dimensioning or for receiver testing, they cannot be used in operational condition for forecasting purpose. In [START_REF] Boscher | Modelling ionospheric effects for L band GNSS receivers at high latitudes[END_REF], a simple empirical model driven by the Kp geomagnetic index has been proposed. As it is a 3 hours index (and this index may be forecasted), we expected to be more accurate in term of scintillation forecasting. The section II is presenting the results of the validation campaign of this model, and shows its main limitations and improvement recommendations. From this work, in section III a new prediction model named HAPEE (High lAtitude scintillation Positioning Error Estimator) is described. The conclusions and future works are discussed in section IV.

II. LIMITATION OF A MODEL DRIVEN BY GEOMAGNETIC

INDICES

In [START_REF] Boscher | Modelling ionospheric effects for L band GNSS receivers at high latitudes[END_REF], a prediction model of scintillation in polar region is proposed. A good correlation was found between the scintillation index ROTI (Rate Of TEC Index), and the electron energy flux. The energy fluxes were measured from the NOAA POES satellites, and the ROTI were provided by NMA GNSS receivers [START_REF] Jacobsen | Statistics of ionospheric disturbances and their correlation with GNSS positioning errors at high latitudes[END_REF]. Thus, the electron energy flux was sorted as a function of maps in McIlwain parameter L versus Magnetic Local Time (MLT), and several maps were proposed as a function of the Kp index. The main principle is shown in Figure 1. Please note that the main inputs are satellite / receiver position, and the Kp index (for which forecasting services are available). The first conclusion is that the accuracy of the magnetic index Kp is not sufficient for ROTI prediction purpose. In the histogram of differences between predicted and observed Kp (See Figure 2), one can observe for example in active periods that forecasted Kp is consistently underestimating the observed Kp by a significant amount. In quiet periods, forecasted Kp is consistently overestimating the observed Kp. Our conclusion is that models based on magnetic indices give a coarse idea of the scintillation condition, but they are not accurate enough for a monitoring system. In particular, strong events are not predictable with enough accuracy, and even the magnitude of scintillation during quiet periods is hardly estimable. From this statement, another approach of scintillation forecasting using other space weather indices, i.e. parameters describing the solar wind has been researched. Moreover, to improve the model relevance for link budget dimensioning or for receiver testing, a statistical approach has been chosen. The new model is presented in the next section.

III. INTRODUCTION OF SPACE WEATHER INDICES; THE HAPEE MODEL

In order to provide a new model, four main updates were proposed:

First model update: The idea of this work is to search for a statistical relation between space weather indices (such as solar wind parameters, interplanetary magnetic field, particle density, electric field … ) and energy fluxes measured in polar region by low orbit satellites (such as POES satellite). From such analysis, the energy flux may be possible to forecast. As it is related to ROTI by previous models [START_REF] Boscher | Modelling ionospheric effects for L band GNSS receivers at high latitudes[END_REF], we could end up with a prediction model for ionospheric disturbance on GNSS signals in polar region.

A sensitivity analysis of the energy flux to different parameters characterizing the solar wind has been performed. This analysis is not detailed in this paper as a focus on the final scintillation model is proposed. The conclusions were that no clear relation has been found considering each space weather parameter alone. Here interplanetary magnetic field angle θ, solar wind velocity V, solar pressure p, electric field component E y , magnetic field component B z have been considered. Please note that some of these parameters are correlated. As an example, the solar wind velocity is often a "consequence" of the variation of pressure p or of the density in the case of a Coronal Mass Ejection. Another example, high solar wind velocity is coming with highly variable B z (the z-component -in GSM coordinates-of the interplanetary magnetic field) in the High Speed solar wind Streams. Then possible crosscorrelations, considering several space weather indices as input and energy flux as output, have been studied. The more significant cross-correlations have been obtained considering the B z and p (solar wind pressure) parameters describing the medium. This analysis has been performed from the NOAA TED and MEPED electron measurements. Different maps of the energy flux, either in L-MLT or in longitude-latitude for a particular instant of a specific day (as in Figure 4) have been computed. Thus, for given B z and p values, these maps can be used to estimate the energy flux everywhere on the Earth. Starting from this preliminary analysis, the solar wind parameters B z and p have been considered as inputs of a ROTI index model.

Figure 4: Energy flux maps projected on the Earth for various solar wind pressures and components for 0h UT (calculation made on 1st January 2017). All the graphs are made using the same scale, given on the right, with the unit erg.cm -2 s -1

Second model update: the second update has been to search for a correlation between the space weather indices (B z , p) and the ROTI index, without going through the energy flux as proposed in [START_REF] Boscher | Modelling ionospheric effects for L band GNSS receivers at high latitudes[END_REF]. This exercise has been performed defining intervals for the values of B z , p, and the coordinates MLT and L.

Third model update: the third update is to take into account time inertia of the ionosphere. It is well known that the ionosphere layer is adding a propagation time delay and this delay is different for the different values of latitude (or L values) and MLT. Where the Earth magnetic field lines are close to be open, the time delay can be very short, whereas it is higher in the aurora oval (between minutes up to several hours) and can reach several hours for lower latitudes. Moreover, the variability with MLT time must be added, introducing an important difference between night and day conditions. Thus, for t 0 a given time of measurement of the space weather indices B z and p, all scintillation index values during a following given period Δt (from t 0 up to t 0 + Δt) have been considered.

Fourth model update: As said in §II, it is more appropriate for operational applications to characterize the scintillation through statistical distribution prediction. The goal of the requested model is to provide the probability to exceed a certain level of ionosphere disturbance during a given period Δt.

Thus, for each intervals of B z , p, MLT and L, the distribution of the ROTI and σ φ indices have been analyzed from t 0 up to t 0 +Δt. Here, we have considered

mn t 5   and hour t 1   .
To do so, the data provided by NMA are used, from 2007 up to 2017 over more than 15 stations in Norway [START_REF] Jacobsen | Statistics of ionospheric disturbances and their correlation with GNSS positioning errors at high latitudes[END_REF]. The ROTI (based on 1 Hz sample rate data) and σ φ (based on 100 Hz sample rate data) indices are used for the regression. In order to have reliable statistics, the intervals of B z and p are tuned. The final selection was 12 intervals between -20 and 20 nT for B z , and 6 intervals between 0 and 15 nPa for p. Different tests have been performed to study indices variability for a given space weather condition (i.e. combined B z and p intervals) associated to MLT and L intervals. Considering such a combination, in Figure 5 an example of ROTI distribution is proposed. A log-normal fit has been tested and is reported in red line. The global trend is well fitted by a log-normal probability density function and the latter has been chosen for the final model. The same exercise has been performed for σ φ distributions and is illustrated in Figure 6. Less data are available for this index, but a log-normal distribution should be adopted too. 

      T ROTI erfc T      Pr 1 2 2 ln 1   , ( 1 
)
where erfc -1 denote the inverse of the complementary Gauss error function. An example of output is shown in Figure 9.

 Second : Input ROTI threshold (T), receivers positions, t 0 and Δt.

Similarly to the first approach, the μ and σ parameters as a function of the receiver's positions, t 0 and Δt are derived from the HAPEE Data Base. Then, the model is producing the percentage (P) of the time for the ROTI threshold to be exceeded in the next period (for instance 5 minutes or 1 hour). The formulation used is:

              2 ln 2 1 1 Pr   T erfc T ROTI P , ( 2 
)
where erfc denotes the complementary of the Gauss error function. An example of output is shown in Figure 10. 
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 1 Figure 1: flow chart of ROTI model [1] The algorithm has been implemented and tested by NMA. The test dataset was from 2013-05-30 to 2015-01-07. Scintillation indices are coming from 11 stations in Norway, and Kp prediction and observation from NOAA services. Active periods have been tagged when Kp >= 5, normal periods when 2 <= Kp < 5 and quiet periods when Kp < 2.The first conclusion is that the accuracy of the magnetic index Kp is not sufficient for ROTI prediction purpose. In the histogram of differences between predicted and observed Kp (See Figure2), one can observe for example in active periods that forecasted Kp is consistently underestimating the observed Kp by a significant amount. In quiet periods, forecasted Kp is consistently overestimating the observed Kp.
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 2 Figure 2: histograms of Kp predicted -Kp observed, active periods (top), normal periods (center), quiet periods (bottom)
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 3 Figure 3: Mean Error of the predicted ROTI as a function of elevation and observed Kp, using forecasted Kp (left), or observed Kp (right) to calculate ROTI predictions
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 56 Figure 5: Example of ROTI distributions for B z , p, L and MLT intervals combination, 2015

Figure 7 and

 7 Figure 8 are examples of respectively mean and standard deviation of ROTI value sorted as a function of B z , p, MLT and L intervals.
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 7 Figure 7: Example of mean value ROTI vs B z and p, for 5 mn delay in the HAPEE model. For each B z and p interval, a map of mean value of ROTI in (L, Mc Ilwain) coordinates has been derived. Mean ROTI value is represented in colors, between 0.1 and 10.
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 8 Figure 8: Example of standard deviation value ROTI vs B z and p, for 5 mn delay in the HAPEE model. For each B z and p interval, a map of mean value of ROTI in (L, Mc Ilwain) coordinates has been derived. Standard deviation of ROTI value is represented in colors, between 0.1 and 10.
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 9510 Figure 9: Map of ROTI value during next 5 minutes for percentile 0.5
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