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The unique properties of graphene, related to its low dimensionality and Dirac-cone dispersion, make it an attractive candidate for electronic and photonic devices [START_REF] Geim | The rise of graphene[END_REF]. Its planar geometry facilitates its integration onto chip-based photonic devices, which is key to enhance the otherwise poor light-matter interaction with this monolayer thick material. Among its relevant properties, the graphene nonlinear optical response includes both χ (3) processes and saturable absorption. Although nonlinear properties have been widely studied through four-wave mixing or thirdharmonic generation measurements, there is still a great disparity in the extracted nonlinear parameters of graphene [START_REF] Jiang | Gate-tunable third-order nonlinear optical response of massless Dirac fermions in graphene[END_REF]. In particular, most graphene nonlinear studies that exploited integrated optics used the mature silicon on insulator waveguide platform [START_REF] Vermeulen | Negative Kerr Nonlinearity of Graphene as seen via Chirped-Pulse-Pumped Self-Phase Modulation[END_REF]. However, both high values of the silicon nonlinearity and its two-photon absorption render the characterization of graphene more difficult, and its nonlinear response harder to unambiguously extract from measurements.

Here, we study graphene integrated onto chip-based Si 3 N 4 waveguides. This very robust platform exhibits low propagation losses, while maintaining a linear optical response for a wide range of input powers. In addition, the large electronic gap energy (around 5eV) forbids the generation of free carriers under optical excitation at telecom wavelengths (ℏω = 0.8eV). The fabrication process [START_REF] El Dirani | Annealing-free Si3N4 frequency combs for monolithic integration with Si photonics[END_REF][5] of our Si 3 N 4 waveguides embedded in silica includes, as a final step, chemical-mechanical planarization so as to remove the silica top cladding (see Figure 1a). The final Si 3 N 4 devices exhibit, after removing the cladding, propagation losses for the fundamental TE mode of 3dB/cm (at 1550nm). The planar geometry of the unclad waveguide is suitable for integration with commercial graphene (Trivial Transfer ACS Materials) that is mechanically transferred onto their surface, while allowing for graphene to efficiently interact with the fundamental Si 3 N 4 waveguide mode. From linear transmission measurements performed on waveguides with various graphene coating lengths, we estimated the propagation losses of our hybrid graphene/Si 3 N 4 waveguides to be around 130dB/cm at 1550nm. We investigate the nonlinear response of these hybrid waveguides by focusing here on graphene saturable absorption. This signature has been widely used in single-pass fiber based mode-locked lasers (with graphene coated on the fiber end-facet) but has not been investigated in detail on an integrated platform so far. In addition to providing valuable spatially averaged information on graphene nonlinear properties at the millimeter scale, so as to diminish the impact of graphene local variations and inhomogeneity, this opens the way to nonlinear applications of hybrid graphene chipbased devices, such as integrated mode-locked lasers or all-optical information processing on a chip.

We performed power dependent transmission measurements of 1.6ps long pulses at 1547nm launched into the fundamental TE mode of a series of four Si 3 N 4 waveguides that are covered by graphene with different lengths from 0 to 2.3mm. The normalized transmission of each device (with respect to its related low power transmission) is plotted on figure 1.b as a function of coupled peak power. The transmission increases with power, whenever graphene is present, and the relative rise increases for waveguides with longer graphene coating. We attribute these observations to the pulse-induced saturation of absorption in graphene along the covered waveguides.

The saturation of graphene absorption is directly linked to Pauli blocking of photo-excited carriers in the upper band of the Dirac cone. We can thus indirectly probe the excited carrier dynamics by varying the excitation pulse in the time-domain. Figure 2 plots the normalized transmission as a function of the input pulse duration (between 0.2ps and 2ps), for different values of pulse energy coupled to the waveguide. For a fixed number of excitation photons per pulse, we observe a strong increase in the waveguide transmission for shorter pulse duration, indicating that our pulse duration is comparable to the carrier relaxation timescale in graphene. We develop a model to simulate the propagation of picosecond pulses in a nonlinear waveguide by adapting the nonlinear Schrödinger equation solved with the split step Fourier method. We include in this equation a power dependent absorption loss, which accounts for graphene saturable absorption. For each step, we compute this loss contribution from the local density of carriers excited in graphene and account for a decreased absorption probability as the carrier density approaches a saturation density value N sat . Relaxation phenomena are also included through an average relaxation time τ c of free carriers in the upper band of graphene. The comparison with our measurements allows us to extract some values for these phenomenological parameters: τ c ~ 150fs and the saturation density of carriers ~1.8 × 10 10 m -1 , being consistent with values found in the literature when taking into account the width of the waveguide.

In conclusion, we demonstrated that Si 3 N 4 waveguides could be used as a reliable platform for probing and exploiting graphene nonlinear properties at telecom wavelengths. Our experimental and simulation work allowed us to extract some valuable information on millimeter scale commercial graphene integrated onto photonic chips. We studied in particular the dynamics of saturable absorption in hybrid graphene/Si 3 N 4 waveguides which could be relevant for integrated mode-locked lasers and more generally for chip-based all-optical information processing devices.
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 1 Figure 1. (a) Simulated fundamental TE mode of a Si 3 N 4 waveguide covered with graphene. (b) Normalized transmission versus coupled peak power of 1.6ps pulses at 1547nm for different interaction lengths with graphene.The transmission is normalized for each waveguide with respect to its related low power (linear) transmission.

Figure 2 :

 2 Figure 2: Normalized transmission as a function of the input pulse duration of a Si 3 N 4 waveguides covered by 2.3mm long graphene. The different colors correspond to different (fixed) values of the pulse energy.