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1. WHAT IS IREEL?
In the context of education, experimenting with networking
protocols is a very important step in the learning process.
These experiments are usually achieved using either simu-
lation or real test bed. Progresses in high speed processing
and networking enable the development of network emula-
tors. These emulators use both real protocol implementa-
tions and network models that allow a controlled communi-
cation environment to be created.

IREEL stands for Internet Remote Emulation Experiment
Laboratory. It provides a way to achieve experiments with
real Internet applications and end-to-end protocols in the
context of networking courses. This platform consists of a
remote controlled network emulator system and end-stations
that offers a set of pre-defined applications and protocol
mechanisms for testing. Control on the emulation system
and on the end-systems is given to the students in order to
perform tests, measurements and observations of the proto-
col in specific networking conditions. In addition, a set of
end-to-end mechanisms examples are provided. These mech-
anisms mainly focus on transport and application protocols
that might be useful for networking online courses.

2. THE IREEL EXPERIMENT PROCESS
The students are able to conduct experiments using a large
set panel of real applications (e.g., ftp, http, iperf, audio,
video, etc.), protocols (tcp, udp, and other transport pro-
tocol) and network conditions adapted to various realistic
situations. These various education materials are previously
arranged to construct experiment scenarios proposed by the
course teacher to the student. Examples of such scenario are
e.g., reliability basic experiments, streaming audio analysis,
evolution of HTTP protocol, or TCP over satellite study.

Remote students are able to access the IREEL platform via
a simple web browser, allowing them to easily define, sched-
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Figure 1: The IREEL platform.

ule and analyze their experiments. This consists of setting
up the emulation system with proper network impairments
models, associated to the required network conditions. Fur-
thermore, the experimenter will be able to select and config-
ure the application and/or transport protocol mechanisms
over a predefined set of available parameters.

Several experiments can be scheduled. They are queued in
the system and will be processed when sufficient resources
are available. The experiment in progress is carried out
automatically in real-time. This is done over a dedicated
experiment network where QoS is impaired according to the
emulation configuration. End-stations are exchanging pack-
ets using real applications and protocols, depending on the
experiment setup. Once the experiment is finished, the ex-
perimenter can access to the results via the Web interface.
The results are provided in various complementary forms
such as packet traces (at sender and receiver side) and per-
formance measurements graphs (e.g., throughput, loss, etc.).
To highlight the advantages of using real protocols and dis-
tributed applications, it is also possible to receive a record of
applicative results. For instance, in the context of multime-
dia, the resulting (altered) audio or video can be provided.
Using these results and the lab description, the experimenter
will be able to compare and understand the function and ef-
fects of various network QoS or protocol mechanisms.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


