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Small-channel heal exchangers are widely used for car air-conditioning. However information about theh" behaviour remains scarce. An experime111al device was built to characterize the distribu1ion o. f single and two-phase adiabatic flows in a small channel heal exchanger, and to measure ils singular and regular pressure losses. A transparent polycarbonate test section comprised a 16 mm dia1neter header connected to 8fl at tubes with 7 small channels (D11 = 0.889 mm). Both were studied with horizontal flow and vertical down-flow through the mani f old. The mass flux range was between I 5 and 650 kgl(m2.s) in the manifold and between 100 and 3 000 kgl(m2.�) in the small channels. The range of vapour quality values at the test section inlet was b. etween 0.1and0.9. The two-phase refrigerant was condensed at the outlet of each flat tube in order to measure each flow rate separately.

Resume:

Les echangeurs de chaleur compacts a mini-canaux sont largement repandus dans la climatisalion automobile. Cependant /es informations sur leur comportement demeurent rares. Un dispositif experimental est realise pour caracteriser la dislribution des ecoulements adiabatiques mono-et diphasiques dans un echangeur compact a mini-canaux. Les pertes de pres sion singulieres et regulieres sonl mesurees. Une section d'es sai en polycarbonate transparente comportant un distributeur de 16 millimetres de diametre relie a 8 barrettes de 7 mini-canaux (D1, = 0.889 mm) est realisee. Deux configurations sont etudiees : ecou/ements horizontal et vertical descendant dans le distributeur. La gamme de densite de flux massique varie de 15 a 650 kgl(m2.s) dans le distributeur et de 100 a 3 000 kgl(m2.s) dans Jes mini-canaux. Les valeurs de titre en vapeur en entree de section d'essai sont comprises entre 0,1 et 0,9. le refrigerant diphasique est condense en sortie de chaque barrette a . fin de mesurer chaque debit separement.

Introduction

The study described in this paper answers a triple objective: -Environmental objective: reduction of the refrigerant charge of refrigerating systems thanks to the implementation of small-channel heat exchangers (protocols of Montreal [1987] and Kyoto [I 997]), -Industrial objective: the studied exchanger is similar to automobile air-conditioners or plate heat exchangers for cooling fuel cells, l -Scientific objective: to folftl the lack of data and models concerning distribution and singular pressure drops on millimen• e scale n1bes.

Thus, this work experimentally snidies a p011ion of small-channel beat exchanger with liquid single-phase flow and two-phase flow. The selected geometry is that of the automobile's equipments (FIG. 1). A manifold distributes the refrigerant in the small channels of 8 successive extmded flat tubes in two positions (holizontal flow and vertical down-fl ow in the manifold).

This geometry can be industrially manufacmred by fining together the fl at tube inlets inside the manifold by a protrnsion. The tube protrnsion depth into the manifold will also affect the distribution. [START_REF] Webb | Two-phase flow distribution in tubes of parallel flow heat exchangers[END_REF][START_REF] Hmjak | Flow distribution issues the parallel flow heat exchangers[END_REF]Hrnjak (2004) provided recent reviews on this subject. In this paper, we smdied the refii. gerant distribution; regular and singular pressure drops in the small-channels and along the distributor were also studied by Poggi and al. (2007), but are not presented in this paper. 

Test section

The tes t section was built in polished polycarbonate in order to visualise the flows in the manifold and in the small ch annels. The manifold diameter is 16 mm with a 90 mm length; 8 multi-port flat tubes are inserted inside the manifold. Each fiat tube con tains 7 rec tan gular small channels (Dh = O.S89 nun) (FIG. 1,3). The r efrigerant HFE-7100 w as used in order to cany ou t experiments dose to atmospheric pressure and ambient temperature. / • / • 0,14 ";;0 This quite good distribution in both distributor positions is in good agreement with the rule given by Peny & Green (1997). These authors indicated that a homogeneous distribution is obtained wi th a ratio of 10 between the pressure drop in the manifold and that in the small channels (for vertical down-flow. the maximal pressure drop in the manifold was to 300 Pa and 17 000 Pa in the small channels; for horizontal fl ow, the maximal pressure drop in the manifold was to 340 Pa and 20 000 Pa in small-channels). Nevertheless, the "accumulative pressure" forces the refrigerant towards the last multi-port flat tubes.
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Two-phase flow distribution

The fl ow rate distribution in the small channels was measured for different vapour qualities at the test section inlet. The mass flux was in the range of 35 to 120 kg/(ni2.s) and the flow inside the manifold was recorded for each flow rate and vapour quality.

.2.1. Visualisation of the flow patterns

FIG. 5 shows the flow pattern in the manifold for a 55 kglh mass flow rate. Ill the case of horizontal flow, at low vapour qualities \x � 0. 15), an intermittent fl ow was observed \slug flow + stratified fl ow), with the whole manifold fl ooded. For medium vapour qualities (0. 15 < x < 0.60), a wavy flow was obse1ved, as already seen by Watanabe and al. (1995). For x > 0.60, tlle flow was semi-annular with stratification and droplet wrenching at the impact with the first flat tube. For tbe higber vapour quality (x = 0.85), an annular flow was obse1ved before tbe impact of tbe fluid witb the fir st fl. at tube; tben the droplet wrenching led to fog formation. In tbe case of ve11ical down-fl ow, for all vapour qualities, we obse1ved an annular flow with liquid accumulation at bottom. All the bigber then the inlet vapour quality was low. On the contra1y, tbe thickness of tbe annular liquid fihn decreased as tbe qu ality increase. Ftllthennore the gravity effect amplified botb tbe thinning of the liquid film in annular down-fl ow before the impact of tbe fluid on tbe first fl at tube and tbe liquid accumulation in tbe rear of the manifold.

Droplet wrenching was also observed wben the fluid impacted tbe fir st flat tube; wben the vapour quality increased, tbe droplet wrencbing led to fog formation. Flow distribution in small channels of compact heat exchanger has been experimentally studied. In single-phase flows, the distribution did not depend on the inlet mass flow rate and it was rather homogeneous in both configurations. However it was less homogeneous in the horizontal flow than in the vertical one because of gravity. In two-phase flows, for the horizontal position, the flow patterns depended on the inlet vapour quality. On the contrary, in the vertical position, the flow at the manifold inlet was always annular, whatever the inlet vapour quality. As for the distribution, it was significantly affected by the manifold orientation and the inlet vapour quality. When the inlet vapour quality increased, the phase distribution was more homogeneous.
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  FIG.1-Distributor for small-channel heat exchangers used in industrial applications.

FIG. 3 -

 3 FIG. 3 -Representation and photographs of the test section. The instrnme ntation allows the measurement of the flow rate and the vapom quality at the outlet of each multi-p011 flat tube. The distribution of the fl ow rate in the manifold can be determined as a fhnct ion of the inlet vapour quality and total tl ow rate. A Danfoss Mass 2100 mass flowmeter (/!! .+/. 0.033%) was i nstalled at the inlet of the test section. The temperature was measured with a p l at i num resistance sensor (il+/-0.3%) and the pressure was measured with an absolute pressure sensor Rosem ount 0/2 bars (A+/-0.2%). At the outlet of the test section, 8 plate condensers were placed for each fl at tube (link between 200 and 300 loops). Both the inlet

  FIG. 4 -Repartition of the mass fl ow rates at the outlet of the multi-poll fl at tubes. (a) Horizontal flow through the manifold, (b) Vertical down-flow through the manifold.
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  FIG. 5 -Photogrnph of the fl ow pat terns in the manifold for a 55 kg/b mass fl ow rate and various inlet vapour qualities for both positions (a) horizontal flow (b) vertical down-flow through the manifold. 3.2.2. Influence of the inlet vapour quality on tbe distribution FIG. 6 shows tbe liquid and vapour dimensionless mass flow rates in tbe 8 multi-port flat tubes for both hmizontal flow and vertical down-flow througb the manifold in adiabatic condition for a 55 kg/h mass fl ow rate. In the case of borizontal fl ow, the liquid dimensionless mass flow rate bad a quite high value for the first channel because of gravity. Then, tbe liquid dimensionless mass flow rate grndually decreas ed as tbe cbannel number inc reased, exceptedfor the last flat tube. Indeed the "accumulative pressure" forces the liquid towards the last flat n1bes. The vapour dimensionless mass fl ow rate showed an opposite trend, especially for the low vapour qualities. Wben tbe inlet vapour quality increased, the liquid dimensionless mass fl ow rate decreased strongly in the first flat tube, but increased ligbtly in tbe last flat tube, so tbat the distribution tends to be more bomogeneous. In tbe ve11ical down-flow case, tbe liquid dimensionless mass flow rate also decreased as the cbannel number increased, fmther on the liquid dimensionl ess mass fl ow rate highly increased under the "accumulative pressure" forcing the liquid towards the last flat tube, effect amplified by the gravity. Tbe vapour dimensionless mass flow rate increased lightly as the channel nurriber increased, excepted the two last flat tube because of the liquid accumulation at tbe manifold bottom. Otberwise, for both manifold pos.itions, the va1iation of vapour disUibution was mucb less significant tban that oftbe liquid.

  FIG. 6 -Di mensionless vapour quality for each flat tube for various inlet vapour qualities and an inlet mass flow rate of M 0 = 55 kg/h for both positions (a) horizontal (b) vertical down-flow.