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The linear nite element analysis of solids and structures are discussed in the rst part of the report. The nite element formulations for a three dimensional problem is derived and signicant issues are addressed. Three dierent types of elements, the bilinear iso-parametric quadrilaterals, the quadratic triangles and the linear tetrahedrons are used to solve a linear plate problem and the results are compared.

The analysis of a common geometric nonlinearity encountered in structural mechanics is dealt with in the second part of the report. A brief introduction to nonlinear analysis is provided, while the geometric nonlinearity is discussed in detail. Timoshenko beam analysis is considered as the one dimensional version of Reissner-Mindlin plate theory and the nonlinear strain-displacement relation are treated in an appropriate way to avoid unrealistic simplications. The force vector and tangent stiness matrix are derived and the formulation is extended to implement the trigonometric basis functions. A major issue in geometric nonlinear analysis, namely locking, is addressed and reduced order integrations are implemented to avoid the consequences. The convergence of the model is checked with available analytical solutions. An Euler method in combination with Newton-Raphson method is used to fully analyze the geometric nonlinearity.

Motivation

The computational mechanics is associated with the implementations of the computational methods in solving the problems of the mechanics including solid, structural, and uid mechanics. Working in computational mechanics is concerned with developing discrete models, numerical methods, and solution procedures for a wide range of problems arising from studying continuum mechanics.

The mathematical descriptions or dierential governing equations, are customarily referred to as the strong form of a problem. The conclusive objective can be summarized as to have an algebraic equation or system of equations rather than dierential governing equations which is ideal for implementation on the digital computer. These equations may be linear or nonlinear depending on the nature of the problem 1 .

The most conventionally used solution technique is the nite dierence method, which makes use of the calculus of nite dierences. The method is simply formulated and put into use by replacing dierential operators with dierence operators. However, the solutions are approximated for certain numbers of nodes. Therefore, other methods such as the method of weighted residuals and the nite element method are implemented to approximate the solutions of a physical problem where a continuous solution is mostly desired.

While implementing some methods such as the method of weighted residuals is quite straightforward for simple domains, for complex domains such as curved boundaries it might not be convenient and adaptable. The nite element method is introduced to overcome those impediments, and provides an accessible method for many engineering problems. On the other hand, in the analysis of real structures dealing with the existing nonlinearities is not avoidable. Thus, it is necessary to include dierent types of nonlinearities to simulate the true behavior of the structure. The nonlinear nite element analysis provides a powerful tool to deal with dierent types of nonlinear problems.

The Finite Element Method

The domain is discretized to some smaller domains, where the error concerned with the discretization of the domain can be reduced by reducing the size of the elements, the shape of the elements, and the number of the elements. The global system of equations is realized through a process called assembly, and the geometric boundary conditions are applied at the end before solving the system of algebraic 1 The governing dierential equations display what is expected regarding linearity or nonlinearity of the nal form. 1 equations. Indeed, the procedure is unambiguous, except a nonlinearity appears ahead in the governing equations of the system.

The genuine systems are always nonlinear, however linear solutions are easier to compute at lower costs. The linear solutions do satisfy the actual requirements to certain degrees, however to gain a better understanding of the behavior of the continuum and physical phenomena a nonlinear analysis is imperative. A nonlinear dierential equation results in a nonlinear algebraic system, where the solution should be sought using some iterative procedures. Therefore, the computational cost will increase and some new issues such as stability and optimality of the result might arise.

The main classes of nonlinearities are geometric nonlinearities and material nonlinearities. While, the latter occur when the stress-strain or force-displacement law is not linear, or when material properties change with the applied loads, the former involves nonlinearities in kinematic quantities such as the strain-displacement relations in solids. Such nonlinearities can occur due to large displacements, large strains, large rotations, and so on. Contact can also be classied as a geometric nonlinearity because the area of contact is a function of the deformation 1 . The main objective of this work is to provide the nonlinear nite element equations encountered when analyzing a Timoshenko beam. The nonlinearity appears when considering a nonlinear strain-displacement relation. Hence, the geometric nonlinearity is considered here.

Report Organization

The report is presented in two parts: the linear nite element analysis and the nonlinear nite element analysis. Development of the nite element method for a linear analysis is described in chapter 2. Chapter 3 includes a review of several types of elements and interpolation functions. In the nal chapter of the rst part, chapter 4, the results of the linear nite element analysis of a problem is presented. Second part, starts with an introduction to the nonlinear nite element method in chapter 5. Chapter 6 is devoted to the derivation of the nonlinear nite element equations for Timoshenko beam. It includes the required formulations for analyzing the straight as well as curved beams, an explanation about the beam element, several types of shape functions and integration schemes. In chapter 7 the results are provided for two cases where a comparison is made between the linear and nonlinear solutions. Finally, the conclusions and future works are briey mentioned in chapter 8.

Part I

The Linear Computational Mechanics Chapter 2

Development of the Finite Element Method 2.1 Introduction

One appreciates miscellaneous types of problems solved by the nite element method in the eld of applied mechanics including the linear analysis of solids and structures under small deformation, and the nonlinear analysis of solids and structures. In this chapter, we are dealing with the nite element elastic analysis of one-, two-, and three-dimensional problems.

Basic Equations

In solid and structural mechanics, the problem is primarily to nd the displacement distributions and stresses under the external loads and boundary conditions. Therefore, the initial step would be to satisfy the equilibrium equations, that is considering an element of the material inside the body, it must be in equilibrium due to the internal forces (stresses) developed as a result of the external provocations.

Equilibrium Equations

When a body is in equilibrium, the force and moment equilibrium equations for the overall body have to be satised. This leads to the following equations for each point of a body,

∂ ∂ + ∂ ∂ + ∂ ∂ + = 0 ∂ ∂ + ∂ ∂ + ∂ ∂ + = 0 (2.1) ∂ ∂ + ∂ ∂ + ∂ ∂ + = 0
where , and are the normal stresses, , and are the shear stresses, and , and are the body forces per unit volume acting along the , and respectively.

Constitutive Relations

The secondary dependent variables are correlated to the primary dependent variables through appropriate relations involving derivatives of the primary dependent variables. In addition, the constitution of the material must be taken into account. This is accomplished through the constitutive relations. The constitutive relations describe the response of a certain system or body to an applied loading. In the case of linearly elastic materials, in a three-dimensional analysis, the stress-strain relations, or constitutive relations, are given by Hook's law as

= ⎧       ⎨       ⎩ ⎫       ⎬       ⎭ = [ ] ≡ [ ] ⎧       ⎨       ⎩ ⎫       ⎬       ⎭ (2.2)
where [ ] is a matrix of elastic constants given by,

[ ] = 1 ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 - - 0 0 0 - 1 - 0 0 0 - - 1 0 0 0 0 0 0 2(1 + ) 0 0 0 0 0 0 2(1 + ) 0 0 0 0 0 0 2(1 + ) ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (2.3)
is Young's modulus and is Poisson's ratio of the material. Stresses are expressed in terms of strains as,

= ⎧       ⎨       ⎩ ⎫       ⎬       ⎭ = [ ] ≡ [ ] ⎧       ⎨       ⎩ ⎫       ⎬       ⎭ (2.4) [ ] = (1 + )(1 -2 ) ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 - 0 0 0 1 - 0 0 0 1 - 0 0 0 0 0 0 (1-) 2 0 0 0 0 0 0 (1-) 2 0 0 0 0 0 0 (1-) 2 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (2.5)
Two states of stress distribution are possible in two-dimensional problems, namely, plane stress and plain strain. The plane strain assumption is valid when the body is very long in one direction and its geometry and loading do not vary considerably in the longitudinal direction. For example, the analysis of dams and cylinder can be made using the plane strain assumption. The dependent variables are considered to be functions of two independent directions, say and , provided a section far from the ends is considered.

In this case the stress-strain relation is given by

= [ ] (2.6)
with,

[ ] = (1 + )(1 -2 ) ⎡ ⎢ ⎣ 1 - 0 1 - 0 0 0 (1-) 2 ⎤ ⎥ ⎦ (2.7)
The z-component of the stress will be nonzero and is given by

= ( + ) (2.8) and = = 0.
The premise of the plane stress is valid for bodies with one small dimension in one of the coordinate directions. For instance, in the analysis of thin plates when loaded in the plane the plane stress assumption is justied to be used. In plane stress distribution, it is assumed that

= = = 0 (2.9)
where represents the perpendicular direction to the plane of the plate. In this case, the stress-strain relation is given by

= [ ] (2.10) with, [ ] = 1 -2 ⎡ ⎢ ⎣ 1 0 1 0 0 0 1- 2 ⎤ ⎥ ⎦ (2.11)
In the case of plane stress, the component of strain in the z-direction will be nonzero and is given by

= - ( + ) (2.12) 
and = = 0.

Strain-Displacement Relations

Strains are induced in a body during the change of its shape as a result of an imposed set of loads. These strains vary through the volume of the body and can be related to the displacements at each point of the body. Dening , ,and as three components of displacements parallel to the , and directions, the normal strains in , and directions are computed by

= ∂ ∂ , = ∂ ∂ , = ∂ ∂ (2.13)
The shear strain is dened as the decrease in the right angle between two bers which were at right angles to each other before deformation. Therefore, shear strains in the , and planes are

= ∂ ∂ + ∂ ∂ , = ∂ ∂ + ∂ ∂ , = ∂ ∂ + ∂ ∂ (2.14)

Boundary Conditions

Boundary conditions are divided to two major categories: the forced, geometric or Dirichlet boundary conditions which are dened as displacement boundary conditions, and natural, physical, or Neumann boundary conditions which are restrictions on the surface traction or stresses. The boundary conditions on displacements require the body or structure to take on predened displacements or deections at certain points, while the natural boundary conditions require that the stresses induced must be in equilibrium with the external forces applied at certain points on the boundary of the body.

Compatibility Equations

The displacement eld inside a body or structure must be continuous as well as single valued. This is known as the condition of the compatibility. The condition of compatibility can be described from a dierent point of view. It can be observed from Eqs. (2.13) and (2.14) that the three strains , and are derived from only two displacements and . This implies that there should be a relation between , and if these strains correspond to a compatible deformation. This relation is called the compatibility equation . In three-dimensional elasticity problems, there are totally six compatibility equations to be satised. In the case of two-dimensional plane strain problems, a single equation must be met as

∂ 2 ∂ 2 + ∂ 2 ∂ 2 = ∂ 2 ∂ ∂ (2.15)
For plane stress problems, the equations are expressed as

∂ 2 ∂ 2 + ∂ 2 ∂ 2 = ∂ 2 ∂ ∂ , ∂ 2 ∂ 2 = ∂ 2 ∂ 2 = ∂ 2 ∂ ∂ (2.16)
In the case of one-dimensional problems the condition of compatibility is automatically satised.

Formulations

Most of the solid and structural mechanics problems can be formulated starting from either the governing dierential equation of the problem using, for example, the principle of virtual work, or a variational principle such as the principle of minimum potential energy. In the following a brief description of both approaches are provided.

Dierential Equation Methods

In this type of formulations, a method such as Galerkin method is used for nding an approximate solution to a dierential equation. Therefore, the approach is concerned with the direct use of the dierential equation; it does not require the existence of a functional. The Galerkin method is probably the most popular one in this category. Application of the Galerkin method requires that the following conditions be satised [START_REF] Fletcher | Computational Galerkin Methods[END_REF] (as cited in [START_REF] Kaliakin | Introduction to Approximate Solution Techniques, Numerical Modeling, and Finite Element Methods[END_REF]):

The weighting or test functions are chosen from the same set as the trial functions.

The trial and test functions must be linearly independent.

The trial and test functions should be chosen from the rst P functions of a complete set of functions.

The trial functions should exactly satisfy the boundary conditions and, if applicable, the initial conditions.

Variational Methods

Using variational methods requires having a correct functional which gives the corresponding nite element equations when nding the stationary point of it. There are several functionals to be used in mechanics such as the principle of minimum potential energy or Hamilton's principle which are succinctly explained here.

Principle of Minimum Potential Energy

The potential energy of an elastic body, Π, is expressed as

Π = - (2.17)
where is the strain energy and is the work done on the body by the external forces. The principle of minimum potential energy states that of all displacements satisfying the given compatibility, kinematic or boundary conditions those which satisfy the equilibrium equations make the potential energy assume a minimum value. Therefore, at equilibrium

Π = - = 0 (2.18)
where shows the rst variation taken with respect to the displacements. The strain energy of a linear elastic body is dened as

= 1 2 ∫ ∫ ∫ d (2.19)
where is the volume of the body. Using the stress-strain relation, Eq.(2.4), the strain energy can be expressed as

= 1 2 ∫ ∫ ∫ [ ] d (2.20) 
The work done by the external forces is computed using

= ∫ ∫ ∫ d + ∫ ∫ d (2.21) where = ⎧ ⎨ ⎩ ⎫ ⎬ ⎭ (2.22)
is known as the body force vector,

= ⎧ ⎨ ⎩ ⎫ ⎬ ⎭ (2.23)
is the vector of prescribed surface traction dened on , and

= ⎧ ⎨ ⎩ ⎫ ⎬ ⎭ (2.24)
is the vector of displacements. When the principle of minimum potential energy is used to derive the nite element equations, we assume a simple form of variation for the displacement eld within each element and derive conditions which will minimize the corresponding functional, Π.The resulting equations are the approximate equilibrium equations while the compatibility conditions are identically satised.

Hamilton's Principle

Hamilton's principle states that of all admissible congurations that a body can take as it moves from conguration at time 1 to conguration at time 2 , the path that satises the Newton's law at each instant during the interval (and is thus the actual locus of congurations) is the path that extremizes the time integral of the Lagrangian during the interval. Therefore, Hamilton's principle can be stated as

2 ∫ 1 d = 0 (2.25)
where the Lagrangian ( ) is dened as

= - (2.26)
The kinetic energy ( ) of a body is given by

= 1 2 ∫ ∫ ∫ ˙ ˙ d (2.27)
where is the density of the material and ˙ = { ˙ , ˙ , ˙ } is the vector of velocity components at any point inside the body. The potential energy can be found from Eqs. (2.17) -(2.21). This variational principle is used for dynamics problems.

Other Variational Principles

There are several other variational principles such as the principle of minimum complementary energy and the minimum of Reissner energy. To derive the nite element equations using the principle of stationary Reissner energy, a form of the variation for both displacement and stress elds within the element is assumed. This leads to the mixed method of nite element analysis.

Formulations of Finite Element Equations

The principle of minimum potential energy is used for deriving the equilibrium equations for a threedimensional problem. The nodal degrees of freedom are treated as unknowns in this formulation. The nal form of equilibrium equations can be obtained by setting the rst partial derivatives of Π with respect to each nodal degrees of freedom equal to zero. The various steps associated the derivation of the equilibrium equations are summarized below.

The body or structure is divided into nite elements.

The displacement model within an element is assumed as

= ⎧ ⎨ ⎩ ( , , ) ( , , ) ( , , ) ⎫ ⎬ ⎭ = [ ] (2.28)
where is the vector of nodal displacement degrees of freedom of the element and [ ] is the matrix of shape functions.

The element stiness matrix and force vectors are to be derived. The potential energy of an element is expressed as

Π = 1 2 ∫ ∫ ∫ [ ] d - ∫ ∫ d - ∫ ∫ ∫ d (2.29)
where is the volume of the element and is the portion of the surface of the element over which surface traction is applied. 1 The strain vector can be expressed in terms of nodal unknowns as

= ⎧       ⎨       ⎩ ⎫       ⎬       ⎭ = ⎧         ⎨         ⎩ ∂ ∂ ∂ ∂ ∂ ∂ ∂ ∂ + ∂ ∂ ∂ ∂ + ∂ ∂ ∂ ∂ + ∂ ∂ ⎫         ⎬         ⎭ = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ ∂ ∂ 0 0 0 ∂ ∂ 0 0 0 ∂ ∂ ∂ ∂ ∂ ∂ 0 0 ∂ ∂ ∂ ∂ ∂ ∂ 0 ∂ ∂ ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ ⎧ ⎨ ⎩ ⎫ ⎬ ⎭ = [ ] (2.30) 
where

[ ] = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ ∂ ∂ 0 0 0 ∂ ∂ 0 0 0 ∂ ∂ ∂ ∂ ∂ ∂ 0 0 ∂ ∂ ∂ ∂ ∂ ∂ 0 ∂ ∂ ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ [ ] (2.31)
Then, the stresses are obtained using (2.4). If denotes the vector of nodal forces, the total potential energy of the structure or body can be expressed as

Π = ∑ =1 Π - (2.32) where = ⎧     ⎨     ⎩ 1 2 . . . ⎫     ⎬     ⎭ (2.33)
is the vector of nodal displacements of the entire structure or body and is the total number of degrees of freedom. The summation in (2.32) implies the expansion of element matrices to structure or body size followed by summation of overlapping terms. Therefore, the total potential energy of the body or structure takes the following form

Π = 1 2 ⎡ ⎢ ⎣ ∑ =1 ∫ ∫ ∫ [ ] [ ][ ] d ⎤ ⎥ ⎦ - ∑ =1 ⎛ ⎜ ⎝ ∫ ∫ [ ] d + ∫ ∫ ∫ [ ] d ⎞ ⎟ ⎠ - (2.34)
The system of algebraic equations of the structure can be realized setting the rst variation of (2.34) to zero. Thus, (2.34) is modied to

⎛ ⎝ ∑ =1 [ ] ⎞ ⎠ = + ∑ =1 ( + ) (2.35)
where

[ ] = ∫ ∫ ∫ [ ] [ ][ ] d (2.36)
is the element stiness matrix,

= ∫ ∫ [ ] d (2.37)
is the element load vector due to the surface traction and

= ∫ ∫ ∫ [ ] d (2.38)
represents the element load vector due to the body forces.

The global system of equations can now be expressed as

[ ] = (2.39)
where

[ ] = ∑ =1 [ ] assembled stiness matrix (2.40) and = + ∑ =1 + ∑ =1 assembled nodal load vector (2.41)
The solution for the nodal displacements can be obtained after solving (2.39). However, this should be done after applying the boundary conditions.

The outputs from last step may further be post-processed to obtain stresses, strains, element deformations and etc.

Chapter 3

Elements and Interpolation Functions

Introduction

This chapter continues with the computer implementation of the two-and three-dimensional nite elements. It covers the derivation of the nite element equations for bilinear quadrilateral Lagrangian element, quadratic triangular element and linear tetrahedral (solid) element. The area and tetrahedral coordinates are introduced, numerical integration for the triangular geometry is dened, and stiness matrices are computed.

3.2

The Bilinear Quadrilateral Lagrangian Element

Element Shape Functions

The schematic of a quadrilateral element is shown in Fig. 3.1. The bilinear Lagrangian element is considered as a combination of two linear elements in two perpendicular directions, and , in element coordinate system. Considering a linear approximation of trial function, the element shape function are expressed as

1 ( , ) = [ 1 2 (1 -) ] [ 1 2 (1 -) ] (3.1) 2 ( , ) = [ 1 2 (1 + ) ] [ 1 2 (1 -) ] (3.2) 3 ( , ) = [ 1 2 (1 + ) ] [ 1 2 (1 + ) ] (3.3) 4 ( , ) = [ 1 2 (1 -) ] [ 1 2 (1 + ) ] (3.4)
where and denote the natural coordinates of the element. For an iso-parametric element, each Cartesian coordinate is interpolated using

= 1 ( , ) 1 + 2 ( , ) 2 + 3 ( , ) 3 + 4 ( , ) 4 (3.5) = 1 ( , ) 1 + 2 ( , ) 2 + 3 ( , ) 3 + 4 ( , ) 4 (3.6)

Implementation

The partial derivatives with respect to the global coordinates is mapped to the partial derivatives with respect to the natural coordinates through

⎧  ⎨  ⎩ ∂ ∂ ∂ ∂ ⎫  ⎬  ⎭ = ⎡ ⎢ ⎣ ∂ ∂ ∂ ∂ ∂ ∂ ∂ ∂ ⎤ ⎥ ⎦ ⎧  ⎨  ⎩ ∂ ∂ ∂ ∂ ⎫  ⎬  ⎭ (3.7)
where

J = ⎡ ⎢ ⎣ ∂ ∂ ∂ ∂ ∂ ∂ ∂ ∂ ⎤ ⎥ ⎦ (3.8) 
Considering the strain-displacement relations, (2.30) and (2.31), the B matrix can be determined from

B = ⎡ ⎢ ⎣ 11 ∂ 1 ∂ + 12 ∂ 1 ∂ 0 0 12 ∂ 1 ∂ + 22 ∂ 1 ∂ 12 ∂ 1 ∂ + 22 ∂ 1 ∂ 11 ∂ 1 ∂ + 12 ∂ 1 ∂ ⎤ ⎥ ⎦ (3.9)
where 11 , 12 , 21 ,and 22 are components of J -1 . Finally, the element stiness matrix is computed by

K = ∫ +1 -1 ∫ +1 -1 B DB det(J) d d (3.10)
which is calculated using Gauss quadrature rule. The simplest two-dimensional Gauss rules are called product rules. They are obtained by applying the one-dimensional rules to each independent variable in turn. Therefore,

∫ +1 -1 ∫ +1 -1 ( , ) d d = ∫ +1 -1 d ∫ +1 -1 ( , ) d ≈ ∑ =1 ∑ =1 ( , ) (3.11) 
where and are the number of Gauss points in the and dirctions, and are the corresponding weights, and ( , ) is a generic function. Usually the same number = is chosen if the shape functions are taken to be the same in the and directions, which is the case here.

The Quadratic Triangular Element

Geometry

The geometry of the six-node triangle shown in Fig. 3.2 is specied by the location of its three corner nodes on the , plane. The corner nodes are labeled 1, 2, 3 while traversing the sides in counterclockwise fashion. Then, the middle nodes are numbered in the same fashion providing that node 4 is placed between 1 and 2. The area of the triangle can be expressed as

= 1 + 2 + 3
Dividing both sides by results in

1 = 1 + 2 + 3 or 1 = 1 + 2 + 3 where 1 = 1 2 = 2 3 = 3 14
Then, the natural coordinates of is dened with any of 1 and 2 or 1 and 3 or 2 and 3 . Dening

= , = 1, 2, 3 (3.12)
has the required properties of shape functions namely

1 + 2 + 3 = 1 and ( ) =
Now, if we add middle nodes we require that each shape function corresponding to the corner nodes to be zero in the middle and vice-versa. For example, for node 4 it is not hard to see that

1 = 2 = 2
and 3 = 0 Hence, we take

4 = 4 1 2
For node 1, 1 should be zero at 4 and 6, thus

1 = 1 (2 1 -1)
Therefore, element shape functions for six-node triangular element are given by

= (2 -1) , = 1, 2, 3 (3.13) 
4 = 4 1 2 , 5 = 4 3 2 , 6 = 4 1 3 (3.14)

Implementation

The shape functions and their natural derivatives are

= ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 2 3 4 5 6 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 (2 1 -1) 2 (2 2 -1) 3 (2 3 -1) 4 1 2 4 3 2 4 3 1 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (3.15) ∂ ∂ 1 = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 4 1 -1 0 0 4 2 0 4 3 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ ∂ ∂ 2 = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 0 4 2 -1 0 4 1 4 3 0 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ ∂ ∂ 3 = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 0 0 4 3 -1 0 4 2 4 1 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (3.16)
The physical coordinates and are interpolated using as

⎡ ⎣ 1 ⎤ ⎦ = ⎡ ⎣ 1 1 1 1 1 1 1 2 3 4 5 6 1 2 3 4 5 6 ⎤ ⎦ (3.17)
where ( , ) with = 1, . . . , 6 denote the global or physical coordinates of nodes. Additionally, we can write

∂ ∂ = ∂ ∂ ∂ ∂ , ∂ ∂ = ∂ ∂ ∂ ∂ (3.18)
and

∂ ∂ = ∂ ∂ , ∂ ∂ = ∂ ∂ (3.19)
where repeated indices show the summation convention. Combining, (3.17) and (3.19) and because

∂ ∂ = ∂ ∂ = 1, ∂ 1 ∂ = ∂ 1 ∂ = ∂ ∂ = ∂ ∂ = 0 we obtain ⎡ ⎢ ⎣ 1 1 1 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 3 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 3 ⎤ ⎥ ⎦ ⎡ ⎢ ⎣ ∂ 1 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 2 ∂ ∂ 3 ∂ ∂ 3 ∂ ⎤ ⎥ ⎦ = ⎡ ⎣ 0 0 1 0 0 1 ⎤ ⎦ (3.20)
The coecient matrix of (3.20) will be Jacobian matrix and denoted by J, and the Jacobian is

= 1 2 det J Introducing JP = ⎡ ⎢ ⎣ 1 1 1 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 3 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 3 ⎤ ⎥ ⎦ ⎡ ⎢ ⎣ ∂ 1 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 2 ∂ ∂ 3 ∂ ∂ 3 ∂ ⎤ ⎥ ⎦ = ⎡ ⎣ 0 0 1 0 0 1 ⎤ ⎦ (3.21) 
If ∕ = 0, solving this system gives

P = ⎡ ⎢ ⎣ ∂ 1 ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 2 ∂ ∂ 3 ∂ ∂ 3 ∂ ⎤ ⎥ ⎦ = J -1 ⎡ ⎣ 0 0 1 0 0 1 ⎤ ⎦ (3.22)
Considering the denition of P, the derivatives of the shape functions

∂ ∂ = ∂ ∂ ∂ ∂ (3.23) ∂ ∂ = ∂ ∂ ∂ ∂ (3.24) yields nally the compact form [ ∂ ∂ ∂ ∂ ] = [ ∂ ∂ 1 ∂ ∂ 2 ∂ ∂ 3 ] P (3.25)

Gauss Quadrature for Triangular Elements

Gauss quadrature rules for triangles must be symmetric, that is if the quadrature point ( 1 , 2 , 3 ) is present in the Gauss integration rule with weight , then all other points obtainable by permuting the three triangular coordinates arbitrarily must appear in that rule, and have the same weight. The simplest Gauss rule for a triangle has one sample point located at the centroid. For a straight sided triangle

1 ∫ ( 1 , 2 , 3 ) d ≈ ( 1 3 , 1 3 , 1 3 ) (3.26)
The next rule includes three sample points

1 ∫ ( 1 , 2 , 3 ) d ≈ 1 3 ( 2 3 , 1 6 , 1 6 ) + 1 3 ( 1 6 , 2 3 , 1 6 ) + 1 3 ( 1 6 , 1 6 , 2 3 ) (3.27)
For example, the numerically integrated stiness matrix is

K = ∫ B DB d ≈ ∑ =1 ( 1 , 2 , 3 ) (3.28)
where ( 1 , 2 , 3 ) = B DB and denotes the shape function evaluated at Gauss point .

3.4

The Linear Tetrahedral (Solid) Element

Geometry

The linear tetrahedron, Fig. 3.4, is not usually used for stress analysis because of its poor performance.

On the other hand, when objective is to compute primary variables, as in thermal analysis, the linear tetrahedron is acceptable. However, the element is very useful in introducing the primary steps of formulation of 3D solid elements. The geometry of the element is fully dened by the position of the four corner nodes:

( , , ) = 1, 2, 3, 4
The volume measure of the tetrahedron is denoted by Γ and is given by

Γ = 1 6 det ⎡ ⎢ ⎢ ⎣ 1 1 1 1 1 2 3 4 1 2 3 4 1 2 3 4 ⎤ ⎥ ⎥ ⎦ (3.29)
With this denition it is seen that the volume is a signed quantity. A numbering rule that grantees the positivity of this quantity is as follows:

1. Pick a face and number the nodes counterclockwise as for triangular elements.

2. The excluded corner will be numbered as the last one, 4 in this case. See Fig. 3.4.

Element Shape Functions

The set of tetrahedral coordinates ( 1 , 2 , 3 , 4 , ) is the three-dimensional analog of the triangular coordinate. Here, the coordinates are dened in terms of volume instead of area, however the process of deriving shape functions is the same as triangular elements except it should be interpreted in terms of volumes rather than areas.

Implementation

The sum of the four coordinates is identically one. The global coordinates , and are mapped to the tetrahedral coordinates through

⎡ ⎢ ⎢ ⎣ 1 ⎤ ⎥ ⎥ ⎦ = ⎡ ⎢ ⎢ ⎣ 1 1 1 1 1 2 3 4 1 2 3 4 1 2 3 4 ⎤ ⎥ ⎥ ⎦ ⎡ ⎢ ⎢ ⎣ 1 2 2 4 ⎤ ⎥ ⎥ ⎦ (3.30)
Inverting this relation gives

⎡ ⎢ ⎢ ⎣ 1 2 2 4 ⎤ ⎥ ⎥ ⎦ = 1 6Γ ⎡ ⎢ ⎢ ⎣ 6Γ 1 1 1 1 6Γ 2 2 2 2 6Γ 3 3 3 3 6Γ 4 4 4 4 ⎤ ⎥ ⎥ ⎦ ⎡ ⎢ ⎢ ⎣ 1 ⎤ ⎥ ⎥ ⎦ (3.31)
The values of , and are computed using where the abbreviations = -, =and =are used. From (3.30) and (3.31) it can readily be seen that

∂ ∂ = , ∂ ∂ = , ∂ ∂ = (3.32) 6Γ ∂ ∂ = , 6Γ ∂ ∂ = , 6Γ ∂ ∂ = (3.33)
Therefore, the derivatives of the shape functions with respect to the global coordinates are expressed as

∂ ∂ = ∂ ∂ ∂ ∂ = 1 6Γ ∂ ∂ ∂ ∂ = ∂ ∂ ∂ ∂ = 1 6Γ ∂ ∂ (3.34) ∂ ∂ = ∂ ∂ ∂ ∂ = 1 6Γ ∂ ∂
The displacement eld over the tetrahedron is dened by , and . These are linearly interpolated over the element from their nodal values

⎡ ⎣ ⎤ ⎦ = ⎡ ⎣ 1 2 3 4 1 2 3 4 1 2 3 4 ⎤ ⎦ ⎡ ⎢ ⎢ ⎣ 1 2 3 4 ⎤ ⎥ ⎥ ⎦ (3.35)
Then, the strain and stress elds can be obtained using (2.30) and (2.31). Assuming elastic moduli is constant inside the element, the stiness matrix can be realized using (2.36) as

K = ΓB DB (3.36)
The element stiness matrix is 12 × 12. For linear tetrahedral element it can be directly evaluated in closed form or by a one-point (centroid) integration rule.

Chapter 4

Results

The bilinear quadrilateral, quadratic triangular, and linear tetrahedral elements are used to solve a similar problem. A thin plate is considered loaded uniformly at one end shown in Fig. 

The Bilinear Quadrilateral Element

The domain is subdivided into two elements only for illustration purposes. Finite element mesh and nodal coordinates in meters are shown in Fig. 4.2. The total force due to the distributed load is divided between nodes 3 and 6 equally, i.e. 7.5 per node. Because the plate is thin a plane stress assumption is valid. The constitutive matrix is obtained from (2.11). The source code is presented in Appendix A.1.

The global nodal displacement vector and the global nodal force vector are given in Table 4.1. The real computed displacements are obtained by multiplying each value with 1 -5. The number of elements must be increased to get reliable results, although for this simple problem a few elements suce. The horizontal and vertical forces at node 1 are forces of 7.5000

(directed to the left) and 1.5793 (directed downwards). The horizontal and vertical forces at node 4 are forces of 7.5000

(directed to the left) and 1.5793 (directed upwards). Clearly, the force equilibrium is satised with these results.

0.5m 0.25m q Initially, the domain is discretized to two elements. Finite element mesh and nodal coordinates in meters are shown in Fig. 4.3. The total force due to the distributed load is divided between side nodes equally, i.e. 5 per node. Because the plate is thin a plane stress assumption is valid. The constitutive matrix is obtained from (2.11). The source code is presented in Appendix A.2.

The global nodal displacement vector and the global nodal force vector are given in Table 4.2. The actual computed displacements are obtained by multiplying each value with 1 -4. Obviously, force equilibrium is satised for this problem. However, the number of elements must be increased to get reliable results. 

The Linear Tetrahedral Element

As said before, the linear tetrahedral (solid) element is a three-dimensional nite element with both local, tetrahedral coordinates, and global coordinates. Each linear tetrahedral has four nodes with three degrees of freedom at each node. The same domain as before is considered, Fig. The global nodal displacement vector and the global nodal force vector are given in 

Discussion

Using bilinear quadrilateral element the horizontal displacement at node 3 or 6 is 0.09842×10 -4 . At nodes 3, 6 and 9 in second analysis using quadratic triangular element the displacements are 0.1087 × 10 -4 , 0.0936 × 10 -4 and 0.1082 × 10 -4 respectively. Implementing three-dimensional linear solid element, gives 0.08565 × 10 -4 , 0.08511 × 10 -4 , 0.08511 × 10 -4 and 0.08565 × 10 -4 at nodes 3, 4, 7 and 8 respectively. As it was expected using dierent elements give close results because the analysis is not complicated and the primary dependent variable, displacement, is compared. However, for better results increasing the number of elements is necessary.

Some additional analysis are down using quadrilateral elements increasing the number of elements to 8. The displacement results for one of the side nodes (the other one is the same) are summarized in Table 4.4. The convergence of the result is as expected. It could be seen that after increasing the number of elements the displacements approach the results using the quadratic triangular element as the latter is a higher order element. The actual computed values are obtained by multiplying the numbers by 10 -4 . Nonlinear Finite Element Method

Introduction

Commonly, mechanics problems contain nonlinearities, and except for simple cases, exact analytical solutions cannot be obtained. The nonlinear nite element method is a powerful technique in solving diverse physical and engineering problems. In the following sections, dierent types of nonlinearities and solution procedures are explained in short, a very common nonlinearity encountered in analysis of plates and beams will be discussed in detail and the results of nite element analysis of Timoshenko beams are provided for two cases.

Nonlinearities in Solid and Structural Mechanics

Naturally, nonlinearities are present in any structure. However, under some assumptions such as innitesimal deformation the nonlinear structure is approximated by the linear one, which is valid for many practical purposes. Structural nonlinearities are classied into two categories: geometric and material, though some other classications may separate kinematic or boundary nonlinearities. Nonlinearities caused by several factors are grouped as [START_REF] Gupta | Finite Element Multidisciplinary Analysis, ser. AIAA Education Series[END_REF]:

1. Large displacements where the original equilibrium equations should be updated, that is the geometry should be updated and stiness matrix should be re-calculated at each step.

2. Large rotations which results in a nonlinear force-displacement relationship, and incremental eect is computed as the geometric stiness matrix.

3. Nonlinear constitutive law in some materials such as rubber-like materials and composites.

4. Large strain in plastics, some metals and rubbers.

The rst two items are associated with large deformation category, involving geometrical nonlinearity, whereas the last two items belong to the material nonlinearity.

Solution Procedures

For linear problems the stiness matrix is constant, that is if the load is doubled, displacement is doubled too. However, an application of the nite element method to the nonlinear problems leads to a set of nonlinear algebraic equations, that is the stiness matrix (or tangent stiness matrix) will change at each step. Therefore, using a method for computing the tangent stiness matrix at each increment is necessary.

Geometric Nonlinearity

In inspecting the geometric nonlinearity, the Newton-Raphson method is probably the most popular one. Assuming , which is displacement at -th iteration, is known we are looking for +1 . The Newton-Raphson method is the fastest solution method, but there is no guarantee for convergence if the initial guess is far from the solution. Additionally, the tangent stiness matrix should be calculated at each step which is costly in terms of computation. The matrix equation solves for incremental displacement Δ , and the result is used to update the displacement until residual, the dierence between internal and external force vectors, gets close enough to zero (or becomes less than a prescribed tolerance).

An obvious modication to this solution procedure is to keep the original tangent stiness. The tangent stiness is updated at the rst step of each increment and is maintained constant up to convergence. There are some other variations of the method such as the initial stress method of solution which takes the procedure one stage further and only uses the stiness matric from the very rst incremental solution.

Material Nonlinearity

Several methods are implemented to deal with material nonlinearity. For example, the Prandtl-Russ equation for the plastic strain increments is combined with the von Mises yield criteria for material characterization. An iterative procedure is then employed for the solution of the associated static problem [START_REF] Gupta | Finite Element Multidisciplinary Analysis, ser. AIAA Education Series[END_REF].

Chapter 6

Finite Element Analysis of Nonlinear Timoshenko Beams

Introduction

The Euler-Bernoulli theory of beams is based on the assumption that a material plane that is normal to the neutral axis before deformation remains normal to the neutral axis after deformation. Furthermore, normals remain straight (they do not bend), and keep the same length (they do not extend) 1 . Therefore, the eects of shear deformation are neglected, while in many situations such as for stubby beams this contribution cannot be overlooked. Accordingly, the Timoshenko's theory of beams has been introduced as a means of accounting for the eects of shear in a simple manner.

The aim here is to provide a geometric nonlinear analysis of Timoshenko beams under the assumption of small rotations and implement the nite element formulations using Lagrangian and trigonometric basis functions. Analysis are carried out for clamped straight and a quarter curved beams. Where appropriate, answers are compared to exact solutions.

Background and Basic Equations

The Timoshenko beam theory is associated with the Reissner-Mindlin plate theory, in which the eects of transverse shear are taken into account while formulating the behavior of rectangular plates. The theory was given for statics by Reissner and extended to dynamics by Mindlin.A signicant result of using Reissner-Mindlin plate theory is that shape functions require 0 continuity, however, 0 shearexible continuous elements are susceptible to shear locking which can decrease the performance of these elements. The discretized equations are derived for straight and curved beams separately, the nal form of the tangent stiness matrices are presented and reduced integration schemes are introduced in order to avoid shear and membrane locking.

Straight Beams

Analysis of Timoshenko beam can be considered as a particular case of plate analysis using Reissner-Mindlin plate theory, where the dimension is reduced to one. It should be noted that a proper statement for shear stress in the beam is expressed as

= ( , ) (6.1)
where is the shear modulus and ( , ) gives the shear angle at any point inside the beam. Notice that, the shear angle is dierent from the total slop of the beam. The total slop d / d of the midline emanating from shear deformation and bending deformation can then be given as the sum of two parts as follows

d d = ( ) + ( ) (6.2)
where ( ) is the rotation of line elements along the midline due to bending only. Therefore, the zdependence of the shear angle is surpassed for the sake of simplicity in a one-dimensional beam approach.

In order to include the nonuniform shear stress distribution at a section without loosing the simplicity, the corresponding shear stress-strain relation, (6.1), is modied to

= ( ) (6.3)
where is the shear correction factor. Cowper [START_REF] Cowper | The shear coecient in timoshenko's beam theory[END_REF] gives the best explanation of the shear correction factor. Suce to say here that is a function of the cross section and, may also be a function of the Poisson's ratio. The curvilinear coordinates are used with the following nonlinear form of the strain-displacement relations

= ∂ ∂ + 1 2 ( ∂ ∂ ) 2 (6.4) = ∂ ∂ + ∂ ∂ (6.5)
where and are perpendicular directions in an orthogonal coordinate system such that lies along the neutral axis, or any other reference line such as the centroidal axis of the beam, and is normal to the at any cross-section. The tangential displacement is in the -direction, and normal deection is denoted by in the direction. As previously explained, the -dependence of transverse deection, , will be ignored. Thus, the displacements are given by

( , ) = ( ) + ( ) (6.6) ( , ) = ( ) (6.7)
where indicates a tangential displacement to the midline measured at any point on this line, is the measure of normal deection and is the measure of rotation, Fig. 6.1. Upon substitution of (6.7) in (6.3) and (6.5), the strain-displacement relations are taking the following form 

= ∂ ∂ + ∂ ∂ + 1 2 
( ∂ ∂ ) 2 (6.8) = ∂ ∂ + (6.9) or = ⎡ ⎣ ∂ ∂ + ∂ ∂ + 1 2 ( ∂ ∂ ) 2 ∂ ∂ + ⎤ ⎦ ( 6 
= [ ∂ ∂ 0 0 0 ∂ ∂ 1 ] + [ 0 0 ∂ ∂ 0 0 0 ] + 1 2 [ ∂ ∂ 0 ] [ 0 ∂ ∂ 0 ] (6.11)
where = { , , } . Therefore, the strain-displacement relations can be divided to linear and nonlinear parts. The nonlinear part of strain-displacement relation can be rearranged as

= 1 2 [ ∂ ∂ 0 ] [ 0 ∂ ∂ 0 ] (6.12)
This procedure results in the following form of the strain-displacement relation where the linear part is separated from the nonlinear part for further manipulations

= ( B ′ 0 + B ′ 1 + 1 2 B ′ Θ ) (6.13) = ⎡ ⎣ 1 ∑ =0 B ′ ⎤ ⎦ + 1 2 [ B ′ ( )Θ ] (6.14) 
where

B ′ 0 = [ ∂ ∂ 0 0 0 ∂ ∂ 1 ] (6.15) B ′ 1 = [ 0 0 ∂ ∂ 0 0 0 ] (6.16) 
B ′ = [ ∂ ∂ 0 ] (6.17) Θ = [ 0 ∂ ∂ 0 ] (6.18)

Curved Beams

Straight beams can be considered as a special case of the curved beams with zero curvature. The following form of strain-displacement relations are to be considered for curved beams [6]

= 1 ∂ ∂ + ∂ ∂ + 1 2 ( 1 ∂ ∂ ) 2 (6.19) = 1 ∂ ∂ + ∂ ∂ - ∂ ∂ (6.20)
where all variables have been introduced before, see Sec. 6.2.1, except . The parameter which is named Lamé coecient will be dened as

= (1 + ) (6.21)
where curvature is dened to be 1/ with is the radius of the curved beam element, Fig. 6.2. Notice that = 0 and = 1 for straight beams. Making use of ( 6.7), results in strain expressions to become To consider thick as well as thin beams a 1/ is factored out from strain-displacement relations and replaced by it's binomial expansion as [6]

= 1 ∂ ∂ + ∂ ∂ + ∂ ∂ + 1 2 ( 1 ∂ ∂ ) 2 (6.22) = 1 ∂ ∂ + ∂ - ∂ ∂ + - ( ∂ ∂ ) (6.23) 
1 = 1 ( 1 - + 2 2 -. . . ) (6.24)
which is subsequently truncated to terms of O

( 2 )
. Then, the strain-displacements can be again reexpressed the same as (6.14) with some slight modications. Therefore, the nal relation is given by

= ⎡ ⎣ 2 ∑ =0 ′ ⎤ ⎦ + 1 2 ⎡ ⎣ 2 ∑ =0 ′ ( ) ⎤ ⎦ Θ (6.25) 
where

′ 0 = [ 1 ∂ ∂ 0 - 1 ∂ ∂ 1 ] (6.26) ′ 1 = [ -∂ ∂ -2 1 ∂ ∂ 2 -∂ ∂ - ] (6.27) ′ 2 = [ 2 ∂ ∂ 3 -∂ ∂ -3 2 ∂ ∂ 2 ] (6.28) ′ 0 = [ 1 2 ∂ ∂ 0 ] (6.29) ′ 1 = [ -2 2 ∂ ∂ 0 ] (6.30) ′ 2 = [ 3 2 2 ∂ ∂ 0 ] (6.31) Θ = [ 0 ∂ ∂ 0 ] (6.32)

Beam Element and Interpolation Functions

As in standard nite element analysis, the continuous displacement vector, , is replaced by a discrete approximation as = N (6.33)

where

N = [N 1 , N 2 , . . . , N ] (6.34) 
where denotes the number of nodes per element and is the displacement vector for one element. Each block of the matrix of shape functions is given by

N = ⎡ ⎣ 0 0 0 0 0 0 ⎤ ⎦ (6.35)
and varies between one and the number of nodes per element. In order to treat curved beams as well as straight beams all degrees of freedom are to be modeled with the same order of basis functions. Trigonometric basis functions and Lagrange polynomial basis functions of order one through three are used. A typical Lagrange polynomial is given by

Λ ( ) = +1 ∏ =1, ∕ = ( -) +1 ∏ =1, ∕ = ( -) (6.36) 
where denotes the order (degree) of the polynomial, represents the local (element) node number, and is the natural coordinate ranging from -1 to +1. For a one-dimensional Lagrangian element containing nodes, the interpolation function associated with node will be the Lagrange polynomial of degree ( -1) that takes on the value of one at node and the value of zero at the remaining nodes. This is written as

= Λ ( -1) = 1, 2, . . . , (6.37) 
This domain is easily mapped to the actual domain. A code is developed which is able to produce an interpolation function of any order, Fig.

The trigonometric basis functions for an element with three nodes are given as [START_REF] Hansen | A mindlin shell element which satises rigid body requirements[END_REF] 1

( ) = ( -2 ) - ( -3 ) + ( 2 -3 ) ( 1 -2 ) - ( 1 -3 ) + ( 2 -3 ) 2 ( ) = ( -3 ) - ( -1 ) + ( 3 -1 ) ( 1 -2 ) - ( 1 -3 ) + ( 2 -3 ) (6.38) 3 ( ) = ( -1 ) - ( -2 ) + ( 1 -2 ) ( 3 -1 ) - ( 3 -2 ) + ( 1 -2 )
where identies the angular position of the nodes , Fig. 6.2. However, the trigonometric shape functions can be adapted to be used along with the curvilinear coordinates. Indeed, this is necessary when treating straight beams with the trigonometric interpolation functions. Therefore, the following forms of the trigonometric shape functions have been proposed to be used with the curvilinear distance, [START_REF] Heppler | Performance of trigonometric basis function nite elements in timoshenko beams[END_REF]:

1 1 = -1 2 = 1 3 if > 2 4 for = 2 : ( -1) 5 = 1 + ( -1) × (2/( -1) 
1 ( ) = [ 2 ( -2 ) ] - [ 2 ( -3 ) ] + [ 2 ( 2 -3 ) ] [ 2 ( 1 -2 ) ] - [ 2 ( 1 -3 ) ] + [ 2 ( 2 -3 ) ] 2 ( ) = [ 2 ( -3 ) ] - [ 2 ( -1 ) ] + [ 2 ( 3 -1 ) ] [ 2 ( 1 -2 ) ] - [ 2 ( 1 -3 ) ] + [ 2 ( 2 -3 ) ] (6.39) 3 ( ) = [ 2 ( -2 ) ] - [ 2 ( -1 ) ] + [ 2 ( 1 -2 ) ] [ 2 ( 1 -2 ) ] - [ 2 ( 1 -3 ) ] + [ 2 ( 2 -3 ) ]
where is the total length of the nite element model of the beam and is a parameter which governs the wave content of the trial solution. It can be shown that for a cantilever beam = 0.25 is a very good choice.

Replacing from (6.33) in (6.25) gives the discrete strain-displacement relation as

= ⎛ ⎜ ⎝ ⎡ ⎣ 2 ∑ =0 B ′ ⎤ ⎦ + 1 2 ⎡ ⎣ 2 ∑ =0 B ′ ( ) ⎤ ⎦ Θ ⎞ ⎟ ⎠ (6.40) = ( B ′ + 1 2 B ′ Θ ) (6.41) = ( B ′ N + 1 2 B ′ ΘN ) (6.42) = ( B ′ N + 1 2 B ′ N ′ ) (6.43) = ( B + 1 2 B ) (6.44)
In case of straight beams B This approach has been introduced by Wood and Zienkiewicz [START_REF] Wood | Geometrically nonlinear nite element analysis of beams, frames, arches and axisymmetric shells[END_REF] and further developed by Pica et al. [START_REF] Pica | Finite element analysis of geometrically nonlinear plate behaviour using a mindlin formulation[END_REF] in nonlinear nite element analysis of dierent types of geometric nonlinearities seen in plates and shells.

Constitutive Relations

For a homogeneous isotropic material under the assumptions of Timoshenko beam theory the constitutive operator can be shown to be

D = [ 0 0 ] (6.50)
where is elastic modulus, is shear modulus, and is the shear correction factor to allow for nonuniform shear stress distribution which has been introduced before in Sec. 6.2.

Finite Element Formulation of Equilibrium Equations

We start with strain energy of a straight beam, develop the stiness matrices, and eventually generalize the method to treat curved beams as well. Replacing strain-displacement relations, ( 6.48), in the strain energy expression, ( 2.20), gives where the equivalent nodal load vector includes all nodal point forces, body forces and surface traction. Equation (6.58) can have the dual role of representing either the element, or in an assembled form the total equilibrium equation. It is a nonlinear equation in or since B and are functions of or . The nonlinear equations can be solved using an appropriate solution procedure such as the modied Newton-Raphson method.

Tangent Stiness Matrix

The tangent stiness matrix is dened as and noting that is constant in this case. The tangent stiness matrix can be written as

K = ∂ ∂ = ∂ ∂ ( ( ) - ) (6.59) or K = ∂ ∂ = ∂ ∂ ( ( ) 
) ( 6 
K = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ ∂ 1 ∂ 1 ∂ 1 ∂ 2 . . . ∂ 1 ∂ ∂ 2 ∂ 1 ∂ 2 ∂ 2 . . . ∂ 2 ∂ . . . . . . . . . ∂ ∂ 1 ∂ ∂ 2 . . . ∂ ∂ ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (6.62)
where is the number of degrees of freedom per element ( subscript is removed for notational clarity). For convenience the stress resultants are written as

= { 1 , 2 } (6.63)
where 1 ≡ and 2 ≡ . Then, the equilibrium equation, (6.61) will be expanded as

( ) = ∫ { B 1 B 2 } d - = 0 (6.64) or ( ) = ∫ { B 1 B 2 } d - = 0 (6.65)
where repeated indices means summation on the corresponding indices. Dierentiating ( ) with respect to the displacement vector gives the tangent stiness matrix as

= ∫ ∂ 1 ∂ + 1 ∂ ∂ d (6.66) or K = ∫ B ∂ ∂ + ∂ B ∂ d (6.67)
Therefore, the tangent stiness matrix can be cast as

K = ∫ B ∇( ) + ΞB d (6.68)
where

∇( ) = [ ∂ 1 ∂ 1 ∂ 1 ∂ 2 . . . ∂ 1 ∂ ∂ 2 ∂ 1 ∂ 2 ∂ 2 . . . ∂ 2 ∂ ] (6.69) 
and As a result, the linear part of the stiness matrix, K , has been separated from the nonlinear part, K which makes further manipulations easier. There is one term left in (6.68), to be evaluated . The initial stress matrix, K , is dened as

Ξ = ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 ∂ ∂ 1 2 ∂ ∂ 1 1 ∂ ∂ 2 2 ∂ ∂ 2 . . . . . . 1 ∂ ∂ 2 ∂ ∂ ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ (6.
K = ∫ ΞB d (6.78)
Considering the fact that B is not a function of , it follows that ΞB = 0 (6.79) and This leads the initial stress matrix to take the following form

K = ∫ ΞB d (6.80) = ∫ ΞB ′ N ′ d (6.81) = ∫ ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 ∂ ∂ 1 2 ∂ ∂ 1 1 ∂ ∂ 2 2 ∂ ∂ 2 . . . . . . 1 ∂ ∂ 2 ∂ ∂ ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ [ 1 2 ∂ ∂ 0 ] N ′ d (6.82) = ∫ ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 1 2 ∂ ∂ 1 ∂ ∂ 1 1 2 ∂ ∂ 2 ∂ ∂ 1 . . . 1 2 ∂ ∂ ∂ ∂ 1 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ N ′ d ( 6 
K = ∫ ⎡ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎢ ⎣ 0 1 2 ∂ 1 ∂ 0 . . . 0 1 2 ∂ ∂ 0 ⎤ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎥ ⎦ N ′ d (6.87) = ∫ N ′ 1 2 N ′ d (6.88) (6.89) Notice that d = d d d
, where is the Lamé coecient. The corresponding equation for straight beams is recovered replacing = 1, = 0 and thus = 1. The stress vector is expressed as

{ 1 2 } = D ( B + 1 2 B ) = D ⎡ ⎣ 2 ∑ =0 ( B ′ N + 1 2 B ′ N ′ ) ⎤ ⎦ (6.90)
When both the membrane and shear contributions are integrated with a reduced formula, the practice is referred to as fully reduced integration. The benet here is the reduction in computational eorts required for calculating K since the number of quadrature points is directly changing the computational costs. The disadvantage of uniform reduced integration is that the rank of K may be reduced, resulting in the singularity or near singularity of the global stiness matrix.

For integrating trigonometric basis functions several methods could be employed. Here, a composite trapezoidal rule with a very large number of nite intervals has been chosen. The composite trapezoidal rule is given by [2]

∫ ( ) d = (ℎ) + , (ℎ) = ℎ 2 ( 0 + ℎ ) + ℎ -1 ∑ =2 (6.96)
The global truncation error is

= - ℎ 3 12 -1 ∑ =0 ′′ ( ) = - 1 12 ( -)ℎ 2 ′′ ( ), ∈ [ , ] (6.97) 
Note that

0 = , = 0 + ℎ, = (6.98) 
where ℎ = ( -)/ is the step length.

Chapter 7

Results

Two cantilever beams are considered with tip loads. The beams are loaded by a point load at the free end of the beam. The displacement vectors are computed and compared with the available analytical solutions. Additionally, a comparison between dierent Lagrange polynomials with trigonometric basis functions is made. The eects of reduced integration is also investigated. Finally, a comparison is made between the linear and nonlinear nite element analysis. The main les of the corresponding source code can be found in A.4.

Cantilever with vertical tip load

The vertical tip deection of a cantilever of length under a vertical tip load is

= 3 3 ( 1 + 3 2 ) (7.1)
where is the transverse displacement, and are the Young's and shear modulus, is the second moment of inertia of the cross-section, is the cross-section area and is the shear correction factor, Fig. 7.1. A series of cantilever beams with dierent length, , to depth, ℎ, ratios have been considered, /ℎ ∈ {4, 10, 50}. The material and geometric input data are summarized in Table 7.1.

The results of nite element analysis of straight cantilever beams under Timoshenko assumptions for /ℎ = 4 using dierent types of Lagrangian basis functions along with trigonometric basis functions is illustrated in Fig. 7.2. Both full and reduced integration schemes have been examined. As it was expected, cubic polynomial basis functions results in zero error, for any number of elements, regardless of the order of integration used, because the analytical solution for the displacement is a cubic polynomial in . Using quadratic basis functions with the reduced shear (RS) or fully reduced (FR) integration The trigonometric basis functions demonstrate higher performance than most of the Lagrangian basis functions. The results for trigonometric basis functions have been obtained using = 0.25. A simple comparison between several values shows that = 0.25 gives the best result in this case. All these results agree with the results reported in [START_REF] Prathap | Reduced integration and the shear-exible beam element[END_REF] and [START_REF] Heppler | Performance of trigonometric basis function nite elements in timoshenko beams[END_REF], except our ndings show that using a composite trapezoidal rule for integrating trigonometric functions results in a slower convergence in compare with [START_REF] Heppler | Performance of trigonometric basis function nite elements in timoshenko beams[END_REF].

It should be mentioned that the relative error is dened as

Relative Error% = 100 × ˜ - (7.2)
where ˜ is an approximate value whose exact value is . A converged result in this case means the computed internal energy has reached to the true internal energy. Similar results are presented for beams of /ℎ = 10 and /ℎ = 50 in Figs. 7.3 and 7.4. Results for fully integrated (F) and reduced membrane integration (RM) of the linear basis functions have been removed in order to present the rest of results with higher resolution. Trigonometric basis functions do not show any shear locking behaviour. The reason has been provided by Prathap and Bhashyam [START_REF] Prathap | Reduced integration and the shear-exible beam element[END_REF] which indicates that they can not lock. However, it must be noted that these results do not suggest that, overall, trigonometric basis functions show a higher performance than reduced shear or fully reduced integrated polynomials in contrast with Heppler and Hansen [START_REF] Heppler | Performance of trigonometric basis function nite elements in timoshenko beams[END_REF], which could be due to the use of a dierent integration scheme for trigonometric basis functions. 

Quarter Circle Beam with Radial Tip Load

The next test is that of a tip loaded cantilever curved beam with a quarter of a circle arc length. The details of the geometry are given in Fig. 7.5. The material properties are = 10 7 psi, = 0.3 and = 5/6. An analytical solution to this problem can be found in Lee and Sin [START_REF] Lee | Locking-free curved beam element based on curvature[END_REF] or in Young and Budynas [START_REF] Young | Roark's Formulas for Stress and Strain[END_REF] as

= 3 4 + 4 (7.3)
Three dierent load condition has been considered and, for brevity, results for the radial deection at the free end of the beam is shown in Fig. 7.6. Obviously, fully reduced integration scheme gives the best results and as it was expected the reduced membrane integration scheme results in faster convergence and lower error in compare with reduced shear integration scheme. In curved beams membrane locking 

Discussion

In full analysis of geometric nonlinearities an incremental method does not give an accountable results except in case of weak nonlinearities. Although, it is necessary to compare the method with an available nonlinear solution to the problem. When considering the available solutions the solution has converged to the solution. The Newton-Raphson is not promising in nonlinear analysis especially when turning and bifurcation points are present in the true response of the structure. It might have predicted the wrong results and have given an incorrect force-displacement curve. That is an important defect in the Newton-Raphson or Euler method in analyzing geometric nonlinearities. An important geometric nonlinearity which is still under investigation in various problems of structural mechanics has been examined. Timoshenko beam analysis has been considered to be the one dimensional version of the Reissner-Mindlin plate theory, and a nonlinear form of the strain-displacement relation has been explored. A method previously introduced by other researchers has been followed to derive the strain-displacement relations, where the linear and nonlinear parts have been divided apart. The linear, nonlinear and stress stiness matrices have been derived and convergence of the method has been tested in case of available analytical solutions. The locking phenomenon has been fully investigated and the eects of using reduced integration schemes have been demonstrated. The trigonometric shape functions has shown to be able to catch the true results, although lack of an exact integration schemes is clearly seen. Fully reduced Lagrangian basis functions show the best performance, while trigonometric basis functions do not lock. In full nonlinear analysis, Euler method could follow the force-displacement path for very small loads. Combining Newton-Raphson method to the Euler method have made the method able to follow the force-displacement path in severer cases, although it should be veried with an appropriate analytical solution.

Future Works

The possible future works are summarized here as:

It would be a good work to collect all available basis functions for beam analysis and compare their performance when using them in nite element analysis of Euler-Bernoulli or Timoshenko beams. Computation time has not been considered, while it should be taken into account in order to choose an appropriate shape function if the computational cost is of importance.

The methods presented here in formulating Timoshenko beams could be developed to some other problems in structural mechanics.

Comparing Timoshenko beams with Euler-Bernoulli beams in nonlinear analysis could be done in future.

In full nonlinear analysis other methods should be considered as the current method is not stable and not able to follow the true path adequately.

Implementing Arc-length method and general displacement control methods could resolve the issues. 
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 31 Figure 3.1: Quadrilateral Lagrangian Element
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 32 Figure 3.2: Quadratic Triangular Element
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 33 Figure 3.3: Triangular Coordinate
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 34 Figure 3.4: (a) The linear tetrahedron element: also called the 4-node tetrahedron; (b) Node numbering convention.
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 41 The thickness is 0.03 and other dimensions can be seen in Fig. 4.1. Material properties are Young's modulus E = 10 8 and Poisson's ratio = 0.3. The external load is = 2000 / 2 .
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 41 Figure 4.1: Thin plate under uniformly distributed load.
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 42 Figure 4.2: Thin plate mesh using quadrilateral elements.

Figure 4 . 3 :

 43 Figure 4.3: Thin plate mesh using quadratic triangular elements.
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 4144 Figure 4.4: Thin plate mesh using linear tetrahedral elements. The thickness has been magnied for illustration purpose.
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 61 Figure 6.1: The straight beam element
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 62 Figure 6.2: The curved beam element
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 63 Figure 6.3: An automated code to produce Lagrangian basis functions.

  nal form of the strain-displacement relation is given by

  of the strain energy and noting B is a function of displacements leads to the following expression nal form of the stress resultant force vector is given by

  into the rst term inside the integral, (6.68), and making use of (6.44) yields

  .83) Note that for straight beams = 1. From discretization =
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 71 Figure 7.1: The cantilever straight beam.
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 72 Figure 7.2: The cantilever straight beam results, /ℎ = 4, The relative error between the analytical and the nite element results for tip deection.
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 73 Figure 7.3: The cantilever straight beam results, /ℎ = 10, The relative error between the analytical and the nite element results for tip deection.
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 7576 Figure 7.5: The quarter circle curved cantilever beam.

Figure 7 . 7 :

 77 Figure 7.7: The p-convergence of the results for the cantilever curved beam. A full integration scheme has been used to monitor the worst case from previous simulations.
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 78 Figure 7.8: The nonlinear force-displacement curve using an incremental (Euler) method for a quarter circle beam.
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 79 Figure 7.9: The dierence between nonlinear and linear solution (%).
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 710 Figure 7.10: The force-displacement curve implementing a combined Euler and Newton-Raphson methods.
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		1: Global force and displacement vectors
	Node Direction Force	Displacement
	1	x	-7.5000	0
	1	y	-1.5793	0
	2	x	-0.0000	0.4815
	2	y	-0.00000 0.0885
	3	x	7.5000	0.9842
	3	y	0.0000	0.0704
	4	x	-7.5000	0
	4	y	1.5793	0
	5	x	0.0000	0.4815
	5	y	0.0000	-0.0885
	6	x	7.5000	0.9842
	6	y	-0.0000	-0.0704
	4.2 The Quadratic Triangular Element

Table 4 .

 4 

		2: Global force and displacement vectors
	Node Direction Force	Displacement
	1	x	-2.7886 0
	1	y	-1.3052 0
	2	x	0.0000	0.0509
	2	y	-0.0000 0.0077
	3	x	5.0000	0.1087
	3	y	0.0000	0.0137
	4	x	-9.4228 0
	4	y	-0.3339 0
	5	x	-0.0000 0.0478
	5	y	0.0000	0.0016
	6	x	5.0000	0.0936
	6	y	-0.0000 0.0017
	7	x	-2.7886 0
	7	y	1.6391	0
	8	x	-0.0000 0.0493
	8	y	-0.0000 -0.0061
	9	x	5.0000	0.1082
	9	y	-0.0000 -0.0065

Table 4

 4 

.3. Multiplying each value of the displacements in the table with 1 -5 gives the actual computed displacements. It can be easily veried that force equilibrium is satised for this problem. However, the number of elements

Table 4 .

 4 

		3: Global force and displacement vectors
	Node Direction Force	Displacement
	1	x	-21.0547 0
	1	y	-4.2779	0
	1	z	-7.2612	0
	2	x	20.4792	0
	2	y	-3.2221	0
	2	z	-2.4652	0
	3	x	-0.0000	-0.0005
	3	y	3.7500	0.8565
	3	z	0.0000	0.0173
	4	x	0.0000	-0.0211
	4	y	3.7500	0.8511
	4	z	-0.0000	0.0106
	5	x	-20.4792 0
	5	y	-3.2221	0
	5	z	2.4652	0
	6	x	21.0547	0
	6	y	-4.2779	0
	6	z	7.2612	0
	7	x	0.0000	0.0211
	7	y	3.7500	0.8511
	7	z	-0.0000	-0.0106
	8	x	-0.0000	0.0005
	8	y	3.7500	0.8565
	8	z	0	-0.0173
	must be increased to get reliable results.		
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	4: Convergence of the result for quadrilateral element
	No. of elements	1	2	4	8
	Displacement in side nodes 0.09744 0.09842 0.09895 0.09913

Table 7 .

 7 1: The material and geometric data of straight beams.

	Parameter	Value	Dimension
	Cross-sectional area Second moment of inertia	1 1/12	2 4
	Length	4, 10, 50	
	Shear correction factor Young's modulus	5/6 10 3	-
	Poisson's ratio	1/3	-
	yields exact result. While, reduced membrane integration (RM) has no such eect, but improves the
	convergence rate.		

Contact can be considered in another class called nonlinear boundary conditions.

The superscript have been removed from , and for clarity of notation.

Normals are lines perpendicular to the beam's neutral plane and are thus embedded in the beam's cross sections.

Substituting (6.90) in (6.89), and considering the appropriate form of the constitutive matrix in order to calculate the axial stress and replacing d by d d d and taking the following relations into account the initial stress matrix can be integrated using an appropriate numerical scheme. where is the area of the cross-section of the beam, is the distance between centroid and the reference line which is zero in this case, and is the second moment of inertia of the cross-section. It must be noted that the higher order terms are truncated in order to be consistent with the truncation of the binomial expansion of the Lamé coecient.

The linear and nonlinear stiness matrices are computed in the same way as the initial stress matrix. Here, the linear stiness matrix is calculated. Recall the linear stiness matrix from (6.77), and substitute 6.90 in the matrix gives

Upon expansion and neglecting higher order terms, the linear stiness matrix becomes

) ) ] d (6.95)

The nonlinear stiness matrix can be computed in exactly the same way as the linear one.

Reduced Numerical Integration

As previously mentioned, Sec. 6.2, using Lagrange polynomials of the same orders makes the element susceptible to shear or membrane locking, see Appendix B. In order to avoid this problem several reduced order integration schemes are used namely reduced shear integration, reduced membrane integration and fully reduced integration. If is the degree of complete polynomials in an element's basis functions, Gauss integration with + 1 or more points in each direction is full and Gauss integration with points or less in each direction is reduced.

It is worthy to note that dierent terms in the general expression for the stiness matrix K can be integrated using dierent integration formulae. Performing integration with dierent schemes for dierent terms in the stiness matrix is called selective reduced integration (SRI). An advantage of the SRI is that it retains the correct rank of K. is more serious than the shear locking therefore these results agrees with the theoretical predictions, see Appendix B.

In order to examine the p-convergence of the results for tangential and radial displacements the degrees of the basis functions polynomials have been increased from 1 to 10. The results , Fig. 7.7, show a very fast convergence in compare with h-convergence as it was expected from theory. A full integration scheme has been used to monitor the worst case from previous simulations. Results show the convergence when a 4 ℎ -degree polynomial basis functions is employed.

An additional set of simulation has been performed to show the eects of geometric nonlinearity. The input force has been reduced to 0.5 and nine quadratic elements with fully reduced integration scheme, which gave a perfect solution previously, has been employed. An incremental (Euler) method has been used where load is applied in several steps. The results are presented in Figs. 7.8 and 7.9. As it is clear, the nonlinear solution starts to diverge from the linear solution after a few increment, however the error remains small as the correction has not yet been used.

A last simulation has been performed using a combination of an Euler method with a Newton-Raphson correction steps. The force-displacement curve is shown in Fig. 7.10. At two major turning points are identied, while the solution method is probably not able to catch the true curve due to its intrinsic shortcomings in following turning points or more precisely points where tangent stiness becomes parallel to the displacement axis.

Appendix A

Source codes

The main les are attached here, however the full versions of the source codes should be found in the companion CD.

A.1 Quadrilateral Bilinear Element ------------------- ------------------------ ------------------------ ------------------------% % S.Amir Mousavi-Lajimi % % Copyright l' 2009 % %- ------------------------ ------------------------% % S.Amir Mousavi-Lajimi % % Copyright l' 2009 % %- ------------------------ 

Locking

It has been recognized that in certain cases the predictions for displacements might be completely useless, apart from common problems with the nite element analysis in mechanics such as inaccurate results or slow convergence. The phenomenon is characterized by a severe underestimation of the displacements, i.e. the structure is too sti [START_REF] Wüchner | Advanced Finite Element Methods[END_REF]. This problem is called locking referring to the intuitive understanding that the structure locks itself against deformations. In the main, a critical parameter plays a signicant role in locking manifestation. For example, in the case of transverse shear locking of plate or beam elements this parameter is the slenderness of the plate or beam, and in volumetric locking it is the bulk modulus.

The phenomenon can be described with the presence of some spurious stresses. These articial stresses do not appear in exact solutions of the problem. The simulated stresses augments the, articial, internal energy of the system resulting in an extra stiness. The aforesaid critical parameter now may lead this energy to inf as it approaches a large number. Therefore, the behavior of the structure is dominated by this spurious energy, and drastic changes happen in the nite element predictions.

The shear locking occurs if the length to thickness, aspect, ratio of a beam becomes very large, that is the beam gets very thin. Therefore, the critical parameter in the case of shear locking is the aspect ratio of the element (i.e. no property of the underlying mathematical problem itself).

Shell and beam elements are susceptible to membrane locking as well. It refers to a situation where pure bending deformations are accompanied by spurious membrane stresses. The membrane locking only appears if the elements are actually curved. Therefore, Quadratic elements usually show strong membrane locking in any situation. Membrane locking can be observed in the most simple case for a quadratic (three-node) beam element. When imposing a constant bending moment it can be observed that the membrane strains and stresses (i.e. the normal forces in the beam) are non-zero. The reason for the fact that the pure bending deformation cannot be represented exactly is that the exact solution for the displacements contains trigonometric functions which are of course not included in the shape functions.

Several methods have been developed to overcome the problem of locking phenomenon. One simple method is to use a dierent shape function for rotation which is one order lower than the one for deection [START_REF] Reddy | An introduction to nonlinear nite element analysis[END_REF]. Another method is to use the same order of interpolation for both rotation and deection , but evaluate the energy in a proper manner such as reduced order integration. Several denitions are available for reduced order integration, such as the exactness of certain integrals, the satisfaction of certain tests, or simply evaluating the integrals using lower number of Gauss points than the required number of them for exact integration.