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Abstract

Within the current increasing environmental restrictions, biopolymers tend to replace common materials in many applications, from daily life items to process engineering facilities. Synthetic filtration membranes are also of concern. Herein, biopolymer based microfiltration (MF) membranes were produced with a polyhydroxyalkanoate (PHA), the poly(hydoxybutyrate-co-hydroxyvalerate) (PHBHV). The membranes were made by evaporation induced phase separation (EIPS) and the influence of the dope solution composition was studied by adding additives, polyvinylpyrrolidones (PVPs) and polyethylene glycols (PEGs). The nature, molecular weight and concentration of the additives were linked to the obtained microstructures. Both types of additives can increase membrane porosity by acting as pore former agent. However, interesting opposite effects were obtained in case of PEGs from 300 to 4000 g mol -1 where the additives were observed to act as plasticizers. The membranes performances were evaluated with pure water permeability and E. Coli bacteria rejection and correlated to the microstructure analyses. The performances were greatly improved by selecting the proper additive. This study leads to promising results for the consideration of PHA as new potential biomaterial intended for membrane fabrication.

A c c e p t e d m a n u s c r i p t 1. Introduction Today, membrane filtration processes are widely used by the separation industry due to their low energy requirement compared to thermal facilities. Within the membrane filtration processes, the pressure driven separations, like microfiltration (MF), ultrafiltration (UF), nanofiltration (NF) and reverse osmosis (RO) are the most industrially implemented. For example, around 80% of the desalination plants use the RO technology [START_REF] Macedonio | Membrane Engineering for Green Process Engineering[END_REF]. Among the membranes materials, polymers account for 95% of the total industrial market [2] : they are relatively cheap, cover a wide variety of thermomechanical properties and are easily shaped. Various polymers are now intended for membrane applications and the most used of them are mentioned in Table 1. 1, most of the polymeric membrane materials are non biobased and non biodegradable. Thus, these conventional polymers consume the limited fossil resources, create excessive untreated wastes and cause major environmental pollutions [3,[START_REF] Gigault | Marine plastic litter: The unanalyzed nanofraction[END_REF]. Hence, major efforts have been made to replace these widely used materials, including the development of biopolymers [START_REF] Zhu | Sustainable polymers from renewable resources[END_REF]. The membranes materials are no exception to this transition and the use of sustainable chemicals to make membranes is now of interest [START_REF] Jiang | Green synthesis of polymeric membranes: recent advances and future prospects[END_REF][START_REF] Galiano | Advances in biopolymer-based membrane preparation and applications[END_REF][START_REF] Keawsupsak | Poly(lactic acid)/Biodegradable Polymer Blend for The Preparation of Flat-Sheet Membrane[END_REF][START_REF] Chaudhary | Bio-based superhydrophilic foam membranes for sustainable oil-water separation[END_REF][START_REF] Thakur | Recent advances in cellulose and chitosan based membranes for water purification: A concise review[END_REF]. Among the selected biopolymers intended for membrane fabrication, cellulose based materials are widely used thanks to the cellulose abundance. They are continuously under development to still improve the membranes performances [START_REF] Thakur | Recent advances in cellulose and chitosan based membranes for water purification: A concise review[END_REF][START_REF] Lee | A review of reverse osmosis membrane materials for desalination-Development to date and future potential[END_REF][START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF][START_REF] Lalia | A review on membrane fabrication: Structure, properties and performance relationship[END_REF]. Nevertheless, cellulose based membranes are only partially biobased since chemical modifications of the cellulose structure are required. Polyvinyl alcohol (PVA) is a hydrophilic biodegradable polymer used for pervaporation membranes [START_REF] Das | Synthesis and characterization of biopolymer based mixed matrix membranes for pervaporative dehydration[END_REF]. Nevertheless, it requires a crosslinking step to overcome its poor mechanical stability and this is the major research focus for its use in pressure driven processes [START_REF] Ahmad | Preparation and modification of poly (vinyl) alcohol membrane: Effect of crosslinking time towards its morphology[END_REF]. Polylactic acid (PLA) is a biopolyester that has been considered for liquid filtration membranes due to its commercial availability and easy processing [START_REF] Tanaka | Formation of poly(l-lactic acid) microfiltration membranes via thermally induced phase separation[END_REF][START_REF] Chinyerenwa | Structure and thermal properties of porous polylactic acid membranes prepared via phase inversion induced by hot water droplets[END_REF][START_REF] Xiong | A new strategy to simultaneously improve the permeability , heat-deformation resistance and antifouling properties of polylactide membrane via bio-based β -cyclodextrin and surface crosslinking[END_REF][START_REF] Xing | Morphology and performance control of PLLA-based porous membranes by phase separation[END_REF]. However, PLA production involves chemical reaction steps and this should be avoided to limit the environmental impact. Other biopolymers, directly extracted from biomass, have been investigated: alginate [START_REF] Kashima | Advanced Membrane Material from Marine Biological Polymer and Sensitive Molecular-Size Recognition for Promising Separation Technology[END_REF], starch [START_REF] Liu | Novel starch/chitosan blending membrane: Antibacterial, permeable and mechanical properties[END_REF], collagen [START_REF] Suzuki | Formation having a tanning gradient structure of collagen membrane by the pervaporation technique[END_REF], agarose [START_REF] Chaudhary | Bio-based superhydrophilic foam membranes for sustainable oil-water separation[END_REF] and carrageenan [START_REF] Wu | Novel Biopolymer Composite Membrane Involved with Selective Mass Transfer and Excellent Water Permeability[END_REF]. They all have the drawback to be either swellable or soluble in water, hindering them to be used for water treatment applications. Besides the environmental aspect, some biopolymers have been investigated for membrane applications owing to their specific properties offering opportunities for new applications. For instance, chitosan has been considered due to its antibacterial property [START_REF] Thakur | Recent advances in cellulose and chitosan based membranes for water purification: A concise review[END_REF][START_REF] Mokhena | Development of multifunctional nano/ultrafiltration membrane based on a chitosan thin film on alginate electrospun nanofibres[END_REF][START_REF] Liu | Novel starch/chitosan blending membrane: Antibacterial, permeable and mechanical properties[END_REF]. Apart from the above cited biopolymers, the broad family of the polyhydroxyalkanoates (PHAs) remains. PHAs are linear homo-and co-polyesters produced by bacterial fermentation and have versatile properties. As a result of the diverse production conditions, the PHAs side chain length and composition can vary [START_REF] Steinbüchel | Biochemical and Molecular Basis of Microbial Synthesis of Polyhydroxyalkanoates in Microorganisms[END_REF]27], hence influencing the final thermo mechanical properties of the macromolecule [START_REF] Modi | Assessment of PHB with varying hydroxyvalerate content for potential packaging applications[END_REF][START_REF] Corre | Morphology and functional properties of commercial polyhydroxyalkanoates: A comprehensive and comparative study[END_REF][START_REF] Shen | Product overview and market projection of emerging bio-based plastics[END_REF]. Today, it is even possible to predict the PHAs monomers composition as a function of the selected growth media and bacteria [START_REF] Elain | Valorisation of local agro-industrial processing waters as growth media for polyhydroxyalkanoates (PHA) production[END_REF]. This fact makes PHAs valuable to target special applications like for the medical field [START_REF] Inc | Medical devices and applications of polyhydroxyalkanoate polymers[END_REF][START_REF] Shrivastav | Advances in the applications of polyhydroxyalkanoate nanoparticles for novel drug delivery system[END_REF][START_REF] Chen | The application of polyhydroxyalkanoates as tissue engineering materials[END_REF] and also for more common applications like cosmetics [START_REF] Grimes | The use of polyhydroxy acids (PHAs) in A c c e p t e d m a n u s c r i p t photoaged skin[END_REF], packaging [START_REF] Modi | Assessment of PHB with varying hydroxyvalerate content for potential packaging applications[END_REF][START_REF] Hartley Yee | Polyhydroxyalkanoates as Packaging Materials: Current Applications and Future Prospects, in: Polyhydroxyalkanoate Based Blends, Compos. Nanocomposites[END_REF][START_REF] Díez-Pascual | ZnO-Reinforced Poly(3-hydroxybutyrate-co -3hydroxyvalerate) Bionanocomposites with Antimicrobial Function for Food Packaging[END_REF][START_REF] Bugnicourt | Polyhydroxyalkanoate (PHA): Review of synthesis, characteristics, processing and potential applications in packaging[END_REF][START_REF] Ragaert | Polyhydroxyalkanoates for Food Packaging Applications[END_REF] or even toys [START_REF] Toys | toy building block[END_REF]. Among the commercially available PHAs, the homo-polymer polyhydroxybutyrate (PHB) is the most widespread and the most used in the literature [START_REF] Chen | A microbial polyhydroxyalkanoates (PHA) based bio-and materials industry[END_REF]. One drawback of PHB is its relatively poor mechanical properties when compared to common polymers [START_REF] Tsuge | Metabolic improvements and use of inexpensive carbon sources in microbial production of polyhydroxyalkanoates[END_REF]. However, the replacement of PHB by its co-polymer poly(hydroxybutyrateco-hydroxyvalerate) (PHBHV) (or even longer-chain length PHA) (Figure 1) or its blending with (biobased) plasticizers are current solutions to overcome this issue [START_REF] Li | Polyhydroxyalkanoates : opening doors for a sustainable future[END_REF]. In this study, a PHBHV is employed and is preferred to PHB due to its better flexibility." Some studies reported the use of PHAs as additives or co-material to make membranes. For instance, Nicosia et al. made PLA/PHB filters (with 15 wt% of PHB) for air filtration applications by electrospinning [START_REF] Nicosia | Air filtration and antimicrobial capabilities of electrospun PLA/PHB containing ionic liquid[END_REF]. The performances were quantified by measuring the penetration of sodium chloride aerosol particles, ranging from 20 to 600 nm. The best collection efficiency was 98.5%, corresponding to the 300 nm size particles. Keawsupsak et al. made PLA/PHBHV blend membranes that were tested by water permeability and rejection of bovine serum albumin (BSA) measurements [START_REF] Keawsupsak | Poly(lactic acid)/Biodegradable Polymer Blend for The Preparation of Flat-Sheet Membrane[END_REF]. The performances demonstrated a permeability value of 65.2 L m -2 h -1 bar -1 associated with a BSA rejection of 78.7%. Finger like sub-structures were observed but there was no discussion related to the performances. Moreover, these results were obtained from a membrane with a small amount of PHBHV into a PLA matrix (1 wt% of PHBHV). Guo et al. fabricated composite membranes from PHB, calcium alginate and carboxyl multi walled carbon [START_REF] Guo | Preparation and dye filtration property of electrospun polyhydroxybutyrate-calcium alginate/carbon nanotubes composite nanofibrous filtration membrane[END_REF]. Their NF performances demonstrated a pure water flux around 35 L m -2 h -1 at 2 bar and a 98.2% rejection of brilliant blue. Moreover, the membranes exhibited good anti fouling properties. Yet, the fabrication method, combining the properties of different materials and using the electrospinning technique, still requires some efforts in upscaling applications [START_REF] Ahmed | A review on electrospinning for membrane fabrication: Challenges and applications[END_REF].

Mas et al. made dense fully PHAs based membranes intended for pervaporation [START_REF] Mas | Membranes en PHB, P(HB-co-9% HV), P(HB-co-22% HV) pour la microfiltration ou la pervaporation propriétés filtrantes et état de surface[END_REF]. The membranes performances were analyzed by separation of an ethanol/water mixture. The flux varied from 0.008 to 0.027 Kg m -2 h -1 and the separation factor from 5.0 to 12.6 in favor to water permeation. Similarly, Villegas et al. fabricated a dense PHB based pervaporation membrane [START_REF] Villegas | Sorption and pervaporation with poly (3hydroxybutyrate) membranes : methanol / methyl tertbutyl ether mixtures[END_REF]. They tested the membrane for separation of methanol/methyl tertiary butyl ether (MTBE) mixtures. In the case of 40 mol% methanol/MTBE mixture, a flux of 0.392 Kg m -2 h -1 and a separation factor of 3.98 in favor to the methanol permeation were obtained. The membranes structures were not discussed. Afterwards, the same authors evaluated a modified PHA membrane by plasma polymerization with acrylic acid [START_REF] Villegas | Acrylic acid plasma polymerized poly(3-hydroxybutyrate) membranes for methanol/MTBE separation by pervaporation[END_REF]. The authors were able to improve the separation factor up to 18.6. So far, Mas et al. were the only ones having made fully PHAs based membranes for water filtration. In a first paper, the authors studied the evaporation induced phase separation (EIPS) and non-solvent induced phase separation (NIPS) conditions on the membranes performances [START_REF] Mas | Membranes en polyhydroxybutyrate et poly(hydroxybutyrate-cohydroxyvalerate) pour la microfiltration: Influence du non-solvant sur les propriétés hydrodynamiques[END_REF]. The permeabilities varied from 50 to 1300 L m -2 h -1 bar -1 . The best rejection result was obtained with the least permeable membrane and was measured at 75% for dextran 2.10 6 g mol -1 . Nevertheless, in this case, the rejection is too low for filtration applications. Moreover, no structural analysis was performed. In a second paper, the same authors studied the influence of the EIPS and NIPS

HB HV

A c c e p t e d m a n u s c r i p t conditions on the microstructures and membranes permeabilities [START_REF] Mas | Membranes en PHB, P(HB-co-9% HV), P(HB-co-22% HV) pour la microfiltration ou la pervaporation propriétés filtrantes et état de surface[END_REF]. Asymmetric structures were obtained with surface pores ranging from 0.25 to 2 µm. If the permeability performances were measured and went up to 600 L m -2 h -1 bar -1 , they were not linked to the microstructures and no rejection test was performed.

At the end, PHAs are recognized of having good potential as membrane materials [START_REF] Tan | Metal Chloride Induced Formation of Porous Polyhydroxybutyrate (PHB) Films : Morphology , Thermal Properties and Crystallinity[END_REF]. Nevertheless, knowledge related to structures-performances relationship of PHAs based membranes is scarce and some efforts must be done to master it and thus to improve the performances of fully PHA based membranes.

Herein, the PHBHV has been chosen, due to its better mechanical properties compared to PHB [START_REF] Shamala | Production and characterization of bacterial polyhydroxyalkanoate copolymers and evaluation of their blends by fourier transform infrared spectroscopy and scanning electron microscopy[END_REF], and was used for the fabrication of MF membranes. The membranes were easily made by the EIPS technique. For the first time with this type of biopolymer, the influence of different additives on the microstructure was investigated. Polyvinylpyrrolidones (PVPs) and polyethylene glycols (PEGs) of different molecular weights were added at different concentrations in the dope solution. The membranes microstructures were characterized by scanning electron microscopy (SEM), pore size distribution and overall porosity. The performances were then evaluated in terms of pure water permeability and E. Coli bacteria rejection from water, in order to demonstrate their potential as biobased MF membranes. Finally, the filtration performances were directly discussed according to the membranes microstructures. 2. Experimental section 2.1. Chemicals PHBHV pellets were supplied by Tianan Biologic Material (China), under the trade name Enmat Y1000P. It was purified by dissolution in chloroform and precipitation in methanol. The white purified PHBHV powder was characterized by gel permeation chromatography (GPC) equipped with three successive columns (2 × ResiPore and 1 × PL gel Mixed C from Agilent) and a Waters UV detector working at 241nm. The molecular weight was measured at 116 000 g mol -1 . Differential scanning calorimetry (DSC) (TA Instruments -Q10 DSC) was used to determine its crystallinity degree, χc= 62%. The hydroxyvalerate (HV) monomer content was measured at 3 mol% by 1 H NMR analysis (Brucker 400 MHz). The latter is in accordance to what have been reported previously on this commercial PHBHV [START_REF] Follain | Structure and Barrier Properties of Biodegradable Polyhydroxyalkanoate Films[END_REF].

Polyethyleneglycol (PEG) 300 g mol -1 was supplied by VWR (U.S.); PEG 1500, 2000, 4000 and 8000 g.mol -1 by Sigma-Aldrich (U.S.); PEG 600 and 1000 g mol -1 by Alfa Aesar (U.S.); PEG 400 g mol -1 by Acros Organics (Belgium) and PEG 35000 g mol -1 by Fluka AG (Switzerland). Polyvinylpyrrolidone (PVP) 10000 and 40000 g.mol -1 were supplied by Sigma-Aldrich (U.S.). Chloroform (99% grade) and methanol (99.9 % grade) were supplied by Fisher Scientific (U.S.). Escherichia Coli (E. Coli) bacteria were used for the rejection tests. Peptone from soybean and sodium chloride were supplied by Acros Organics (Belgium). Tergitol 7 agar and TTC 12.5 mg (triphenyltetrazolium chloride) supplements were supplied by Biokar diagnostics (France). All these chemicals were used without further purification.

Preparation of PHBHV based membranes

A c c e p t e d m a n u s c r i p t

The PHBHV based membranes were prepared by solution casting followed by phase inversion induced by evaporation. First, homogeneous dope solutions were prepared by dissolving the purified PHBHV powder and additives in chloroform under reflux for 4 hours. The different compositions of the herein studied membranes are noted in Table 2. The dope solutions were then casted at 250 µm thickness on a glass plate kept at 25°C and next left for 10 min for solvent evaporation. The obtained membranes were then soaked 5 min into 2,5 L of demineralized water to remove the remaining additives and to ensure the membrane detachment. Then, the membranes were dried by gently removing the water at the membrane surface with absorbent paper. First, they were stored for 12 hours in a desiccator under vacuum, and then finally kept under ambient conditions in a closed box. The surface and cross section structures of each membrane were observed by SEM using a JSM-7100F apparatus from JEOL at an acceleration voltage of 5.0 kV and with different magnifications. For the cross section analyses, the samples were fractured after liquid nitrogen cooling. The samples were coated with a palladium/gold mixture.

Porosity measurements

The pore size distribution and the membrane porosity were measured by mercury intrusion porosimetry. The AutoPore IV 9500 apparatus from Micromeritics (United States) was used. The intrusion pressure range was from 17 PSI (117.10 3 Pa) to 60.10 3 PSI (413.10 6 Pa).

FT-IR spectroscopy

Fourier transform infrared analyses were performed with a Jasco FT/IR-4100 spectrometer equipped with an attenuated total reflection module and with a zinc selenide crystal. Spectra were done in the wavelength range of 600-4000 cm -1 at room temperature with 2 cm -1 spectral resolution and 128 scans. Membranes performances were evaluated by a pure water permeability measurement followed by the determination of E. Coli bacteria rejection.

Membrane reference PHBHV concentration

Additives

Membranes disks of 44 mm diameter were cut with a cutting knife to fit in the filtration cell. Disks were soaked into demineralized water for 12 hours before the tests. The filtration cell was a deadend Amicon stirred cell of 50 mL (model 5122), with a filtration area of 12.6 cm 2 . A pressurized air bottle equipped with a pressure regulator was used to ensure pressurization of the system and thus establish the transmembrane pressure. For all the following steps, experiments were done under a biosafety cabinet to avoid any contamination of the samples.

Pure water permeability

All membranes were soaked in water for 24h before use. For the pure water permeability measurements, a 5L inox container, from Sartorius Stedim Biotech, was added upstream to the cell. First, the membranes were conditioned with a transmembrane pressure (TMP) of 2 bars, at 22°C, until the water flow stabilization. Then, the mean of three measures was achieved.

The pure water permeability (Lp, L m -2 h -1 bar -1 ) was calculated from:

Where Q is the water flux (L h -1 ), S the membrane surface (m 2 ) and TMP the transmembrane pressure (bar).

E. Coli bacteria filtration

Bacteria suspensions were prepared by making a dilution of the E. Coli culture broth in a maximum recovery diluent solution to give a suspension concentration of 10 4 cells per mL. The MRD solution was made by dissolving 0.9 g of peptone from soybean and 7.65 g of sodium chloride in 900 mL of demineralized water, and was then autoclaved at 121°C for 15 min. Then, 50 mL of the obtained bacteria suspension were filtered through the membrane under stirring at a TMP of 1 bar. Before collecting the first permeate sample, 10 mL of the feed solution were filtered. Then the permeate samples were collected in sterilized vials. Finally, the permeate samples were analyzed by bacteria enumeration.

To proceed to the enumeration, serial dilutions, from 10 -1 to 10 -4 , were done in sterilized water and were quantified in triplicate by the pour plate method. For this method, 0.1 mL of each dilution was spread in different sterile Petri dishes containing a growth solidified medium. The solidified medium is a selective and differential medium, TTC Tergitol 7 agar. Then, the plates were incubated at 37°C for 24h. Finally, the number of bacteria colonies was enumerated and reported in colony forming unit (CFU). From each Petri dish, the concentration was calculated as follow:

Then, the rejection was calculated as:

A c c e p t e d m a n u s c r i p t

Where Cfeed and Cpermeate are respectively the bacteria concentrations, in colony-forming unit per mL (CFU.mL -1 ), in the feed and permeate, respectively.

Hansen solubility parameters

The Hansen solubility parameters (HSP) were used to compare the affinities between the different chemicals involved in the phase inversion mechanism [START_REF] Marino | TamiSolve ® NxG as novel solvent for polymeric membrane preparation[END_REF][START_REF] Milescu | Fabrication of PES/PVP Water Filtration Membranes Using Cyrene, a Safer Bio-Based Polar Aprotic Solvent[END_REF]. Here, it will be employed to discuss the affinities between PEGs, PHBHV and chloroform. By this method, the chemicals are described by their dispersion parameter (δd), polarity parameter (δp) and hydrogen bonding parameter (δh). The values of the considered chemicals are displayed in Table 3 and have been calculated using the the group contribution method and the Hoftyzer-Van Krevelen approach (detailed calculation is given in Supplementary Information S1). The last parameter introduced by Bagley et al. [START_REF] Van (dirk | Properties of polymers : their correlation with chemical structure ; their numerical estimation and prediction from additive group contributions[END_REF], δv, is an association of both δd and δp. and is calculated as follow: To compare the affinities of the compounds between each other, the 2D diagram plotting δv and δh was displayed [START_REF] Van (dirk | Properties of polymers : their correlation with chemical structure ; their numerical estimation and prediction from additive group contributions[END_REF][START_REF] Özdemir | Solubility profiles of poly(ethylene glycol)/solvent systems, I: Qualitative comparison of solubility parameter approaches[END_REF].

Results and discussion

Effect of the PHBHV concentration on the morphology and performances

First, the MF membranes were made of PHBHV and without the addition of any additive. The influence of the PHBHV concentration on the membrane structure and performances is discussed. Experimentally, it was observed that a minimum concentration of 10 wt% of PHBHV was necessary to A c c e p t e d m a n u s c r i p t obtain films with good enough mechanical properties to be handled. At lower concentrations, the obtained membranes were too thin and too fragile. Hence, two PHBHV membranes were tested and analyzed, one prepared from a dope solution with 10 wt% of PHBHV (PHBHV10) and one obtained from a dope solution with 15 wt% of PHBHV (PHBHV15). The SEM images of these two membranes are presented in Figure 2. Both membranes show rugged structures with pores among the surface and in the cross section. Similar structures were already observed for PHBHV films intended for vapor permeability tests [START_REF] Galego | Physical and functional characterization of PHA SCL membranes[END_REF].

For binary system, polymer/solvent, the film formation has been described by a solid-liquid phase separation owing to the polymer precipitation [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF]. The pores observed on the surface (Figure 2) are explained by the formation of micro-bubbles or cracks during the drying process as previously described for the formation of porous PHA films intended for bone and skin regeneration [START_REF] Huag | Formation of microporous poly(hydroxybutyric acid) membranes for culture of osteoblast and fibroblast[END_REF].

The membranes thicknesses, porosities and performances are reported in Table 4. The pores observed on Figure 2 seem to be more significant for the membrane made with the lower PHBHV concentration, PHBHV10. It is confirmed by the higher measured porosity of the PHBHV10 membrane compared to the PHBHV15 membrane (Table 4). Indeed, a lower dope solution concentration, and hence a lower solution viscosity, tends to increase the solvent evaporation rate [START_REF] Kim | Effect of PEG additive on membrane formation by phase inversion[END_REF]. As a consequence, the molecular chains have less time to flow and the structure is entrapped faster. It results in a structure with more trapped micro-bubbles and defects, leading to a more porous membrane. The lower thickness of PHBHV10 membrane is simply explained by a lower amount of polymer per surface unit.

As a result of the microstructures change, a major variation is observed on their filtration performances. The PHBHV10 membrane exhibits higher pure water permeability, 4.2 L m -2 h -1 bar -1 , compared to the PHBHV15 membrane, 0.2 L m -2 h -1 bar -1 . It is in accordance with the microstructural analyses: the most permeable membrane also being the most porous and the thinnest. Besides, the PHBHV10 membrane shows an E. Coli rejection of 95,00%. It was not possible to determine the E. Coli rejection of the PHBHV15 membrane because of its very low permeability. Regarding its better filtration performances, the PHBHV concentration of 10 wt% appears to be the best. However, even at this concentration, the membrane properties are not satisfactory. The effect of additives on the membrane structure and performances has thus been evaluated to improve the membrane properties.

Effect of additives on the morphology of membranes

With the aim of improving the overall porosity of the membrane and its permeability, different additives, PVPs and PEGs, were added into the dope solution at different concentrations. These additives have already been widely used as pore former agent for the membrane fabrication [START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF][START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF][START_REF] Idris | Synthesis, characterization and performance of asymmetric polyethersulfone (PES) ultrafiltration membranes with polyethylene glycol of different molecular weights as additives[END_REF][START_REF] Chakrabarty | Preparation, characterization and performance studies of polysulfone membranes using PVP as an additive[END_REF][START_REF] Amirilargani | Effects of PEG on morphology and permeation properties of polyethersulfone membranes[END_REF][START_REF] Chakrabarty | Effect of molecular weight of PEG on membrane morphology and transport properties[END_REF][START_REF] Panda | Role of polyethylene glycol with different solvents for tailor-made polysulfone membranes[END_REF]. Indeed, from a thermodynamic point of view, the additives can act as a non-solvent and consequently tend to increase the membrane porosity [START_REF] Amirilargani | Effects of PEG on morphology and permeation properties of polyethersulfone membranes[END_REF]. On the other hand, from a kinetic point of view, the additives can decrease the phase inversion rate, by increasing the viscosity of the dope solution, which results in an increased coarsening time that favors the formation of larger pores [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF].

Effect of PVP

PVP is a common additive employed for the membrane fabrication [START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF][START_REF] Chakrabarty | Preparation, characterization and performance studies of polysulfone membranes using PVP as an additive[END_REF]. Additionally to its pore former effect, this additive is also used as hydrophilic additive, thus improving the membrane water permeability [START_REF] Urkiaga | Effect of different additives on the fabrication of hydrophilic polysulfone ultrafiltration membranes[END_REF]. The molecular weights of the PVPs used for this study are 10000 and 40000 g mol -

1

.

Figure 3 represents the membranes SEM images. The SEM images of the membranes show symmetric sponge like structures. Membranes surfaces are smooths with visible pores. These pores are smaller than those observed without any additive (PHBV10, Figure 2). 5) for the PHBHV10 membrane. By adding PVP, the peak shifts to smaller pore size. The average pore diameter of membranes containing PVPs vary from 0.53 to 0.89 µm.

A c c e p t e d m a n u s c r i p t In this case of ternary system, polymer/solvent/additive, the phase inversion mechanism occurs through a liquid-liquid demixing, between a polymeric rich phase and a polymeric lean phase, followed by solidification [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF][START_REF] Pervin | Tailoring pore distribution in polymer films via evaporation induced phase separation[END_REF]. The polymeric rich phase is made of a majority of PHBHV and a minority of solvent while the polymeric lean phase is made of the additive (acting as non-solvent) and the remaining solvent. In the early stage of the liquid-liquid demixing, a co-continuous structure is firstly formed but then the coarsening effect leads to fragmented particles of the polymeric lean phase and then spherical particles. The later would make the final pores of the membrane. Meanwhile, the polymeric rich phase would solidify yielding the final membrane matrix.

This mechanism is fundamentally different from the solid-liquid demixing described previously for the membranes without additive. Hence, while the pores of PHBHV10 membrane resulted from trapped micro-bubbles and defects here they result from a homogeneous growth of a liquid polymeric lean phase. Thus, it explains the change of the pore size when PVP is added to the dope solution. In addition, by adding PVP, the dope solution viscosity can be increased thus decreasing the phase inversion rate [START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF] and preventing the formation of defects by giving more time for the macromolecular chains rearrangement.

Then, the increasing of additive concentration tends to shift the volumetric distribution to higher pore size. Indeed, because the viscosity increases with PVP concentration [START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF], the coarsening time too thus leading to the formation of bigger pores [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF]. Furthermore, the main distribution peak is even wider when the concentration of additive is higher, what means a wider pore size dispersity. Asymmetric membranes with wide pore size distributions are due to an additive concentration A c c e p t e d m a n u s c r i p t gradient across the thickness during the evaporation and are favored with the increasing of the nonsolvent concentration [START_REF] Pervin | Tailoring pore distribution in polymer films via evaporation induced phase separation[END_REF][START_REF] Arya | Drying Induced Phase Separation[END_REF].

Two other structural parameters, the membrane thickness and porosity, are reported in Table 5. The addition of PVP10000 or PVP40000 increases the porosity compared to the PHBHV10 membrane. This confirms the porogeneous effect of PVP10000 and PVP40000. Since they could act as non-solvent, adding these compounds or increasing their concentration, increase the polymeric lean phase volume and hence the final membrane porosity. In case of PVP10000, the addition of 2 wt% or 5 wt% leads to similar porosity values, respectively 15.9% and 16.1%, while the thickness increases with the concentration. The fact that the thickness increases with the concentration without influencing the porosity would indicate that between 2 and 5 wt% the PVP10000 mainly remains in the PHBHV matrix. Meanwhile, in case of PVP40000, increasing the concentration tends to increase the membrane porosity and thickness. Hence, it could be stipulated that PVP10000 acts more like a plasticizer within the range of 2 and 5 wt% but PVP40000 continue to act as a pore former agent within that concentration range.

To highlight the plasticizing effect as a function of the PVP molecular weight, the membranes chemistry was analyzed by ATR-FTIR and compared to the PHBHV10 membrane. Figure 5 gives the FTIR spectra for PHBHV10 and membranes containing PVP10000. The main bands of PHBHV10 are assigned to C-O-C asymmetric stretching (1178 cm -1 ), C-O stretching (1228 and 1280 cm -1 ), C-O-C asymmetric stretching (1178 cm -1 ), C-H bending (1379 and 1457 cm -1 ), C=O stretching (1720 cm -1 ) and C-H stretching (2930 and 2970 cm -1 ). These bands are in accordance with what was previously observed in the literature [START_REF] Randriamahefa | Fourier Transform Infrared Spectroscopy for Screening and Quantifying Production of PHAs by Pseudomonas Grown on Sodium Octanoate[END_REF]. For PHBHV/5%PVP10000 and PHBHV/5%PVP40000 membranes a new band emerges at 1650 cm -1 . This band refers to the C=O amide bond and reveals the presence of remaining PVP into the membrane matrix [START_REF] Hanafi | Degradation of Poly(Ether Sulfone)/Polyvinylpyrrolidone Membranes by Sodium Hypochlorite: Insight from Advanced Electrokinetic Characterizations[END_REF].

A c c e p t e d m a n u s c r i p t A method has been developed to quantify the amount of remaining PVP into the membrane, in respect to the pure membrane PHBHV10. This method is based on the ratio calculation between the band at 1650 cm -1 , attributed to PVP, and the band at 1720 cm -1 , attributed to PHBHV. The ratio of remaining PVP was calculated as follow:

The calculation was made for all the membranes with PVP10000 and PVP40000 prior to membrane filtration performance evaluation (i.e. after membrane soaking into water for 24h). Then, the results

A c c e p t e d m a n u s c r i p t

obtained for ɸPVP are correlated to the initial amount of PVP introduced into the dope solution, see Figure 6. The peak ratio, ɸPVP was found to be in the range 4.0 ± 1.3 and 7.5 ± 1.3 % for all membranes. These results also support the fact that the additive is never completely leached out from the PHBHV matrix, what has been previously reported [START_REF] Wang | Preparation and characterization of polyvinylidene fluoride (PVDF) hollow fiber membranes[END_REF]. Actually, PVP has already been blended with PHA in order to improve the thermal properties of PHA films [START_REF] Hong | Enhancement of the crystallization and thermal stability of polyhydroxybutyrate by polymeric additives[END_REF], hence confirming the compatibility between these two polymers. In addition, no additional leaching of the additive was observed during membrane uses (see supplementary material S2). In addition, no influence of the initial PVP concentration in the dope solution was observed.

The membranes performances are shown on Figure 7.

A c c e p t e d m a n u s c r i p t The addition of PVP10000 or PVP40000 improved the E. Coli rejections to values over 98,5%. Indeed, when PVP is added, it was previously observed on Figure 4 that the pore size distribution was decreased from 1 µm to values ranging between 0.2 µm and 0.8 µm. Knowing that the E. Coli bacteria have a typical size of 1 to 3 µm [START_REF] Reshes | Cell shape dynamics in Escherichia coli[END_REF], it could explain the much better rejections of membranes with PVP. The permeabilities where not improved with the addition of PVP10000 but were improved by factor three with PVP40000.

In microfiltration, membrane permeability depends on membrane structural parameters such as membrane thickness or membrane porosity. In our case, it was observed that the permeabilities are correlated to the membranes porosities (Figure 8) but no trends was found between the membrane permeability and its thickness (See supplementary material S3). At similar porosities values, case of membranes PHBHV/2%PVP10000 and PHBHV/5%PVP10000, similar permeabilities were measured. It seems that a higher porosity tends to increase the permeability as observed for PVP40000. Nevertheless, the permeabilities were not improved between PHBHV10 membranes and PVP10000 membranes, despite the increased porosity. It could be explained by the decrease of the pore size distribution when PVP10000 is added, presumably leading to less inter connected pores and hence having an opposite effect on the permeability. Difference in pore tortuosity could also contribute to explain this observation.

A c c e p t e d m a n u s c r i p t Finally, adding PVP in membranes made by EIPS tends to decrease the pore size distribution and increase the overall porosity of the membrane matrix, resulting in better rejection behaviors and slightly better permeabilities. Nevertheless, due to low membranes porosities, the permeabilities were still very low. Hence, another alternative additive, the PEG, was further investigated to improve the PHBHV based membranes performances.

Effect of PEG

If PEG is less commonly used for the membrane fabrication, it has already been described as a pore former agent and a hydrophilic additive in order to increase the membrane permeability [START_REF] Ma | Effect of PEG additive on the morphology and performance of polysulfone ultrafiltration membranes[END_REF].

Effect of the PEG molecular weight on the membrane porosity

As it was shown with PVP, a part of the additive stay in the final membrane, potentially acting as a plasticizer, in parallel to the pore former effect. For PEGs, this effect has already been reported by Xu et al. [START_REF] Xu | Polymeric asymmetric membranes made from polyetherimide/polybenzimidazole/poly(ethylene glycol) (PEI/PBI/PEG) for oil-surfactantwater separation[END_REF]. The authors demonstrated the macrovoid suppressor effect of PEG600 on polyetherimide membranes and showed that PEG remained in the membrane and acted as a plasticizer. Moreover, PEGs have already been intensively used as plasticizers for PHA based materials [START_REF] Parra | Influence of poly (ethylene glycol) on the thermal, mechanical, morphological, physical-chemical and biodegradation properties of poly (3hydroxybutyrate)[END_REF][START_REF] Requena | Effect of plasticizers on thermal and physical properties of compression-moulded poly[(3-hydroxybutyrate)-co-(3-hydroxyvalerate)] films[END_REF]. Hence, it could be expected that some PEGs will be more plasticizers than pore former agents. In order to select the best pore former PEG, the influence of the PEG molecular weight on the final membrane structure was firstly investigated. Different PEGs, with molecular weight ranging from 300 to 35000 g.mol -1 , were added into the dope solution containing the PHBHV. The dope solution concentrations are fixed at 10 wt% of PHBHV, 2 wt% of PEG and 88 wt% of solvent. The membrane porosity is presented as a function of the additive molecular weight on Figure 9.

A c c e p t e d m a n u s c r i p t The membrane porosity is strongly influenced by the molecular weight of PEG. At a PEG concentration of 2 wt%, for molecular weights of 4000 g mol -1 or below, the presence of additive leads to lower porosities or of the same order of magnitude than the PHBHV10 membrane. It suggests that these PEGs do not act as a non-solvents and do not increase the porosity. It can be noticed that, in previous studies dealing with PHBHV/PEG blends, only PEGs with molecular weights below 4000 g mol -1 were studied [START_REF] Parra | Influence of poly (ethylene glycol) on the thermal, mechanical, morphological, physical-chemical and biodegradation properties of poly (3hydroxybutyrate)[END_REF][START_REF] Requena | Effect of plasticizers on thermal and physical properties of compression-moulded poly[(3-hydroxybutyrate)-co-(3-hydroxyvalerate)] films[END_REF]. In the present work, PEGs of 8000 or 35000 g mol -1 significantly increase the porosities thus implying their non-solvent effect. These high molecular weight PEGs act as pore former agents. It has to be kept in mind that the nature of the effect of the additives (i.e. plasticizer or pore former) can also depends on the additive concentration.

The chemical affinities between PEGs, PHBHV and chloroform can be approached using the Hansen's solubility parameters (HSP). The affinity between two chemicals can be predicted by comparing their respective HSP and the more these parameters are closed, the higher is their affinity. Since the effects of δd and δp are similar, it has been reported that plotting the 2D diagram δv-δh is a relevant easy way to represent the molecular interactions [START_REF] Van (dirk | Properties of polymers : their correlation with chemical structure ; their numerical estimation and prediction from additive group contributions[END_REF][START_REF] Özdemir | Solubility profiles of poly(ethylene glycol)/solvent systems, I: Qualitative comparison of solubility parameter approaches[END_REF]. On Figure 10, the δv-δh diagram represents the PEGs points at different molecular weights, PHB and chloroform. The closer are the points on the diagram, the higher is the predicted affinity. Considering that the PHBHV used for these experiments has only 3 mol% of HV content, it is here assumed that PHB represent well the overall chemical structure of the employed PHBHV. In the literature, the HSP of PEGs were determined only for liquids [START_REF] Liu | The phase diagrams of mixtures of EVAL and PEG in relation to membrane formation[END_REF], that is why only PEGs from 200 to 600 g mol -1 are displayed on Figure 10. As observed on Figure 10, the position of the PEG on the δv-δh diagram depends of its molecular weight and this phenomena was previously reported by Liu et al. [START_REF] Liu | The phase diagrams of mixtures of EVAL and PEG in relation to membrane formation[END_REF]. Indeed, the HSP of PEG depend of the OH end-groups, which are inversely proportional to the molecular weight and highly contribute to the hydrogen bounding parameter (δh). However, it could be expected that this evolution would stop at a point where the OH end groups effect would be negligible compared to the entire molecule.

Regardless of their molecular weight, the affinity between PEGs and PHBHV is higher than the one between PEGs and chloroform. In that sense, it predicts that, during the phase separation, PEGs preferentially go into the polymeric rich phase without acting as a non-solvent. Then, it would not contribute to the formation of pores and would even lower the porosity by potentially improving the chain mobility. So that would explain the lowered porosity, observed on Figure 9, when PEGs 300 to 4000 g mol -1 were added.

However, the addition of PEG 8000 and PEG 35000 g mol -1 give more porous structures, while they may also have good affinities with PHBHV. Here, it may be due to another aspect: the steric hindrance. Indeed, the Hansen's parameters do not consider the steric hindrance of the molecule. It was demonstrated that besides the chemical interactions, the steric hindrance is playing an important role in the prediction of the compounds mixing [START_REF] Fekete | Effect of molecular interactions on the miscibility and structure of polymer blends[END_REF]. By increasing the molecular weight, the PEG increases its length and reduces its chains mobility. There is a point where the steric hindrance is too high to allow the chains entanglement between PEG and PHBHV. That is why, for PEG8000 and PEG35000, PEG and PHBHV are not miscible anymore and the PEGs will mainly act as non-solvent and hence as a pore former agent to give membranes with higher porosities. At the end, from the experimental porosity data, it can be argued that PEG 8000 and 35000 g mol -1 are the best pore former agents among the various PEGs investigated. Thus, PEG8000 and PEG35000 are selected for the rest of the study. Nevertheless, Zhao et al. previously reported the importance of the additive concentration to get the pore former effect [START_REF] Zhao | Preparation of Microporous Silicone Rubber Membrane with Tunable Pore Size via Solvent Evaporation-Induced Phase Separation[END_REF]. At low concentrations the additive can disperse in the polymer matrix without influencing the membrane porosity. Hence, PEG300 will also be kept to see if it could be pore former at a higher concentration.

Effect of the concentration

Once the pore former PEGs are selected, similarly to what was performed with PVP, the effect of their concentrations on the membrane microstructure and performances will be analyzed. 2 wt% or 5 wt% of PEG was added in the dope solution containing 10 wt% of PHBHV. It has to be mentioned that, at higher concentration, the films were either too fragile to be tested in filtration application or visually heterogeneous, thus it was decided to focus only on these two different values of additives concentration. The SEM images of the different membranes are shown on Figure 11 and the pore size distributions are displayed on Figure 12. Major differences on the microstructure are displayed between membranes with PEG300 and membranes with other PEGs. Membranes with PEG300 seem to show closed pores while the others membranes have sponge like structures, suggesting the non pore former effect of PEG300. Then, the PHBHV/5%PEG35000 membrane visually presents bigger spherical pores, especially at the middle of the cross section. This clearly reflects the late stage of the liquid-liquid demixing, the coarsening of the polymeric lean phase yielding to spherical particles [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF][START_REF] Pervin | Tailoring pore distribution in polymer films via evaporation induced phase separation[END_REF]. Because this membrane was made with the highest PEG molecular weight, PEG35000, and the highest PEG concentration, 5%, the solution was the most viscous and hence the one with the longer coarsening time.

Looking at the pore size distributions and considering membranes with PEG8000 and PEG35000, the distribution peak shift to smaller pores diameters compared to membrane PHBHV10. The main peaks of membranes with PEG8000 and PEG35000 vary from 0.2 to 0.6 µm (average pore size in the range 0.26-0.59 µm) while the peak of PHBHV10 membrane is greater than 1 µm. This trend was previously observed for membranes containing PVP and was explained by the change of the phase inversion mechanism.

Then, the increasing of additives concentration tends to shift the volumetric distribution to higher pore size but also wider the distribution. Again, the same observations were made with PVP10000 and PVP40000. Because the viscosity increases with the additive concentration [START_REF] Saljoughi | Cellulose acetate (CA)/polyvinylpyrrolidone (PVP) blend asymmetric membranes: Preparation, morphology and performance[END_REF], the coarsening time too and leads to the formation of bigger pores [START_REF] Phaechamud | Pore formation mechanism of porous poly(dl-lactic acid) matrix membrane[END_REF]. As explained above, the wider pore size distribution can be explained by an additive concentration gradient across the thickness during the A c c e p t e d m a n u s c r i p t evaporation which is favored with the increasing of the non-solvent concentration [START_REF] Pervin | Tailoring pore distribution in polymer films via evaporation induced phase separation[END_REF][START_REF] Arya | Drying Induced Phase Separation[END_REF]. In that case, PEG8000 and PEG35000 are the non-solvents.

Concerning the PEG300 as additive, it can be noticed that membranes with 2 wt% and 5 wt% do not show any particular volumetric pore distribution in respect to PHBHV10 membrane. Again, it confirms that PEG300 is not a pore former, whatever the concentration, but also hinders the formation of trapped micro-bubbles or defects.

The effects of the additives on the membrane porosity and thickness are displayed in Table 6. The addition of PEG8000 or PEG35000 increases the porosity compared to the PHBHV10 membrane, and a higher PEG concentration leads to higher porosities. These additives act as non-solvents, so increasing their concentration increases the polymeric lean phase volume and hence the final membrane porosity. Besides, the thickness increases with the porosity, what makes sense since the volume of void increases too. And, concerning PEG300, with 2 wt% or 5 wt%, the membrane porosity is decreased so that finally confirms the non porogeneous effect of PEG300.

Contrary to the membranes with PVPs, the FTIR technique was here not accurate to highlight the remaining amount of PEG in the final membrane because the typical vibrational bands from PHBHV overlap the bands from PEG.

As a consequence of the membranes microstructures changes, the membranes performances were improved (Figure 13). In case of membranes with PEG300, the low porosities lead to very low pure water permeabilities (below 1 L m -2 h -1 bar -1 ) so that the E. Coli rejection was not tested.

A c c e p t e d m a n u s c r i p t Similarly to the observations done for PVPs, the addition of PEG8000 or PEG35000 improved the E. Coli rejections to roughly 99%. When PEG8000 and PEG35000 are added, it was previously observed on Figure 12 that the pores size distribution was decreased from 1 µm to values ranging between 0.2 µm and 0.6 µm, what would explain the much better rejections of membranes with PEG8000 and PEG35000. By adding 5 wt% of additives, the permeabilities were greatly improved to 209.5 and 142.2 L m -2 h -1 bar -1 , for PHBHV/5%PEG8000 membrane and PHBHV/5%PEG35000 membrane respectively. These values are getting closer to what is expected from microfiltration membranes, generally 500 L m -2 h -1 bar -1 [START_REF] Hilal | Membrane fabrication[END_REF].

To obtain more insights into the structure-performances relationship, the membrane permeabilities have been plotted against structural parameters. Membrane permeability was found to increase with membrane thickness (See supplementary material S4). According to Poiseuille's law, for a given porous structure, the permeability should decrease with increasing thickness. The increase of membrane permeability with membrane thickness thus underline that the different membranes have different structural properties (in addition to different thickness) which was obvious from SEM images and membrane pore size and porosity measurements. However, it was found that the permeabilities can be correlated to the membranes porosities (Figure 14). It seems that the porosity strongly influences the permeabilities of these membranes and a higher porosity tends to increase the permeability. However, PHBHV/2%PEG8000 membrane has a higher porosity but smaller permeability compared to membrane PHBHV. It could be explained by the decrease of the pore size distribution leading to a presumably more tortuous (influence of pore tortuosity) water pathway and hence having an opposite effect on the permeability.

So far, the addition of these PEGs with the proper molecular weight and concentration seems to be an efficient way to enhance the performances, both the rejection and the permeability, of PHBHV based MF membranes produced by EIPS. The relatively modest pure water permeability compared to commercial MF membranes (in the range 20-10,000 L h -1 m -² bar -1 , [START_REF] Landsman | Water Treatment: Are Membranes the Panacea?[END_REF]) can be explained by the relatively low porosity of the membrane fabricated in this study (5 -37 %) compared to commercial MF membranes (65 -85 %) [START_REF] Feroz | Can Fibrous Mats Outperform Current Ultrafiltration and Microfiltration Membranes?[END_REF]. However, this study demonstrates the potential of PHBHV, a biobased/biodegradable polymer, as a new material for microfiltration membrane synthesis.

Conclusion

Biobased PHBHV membranes were successfully produced by phase inversion induced by evaporation and tested for MF applications. The structure-performance relationship was, for this first time, studied for membranes made of this biopolymer. Different type of additives, PVPs and PEGs, with different molecular weights and concentrations were added in order to tune the membrane structures and performances. The studied PVPs were able to increase the membrane permeability and E. Coli rejection. This improvement was due to the non-solvent effect of the additives which favors the formation of pores. Nevertheless, it was demonstrated that PVP10000 remains more in the final membrane matrix than PVP40000, what makes PVP40000 a slightly better pore former agent. On the other hand, adding PEGs in PHBHV based membranes will have different effects depending of the PEG molecular weight. Since the PEGs have good chemical affinities with the PHBHV matrix, the PEGs with low molecular weights, such as PEG300, will not act as non-solvent and A c c e p t e d m a n u s c r i p t

will hinder the formation of pores. However, the steric hindrance starts to counter balance the chemical affinity in case of PEG8000 and PEG35000, hence these additives act as non-solvents and favor the formation of pores. The performances are strongly correlated to the membrane porosity and pore size. Finally, the membrane with PEG8000 show the best performances so far, with pure water permeabilities over 200 L m -2 h -1 bar -1 associated to the bacteria rejection of 99.95%, what makes it promising for MF applications. The next step of this research work would be to replace the chloroform, herein used as solvent, by a greener alternative in order to make the membrane fabrication process more sustainable.
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Figure 1 :

 1 Figure 1 : Chemical structure of PHBHV

Figure 2 :

 2 Figure 2 : SEM images of the membranes prepared with different PHBHV concentrations, 10 wt% for PHBHV10 and 15 wt% for PHBHV15. Top and bottom images are respectively surface and cross-sectional images.
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Figure 3 :

 3 Figure 3: SEM images of the membranes prepared with different PVPs molecular weights and concentrations. Surface on the left, cross section on the right. PVPs concentrations in weight percent into the dope solution. With a constant PHBHV concentration of 10 wt%.

Figure 4

 4 Figure4displays the membranes pore size distribution. The results obtained by measuring the pore size distribution displays a volumetric distribution peak centered around a value greater than 1 µm (mean pore size 1.71 µm, Table5) for the PHBHV10 membrane. By adding PVP, the peak shifts to smaller pore size. The average pore diameter of membranes containing PVPs vary from 0.53 to 0.89 µm.

Figure 4 :

 4 Figure 4 : Pore size distribution of the various membranes made with PVPs as additives.

Figure 5 :

 5 Figure 5 : Typical FTIR spectra of different membranes with or without PVP.

Figure 6 :

 6 Figure 6: ɸPVP as a function of the PVP concentration into the dope solution.

Figure 7 :

 7 Figure 7 : Pure water permeability and E. Coli rejection of the PHBHV membranes with different PVPs as additives.

Figure 8 :

 8 Figure 8 : Pure water permeability as a function of the membrane porosity. For membranes with PVPs as additives.

Figure 9 :

 9 Figure 9: Membrane porosity as a function of the PEG molecular weight. The reference membrane is PHBHV10.
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Figure 10 :

 10 Figure 10 : δv-δh diagram for PHBHV, chloroform and various PEGs.
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Figure 11 :

 11 Figure 11 : SEM images of the membranes prepared with different PEGs molecular weights and concentrations. Surface on the left, cross section on the right. PEGs Concentrations in weight percent into the dope solution. With a constant PHBHV concentration of 10 wt%. A c c e p t e d m a n u s c r i p t

Figure 12 :

 12 Figure 12 : Pore size distribution of the various membranes made with PEGs as additives.

Figure 13 :

 13 Figure 13 : Pure water permeability and E. Coli rejection of the PHBHV membranes with different PEGs as additives.
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Figure 14 :

 14 Figure 14 : Pure water permeability as a function of the membrane porosity. For membranes with PEGs as additives.
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Table 1 : Commercially available polymers for membrane production. RO: reverse osmosis, NF: nanofiltration, UF: ultrafiltration, MF: microfiltration, MD: membrane distillation, GS: gas separation, PV: pervaporation.
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	Polymer Cellulose acetate (CA) Polyamides Polyethersulfone (PES) Polysulfone (PSf)	Applications NF, RO, UF, MF, GS NF, RO UF, MF UF, MF, GS m Specificities Easy processability Low cost Hydrophilic pH tolerant Thermal stability Good mechanical properties Easy processability pH tolerant Thermal stability Good mechanical properties Chlorine resistant a n u s c r i p t Polymer source / end of life Partially biobased / non biodegradable Petro-based / non biodegradable Petro-based / non biodegradable Petro-based / non biodegradable
	Polyvinylidene fluoride (PVDF) Polyacrylonitrile (PAN) Polytetrafluoroethylene (PTFE) Polypropylene (PP) Polyethylene (PE) Polyvinyl alcohol (PVA) Polyimides A c c e p t e d UF, MF, MD Chemical resistance Thermal stability Good mechanical properties Hydrophobic UF Chemical resistance Thermal stability Elasticity MF, MD, GS Chemical resistance Thermal stability Good mechanical properties Hydrophobic MF, MD Organic solvents resistance Good mechanical properties MF Organic solvents resistance Low cost Chemical resistance PV Easy processability Hydrophilic NF, GS Easy processability	Petro-based / non biodegradable Petro-based / non biodegradable Petro-based / non biodegradable Petro-based / non biodegradable Petro-based / non biodegradable Petro-based / biodegradable Petro-based /
			Chemical resistance	non biodegradable
			Thermal stability	
	Polyvinyl chloride	UF, MF	Low cost	Petro-based /
	(PVC)		Chemical resistance	non biodegradable
			Thermal stability	
			Good mechanical properties	
			Hydrophobic	

Table 2 : References of the various fabricated membranes. Concentrations are in weight percentage (wt%) in respect to the total dope solution.
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2.3. Characterization 2.3.1. Scanning electron microscopy (SEM)

Table 3 :

 3 

		16,9	7,1	10,1	18,3
	Chloroform	17,8	3,1	5,7	18,1
	PEG200	16,8	5,6	16,7	17,7
	PEG300	16,7	4,4	14,6	17,3
	PEG400	16,6	3,7	13,4	17,0
	PEG600	16,6	2,9	12	16,9
	PEG1000	16,5	2,2	10,8	16,6
	PEG1500	16,5	1,8	10,2	16,6
	PEG2000	16,5	1,6	9,9	16,6
	PEG4000	16,5	1,1	9,3	16,5
	PEG8000	16,4	0,8	9,1	16,4
	PEG35000	16,4	0,4	8,8	16,4

Hansen's parameters of PEGs, PHBHV and chloroform. Chemical δd (MPa 1/2 ) δp (MPa 1/2 ) δh (MPa 1/2 ) δv (MPa 1/2 ) PHBHV (3 mol% HV)

Table 4 : Structural properties and filtration performances of the PHBHV membranes. Influence of the PHBHV concentration.
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		m a n u s c r i p t
	A c c e p t e d			
	Membrane	Membrane thickness	Porosity	Lp	E. Coli Rejection

Table 5 : Thickness and porosity of the different membranes made with PVPs as additives.
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	Membrane	Membrane thickness (µm)	Porosity (%)	Mean pore
				size (µm)
	PHBHV10	18.0 ± 0.6	9.0 ± 0.5	1.71
	PHBHV/2%PVP10000	25.6 ± 0.3	15.9 ± 0.8	0.53
	PHBHV/5%PVP10000	35.0 ± 0.3	16.1 ± 0.8	0.89
	PHBHV/2%PVP40000	23.7 ± 0.3	17.4 ± 0.9	0.61
	PHBHV/5%PVP40000	36.0 ± 0.8	26.1 ± 1.3	0.61

Table 6 : Thickness and porosity of the different membranes made with PEGs as additives.
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	Membrane	Membrane thickness (µm)	Porosity (%)	Mean pore
				size (µm)
	PHBHV10	18.0 ± 0.6	9.0 ± 0.5	1.71
	PHBHV/2%PEG300	20.1 ± 0.2	4.2 ± 0.2	1.49
	PHBHV/5%PEG300	17.7 ± 0.3	3.9 ± 0.2	2.45
	PHBHV/2%PEG8000	25.8 ± 0.4	17.1 ± 0.9	0.26
	PHBHV/5%PEG8000	42.3 ± 0.4	37.4 ± 1.9	0.40
	PHBHV/2%PEG35000	29.5 ± 0.8	23.2 ± 1.2	0.37
	PHBHV/5%PEG35000	42.0 ± 0.8	29.3 ± 1.5	0.59
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