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Abstract

This work focuses on the diluent influence on stable methane flames in a fused

silica micro flow reactor (MFR). Experimental and numerical investigations are

performed. The first part presents the method of performing experiments and ex-

tracting data from an MFR in order to increase the reliability of the communica-

tion of the results. Those methods are applied to premixed stoichiometric methane

flames diluted by nitrogen, argon, helium and xenon. Methods to point out the in-

fluence of mixture thermodynamic and transport properties influence is presented.

A numerical study of the influence of diluent on stable flames is also undertaken

to support the experimental observations difficult to realize in such micro-devices.
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1. Introduction

Portable power generation devices exploiting the high-density energy of hy-

drocarbon fuels have led to a growing interest in research in the field of microscale

combustion [1]. Reactors used in micro combustion have an inner diameter that is

typically smaller than the quenching diameter. At this scale, characteristic flame

behaviors have been experimentally [2] observed such as flames with repetitive
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extinction and ignition (FREI), weak flames and stable flames. Previous studies

investigated fuel/air mixtures [3–5] but since applications to microscale combus-

tion are numerous, a deep understanding of flame behaviors in different environ-

ments is required. Therefore the present work focuses on the influence of different

diluents on premixed stable CH4 flame to point out physico-chemical properties

that have an impact on stable flames in microflow reactor (MFR). This problem

is considered by the use of experimental and numerical methods since the study

of a premixed flame propagating in a tube is actually a complicated process [6]

resulting from a complex coupling between fluid dynamics, chemical kinetics,

wall heat transfers, acoustics, etc. The way these processes are modeled leads to

different flame shapes. For example, considering an adiabatic wall condition for

the simulation of a flame propagating in a micro tube will yield a concave flame,

but activating wall heat transfers produces a tulip flame [7, 8]. Similarly, a recent

study has shown the strong impact that can have gravity on stationary laminar

flame in micro-channels [9].

The purpose of this article is to better understand the propagation of flames in

micro-systems with the presence of diluents. An attempt is made to identify the

main parameters that play a role in the different flow regimes. The study of such

flame is highly challenging since the strong flame-wall interaction implies that the

flame takes a long time to stabilize in the MFR. The impact of this time is very

important on experimental results and is a major issue of numerical studies.
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2. Experimental methods

2.1. Experimental set-up

The experimental set-up used in this study has been described earlier [3] and is

shown in Figure 1. A cylindrical quartz micro-flow reactor (MFR) of 1.85 mm in-

ner diameter, is externally heated by three H2/O2 micro blowtorches (Spirig blow-

torches). This heating system induces a homogenous temperature distribution

around the surface and a controlled temperature gradient along the tube, reducing

heat losses and allowing the combustion in diameters smaller than the standard

quenching diameter. An infrared camera (FLIR A655sc) continuously monitors

the external temperature of the quartz tube. In this study, two different systems

were used to determine the flame position in the reactor. Results for CH4/air

flames, taken from [3], CH4/O2/Ar and CH4/O2/Xe used a Princeton Instrument

spectroscopy EMCCD camera (ProEm 1600). Results for diluents containing He

used a Phantom v1611 camera coupled with a High-Speed IRO intensifier. The

use of two different cameras is reputed to have no impact on the results. A 430

nm passband filter is used to detect the CH* emission from the flame.

2.2. Determination of stable flames characteristic point

In microscale combustion, the low surface to volume ratio implies strong ex-

changes between the wall of the reactor, the flame and the environment. Hence it

is important to wait for the equilibrium of the system to extract data from MFR

experiments. The first step is to reach the thermal equilibrium of the MFR exter-

nally heated by the three blowtorches with the environment waiting for a stable

temperature profile. With this method, the temperature gradient is controlled and

reproducible. Then the mass flow rate of the premixed mixture CH4/diluent cor-
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Figure 1: a) Schematic of the experimental set-up; b) Schematic of the temperature profile along

the channel (test section represented in red has a length of 0.03 m).

5



Figure 2: Comparison between the stable flame position in the MFR at the beginning of the exper-

iment a) and after 5 minutes b) of a stoichiometric mixture of CH4 with the diluent He/O2 with an

inlet flow velocity of 1.4 m/s. Each image represent at the top the thermal image of the external

temperature of the MFR and at the bottom an image of the stable flame taken with an intensified

camera coupled with a CH* band-pass filter.
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responding in this study of stable flames behavior is applied, followed by the

autoignition of the mixture that occurs around the blowtorches. Then the flame

front is stabilizing in a colder area of the MFR. Due to the high temperature of

the flame compared to the wall temperature of the MFR, there is an increase of

the wall temperature by conduction implying a preheating area of the fresh pre-

mixed gas. This preheat zone induces a displacement of the flame front toward

a colder area of the MFR. This displacement of the flame front is very slow and

can not be seen by naked eyes and can strongly influence experimental results on

stable flames in MFR. The flame displacement is represented in Figure 2 where a)

represents the flame a few seconds after the establishment of the premixed mix-

ture in the MFR. Figure 2 b) represents it after the equilibrium reached several

minutes after the a). In this study, all stable flames location in the MFR were es-

tablished using this method. The time before reaching the complete stabilization

of the flame has not been investigated in this study but strongly depends on the

fluid properties and its velocity. It should be noted that all the results plotted in

the Results and Discussion section represents the whole range of inlet mixture ve-

locity leading to a stable flame behavior. Outside this inlet velocity range, either

the flame becomes unstable (velocity too low), or the flame is blown out (velocity

too strong).

2.3. Determination of FREI characteristic points

As described in [10], ignition in FREI occurs at the hot wall temperature re-

gion near blowtorches. Then the flame front propagates upstream toward fresh

gases until it is finally quenched downstream in colder wall region. The previous

experimental study [11], carried with the same experimental set-up, used the igni-

tion and extinction location to characterize FREI. The extinction occurs when the
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signal-to-noise ratio of CH* is too low to get the location of the flame. By defini-

tion, the location of this point strongly depends on the sensitivity of the measure-

ment method and is difficult to compare with numerical studies. In this work, the

maximum upstream location of the flame is used. At this point, the flame propaga-

tion speed becomes smaller than the local flow velocity, inducing little variations

of flame position in the reactor which facilitates its spatial determination. Indeed,

as can be seen from Fig. 3, the ignition of the mixture occurs downstream in the

blowtorches area. Then the mixture propagates toward fresh gases and reaches a

Figure 3: Temporal evolution of CH* intensity obtained during FREI progression of premixed

stoichiometric CH4/air flame with an inlet flow velocity of 0.4 m/s in a 1.85 mm inner diameter

reactor [11].

maximum upstream location at 4.9 ms. Then, due to energy losses at the wall, the

flame propagation speed decreases and become smaller than the local flow veloc-

ity. It is worth noting that the maximum upstream location does not correspond

to the maximum CH* intensity recorded that occurs 4.2 ms after the ignition is

detected. After reaching this turning point, the intensity continues to decrease

and the flame front starts going downstream with decreasing signal intensity until

reaching the extinction after 7.5 ms. As previously explained, we can see that the

8



low signal-to-noise ratio at the extinction makes measurement more difficult than

at the turning point at 4.9 ms. This is the reason why we will represent only the

maximum upstream location of FREI in the MFR. The two characteristics points

of FREI behavior which are ignition and maximum upstream location are experi-

mentally extracted by doing the mean location in the MFR for each cycle of FREI.

3. Results and discussion

3.1. Experimental approach

In order to study the impact of diluents on stable flames in MFR, all experi-

ments taken into account are for stoichiometric methane premixed flame, in the

same tube with an inner diameter of 1.85 mm and with the same temperature gra-

dient applied on the wall. The only parameters varying in this study are diluents

used in the premixed flame and inlet velocities. The mole fraction of O2 is kept

constant between each diluent in order to avoid chemical effects. Results for sto-

ichiometric CH4/air flames are extracted from previous experiments by Di Stazio

et al. [3] whereas new results with other diluents were obtained during this work

and are gathered in Table 1.

Regardless of the diluent, the increase of inlet fresh gas velocity implies the

displacement toward a hotter wall region of the stable flame location as can be

observed from Figure 4.

In Fig. 4, the smallest inlet mixture velocity leading to a stable flame behavior

is Vm = 0.5 m/s for a stoichiometric combustion with air. This flame is stabi-

lized around a wall temperature of Tw = 1000 K. If air is now diluted by 50% of

helium, the minimal inlet velocity reaches Vm = 0.77 m/s, before jumping above

Vm = 1.2 m/s for 100% of helium. Vm thus increases with the addition of helium in
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Figure 4: Temperature stabilization of stoichiometric CH4 flames as a function of mixture inlet

mean velocities for different diluents

the diluent. In table 2 are reported the laminar burning velocity (S L) of the differ-

ent studied cases for CH4/diluents. In particular, it is observed for stoichiometric

conditions that S L(Air) < S L(N2 + He) < S L(He). It means that if Vm = 0.5 m/s,

diluted flames by helium can propagates toward the fresh gases and reach a zone

of the MFR where the temperature of the wall is colder. These flames disappear

and a FREI then appear. Obtaining a stable flame with helium as diluent requires
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Diluent O2 N2 He Ar Xe

Air [11] 21.0 79.0 0 0 0

N2/He 21.2 39.6 39.2 0 0

He 21.7 0 78.3 0 0

Ar 21.6 0 0 78.4 0

Xe 21.0 0 0 0 79.0

Table 1: Compositions of the diluents used in this study in mole fraction (%).

to increase Vm. At Vm = 0.77 m/s, the 50%-50% N2-He flame is stabilized at

Tw ≈ 860 K. At Vm = 1.2 m/s, the 100% He flame is stabilized at Tw ≈ 840 K.

With the addition of helium, the flame can then propagate toward fresh gases at

Diluent S L (m/s) Tad (K) λ (10−2

W.m−1.K−1)

Cp

(J.kg−1K−1)

D (10-5

m2.s-1)

Air [1] 0.37 2225 2.65 1075 2.34

N2/He 0.72 2377 5.48 1401 3.11

He 1.28 2541 9.08 2240 4.54

Ar 0.77 2538 2.03 661 2.32

Xe 0.57 2521 0.97 235 1.76

Table 2: Properties of a stoichiometric mixture CH4/diluent: laminar burning velocity (S L), adia-

batic flame temperature (Tad), Thermal conductivity (λ), Specific heat capacity (Cp) and CH4 mass

diffusivity (D).

higher inlet mixture velocity. This correlation between the ability of the flame

front to propagate toward fresh mixture and the laminar flame speed can be ex-

tended to flame diluted with argon and xenon. Indeed the laminar flame speed of
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stoichiometric premixed methane flame diluted with N2/He, He, Ar and Xe are

all above S L(Air) (see Table 2). For argon and xenon, Vm = 0.7 m/s and 0.8 m/s,

respectively, for a wall temperature of Tw ≈ 580 K meaning that such flames lose

less energy than flames with air or helium. This is explained by the fact that the

transport (λ,D) and thermodynamic (Cp) properties are all lower with argon and

xenon than with helium, for example, whereas the flame temperature of each is

of the same order of magnitude (≈ 2530 K). The thermal exchange between the

flame and the wall is then weaker with O2/Ar and O2/Xe diluent than with O2/He.

As already stated above, diluted flames with air or helium exhibit a FREI behavior

if the inlet mixture velocity is smaller than the minimal speed, Vm. Such a process

can be summarized as follow: the high thermal conductivity (λ) of the fluid leads

to high heat losses at the wall of the MFR when the flame propagates toward fresh

gases, resulting in a quenching mechanism. However, in the case of a dilution

with xenon (also argon), such thermal exchange between the flame and the wall

is reduced since λ is much lower than for the other diluents. Wall heat losses

become minimal making a quenching mechanism, the starting point of the FREI,

impossible. The diameter of the tube used in this study may therefore simply be

too wide to observe the behavior of FREI with xenon and argon as diluents. In-

deed as it is represented in Fig. 5, flames diluted with Xe and Ar in a MFR with an

inner diameter of 1.00 mm exhibits a FREI behavior with an inlet mixture velocity

respectively bellow 0.6 m/s and 0.9 m/s. Therefore, recording the displacement

of the flame in the case of dilution with xenon and argon, as in Fig. 2, requires a

long experimentation time in order to reach thermal equilibrium in the MFR, i.e.

between the flame, the quartz tube and the external environment. If not, the flame

slowly heats the tube which releases energy upstream, by thermal conduction in
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the tube. The consequence is a flame propagation upstream as in the phenomenon

of flashback.

3.2. Numerical approach

Simulating such configuration is a real challenge since the configuration is

highly multi-physics. It is then convenient to reduce the problem to two dimen-

sions as in [7–9]. A CH4/diluent mixture is therefore injected in a planar channel

(height: h = 1.85 mm as in the experiment) whose walls are heated by blow-

torches. The temperature profile imposed by these torches is given in Fig. 6 and

is extracted from experimental measurements. The temperature of the mixture is

300 K and pressure is one atmosphere. The domain of computation ranges from -

51 mm to +15 mm in order to have inlet and outlet conditions that are not strongly

influenced by torch heat. Only half of the domain is simulated since no gravity

effect are considered. A Poiseuille velocity profile is imposed at the inlet. The

bulk velocity at the inlet is 0.9 m/s in order to potentially find a stable flame for all

diluents. Indeed, the numerical configuration, even if it is close to the experimen-

tal one, presents significant differences (3D vs 2D, no transfer of heat inside the

walls of the tube) which make a quantitative comparison impossible. However,

the dynamics of the flame should be recovered as in the study [9] in which the

gravity played a major role in the flame asymmetry.

The sketch of the numerical configuration is shown in Fig. 7. A regular mesh

composed of squares of ∆x side is used. The mesh resolution is ∆x = 12.5 µm.

The CH4/diluents decomposition is described with the chemistry used in [7, 12]

that contains 16 reacting species plus diluents and 53 elementary reactions.

The complete system of conservation equations of species mass fractions, momen-

tum and total sensible energy are solved in their fully compressible form over the
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structured mesh in a finite volume formulation resorting to a skew-symmetric-like

scheme for the convective fluxes [13] and to a fourth-order centred scheme for

the viscous and diffusive fluxes. Time is advanced with a fourth order Runge-

Kutta scheme. One-dimensional Navier-Stokes characteristic boundary condi-

tions (NSCBC) are applied [14]. The skew-symmetric centered scheme is non-

dissipative and it is completed by an addition of second and fourth-order artificial

dissipation terms [15–17]. Such a strategy has been recently used with success

for the simulation of laminar channel flows [7–9] through our home-made code

SiTCom-B [18–22], which will be used for this study.

The results of simulations is provided in Fig. 8 for a premixed flame of methane

with O2+N2 (air), O2+Ar and O2+He. The field of temperature is provided along

with the heat release rate in order to define the position of the resulting stable

flame. Xenon flame was also simulated but it exhibited a flashback type behavior.

Its flame structure resembled that of the helium flame as in Fig. 8 (bottom), i.e.

with a very pronounced concave shape. This shape of flame is observed numer-

ically when the wall temperature condition does not exceed a limit value, which

is close to 900 K in the case of combustion of methane in the air [7]. This con-

sideration is in agreement with the experimental observations of Fig. 2 even if

the bulk velocity is different. Beyond this limit value, a tulip flame appears as

observed in the simulations with air and argon. Behind the flame front with He,

the highest temperature of burned gases (Tbg) is 2120 K which is 420 K less than

its adiabatic flame temperature. Similarly, Tbg(Ar) = 2400 K (140 K less) and

Tbg(Air) = 2106 K (120 K less). The temperature conditions of the wall therefore

have a strong impact on the behavior and shape of the flame. Nevertheless, the

numerical simulation made it possible to find the good order of stabilization of
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the three flames. The fastest propagating flame, the helium flame, is farthest from

torches. Then comes the flame with argon, then in the air.

Even if a direct comparison with the experimental measurements is not possible,

as explained above, it will nevertheless allow to validate the impact of the diluent

on the dynamics of the flame. The location of stable flames is then compared in

Tab. 3 to the one obtained experimentally, in terms in wall temperature (thanks to

Fig. 6). A stable flame with xenon is experimentally observed unlike the simula-

Diluent N2 He Ar Xe

TExp (K) 1300 [-] 750 680

TNum (K) 1335 880 1105 [-]

Table 3: Value of the wall temperature where the stable flame is located. TExp comes from experi-

mental data (Fig. 4) and TNum from numerical results. TNum is given with ±15 K.

tion that shows a flashback. The methane flame with air is pretty well recovered by

simulations with a difference around 30 K despite a 2D approach. A stable flame

was found by simulation in the case of 100% helium dilution, whereas it does not

exist experimentally. However the value of the wall temperature (≈ 880 K) is near

the limit value obtain by the experiments (850 K in Fig. 4). Finally, the CH4 flame

diluted with argon is stable in both approaches, but is not in the same place. Such a

disparity can be explained by the kinetics used to simulate the different flames. In-

deed, a reduced mechanism of GRI1.2 [23] was used for this study. This reduced

scheme has been optimized [12] to comply with the laminar premixed stoichio-

metric CH4/air flames, and it has thus again yielded good results here (Tab. 3).

However, for dilution cases, species such as argon, helium or xenon have simply

been added to the reduced mechanism already optimized. For a better prediction
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of the flame stabilization, a new optimization step on diluted flames described by

a detailed chemistry, validated for these large dilutions, is then compulsory.

4. Conclusion

Experiments were performed with premixed stoichiometric methane flames

with five diluents. A strong impact of the diluent on stable flames behavior was

observed. For example, in the case of low velocity flows, the addition of helium

to a methane/air flame causes its extinction. In addition, the use of 100% xenon

or helium instead of nitrogen provides a very hot flame propagating at a speed

twice that achievable with air. As expected in MFR due to the small surface to

volume ratio, the thermal conductivity of the mixture plays a significant role in

stable flames locations. In the case of the two smallest conductivity mixture (Xe

and Ar cases), a decrease in inlet velocity could lead to a flashback or a FREI

behavior respectively with a 1.85 mm and 1.00 mm inner diameter MFR. Finally,

numerical simulations have shown a great potential of prediction for such systems,

the key point remaining the validity of the kinetic scheme capable of describing

these large dilutions.
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Figure 5: Stable flames and FREI characteristic points location of stoichiometric CH4 flames as a

function of mixture inlet mean velocities for 1.00 mm and 1.85 mm inner diameter using a) xenon

and b) argon as diluents
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Figure 6: Temperature profile at the wall representing the temperature evolution imposed by the

blowtorches in the experiment.

Figure 7: Configuration of the 2D channel.
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Figure 8: Numerical simulation of a premixed flame of methane with O2+N2 (top), O2+Ar (mid-

dle) and, O2+He (bottom). In black: the heat release rate that define the flame position. In color,

the temperature field. Abscissa in meters.
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