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Introduction

Bituminous pavement design is one of the key elements in the lifecycle of road infrastructures, and has economic, technical, societal and environmental implications. The main climate parameters that may influence road stability are temperature and water or precipitation. The use of climate data makes it possible to predict the behaviour of asphalt mixes in response to temperature and to anticipate the moisture contents and stiffness variations of underlying unbound materials. Temperature is an important factor that must be taken into account when designing a pavement structure. In warm periods, high temperatures soften asphalt mixes. For soils and untreated granular materials, the focus shifts to the variations in moisture and ice contents caused by water or precipitation, and freeze/thaw cycles in northern climates.

The identification of the climate-related mechanisms driving pavement degradation are an important research topic that can help optimize investment in the construction, maintenance and repair of the road network. Some countries, including Canada, face significant seasonal temperature variations, from -30 °C in winter to +30 °C in summer.

These variations, combined with heavy traffic, lead to permanent deformation, structural fatigue cracking and thermal cracking.

This study is part of a project funded by the Pays de Loire region in France, entitled "Réseau International RI-ADAPTCLIM". Its goal is to assess risks and improve the climate adaptation of infrastructures and civil engineering works. The first objective of this study is to assess the impact of climate on the performance and design of two existing bituminous pavement sections, one in France and one in Canada. More specifically, the study focuses on the effects of temperature and moisture on the performance and design of bituminous pavements. The second objective is to study these issues with the French and the US mechanistic-empirical pavement design methods, and to explore possible ways to connect them. The study is divided into seven sections. This introduction is followed by the second section, which reviews recent studies looking at the effect of the climate on pavement design.

The third section presents two mechanistic-empirical methods for bituminous pavement design: the French method (NF P98-086 standard, LCPC-SETRA 1994 handbook, and the Alizé-LCPC software package) and the US method (NCHRP 2004 (MEPDG) guide, AASHTO 2015 manual of practice (MOP), and the AASHTOWare Pavement ME Design (PMED) software package).

The fourth section is dedicated to the comparison of the two methods. Special attention is paid to their differences for taking temperature into account and for the fatigue performance models they present. The equations governing variation in pavement fatigue behaviour in response to temperature will be reviewed. Methods and equations are presented to connect fatigue analysis of each method to the other. The French law of fatigue is expressed in a form ready to insert in the AASHTOWare PMED. The AASHTOWare PMED fatigue prediction procedure is simplified in the form of an aggregated AASHTO pavement fatigue law, which is ready to use with the concept of equivalent temperature.

In sections 5 and 6, the pavement performance predictions made using each method are compared based on experimental data from two sites in France and Québec. The fifth section presents the site, data and analysis for an experimental highway section in Bordeaux, France, while the sixth does so for an experimental section in the province of Québec, Canada. In each case, the available data is specified for: type of structure, tests of bituminous and granular materials, climate, traffic and the applicable performance criteria. This is also the stage at which the climate data files needed for use with the AASHTOWare Pavement ME Design software are prepared.

These two sections set out the main results and the ensuing discussion. The effect of taking actual temperature distributions into account using an incremental calculation of the equivalent temperature under the French method (development in the Alizé-LCPC software) is compared to the US design method (the AASHTOWare Pavement ME Design software). Three climate cases were selected for the comparisons based on temperature effects: one in France (Bordeaux) and two in the United States (Seattle and Phoenix). The results from one experimental site in Québec were also used for comparisons concerning consideration for variations in ground bearing capacity.

The last section contains the conclusions and future prospects.

Review of the literature

Recent studies by [START_REF] Nasimifar | The Effect of Climatic Conditions of Various Regions of Iran on Pavement Fatigue Cracking[END_REF], [START_REF] Rychen | Impact du changement climatique sur les infrastructures routières: analyse de risque et mesures d'adaptation[END_REF], [START_REF] Wei | Impact of Surface Temperature on Fatigue Damage in Asphalt Pavement[END_REF], [START_REF] Wistuba | Consideration of climate change in the mechanistic pavement design[END_REF], [START_REF] Bilodeau | Long-term performance of flexible pavement structures in changing climate[END_REF], [START_REF] Elshaeb | Development and Impact of the Egyptian Climatic Conditions on Flexible Pavement Performance[END_REF], [START_REF] Saha | Evaluation of the effects of Canadian climate conditions on the MEPDG predictions for flexible pavement performance[END_REF]) [START_REF] Islam | Quantifying Traffic-and Temperature-Induced Fatigue Damages of Asphalt Pavement[END_REF], [START_REF] Yang | Sensitivity of flexible pavement design to Michigan's climatic inputs using pavement ME design[END_REF][START_REF] Yang | Updating and augmenting weather data for pavement mechanistic-empirical design using ASOS/AWOS database in Michigan[END_REF][START_REF] Yang | Correlation Analysis between Temperature Indices and Flexible Pavement Distress Predictions Using Mechanistic-Empirical Design[END_REF], [START_REF] Hasan | Effects of mean annual temperature and mean annual precipitation on the performance of flexible pavement using ME design[END_REF], [START_REF] Hasan | Development of temperature zone map for mechanistic empirical (ME) pavement design[END_REF], [START_REF] Enríquez-De-Salamanca | Environmental impacts of climate change adaptation of road pavements and mitigation options[END_REF] [START_REF] Pereira | Main flexible pavement and mix design methods in Europe and challenges for the development of an European method[END_REF], and [START_REF] Gudipudi | Impact of climate change on pavement structural performance in the United States[END_REF] show that climate conditions have a direct impact on road pavement durability and performance in terms of cracking and permanent deformation.

A state-of-the-art review of current pavement design methods and changes to those methods is presented in the work of [START_REF] Monismith | Evolution of Long-Lasting Asphalt Pavement Design Methodology: A Perspective[END_REF], [START_REF] Dumont | Fahrbahnbemessung: derzeitiger Zustand und Entwicklung -(FR) Dimensionnement des chaussées: état actuel et évolution[END_REF] and [START_REF] Pereira | Main flexible pavement and mix design methods in Europe and challenges for the development of an European method[END_REF]. A comparative study of certain pavement design methods, from the point of view of bituminous concrete fatigue, is set out in [START_REF] Perraton | Link between different bottom-up fatigue's law coefficients of mechanical-empirical pavement design software[END_REF][START_REF] Perraton | Comparison of Some Pavement Design Methods from a Fatigue Point of View: Effect of Fatigue Properties of Asphalt Materials[END_REF].

Pavement design has evolved over the last few decades, moving from an empirical approach to a mechanistic-empirical approach. The reference for the empirical method in the United States is defined by the American Association of State Highway and Transportation Officials (AASHTO) and described in detail in a design guide [START_REF] Aashto | Guide for Design of Pavement Structures[END_REF]. Its simplicity makes it accessible to a large number of users. However, simplification can be limiting, especially with respect to consideration for climate change [START_REF] Dumont | Fahrbahnbemessung: derzeitiger Zustand und Entwicklung -(FR) Dimensionnement des chaussées: état actuel et évolution[END_REF]. The MEPDG [START_REF] Nchrp | Guide for mechanistic-empirical design of new and rehabilitated pavement structures, final document, Appendix II-1: Calibration of fatigue cracking models for flexible pavements[END_REF] forms the basis for a new method that is currently under development (AASHTO, 2018), this time using the mechanistic-empirical approach. The new approach [START_REF] Aashto | Mechanistic-empirical pavement design guide: a manual of practice[END_REF] takes variations in temperature and moisture more explicitly into account when considering the mechanical properties of pavement layers.

Temperature is the climate variable with the most influence over the design of flexible pavement structures [START_REF] Yang | Updating and augmenting weather data for pavement mechanistic-empirical design using ASOS/AWOS database in Michigan[END_REF]. In France, with respect to the high susceptibility of asphalt mixes to heat, design today relies on a constant "equivalent temperature" (𝜃 𝑒𝑞 ), generally set at 15 °C [START_REF] Balay | Adaptation of the French pavement design to countries in South America[END_REF]. [START_REF] Hornych | Evaluation of the concept of equivalent temperature for pavement design[END_REF] have determined the actual values of for various climate conditions, using real-life temperature and traffic measurements on experimental pavements and experimental values for fatigue properties eq  at various temperatures. The results show significant variation in with respect to climate and material properties.

There are implications in a context of climate change. A general increase in temperature is forecast in most average air temperature models for 2010 to 2050, and is estimated at 2.2 °C by one of the ten models presented in [START_REF] Meyer | Climate Change, Extreme Weather Events, and the Highway System: Practitioner's Guide and Research[END_REF]. [START_REF] Doré | Impact des changements climatiques sur les chaussées des réseaux routiers québécois (Département de génie civil et de génie des eaux Université Laval)[END_REF] have studied the impact of climate change on pavements in Québec's road network. Climate change can have positive effects (a reduction in frost heave and thermal cracking) and negative effects (an increase in rutting and fatigue cracking) on pavement performance.

Mechanistic-empirical methods for bituminous pavement design

Both the French method (LCPC-SETRA, 1994 and standard NF P98-086) and the US method [START_REF] Nchrp | Guide for mechanistic-empirical design of new and rehabilitated pavement structures, final document, Appendix II-1: Calibration of fatigue cracking models for flexible pavements[END_REF][START_REF] Aashto | Mechanistic-empirical pavement design guide: a manual of practice[END_REF]and 2018) can be classified as mechanisticempirical approaches, and they are presented in the following pages with a focus on the topic of bottom-up fatigue cracking.

3.1.French pavement design method (NF P98-086)

The rational French method combines a theoretical analysis of pavement mechanics, the results of laboratory modulus and fatigue tests, data from large-scale testing on a circular fatigue test track, and observations from the in-use pavement performance [START_REF] Lcpc-Setra | Conception et dimensionnement des structures de chaussée[END_REF]. The analysis is based on an isotropic, elastic, multi-layer model [START_REF] Burmister | The General Theory of Stresses and Displacements in Layered Soil Systems[END_REF], as formulated in the Alizé-LCPC software.

Currently, the method considers variations in the stiffness moduli resulting from the temperature variations to which asphalt mixes are subjected. Heavy vehicle traffic imposes a flexural load that leads to a tensile strain at bottom of the asphalt concrete layers. This tensile strain is calculated at equivalent temperature 𝜃 𝑒𝑞 , (generally equal to 15 °C in France), and is then compared to the admissible tensile strain εt,ad at the same temperature.

The value is given by (Eq.1): Where:

-𝜀 6 (10°𝐶, 25𝐻𝑧): fatigue strain parameter of the bituminous material, representing the tensile strain leading to a lifespan of one million cycles with a probability of failure of 50%, at a temperature of 10 °C and a loading frequency of 25 Hz.

-NE: number of equivalent axles (in terms of material damage) that correspond to the cumulative number (NPL) of heavy vehicles throughout the period under calculation so that NE = CAM x NPL, with CAM being the average coefficient of aggressiveness (or mean load equivalency factor) of the traffic.

-E: dynamic modulus of asphalt concrete, according to temperature (10 °C and 𝜃 𝑒𝑞 ) and load frequency. The load frequency is usually set to 10 Hz, but the engineer can adapt this value to specific project needs.

-𝑘 𝑐 : calibration coefficient of the design method, used to adjust the predictions produced by laboratory fatigue tests, to the feedback from experimentations done on road networks, test sections and on the LCPC accelerated pavement testing facility (cf. Table 1).

-𝑘 𝑟 : risk coefficient according to thickness variation (standard deviation Sh) and dispersion from fatigue tests (standard deviation SN). For example: kr = 1 with a risk calculation of 50%.

-𝑘 𝑠 : a reduction factor for the subgrade soil, taking into account the effect of the local load-bearing heterogeneity of a soft layer (cf. Table 2). -b: slope of the fatigue law of the material (-1 < b < 0).

-n: fatigue thermal susceptibility coefficient of the material.

For a given axle i, the coefficient of aggressiveness (CA), or load equivalency factor, is defined by the (-1/b) th power ratio of its effect, in term of tensile strain, with respect to a reference axle load. As long as the strains are computed with the linear elastic theory, and if there is no change in the tire footprint size and geometry, the CA is exactly the same as the (-1/b) th power ratio of the axial loads (P):

(Eq.2) 𝐶𝐴 = ( 𝜀 𝑎𝑥𝑙𝑒 𝑖 𝜀 𝑟𝑒𝑓 ) -1 𝑏 ⁄ = ( 𝑃 𝑎𝑥𝑙𝑒 𝑖 𝑃 𝑟𝑒𝑓 ) -1 𝑏 ⁄
For a given strain level and positive temperatures, (Eq.1) shows that fatigue behaviour is represented by the following law of thermal susceptibility:

(Eq.3) 𝜀 6 (𝜃)𝐸(𝜃) 𝑛 = 𝑐𝑜𝑛𝑠𝑡𝑎𝑛𝑡

Where n = 0.5 if there are no fatigue test results at various temperatures.

The equivalent temperature 𝜃 𝑒𝑞 is defined as the constant temperature that leads to the same annual damage as the actual temperature distribution of the site under consideration.

The methodology for calculating the equivalent temperature using the French method is presented in detail in Appendix 6 of the Guide (LCPC-SETRA, 1994) and [START_REF] Hornych | Evaluation of the concept of equivalent temperature for pavement design[END_REF]. The equivalent temperature is determined by applying Miner's law (Eq.4), which allows the notion of long-term damage to be introduced (Miner, 1945).

(Eq.4)

Where:

-Di: partial damage resulting from the repetition of loads in the incremental analysis period i, -ni: number of loads applied to the pavement during period i.

-Ni: number of admissible loads according to the material fatigue law, under the conditions prevailing during the period i.

Given the expression of the function of the fatigue law, the equivalent temperature is defined implicitly by (Eq.5):

(Eq.5)

Where:

-N(𝜃 𝑒𝑞 ): the totality of traffic applied at equivalent temperature θ eq ; -𝜀 6 (𝜃 𝑖 ): defined above in (Eq.1)
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-𝜀 𝑡 (𝜃 𝑖 ): maximum tensile strain for design purposes of the bituminous pavement layers under the standard design axle (value determined by the structural calculation for the proposed pavement, based on the value of the elasticity moduli of the bituminous layers at temperature θ i );

-𝑃𝜃 𝑖 (𝑍): variable temperature at depth Z that matches the temperature profile of the bituminous layers;

θ criti : the temperature at the point of application of the fatigue criterion, calculated by considering the spatial average of the temperatures prevailing in a "thin layer" at that level, using the option "subdivision into thin sub-layers" in Alizé-LCPC.

(Eq.5) above, like any other pavement equivalent damage approach, is commonly used over an annual period. However, it can also be used over a period of several years or over the entire pavement design life. Only fatigue damage to the bituminous mixes is considered in (Eq.5), although the design criterion may also be the criterion 𝜀 𝑧,𝑎𝑑 for untreated graded aggregate and soil, or even the criterion 𝜎 𝑡,𝑎𝑑 for hydraulic materials (for example mixed and inverted structures).

The deformation of unbound granular materials is verified with respect to the admissible vertical deformation (𝜀 𝑧,𝑎𝑑 ) calculated using (Eq.6):

(Eq.6) 𝜀 𝑧,𝑎𝑑 = 𝐴(𝑁𝐸) -0.222 -𝜀 𝑧,𝑎𝑑 : admissible vertical deformation at the surface of the subgrade soil.

-A: parameter equal to 0.012 for pavements subjected to medium to high traffic (PL ≥ 250,000) or 0.016 in other cases, with the exception of the granular layers of inverted structures, for which A would be 0.0144.

3.2.US mechanistic-empirical method (AASHTO 2015 and 2018)

As early as 1986, AASHTO recognized the need to move towards a mechanistic-empirical design method that explicitly incorporates the impact of loads and climate on pavement performance. In the wake of the long-term pavement performance This approach is also based on a structural analysis and the prediction of separate performance indicators, including thermal cracking, fatigue cracking, rutting, and the international roughness index (IRI). The process is illustrated in a simplified way in Figure 1. The approach is iterative and begins with the selection of a given initial structure.

The responses of the road section studied, and the damage incurred, are calculated incrementally during its lifespan. The initial multi-layer structure is subdivided into thinner sub-layers to take into account variations in temperature and loading frequencies in the asphalt layers, and variations in moisture and ice contents in the underlying unbound layers.

The subdivision of the multi-layer system into sub-layers is described in Appendix II-1 of the guide [START_REF] Nchrp | Guide for mechanistic-empirical design of new and rehabilitated pavement structures, final document, Appendix II-1: Calibration of fatigue cracking models for flexible pavements[END_REF].

-Variations in temperature and moisture in each sub-layer of the pavement structure are calculated hourly using the enhanced integrated climate model (EICM);

-Changes in bituminous viscosity by depth and time result from the Global Aging System model [START_REF] Mirza | Development of a Global Aging System for Short and Long Term Aging of Asphalt Cements[END_REF] incorporated into the software;

-Traffic loading frequency is adjusted as a function of traffic speed and AC sublayer depth.

-The critical mechanical responses of the pavement (stresses, strains and displacements) are calculated in terms of isotropic linear elasticity [START_REF] Burmister | The General Theory of Stresses and Displacements in Layered Soil Systems[END_REF] in each sub-layer using JULEA (Jacob Uzan Layered Elastic Analysis) software incorporated into the AASHTOWare Pavement ME Design software.

The results of these incremental calculations follow the evolution of materials properties during the lifetime of the structure and the elementary damage for each degradation criterion. The cumulative damage is compared to the performance criteria using empirical transfer functions for given levels of statistical reliability. The analysis is repeated until the performance targets for design are met.

The EICM climate model requires the depth of the water table and the entry of hourly climate data for temperature, precipitation, wind speed, percent sunshine and relative humidity. It incorporates three distinct models:

1) Climate and material properties;

2) Precipitation, infiltration and drainage;

3) Frost heave and thaw settlement.

For the US method, the fatigue law is expressed according to (Eq.7):

(Eq.7) 𝑁 𝑓 = 𝐶 Where:

-n = Actual number of axle-load applications within a specific time period, -j = Axle-load interval, -m = Axle-load type (single, tandem, tridem, or quad), -l = Type of truck, -p = Month, and -T = Median temperature for the five temperature intervals or quintiles used to subdivide each month, Figure 2.

The average (50% risk) area of alligator cracking, expressed as a percentage of the total lane area, is calculated empirically:

(Eq.11)

FC ̅̅̅̅ = ( 1 60 ) ( C 4 1+e (C 1 C 1 * +C 2 C 2 * Log(100•DI)) )
It The US method includes the notion of statistical reliability (R = 1 -risk) by adding the product of the reduced centered variable from the standard probability distribution (Zr < 0)

with the standard deviation of the residual errors (se), to the average predicted area of fatigue cracking (Eq.12). The standard deviation of the residual errors is a function of the average predicted area of fatigue cracking (Eq.13):

(Eq.12) 𝐹𝐶 = 𝐹𝐶 ̅̅̅̅ -𝑍𝑟 • 𝑠𝑒 (Eq.13) 𝑠𝑒 = 1.13 + 13 1+𝑒 (7.57-15.5𝐿𝑜𝑔(𝐹𝐶 ̅̅̅̅ +0.0001))

(Eq.7) results historically from the fatigue formula developed by the Asphalt Institute from data on four-point bending tests with controlled stress. It was calibrated by [START_REF] Finn | The use of distress prediction subsystems for the design of pavement structures[END_REF] based on the results of the AASHO road test. [START_REF] Copper | The effect of mix variables on the fatigue strength of bituminous materials[END_REF] proposed The structural calculations have at least two obvious differences. The concepts of equivalent single axle loads (ESALs) and equivalent temperature (𝜃 𝑒𝑞 ), which are used in the French method, are not used in the US method. In both cases damages are calculated using Miner's law, but it is a separate, optional process in the French method. ESALs and equivalent temperature aggregations reduce the computational cost of the French method.

Comparison and correspondence of the two methods

On the other hand, the disaggregated steps of the US method make room for additional features.

Also, the French method does not consider seasonal variations in ground bearing capacity at all, and the US method introduces a binder aging model. The main differences, and the keys to their correspondence, are studied in the following subsections with a focus on issues relevant to bottom-up fatigue prediction.

Correspondence of traffic inputs

The The AASHTOWare PMED software does not use the concept of ESAL, meaning that it does not require the development of load equivalency factors. Instead, the full distribution of axle loads for each type of axle must be entered.

As explained earlier in (Eq.2), this difference by itself is expected to have limited or negligible impacts on the pavement fatigue results. To get the correspondence, we chose to enter a traffic load expressed solely in terms of the reference axles defined in Table 4, for the sites in France and Québec respectively. In this way, the simulated traffic comprises 100% trucks with two single axles (class 5), with 100% of the axles entered in the load group corresponding to the reference load. The operational speed was set at 80 km/h in all cases.

4.2.Rheological models for bitumen

The effective bitumen volume in the mix, the air void percentage, and the data for the complex moduli of the bitumen and mix, are used as inputs for the AASHTOWare PMED software. For bitumen, the level 1 standard for the complex shear modulus |𝐺 * | and phase angle (𝛿) are given at a frequency of 1.59 Hz (φ = 10 rad/s) and a range of temperatures A more extensive description of the viscoelastic behaviour of bitumen can be represented using the "Huet-Such" rheological model [START_REF] Such | Analyse du comportement visqueux des bitumes[END_REF]. The diagram and equations for the "Huet-Such" model are presented in Figure 3. Visco-Analysis Software [START_REF] Chailleux | User Manual of Visco-Analysis Software[END_REF] was used to adjust the model with the experimental data. The temperature translations were carried out using the τ parameter from the WLF law [START_REF] Williams | The Temperature Dependence of Relaxation Mechanisms in Amorphous Polymers and Other Glass-forming Liquids[END_REF].

The results from the complex modulus testing of the bitumen used on express highway 5.

It is important to note that the AASHTOWare software does not recognize the parameters of the modified Huet-Such model, but rather a table of values at various temperatures, and it was observed that the DSR values determined for a reduced range of 20 to 50 °C did not lead to the expected results. Because it is important to cover the entire range recommended in the guide (NCHRP, 2004), from 4.5 to 54 °C, the Métravib results were selected, since they were the only results that covered the whole range of temperatures. The A-VTS regression parameters, as reported by the AASHTOWare are shown in Table 5.

AC dynamic modulus

The AC dynamic modulus is basically a function of time and temperature. It decreases when the temperature or time of loading increases. Pavement design methods typically convert time of loading into frequency (f = 1/t).

For this purpose, the bitumen mix courses in AASHTOWare PMED are subdivided into sub-layers, and their dynamic modulus is modeled according to the following sigmoidal function:

(Eq.16) log(145.0377 • 𝐸) = 𝛿 + 𝛼 1+𝑒 𝛽+𝛾•log (𝑡 𝑟 )
Where:

-𝛿, 𝛼, 𝛽, 𝛾 = material constants -𝑡 𝑟 = time of loading at the reference temperature, determined with:

log(𝑡 𝑟 ) = log(1 𝑓 ⁄ ) -𝑐(log(𝜂) -log (𝜂 𝑇 𝑅 ))
-c = shift factor describing the temperature dependency of the modulus -𝑓 = loading frequency (Hz) -𝜂= binder viscosity at any temperature and aging level, cf. (Eq.15) -𝜂 𝑇 𝑅 = binder viscosity at reference temperature (21.1 °C) (centipoise)

The NCHRP (Appendix CC-3) describes the US method to compute the loading frequency as a function of traffic speed and sub-layer depth. It assumes a stress envelope spreading at 45° after transformation with the method of equivalent thicknesses. According to Table 6, the load frequency may range from 95 to 10 Hz for an operational speed between 70 and 100 km/h and depths between 12.5 and 190 mm. The near-surface sub-layer moduli are then expected to be higher than the 10 Hz modulus value typically used in the French method.

Furthermore, the AASHTOWare PMED software uses a bitumen aging gradient to assess the increase over time of binder viscosity and modulus of the bituminous mix. This empirical formula, known as the Global Aging System, is described in [START_REF] Nchrp | Guide for mechanistic-empirical design of new and rehabilitated pavement structures, final document, Appendix II-1: Calibration of fatigue cracking models for flexible pavements[END_REF].

The equations are a function of the mean annual air temperature (MAAT), the sub-layer depth, the age in months, and the binder and mix properties. (Eq.17

) 𝐸 𝑒𝑞 = ( ∑ ℎ 𝑖 × √𝐸 𝑖 3 ∑ ℎ 𝑖 ) 3
This idea of aging corresponds with observations made at the MIT/IFSTTAR laboratory (cf. Table 7). [START_REF] Marsac | Evolutions des performances des matériaux vieillis[END_REF] has assessed the effect of aging using modulus tests and fatigue tests at 24-year intervals on a gravel/bitumen (GB) mix and high modulus asphalt (EME). These results show that the aging of the bituminous binder significantly increases the dynamic modulus of the asphalt (+36 to 65% for GB). The data also shows that the long term aging significantly increases the slope (-1/b) of the fatigue curve (+93% for GB).

This has the effect of accelerating or slowing damage from fatigue, depending on the pavement loading conditions [START_REF] Marsac | Evolutions des performances des matériaux vieillis[END_REF].

The change in the slope of the fatigue curve is not taken into account, but the US method is the only one that simulates the long-term increase of modulus. Figure 5 shows that the same set of laboratory data involve significantly higher modulus values. This must be taken into account when transferring the pavement performance model from one method to the other. For this purpose, the following may apply:

 When using the AASHTO fatigue law in any layered elastic analysis software, moduli can be based on the equivalent temperature θeq2, defined as the constant temperature that leads to the same total damage as the actual AASHTOWare moduli distribution for the whole design period of the site under consideration. The AASHTOWare provides a convenient intermediate output file (_modulus.tmp) listing the results of the modulus, Poisson ratio, temperature and frequency for each sub-layer and monthly quintile. The equivalent temperature θeq2 can be computed with (Eq.5) from these sets of moduli.

 When using the LCPC fatigue law in any layered elastic analysis software, the moduli need to be the same 𝐸(𝜃 𝑒𝑞, 10𝐻𝑧) as those used in the French design method. This can be done in AASHTOWare PMED with the level 1 dynamic modulus input, repeating the same modulus value at each temperature and load frequency. In this case, the (Eq.16) converges to α = 0, 𝛿 = log(145.0377 • 𝐸) and reverts to 𝐸 = 10 𝛿 145.0377 ⁄ , independently from traffic speed, aging and other climatic inputs.

Correspondence of fatigue equations

Both methods take into account the total thickness of the bituminous mix (ℎ 𝑎𝑐 ) using layered linear elastic analysis [START_REF] Burmister | The General Theory of Stresses and Displacements in Layered Soil Systems[END_REF] for the computation of the tensile strain (𝜀 𝑡 ). However, the US method uses the AC thickness in the calculation of several empirical calibration constants (𝛽 𝑓1 , 𝐶 𝐻 and 𝐹𝐶 ̅̅̅̅ ).

The French method considers that the pavement reaches the end of its life when the Miner's damage ratio reaches 100%, while the US method may consider a different ratio because of the calibration constants, cracking threshold and level of reliability used in (Eq.11) to (Eq.13). For this reason, it would not be appropriate to compare (Eq.7) directly with (Eq.1).

It is more appropriate to make a comparison using all the elements present in each design method. The simplifications inherent in the French method guide the choice of certain common denominators: a constant equivalent temperature (θeq), a constant modulus for unbound materials, a single configuration for traffic loads (equivalent single axle loads, or ESALs), an implicit traffic wander standard deviation of 220 mm (included in the calibration coefficient 𝑘 𝑐 ), an implicit fatigue cracking threshold (50%), and an implicit rutting depth (20 mm). The comparison must also be based on the same risk or reliability level.

It is possible to write an "aggregated AASHTO" pavement fatigue law for use within the aggregated framework of the French method, based on the concept equivalent temperature:

(Eq.18) 𝜀 𝑡,𝑎𝑑 = ( 𝐷𝐼•𝑇𝑊𝐹•𝐶•𝐶 𝐻 •𝛽 𝑓1 𝑘 𝑓1 𝑁 𝑓 (145.0377•𝐸) 𝛽 3 𝑘 3 ) 1 𝛽 𝑓2 𝑘 𝑓2
The formula is based on (Eq.7), but isolates tensile strain (𝜀 𝑡 in m/m) and introduces the factors DI, and TWF. The damage index (DI = f(FC, hac, Zr, se)) corresponds to the cracking threshold and level of reliability used. It is determined by inverting (Eq.11), combined with (Eq.13) and (Eq.12). The damage index must, however, be determined numerically, for example using the secant method, given that (Eq.13) expresses the standard error (se) as a function of 𝐹𝐶 ̅̅̅̅ rather than FC.

The traffic wandering factor TWF is introduced to handle the effect of traffic wander. In this connection a series of simulations was conducted with the AASHTOWare PMED software to obtain the relation between the damage ratio and the traffic wander standard deviation (Figure 6). We can deduct from this that the traffic wander of 220 mm assumed in the French method corresponds to a TWF of 1.29.

The "aggregated AASHTO" pavement fatigue law (Eq.18) is graphed in Figure 7 alongside the (LCPC-SETRA 1994) law, for various pavement thicknesses and in light of the design parameters given in the next sections. It shows that, for the cases under examination, both laws of fatigue tend to resemble each other for thicker pavement layers (20-25 cm or more) and depending on the number of cycles Nf considered. However, it can be seen that the AASHTO fatigue law becomes a lot more permissive as the pavement thickness decreases.

In the case of the AASHTOWare PMED software, the laws of fatigue must be expressed in the form shown by (Eq.7). The equations (Eq.19), (Eq.20) and (Eq.21) make it possible to inject the laws of fatigue of the French method (Eq.1), in order to neutralize the effect of (Eq.8) to (Eq.12). Fatigue is generally recognized as a relatively complex failure mechanism that includes the initiation and the spread of cracking, the end of cracking and self-repair phenomena. In addition, current fatigue tests on asphalt mixes are hard to correlate, whether between tests methods or with in-situ performance.

According to (Eq.1) and (Eq.7), the two design methods consider that an increase in temperature enhances the fatigue performance of bituminous mixes, under a given strain level. However the temperature relationship maybe more complicated.

Numerous studies have examined the effect of temperature on the fatigue behaviour of asphalt mixes using two-point bending tests [START_REF] Moutier | Etude statistique de l'effet de la composition des enrobés bitumineux sur leur comportement en fatigue et leur module complexe[END_REF]; [START_REF] Domec | Endommagement par fatigue des enrobés bitumineux en condition de trafic simulé et de température[END_REF]; [START_REF] Domec | Endommagement par fatigue des enrobés bitumineux en condition de trafic simulé et de température[END_REF]; [START_REF] Bodin | Effect of temperature on fatigue performances of asphalt mixes[END_REF]; [START_REF] Marsac | Influence de la température sur la caractérisation en fatigue d'un enrobé bitumineux[END_REF]; four-point bending tests [START_REF] Francken | Interlaboratory Test Program -Part II, Repeted Loading Tests[END_REF]; [START_REF] Tayebali | Fatigue Response of Asphalt-Aggregate Mixes. Part II-Extended Test Program[END_REF]; [START_REF] Doucet | Caractérisation de la rigidité et de la résistance à la fatigue des enrobés[END_REF]; [START_REF] De Mello | Effect of temperature on fatigue tests parameters for conventional and asphalt rubber mixes[END_REF], and tension-compression tests [START_REF] Lundstrom | Influence of Asphalt Mixture Stiffness on Fatigue Failure[END_REF]; [START_REF] Washington | Étude de la résistance en fatigue des matériaux bitumineux[END_REF]. Results are illustrated in Figure 8 (normalized to 10 °C) next to the French law of thermal susceptibility (Eq.3).

Most of them indicate a non-linear trend similar to a parabolic curve with a minimum around 5 to 10 °C. The results from [START_REF] Tayebali | Fatigue Response of Asphalt-Aggregate Mixes. Part II-Extended Test Program[END_REF], although not parabolic, indicate an increase in the slope of the Wöhler curve at low temperature.

The Alizé-LCPC software was modified (research version) to include the equations that describe these parabolic curves. The results can be used to assess the effect of the fatigue law on the equivalent temperature calculation, compared to the other laws in the library, and then to study the repercussions on the calculation of lifespan using the French method.

Express highway A63 (Bordeaux, France)

The road section studied in France is part of express highway A63 near the city of Bordeaux. The present section presents the inputs, followed by analysis and results.

Climate

Hourly temperature data by depth are available over a 10-year period, from August 1, 2003

to August 1, 2013 (from the Begles station near Bordeaux). One example of temperature data from 2006 is presented in Figure 9 for the 7 sensors up to 1 metre in depth. The data can be used to calculate the equivalent temperature for the French method (section 5.1.1).

The site is characterized by an annual variation in air temperature of -8 to 39 °C, in surface temperature of -12 to 52 °C, and in base course temperature of -3 to 34 °C. The variation ranges at various depths are shown in Table 8.

Atmospheric data (air temperature, precipitation, wind speed, percent sunshine, relative humidity), on a daily basis from 2003 to 2016, have been provided by Météo France for the Bordeaux-Merignac weather station (latitude 44°49'48"N, longitude 0°41'24"W). The data were entered into a file in ".hcd" format compatible with the AASHTOWare PMED software (cf. Figure 10). The mean annual air temperature (MAAT) is 13.8 °C, and the mean annual precipitation is 840 mm.

5.2.Additional climate scenarios

To assess the effect of climate conditions more extensively, two other sets of climate data were selected from among those available in the AASHTOWare PMED software package Many other analyses based on equivalent temperatures ranging from 0 to 40 °C have been added. Figuring out how to adapt them for the AASHTOWare PMED was challenging. In order to achieve this, two distinct approaches have been experimented.

An arbitrary ".hcd" climatic file (Bordeaux, Seattle and Phoenix) was used as template for the first approach. The net short wave radiation (Qs), net long wave radiation (Ql) and convection heat transfer (Qc) parameters were removed in order to obtain constant temperatures. Short wave radiation was removed by setting AC surface shortwave absorptivity to zero instead of the default value of 0.85. Long wave radiation was minimized by setting sunshine to zero. Convection heat transfer was removed by setting wind speed to zero, although this was not necessary since difference between air and surface temperatures had already been eliminated. The combination of these parameters has been verified to produce a constant asphalt temperature as desired. Inside the range of the climate files analysed, the effects of precipitation, relative humidity and depth of water table (2 to 15 m) were found to be negligible on the pavement performance predicted for the same temperature conditions. After this verification, the depth of the water table was always set at 2 m.

Figure 5 is based on this method. However, this involves an equivalent temperature θeq identical to the mean air temperature (MAAT), which is an important input to the Global Aging System. These two values are not identical in practice, making simulations unrealistic. This approach also implies that dynamic moduli are incompatible with the calibration of the French fatigue law due to aging and load frequency considerations.

The second approach consists in using the equivalent temperature θeq (and θeq2 as needed), to determine the constant layers moduli to input into the software. This approach, which is explained in section 4.3, is more in line with the theory underlying the two design methods.

This approach has been verified to produce a constant asphalt modulus as desired, without the shortcomings of the first approach. Results from this method will be compared with those from the detailed climatic data.

5.3.Traffic and level of reliability

The thickness of the AC base course (GB 3) of express highway A63 (Figure 11) was redesigned for the Bordeaux climate, based on an annual daily traffic average of 2,000 heavy trucks per day in the busiest lane, and a load equivalency factor of 0.8 (NF P98-086, information appendix C). Over 20 years, with an arithmetic increase rate of 3%, this corresponds to cumulative heavy vehicle traffic of 15 million equivalent single axle loads (ESALs130).

According to standard NF P98-086 (information appendix E), for express highways pavements with class Ts traffic (average annual daily traffic of 2,000 to 5,000 vehicles), a risk coefficient of 1% is selected (kr = 0.658). This is equivalent to a reliability level of 99% (Zr = u = -2.327).

Pavement structure and materials

The thick bituminous pavement (cf. Figure 11) comprises three hot mix AC layers: one 8 cm surface course of semi-coarse asphalt (béton bitumineux semi-grenu, or BBSG), and two courses (base and foundation) of a gravel/bitumen mix (grave bitume, or GB) mix, each 13 cm thick. The surface course is formulated with 5.3 ppc grade 35/50 pure bitumen (Vbe = 11.9%, Va=5.2%), while the gravel/bitumen mix uses the same bitumen at 4.3 ppc (Vbe = 10.79%, Va = 9%). This design, giving a total AC thickness of 34 cm, is found in the catalogue (LCPC-SETRA, 1998). The bituminous mixes are laid on a Type PF3 working platform with a constant modulus (E) of 120 MPa. This platform consists of a granular base of untreated gravel over natural gravel.

Complex modulus testing has been done on the two bituminous mixes. The results of the two-point bending fatigue test on the GB 3 foundation course are presented in [START_REF] Bodin | Effect of temperature on fatigue performances of asphalt mixes[END_REF]. The standard parameters for design using the Alizé-LCPC software are presented in Table 9 (French standard NF P98-086 -Appendix F). The results from the testing of the complex modulus for bitumen (Table 5) and bituminous mixes are also entered into the AASHTOWare PMED software for various frequencies and temperatures.

Table 10 presents the coefficients of (Eq.16) as reported by the software, with the corresponding statistical regression indicators of precision (SSE and Sy/Se).

5.5.Results using the French approach

Using the French method, design is based on an equivalent temperature θeq, defined as the constant temperature that results in the same damage as the actual temperature distribution (Eq.5). The effect of the fatigue law and the choice of time increment are examined here.

Table 11 presents the θeq results for three years under the climate of Bordeaux (2004Bordeaux ( , 2006Bordeaux ( and 2008)). Results range from 15.4 to 20.8 °C. The differences obtained by varying the time increment (hourly, daily, weekly and monthly) are typically less than 1 °C, except for ESG 14 in the year 2004 where the difference was 1.7 °C. However, differences of up to 4.2 °C are obtained by varying the fatigue law. The choice of the reference year leads to differences from 0.7 to 1.7 °C, depending on the fatigue law. Based on the results in Table 11, the equivalent temperature for the Bordeaux site is around 19 °C, for the law (LCPC-SETRA, 1994), or a little more than 5 °C above the mean annual air temperature of 13.8 °C. A calculation is carried out with layered elastic analysis to determine the pavement lifespan of the initial pavement structure and to optimize the thicknesses of the AC base course as a function of the equivalent temperature. The results for various θeq from 5 to 40 °C are shown in Table 13. The increase in θeq leads to a reduction in lifespan, which in turn points to the need to increase the thickness of the GB 3 base course compared to the reference case of 15 °C. It appears that an increase of 1 °C leads to a reduction of 8% in the pavement lifespan and an increase of 0.5 cm in the required thickness.

Results using the AASHTOWare PMED

The pavement performance and design calculations were also conducted using the AASHTOWare Pavement ME Design software (version 2.5.5). To compare results with the French method, the seasonal variations of unbound granular and soils layers moduli were deactivated in AASHTOWare by setting a subgrade annual constant moduli (120 MPa).

The AASHTOWare PMED also used the climate data to simulate the changes in the modulus of the bituminous sub-layers throughout the 20-year analysis period. These are illustrated in Figure 5, under a constant temperature of 15 °C, and in Figure 12 with the climatic data from Bordeaux. Values in Figure 12 are aggregated in the θeq2 reported in Table 12(b). These include the temperature as well as material, aging and traffic load frequency effects.

The fatigue cracking was calculated for the US and French laws of fatigue (presented above in sections 3 and 4.4). Table 14 groups the specific parameters of the fatigue models that were plotted in Figure 7 and entered into the AASHTOWare PMED software. Coefficients 𝛽 𝑓1 𝑘 𝑓1 needed some work to be determined for the French fatigue law. After the numerical resolution of the damage index (DI), results from (Eq.19) were reduced to a quadratic regression equation that made it possible to approach the results with an R² coefficient over 0.99998 for any thicknesses (ℎ 𝑎𝑐 ) between 12.7 and 30.5 cm. For highway A63, the thresholds used for fatigue cracking (FC) and rutting depth are 50% and 20 mm.

The results with the French LCPC-SETRA fatigue law are appended at bottom of Table 13, under those of the French method for each equivalent temperature. The results with the US AASHTO 2018 fatigue law are shown in Table 15, and represent the US method for the three detailed .hcd climate files (Seattle, Bordeaux and Phoenix).

Table 15(a) presents the anticipated degradation while Table 15(b) shows the useful life of the pavement before the indicated threshold is reached. It can be observed that the AASHTOWare PMED software predicts more structural degradations with an increase in temperature.

In addition, the software predicts more thermal cracking in the warmer climate of Phoenix, which is counter-intuitive and may be subject to caution. This result can be explained by a discontinuity in the calibration of the software, which selects another formula for thermal cracking when the mean annual air temperature is higher than 13.89 °C.

A design calculation is carried out to optimize the thicknesses of the AC base course for the three climate files. The results are shown in Table 15(c). Warmer climate leads to a reduction in lifespan, which in turn points to the need to increase the thickness.

Results for bottom-up fatigue cracking, using in AASHTOWare PMED the constant moduli corresponding to θeq2, are presented in Table 15 (a, b and c) under the results obtained from the detailed analysis of hourly temperatures. The similarity of the results

shows the efficiency of θeq2 as a single parameter equivalent to thousands of damage computations.

5.7.Results from the aggregated AASHTO pavement fatigue law

As defined earlier, θeq2 from Table 12 indicates the moduli to use with the aggregated AASHTO 2018 pavement fatigue law (Eq.18), integrating the effects of aging and load frequency in the bituminous sub-layers. Table 16 presents these moduli and the results obtained with this method in terms of lifespan and design thickness.

5.8.Comparison and discussion of the results for express highway A63

A comparative summary is presented in Table 17 and illustrated in Figure 13 as a function of θeq. The results for bottom-up fatigue cracking can be compared in terms of lifespan for the structure in place as well as in terms of the minimum thickness needed to get a service life of 20 years.

The results from the US method (AASHTO fatigue law) appear more sensitive to the equivalent temperature. For this particular case, the results from both methods are nearly identical for the climate of Seattle (23.4 vs 22.9 years and 25.2 vs 25.0 cm) and increasingly different for Bordeaux (16.6 vs 13.8 years and 27 vs 28.6 cm) and Phoenix (6.8 vs 3.8 years and 31.9 vs 38.0 cm).

In the Phoenix case, the absolute difference in lifespan is not significantly higher than for Bordeaux (3.0 vs 2.8 years), but the relative difference is higher. This case, however, is atypical as pavement designs are rarely, if ever, created for such a short service life. In Phoenix, the warmer temperatures decrease the asphalt modulus, which in turns increase the thickness needed to compensate for the difference in lifespan.

A comparison is also made between the two hybrid methods, applying the French fatigue law in the US AASHTOWare PMED and applying the aggregated AASHTO fatigue law with the concept of equivalent temperature. The results from both hybrid methods are practically the same as the results from the original French and US design methods.

Based on these results, it is clear that the fatigue law and temperature are key parameters with the two mechanistic-empirical pavement design methods. The thermo-sensitive behaviour of bituminous mixes reduces the high-temperature modulus, which increases strain and damage from fatigue. This results in an increase in the thickness of the asphalt needed to support traffic loads. The results concord with the results obtained by [START_REF] Silva | Influence of temperature on the fatigue life of flexible pavements[END_REF] based on the fatigue equation produced by the Shell international petroleum company.

The behaviour of AC interlayers interface bounding in response to temperature is another important parameter. The work of [START_REF] Diakhaté | Experimental investigation of tack coat fatigue performance: Towards an improved lifetime assessment of pavement structure interfaces[END_REF] shows a drastic reduction in bonding strength with an increase in temperature. However, in this study only the hypothesis of a bonded interface was taken into account.

Montmorency Forest (SERUL, Québec)

The second road section studied is part of the experimental road site operated by Université Laval (known as the "SERUL" site), in the Montmorency Forest about 70 km north of Québec City [START_REF] Badiane | Effet des charges sur les chaussées en période de restriction des charges-volet terrain (Mémoire de maîtrise en génie civil)[END_REF].

Climate (Montmorency Forest)

A road weather monitoring station is present at the SERUL site, equipped with a 3 m soil temperature probe (18 thermistors). Daily temperature data (November 2010 to June 2017)

was also recorded at the weather station in "Parc national de la Jacques-Cartier" at 17 depths from 5 cm to 3 m. The records show an annual variation in air temperature of -30 °C to 23 °C (Table 18). The variation is reduced to -11 °C to 21 °C at a depth of 90 cm and 0 °C to 12 °C at a depth of 3m.

Hourly weather data was extracted from the Environment Canada site (Canada, 2011) for January 1, 2008 to December 31, 2016. The data from the weather station FORET MONTMORENCY RCS (latitude 47°19'22"N, longitude 71°08'54"W and altitude 672.8 m) included the temperature, wind speed and relative humidity, at hourly intervals.

However, precipitation was available at daily intervals only and was evenly distributed over each 24-hour interval. The missing data was compiled from the closest stations within a 50 km radius. Sunshine data was completed using data from Québec City, available in the library for the AASHTOWare PMED software. A new ".hcd" file was prepared using all this data (Figure 14). The mean annual air temperature (MAAT) is 1.8 °C, the mean annual precipitation is about 1400 mm and the freezing index is 1560 °C-days.

Structure and materials

The structural design, Figure 15, was verified using both mechanistic-empirical methods (French and US). This thick bituminous pavement (total hot mix AC thickness of 20 cm) is made up of two layers of medium-coarse asphalt (enrobé semi-grenu or ESG 10), each 5 cm thick, and a 10 cm base layer of gravel/bitumen (GB 20). All these bituminous mixes were made using grade PG 58-34 bitumen. Complex modulus testing of the bitumen was conducted and is described in section 4.2 (cf. Table 5). The mix formulas specified an effective binder volume (Vbe) of 12.2% and 10.2% for bituminous mixes ESG 10 and GB 20, respectively. The void percentages (Va) for the two bituminous mixes were 3.4% and 5.8% on average on the test strip. The pavement is laid over a 0-20 mm granular base material (MG 20), 20 cm thick, and a subbase of sand (MG 112, with 72% and 5% passing sieves of 5 mm and 80 μm respectively), 45 cm thick, and a natural subgrade soil of silty sand (unified soil classification SM, with 21% of fines passing an 80 μm sieve).

Complex modulus test results have been published by [START_REF] Badiane | Effet des charges sur les chaussées en période de restriction des charges-volet terrain (Mémoire de maîtrise en génie civil)[END_REF] and fatigue test results from similar AC mixes have been published by [START_REF] Doucet | Caractérisation de la rigidité et de la résistance à la fatigue des enrobés[END_REF]. The standard parameters used in the Alizé-LCPC software are presented in Table 9, and the corresponding AASHTOWare dynamic modulus parameters are indicated in Table 10.

The value of ε6 (10 °C, 25 Hz) for GB 20 is 186 μdef, measured using a four-point bending test. This value is high compared to the usual values in France. According to [START_REF] Di Benedetto | Fatigue of bituminous mixtures[END_REF], for non-homogeneous tests, not only the type of test but also the size of sample shows pronounced influence.

The French model and its calibration in particular, are based on a two-point bending test for fatigue. A reduction must be applied to the value obtained to enter it in the French design method. The reduction is made by setting the value of kc at 1 instead of 1.3 to take the high ε6 value into account. The resilient moduli used for the unbound base, subbase and subgrade layers (250, 109 and 54 MPa, respectively) were determined through FWD (falling weight deflectometer) testing and resilient moduli testing in the laboratory (testing methods LC 22-400 and AASHTO T307-99).

These inputs were used to study the effect of modulus variation on various layers, as a function of temperature and moisture, on pavement structural performance.

Traffic and level of reliability

For the standards in force in Québec, the software Chaussée 2, based on the empirical method [START_REF] Aashto | Guide for Design of Pavement Structures[END_REF], indicates that the pavement structure at the SERUL site (Figure 15) can support a cumulative traffic load of 23.5 million ESALs80 before reaching a loss of viability index (ΔPSI) of 2.0, with a reliability level of 80% (the criterion for a regional road; Zr = u = -0.841). This result is used as traffic and reliability inputs for the following performance predictions.

6.4.Equivalent temperatures

Equivalent temperature, as it is understood in the French method (Eq.5), can be calculated for the SERUL site using the daily temperature measurements for the pavement. As 22% of data is missing for sensors in bituminous mixes, a synthetic year was produced by averaging the data available for each of the 365 days of the year. The results, presented in Table 19(a), show an equivalent temperature of 11.3 and 12.5 °C respectively, depending on the fatigue law.

The equivalent temperature θeq was also calculated from the temperatures generated by the AASHTOWare enhanced integrated climatic model (EICM) based on air temperatures for the 20-year design period. These results, shown in Table 19(b), are slightly lower (9.6 and 10.6 °C). The table also shows the θeq2 (4.7 °C) calculated from the layer moduli generated by the AASHTOWare, including use of the aging and traffic loading frequency models underlying its calibration.

For comparison purposes, another set of equivalent temperatures was added in the same table, using the seasonal variation of the unbound layers moduli option available in the AASHTOWare PMED software. These modulus simulations are illustrated in Figure 16 (a) and (b) respectively. [START_REF] Roy | Seasonal variations of pavements: a FWD study[END_REF] presented a method to integrate such variations with the equivalent damage approach, also based on Miner's Law and applicable to the definition of equivalent temperature. This leads to a small increase in θeq and θeq2 attributable to additional structural damage due to weakening caused by the spring thaw. The AASHTO fatigue law is far more permissive, given that the 𝜀 𝑡 𝑎𝑑𝑚𝑖𝑠 (72.7 μdef for 20 cm of asphalt and FC=0.2) increases as the asphalt thickness decreases, allowing a total asphalt thickness as low as 10.5 cm (𝜀 𝑡 𝑎𝑑𝑚𝑖𝑠 124.9 μdef). However, it is important to note that GB 20 asphalt would not be selected for such a thin pavement.

Calculations made with the equivalent temperature representative of EICM unbound layer moduli variations show a negligible (1-2 mm) increase in design thicknesses (cf. Table 20).

The smallness of these differences can be explained by the compensatory effect of frost strengthening and thaw weakening in the damage assessment.

The bottom part of Table 20 presents the results from the same analysis performed with the AASHTOWare PMED software. The differences between both software packages range from 9 to 14% in terms of design life and from 2 to 4 mm in terms of design thickness.

6.6. Additional verification of the structure at the SERUL site using the

AASHTOWare PMED software

The French method does not take seasonal moisture and freeze/thaw variations into account for the subgrade and all other unbound layers; instead, they are given a constant modulus during the whole design period. In contrast, the AASHTOWare PMED software, with its climate model (EICM), allows variations in the modulus to be taken into account for all layers depending on their moisture content and temperature and the freeze/thaw cycle.

In the previous section, the EICM modulus predictions have been used to determine alternative θeq values, allowing integration of these features into the French method for bottom-up fatigue cracking.

Additional features of the AASHTOWare PMED software include predictions of top-down cracking, thermal cracking, rutting and roughness index (IRI). Calculations were made for these models, along with bottom-up fatigue cracking predictions, using the hourly climatic data and the AC modulus parameters from Table 10. For comparison purposes, the calculations were made in two ways regarding unbound materials, firstly with constant moduli for the whole year and secondly with the seasonal variations predicted by the EICM module. These modulus simulations are illustrated in Figure 16, (a) and (b) respectively, and the results are summarized in Table 21.

The bottom-up fatigue cracking predictions are similar for the two unbound material modeling conditions; as expected, fatigue design thicknesses (10.0 and 9.7 cm) are very similar to the previous results based on the concept of equivalent temperature (10.3 to 10.6 cm in Table 20 for the AASHTO fatigue law).

Top-down cracking results should not be interpreted because the very high value was unstable when applying minor changes in asphalt thickness. Also, this model will be replaced by a completely different one in the next version (2.6) of the software.

The predicted thermal cracking is very low and almost the same for the two conditions. A 27% increase in rutting, from 7.8 to 9.9 mm, is predicted when using variable unbound layer moduli. We can conclude from these results that spring thaw effects are more detrimental to rutting than winter frost strengthening is beneficial. When looking at the design thickness, the EICM unbound modulus variations cause rutting criteria to become more critical than fatigue, with a minimum thickness rising from 7.4 to 13.8 cm. This last, and highest, AASHTOWare PMED thickness is significantly lower than the 18 to 20 cm required by the French and laboratory fatigue laws.

Conclusions and future prospects

This study looked at the hypotheses used in bituminous pavement design using two mechanistic-empirical methods (French and US). Several differences and similarities have been enumerated and described.

The main focus was a comparison of the fatigue models for bituminous mixes as a function of temperature. Equivalencies have been found, as well as methods to import the layers moduli and fatigue model from a method to the other. The coefficients of the French fatigue law have been ported to the coefficients available in the AASHTOWare PMED.

Conversely, an "aggregated AASHTO" pavement fatigue law was formulated to be compatible with the equivalent temperature θeq approach used by the Alizé-LCPC software.

To achieve this, a second equivalent temperature θeq2 needed to be determined, with respect to the aging and traffic loading frequency models included in the AASHTOWare PMED software. The equivalent temperature has been demonstrated to be an efficient parameter that includes the results of a detailed hourly analysis.

The results made it possible to assess the effect of climate on pavement performance at a site in France and a site in Québec.

For the A63 express highway section near Bordeaux in France, the criterion that leads to failure is the fatigue cracking of asphalt mixes. This remains true when the Seattle and Phoenix (United States) climates are applied. Structural fatigue damage increases with temperature. The design results show that both the US and the French methods gave similar results and trends in terms of asphalt thickness. However, the US method appeared more conservative for the warmer climate of Phoenix. Also it was noted that the US fatigue law tends to become more permissive for thinner pavements, which would have a significant impact on the design of lower traffic roads and may increase the need or relevance of additional rutting and degradation models.

The calculations showed the importance of taking climate conditions into account, as well as the choice and calibration of degradation models.

In addition, the climate does not solely affect the temperature of the asphalt mix. The results for the site in Québec show that, if the effect of moisture and the freeze/thaw cycle in the layers of unbound materials is taken into account, more severe permanent deformation is predicted. For this site, the rutting criterion was found to be most unfavourable using the AASHTOWare PMED software.

Last, this study provides an insight into the impact of the climate on bituminous pavement design using the French and US mechanistic-empirical methods. The calibration of the calculation methods and an appropriate choice of parameters are essential if realistic results are to be achieved. Interesting features of the two design methods have been outlined. Both packages are likely to evolve further in the coming years. Additional efforts will also be made to calibrate mechanistic-empirical pavement design methods according to local climatic conditions. Thermal susceptibility law (LCPC-SETRA, 1994) GB 14 -60/70 pen 5.4% 2 points bending test f=25Hz [START_REF] Moutier | Etude statistique de l'effet de la composition des enrobés bitumineux sur leur comportement en fatigue et leur module complexe[END_REF]) GB 14 -80/100 pen 5.4% 2 points bending test f=25Hz [START_REF] Moutier | Etude statistique de l'effet de la composition des enrobés bitumineux sur leur comportement en fatigue et leur module complexe[END_REF]) GB 14 -50/70 pen 4.6% 2 points bending test f=40Hz [START_REF] Domec | Endommagement par fatigue des enrobés bitumineux en condition de trafic simulé et de température[END_REF]) GB 14 -35/50 pen 4.3% 2 points bending test f=25Hz [START_REF] Bodin | Effect of temperature on fatigue performances of asphalt mixes[END_REF] AAD-1 5.2% 4 points bending test 10 Hz [START_REF] Tayebali | Fatigue Response of Asphalt-Aggregate Mixes. Part II-Extended Test Program[END_REF] ESG-14 conv 5% 4 points bending test 10Hz [START_REF] Doucet | Caractérisation de la rigidité et de la résistance à la fatigue des enrobés[END_REF] GB-20 conv 4.4% 4 points bending test 10Hz [START_REF] Doucet | Caractérisation de la rigidité et de la résistance à la fatigue des enrobés[END_REF] 

(

  Eq.8) to include the correction factor (C) taking into account the proportions by volume of the mix. The equation was revised by (El-Basyouny and Witczak, 2005) based on data from the US long-term pavement performance (LTPP) program. The thickness correction coefficient (CH) was developed specifically for the MEPDG, as part of the NCHRP 1-37A research program. The US method also includes a separate model for top-down fatigue cracking. The calibration of these two separate models is hampered by difficulties to differentiate on site between bottom-up and top-down cracking.

  design concept of the equivalent single axle load (ESAL) is a legacy of the AASHO Road Test. ESALs of 80 kN and their corresponding load equivalency factors are still used today as indicated in the 1993 AASHTO Guide. The French method uses the same concept with a reference twin tires/single axle load of 130 kN. The load footprint illustrated in

-

  (4.5 to 54 °C). The program first converts the binder stiffness data at each temperature to viscosity using an empirical equation (Eq.14). The parameters of the A-VTS equation (Eq.15) are then found by linear regression after log-log transformation of the viscosity data and log transformation of the temperature data. |𝐺 * | = binder complex shear modulus (Pa) -𝛿 = binder phase angle (degrees) -𝜑 = standard frequency (10 rad/s) -𝑇 𝐾 = temperature at which the viscosity was estimated (Kelvin) -𝜂 = viscosity (centipoise) -𝐴, VTS = regression parameters

  A63 and the SERUL site, described next, are presented in Figure4as (a) and (b) respectively. This involves recalculating bitumen shear module and phase angle values from experimental measurements for different temperatures (from 10 to 50 °C) at the frequency of 1.59Hz, applying the time-temperature superposition principle and the Huet-Such model. For the PG 58-34 bitumen (SERUL), cross-testing was carried out by the laboratory run in France by the division "Matériaux pour Infrastructures de Transport" (MIT/IFSTTAR) and the laboratory of the ministère des Transports du Québec (MTQ), respectively using Métravib and DSR (AASHTO T315). Experimental data has been fitted by the Huet-Such rheological model and the 9 parameters (G∞, δ, k, h, β, τ0, A0, A1 and A2) obtained are shown in Table

  The software then calculates the internal temperature, load frequency, aging factor and modulus of each sub-layer in relation to external traffic and climate factors. An example of modulus values at different depths and over the pavement design period (20 years) is shown in Figure5, after simplifying for a constant temperature of 15 °C. The figure is normalized by dividing by the modulus E (15 °C, 10 Hz) used in the French method, which is 7000 MPa and 9000 MPa for the BBSG 3 and GB 3 mixes respectively. All the curves include the simultaneous effects of aging and load frequency. Equivalent curves combining the sub-layers in complete layers are also illustrated according to the following weighted average equation, based on the method of equivalent thicknesses.

(

  Eq.19) 𝛽 𝑓1 𝑘 𝑓1 = (𝜀 6 𝑘 𝑐 𝑘 𝑟 𝑘 𝑠 ) -1 𝑏 ⁄ •(145.0377•𝐸(10 𝑜 𝐶)) -𝑛 𝑏 ⁄ •10 6 𝐶•𝐶 𝐻 •𝐷𝐼•𝑇𝑊𝐹 (with 𝜀 6 in m/m and E in MPa) of temperature on bituminous mix fatigue Fatigue tests can be carried out on asphalt mixes using homogeneous (tensioncompression) or non-homogenous (two-, three-or four-point bending and indirect tensile) stress states (AAPT, 2016). Both the French and US standards are based on the nonhomogenous test. In France, the two-point bending test, on trapezoidal beam specimens, is used (NF EN 12697-24(Appendix A)). In the United States, the four-point bending (4PB) test is standardized as testing method AASHTO T 321. 1

  for the United States. The first set is from the colder climate of Seattle in the State of Washington, with a mean annual air temperature of 10 °C (NARR data from 1979-01-01 to 2015-06-30 in file 24233.hcd), while the second is from the warmer climate of Phoenix, Arizona, with a mean annual air temperature of 24 °C (NARR data from 1979-01-01 to 2015-06-30 in file 23183.hcd). The temperature distribution in the pavement layers is needed to calculate the equivalent temperature for the French method. The temperatures generated by the EICM component of the AASHTOWare PMED software were selected.Seattle and Phoenix are wet and dry climates with mean annual precipitations of 1170 mm and 252 mm respectively.

6. 5 .

 5 Verification of the structure at the SERUL site using the concept of equivalent temperature All the results of fatigue cracking analysis based on equivalent temperature are presented in Table 20. A first design calculation (θeq = 11.3 °C, Eθ = 7930 and 9270 MPa, 𝜀 6 = 186 𝜇𝜀, -1/b=5, n=0.5, kr = 0.859, kc = 1, ks = 1/1.1) shows that the pavement meets the traffic and failure criteria in the Alizé-LCPC software for fatigue cracking (𝜀 𝑡 𝑐𝑎𝑙𝑐 71.6 μdef < 𝜀 𝑡 𝑎𝑑𝑚𝑖𝑠 80.0 μdef) and for rutting of the subgrade soil (𝜀 𝑧 𝑐𝑎𝑙𝑐 146.0 μdef << 𝜀 𝑧 𝑎𝑑𝑚𝑖𝑠 369.8 μdef). This design model allows a minimum total thickness of 18.4 cm of asphalt (8.4 cm ESG 10 + 10 cm GB 20) 2 for the 20-year design period. The application of all the coefficients measured in the laboratory (Doucet 1999: θeq = 12.5 °C, -1/b = 4.23 and n = 0.3806) would, otherwise, require a minimum asphalt thickness of 20.6 cm (𝜀 𝑡 𝑎𝑑𝑚𝑖𝑠 72.6 μdef). Similar design calculations based on the colder equivalent temperatures obtained in Table 19(b) give thinner design thicknesses, corresponding to a small reduction of 3 and 6 mm for the standard and laboratory fatigue laws respectively.

Alizé

  frequency/aging gradients (EICM, subdivision of layers) -Variable moduli for unbound material layers (EICM, moisture and freeze/thaw effects) Traffic -Equivalent single axle load (ESAL) -Calculated for each axle (Miner's law) Fatigue -Concept of statistical risk (r) -Correction factor for soil -Lateral wander included in calibration coefficient kc -Failure at 50% cracking -Concept of statistical reliability (R = 1r) -Correction factors for thickness of bituminous mix -Lateral wander dealt with separately from the fatigue law (Miner's law, statistical grid pattern) -Empirical transfer function to convert damage ratio in terms of area of alligator fatigue cracking Rutting
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  Figure 4. Complex shear modulus master curve of binders in Black
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 1212613 Figure 12. Simulation of moduli for bituminous layers -A63 Bordeaux (AASHTOWare PMED)

  

  

  

  

  

  

  

  is important to note that the US national calibrating constants were modified in

	version 2.5 (AASHTO, 2018) and that coefficients 𝐶 2 , 𝐶 2 * and 𝐶 1 * are a function of total AC
	thickness: C 1 = 1.31; C 2 = 0.867 + 0.2583(ℎ 𝑎𝑐 2.54 ⁄ ) with limits for ℎ 𝑎𝑐 between 12.7
	and 30.48 cm; C 4 = 6000; C 2 * = -2.40874 -39.748(1 + ℎ 𝑎𝑐 2.54 ⁄ ) -2.856 ; C 1 * =
	-2 C 2

* . Previously, this equation resulted in a 50% cracking of the lane area at a damage of 100% (DI), which is no longer the case in the current version.

  Table 3 summarizes the differences between the French (Alizé-LCPC software) and US (AASHTOWare Pavement ME Design software) flexible pavement design methods. It is important to note that the US method introduces several additional degradation mechanisms (top-down cracking, thermal cracking, international roughness index (IRI)), a more elaborate empirical rutting model, and a more detailed breakdown of traffic and climate variations.

Table 4

 4 is represented by two discs with a radius of 125 mm at a distance of 375 mm, exercising a uniform pressure of 662 kPa. Table 4 also describes the 80 kN load used for the SERUL site in Québec. The dual tire spacing (305 mm) and the tire pressure (827.4 kPa) values have been chosen according to the default values in AASHTOWare PMED.

Table 12

 12 

	(a) presents the θeq computed from the asphalt temperatures reported in the
	AASHTOWare PMED's "_modulus.tmp" intermediate results file for Seattle, Bordeaux
	and Phoenix. The mid-quintile result for Bordeaux (θeq = 19.6 °C) is similar to those from
	Table 11 with the LCPC-SETRA fatigue law, and the results for Seattle (15.0 °C) and
	Phoenix (29.1 °C) are also higher than the MAAT by about 5 °C. Results using all quintiles

tend to be a little higher. Table 12(b) presents the θeq2 computed from the asphalt moduli reported in the same intermediate results file. These values fall between the MAAT and θeq.

Table 1 .Value of coefficient kc

 1 

	Material	Gravel/Bitumen mix (GB)	Bituminous concrete	High modulus asphalt (EME)
	kc	1.3	1.1	1

Table 2 . Value of coefficient ks

 2 

	Class of working platform	PF1	PF2	PF3	PF4
	Modulus (MPa)	20 to 50	50 to 120	120 to 200	Over 200
	ks	1/1.2	1/1.1	1	1

Table 3 . Differences between software packages

 3 

Table 4 . Reference axles

 4 

		ESAL130	ESAL80
		A63, Bordeaux (130 kN)	SERUL, Québec (80 kN)
	Standard dual tires		
		375 mm	305 mm
		r =125mm	r = 87,7mm
	Tire pressure (kPa)	662	827.4

Table 6 . Traffic frequency estimated at layer mid-depth (NCHRP, 2004)

 6 

		Estimated frequency at layer mid-depth (Hz)
	Operating	Representative	Thin HMA layer	Thick HMA layers
	speed (km/h)	HMA layer	wearing surface	binder/base
		(100 -300 mm)	(25 -75 mm)	(75 -300 mm)
	100	15-40	45-95	10-25
	70	10-30	35-70	15-20
	25	5-10	10-25	5-10
	1	0.1-0.5	0.5-1.0	0.1-0.25

Table 9 . Parameters of bituminous mixes for design using the Alizé-LCPC software

 9 

	Site	Bitumin ous mix	E(MPa) at 15 °C and 10Hz	ν	ε 6 (10 °C, 25Hz)	-1/b	n	kc	-10 °C	0 °C	E(MPa) at 10Hz 10 °C 20 °C	30 °C	40 °C
		BBSG 3	7000	0.35	100	5	0.5	1.1	16000	13500	9310	4690	1800	1000
	A63												
		GB 3	9000	0.35	90	5	0.5	1.3	22800	18300	11880	6120	2700	1000
		ESG 10	6000	0.35	---	---	---	1	21170	15050	8670	3950	1500	530
	SERUL												
		GB 20	7400	0.35	186	4.23	0.3806	1	19830	15250	9950	5200	2130	700

Table 10 . Parameters for dynamic moduli according to AASHTOWare PMED (cf. (Eq.16))

 10 

		A63, Bordeaux, France	SERUL, Québec, Canada
		BBSG 3	GB 3	ESG 10	GB 20
		4.1155	-5.5974	2.6164	0.7201
		2.3333	12.3067	4.0359	5.8505
		-0.35813	-2.38804	-0.77145	-1.54109
		0.57731	0.29534	0.39942	0.36455
	c	1.23985	1.48977	1.65163	1.79033
	SSE	0.02796	0.00138	0.01371	0.02711
	Se/Sy	0.08232	0.01711	0.02075	0.02882

Table 13 . Simulations for various climates (A63, LCPC-SETRA fatigue law, both software packages)

 13 

	θeq ( °C)	5	10	15 (Seattle)	19 (Bordeaux)
	Inputs				

Table 15 . Results of simulations for various climates -A63 (AASHTOWare PMED)

 15 

	a) Degradations after 20 years (with 26 cm GB 3 and 99% reliability)	
	Degradation mode	Seattle (MAAT = 10 °C)	Bordeaux (MAAT = 13.8 °C)	Phoenix (MAAT = 24 °C)
	Bottom-up fatigue cracking (%)			
	AASHTO 2018 fatigue law			
	 Hourly temperatures	31.0	100	100
	 E fixed at equivalent temperature θeq2	28.3	100	100
	Top-down cracking			
	 Version 2.5.5 (m/km)	154	255	711
	 Version 2.6.0 beta (%)	9.1	8.6	19.7
	Thermal cracking (m/km)	74	74	354
	Rutting, bituminous mix (mm)	2.0	3.1	9.0
	Rutting, total (mm)	5.4	6.6	12.9
	IRI (m/km)	2.6	3.1	3.5
	b) Lifespan (in years)			
	Degradation mode (threshold)	Seattle	Bordeaux	Phoenix
	Bottom-up fatigue cracking (%)			
	AASHTO 2018 fatigue law			
	 Hourly temperatures	22.9	13.8	3.8
	 E fixed at equivalent temperature θeq2	23.4	13.7	4.1
	Top-down cracking			
	 Version 2.5.5 (380 m/km)	> 60	36.8	5.6
	 Version 2.6.0 beta (25%)	39.2	40.2	27.1
	Thermal cracking (200 m/km)	> 60	> 60	9.6
	Rutting, total (20 mm)	> 60	> 60	> 60
	IRI (3 m/km)	25	20	8.8
	c) Minimum thickness of GB 3 layer for 20 years (cm) (fatigue criterion only)
	AASHTO 2018 fatigue law	Seattle	Bordeaux	Phoenix
	Hourly temperatures	25.0	28.6	38.0
	E fixed at equivalent temperature θeq2	25.1	28.5	37.0

Table 16 . Results with aggregated AASHTO fatigue law and Alizé-LCPC software (A63)

 16 

		θeq2 ( °C)	11.4 (Seattle)	17.1 (Bordeaux)	27.3 (Phoenix)
	Inputs	Layer moduli (MPa)	8663 11074	6044 7808	2577 3620
			120	120	120
		εt calc (µdef) *	41.9	55.3	99.8
		εt ad (µdef)	43.9	49.2	63.1
	Results	Lifespan (years) * Min. thickness of GB 3 (cm) (20 years design)	23.2 25.1	13.6 28.6	4.0 37.3

*Note: εt and lifespan calculated for 8 cm BBSG and 26 cm GB 3.

Table 17 . Summary of results for A63 (fatigue criterion only)

 17 

	a) Predicted lifespans with 26 cm of GB 3 (years)		
	Software	Fatigue law	Seattle (10°/15°/11.4 °C)*	Bordeaux (13.8°/19°/17.1 °C)*	Phoenix (24°/29°/27.3 °C)*	Other climates
		LCPC-	23.4	16.6	6.8	See Table
	Alizé	SETRA				13
		AASHTO	23.2	13.6	4.0	N/A
		AASHTO**	[22.9 / 23.4]	[13.8 / 13.7]	[3.8 / 4.1]	N/A
	AASHTOWare	LCPC-	23.6	16.8	6.9	See Table
		SETRA				13
	* (MAAT/θeq/θeq2) **Based on [hourly temperatures / constant equivalent temperature θeq2]	
	b) Minimum design thickness of GB 3 layer for 20 years lifespan (cm)		
	Software	Fatigue law	Seattle (10°/15°/11.4 °C)*	Bordeaux (13.8°/19°/17.1 °C)*	Phoenix (24°/29°/27.3 °C)*	Other climates
		LCPC-	25.2	27.0	31.9	See Table
	Alizé	SETRA				13
		AASHTO	25.1	28.6	37.3	N/A
		AASHTO**	[25.0 / 25.1]	[28.6 / 28.5]	[38.0 / 37.0]	N/A
	AASHTOWare	LCPC-	25.2	27.0	31.7	See Table
		SETRA				13
	* (MAAT/θeq/θeq2) **Based on [hourly temperatures / constant equivalent temperature θeq2]	

Table 18 . Summary of daily temperatures, SERUL site (November 24, 2010 to June 27, 2017) ( °C) Air 5 cm 10 cm 20 cm 30 cm 40 cm 60 cm 90 cm 110 cm 220 cm 300 cm
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	Min	-30.8 -24.1	-22.6	-20.7	-18.8	-16.9	-14.4	-11.3	-9.7	-2.3	0.0
	Mean	1.8	6.3	6.2	6.2	6.0	5.9	5.8	5.7	5.7	5.9	5.7
	Max	23.0 31.7	28.4	28.0	26.7	24.9	23.6	21.3	20.0	14.4	12.3

Table 19 . Results of the equivalent temperature calculation ( °C) -SERUL a) Based on AC temperature measurements (Nov 2010 to June 2017)

 19 

	Fatigue law (GB20)	Daily	Weekly	Monthly
	LCPC-SETRA (1994)	11.3	11.1	11.1
	Labo (Doucet, 1999)	12.5	12.4	12.3
	b)			

Based on AC temperature/moduli predicted by AASHTOWare PMED

  

			θeq		θeq2
	Period	Unbound layers			
			LCPC-SETRA	Labo	AASHTO
	Mid-quintile Constant Mr	8.5	9.4	2.6
	All-quintiles	(no freeze/thaw)	9.6	10.6	4.7
	Mid-quintile EICM variation	8.7	9.7	2.5
	All-quintiles	(freeze/thaw)	10.2	11.1	5.3

Table 20 . Bottom-up fatigue analysis based on θeq and θeq2 -SERUL (both software packages) Inputs AC temperatures Measured Generated by EICM from atmospheric hourly climate data

 20 Notes: * θeq, εt calc and lifespan determined for 20 cm total AC thickness **AASHTO variation of εt ad for AC thickness from 20 cm to the 20 years design thickness

		Unbound layers		Constant Mr (no freeze/thaw, cf. Figure 16a)		EICM variation (freeze/thaw, cf. Figure 16b)
		Fatigue law	LCPC-SETRA	Labo	LCPC-SETRA	Labo	AASHTO	LCPC-SETRA	Labo	AASHTO
		θeq ( °C) *	11.3	12.5	9.6	10.6	4.7 (θeq2)	10.2	11.1	5.3 (θeq2)
		Equivalent layers moduli (MPa)	7930 9270 250 109 54	7275 8660 250 109 54	8900 10160 250 109 54	8325 9635 250 109 54	11955 12775 250 109 54	8555 9845 250 109 54	8040 9375 250 109 54	11565 12455 250 109 54
		εt calc (µdef) *	71.6	75.3	66.9	69.6	56.1	68.5	71.0	57.2
		εt ad (µdef)	80.0	72.6	76.4	69.7	72.7-124.9 **	77.7	70.44	73.3-125.4 **
	Alizé	Lifespan (years) *	34.9	17.1	39.0	19.6	56.0	37.5	19.3	53.5
		Min. total AC (cm) (20 years design)	18.4	20.6	18.1	20.0	10.5	18.2	20.2	10.6
	AASHTOWare	% fatigue cracking Lifespan (years) * Min. total AC (cm) (20 years design)	2.7 39.8 18.1	21.8 19.1 20.2	2.1 44.3 17.8	15.8 22.4 19.7	1.3 61.0 10.3	2.3 42.7 17.9	17.3 21.5 19.8	1.4 58.3 10.4

Table 21 . Effect of variations in the modulus of unbound layers -SERUL (AASHTOWare PMED) Degradation mode

 21 

	Hypothesis on modulus
	of unbound layers
	(hourly climate data)
	Constant	EICM Variation
	(no freeze/thaw)	(freeze/thaw)

* Unstable oscillations: 2348 to 76 m/km when varying total AC thickness from 195 to 203 mm.

AASHTO T 321: Determining the Fatigue Life of Compacted Hot-Mix Asphalt (HMA) Subjected to Repeated Flexural Bending.

The following rule is used for all SERUL design thickness calculations in this study: adjust ESG 10 thickness to no less than 4 cm, then reduce GB 20 if further reduction is needed.
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Note: *𝐶 𝐻 = 250 for ℎ 𝑎𝑐 > 12.5 cm (Eq.9)  Process input to obtain values of traffic and climatic inputs, determine seasonal and aging variation of materials properties for each incremental period.

Does design meet criteria ? NO

Calculate accumulated damage and or distress at the end of each analysis period for entire design period.

Compute structural response using multilayer elastic theory for each load. Calculate stresses, strains and deflections. Calculate incremental damage.