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This paper presents an experimental study on the influence of inclusion rigidity on the shrinkage cracking in a concrete composite. For this purpose, a series of concrete samples are casted with artificial inclusions of different rigidities. These samples are subjected to different levels of drying in order to evaluate cracks induced by the drying shrinkage. The dried samples are then examined by using the non-destructive X-ray micro-tomography imaging method. Three-dimensional (3D) distributions of induced cracks in the dried samples are identified, including their location and shape. The influence of inclusion rigidity on the shrinkageinduced cracking process is clearly demonstrated. It is found that the shrinkage-induced cracking is strongly enhanced by the stiffness difference between the inclusion and cement paste. The experimental results obtained in this study allow to improving understanding of the mechanism of shrinkage cracking in concrete composites.

Introduction

Concrete materials are widely used in different kinds of engineering structures. When 2 they are exposed to a low relative humidity, micro-cracks and fracture are created due to the 3 inhomogeneous desiccation shrinkage of constituent components. In general, due to hydric 4 gradient, the surface area shrinks faster than the internal zone and a non-uniform shrinkage 5 process is generated in a concrete body. Consequently, surface cracks are widely observed at 6 the macroscopic scale in many concrete structures [START_REF] Baant | Effect of cracking in drying and shrinkage specimens[END_REF][START_REF] Hwang | Drying shrinkage of portland cement pastes i. microcracking during drying[END_REF]. At the scale of aggregates, micro-7 cracks are generated due to the fact that the shrinkage of cement paste is constrained by 8 the stiff inclusions [START_REF] Hobbs | Influence of aggregate restraint on the shrinkage of concrete[END_REF]. As a result, hydro-mechanical properties of concrete materials can 9 be significantly affected [START_REF] Bisschop | Effect of aggregates on drying shrinkage microcracking in cement-based composites[END_REF][START_REF] Wong | Influence of the interfacial transition zone and microcracking on the diffusivity, permeability and sorptivity of cement-based materials after drying[END_REF], for instance, the decrease of elastic modulus and mechanical 10 strength and the increase of permeability. Therefore, a large number of studies have been performed to investigate different influences of inclusions (aggregates) on the drying cracking process of concrete composites, including inclusion size and volume fraction [START_REF] Grassl | Influence of aggregate size and volume fraction on shrinkage induced micro-cracking of concrete and mortar[END_REF] and others.

To the best knowledge of authors, the influence of inclusion rigidity on the shrinkage cracking has not been widely studied in experimental investigations. This is partially due to the difficulty of getting a 3D cartography of cracks without modifying the microstructure of the sample and selecting inclusions compatible with the imaging technique. The main objective of the present study is then to investigate the influence of inclusion rigidity on the shrinkage cracking in concrete composites by using a non-destructive laboratory testing method.

In order to visualize the evolution of microstructure, different types of techniques have been developed, for instance, acoustic emission measurement [START_REF] Shiotani | Temporal and spatial development of drying shrinkage cracking in cement-based materials[END_REF], infrared thermography, impregnating florescence microscopy [START_REF] Bisschop | How to study drying shrinkage microcracking in cement-based materials using optical and scanning electron microscopy?[END_REF] and environmental scanning electron microscope [START_REF] Bisschop | How to study drying shrinkage microcracking in cement-based materials using optical and scanning electron microscopy?[END_REF].

Each technique has different advantages and shortcomings. The environmental scanning electron microscope is generally limited to regions very close to the surface of sample and more suitable for the small-scale observation of fine micro-structure such as morphology and mineral compositions. The method with a fluorescent epoxy impregnation also has limitation in observation depth from the surface of sample. The acoustic emission is more suitable to detect the appearance of cracks and widely combined with other methods [START_REF] Alam | Fracture examination in concrete through combined digital image correlation and acoustic emission techniques[END_REF].

In addition, some of those techniques are destructive and can lead to secondary microcracks. With the development of imaging technology and computer processing, the X-ray computed micro-tomography (XCMT) becomes a very powerful non-destructive monitoring technique. This technique is able to provide high resolution images to capture the evolution of micro-structure and can be easily combined with in-situ mechanical tests. It has been widely used for cement based materials for the identification of micro-structure [START_REF] Lu | X-ray microtomographic studies of pore structure and permeability in portland cement concrete[END_REF][START_REF] Gallucci | 3d experimental investigation of the microstructure of cement pastes using synchrotron x-ray microtomography (µct)[END_REF][START_REF] Landis | Three-dimensional work of fracture for mortar in compression[END_REF], the characterization of induced micro-cracks under different loading conditions [START_REF] Landis | Three-dimensional work of fracture for mortar in compression[END_REF][START_REF] Elaqra | Damage evolution analysis in mortar, during compressive loading using acoustic emission and x-ray tomography: Effects of the sand/cement ratio[END_REF], the micro-structural degradation during chemical leaching [START_REF] Burlion | X-ray microtomography: application to microstructure analysis of a cementitious material during leaching process[END_REF][START_REF] Rougelot | About microcracking due to leaching in cementitious composites: X-ray microtomography description and numerical approach[END_REF], and the drying cracking [START_REF] Szczesniak | Compressive strength of cement-based composites: Roles of aggregate diameter and water saturation degree[END_REF], etc. The XCMT imaging technique provides 3D full-field visualization and very rich information on the material micro-structure, such as crack shape, size and distribution. In the present study, the XCMT technique will be used to characterize the drying shrinkage cracks developed in concrete composites with different types of inclusions (aggregates). The emphasis is put on the effect of inclusion stiffness or rigidity on the process of drying shrinkage induced micro-cracking. A series of concrete samples are fabricated by using different kinds of artificial inclusions of different rigidities. These samples are subjected to different levels of drying in order to create shrinkage-induced cracks. High resolution X-ray micro-tomographic images are taken from the cracked samples. The three-dimensional patterns of shrinkageinduced cracks are established and compared between the different samples. The influence of inclusion rigidity on the cracking patterns is analyzed and discussed.

The present paper is organized as follows. The sample preparation procedure, experimental device and testing program are first presented. Qualitative results on the shrinkageinduced cracks patterns are then shown. The identification and quantification of the crack networks are finally presented.

Sample preparation and experimental program

In concrete, due to the great variability of inclusions (i.e. shape, size, distribution and porosity, etc.) and the eventual reaction between cement matrix and inclusion, it is very difficult to analyze the mechanisms controlling the creation and development of cracks. For the sake of simplification and considering the idea initially proposed by Bisschop and van Mier [START_REF] Shiotani | Temporal and spatial development of drying shrinkage cracking in cement-based materials[END_REF], the present work is performed on a cementitious composite made with a 40% volume fraction of spherical inclusions and a 60% volume fraction of cement paste. This type of composite allows us to study a simplified cementitious composite, in which spherical inclusions are distributed in a mono-disperse manner.

Sample preparation

Firstly, the influence of inclusion rigidity on the shrinkage cracks is experimentally studied. In order to better achieve a micro-tomographic imaging and taking advantage of the difference of X-ray attenuation coefficient between cement paste matrix and inclusions, five types of cementitious composites have been formulated by using five different materials as inclusions: Titanium, Zirconium, Glass, Polyamide and polyoxymethylene (Fig. 1). These five spherical inclusions have a smooth, rounded surface with the objective of minimizing the bonds at the interfaces between cement paste and inclusions. The diameter of inclusions is 2mm so that the opening of cracks is sufficient to be detectable at the available resolution (see the previous work in [START_REF] Li | Effects of inclusion stiffness on the cracking of cementbased composites under drying: a numerical study[END_REF]). It should be noticed that the volume fraction of inclusions is 40% in each composite. In order to fit the field of view of camera used in the micro-tomographic imaging, the cylindrical samples is selected to be 8mm in diameter and 15mm in height. A typical CEM I 52.5 cement is used according to the European standards. A W/C ratio of 0.5 is adopted and this ratio is capable of ensuring a casting without requesting strong vibration. For each type of cementitious composites, one sample is casted and conserved in lime saturated solution under 20 • C for more than one month. For the sake of convenience, all the samples are labelled with respect to the type and stiffness of inclusions (for instance: Zr-200 for Zirconium with a Young's modulus of 200GPa). The main properties of inclusions (density, Young's modulus, Possion's ratio, hardness, thermal dilatation coefficient and hydric properties) are given in Table 1. And the linear thermal expansion coefficient of the cement paste used in this study is about 10 × 10 -6 / • K [START_REF] Chen | Effect of polymer addition on the thermal stability and thermal expansion of cement[END_REF]. Hardness Rockwell (HR); Ball Indentation Hardness (BIH). These methods are used for different kinds of materials. There are no direct and unique conversion formula between them, only some empirical relations.

Drying procedure and micro-tomographic acquisition

All the samples are firstly conserved in a lime saturated solution at a temperature of around 20 • C to ensure the maturation of the cementitious matrix and a full water saturation of samples. As under a small hydric gradient, the drying cracking may not be very obvious and the detection of fine cracks will be very difficult, two successive drying steps are used here respectively with a large variation of relative humidity and temperature.

In the first step, the relative humidity (RH) is reduced to 12% under a temperature (T) of 20 The obtained values of normalized mass loss for five types of samples are given in Fig. 2. It would be ideal to take micro-tomographic images just after the temperature is increased.

Therefore, only the micro-tomographic images at three moments are taken and analyzed in this study. More precisely, for the inclusions case1 and case2 used in this study (see Table 1), their thermal expansion coefficients are clearly higher than that of the cement paste (about 10 times). The thermal expansion induced cracking can be an important process for these two composites. However, for the other three types of inclusion, the difference of thermal expansion between the inclusions and the cement paste is very small. The thermal expansion induced cracking process should be less significant. However, more detailed investigations should be performed in future works.

The micro-tomographic acquisition is carried out by using the ISIS4D platform [START_REF] Natalie | ???? Isis4d -in situ innovative set-ups under x-ray microtomography[END_REF] as shown in Fig. 3. The X-Ray beam is produced by a micro-focus X-ray tube with a tension of 100kV for the case4 (Ti-112) and 80kV for the other cases. To reduce the signal interference by beam hardening [START_REF] Brooks | Beam hardening in x-ray reconstructive tomography[END_REF], a aluminium filter with a thickness of 0.1mm is adhered to the source.

The flat panel detector has a resolution of 1920×1536 pixels. Helicoïdal acquisition is used and allows us to scan the entire height of studied samples. The number of radiographies for each sample is 4320. The procedure for a tomographic scan is illustrated in Fig. 4. The resolution of the XCMT imaging used here is about 7 µm. For the sake of simplicity and based on some previous studies [START_REF] Lenoir | Volumetric digital image correlation applied to x-ray microtomography images from triaxial compression tests on argillaceous rock[END_REF][START_REF] Dezecot | In situ 3d characterization of high temperature fatigue damage mechanisms in a cast aluminum alloy using synchrotron x-ray tomography[END_REF], the voxel size is assumed to approximately equal to the resolution of the instrument, that is 7 µm. As a consequence, cracks with a width smaller than this value are not detected while cracks with a width entre 7µm and 14 µm are also difficult to identify. 

Image processing method

In order to obtain reliable reconstructed images form the experimental analysis, some treatments are used to reduce the inherent defects or artifacts in the acquisition technique.

Some preventive measures are also considered to avoid the aliasing, for example, using appropriate sampling frequency, detector and number of projections, etc. In the present study, the acquisition with helicoïdal mode, the polychromaticity of X-ray will cause the beam hardening phenomenon [START_REF] Brooks | Beam hardening in x-ray reconstructive tomography[END_REF]. For the purpose to reduce the coupling artifacts of beam hardening, in combination of the aluminium filter adhered to the source, a procedure for adjusting attenuation curves [START_REF] Hammersberg | Correction for beam hardening artefacts in computerised tomography[END_REF] is adopted by readjustment of the polynomial curve.

Based on the reconstructed 3D volume, the cracks networks developed in the samples are identified, visualized and quantified. The image segmentation is obtained by using the grey values of every voxel. The obtained measuring results are the volume and surface of cracks.

The volume is equal to the multiplication of the number of voxels in the porous phase and the elementary volume of a voxel (a 3 ). The surface corresponds to the multiplication of voxel numbers of facets and the area of a facet (a 2 )in the porous phase which are in contact with the solid phase. In practice, the volume changes is presented by the number of counted voxel while the surface is described by the number of detected pixels.

In this study, the experimental observations of a selected cross-section are compared between the three scanning states (the initial state, the end of the step 1 and the end of the step 2). For each acquisition, it is difficult to place the sample in the same position.

Moreover, due to the fact that the sample may not be placed absolutely vertically, a rotation angle is necessary. Consequently, the presentation of studied cross-section may be a little different for three acquisition moments. In view of this, an image registration is realized on the reconstructed images. Totally, two reconstructed volumes of each studied sample are registered by the way of rigid transformation based on the geometric characteristics i.e. the positions of the beads or cement paste.

As the samples are initially saturated and then dried, the compositions of sample may be modified due to the moisture change. As a result, the attenuation coefficient of the same sample may be slightly different between the different moments. This change is observed as the displacement of the grey level in the histogram. Therefore, the calibration of histogram allows us to acquire the useful information with the same threshold. Characteristics of the image can be enhanced in order to help segmentation of cracks by applying filters: a median filter and an anisotropic diffusion filter will be used in this study [START_REF] Weickert | Anisotropic diffusion in image processing[END_REF][START_REF] Krissian | Oriented speckle reducing anisotropic diffusion[END_REF]. After these treatments, the surface and volume measurements will be less sensitive to the selected threshold values.

First qualitative results of cracking patterns

The main experimental results obtained on five types of samples are presented in this section. In order to illustrate the influence of inclusion rigidity on the shrinkage cracks of cementitious composites, the experimental results of saturated states and different drying steps are compared and analysed. The debonding of interfaces between the cementitious matrix and inclusions can also be clearly seen for the cases 4 and 5.

The micro-tomographic acquisitions will be able to more deeply investigate the effect of drying on those samples. In Table 2, one shows the selected cross-sections (around the mid-height of samples) inside the samples for the different drying steps. Due to their small sizes and the presence of inclusions, the studied samples are very fragile. With the presence of drying induced cracks, they become more fragile. Therefore, some samples are broken into pieces and then the sample scan becomes more difficult. The superficial cracks observed in samples after the last step of drying (105 • C)are shown in Fig. 5. Except for the case 2 (Pom-3), almost no surface cracks are observed in the cases with a small value of Young's modulus (for instance case 1 (Pam-2)). However, the cracks become more and more numerous with the increase of inclusion stiffness (one large crack in case 3 (Gl-68), lots of cracks for cases 4(Ti-112) and 5(Zr-200)).

The initial saturated samples are firstly compared. In general, no cracks are visible in the samples except the sample with polyamide spheres (case 1:Pam-2). When the samples are saturated, two types of initial pore voids can be observed: one is air bubbles and relatively large and varied width strips; another is located around the spheres or in the matrix. Most of these void extend in the horizontal direction due to the unsatisfactory filling in the preparation process of samples. On the other hand, some cracks are observed in the saturated samples with polyamide spheres (case 1: Pam-2) and often located around the spheres and in a radial direction around inclusions. These cracks may be related to the water absorption of Pam, which induces the expansion of inclusions at early age. through their X-ray attenuation. In general, when the attenuation is weaker, the color of obtained images is darker, and vice versa. In the case with Zirconium inclusions, due to their X-ray strong attenuation, the inclusions and the cement paste have a high contrast between their images. This high contrast makes that the inclusions have a high brightness and light color while the cement paste is close to black color. This makes it very difficult to distinguish cracks from the cement paste. More precisely, in Table 2, one can observe that for the case 4 the cement paste and cracks are both indicated by a very close gray color. Therefore, cracks in this kind of composite is hardly detectable with the present micro-tomographic technique. After the first phase of the drying process, no obvious cracks are observed in the case 2 (samples with polyoxymethylene spheres). Conversely, some very fine cracks begin to appear in the sample with Titanium spheres (case 3) mainly around the inclusions or between them.

However, these cracks are too thin to be seen clearly due to the fact that gray values are very close to that of surrounding material. In the case with other spheres (cases 4 and 5), cracks are more obviously developed than the case 3 but a similar distribution pattern is observed. At the end of the second drying step, wider and longer cracks appear in all the samples and some of them join to each other. It is observed that cracks are significantly created during the second drying step. When these samples are heated to 105 • C and the dried at this temperature, the cracks width increases obviously. However, it is important to point out that the physical mechanisms of cracking during the second step are complex [START_REF] Soroka | Concrete in hot environments[END_REF].

Cracks are generated by both the thermal expansion and hydric drying. In particular, for the cases 1 and 2, the thermal expansion coefficients of inclusions are about 10 times higher than that of the cement paste which is about 10 -5 / • C. This large difference of thermal expansion between the inclusions and cement paste can generate important tensile radial stresses around the inclusions leading the creation of radial cracks. As no XCMT images are taken just after the heating, it is not possible to distinguish the cracked induced by the thermal expansion from those by drying process. However, for the other samples, for instance the case 3, the difference of thermal expansion is very small between the inclusions and cement paste, it seems reasonable to assume that the drying cracking is the principal process during the second step. The cracks shown in Table 2 for the case 3 are mainly created by the drying shrinkage of the cement paste.

Indeed, by assuming that no water is present inside the inclusions, the drying steps leads to the decrease of waste content in the cement paste. The desaturation induced the volumetric shrinkage of cement paste. Due to presence of inclusions with a higher stiffness than that of the cement paste, the free shrinkage of the cement paste is restrained. This will generate a stress concentration around the inclusions and the creation of cracks. In the case of spherical particles, tensile tangential and compressive radial stresses are generally generated around the inclusions. The tensile tangential stress leads to the nucleation and propagation of radial cracks (see Table 2). In case of non-spherical inclusions, more complex cracking patterns can be obtained. Moreover, the amplitude of tensile stress depends on the difference of stiffness between the cement paste and inclusions. When the inclusions are much stiffer than the cement paste, a high tangential stress can be generated. In our study, the elastic modulus of inclusions in the case 3 is higher than those in the cases 1 and 2. One can see that the drying induced cracks during the first step are more important for the case 3 than for the cases 1 and 2.

However, a special attention is paid on the sample with polyamide spheres (case 1).

Differently from the other cases (2-4), some cracks are also observed even at the initial saturated state (see Table 1). Moreover, cracks are created at a very early moment during the first drying step. These results may be due to the water absorption ability of polyamide.

By comparing the edge of polyamide spheres in two drying steps, it can be noted that the circumferential cracks seem very similar in two step. Additionally, it is verified that the circumferential cracks (i.e. interface debonding between inclusions and matrix) in two drying phases are created by the contraction of spheres, which are due to the water lost and can be measured by the pixels of spheres.

By comparing the samples with glass inclusions (case 3) and Titanium spheres (case 4), more circumferential cracks are observed in the sample with glass spheres. This difference should be related to the strong X-ray attenuation coefficient of Titanium spheres, leading to an image of inclusions with high brightness and light color. As a result, the cracks around the inclusions may be hindered.

As, mentioned above, due to the technical limitation of the experimental device, no scanned images are taken just after increasing temperature to 105 • C. Therefore the effects of differential thermal expansion on the cracking process cannot not be quantified here. As a result, it is not possible to distinguish the thermal expansion induced cracks from the drying induced ones, in particular for the cases 1 and 2. However, for the cases 3, 4, and 5, due to the small difference of thermal expansion between the cement paste and inclusions, we can assume that the thermal expansion effect is relatively small.

Identification and quantification of the crack network

The crack network in four types of cementitious composite are compared and analysed in this section.The general procedure of image analysis is firstly presented via a sample with Titanium spheres (case 4). The gray value histograms of case 4 are given in one cross-section (Fig. 6). Different phases are represented by the observation of different picks. In order to get a good presentation of cracks, some image filter techniques are used. Median filter reduces the noise and enhances image characteristics while anisotropic diffusion filter homogenize the gray value in each phase. Therefore, the difference between the obtained results of two filters can help to see more clearly the cracks. Meanwhile, the intermediate value at the interface of cement paste and inclusions will also be highlighted. Finally, a filter analysis is done to eliminate the smallest noise, which is assumed as creating connected components and smaller than 100 voxels. The same image analysis has been performed for all the samples. By using the image analysis procedure described above, cracks are visualized and detailed in Table 3. The same color denotes a family of connected cracks. The color assignment is randomly generated by the image analysis software. One can note that the gray values at both ends of the specimen are often prone to bias and interference information are more easily introduced during image segmentation. Moreover, some samples are even broken, in which only subsets of volume for the cracks detections are used. On the other hand, at the interface between inclusions and matrix, there are often many intermediate gray values which are very close to the gray value of cracks. In order to avoid these effects, the edge of spheres and the spheres are also removed in the final image. As a result, the circumferential cracks are not included in the samples 3. A refining procedure will be proposed later (avoiding the use of the additional mask) in order to take into account the circumferential cracks for suitable composites (glass and polyoxymethylene spheres). In Fig. 7, one shows the evolutions of the volume and area of cracks during the two drying steps for 4 concrete composites. The continuous lines represent the cracks excluding the circumferential cracks or debonded interfaces for which an additional mask is applied. For the glass and polyoxymethylene spheres for which a very small number of circumferential cracks and or debonded interfaces is observed, the dashed lines represent all the cracks observed.

Due to the different size of subsets, the quantities of cracks are given in standardized form (convert to quantities per slice). Again, it should be noted that in the cases 1 and 2, important radial cracks can be induced the differential thermal expansion during the heating phase and those thermal cracks cannot be separated from the drying induced ones. The cracks develop progressively with the drying processes in all samples,except for the samples with polyamide spheres (case 1). By comparing the total cracks with the radial cracks in glass (case 3) and polyoxymethylene (case 2)composites, it is found that most of cracks are circumferential cracks. Therefore, it may be possible that such circumferential cracks also exist in the titanium composite (case 4) and cannot be measured due to artefacts around inclusions, which are related to the strong contrast in the X-ray absorption coefficient between titanium and the cementitious matrix. The same evolution tendency are observed in cracks surface and volume.

The evolution of volume and surface of cracks with the Young's modulus is shown in Fig. 8. In this figure, only the results for three types of composites are compared. By eliminating the impact of temperature on polyoxymethylene spheres (case 2) that expansion increases more the number of cracks than for other sphere materials (see dilation coefficient in Table .1), one can see that the total amount of cracks increases with the Young's modulus.

According to the radial cracks, the same evolution tendency is observed while the amplitude is smaller. By comparing the results of the samples with glass (case 3) and Titanium (case 4) spheres, the total cracks increase with the Young's modulus while the radial cracks are almost unchanged. As a result, one can conclude that the quantity of radial cracks have a slight increase with Young's modulus. S t e p 1 -a l l c r a c k s S t e p 2 -a l l c r a c k s S t e p 1 -w i t h o u t c i r c u m f e r e n t i a l c r a c k s S t e p 2 -w i t h o u t c i r c u m f e r e n t i a l c r a c k s Figure 8: Evolution of the volume and area of crack space with Young's modulus A significant increase in total cracks is observed in the samples with polyoxymethylene (case 2) and glass (case 3) spheres while no significant increase of cracks are observed in the sample with Titanium spheres (case 1).These observations can be explained by the following phenomena:

(1) Crack detection is more difficult for samples with Titanium spheres after drying at 20 • C and HR=12% because of the very small width having a few pixels. The difference of grey level between the cracks and the matrix is not so obvious than that in the other specimens. The high attenuation coefficient for Titanium spheres generates beam hardening and may lead to underestimate of circumferential cracks. Moreover, the debonding of aggregates from a cement paste in drying due to the restriction of aggregates can probably take place without being visible as an "open" debonding crack.

The radial compressive stress associated with the inclusions restriction may lead to the closure of debonding cracks that were formed by shearing [START_REF] Goltermann | Mechanical predictions of concrete deterioration; part 2: Classification of crack patterns[END_REF];

(2) With a greater Young's modulus, the local effect should be more important. But there may be an apportionment of cracks around spheres, means cracks become thinner in width so that they are more difficult to be detected [START_REF] Goltermann | Mechanical predictions of concrete deterioration; part 2: Classification of crack patterns[END_REF];

(3) Other parameters for Titanium can also have an additional impact on the cracking, such as rugosity of the spheres surface.

In view of these phenomena, the results for the samples with Titanium spheres is not representable. In general, the cracks surfaces increase with the Young's modulus under a strong drying (step 2, T=105 • C). Furthermore, some different crack-pattern measurements may be applied to the segmented crack spaces, for instance connected component analysis and cracks orientation.

As a special attention of present study is put on the width and length of cracks,the measured crack width in different specimens are shown in Fig. 9. The largest number of cracks is concentrated in the range of about 5-6 pixels, which is equal to about 35-42 µm for all samples. The crack width ranges mainly from about 3 pixels to 30 pixels (about 21-210 µm) for samples with Titanium spheres, polyamide spheres and glass spheres (case 1, case3-5) while the crack width is expanded to about 60 pixels (420 µm) in the sample with polyoxymethylene spheres (case 2). Note that the crack width may be a little overestimated because of the image filter. In addition, some large cracks may be related to the defects or initial pores. It can be observed that more thin cracks are presented in the sample with titanium spheres (case 4) than the sample with glass sphere (case 3). An underestimation of thin cracks in the sample with titanium spheres (case 4) may be more important than the sample with glass spheres (case 3). The accumulated length of cracks in different samples is given in Fig. 10. It can be seen that this accumulated length of cracks is largely lower in case 3 than in the case 4. These observations are consistent with an increase number of thinner cracks in titanium composite and the underestimation of volume of cracks is more important in the sample with titanium and may explain the discrepancies of resolution of the X-ray microtomography (Fig. 10). Base on the experimental investigation, some partial conclusions are taken:

• X-ray microtomography was able to detect the changes in cracking pattern for different composites;

• Several biases may exist in the computation of crack volume and are mainly related to the images resolution and the cracks detection. Moreover, they may be due to the artifacts, for instance in the composites with a high contrast in X-ray attenuation coefficient between inclusions and cement matrix;

• In the samples with a higher Young's modulus, a greater increase in the crack surface is observed with an increase of the inclusions' stiffness , specially in the dramatically dried specimens (T= 105 • C). This observation tends to be confirmed by a greater number of thin cracks and a greater cumulative length of cracks in titanium composite than in glass one.

However, due to a number of artifacts and the achievable X-ray imaging resolution, it is difficult to draw the definitive conclusions in terms of the quantitative evolutions of crack characteristics with the rigidity of inclusions. Further studies are still needed.

Conclusions

In the present work, an experimental study has been performed to investigate the influence of inclusion stiffness on drying shrinkage-induced cracking in concrete composites.

Based on the obtained results, the following main remarks can be formulated.

• The cracking process induced by drying shrinkage and heating has been clearly captured by using the X-ray micro-tomographic imaging technique.

• The experimental results have clearly shown that when the cement paste shrinkage was restrained by the stiffer inclusions, radial cracks were induced and driven by tensile circumferential stresses. Cracks of cement paste between inclusions were also generated due to the strong interactions between inclusions. The drying shrinkage induced cracking was enhanced when the increase of elastic stiffness of inclusions.

• Heating was used to accelerate drying kinetics during the second step of drying tests.

However, the heating induced cracks were not separated from those induced by drying shrinkage. But as the first observation, the heating enhanced the cracking process due to the difference of thermal expansion between the inclusions and cement paste.

In future studies, the thermal expansion induced cracks should be characterized by suitable experimental methods in order to distinguish them from those induced by the drying shrinkage. Appropriate three dimensional numerical simulations should also be developed for the description of drying shrinkage and heating induced cracking processes.
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Table 1 :

 1 Parameters for different materials of inclusions *

		Case1	Case2	Case3	Case4	Case5
	Materials	Polyamide 6.6	Polyoxymethylene Glass	Titanium	Zirconium
	Density (g/cm 3 )	1.14	1.40	2.50	4.45	6.05
	Young's					
	modulus	1.70-2.00	2.40-2.80	68	112	200
	(GPa)					
		100D	80D			
	Hardness **	78-121HRR	69-121HRR	465-585HK	28-42HRC	1100HV
				450-550HV	290-420HV	
		85-180MPa BIH	30-179MPa BIH			
	Linear					
	thermal					
	expansion	70-100	80-100	9.6	8.9	10
	coefficient					
	(10 -6 / • K)					
	Thermal					
	conduc-tivity	0.2-0.3	0.2-0.31	1	16	2
	(W.m -1 .K -1 )					
	Water ab-sorption	2-4%	0.25%	-	-	-
	Poisson's ratio	0.38-0.45	0.35-0.43	0.17-0.25	0.26-0.34	0.23-0.32
	* The underlined values are provided by the material production company, the others are obtained from
	literature review.				
	** Hardness Knoop (HK); Hardness Shore Durometer (D); Hardness Vickers (HV); Hardness Brinell (HB);