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Les personnes visuellement impaires ont besoin dâaide pour se déplacer en toute sécurité. Pour ce faire plusieurs Outils dâaide au déplacement sont utilisés pour leurs permettre d'être autonome dans leurs déplacements. Parmi ceux-ci, la canne blanche qui est mondialement reconnue comme signe de déficience visuelle. Dans le présent travail, nous mettons en place une canne blanche électronique qui utilise la technologie des capteurs pour prévenir le malade visuel des obstacles qui se dressent sur son chemin dans un rayon de 2m au sol ou en hauteur en lui envoyant des instructions vocales via un kit oreillette. Nous proposons aussi une application mobile de suivi temps du malade visuel et une application WEB pour le contrôle d'accès à l'application mobile.

ABSTRACT.

Visually impaired people need help to travel safely. To make this possible, many travel aids have been designed. Among them, the cane which is considered as a symbol of visual deficiency in the whole world. In this work, we have built an electronic white cane using sensors' technology. This intelligent cane detects obstacles within 2m on the ground or in height, and sends vocal instructions via a Bluetooth headset. We have also built an Android application to track in real time the visually impaired and a WEB application to control the access to the mobile one.

Introduction

Many situations can deprive human beings from freedom. Visual impairment is one that make people completely dependent on their caregivers. Indeed, a visually impaired person cannot move freely or carry out any activity that requires vision. To facilitate their integration into society and allow them to make good decisions while moving, they benefit from external assistance provided by caregivers, trained dogs, white canes, small electronic devices. The white cane remains one of the most widely used tools by visually impaired. It not only enables visually impaired people to avoid obstacles. This device is widely recognized as symbol of blindness. However, it does not allow the visually impaired to freely carry out their daily activities. It does not detect obstacles above the belt such as: truck mirrors, sloped branches, advertising signs. It is also not possible to be aware of the presence of a close obstacle before touching or detecting it. These different situations expose visually impaired people to frequent severe body shocks. To avoid this situation, electronic canes have been invented. They use sensors or stereovision technologies. Tremendous efforts are made today to improve electronic travel aid solutions. Unfortunately, these solutions are almost unused or unknown in most African countries. Over 90% of people suffering from visual impairment live in developing countries. Africa is the most vulnerable continent of all. Moreover, the solutions on the market are not suited to our realities. This paper aims to produce an electronic cane model, easy to use, and suited to Africa's realities.

Based on studies about visually impaired needs, the design of an electronic smart cane seems to be the best way to help them in their daily life. It is globally recognized as a symbol of visual deficiency. It makes the blind feel safe. It is a handy tool that can be easily used by anyone, even disabled people. To overcome problems associated with traditional white canes, Electronic Travel Aids, ETAs, have been invented since the 19th century. In [1], the author defines ETAs as active devices that emit and receive waves (electromagnetic or acoustic) to explore the environment within a certain perimeter, or passive receivers that receive the light reflected by the different obstacles. They process the information and provide the user with information on the configuration of nearby obstacles. Electronic canes identify physical quantities and transform them into information thanks to the knowledge of the physical phenomena involved. They provide information on the shape of obstacles, their dimensions, colours and even the distance between them and the user. ETAs' industry, has been undergoing a constant and remarkable evolution for several years now. Thus, many generations of solutions have been developed. These ETAs can be classified in terms of technologies used to build them. We can identify two main generations of electronic canes. Electronic canes using:

-ultrasound sensors and/or laser and/or IR sensors [2,4,[START_REF] Bibliographie | Contribution a la télémetrie optique active pour l'aide aux déplacements des nonvoyants[END_REF]; -cameras, electro-tactile system, Oh I see (the vOICe), stereovision systems [6,7].

Proposed system

The proposed system is a set of a smart stick and a real time tracking mobile application. The smart stick uses a network of ultrasound and IR sensors to detect obstacles (within a range of 2m in height or on the ground), a Raspberry Pi to process data and a GPS module to collect satellite data. On the one hand, sensors send data collected from the blind's environment to the Raspberry Pi. This last, processes the data and send vocal instructions to the visually impaired through a Bluetooth headset connected to the smart stick. On the other hand, the GPS module forwards satellite information to the Raspberry Pi which processes them. Then, sends them back to mobile and WEB applications via a REST API.

System overview

The proposed system is presented by Fig. 1. The system has three major modules : smart stick, web application and mobile Application. These modules communicate through an API. The intelligent cane is a normal white which embeds sensors.

Choice of sensors

As far as the proposed system is concerned, sensors enable us to evaluate the distance between the visually impaired and obstacles. The most widely used distance sensors are: ultrasound sensors, laser sensors, IR sensors, radar sensors. Some Criteria are used to choose sensors. They are range, precision, cost and interference sensitivity. The laser and radar sensors can detect near and far obstacles. However, laser sensors are very expensive, which contradicts our aim to provide people with an affordable solution. They are also less precise for close obstacles detection. Radar sensors are not able to detect small objects because of their medium accuracy, which is not good for our system. Ultrasound sensors detect close obstacles with a very good accuracy depending on their measurement cone. Nevertheless, very close obstacles are less likely to be detected. IR sensors are very accurate but only detects very close obstacles. Both, ultrasound and IR sensors are cheap and detect small objects. They fit with our system requirements. Actually, we use an ultrasound sensor HC-SR04 and an IR sensor Sharp GP2Y0A02YK0F for the system.

GPS module NEO-6M

The GPS module provides location data (longitude and latitude) from satellites. This is collected with the GPS module EEPROM antenna. It sends a big stream of data in NMEA format. NMEA consists in several sentences. However, we just need one sentence. This sentence starts with $GPGGA. It contains useful information such as: coordinates, time. These information are comma separated. Thus, we can extract information from $GPGGA string by counting the commas. The latitude is found after two commas and the longitude after four commas. The GPS module sends data collected to the cane's process unit which is the Raspberry Pi.

Raspberry Pi

To make the system works, we need a Logical Processing Unit (LPU)to communicate sensors' data to the visually impaired. For this purpose, we can use micro-controllers such as Arduino, PIC18F46k80, etc. However, we are dealing with a two modules system. In fact, we have the stick and a software linked to it. A real computer is the best candidate to make them communicate. Then, we use the Raspberry Pi Zero W as the stick's LPU. It is a mono-card nano computer with a built-in WiFi and bluetooth and needs 5V as operating voltage. The Raspberry Pi Zero W processes data collected by sensors and send them either to the REST API or the users. In fact, it computes the distance between the user and the obstacle and sends vocal instructions to users via a bluetooth headset. The Raspberry Pi W is also responsible of voice synthesis. In fact, it holds a text-to-speech engine, SVOX Pico, which enables us to send vocal instructions to the stick's users.

Electronic configuration

In order to detect obstacles accurately, sensors should be placed at optimal positions on the stick (Fig. 2). We propose a cane of length l, depending on its user height. The angle β, between the cane and the horizontal which is an input parameter. The proposed system uses three sensors. Two ultrasound sensors and an IR sensor. The IR sensor will detect obstacles on the ground and at a distance d1 less than or equal to 1m (d1 ≤ 1m). The lower ultrasound sensor, on the one hand, is placed at distance d4 and will detect obstacles on the ground at a distance d between d1 = 1m and d2 = 2m ( d1 ≤ d ≤ d2). The upper ultrasound sensor, on the other hand, can detect obstacles above the belt up to 2m in height.

Several parameters are involved in the cane's electronic configuration. We will be interesting in finding γ, α, δ, c1 and c2.

γ: the angle between the cane and the upper ultrasound sensor; -α: the angle between the cane and the lower ultrasound sensor; -δ: the angle between the IR sensor and the cane; -c1: the distance between the end of the ultrasound sensor and the floor; -c2: the distance from the end of the IR sensor to the floor. To calculate them, we used geometric properties including the theorem of Al-Khashi or the law of cosines. We have:

           l = 120cm β = 113 d4 = 2 5 .l = 48cm , d5 = d4 -5cm = 43cm d6 = (l-d4) 3 = 24cm d1 = 100cm , d2 = 200cm
The table 3 summarizes the sensors' inclination angles information. .

Results and discussion

Before assembling all the cane's components, we test each of them. Based on the time used by the ultrasound sensor to reach obstacles and analog outputs of the IR sensor we can evaluate our system performances. The table below summarizes results derived from computations and measurements. Even though the proposed solution has been influenced by [3]. The results shows that combining infrared range and ultrasonic sensors may lead 

Conclusion

Visually impaired people represent 5% of the world's population. More than 26 millions of them are in Africa. They need a social inclusion like any able-bodied person. This work presents an electronic cane that enables visually impaired to move around without having to resort to caregivers or traditional solutions. Indeed, it helps its user detect obstacles in height as well as on the ground within a radius of 2m, which sends voice commands back to its user to enable him to avoid the obstacle that stands in his path and which has applications to follow him. The proposed cane has limitations that have been raised in the work. This allows us to consider interesting perspectives to improve our work among which implementing a retrace route feature to help the visually impaired parents.
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 1 Figure 1. System architecture
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  decision making system. The proposed system is also connected to mobile application to track the visually impaired people in real time.
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