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Technical Note: GATE-RTion: a GATE/Geant4 release for clinical applications in scanned ion beam therapy

ou non, émanant des établissements d'enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.

The OpenGATE collaboration has been created in 2002 with the initial purpose to provide a Geant4-based Monte Carlo (MC) research toolkit for PET and SPECT simulations [START_REF] Jan | GATE: a simulation toolkit for PET and SPECT[END_REF] . In the very first paper 1 , the extension of GATE for dosimetry application was discussed, together with the potential of GATE to simulate in-line tomography in hadrontherapy. A few years later, the GATE toolkit was indeed extended to CT and radiotherapy modeling [START_REF] Jan | GATE V6: a major enhancement of the GATE simulation platform enabling modelling of CT and radiotherapy[END_REF][START_REF] Grevillot | Simulation of a 6 MV Elekta Precise Linac photon beam using GATE/GEANT4[END_REF] . The developments provided new features, such as the modeling of moving sources and motion, thus allowing for IMRT and arc therapy applications. A carbon ion therapy application combining radiation therapy modeling and emission tomography was presented as a proof of concept of the combined imaging and dosimetric, time-resolved, capabilities of the GATE platform [START_REF] Jan | GATE V6: a major enhancement of the GATE simulation platform enabling modelling of CT and radiotherapy[END_REF][START_REF] Jan | GATE simulation of 12C hadrontherapy treatment combined with a PET imaging system for dose monitoring: A feasibility study[END_REF] . In this paper, the terminology Light Ion Beam Therapy (LIBT) is used [START_REF] Moyers | Practical Implementation of Light Ion BeamTreatments[END_REF] . Light ions are defined as those nuclei with an atomic number lower or equal to 10, i.e. including all ions from protons to neons [START_REF]report 78: Prescribing and Recording and And Reporting Proton-Beam Therapy: Contents[END_REF] . The terminology Scanned Ion Beam Delivery (SIBD, often called pencil beam scanning) [START_REF] Grevillot | Clinical implementation and commissioning of the MedAustron Particle Therapy Accelerator for non-isocentric scanned proton beam treatments[END_REF] is used in contrast with passive beam delivery techniques [START_REF]report 78: Prescribing and Recording and And Reporting Proton-Beam Therapy: Contents[END_REF] . More detailed PET-based dose delivery verification for LIBT were presented elsewhere [START_REF] Robert | PET-based dose delivery verification in proton therapy: a GATE based simulation study of five PET system designs in clinical conditions[END_REF][START_REF] Robert | Distributions of secondary particles in proton and carbon-ion therapy: a comparison between GATE/Geant4 and FLUKA Monte Carlo codes[END_REF] . The overall capabilities of GATE for radiation therapy and dosimetry applications were reviewed [START_REF] Sarrut | A review of the use and potential of the GATE Monte Carlo simulation code for radiation therapy and dosimetry applications[END_REF] . In parallel of the GATE developments, the Geant4 MC toolkit was extensively used for passive scattering proton delivery system and TPS evaluation [START_REF] Paganetti | Accurate Monte Carlo simulations for nozzle design and commissioning and quality assurance for a proton radiation therapy facility[END_REF][START_REF] Paganetti | Clinical implementation of full Monte Carlo dose calculation in proton beam therapy[END_REF] and the FLUKA MC code was proven to be a useful tool for in-vivo beam delivery and range verification [START_REF] Parodi | PET/CT imaging for treatment verification after proton therapy: a study with plastic phantoms and metallic implants[END_REF][START_REF] Parodi | Clinical CT-based calculations of dose and positron emitter distributions in proton therapy using the FLUKA Monte Carlo code[END_REF] . These pioneer works demonstrated the usefulness of integrating general purpose MC codes into LIBT clinics to support medical physics activities [START_REF] Parodi | Monte Carlo simulations to support start-up and treatment planning of scanned proton and carbon ion therapy at a synchrotron-based facility[END_REF] . Several other general purpose Monte Carlo codes are used in the field of medical physics and LIBT, such as MCNP [START_REF] Ardenfors | Modelling of a proton spot scanning system using MCNP6[END_REF] , Shield-HIT [START_REF] Bassler | SHIELD-HIT12A -A Monte Carlo particle transport program for ion therapy research[END_REF] and PHITS [START_REF] Sato | Overview of the PHITS code and its application to medical physics[END_REF] . Due to the complexity of Geant4, several Geant4 applications have been developed over the years to simplify the user interactions with Geant4, such as GATE 10 , GAMOS [START_REF] Goma | Reference dosimetry of proton pencil beams based on dose-area product: a proof of concept[END_REF] , PTSim 20 and TOPAS 21 . To our best knowledge, GATE is historically the first Geant4-based application developed for medical physics purposes and it is currently the reference platform for imaging in nuclear medicine. In addition, following the clinical trend towards SIBD systems , the first modeling of a commercial IBA dedicated nozzle for scanned proton beams was also developed in GATE [START_REF] Grevillot | A Monte Carlo pencil beam scanning model for proton treatment plan simulation using GATE/GEANT4[END_REF][START_REF] Grevillot | Optimization of GATE/Geant4 settings for Proton Pencil Beam Scanning simulations towards TPS Quality Assurance[END_REF] and used as Independent Dose Calculation (IDC) system for validating the XiO TPS from Elekta (Stockholm, Sweden) [START_REF] Grevillot | GATE as a GEANT4-based Monte Carlo platform for the evaluation of proton pencil beam scanning treatment plans[END_REF] . These results demonstrated the potential of the GATE platform and generated logically a lot of interest from other LIBT Facilities and TPS vendors. In particular, GATE was used to model complex beam optics variations from the Skandion proton beam lines [START_REF] Almhagen | A beam model for focused proton pencil beams[END_REF] , to support the MedAustron facility startup and beam line design for proton and carbon ion beams [START_REF] Fuchs | Optimizing the MedAustron proton gantry beam delivery: Providing nozzle design recommendations based on Gate/Geant4 Monte Carlo simulation[END_REF][START_REF] Grevillot | Evaluation of beam delivery and ripple filter design for non-isocentric proton and carbon ion therapy[END_REF][START_REF] Carlino | Implementation of advanced methodologies in the commissioning of a Light Ion Beam Therapy facility[END_REF] and to evaluate the RayStation TPS proton pencil beam algorithm (RaySearch Americas Inc. (NY)) [START_REF] Saini | Dosimetric evaluation of a commercial proton spot scanning Monte-Carlo dose algorithm: Comparisons against measurements and simulations[END_REF] . In addition, extensive validation tests were performed at MedAustron for scanned proton beams [START_REF] Fuchs | Evaluation of GATE/Geant4 multiple Coulomb scattering algorithms for a 160 MeV proton beam[END_REF][START_REF] Resch | Evaluation of electromagnetic and nuclear scattering models in GATE /Geant4 for proton therapy[END_REF][START_REF]Characterization of the GATE Monte Carlo platform for nonisocentric treatments and patient specific treatment plan verification at MedAustron[END_REF] and carbon ion beams (not yet published). Off-line PET-based treatment monitoring was also considered [START_REF] Meißner | Towards offline PET monitoring of proton therapy at MedAustron[END_REF] . With the increased interest of GATE for clinical purposes, a GATE satellite workshop was organized in March 2017 by David Sarrut, David Boersma and Loïc Grevillot at the Skandion proton therapy center during the Swedish DOTSKAN meeting. The purpose was to define actions to ease the implementation of GATE in clinical centers. The GATE-RTion project has been developed specifically for this reason. It is a project of the OpenGATE collaboration aiming at building the bridge between researchers and clinical users. The GATE-RTion project has been officially approved by the OpenGATE collaboration in May 2017 and presented at the first ESTRO physics for health workshop in November 2017 (Glasgow, UK). GATE is free, open-source and benefits of a collaborative development model. Indeed, users do not need C++ to run simulations as GATE can be fully configured and controlled via simple macros. However, experienced users can access the code and, therefore, participate in the development of GATE. In the following sections, the GATE-RTion concept is presented together with some validation tests. The result section focuses on clinical applications performed in three different European LIBT facilities.

Materials and Methods a. The GATE-RTion concept

The GATE releases follow every new Geant4 release in order to stay compatible with the latest Geant4 versions and to provide additional features specific to GATE. In contrast, the implementation of a general-purpose MC code in clinical centers requires extensive validation before clinical use, which is not compatible with an annual release cycle. To support the implementation of GATE in clinical centers, three key milestones have been identified: 1) Providing a stable and "long-term" GATE release (See Discussion section 4 for more details), called GATE-RTion, having all necessary features for dosimetric applications in LIBT facilities equipped with SIBD Currently two validation tests are available. The first one focuses on the features of the source used for simulating SIBD systems (TPS Pencil Beam Source). The second one focuses on the features allowing scoring energy and dose distributions (Dose Actor † ). From a medical physics view point, these validation tests can be considered as acceptance testing. When performing these tests, the user verifies that GATE-RTion delivers scanned beams according to the treatment plan, multiple gantry angles and particle types can be delivered according to the prescription, the nozzle geometry can be explicitly simulated or not, the user can change the beam model and source properties, the dose can be computed in voxelized geometries (such as CT) or non-voxelized phantoms. We rely on Geant4 for the validation of physics processes (Geant4 Medical Physics Benchmarking group ‡ and validation testing § ). In addition, a list of GATE publications have been presented in Introduction to validate the accuracy of the Geant4 proton physics based on independent data sets and medical physics commissioning data 30- * http://www.opengatecollaboration.org/GateRTion † In GATE terminology, an "Actor" is a kind of scorer that will output simulation results.

‡ https://twiki.cern.ch/twiki/bin/view/Geant4/G4MSBG § https://geant4.web.cern.ch/publications_validations/testing_and_validation facility, the level of accuracy of GATE-RTion must be evaluated as part of the medical commissioning process for each user, as it will depend on user specific input parameters (e.g. the beam model, the CT calibration curves, physics models and settings used, etc.). The definition of tolerances and actions levels used for clinical application must be defined during the medical commissioning process of GATE-RTion for each facility. Of course, establishing GATE-RTion in several clinics will support the users in sharing experience and establishing commissioning guidelines.

c. Applications of GATE-RTion in clinical centers

Usually the first step of the clinical implementation consists in developing and validating a beam model, which is out of scope of this note. Instead, this technical note focuses on the clinical applications performed once the beam model is available. An overview of the three different LIBT centers and SIBD systems available is provided in Table 1. The different centers agreed in using similar physics settings. Physics settings were selected using Geant4 recommendations for medical physics applications ** , personal communications with Geant4 developers and independent validation tests using GATE. For protons, the physics-builder QGSP_BIC (containing BInary Cascade for nuclear processes) is used [START_REF] Resch | Evaluation of electromagnetic and nuclear scattering models in GATE /Geant4 for proton therapy[END_REF] , while for carbon ions the SHIELDING physics-builder (containing the Quantum Molecular Dynamics model for nuclear processes) is used [START_REF] Bolst | Validation of Geant4 fragmentation for Heavy Ion Therapy[END_REF][START_REF] Böhlen | Benchmarking nuclear models of FLUKA and GEANT4 for carbon ion therapy[END_REF] . For both particle types, the electromagnetic option EMZ (also called electromagnetic option 4, which is the most accurate) is selected [START_REF] Fuchs | Evaluation of GATE/Geant4 multiple Coulomb scattering algorithms for a 160 MeV proton beam[END_REF] . For more details, the reader is referred to the Physics Reference Manual † † of Geant4. Additional parameters may be set, such as the maximum step size for ions, a range cut and a tracking cut for secondary electrons, positrons and photons, which are usually comprised between 0.1 and 1 mm (compromise between speed and accuracy) [START_REF] Grevillot | Optimization of GEANT4 settings for Proton Pencil Beam Scanning simulations using GATE[END_REF] .

Results

i. Proton Radiography at Centre Antoine Lacassagne

The goal of the project consists in evaluating the potential of proton radiography images for patient positioning using GATE-RTion. An anthropomorphic human head phantom (PBU-50, Supertech, USA) was scanned in a CT.

Treatment plans used to generate the proton radiography images of the anthropomorphic phantom were prepared with the RayStation 6.0 TPS, using beam ranges larger than the phantom largest dimensions and a Monte Carlo algorithm. Dose distributions were scored downstream the phantom in a plan perpendicular to the beam direction, resulting in 2D proton radiography images. Proton radiography images were then simulated using GATE-RTion at the same positions. In addition, proton radiography images were acquired using the Lynx 2D scintillator (IBA Dosimetry, Schwarzenbrück, Germany) having a spatial resolution of 0.5 mm. The images were all imported into the MyQA software (IBA Dosimetry, Schwarzenbrück, Germany) for comparisons. Isodoses contours were first compared qualitatively, and then γ-index analyses were performed. A good qualitative agreement was found for patient contours between Monte Carlo simulations and measurements (Figure 1). Using a γ-index analysis (2%, 2mm) between GATE-RTion simulations and TPS, more than 95% of the pixels are passing the test. This study demonstrates the feasibility of using GATE-RTion to predict proton radiography images.

** https://geant4.web.cern.ch/support/user_documentation † † http://geant4-userdoc.web.cern.ch/geant4userdoc/UsersGuides/PhysicsReferenceManual/fo/PhysicsReferenceManual.pdf 

Discussion

The validated GATE-RTion release 1.0 allows clinical users to build confidence in a specific GATE/Geant4 version for clinical applications and share validation results. In parallel, GATE and Geant4 are evolving and may provide new relevant features and improved physics models to the users in the future. For example, with respect to the physics processes, uncertainties of nuclear cross-sections and models are known to be substantial, especially for carbon ions [START_REF] Dedes | Monte Carlo Simulations of Particle Interactions with Tissue in Carbon Ion Therapy[END_REF] . This is where most improvements could be achieved in future. In addition, every new GATE release provides new features which may be relevant for certain clinical applications, for example code optimization allowing to perform simulations more efficiently or the scoring of new quantities of clinical interest. Also deep learning methods started to be included during Monte Carlo simulations. In its current state, we believe that the proposed GATE features and Geant4 physics models available in GATE-RTion V1.0 are sufficiently accurate for most dosimetric applications in LIBT facilities. Every new GATE-RTion release will need to be thoroughly re-validated and re-commissioned by each user before clinical use, which is a major effort. This can only be justified by substantial improvements in the physics models or by the introduction of new features clinically relevant to the users. The release cycle of GATE-RTion is therefore not planned and will depend on user needs and request. However, bug fixes to GATE-RTion can be ported to the current GATE-RTion version via patch mechanism. This presents the advantage of fixing software bugs (if needed), without modifying the underlying Geant4 physics. GATE-RTion specific validation/acceptance could subsequently be re-run, in order to validate that the patch did not affect the rest of GATE-RTion functionalities except fixing the bug. It is therefore important to develop all necessary validation tests with the users, as described in section 2.b. The results provided in Centre Antoine Lacassagne for proton radiography-based patient-positioning are preliminary but very promising. A dedicated application wrapper would certainly help in future to integrate this innovative GATE-RTion-based application into clinical environments. The IDC applications implemented at The Christie (AutoMC) and MedAustron (IDEAL) are serving both the purpose of IDC, with a key difference that MedAustron extends the application to carbon ions. The Christie is using GATE-RTion clinically since the start of the treatment end of 2018, while MedAustron is still in development and commissioning phase. The commissioning methodology and dosimetric perfromances of GATE-RTion as implemented at The Christie and MedAustron facilities will be published in order to provide reference commissioning reports to support the clinical community.

Conclusions

The 

systems. 2 )

 2 Providing a collection of tools to the clinical users for integrating GATE into the clinics. 3) Developing a clinical user network and establish guidelines. GATE-RTionV1.0* based on GATE version 8.1 and Geant4.10.03p03 was released in May 2018. A collection of open source python tools is available in the GateTools repository released since December 2019 and contains in particular the functionalities related to beam modeling, DICOM (image, structure, plan, dose, 3D gamma index computation) management and cluster management. Meanwhile, several clinical centers started collaborating on the use of GATE-RTion, thus fostering the development of clinical applications and guidelines for the use of GATE-RTion in LIBT facilities.b. GATE-RTion key features and validation testsAn overview of the GATE features are presented in references[START_REF] Jan | GATE V6: a major enhancement of the GATE simulation platform enabling modelling of CT and radiotherapy[END_REF][START_REF] Sarrut | A review of the use and potential of the GATE Monte Carlo simulation code for radiation therapy and dosimetry applications[END_REF] . The GATE-RTion clinical users share validation tests under the GATE-RTion folder from the GateContrib repository. These validation tests focus on the key features of GATE-RTion necessary for dosimetric applications in LIBT facilities equipped with SIBD systems.

Figure 1 :

 1 Figure 1: Relative comparison of a GATE dose simulation (a) and a 2D Lynx measurement (b) acquired at the same downstream position for an anthropomorphic phantom.

Figure 2 :

 2 Figure 2: Comparison of TPS (Varian Eclipse) and MC (AutoMC / GATE-RTionV1.0) calculations of a 5-field craniospinal axis pencil beam scanning proton plan, planned at the Christie for delivery on a Varian ProBeam system. Top row: TPS; Middle

Figure 3 :

 3 Figure 3: Comparison of the physical dose distribution for a carbon ion beam having an oblique incidence in the head region of a patient. IDEAL/GATE-RTion dose distribution (Top left) is compared to the TPS (bottom left) in terms of DVH (bottom right) and dose profiles (top right). For DVH and dose profiles, solid lines correspond to IDEAL/GATE-RTion and dotted linesto the TPS. The positions of the two orthogonal dose profiles in the patient are visible in the patient images on the left side (orange and green lines).

  GATE-RTion project paves the way towards the use of the GATE simulation tool in Light Ion Beam Therapy facilities. GATE-RTion version 1.0 was released in May 2018 and the framework includes a validated GATE release based on a specific Geant4 version, a set of tools to integrate GATE into a clinical environment and a network for clinical users. Three completely different machines were modeled (three different vendors, cyclotron and synchrotron-based systems, protons and carbon ions). Applications such as proton radiography and Independent Dose Calculation (IDC) for scanned proton and carbon ion beam therapy were presented. This project builds the bridge between clinical users and researchers using GATE, fostering the transfer of clinically relevant research applications into the end-user's clinics. While applications at Centre Antoine Lacassagne and MedAustron are still under development, The Christie is running GATE-RTion clinically for IDC since the start of the clinical treatments end of 2018. The results presented within the first two years after the first release of GATE-RTion demonstrate the versatility and relevance of this project.

Table 1 :

 1 SIBD system properties

			Machine	Ion	SIBD	Gantry	Energy
	LIBT facility	Manufacturer	type	Species	technique 6	angles	range
	Centre Antoine	IBA PT	Synchro-				
	Lacassagne (Nice,	(Louvain-la-	Cyclotron		Discrete	from 320°	
	France)	Neuve, Belgium)	(S2C2) 34,35	Protons	scanning	to 180°	70-230 MeV
	Christie NHS	Varian (Palo					
	Foundation Trust	Alto, California,	ProBeam		Discrete	from 0° to	
	(Manchester, UK)	US)	(Cylcotron)	Protons	scanning	360°	70-245 MeV
	MedAustron (Wiener Neustadt, Austria)	MedAustron	MAPTA 7 (Synchrotron)	Protons Carbon ions	Quasi-discrete scanning	0° and 90° 60-250 MeV 120-400 0° and 90° MeV/n
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