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Lagrangian-based simulations of hypervelocity impact experiments on Mars regolith proxy

We conduct a parametric study of a novel Lagrangian numerical model of shock waves in granular media, with application to Mars regolith.

• We validate this model with a laboratory experiment in pumice sand with an impact velocity of 0.98 km/s.

• Amplitude of shock waves and transition to di↵erent regimes is explained by the model for the sensors placed vertically from the impact.

Introduction

InSight landed on Mars on November 26, 2018. Since then, the lander's robotic arm has placed a seismometer, the SEIS experiment, for the first time on the direct surface of the planet (Lognonne ´ et al., 2019). SEIS is a single seismic station completed by pres-sure and wind sensors [START_REF] Banfield | InSight Auxiliary Payload Sensor Suite (APSS)[END_REF]. The absence of other stations to form a network can make the assessment of source distance and azimuth sometimes challenging based on the first SEIS observations (Lognonne ´ et al., 2020;[START_REF] Giardini | The seismicity of Mars[END_REF]. Being able to identify signals produced by impacts would thus prove relevant to the mis-sion, as fresh craters can potentially be located by satellite imagery and provide a strong constraint on the source position [START_REF] Daubar | Impact-seismic investigations of the InSight mission[END_REF]. Current estimations and mea-sures of impact rates on Mars show a higher frequency of craters smaller than 10m di-ameter, with 10 times more craters in the range of [3.9, 5.5] m diameter created every lin et al., 2006). The expected rate of detection is estimated to about 8 impacts per year for the SEIS VBB [START_REF] Banerdt | Initial results from the InSight mission on Mars[END_REF], close to the pre-launch proposed rate (Lognonne ´ & Johnson, 2007;[START_REF] Daubar | Impact-seismic investigations of the InSight mission[END_REF]. The generation of seismic signals by such small events is dominated by the response of Mars regolith, a layer of unconsolidated rocky material covering the bedrock, which is supposedly desiccated at the InSight landing site close to Mars equator [START_REF] Morgan | A pre-landing assessment of regolith properties at the InSight landing site[END_REF]. First analyses have confirmed low seismic velocities, which might even be as low as 120 m/s for P waves at 0.5 m depth (Lognonne ´ et al., 2020). Physic-based shock propagation codes allow high-fidelity modeling of the shock waves generated by meteorite impacts, which transition to seismic waves at further distances and thus control the shape and amplitude of the seismic signal that could be recorded by SEIS. Such modeling requires the codes to be able to track discontinuous features in time and space, like material fractures and phase transitions caused by the shock. Moreover, small impacts are expected to happen mostly in a solid regime of high viscosity, making the capture of non-isotropic processes an important requirement for simulation softwares.

Another challenge of modeling impacts in Mars regolith is its granular nature: friction and grain displacement processes in the material are important and grain interaction can lead to non-linear behaviors that manifest as "force-chains" [START_REF] Sun | Some open problems in granular matter mechanics[END_REF][START_REF] Gao | From stress chains to acoustic emission[END_REF] and "fairy-castle" structures [START_REF] Hapke | Photometric studies of complex surfaces, with applications to the moon[END_REF][START_REF] Carrier | Physical properties of the lunar surface[END_REF] depending on the confining stress on the grains. Moreover, the material is porous, which leads to an enhanced attenuation of shocks compared to bulk materials [START_REF] Collins | Planetary impact processes in porous materials[END_REF]. Only now numerical methods to model impacts are starting to implement realistic, geologic materials as their target [START_REF] Güldemeister | Quantitative analysis of impactinduced seismic signals by numerical modeling[END_REF][START_REF] Pierazzo | Validation of numerical codes for impact and explosion cratering: Impacts on strengthless and metal targets[END_REF][START_REF] Wünnemann | A strain-based porosity model for use in hydrocode simulations of impacts and implications for transient crater growth in porous targets[END_REF]. Here, we use the novel Lagrangian mechanical software HOSS, based on a finite-discrete element formulation [START_REF] Munjiza | The combined finite-discrete element method[END_REF][START_REF] Munjiza | The combined finite-discrete element method[END_REF][START_REF] Munjiza | Large Strain Finite Element Method: A Practical Course[END_REF][START_REF] Munjiza | HOSS: An integrated platform for discontinua simulations[END_REF][START_REF] Lei | A framework for grand scale parallelization of the combined finite discrete element method in 2d[END_REF], to create a new numerical model of impacts in regolith. The lagrangian framework is appropriately tackling all modeling challenges stated above, as it allows for a straightforward description of discontinuities in unconsolidated materials and deviatoric stresses. Consequently, a better description of shear waves and surface processes is possible as well as non-isotropic impact processes.

In the following, we present the laboratory experiments we use to validate the numerical model, as well as the numerical method and the material model used to describe Mars regolith. We present results of a parametric study of the model where we identify which parameters control the transition to the di↵erent regimes of impacts, meaning from shock to plastic to elastic response of the material. We then present a comparison of the model predictions to the laboratory data, before finishing with discussions and conclusions.

2 Laboratory experiments and model.

Experiments

The validation of the novel numerical model presented in this paper is done with data from a series of laboratory impact experiments conducted at the NASA/AVGR facility [START_REF] Richardson | An experimental investigation of the seismic signal produced by hypervelocity impacts[END_REF]. The experimental setup is composed of a cylindrical tank, 1 meter in radius and in height, filled with a target bed and placed inside a chamber with a controlled atmosphere. Tests were monitored by 15 accelerometers buried into the target at di↵erent positions. Sampling rate is 10 5 s.

We focus on two experiments performed in an Earth atmosphere at Martian pressure of 5 to 10 torr, and on a target bed of pumice sand. This sand has a grain size of 0.1 to 0.2 mm, a porosity of 62%, and a composition and density similar to the Johnson Space Center (JSC) Mars-1 Regolith Simulant [START_REF] Allen | JSC Mars-1-Martian regolith simulant[END_REF]. In this study, the impactor is a 6.3 mm diameter bead with a mass of 0.29g made of Pyrex, and an impact velocity of 0.98 km/s.

Numerical model

The numerical model is based on a finite-discrete element representation (FDEM) used to handle the unconsolidated nature of Mars regolith. FDEM merges continuum solutions for the calculation of stresses as a function of deformation with the discrete element method for the resolution of fracture, fragmentation and contact interaction [START_REF] Munjiza | The combined finite-discrete element method[END_REF][START_REF] Munjiza | The combined finite-discrete element method[END_REF][START_REF] Munjiza | Large Strain Finite Element Method: A Practical Course[END_REF][START_REF] Munjiza | HOSS: An integrated platform for discontinua simulations[END_REF][START_REF] Lei | A framework for grand scale parallelization of the combined finite discrete element method in 2d[END_REF][START_REF] Lei | A generalized anisotropic deformation formulation for geomaterials[END_REF][START_REF] Lei | A non-locking composite tetrahedron element for the combined finite discrete element method[END_REF].

We generate meshes of tetrahedral elements covering a 30 sector of the experiment tank. The numerical volume is 90cm deep and wide and contains around 1,000,000 elements. Each Lagrangian finite element (FE) contains from approximatively 1000 grains of sand for the smallest ones close to the impactor (tetrahedrons of 1mm edges) and 1,000,000 grains of sand for the largest ones (tetrahedrons of 1cm edges), allowing for a mesoscale representation of the sand properties.

To simulate the grain displacements involved in impacts in unconsolidated material, HOSS treats the tetrahedral FEs as an unconsolidated heap where the elements in- pressure increasing linearly with strain, given a bulk modulus K el , as P (") = K el ". After a limit pressure P el is reached, the porous material undergoes grain displacement and grain crushing. This domain starts with a break of slope from K el to K trans and is followed by an exponential increase of pressure with deformation. The equation of this curve is :

P (") = P el + K trans m • ln(10) (10 m(" " el ) 1) for " " el . ( 1 
)
where " is the strain, " el is the upper strain limit of the elastic regime and m is a parameter describing the exponent of the curve. K trans drives the slope of the pore-crush curve at the beginning of the crushing processes. Given two values of K trans , a lower value means that the material is easier to crush, because a lower amount of pressure is sucient to obtain the same amount of deformation as with a higher value. m is the expo-nent of the pore-crush curve and the same reasoning applies, i.e., a low m results in an easily crushable material.

Finally, when the material is fully crushed and all the porosity ↵ of the material disappears, the exponential curve morphs into a straight line with bulk modulus K fc of a non-porous rock of the same composition.

The SE (Figure 1, right) sets the limit deviatoric stress (i.e., yield stress) that can be sustained by the material for any given mean stress. In this simplified model, the yield curve first increases linearly with mean stress and upon reaching the yield limit (P Smax , S max ), it becomes constant, transitioning to a more viscous behavior. In the case of a granular material like sand, the cohesion S c of the material is zero.

The response of the impactor's material is represented using the Munjiza's elastic model [START_REF] Munjiza | Large Strain Finite Element Method: A Practical Course[END_REF][START_REF] Lei | A non-locking composite tetrahedron element for the combined finite discrete element method[END_REF]. The FE size and impact speed result in an integration time step of a few nanoseconds. Given the time scale of the experimental signals, the simulation need to be run up to a few milliseconds.

Results

Parametric study

This work focuses on the parameters K el , K trans , m, P el and P Smax . For each of these parameters, between 3 and 4 simulations are run to explore the e↵ect of their change on the shock wave properties. This first set of analysis is conducted without including Earth gravity to the simulation. The e↵ects of this additional force are discussed in section 3.2.

Literature on sand mechanical properties provide ranges of values for some of these parameters. The parameter m thus seems to be between 3 and 6 for the sand studied in [START_REF] Luo | E↵ect of mass density on the compressive behavior of dry sand under confinement at high strain rates[END_REF][START_REF] Yamamuro | One-dimensional compression of sands at high pressures[END_REF][START_REF] Yamamuro | E↵ect of strain rate on the stress-strain behavior of sand[END_REF]. The elastic p-wave velocities measured on Mars regolith simulants [START_REF] Morgan | A pre-landing assessment of regolith properties at the InSight landing site[END_REF] range between 80 m/s and 250 m/s and the Poisson's ratio is around 0.2, leading to K el roughly between 5MPa and 60MPa for a bulk density of 880 kg/m 3 . In many experiments [START_REF] Berney | Mechanical and Physical Properties of ASTM C33 Sand[END_REF][START_REF] Hyodo | Undrained monotonic and cyclic shear behaviour of sand under low and high confining stresses[END_REF], the shear response of sands tends to remain in the domain of Coulomb friction even above a few MPa of pressure, leading to P Smax > 10 6 Pa. ulus G, the velocity of a purely acoustic wave is v accoustic = In a first test, P Smax has been varied between 10 6 Pa down to 10 3 Pa. For P Smax > 10 5 Pa, the seismic waves show no visible change of amplitude, shape or velocity away from the impactor. Indeed, the stress values reached with these low-energy impacts are typically around 10 4 Pa. Only a few elements within 5cm of the impact undergo pressures higher than 10 6 Pa. Therefore, the yield strength has to be lowered to very low values of 10 4 or 10 3 Pa to produce a visible e↵ect on the shock wave away from the source.

These values are far from typical values of yield strength measured for sand [START_REF] Berney | Mechanical and Physical Properties of ASTM C33 Sand[END_REF] and can be considered unphysical, therefore the plastic wave is essentially una↵ected by realistic yield strengths.

Consequently, we focus on the transition between elastic and plastic domain. It is known in shock physics that a deflection in the Shock-Hugoniot curve at the onset of plasticity results in the generation of two waves: the elastic precursor, which travels at elastic speed in the medium, and a plastic wave with slower propagation velocity and higher attenuation. These features are generated by the elastic-plastic transition in the EOS model, if K trans < K el . This change of regime is evident on Figure 2 as a change of the slope of the evolution of the maximum pressure with distance. The break corresponds to the distance at which the maximum pressure falls below P el . Modeled signals for which the pressure exceeds P el show an elastic precursor followed by a plastic wave, but contain only an elastic wave in the other case.

Table 1 gathers a series of measures on the e↵ect of K el and K trans on the impact shock wave. Four experiments were ran with K el = G = 10 MPa and K trans varying between ⇠ 1 and ⇠ 8 MPa. The velocity of the generated elastic wave was measured by picking the acceleration arrival times. As K el > K trans , a plastic wave is also created, whose move-out velocity can be computed using the peak time of the pressure wave between sensors placed every 1cm. For our value of bulk mo r dulus K el and shear mod- To further analyse the e↵ect of the pore-crush regime, the exponent m of the porecrush curve is varied between 3 and 6, while the parameter K trans is fixed to a value of 1.5 MPa, and we repeat the same measurement as before. In Table 1, our results show that, at the scale of these experiments, m has only a moderate influence on the plastic wave velocity, as well as on the amplitude of the generated wave.

K el ⇢ = 107 m/s,

Volumetric Response of Pumice Sand

From the parametric study reported previously, it is possible to infer appropriate parameters to fit the experimental signals. To match the wave velocity measured on the vertical accelerometers of the AVGR shot, K el is set to 10 MPa. The elastic precursor being visible up to 42cm below the impact point in the experiments, P el must be lower than the maximum pressure reached at this point, which leads to P el = 1kPa. To match the amplitudes of the wave on each of the sensors, K trans is set to 6 MPa. The experimental data could not provide enough constraints on m or the parameters from the SE.

We thus set the exponent m to 5, a number found in some high-pressure experiments in several types of sands [START_REF] Yamamuro | One-dimensional compression of sands at high pressures[END_REF][START_REF] Yamamuro | E↵ect of strain rate on the stress-strain behavior of sand[END_REF][START_REF] Luo | E↵ect of mass density on the compressive behavior of dry sand under confinement at high strain rates[END_REF]. The SE yield point is set to a value of 1 MPa, too high to create any visible yield in our sand, and the friction coe cient is kept at 0.75. To study the e↵ects of gravity on the results, we include an initial acceleration of -9.81 m/s 2 to one simulation, letting the sand relax to an equilibrium over a few 100ms before the impact. Another simulation is run without gravity, but both use the same material model parameters as listed above. The resulting numerical and experimental waveforms are compared 21cm directly below the impact point on Figure 3 and 30cm horizontally from the impact point on Figure 4, both with and without the gravitational constraint.

On Figures 3 and4, the modeled acceleration wave has an amplitude 40% lower and 33% higher than the experimental signal for the vertical sensor with and without gravity, respectively; and up to 100% higher for the horizontal sensor with no gravity.

The velocity wave, however, ranges closer to the experimental signal. The arrival times at the vertical sensors match each other, in accordance with a measured vertical moveout velocity of 150 m/s. For the shallow sensors, we measure a horizontal move-out velocity closer to 80 m/s, while the modeled waves keep the same move-out velocity as for the vertical sensors, thus being ahead of time.

4 Discussion, Conclusions and Future Work

The presence of gravity improves significantly the modeled material response to the main shock. In the model without gravity, this response is weak enough so that the velocity of the vertical sensor remains negative after 5ms (Figure 3). On the shallow sen- sor, the modeled velocity reaches a constant positive value after 4ms when the acceleration vanishes (Figure 4). This indicates that the element attached to this sensor is in a non-accelerated motion, a "free-flight". The modeled signal with Earth gravity di↵er greatly. On Figure 3, we can see that the counter-response of the material to the impact is now strong enough to create a positive velocity on the vertical sensor, reproducing the behavior of pumice sand of the experiment. Acceleration on the shallow sensor displayed on Figure 4 doesn't show any longer evidence of free-flight but starts a cycle of falling down and rebounding as seen on the experimental data.

The parametric study suggests that the plastic yield, P Smax , has little influence on the shock wave. This is due to the fact that the stress level in our modeling reaches at most the order of 10 kPa, way lower than any documented plastic yield. The modeled material thus remains in a regime where the SE can be approximated by a simple Mohr-Coulomb surface. On the contrary, some questions remain on the e↵ect of the elastic shear modulus G of the material. In this study, G, which a↵ects both the shear wave and Rayleigh wave speed of an elastic material, was fixed once it became clear that the main shock is mostly driven by the EOS parameters, but shear-or Rayleigh waves might still be an explanation for the late-time discrepancies between the modeled and experimental waves that are not caused by gravity. Moreover, this study shows that the wave move-out velocity is not completely determined by the elastic bulk modulus K el , but rather lies between the expected speed of sound in a fluid v accoustic and the P-wave velocity in a solid v solid . A more thorough study of the influence of G could shed some light on the elastic speed of waves in granular media, which can neither be considered as a fluid nor as a traditional elastic solid, and will help calibrating the model with respect to the experiments.

The study of the pore-crush curve suggests that plastic processes in sand, such as pore collapse and grain displacement are particularly e cient in the shock attenuation, and that the slope of the pore-crush curve of the EOS is key in capturing this attenuation. Still, trade-o↵s exist between the model parameters analyzed. For example, parameters K trans and m, that define the pore-crush curve, play a role in the amplitude and peak time of the plastic wave. An increase in m could thus compensate for a decrease in K trans .The low pressure part of the curve is easier to constrain with the available data, but the scale of the experiments does not allow for a proper determination of the highpressure response. The high-pressure EOS and SE will be of higher importance in the case of real planetary impacts, where the energy involved is several orders of magnitude higher. For example, the impact velocity distributions computed for Mars from observed asteroid populations yield a mean impact velocity of 9.6 km/s [START_REF] Ivanov | Mars/Moon cratering rate ratio estimates[END_REF]. For better model accuracy at high pressures, other types of high-stress laboratory data or theoretical models should be considered in the future.

In conclusion, the final model captures the vertical wave's shape and amplitude for an impact velocity of 0.98 km/s. This proves that HOSS can reproduce the main characteristics of an impact shock wave in granular media. The results have shown to be more sensitive to variations on the EOS parameters than to variation on the SE parameters.

Gravity has proved to be a key parameter in the later stages of wave simulation by providing a more realistic material response. However, the arrival times and amplitudes recorded at the shallow sensors cannot be reproduced by this model. Understanding this discrepancy requires further study, as a non-spherical wavefront needs to be modeled. Future works will investigate the e↵ect of shear waves on the signal and the hypothesis of depthdependant elastic properties created by the constraint of sand by gravity, as it has al-ready been reported in literature [START_REF] Morgan | A pre-landing assessment of regolith properties at the InSight landing site[END_REF][START_REF] Van Den Wildenberg | Shock waves in weakly compressed granular media[END_REF].

This non linear constraint creates a dependance of the bulk modulus with pressure in the elastic domain. Improving the fidelity of HOSS' model to the experimental truth will bring more insight into the physics of shocks in granular, highly porous media and a new definition of equivalent seismic sources for impacts. Such new validated modeling capability will help predict the signal of small planetary impacts, for which surface porous regolith endures most of the shock. These small impact might be recorded by InSight, if close enough, and provide new information on the crustal seismic properties of Mars.
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 1 Figure 1. Simplified representation of the Equation of State (left) and the Strength Equation (right) and their key parameters.

  teract only through frictional contact, with a Coulomb coe cient of friction of 0.75 for this study. Inside each FE, the material model is governed by two equations, depicted in Figure 1. One describes the volumetric response, or Equation of State (EOS), and the other the deviatoric response, or Strength Equation (SE). The EOS is a function of pressure with volumetric strain and has three di↵erent domains. The first one is elastic, with

Figure 2 .

 2 Figure 2. Evidence of an elastic and plastic regimes. (a) Shows the maximum modeled pressure recorded with distance for three di↵erent values of P el . In inset, a snapshot of a HOSS simulation of the 0.98 km/s shot, showing the amplitude of the velocity and the ejected sand elements 2.5ms after the impact. (b) Waveform in an area where P exceeds P el = 10 4 Pa. The dashed circle indicates the elastic precursor followed by the plastic wave. (c) Waveform in an area further away from the impact with only an elastic wave. P el appears to be an important parameter controlling the transition between these two regimes.

Figure 3 .

 3 Figure 3. Compared numerical and experimental vertical acceleration (left) and velocity (right) signals for the 0.98 km/s impact velocity shot, recorded at a sensor 21cm directly below the impact point. The solid blue line and the dashed light-blue line correspond to simulations performed with and without earth gravity, respectively. The simulation better matches the experiment when gravity is considered.

Figure 4 .

 4 Figure 4. Compared numerical and experimental vertical (a) and radial (b) signals for the 0.98 km/s impact velocity shot. Both accelerations and velocities are shown for the sensor 30 cm radially away from the impact point. The solid blue line and the dashed light-blue line correspond to simulations performed with and without earth gravity, respectively. Note that modeled signals have been shifted in time to obtain a better match (see text for details).

Table 1 .

 1 Parametric study of Ktrans (Runs 1 to 4) and m (Runs 5 to 8). Plastic wave velocities have been measured by recording the time at which pressure peaks as a function of range.Elastic wave velocities have been measured by picking the acceleration wave arrival time with a threshold as a function of range. The theoretical value for this elastic wave velocity is between 107 and 162 m/s, as explained below. Peak pressure is also given at 20cm.
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ilar value for each experiment, suggesting a good agreement with a rough linear Hugoniot model of P ⇠ V impact p K⇢.
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