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Ultrasound-stimulated Brownian ratchet enhances diffusion of molecules retained in hydrogels
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We demonstrate that low-frequency ultrasonic stimulation applied directly to a hydrogel, at energy levels below the cavitation threshold, can control the release of a therapeutic molecule.

The hydrogel that contained the molecules was enclosed within a hollow acoustic horn. The harmonic modes in the acoustic horn combined with the physical gel structure to induce a flashing ratchet that released all of the retained molecules in less than 90 seconds at an intensity of 1.5 W cm -2 (applied energy of 135 J cm -2 , ultrasound center frequency of 27.9±1.5 kHz). In contrast, ultrasound is used currently as a remote stimulus for drug-delivery systems, at energy levels above the cavitation threshold. The low-energy flashing ratchet approach that we describe is applicable to drive the diffusion of molecules in a range of gels that are ubiquitous in biomedical systems, including for example in drug delivery, molecule identification and separation systems.

Background

The system we describe provides a novel approach to the use of a low-frequency ultrasound transducer to stimulate diffusion in hydrogels. A custom-made hollow acoustic horn was firmly attached to a low-frequency ultrasound transducer. The hollow acoustic horn enclosed a hydrogel that contacted all sides of the acoustic horn except for one surface of the hydrogel that allowed for release of the molecules retained in the hydrogel. The advantage of this configuration is that low-frequency ultrasound could be applied at a sufficiently low intensity so as not to induce cavitation in the hydrogel. The novelty of this hydrogel delivery system is that the combination of the physical hydrogel structure and the non-linear harmonic effects in the hollow acoustic horn created a Brownian flashing ratchet that was effective in directing the movement of molecules rapidly to the exit surface of the hydrogel. The acoustic horn was stimulated with externally applied ultrasound with a center frequency of 27.93±1.47 kHz and at intensities 0.4 W cm -2 (minimum) and 1.5 W cm -2 (maximum), both of which were below the cavitation threshold.

A low-frequency acoustic horn is a common device but with a complex operating mode. The most common usage of such horns is to generate 20-30 kHz continuous-wave fields into water or an aqueous solution that has undergone no special treatment (such as degassing or deionizing) under atmospheric pressure [START_REF] Birkina | Multiple observations of cavitation cluster dynamics close to an ultrasonic horn tip[END_REF]. In those previous studies where the lowfrequency ultrasound horn was positioned remotely at some distance from the polymer or the skin (for sonophoresis), the power required was above the cavitation threshold. For example, for sonophoresis the maximum enhanced transport occurred at power levels of about 14 W cm -2 (for 20 kHz) and 17 W cm -2 (for 40 kHz), which induce cavitation [START_REF] Terahara | Dependence of low-frequency sonophoresis on ultrasound parameters; distance of the horn and intensity[END_REF]. Indeed, intensities of low-frequency ultrasound (23 kHz) above such cavitation thresholds have been reported to degrade polyvinyl alcohol (PVA) by breakage of chemical bonds within the polymer due to shear forces generated by rapid motion of the solvent following cavitational collapse [START_REF] Grönroos | Ultrasonic depolymerization of aqueous polyvinyl alcohol[END_REF].

Methods

Low-frequency Ultrasound System

The source of this low-frequency ultrasound was a dental ultrasonic scaler (Guilin Woodpecker, UDS-K) that the manufacturer specified as providing ultrasound at the frequency of 28±3 kHz. The dental scaler had a screw-thread on the transducer to provide a stable means to connect dental endpiece tools to the transducer. This screw-thread was used to firmly connect our custom-made hollow acoustic horns. In order to measure the effect of ultrasound on drug release in real-time from the custom-made hollow acoustic horns an experimental set-up was designed that comprised a custom-made ultrasonic exposure chamber, a UV-Vis spectrophotometer and a peristaltic pump. Thin plastic tubing is used to connect different parts of the set-up and to form a fluid-flow circuit (Figure 1).

Chemicals

Low melting temperature agarose (NuSieve GTG Agarose) was purchased from Lonza Walkersville, Inc. and used as received throughout the research. Polyvinyl alcohol, PVA, (MW=125000) was purchased from SDFine Chem Ltd (Mumbai, India). Dimethyl sulfoxide (DMSO) was purchased from Sigma. Chitosan (medium MW, code:448877) and acetic acid were purchased from Sigma.

Hydrogel Preparation

Three types of hydrogel were prepared for these experiments; agarose, PVA cross-linked with DMSO, and a chitosan/agarose blend. These hydrogels are representative of physical hydrogel (agarose), blended polymer (chitosan/agarose), and a chemically crosslinked hydrogel (PVA).

For the agarose hydrogel, a 2% w/v agarose solution was prepared in distilled water. For the chitosan/agarose blend hydrogel, a 2% w/v chitosan solution was prepared in a 1.0% w/v aqueous acetic acid since this acidic condition (pH < 6.5) assisted the solubility of the chitosan due to the electrostatic effect among the protonated amine groups along the polymer chains. First, the acetic acid solution was prepared at 60°C, then the beaker was removed from the heater and chitosan was added slowly to the acetic acid while stirring to achieve a final concentration of 2% w/v chitosan in the solution. Since chitosan alone does not form a stable hydrogel, a blended hydrogel mixture of 25% v/v agarose and 75% v/v chitosan was prepared by adding slowly a 2% w/v agarose solution to the 2% w/v chitosan solution while stirring at room temperature to obtain a homogenous mixture that became progressively more viscous.

Under these conditions the hydrogels blended to form a homogenous phase with extended chitosan chains within the agarose matrix [START_REF] Cao | Simple agarose-chitosan gel composite system for enhanced neuronal growth in three dimensions[END_REF]. The blended hydrogel mixture retained transparency, which suggested the uniform distribution of chitosan in the agarose matrix without noticeable phase separation due to the hydrogen bonds between the chitosan amino groups and agarose hydroxyl groups [START_REF] Zamora-Mora | Chitosan/agarose hydrogels: Cooperative properties and microfluidic preparation[END_REF]. For the PVA cross-linked hydrogel, a mixture DMSO (40%) and water (60%) was used as the solvent. The solvent was heated to 90°C in a water bath while being stirred. PVA powder was added to the hot solvent and was stirred until obtain a 15% w/v PVA homogenous solution.

Those three different polymer solutions were poured into the hollow acoustic horns shown in Figure 1 and then left at the ambient temperature to obtain hydrogels to be used for further experiments.

Measurement of the Ultrasound Intensity

The Guilin Woodpecker ultrasonic scaler included a variable power dial so that the intensity of ultrasonic could be changed. The intensity of ultrasound at each power setting was measured using a calorimetric method that is based on the change of temperature in water exposed to the sonicator [START_REF] Mitragotri | Ultrasound-mediated transdermal protein delivery[END_REF][START_REF] Tezel | Synergistic effect of low-frequency ultrasound and surfactants on skin permeability[END_REF]. A plastic beaker, thermally insulated with expanded polystyrene, was filled with 40 mL water. The ultrasound horn, corresponding to the position of the drug carrier, was immersed into water. The ultrasound device was activated for 2 min at each of the positions indicated on the sonicator power dial. The rate of increase in water temperature was measured using a type N thermocouple (TC S.A., France) with a sensitivity of 39 µV C -1 at 900°C. The equation below was then used to calculate the intensity:

= . ∆ ∆ ( 1 
)
where I is the ultrasound intensity (W cm -2 ), Mwater is the mass of water exposed (g), Cp.water is the specific heat of water (4.18 J g -1 C -1 ), A is the effective area of the transducer and ∆T/∆t is the rate of temperature change of the water. In using this equation, we assume that the temperature change of water is due to incident acoustic power, and the acoustic power is completely converted into heat.

Measurement of the Actual Frequency and Harmonics in the Acoustic Horns

Although the manufacturer specified the frequency generated by the Guilin Woodpecker ultrasonic scaler to be in the range of 28±3 kHz, the characteristics of the ultrasound generated in each acoustic horn required verification. To measure the actual frequency inside the different acoustic horns polyvinylidene fluoride (PVDF) was used as a sensor for the ultrasound since it is a piezoelectric polymer with high sensitivity. PVDF was placed in direct contact with each transducer horn at the face d1 (Figure 1). The PVDF was connected to an oscilloscope (Tektronix) to detect and record the frequency of the generated ultrasound. These characteristics of the actual ultrasound frequencies and harmonics are important for the interpretation of the release of compounds from the gels that were enclosed within each acoustic horn.

Measurement of vibration in the acoustic horn

We assumed that in our drug delivery device the energy imparted by the longitudinal ultrasonic waves and harmonics were solely responsible for the release of the active agent from the polymer matrix. A possible alternative was that the ultrasound simply caused the lateral displacement of the horn due to the vibration caused by the ultrasound transducer, and this vibration was simply the stimulus for the drug release from the hydrogel. To test this possibility the vibration of the transducer with and without the horn was measured using a vibrometer (Keyence, LK-G3000) when ultrasound waves were generated by the Guilin Woodpecker ultrasonic scaler. The vibrometer provided a very sensitive measurement of the displacement at an accuracy of 0.05 µm and a linearity of 0.03% F.S.

Results

The measured ultrasound frequencies and harmonics in the acoustic horns

The shape and size of the acoustic horn were chosen so as to optimize the constructive harmonics generated by the ultrasound, which provided the power to drive the movement of the molecules retained in the hydrogel to be released at the exit-surface of the hydrogel (Figure 1). The characteristics of the ultrasound harmonics were determined for each of the acoustic horns from measurements performed with the release-surface aspect d1 of the acoustic horn placed firmly in-contact with a piezoelectric polymer (polyvinylidene fluoride, PVDF) that was connected to an oscilloscope. Measurements were carried out on the three sizes of horns, with or without hydrogel inside the horn. Figure 2 shows the spectrum of harmonics generated in the acoustic horns. The spectra recorded were the same whether or not the hydrogel was enclosed within the horn. Moreover, the center frequency of 27.93±1.47 kHz was the same for all sizes of the horns. However, amongst the horns of different sizes there are differences in the harmonics of the center frequency. These harmonics are due to the nonlinear behavior of the piezoelectric transducer [START_REF] Guyomar | Non linearities in Langevin transducers[END_REF][START_REF] Guyomar | High nonlinearities in Langevin transducer: A comprehensive model[END_REF][START_REF] Mathieson | The influence of piezoceramic stack location on nonlinear behavior of Langevin transducers[END_REF]. The amplitude of harmonics depends on the excitation intensity delivered to the transducer and on the configuration of the horn, particularly since the type of horn provides a mechanical load for the transducer. The small horn produced the strongest harmonics and the highest amplitude of the fundamental. For the small horn, it is notable that at the higher intensity there is a doubling of the harmonics (Figure 2, E andF). The increase in amplitude of harmonics may be due not only to the excitation intensity but also to the constructive interference of the ultrasound waves within the horn due to reverberation and reflection from the walls, which would indicate the presence of several modes of ultrasound generated in the horn. These types of reverberations and reflections, in the absence of cavitation, have also been reported for cylindrical sonochemical reactors [START_REF] Birkin | Experimental and theoretical characterization of sonochemical cells. Part 1. Cylindrical reactors and their use to calculate the speed of sound in aqueous solutions[END_REF]. Increasing the horn size from medium to large reduced the prominent harmonics, most likely due to destructive interference within the horn, since there are fewer harmonics and no change with intensity. This most likely would minimize the amount of energy imparted to the hydrogel drug carrier, with the practical effect to reduce the stimulus for controling diffusion of molecules retained in a hydrogel carrier. We can conclude that with the small horn there is an optimization of the ultrasound harmonics, which probably increased the modes and energy delivery within the small horn. Thus, the small horn could be expected to provide a better stimulus for the motion of a molecule retained in the hydrogel and would most likely increase the efficiency of directed motion of the retained molecule in the hydrogel. Moreover, any differences in the release rates of compounds from the horns could be interpreted from the minimization of the harmonics by increasing the diameter of the acoustic horns, since the center frequency was the same for each horn and thus each horn received the same longitudinal acoustic energy.

The ultrasound intensity in the acoustic horns

We used a calorimetric method to measure the intensity generated in the acoustic horns by the ultrasound transducer [START_REF] Mitragotri | Ultrasound-mediated transdermal protein delivery[END_REF][START_REF] Tezel | Synergistic effect of low-frequency ultrasound and surfactants on skin permeability[END_REF]. The intensities in the large horn were between 0.02 W cm -2 (minimum) and 0.11 W cm -2 (maximum), in the medium horn were between 0.08 W cm -2 (minimum) and 0.19 W cm -2 (maximum), and in the small horn were between 0.4 W cm -2 (minimum) and 1.5 W cm -2 (maximum). It is important to note that all of those measured intensity levels for all of the horns are below the threshold level to induce cavitation in water.

The higher intensities measured for the small horn were most likely due to the efficient generation of constructively interfering harmonics (Figure 2, E andF). For the small horn, the measured temperature was similar at the center and at the wall of the horn. This indicated that the intensity was evenly distributed across the area of the exit-surface of the small horn.

Moreover, that energy dissipated quickly after the exit-surface of the small horn since the measured temperature was lower at a distance of 1.5 mm from the exit-surface.

Does the ultrasound simply vibrate the acoustic horn?

We used a sensitive vibrometer to determine if the acoustic horns were simply being vibrated by the ultrasound transducer. The vibrometer detected no displacement of any of the horns, which indicated that vibration of each horn was smaller than the level of the sensitivity of the instrument (0.05 μm). Hence it was unlikely that the release phenomena were due simply to mechanical vibration of the horns that may have produced materal stretching the gels.

Do the enhanced harmonics of the small horn increase the rate of release from a hydrogel?

Our first experiments were aimed to confirm the advantages of the small horn, compared to other sized horns, to stimulate the diffusion of molecules within a hydrogel retained inside the hollow horn. These experiments were performed using 2% w/v agarose prepared in distilled water, since this is a physical gel with a non-complex structure. We used theophylline to investigate the efficiency of the ultrasound to stimulate the diffusion of molecules. A theophylline stock solution of 4.7 mg mL -1 was prepared in deionized water by heating at 30°C until obtaining a clear solution. To load drug in the agarose gel, fresh agarose solution was mixed with theophylline (30% v/v) and immediately vortexed for 15 seconds to obtain a homogeneous distribution of theophylline. This theophylline-loaded agarose solution was then injected into the ultrasound horn and allowed to gel at room temperature. The mass of retained theophylline was 2.37 mg for the large horn, 0.94 mg for the medium horn and 0.15 mg for the small horn. Figure 3 shows the results of these optimization experiments. Release of theophylline from the agarose was measured, using the UV-Vis spectrometer, by an increase in the absorbance at 272 nm.

For the small horn, all the theophylline was released in less than 90 seconds when the intensity was 1.5 W cm -2 . For the lowest intensity of 0.4 W cm -2 the theophylline was completely released from the small horn after about 3 minutes (Figure 3). The corresponding energy dose for the small horn was between 72 J cm -2 to 135 J cm -2 . This is a much lower than the reported threshold energy dose of 222 J cm -2 for pig skin in vitro that is required for cavitation effects to stimulate the sonophoretic enhancement of transport at 20 kHz [START_REF] Mitragotri | Determination of threshold energy dose for ultrasound-induced transdermal drug transport[END_REF]. Indeed, Mitagotri et al [START_REF] Mitragotri | A mechanistic study of ultrasonically-enhanced transdermal drug delivery[END_REF] reported that the minimum ultrasound intensity required for the onset of cavitation, referred to as the cavitation threshold, increases rapidly with ultrasound frequency up to a maximum of 2.5 MHz.

The rapid and efficient release with the low intensity from the small horn was most likely due to the enhanced harmonics that have led to constructive interference of the ultrasound waves.

For the two other horn sizes (medium and large) the time needed for complete drug release was more than 24 hours, most likely due to the destructive interference of the harmonics of the ultrasound stimulation. Those differences in release rates between the sizes of the acoustic horn also highlight that the release could not have resulted simply from the longitudinal transmission of acoustic energy, since the center frequency of the ultrasound was the same for each of the horns. It is also unlikely that the differences between release rates was due to vibrations of the horns, since the vibrometer did not detect a vibration of any of the horns (any vibration was less than the sensitivity of the instrument, 0.05 μm).

Thus, the small acoustic horn was selected for the following experiments in which we measured the release of theophylline from the chitosan/agarose blend, agarose and PVA hydrogels. Figure 4 summarizes the results from measuring 5 replicates for each hydrogel that show the release of theophylline from each of the hydrogels. The slower release from the PVA, and indeed the difference between the chitosan/agarose and agarose, were most likely due to the physico-chemical structure of each hydrogel. Those details of the influence of the chemistry of the hydrogel structure are being characterized in other parallel studies in our laboratory. Nonetheless, for all 3 hydrogel samples that were stimulated with the ultrasound, increasing the ultrasound intensity from 0.4 W cm -2 to 1.5 W cm -2 has nearly doubled the rate of release from all three hydrogel carriers. In considering the data of Figure 4, it is important to compare the diffusion of theophylline without any applied ultrasound stimulus to the small horn. During a period of 5 minutes with no ultrasound stimulation to the small horn only about 15% of the theophylline diffused from the agarose, only about 5% diffused from the PVA and only about 20% diffused from the chitosan/agarose (Figure 5). The ultrasoundstimulated release rate of theophylline from different hydrogels was calculated from the first linear part of the release curve (Figure 4) and presented in Table 1. These tabulated data emphasize the role of ultrasound in controling the drug release, but with an influence from the structure of the different polymeric networks, particularly when compared to the slow passive diffusional release measured without external stimulation.

Table 1: Rate of release from the chitosan/agarose blend, agarose, and PVA hydrogels at different ultrasound intensities (0.4 W cm -2 , 1.5 W cm -2 ). The rate of release is calculated from the initial linear part of the release curves shown in Figure 4. 

Release

Does the ultrasound simply induce cavitation or gel breakdown to enhance diffusion?

During control experiments where theophylline was not loaded into the hydrogels there was no absorbance at 272 nm detected in the release media after a 2-hour continuous period of ultrasound stimulation. These control experiments support the observations that all three hydrogels are stable and do not release any breakdown products at the absorbance peak of theophylline. Further, these control absorbance measurements during 2 hours of continuous ultrasound stimulation suggests that the shorter periods of ultrasound required to induce the ratchet effect stimulation would not degrade the gels.

It is important to note that all of the intensity levels to induce the ratchet effect are below the threshold level to induce cavitation in water. Moreover, the intensities in the acoustic horns generated by the ultrasound were much less than the threshold reported to cause breakdown of PVA due to cavitational collapse [START_REF] Grönroos | Ultrasonic depolymerization of aqueous polyvinyl alcohol[END_REF]. It is possible that the ultrasound energy may have generated sufficient heat that may have caused the hydrogels to melt during the period required for release of the theophylline, thereby contributing to the enhanced diffusion.

Increasing the intensity increases the energy of the waves and the energy transfered to the hydrogel. This could augment the amount of the heat produced by the absorption of ultrasound waves when applying a higher intensity. The same effect could be expected for the exposure time. If the theophylline molecules in the hydrogel absorb an amount of energy for a longer duration, there is potentially an increase in the total amount of the energy absorbed and consequently an increase in gel temperature.

However, the maximum energy dose delivered to the gels was 135 J cm -2 and such an energy dose could be expected to increase the temperature of the hydrogels by around 10 C° [START_REF] Emi | Ultrasonic generation of pulsatile and sequential therapeutic delivery profiles from calcium-crosslinked alginate hydrogels[END_REF].

The measurements were made at room temperature, 20 °C. We found previously, using differential scanning calorimetry, that the onset melting temperatures for these hydrogels ranged from 49°C (chitosan/agarose blend), to 50°C (alginate), to around 190°C (PVA) [START_REF] Gerayeli | Stimulated delivery of therapeutic molecules from hydrogels using ultrasound[END_REF].

At temperatures less than the onset melting temperature the eleastic modulus and porous structure of the gel remain stable [START_REF] Zamora-Moraa | Chitosan/agarose hydrogels: Cooperative properties and microfluidic preparation[END_REF]. Thus, it is unlikely that ultrasound energy induced an increase in temperature that caused the structure of the hydrogels to breakdown. We used a simple observation to observe melting-induced changes of the hydrogels when the time of exposure and the ultrasound intensity were changed. For that observation, a thin metal wire was inserted into the hydrogel inside the horn and removed after a few seconds. If the hydrogel was melted, a thin viscous layer of hydrogel sol could be observed coating the surface of the wire. Our observations using the small wire were that the gels showed signs of melting after around 280 seconds (chitosan/agarose) to 35 minutes (PVA). These periods were much longer than the time required for complete release of theophylline from the acoustic horns. Altogether, it is unlikely that any induced breakdown of the hydrogels contributed to the enhanced diffusion that was stimulated by ultrasound.

Discussion

The measurements carried out in this study indicate that low-frequency ultrasound, applied at intensities less than the cavitation threshold to a hydrogel contained within an appropriately dimensioned acoustic horn, directly enhances the diffusion of theophylline in the hydrogel.

The mechanism of this action appears to be due to the constructive interference of the different harmonic modes of the fundamental of the ultrasound. Our experimental evidence to support this conclusion are that (i) the release rates from the hydrogel increased with reduction of diameter of the acoustic horn, (ii) the harmonics were enhanced with reduction of diameter of the acoustic horn, (iii) the centre frequency was the same for all acoustic horns of different diameter, and (iv) none of the acoustic horns were measurably vibrated by the ultrasound transducer (or less than the sensitivity of the measurement vibrometer, 0.05 µm).

To explain the mechanism of this enhanced diffusion of theophylline molecules, the hydrogel polymeric matrix can be considered as a mesh with pores that are relatively larger in size than the theophylline molecules. It is also important to consider the hydrogels have some amount of crystalline structure and a degree of viscoelasticity, with the theophylline molecules being homogenously dispersed within the hydrogel matrix. The diffusion behavior of theophylline could be expected to be determined by the characteristic size of the theophylline molecules and the correlation length of the polymer network [START_REF] Fujiyabe | Diffusion behavior of water molecules in hydrogels with controlled network structure[END_REF]. In the absence of the externally-applied ultrasound, the diffusion of theophylline as the solute in the hydrogels could be explained in one of 4 main theoretical frameworks. These frameworks include the hydrodynamic mode (friction between the solute and the surrounding hydrogel matrix), the free-volume mode (transport of the solute via the dynamic empty spaces between molecules), the obstruction mode (polymer matrix functions as a barrier for the diffusion of solute), or a multiscale diffusion model (MSDM) that combines the hydrodynamic, free-volume and obstruction modes [START_REF] Axpe | A multiscale model for solute diffusion in hydrogels[END_REF]. For all such considerations of the diffusion in hydrogels, the average mesh size of the polymeric matrix (the correlation length) compared to the hydrodynamic radius of the solute is an important parameter. For the hydrogels used in this report, the correlation length for the agarose and chitosan/agarose has been reported to be on the order of 60 nm [START_REF] Holmes | The electric field dependence of DNA mobilities in agarose gels: a reinvestigation[END_REF] to 200 nm [START_REF] Dillon | The influence of physical structure and charge on neurite extension in a 3D hydrogel scaffold[END_REF]. For the PVA, the correlation length has been reported to be between 3.6 nm to 25 nm [START_REF] Juntanon | Electrically controlled release of sulfosalicylic acid from crosslinked poly(vinyl alcohol) hydrogel[END_REF]. Theophylline has a molecular weight of 180 and an hydrodynamic radius of 0.35 nm [START_REF] Singh | Investigation of solute permeation across hydrogels composed of poly(methyl vinyl ether-co-maleic acid) and poly(ethylene glycol)[END_REF]. The free volume of the hydrogel system was estimated to be on the order of 0.3 nm based on the the work of Axpe et al [START_REF] Axpe | A multiscale model for solute diffusion in hydrogels[END_REF].

Without the application of ultrasound the release of theophylline in these hydrogels will be predominately explained by the free-volume mode of diffusion. Without ultrasound, the diffusion of theophylline would be quite slow, with reports of up to 180 minutes for the complete release of theophylline from an agarose hydrogel [START_REF] Marras-Marquesz | Agarose drug delivery systems upgraded by surfactants inclusion: Critical role of the pore architecture[END_REF], and on the order of 225 minutes from a PVA hydrogel [START_REF] Nugent | Preparation of a novel freeze thawed poly(vinyl alcohol) composite hydrogel for drug delivery applications[END_REF]. Our results reported here agree with those previous measurements of slow release, since during a period of 5 minutes with no ultrasound stimulation to the small horn only about 15% of the theophylline diffused from the agarose, only about 5% diffused from the PVA, and only about 20% diffused from the chitosan. In contrast, here we report that the application of ultrasound to the hydrogels dramatically increased the rates of release of the theophylline from the hydrogels. An intensity of ultrasound below the cavitation threshold was able to release 100% of the theophylline from the chitosan/agarose blended hydrogel in 90 seconds, and from the agarose hydrogel in 180 seconds. Only 50% of the theophylline was released from the PVA hydrogel after 480 seconds, most likely related to the smaller correlation length of the PVA hydrogel. Note that the hydrogels used for these experiments included hydrogels that were formed physically as well as one that was chemically cross-linked.

The rapid and controlled movement of molecules in the hydrogels can be explained by directed Brownian motion that results from the interplay between the ultrasound harmonics and the polymeric hydrogel structure in an analogous way to a flashing ratchet. The theophylline molecules can be considered as over-damped particles [START_REF] Hänggi | Artificial Brownian motors: Controlling transport on the nanoscale[END_REF]. In all sizes of the horns (small, medium, large) there are the same continuous low-frequency compressive longitudinal ultrasound waves acting on the hydrogels. That low-frequency ultrasound, applied at the low intensities used here, would impart some momentum to the theophylline molecules that would then induce small motions. The combination of the hydrogel concentration (to alter the polymeric backbone structure and the viscoelasticity of the gel), the mass of the molecule, the power and the frequency of the ultrasound all combine to limit the range of such an imparted motion of the molecules, as has been shown for a system that contained gold nanoparticles [START_REF] Martin | Low-frequency ultrasound can drive the transport of nanoparticles[END_REF]. Nonetheless, at a critical combination of low-frequency ultrasound at low power to induce a low acoustic pressure there will be sufficient time for the therapeutic agent molecules to be "pushed" through the hydrogel structure. The distance "pushed" will also be influenced by the viscoelastic forces in the hydrogel, which could serve to damp the ultrasound-imparted momentum and movement of the molecules. Without the generation of constructively interfering harmonics inside the medium and large acoustic horns, the theophylline molecules in the hydrogel are subjected simply to the longitudinal ultrasound waves without any additional periodic stimulus to create an effective ratchet. Thus, the diffusion in the medium and large horns is not enhanced any controlled way more than from the compressive "pushes".

However, the constructively interfering harmonics generated within the small horn provide the necessary external energy to drive the interplay of the theophylline molecules with the polymeric structure in order to create the flashing ratchet. In the hydrogel system contained within the small horn, the ultrasound harmonics provide a periodic signal that combines with the hydrogel structure to induce the rectification needed for the flashing ratchet. The importance of this combination is observed from Figure 4 where the enhanced diffusion-rate of the theophylline molecules is reduced in the PVA hydrogels. Compared to PVA, the agarose and chitosan/agarose have significantly greater water content and are physical hydrogels. Also, the correlation length of the PVA hydrogel is much smaller than that of either the agarose/chitosan blended hydrogel of the agarose hydrogel. In considering a framework within which to understand these enhanced diffusion phenomena, we can utilize the multiscale diffusion model (MDSM) that combines the major diffusional theories of freevolume, hydrodynamic and obstruction modes [START_REF] Axpe | A multiscale model for solute diffusion in hydrogels[END_REF]. The advantages of the MDSM model are that it covers several correlation length scales and it incorporates both the free-volume and hydrodynamic modes of diffusion. For the chitosan/agarose blend and the agarose hydrogels the hydrodynamic radius of the theophylline is more than 100-fold less than the correlation length, the diffusion is dominated by the free-volume mode, and the flashing ratchet established by the constructive harmonics of the ultrasound provides the additional energy to drive the release of the theophylline at faster rates. Indeed, the correlation length of the chitosan/agarose blended hydrogel is larger (around 200 nm) than that for agarose (around 60 nm), and the theophylline was released from the chitosan/agarose blended hydrogel at a faster rate than for the agarose hydrogel. For the PVA hydrogel, the hydrodynamic radius of theophylline is only around 10-fold less than the correlation length. Although it is likely that the mode of diffusion continues to be dominated by free-volume, the reduced release rate from PVA compared to the agarose-based hydrogels is most likely due to an increased influence from hydrodynamic diffusion mode.

This study suggests that low-frequency ultrasonic stimulation, at energy levels below the cavitation threshold, can be used to control the release of a therapeutic molecule from different hydrogel carriers. Although ultrasound has been used previously as an external stimulus for enhancing mass-transport of drugs in drug delivery systems [START_REF] Lavon | Mass transport enhancement by ultrasound in non-degradable polymeric controlled release systems[END_REF], most of the previous reports utilized an acoustic field generated by an ultrasonic horn immersed in a fluid chamber and located at some distance from a drug-containing polymer [START_REF] Aschkenasy | On-demand release by ultrasound from osmotically swollen hydrophobic matrices[END_REF][START_REF] Manaspon | Increasing distribution of drugs released from in situ forming PLGA implants using therapeutic ultrasound[END_REF][START_REF] Jiang | Ultrasound stimulated release of mimosa medicine from cellulose hydrogel matrix[END_REF], or touching the skin to enhance transdermal transport via the mechanism of sonophoresis [START_REF] Terahara | Dependence of low-frequency sonophoresis on ultrasound parameters; distance of the horn and intensity[END_REF][START_REF] Boucaud | Effect of sonication parameters on transdermal delivery of insulin to hairless rats[END_REF]. For such sonophoresis-mediated transport it has been considered for some time that inertial cavitation is the mechanism that is responsible [START_REF] Mitragotri | A mechanistic study of ultrasonically-enhanced transdermal drug delivery[END_REF], due to the requirements to deliver high energy levels. Also, for example, therapeutic ultrasound (1 MHz) has been reported recently to trigger drug release from poly(lactide-co-glycolide) (PLGA) microchamber arrays that were implanted subcutaneously in a mouse [START_REF] Sindeeva | Effect of a controlled release of epinephrine hydrochloride from PLGA microchamber array: in vivo studies[END_REF].

In contrast to the previous ultrasound-generating devices used to enhance the transport of therapeutic molecules by the influence of inertial cavitation when remotely placed from the drug-containing polymer [START_REF] Lavon | Mass transport enhancement by ultrasound in non-degradable polymeric controlled release systems[END_REF], the diffusion of molecules in our system was controled using low-frequency ultrasound delivered directly to the hydrogel that was enclosed within a smalldiameter hollow acoustic horn connected to the ultrasound transducer. Three types of porous hydrogels (PVA, chitosan/agaroseblend, and agarose) were tested separately as the hydrogel matrix for theophylline, which was enclosed in the hollow acoustic horn. The transport of theophylline (representative molecule) to the exit-surface of the porous hydrogels at the opening of the acoustic horn was controled by directed Brownian motion driven by the harmonics generated inside the acoustic horn. Moreover, this design required only a low intensity from the ultrasonic transducer, which was lower than the threshold for cavitation.

Even with our direct-contact acoustic horn operating at its lowest intensity of 0.4 W cm -2 , the entire drug content of the hydrogel could be released in less than 3 minutes. In comparison, the previous systems with a remote ultrasound transducer that relied on cavitation needed several hours for complete release [START_REF] Lavon | Mass transport enhancement by ultrasound in non-degradable polymeric controlled release systems[END_REF][START_REF] Aschkenasy | On-demand release by ultrasound from osmotically swollen hydrophobic matrices[END_REF][START_REF] Jiang | Ultrasound stimulated release of mimosa medicine from cellulose hydrogel matrix[END_REF]. The use of hydrogels is ubiquitous for biomedical systems where the transport of molecules needs to be controlled, including for example drug delivery and molecule identification and separation systems. Indeed, since the the flashing ratchet we describe provides controlable energy inputs at levels less than those that neither induce breakdown of the gel structure nor induce cavitation, this flashing ratchet may be useful for further investigations of release in systems where there are important interactions between the solute and the gel. Such interactions could include hydrophobic effects, H-bonding, electrostatic, and van der Waals interactions [START_REF] Axpe | A multiscale model for solute diffusion in hydrogels[END_REF].

The advantages of the approach described in this report are that (i) the directed diffusion of molecules was driven by a Brownian flashing ratchet due to the combination of the physical gel structure and the energy imparted by the ultrasound generated inside the hollow acoustic horn, (ii) a low level of acoustic energy was required to drive the transport in the hydrogel, and (iii) no cavitation was induced in the hydrogel, which minimized the potential for physico-chemical damage. This flashing ratchet approach is applicable to drive the diffusion of molecules in a range of gels that are ubiquitous in biomedical systems, including for example in drug delivery, molecule identification and separation systems. 
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