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Abstract: Two glass series in the ternary systems K2O-B2O3-SiO2 (KBS) and Na2O-B2O3-SiO2 (NBS) were studied in order to identify the main 
factors influencing the solubility of iodine. We established that iodine incorporation is strongly linked to the bulk chemistry, i.e. the 
SiO2/(B2O3+SiO2) molar ratio, and to the physical properties of the glasses, and we assessed three different solubility limits. Iodine in Si-rich 
glasses has a low solubility (≤1 mol% I) regardless of the alkali ion present. On the contrary, in B-rich glasses, the solubility is five times higher 
than in Si-rich glasses for Na-glasses, and more than six times higher for K-glasses. The strong dependence of iodine solubility on the bulk 
chemistry is related to the adaptability of the glass network. Furthermore, our data suggest that iodine is stable with different redox states in the 
glasses here analysed. 

INTRODUCTION 

Iodine, the heaviest stable halogen element, benefitted from relatively few studies on its solubility in glass matrices compared to 
the lighter halogens [1]. However, the incorporation, dissolution and mobility of this ion is very important in many fields, ranging from 
Materials and Earth Sciences to Waste management. Iodine occurs in nature as iodide (I-), as the oxyanion iodate (IO3

-) and rarely as 
elemental I (I2), respectively with oxidation states -I, +V and 0.  

The radioisotope 129I is of particular concern because it will be the main contributor to the radioactivity released by a geological 
repository site for nuclear wastes [2]. Furthermore, the iodine-xenon 131, 133, 135 decay chains are particularly important in the 
framework of the verification of the Comprehensive nuclear-Test-Ban Treaty (CTBT). Indeed, atmospheric radioxenon monitoring 
constitutes an important mean for the detection of underground nuclear explosions after transport to the subsurface [3–5]. While the xenon 
source term in the nuclear cavity can be calculated, uncertainties persist regarding to what extend iodine may be trapped in magma inside 
the nuclear cavity [6]. 

Previous studies of iodine were mainly focused on the determination of iodine oxidation state and local surrounding in 
borosilicate waste glasses, and in cementitious wasteforms e.g. [7–9] because the assessment of the valence state is quite important when 
dealing with radionuclide. Indeed, beside the redox state of the environment, also physical and chemical form of the elements (e.g. valence) 
could influence their mobilisation, diffusion and (re)distribution [10]. In order to understand the main factors influencing the solubility of 
iodine, we investigated glasses in the ternary system K2O-B2O3-SiO2 (KBS), where the SiO2/(B2O3+SiO2) molar ratio was varied from 1 
to 0. Data on I-bearing Na2O-B2O3-SiO2 (NBS) glasses are reported for comparison. The influence of iodine incorporation on glass physical 
properties, and glass network is here investigated by Raman spectroscopy. 

EXPERIMENTAL  

The borosilicate glasses here investigated have a constant amount (20 mol%) of potassium (or sodium) and a SiO2/(B2O3+SiO2) 
molar ratio ranging from 1 to 0, i.e., from K(Na)-silicate to K(Na)-borate glasses. All pristine glasses were synthesised in large batches 
from the appropriate amounts of oxide (SiO2), carbonate (K2CO3, or Na2CO3,) and acid (H3BO3), and melted between 950 and 1400 °C 
(as a function of the SiO2/(B2O3+SiO2) molar ratio) for a few hours to obtain bubble-free glasses. Powdered pristine glass and iodine 
compounds (I2 or alkali-I salts) were mixed by hand in an agate mortar. Batch of 300 mg of the powdered mixtures were inserted in 
platinum capsules and welded to avoid iodine leakage during experiments. Syntheses were carried out in a hot isostatic press (HIP) at 
Institut de Physique du Globe de Paris. The HIP is a medium-pressure (up to 2000 bars) high-temperature (up to 2000 °C) device. 
Experimental details are provided in [11]. Synthesis with solid I2 as starting material were all carried out at 1200 C and 1500 bar. Synthesis 
with alkali-I salts (KIO3 or NaIO3) as starting salts were carried out at different conditions of pressure and temperature, and for different 
holding times. Chemical compositions of both pristine and I-bearing glasses have been analysed with a Cameca SX100 electron 
microprobe (Table 1). Boron nitride (BN) and copper iodide were used as boron and iodine standards respectively. Ten measurements per 
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sample (at 15keV and 40 nA) were performed to obtain more representative values of boron and iodine contents. The average 
compositions, of KBS glasses, are reported in Table 1. Boron calibration was achieved with BN as a standard and boron's Kα absorption 
coefficients by the other elements were adjusted on the analysis of several borosilicate glasses with variable B2O3 content from 80 to 0 
mol%. Raman spectra were recorded at room temperature using a T64000 Jobin-Yvon® Triple-spectrometer set up with a confocal system, 
and a 1024 CCD detector cooled by liquid nitrogen. A Coherent® laser 70C Argon, with a wavelength of 488.1 nm, was used as excitation 
source providing 100mW on the sample. All spectra were recorded between 16 and 1700 cm-1 with an integration time of 300 s. Linear 
baseline subtraction and normalization to the total area were performed with LabSpec® software. Density measurements (Table 1) were 
done at room temperature by Archimedean method, using toluene as the immersion fluid. Glass transition temperatures (Tg) were 
determined by Differential Thermal Analysis (DTA) with a Setaram 96 Line Evo apparatus. A blank analysis was performed before sample 
analysis to corrected data from background signal. Temperature was increased with a rate of 5 °C/min and Tg was quantified by tangential 
method. All samples are labelled according the composition and iodine contents: NBSx and KBSx refer to pristine sodium/potassium 
borosilicate glasses where x represents the SiO2 molar content. KBSx.y refers to iodine-bearing glasses doped with K(Na)IO3, where x 
represents the SiO2 molar content, and y the iodine molar content.  

 

Table 1 – Analysed chemical composition (wt.%) and properties of KBS glasses. Some of the glasses in the NBSx+I2 series are reported for comparison (from [11]). 

Sample  salt 
used 

starting 
amount I 
(mol%) 

SiO2 
(wt.%) 

B2O3 
(wt.%) 

Na2O or 
K2O (wt.%)  I (wt%) Density§ 

(g/cm3) 
Tg 
(K) 

pristine glasses      

 

 

KBS80   72.37 0.00 25.99  2.398(1) 718 

KBS60   68.89 15.14 16.80  2.442(2) 920 

KBS40   33.86 48.96 19.58  2.224(4) 578 

KBS20   14.76 66.86 22.66  2.189(3) 605 

KBS00   0.00 75.22 24.67  2.109(4) 536 

KIO3 series: KBSx.y (1500 ºC, 1500 bar)      

KBS80.1 KIO3 2 68.23 0.00 22.27 1.90 2.396(2)  

KBS60.03 KIO3 2 70.92 12.02 14.93 0.52 2.461(7)  

KBS40.2 KIO3 2 30.16 44.38 17.77 3.39 2.250(2)  

KBS20.1 KIO3 2 14.15 61.66 21.34 2.01 2.214(3) 592 

KBS00.1 KIO3 2 0 74.79 22.67 2.26 2.118(7)  

I2 series: KBSx+I2 (1200 ºC, 1500 bar)     

 

 

KBS80+ I2 I2 2 71.41 3.28 24.56 1.38 2.400(1)  

KBS80+ I2 I2 9 74.10 1.85 20.38 1.21 2.376(1)  

NBS80+ I2 I2 2 78.95 2.66 18.85 2.22 2.373(1) 730 

NBS80+ I2 I2 10 76.62 2.11 18.48 2.28 2.316(1)  

NBS80+ I2 I2 18.2 70.42 4.93 23.06 1.64 2.468(11)  

NBS60+ I2 I2 9.5 59.51 22.74 14.98 1.88 2.495(1)  

NBS60+ I2 I2 18.1 63.70 22.18 9.13 1.64 2.460(1)  

KBS20+ I2 I2 2.1 13.90 61.14 21.18 4.12 2.206(1) 593 

KBS20+ I2 I2 9.5 14.57 62.95 19.15 4.51 2.201(1) 675 

KBS20+ I2 I2 18.2 14.72 47.06 10.67 9.24 2.116(4)  

KBS20+ I2 I2 26.7 16.27 49.70 8.11 8.75 2.090(1)  

NBS20+ I2 I2 2 14.07 66.87 13.89 3.57 2.212(1) 697 

NBS20+ I2 I2 10.1 13.85 63.35 10.61 8.99 2.189(1) 590 

NBS20+ I2 I2 18 14.61 60.69 6.54 7.09 2.080(7) 513 

KBS80+ I2 I2 2 0.03 73.78 22.39 3.47 2.133(1)  

KBS80+ I2 I2 10 0.05 62.98 19.33 16.26 2.212(1)  

NBS00+ I2 I2 2 0.07 82.33 11.25 4.17 2.100(7) 499 

 

                                                             
§ volumetric mass density 
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RESULTS AND DISCUSSION 

Physical and thermal properties have been determined for all pristine glasses. Figures 1A and B show the evolutions of the 
volumetric mass density (density for short) and glass transition temperature (Tg), in relation with the SiO2/(B2O3+SiO2) molar ratio for 
the pristine glasses synthetized under pressure. Density and Tg increase smoothly until 60 mol% of Si is substituted for B, with differences 
up to 20-22% in both properties, in agreement with published data in the NBS system [12]. When Si is substituted for B, the properties of 
KBS glasses follow a similar trend, although more irregularly.  

The addition of iodine, in the two ternary systems, does not change the general trend, with both Tg and density increasing until 
a SiO2/(B2O3+SiO2) molar ratio equal to 0.75 for NBS glasses, and 0.87 for KBS glasses. I-bearing glasses have slightly higher density 
values for all compositions, with the B-rich ones being ~2% denser. Glass transition temperature values for the I-bearing NBS glasses are 
reported in Figure 1B, and they are always lower compared to the I-free glasses with variations of Tg up to 10% (data from [11]). Sample 
KBS60 has an anomalous higher Tg, and is partially out of trend. This glass has a lower potassium content, and a K2O/(SiO2+B2O3) molar 
ratio of 0.13, thus providing a glass transition temperature higher than 900 K. 

 

 

Figure 1 – A, B) Volumetric mass density (g/cm3) and glass transition temperature (Tg, K) vs. the SiO2/(B2O3+SiO2) molar ratios, for pristine KBS and NBS compositions, 
and iodine-bearing glasses (+I). Errors within the points. Lines are guide for the eyes. 

 
The influence of synthesis conditions (pressure P, temperature T) on iodine solubility is shown in Figure 2. Glasses doped with 

KIO3 were synthesised under various P, T conditions and for different holding times to verify the attainment of equilibria, and the influence 
of pressure on iodine solubility. Glasses in the NBS system synthesised at 1500 ºC and 1500 bar are reported for comparison (black solid 
symbols; data from [11]). 

Synthesis at the lowest T and P were held for almost 19 hours, whereas the synthesis at 1500 ºC and 1500 bar were held for 7 
hours. For all I-bearing KBS glasses there is a general trend, with higher iodine solubility in boron-rich compositions (dashed line in 
Figure 2). The iodine content dissolved into the glasses did not vary too much between the different conditions of pressure, temperature 
and holding time, indicating that equilibrium was attained for all experiments. Depending on the SiO2/(B2O3+SiO2) molar ratio the amount 
of iodine incorporated within the KBS glass network varies from 0.27(1) to 1.97(10) mol% with a maximum for the glasses with 
SiO2/(B2O3+SiO2) ratio ~ 0.45. Interestingly, all samples with a nominal amount of 60mol% SiO2 (KBS60) have extremely low amount 
of iodine incorporated into the glasses.  
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Figure 2 – Iodine content (as mol%) incorporated in the different KBS glass compositions, depending on the synthesis conditions. I-bearing NBS glasses are reported for 
comparison (black solid line and symbols; data from [11]). Dashed line follows the general trend of KBS glasses. Lines are only guides for the eyes.  

 
In order to establish the solubility limit of iodine in glasses, the two glass series were doped with increasing amounts of solid I2 

in the Pt capsules. In Figure 3, the nominal (starting) amount of iodine added is reported for the different compositions, either in the KBS 
or in the NBS systems, against the I content measured in the final synthesised glasses. Regardless the starting amount, iodine content for 
B2O3-rich samples is always higher than for the SiO2-rich ones. Furthermore, Na SiO2-rich glasses, with iodine contents greater than 5 
mol%, were frequently partially crystallised and/or heterogeneous.  

The highest amount of iodine is incorporated in glasses with SiO2/(B2O3+SiO2) molar ratio ~ 0.20 (NBS20, and KBS20). 
Potassium-glasses have higher ability to dissolve iodine, with a solubility limit established around 6.5mol%. The B-end member (KBS00) 
in the potassium series retained up to 10mol% I, but the lack of further experiments does not allow to establish the solubility limit. 5 mol% 
I represents the solubility limit for sodium B-rich glasses (NBS20) since higher doping levels did not produce any increase of iodine in 
the glass. SiO2-rich glasses were not able to incorporate more than 1 mol% I, either in the KBS or in the NBS system (Figure 3). 

Glasses with KBS60 composition are depleted in K2O and have extremely low content of dissolved iodine (<0.3mol%), 
suggesting that alkali cations play a crucial role in enhancing iodine solubility.  
 

 
Figure 3 – Measured iodine content in the glasses as a function of the starting amount added, as solid I2. The solubility limits identified are reported as horizontal dashed 
lines. 

 

Raman spectra for KBS glasses with 20 mol% SiO2 are shown in Figure 4, along with the corresponding iodine-bearing glasses. 
Spectra for NBS20 glasses are reported for comparison. All bands are broad and are typical of B-rich alkali-silicate glasses [12–13]. The 
vibrations related to Si-O-Si bending and Si-O stretching modes are weak and are, respectively, in the frequency regions below 600 cm-1 
and between 850 cm-1 and 1250 cm−1.  
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Iodine incorporation in those glasses induces three main variations (Figure 4): in the very low (< 250 cm-1), in the intermediate 
(650 - 900 cm-1), and in the high (1200 - 1600 cm−1) frequency regions. The latter region contains vibrations associated to stretching of B-
O- bonds of both tri-fold and four-fold coordinated boron (respectively, BO3 and BO4 units). Upon iodine incorporation the integrated area 
of this region decreases by ~ 17% (KBS20 sample containing 2.56(14) mol% I). The relatively narrow bands in the 650-900 cm-1 frequency 
region represent breathing vibrations of pentaborate rings (~ 770 cm-1), and three corner-sharing BO3 rings (boroxol rings, ~805 cm-1). 
Iodine incorporation induces a decrease of the bands associated with pentaborate rings (770 and 732 cm-1), and a net increase of the 
boroxol at ~805 cm-1 both in Na and K borosilicate glasses (Figure 4, vertical dashed line at 805 cm-1). In the very low frequency region 
(< 250 cm-1) the rise of a broad shoulder around 110 cm-1 for I-bearing KBS samples, and a shift of the Boson peak toward lower 
frequencies can be observed. This additional contribution is clearly visible in the NBS20 glass containing ~5 mol% I (Figure 4, dashed 
line at 109 cm-1). Iodine incorporation in borosilicate glasses induces higher amounts of [BO3]-ring units compared to [BO4]. Usually, in 
alkali-B glasses, the stabilization of 4-fold coordinated boron units is due to an electron taken from K+(or Na+) ions. Therefore, the alkali 
cation provides local charge neutrality being adjacent to the negative BO4

- units [14].  
Raman spectra of I-crystals identified the occurring of two main vibrational regions [11]: iodide crystalline compounds have the 

strongest bands in the very low frequency region (25-250 cm-1), whereas iodate crystalline compounds have their main vibrations in the 
region 650-850 cm-1. In iodine-bearing glasses, the increase of [BO3] units, and the occurrence of the shoulder at very low frequencies, 
could be explained by considering K+ ions being adjacent to I- ions. This implies the presence of iodide species, and, as previously 
suggested for NBS glasses and other borosilicate compositions [7–11–15] it likely results from the halogen local environment, where I- 
ions are surrounded by alkali cations. On the other hand, the particularly high increase of the peak around 805 cm-1 could be explained by 
the presence of extra contributions related to iodate vibrations <I5+-O>. Hence, the presence of additional contributions in the Raman 
spectra of I-bearing alkali borate glasses suggests the coexistence of iodine with different stable oxidation states.  
 

 
Figure 4 – Raman spectra of pristine glasses and I-bearing glasses. The dissolution of iodine in these glasses induces the appearance of two extra features, respectively 
around 109 cm-1 and 805 cm-1 (vertical dashed lines).  

 
Based on the solubility study and on the Raman results we could speculatively say that the solubility of iodide species should be 

much higher than the solubility of iodate in borosilicate glasses. The stabilization of the reduced form is driven by the field strength of the 
alkali cation that will surround the halogen element in the first coordination shell, probably due to the larger continuous channels produced 
(percolation channels [16]).  

CONCLUSIONS 

Iodine incorporation in alkali borosilicate glasses is strongly affected by the bulk chemistry (SiO2/(B2O3+SiO2) ratio, alkali ion). 
Iodine solubility limits have been established for potassium borosilicate glasses and compared to that of sodium borosilicate glasses, as 
follows: 
- ~5 mol% I and ~6.5 mol% I, respectively for B2O3-rich glasses in the NBS and KBS systems; 
- ≤1 mol% I for Si-rich glasses, independently on the alkali cation. 

Our results indicate that alkalis play a crucial role in enhancing iodine solubility. Most probably, elements with higher cation 
field strength (e.g. K) increases the incorporation of iodine because they induce larger continuous channels in the borosilicate glass network 
that might help iodine diffusion and dissolution. 
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Raman spectroscopy, even if not an element specific technique, points to the presence of iodine with different stable valences 
within the glass network, confirming the versatility of this technique, and the potentiality to use it for other glass or glass/ceramic materials. 
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