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Experiments are conducted in a smooth 10 × 10 mm square cross-section, 1-m long channel, closed at the ignition end and open at the other end. Simultaneous two-direction schlieren visualization is used to investigate the three-dimensional dynamics of transition to detonation for a stoichiometric H 2 -O 2 mixture. Results show the existence of two distinct structures before detonation onset: (i) asymmetric, composed of an oblique shock trailed by a flame, that runs preferentially along the wall, and seems to get ignited inside the boundary layer developed by the precursor shock; (ii) symmetric, referred to as strange wave in literature, propagating at the speed of sound in combustion products. The combined effect of shock induced preheating and viscous heating near walls seem to be responsible for the formation of the complex flame-shock interactions observed. Furthermore, simultaneous twodirection optical access allows to map the exact location of detonation onset, showing that 78 % of cases exploded in corners, highlighting the role of corner flows and boundary layers in transition to detonation at this scale.

Introduction

To comply with international agreements limiting CO 2 emissions, different solutions have been proposed to reduce the share of fossil fuels in electricity generation and transportation [START_REF] Krivosheyev | High-speed imaging of DDT in a round tube[END_REF]. The increased used of renewable (e.g. wind, solar) requires efficient/lasting storage solutions due to its intermittent nature. Among them battery banks or electrolyzers to produce hydrogen (H 2 ). H 2 has the potential to be a key player in enabling a sustainable energy transition. Its widespread use in transportation, for instance, poses risks due to leaks in refueling stations for vehicles (such as the recent accident in Sandvika, Norway) or in fuel cell/battery enclosures that can lead to strong explosions via deflagration-to-detonation transition (DDT). Note that the typical gaps in these compartments are of the order of millimeters, therefore understanding of DDT at this scale is needed to mitigate the aforementioned hazards through improved, research-based design.

Towards that goal, in general, we focus on a canonical configuration, namely a 1-m long, optically accessible, square cross-section channel (10 mm × 10 mm) to study all stages of DDT: from ignition, flame propagation and acceleration, to transition to detonation. However, here, we are only interested in characterizing the dynamics before and during detonation onset (i.e. formation of flame-shock complexes) and revealing their three dimensional structure. Studying this stage is essential to understand how to promote/mitigate DDT in narrow channels. Previous numerical and experimental work on flame-shock interaction by [START_REF] Khokhlov | Numerical simulation of deflagration-to-detonation transition: the role of shock-flame interactions in turbulent flames[END_REF][START_REF] Thomas | Experimental observations of flame acceleration and transition to detonation following shock-flame interaction[END_REF] have identified interesting structures that lead to DDT; [START_REF] Yanez | Experimental study and theoretical analysis of a 'strange wave[END_REF] also observed similar structures but using narrow channels in which very wrinkled funnel-shape flames trail behind planar shocks. These quasisteady flame-shock complexes propagate at speeds of the order of the speed of sound in combustion products; the authors called this regime strange wave.

In the present work, two channels are used to study the formation of strange waves. They allow oneand two-direction simultaneous schlieren visualization, respectively.

Experiments

Apparatus and procedure

The experimental apparatus was designed to allow flexibility regarding optical access. Its total length is 1030 mm; 91 % of which is optically accessible. To switch from one-direction (1-DV) to twodirection visualization (2-DV) only the center piece of the channel needs being interchanged (see cross sectionals view in Fig. 1). In both configurations, 15-mm thick polycarbonate plates are used as windows. Aluminum flanges on top and bottom avoid bending of the polycarbonate during detonation propagation. For the two direction configuration, spacers prevent bending on the sides (one of them is visible in Fig. 8 bottom view). None of the tests performed showed signs of deformation. Structural integrity is ensured with bolts screwed on the aluminum in a "sandwich" configuration.

The experiments were conducted as follows: (i) the channel was vacuumed to an absolute pressure below 1 mbar (controlled by a MKS 220DA pressure sensor); (ii) a plastic cap, held on a servo motor's arm, sealed the open end of the channel; (iii) subsequently, the reactive mixture (stoichiometric H 2 -O 2 ) was fed into the channel until it reached atmospheric pressure. (iv) At this point, the plastic cap was automatically removed by the servo motor; one second later the mixture is ignited (E ign < 1 mJ) at the closed end by the electric arc that forms between the electrodes. This procedure ensured adequate control of the mixture composition (Φ = 1 ± 0.01). The waiting time between filling and ignition was also carefully controlled; 15 s were found sufficient to avoid any impact of initial flow unsteadiness on early stages of flame propagation. After each test, the channel was vacuumed for a few minutes to remove visible condensation from burned gases.

Closed end (ignition)

Open end 

Flow visualization

Schlieren visualization (SV) is performed on both channels. Two sets of cameras were used: (i) Two black and white Photron FASTCAM SA-Z set at 140k frame per second (fps) (158 ns exposure), together with (248 ns exposure) for 2-DV; (ii) Shimadzu HPVX camera, with acquisition rates of 1 million (500 ns exposure) to 10 million fps (100 ns exposure), together with a Shimadzu HPV2 camera set at 1 million fps (500 ns exposure) for 2-DV.

Different light sources were utilized, two 100-mm diameter collimated LED, and a mercury light, coupled with a collimating mirror also of 100 mm in diameter. While the collimated LED offers compactness, the use of a mercury light provides a smaller focal point that results in a larger range of observable gradients (the side view in Fig. 8 is the only case using the latter). For the remaining cases shown, the collimated LED set-up is used with a razor blade occulting 50 % of the light to highlight gradients in the direction of flame propagation. Our schlieren set-up allows to visualize a section up to 100 mm; 2-DV is performed on the same section when done simultaneously. Figure 2 shows a simplified schematic of the global optical set-up. To trigger high speed camera(s), a BPW34 photo-diode, placed before the section of interest detects the arrival of the flame. 

Strange wave dynamics

Early stages and formation

Figure 4 shows the structure observed during formation of the strange wave using 1-DV. Time 0 µs is arbitrary, and simply represents the first instance in the sequence. The tip of a very corrugated frame, at 55 µs, a symmetric shape starts to form. This shape is very similar to that observed experimentally by [START_REF] Thomas | Experimental observations of flame acceleration and transition to detonation following shock-flame interaction[END_REF] and numerically by [START_REF] Khokhlov | Numerical simulation of deflagration-to-detonation transition: the role of shock-flame interactions in turbulent flames[END_REF][START_REF] Oran | Effects of boundary layers and wakes on shock-flame interactions and DDT[END_REF] when they studied shock-flame interactions. The precursor shock in this case propagates at the same speed as that reported above. Figure 6 shows 2-DV during formation of the strange wave. Note that in this channel this stage of DDT occurred in a different section, 281 mm ≤ x ≤ 383 mm, instead of 454 mm ≤ x ≤ 544 mm. At t = 0 µs, this configuration shows a similar structure as in Fig. 4 preceded by a succession of pressure waves. The main difference lies on the fact that the corrugated flame does not catch up with the perturbations, instead the mixture seems to ignite within the boundary layer, likely due to a flame-boundary layer interaction, resulting in a front that propagates near the wall (similar to that seen in Fig. 5). Simultaneous SV allows to pinpoint the exact location in the channel cross-section where ignition takes place (bottom right corner looking from the ignition end). At 7.1 µs, the front in the boundary layer propagates faster than the corrugated flame (∼ 3000 m/s), subsequently it decelerates to 2400 m/s, between 7.1 and 14.2 µs. In the side view, at 14.2 µs, another fast front starts to propagate within the boundary layer at the lower edge of this frame. The ignition of this front seems to be the result of an oblique shock-boundary layer interaction. However, based on a preliminary survey of all the results collected, ignition within the boundary layers arise more frequently due to flame-boundary layer interactions. The exact reason of spontaneous ignition within the corner is not clear, additional tests and analysis are currently being carried out to rule out uncertainties concerning manufacturing imperfections. The DNS of [START_REF] Dziemińska | Auto-ignition and ddt driven by shock wave-boundary layer interaction in oxyhydrogen mixture[END_REF] and LES of [START_REF] Zhao | LES of flame acceleration and DDT in small-scale channels[END_REF] present a similar scenario of DDT, but in our case, the flame-shock complex propagates more than 100 mm before it actually transits to detonation. A discontinuity (H), similar to that seen in Fig. 4 at 55 µs, is also visible at 7.1 and 14.2 µs. The overall dynamics obtained closely resembles that for 1-DV. for the same viewing window, and each figure shows different sections, as specified on the figures' captions. The discrepancies observed between 1-DV and 2-DV cases are due to manufacturing imperfections that were identified on the edges of the windows, and are currently being corrected. As a consequence, the available reactive volume is about 10% larger, as there are pockets of reactive mixture in small gaps outside the cross section that perturbs the boundary layer and corner flows. This shows the importance of geometry induced perturbations on the stochasticity of DDT; similar observations have been made for obstructed channels by [START_REF] Goodwin | Effect of decreasing blockage ratio on DDT in small channels with obstacles[END_REF][START_REF] Teodorczyk | Fast turbulent deflagration and DDT of hydrogen-air mixtures in small obstructed channel[END_REF], [START_REF] Ren | Numerical reproduction of DDT in small scale channels[END_REF]. Table 1 summarizes our results.

The extra information gathered from the 2-DV allows us to map the exact location of detonation onset (see Fig. 11). For 78 % of the cases ignition occurs within a corner, and always close to a wall, elucidating the crucial role played by viscous boundary layers and corner flows in detonation onset.

a high likelihood of DDT close to walls; bear in mind however, that the flow structures and boundary layers that develop behind precursor shocks differ significantly between square and circular crosssections.

Conclusions

DDT experiments were conducted using two narrow channels to characterize the three-dimensional structure during detonation onset. One-direction and two-direction simultaneous schlieren visualization was used for that purpose.

The following structures were observed: (i) symmetric funnel-shaped flames; (ii) asymmetric shapes as a result of ignition within boundary layers upon their interactions with the accelerating flame and/or oblique shocks formed by propagating fronts near walls; (iii) quasi-steady propagation of symmetric flame-shock complexes (rather short-lived, for the 2-DV channel); and (iv) detonation onset near the channel's walls.

Notably, 2-DV allowed us to map the exact location of detonation onset on the channel's cross-section.

The highly three-dimensional flows observed, shed light on the importance of understanding the complex structures that develop before DDT, as they may provide important clues regarding mitigation strategies (i.e. quenching of fast flames and suppression of DDT onset).

Future work will include enhancing the quality of the flow visualization, better control of the geometry, as well as the characterization of waves speeds (i.e. flames, shocks, etc.), as an attempt to better understand the role played by corner flows on DDT dynamics.
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 1 Fig. 1: Schematic of narrow channel (top) and cross-sections for 1-DV (bottom left) and 2-DV (bottom right). Red squares indicate effective section of the channel; white spaces optically accessible.

Fig. 2 :Fig. 3 :

 23 Fig. 2: Schematic of global optical set-up for one-and two-direction visualisation.

Fig. 6 :

 6 Fig. 6: Simultaneous 2-DV of the formation of strange wave; section 281 to 353 mm from ignition; conditions: stoichiometric H 2 -O 2 at p 0 = 100 kPa, and T 0 = 290 K. Background substracted to highlight important flow features. H: left moving discontinuity.

Fig. 8 :

 8 Fig. 8: Simultaneous 2-DV of the propagation of a complex flame-shock structure; section 352 to 423 mm from ignition; conditions: stoichiometric H 2 -O 2 at p 0 = 100 kPa, and T 0 = 290 K. Raw images. t = 0 µs Side
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