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This review proposes an insight into the prospects of electrochemistry for the treatment of highly concentrated effluents in three sections. The first section focuses on the challenges inherent to such kind of wastewater, divided into five categories: industrial wastewater (e.g., pharmaceutical, electronics, chemical, food-processing), hypersaline effluents (e.g., RO concentrates), solutions contaminated with a mixture of organic and inorganic contaminants (e.g., leachate, mining), highly viscous solution (or non-Newtonian liquid) (e.g., sludge) and solutions of high COD load but with low pollutant content (e.g., from soil washing). The second section of this review then focuses on the treatment strategies to ensure that the electrochemical treatment is adapted to these very specific waste streams, including the influence of operating conditions, electrode materials and processes (with special emphasis on anodic oxidation, electro-Fenton and electrocoagulation). The final part focuses on the perspectives of electrochemical treatment of challenging wastewater, by giving the engineering parameters to ensure successful upscaling of electrochemical processes in terms of modeling mass transport, charge transfer and hydrodynamics, reactor designs and energy requirements. The review concludes on process combinations, where electrochemistry could complement traditional methods of treatment, in order to improve the overall efficiency of the integrated system.

Electrochemical technologies: an overview

Electrochemical technologies have proven to be powerful methods for the treatment of numerous kinds of waste streams [START_REF] Martínez-Huitle | Single and Coupled Electrochemical Processes and Reactors for the Abatement of Organic Water Pollutants: A Critical Review[END_REF][START_REF] Moreira | Electrochemical advanced oxidation processes: A review on their application to synthetic and real wastewaters[END_REF]. The success of the treatment relies first of all on the physicochemical properties of the wastewater and second, on the electrode materials and thus the type of process that is applied. EAOPs, based on the production of • OH, are highly efficient in degrading dissolved organic pollutants, especially aromatic/cyclic and unsaturated compounds that possess the highest reaction constants with • OH [START_REF] Buxton | Critical Review of rate constants for reactions of hydrated electrons, hydrogen atoms and hydroxyl radicals (⋅OH/⋅O <sup>-</sup> in Aqueous Solution[END_REF]. Hence, effluents containing important amounts of such organic contaminants are excellent candidates for EAOP treatment, including pharmaceutical, food processing, textile, reverse osmosis (RO) concentrates and landfill leachate effluents, as well as other waste streams from various chemical sectors. Highly loaded effluents are also ideal candidates for • OH-based EAOPs because high concentrations of organics avoid mass transport limitations that are generally associated with electrochemical methods. Nevertheless, very high contents of organic matter require longer treatment times and extensive energy consumption, having a negative impact on the feasibility of the treatment.

Anode materials

In electrochemical processes, the electrode material is a determining factor, as electrode properties define the type of treatment and thus the chemical and electrochemical mechanisms that are involved. Anodes with a high O2 evolution overpotential have the capacity to produce • OH on their surfaces (M( • OH)) and are excellent materials for direct AO, while anodes with the ability to produce chlorine oxidative species from the oxidation of Cl -are excellent choices for indirect AO of organic pollutants [START_REF] Martínez-Huitle | Single and Coupled Electrochemical Processes and Reactors for the Abatement of Organic Water Pollutants: A Critical Review[END_REF]. Figure 1 shows the main anode materials typically used for AO. They have been classified according to their capacity to produce M( • OH), which is linked to their oxidative power. Two main classes can be distinguished: "active" (low O2 evolution overpotential) and "non-active" (high O2 evolution overpotential) anodes. Boron doped diamond electrodes (BDD) are the most powerful anode materials due to their outstanding properties, including a high O2 evolution overpotential (2.8 V vs SHE), high chemical stability and durability [START_REF] Brillas | Synthetic diamond films : preparation, electrochemistry, characterization, and applications[END_REF]. Recently, ceramic sub-stoichiometric anodes (Ti4O7) have also demonstrated their remarkable performance in the degradation/mineralization of organic contaminants, showing similar properties as BDD [START_REF] Ganiyu | Sub-stoichiometric titanium oxide (Ti4O7) as a suitable ceramic anode for electrooxidation of organic pollutants: A case study of kinetics, mineralization and toxicity assessment of amoxicillin[END_REF][START_REF] Olvera-Vargas | Dynamic cross-flow electro-Fenton process coupled to anodic oxidation for wastewater treatment: Application to the degradation of acetaminophen[END_REF]Yang et al., 2020); yet, their application to wastewater treatment is still at the development stage.

In contrast, water oxidation on electrodes with a low oxygen evolution overpotential ("active anodes") leads to O2 with negligible formation of M( • OH) and thus poor AO performance. Among them, dimensionally-stable anodes (DSA) are good electrocatalysts for the oxidation of Cl -into chlorine oxidants, making them the most convenient choice for chlorine-mediated oxidation (AO-Cl). The fundamentals and applications of EAOPs for wastewater treatment have been thoroughly documented in several review papers of high impact [START_REF] Brillas | Decontamination of wastewaters containing synthetic organic dyes by electrochemical methods. An updated review[END_REF][START_REF] Chaplin | Critical review of electrochemical advanced oxidation processes for water treatment applications[END_REF][START_REF] Feng | Removal of residual anti-inflammatory and analgesic pharmaceuticals from aqueous systems by electrochemical advanced oxidation processes. A review[END_REF][START_REF] Moreira | Electrochemical advanced oxidation processes: A review on their application to synthetic and real wastewaters[END_REF][START_REF] Sirés | Electrochemical advanced oxidation processes: today and tomorrow. A review[END_REF].

Cathode material: Fenton-based methods

Cathodes with the electrocatalytic capability of producing H2O2 from the two-electron reduction of dissolved O2 represent great options for electrochemical treatment, allowing the indirect oxidation of organics via the Fenton's reaction [START_REF] Brillas | Electro-Fenton process and related electrochemical technologies based on Fenton's reaction chemistry[END_REF]. During EF, the Fe 2+ catalyst for the Fenton's reaction is continuously regenerated on the cathode surface through reduction of Fe 3+ . Iron ions are generally supplied as Fe 2+ salts (mainly FeSO4) in catalytic amount. Alternatively, the use of iron anodes can produce the catalyst in EF-like systems. However, continuous dissolution of a sacrificial anode generates considerable amounts of undesirable Fe sludge. Various types of carbonaceous electrodes have been used in EF, including carbon felt, carbon cloth, carbon fibers, graphite, reticulated vitreous carbon (RVC), carbon nanotubes (CNT), carbon sponge, gas diffusion electrodes (GDE), mesoporous carbon and graphene-based electrodes. Carbon materials have the advantage of being inexpensive, durable and nontoxic. During the last two decades a great deal of work has been done on the development of carbon-based electrodes for EF applications. Excellent papers on the topic and a recent book are available for review [START_REF] Babuponnusami | A review on Fenton and improvements to the Fenton process for wastewater treatment[END_REF]Brillas, 2017;[START_REF] Brillas | Electro-Fenton process and related electrochemical technologies based on Fenton's reaction chemistry[END_REF][START_REF] Casado | Towards industrial implementation of Electro-Fenton and derived technologies for wastewater treatment: A review[END_REF][START_REF] Le | Carbon felt based-electrodes for energy and environmental applications: A review[END_REF]Nidheesh & Gandhimathi, 2012). Fentonbased technologies can be substantially improved under UV irradiation, due to the contribution of different photolytic reactions (photolysis of H2O2 and Fe-carboxylate complexes, as well as the photoexcitation of semiconductor electrodes). UV-based EAOPs include photoelectro-Fenton (PEF), solar photoelectro-Fenton (SPEF) and photoelectrocatalysis (PEC) (Brillas, 2017;[START_REF] Garcia-Segura | Applied photoelectrocatalysis on the degradation of organic pollutants in wastewaters[END_REF].

Enormous progress has been made in the development of advanced electrode materials for EAOPs, including composite electrodes coated with nanomaterials, metallic catalysts and semiconductor photocatalysts [START_REF] Garcia-Segura | Applied photoelectrocatalysis on the degradation of organic pollutants in wastewaters[END_REF][START_REF] Le | Carbon felt based-electrodes for energy and environmental applications: A review[END_REF][START_REF] Moreira | Electrochemical advanced oxidation processes: A review on their application to synthetic and real wastewaters[END_REF]. Nonetheless, such electrodes are still at the development stage and further work is needed before large-scale applications are envisaged. In fact, the performances of novel electrodes are generally investigated in synthetic diluted solutions of model organic pollutants, but practical applications require robust, durable and mechanically reliable electrodes. Commercially available electrodes commonly used in electrochemical wastewater treatment include BDD, DSA, Pt, Ti, carbon felt and carbon-PTFE-GDE.

For the sake of simplicity, EAOPs are generally performed in undivided electrochemical reactors in which the anode and the cathode are contained in the same compartment (more details of this subject will be discussed in the next section). In this kind of reactor configuration, the performance of the process can be optimized when both the cathodic and the anodic processes contribute to the oxidative degradation of the organic pollutants. In this scenario, the coupled EF-AO system has shown great degradation/mineralization efficiencies when treating several organic pollutants and waste streams (Olvera-Vargas et al., under review;[START_REF] Oturan | Occurrence and Removal of Organic Micropollutants in Landfill Leachates Treated by Electrochemical Advanced Oxidation Processes[END_REF][START_REF] Sopaj | Effect of the anode materials on the efficiency of the electro-Fenton process for the mineralization of the antibiotic sulfamethazine[END_REF] In this "paired" process, • OH are generated through two routes: i) by the homogeneous Fenton's reaction (EF) promoted by H2O2 cathodic formation in carbonaceous electrodes and; ii) by the discharge of water at powerful anodes like BDD and Ti4O7 (AO). As mentioned above, greater amounts of • OH are produced when the process is carried out under UV/vis irradiation (EF and PEC).

Electrochemical technologies are considered green processes because they utilize electrons (electric current) to generate the oxidizing agents, thus avoiding the handling of hazardous chemicals. Furthermore, they do not virtually generate secondary wastes. The main constraint limiting their large-scale application is related to technical aspects and economic considerations (total capital investment, total product cost, energy consumption).

Defining the treatment strategy

Most of the investigations on electrochemical processes have been carried out in benchscale reactors making use of synthetic solutions of target pollutants or simulated waste streams. However, the use of synthetic solutions avoids real conditions, which are crucial for the development of large-scale treatment systems. When defining the most appropriate treatment strategy, there are three key points that need to be taken into consideration: i) the physicochemical characteristics of the effluent: amount of organic matter COD, BOD5 and TOC), TSS, TDS, ionic species (inorganic ions and metals) and pH; ii) the goal of the treatment in terms of water quality targets and; iii) the properties of the treatment process to be applied. Once these three points have been addressed, the second step involves the evaluation and optimization of the process. Again, three main actions need to be taken: i) optimization of the process according to the main variables affecting the efficiency (current/potential, types of electrodes, pH, catalyst concentration in the case of EF, supporting electrolyte) [START_REF] Brillas | Decontamination of wastewaters containing synthetic organic dyes by electrochemical methods. An updated review[END_REF][START_REF] Chaplin | Critical review of electrochemical advanced oxidation processes for water treatment applications[END_REF][START_REF] Feng | Removal of residual anti-inflammatory and analgesic pharmaceuticals from aqueous systems by electrochemical advanced oxidation processes. A review[END_REF][START_REF] Moreira | Electrochemical advanced oxidation processes: A review on their application to synthetic and real wastewaters[END_REF][START_REF] Sirés | Electrochemical advanced oxidation processes: today and tomorrow. A review[END_REF]; ii) cost/efficiency evaluation and; iii) design of large-scale systems (engineering of the electrochemical reactors and electrodes). The optimization is generally done in small-scale setups and the data obtained from this evaluation will serve as the starting point for the development of a pilot. This strategy selection flow is illustrated in Figure 2. In the following sub-sections a discussion of the most relevant strategies that have been applied to the treatment of highly polluted waste streams by electrochemical methods is presented, focusing on EAOPs and EC. A compilation of representative works that have been considered is displayed in Table 1.

Anodic oxidation

For the treatment of highly polluted effluents, the first approach consists of the evaluation of individual electrochemical processes to assess their feasibility. AO has been the most commonly used technology because of its simplicity and versatility with respect to the composition of the effluents. Indeed, AO has shown a greater range of applicability than EF because its efficiency relies almost entirely on the anode material and is not pH restricted. BDD has been the most widely utilized electrode, followed by DSA. A great number of studies have demonstrated the outstanding oxidation capabilities of BDD during both AO and EF (cf. Table 1). Commercial applications of EAOPs with BDD have been proposed by the German and American companies CONDIAS GmbH 1 and Advanced Diamond Technologies Inc. 2 , respectively. The main limitations of BDD technology are still the high price of the electrodes and their size (restricted to 1 m 2 ), but as the market grows, larger electrodes are becoming available.

As an example of AO applied to high strength wastewater, municipal landfill leachate previously submitted to biological activated sludge was treated by AO-BDD in a pilot plant in which 250 L of leachate were treated (Anglada, Urtiaga, et al., 2010). The "DiaCell" treatment unit consisted of three electrochemical reactors, each one containing five DiaCell sets, where each set comprised ten single cells (anode/cathode pairs). BDD were used as anodes, while the cathodes consisted of stainless steel (SS). The electrodes were circular with a surface area of 70 cm 2 and separated by 1 mm. The setup was operated in discontinuous mode at a flow rate of 300 L min -1 . More than 70% of COD removal and 37% of NH4 + removal were achieved following 8 h of treatment at 450 mA m 2 (COD0 = 3106 -4057 mg L -1 and [NH4 + ]0 = 1300 -1355 mg L -1 ). It is important to mention that the leachate influent was filtered before electrochemical treatment, while no electrolyte was added because of the high conductivity of leachate (high Cl -content).

DSA are stable and durable materials used in many industrial processes such as chlorine production, electrowining of metal ores and water electrolysis, among others [START_REF] Trasatti | Electrocatalysis: understanding the success of DSA®[END_REF]. Since they are commercially available for large-scale applications, they are convenient materials for practical use. DSA are used especially for effluents containing important amounts of Cl -ions by promoting the production of chlorine oxidizing species by electrochemical oxidation of Cl -. In this way, chlorine species are the prime oxidizing agent in the bulk solution (AO-Cl). Yet, because of their restricted capacity to generate M( • OH), DSA anodes are known to achieve only moderate degradation/mineralization yields: indeed, the standard reduction potentials of Cl2 (E˚(Cl2/Cl -) = 1.36 V vs SHE) and HClO (E˚(HClO/Cl2) = 1.49 V vs SHE) are lower than that of • OH (E˚( • OH/H2O) = 2.8 V vs SHE) [START_REF] Deborde | Reactions of chlorine with inorganic and organic compounds during water treatment-Kinetics and mechanisms: A critical review[END_REF]. For example, an RO concentrate contaminated with 28 pharmaceuticals and pesticides, and high amounts of Cl -(1500 mg L -1 ) was treated by AO using a Ti/Ru0.7Ir0.3O2 mesh anode [START_REF] Radjenovic | Electrochemical oxidation of trace organic contaminants in reverse osmosis concentrate using RuO2/IrO2-coated titanium anodes[END_REF]. 10 L of sample were treated in a batch setup operated in recirculation mode with a flow rate of 162 mL min -1 . The electrochemical reactor consisted of a divided filter-press cell (114 mL-capacity) containing a DSA and a SS cathode both with 24 cm 2 of projected surface area. 25% of the dissolved organic carbon (DOC) was removed at 250 A m -2 and 437 A h m -3 , while 20 of the 28 organic pollutants were totally degraded. Spectrophotometric analyses revealed the formation of chloro-, bromo-and hyrodroxylated byproducts which were suspected to induce the high toxicity levels found after treatment, according to bioluminescence toxicity tests.

As illustrated in the previous example, electrochemical technologies have been applied to the treatment of RO/nanofiltration (NF) concentrates with significant advantages, since these effluents contain high concentrations of electrolytes, beneficial for electrochemical methods. Furthermore, the presence of salts, such as Cl -, contributes to the oxidation capacity through the formation of oxidizing chlorine derivatives (mainly in the case of AO-DSA). However, DSA may entail the formation of chlorinated compounds, which is an important limitation, owing to their toxicity. This can be avoided when BDD is utilized due to its superior mineralization performance. For example, it was reported that the AO treatment of Cl --rich RO concentrates from municipal WWTPs yielded a maximum of 22% of DOC removal with formation of halogenated intermediates when using a Ti/SnO2-Sb anode [START_REF] Bagastyo | Electrochemical oxidation of electrodialysed reverse osmosis concentrate on Ti/Pt-IrO2, Ti/SnO2-Sb and boron-doped diamond electrodes[END_REF]. In contrast, the treatment with BDD enhanced the DOC removal to 41% with negligible formation of halogenated substances. Moreover, the mineralization yield (DOC abatement) was improved to 51% when the Cl -ions where previously removed by electrodialysis and substituted with SO4 2- .

Electro-Fenton

Because it makes use of inexpensive carbon cathodes, EF has been one of the most widely used EAOPs. However, one of its main limitations lies in its narrow operational pH range (optimal pH value of around 3), which restricts its large-scale application because of the need for pH adjustment before and after treatment. Thus, the number of reports of highly concentrated real wastewater treatment by AO surpasses that using EF. Research on EF has been mostly carried out on synthetic solutions containing moderate amounts of COD and TOC, with concentration ranging between 10 and 300 mg L -1 . As mentioned above, BDD anodes have sometimes been combined with EF, significantly enhancing the mineralization performance (cf. Table 1). However, since EF relies on the cathodic production of H2O2 and the homogenous Fenton's reaction, inert anodes, such as Pt, have also been used to a great extent (cf. Table 1). Following the same reasoning, despite their low mineralization capability, DSA electrodes arise as a very attractive option for EF, especially when only partial mineralization of refractory effluents is required (EF as part of a sequential treatment process). In this way, • OH production is ensured by the electro-Fenton reaction (Olvera-Vargas et al., under review;[START_REF] Sopaj | Effect of the anode materials on the efficiency of the electro-Fenton process for the mineralization of the antibiotic sulfamethazine[END_REF], while the process benefits from the commercial advantages of DSA. In addition, if Cl -ions are present in the target effluent, the performance can be improved by indirect chlorine oxidation (AO-Cl).

For example, landfill leachates were treated by means of EF using an undivided electrochemical reactor operated in batch mode [START_REF] Oturan | Occurrence and Removal of Organic Micropollutants in Landfill Leachates Treated by Electrochemical Advanced Oxidation Processes[END_REF]. Pt or BDD were used as anodes, while high surface area 3D carbon felt served as the cathode. The initial total organic carbon concentration of the leachates ranged from 1600 to 3100 mg L -1 , containing several recalcitrant organic pollutants, such as polycyclic aromatic hydrocarbons (PAHs), humic substances, volatile organic compounds (VOCs), organohalogenated compounds (OCHs), alkylphenols, pesticides and pharmaceuticals. 93.2% of TOC removal was achieved following 18 h of treatment by EF-BDD at 1 A of current, constant air flow at 1 L min -1 and room temperature. The use of a Pt anode (EF-Pt) yielded 78.2% of TOC removal under the same experimental conditions. In both cases, all the identified organic contaminants were almost totally degraded during treatment. It is important to mention that the pH of the samples was adjusted to 3 prior to EF treatment.

Moreover, due to the high amount of TSS, it was recommended to filter the sample before electrolysis, since suspended solids can clog the channels of electrochemical reactors and contribute to electrode passivation.

EF paired with BBD was recently used to treat real refractory pharmaceutical wastewater (COD = 1253.3, TOC = 431.5 and BOD5/COD = 0.18) (Olvera-Vargas et al., under review). EF-BDD achieved 97.1% of TOC removal in 6 h of treatment at 4.17 mA cm -2 and 0.2 mM of Fe 2+ , much higher than the 64.3% of TOC removal achieved when EF was combined with a DSA. However, EF-DSA proved equally efficient at increasing the biodegradability of the effluent with much lower operational costs (BOD5/COD = 0.68 at US$ 1.46 m -3 in 4 h vs. 1.68 US$ m -3 for BOD5/COD = 0.58 in 4 h with EF-BDD).

These findings demonstrate not only the superb potential of EF to treat real pharmaceutical wastewater with a complex matrix, but also its versatility to reach different targets of water quality depending upon the anode materials: EF-DSA to increase the biodegradability of refractory wastewater vs. more powerful (though costlier) EF-BDD for quasi-complete mineralization. Furthermore, this work presented an interesting account on the respective contribution of homogeneous • OH and heterogeneous BDD( • OH) generated during EF-BDD, whose synergistic effects accelerated the mineralization of organics, with homogeneous • OH dominating during the first treatment stages, while BDD prevailed in the last stages through electron transfer reactions.

In another recent work, waste streams from the electronics industry were treated by EF using a graphene-based GDE [START_REF] Garcia-Rodriguez | Mineralization of electronic wastewater by electro-Fenton with an enhanced graphene-based gas diffusion cathode[END_REF]. The experiments were performed in an undivided electrolytic reactor using BDD as anode and 0.4 L of wastewater sample. Before trial, the effluent was conditioned by adding 0.05 M of K2SO4 and diluted H2SO4 to bring the pH to 3. Following 3 h of treatment, the TOC was depleted by 90% when the initial TOC concentration was 53.46 mg L -1 and by 60% when the initial TOC was 299.31 mg L -1 . The enhanced production of H2O2 (up to 495 mg L -1 accumulated in the solution in 3 h of electrolysis) promoted by the graphene-coated GDE maintained the continuous formation of • OH through the Fenton's reaction that took care of the mineralization of the organic constituents.

Electrocoagulation

For waste streams with high amounts of suspended solids and colloids, including oily waters, EC emerges as the most feasible option. EC is in fact a well-known electrochemical technology whose utilization can be traced back to the beginning of the 20 th century [START_REF] Mollah | Electrocoagulation (EC) -science and applications[END_REF]. Very comprehensive reviews on EC, its principles and fields of application are available in the literature (Garcia-Segura et al., 2017;[START_REF] Hakizimana | Electrocoagulation process in water treatment: A review of electrocoagulation modeling approaches[END_REF]Moussa et al., 2017). EC is able to remove organic pollutants, heavy metals and other inorganic species (sulfate, phosphate, chloride and nitrate, among others) by adsorption onto the electrochemically-produced coagulants followed by settling or flotation. Moreover, colloidal suspensions are easily destabilized and coagulated afterwards. Non-toxic and inexpensive iron and aluminum electrodes are generally used.

In fact, EC has become a powerful and effective wastewater treatment technology widely used even for large-scale applications. For example, F&T water solutions 3 manufactures EC systems with capacities between 10 to 1000 GPM. Powell Water 4 , WaterTectonics 5 , Elgressy Engineering Services LTD 6 . and Hydroleap 7 are other companies that commercialize EC technologies. Their main drawbacks lie in the production of secondary iron/aluminum sludge that requires further disposal and the important consumption of electrical energy. Besides, as EC is primarily a separation technology, it does not provide high efficiencies in the removal of dissolved organic carbon. For this reason, EC has been coupled to other oxidative technologies when high TOC removal is the goal [START_REF] Thiam | Two-step mineralization of Tartrazine solutions: Study of parameters and by-products during the coupling of electrocoagulation with electrochemical advanced oxidation processes[END_REF]. In this respect, EC is a perfect candidate for integrated systems either as a conditioning (reduction of solids and the organic charge) or polishing (elimination of remaining inorganic species) step [START_REF] Bocos | Electrocoagulation: Simply a Phase Separation Technology? the Case of Bronopol Compared to Its Treatment by EAOPs[END_REF]. Combined processes will be covered in depth in a dedicated section of this review.

As an example of EC as stand-alone technology, the treatment of 3.5 L of real textile wastewater with a high COD concentration of 2000 mg L -1 and 230 mg L -1 of suspended solids was conducted by [START_REF] Kobya | Operating parameters and costs assessments of a real dyehouse wastewater effluent treated by a continuous electrocoagulation process[END_REF]. The experiments were conducted in a continuous flow reactor, in which the electrochemical cell was equipped with two pairs of electrodes connected in monopolar parallel configuration with a space of 20 mm between them. When Fe electrodes were used, 85% and 76% of COD and TOC removal, respectively, were achieved under optimal conditions: inlet flow rate of 0.01 L min -1 , 80 min of treatment and a current density of 65 A m 2 . With Al electrodes, COD and TOC removal efficiencies of 77% and 72%, respectively, were attained. The final COD and TOC values after treatment were lower than the permissible limit of discharge into the sewage, according to the Turkish legislation.

In a different study conducted at pilot scale (working volume of 53 m 3 day -1 ) in a Korean municipal wastewater treatment plant, a 200-L EC reactor with Al cylindrical electrodes placed concentrically with a gap of 2.25 cm was operated at 10 V and a hydraulic retention time of 2 min [START_REF] Nguyen | A new hybrid treatment system of bioreactors and electrocoagulation for superior removal of organic and nutrient pollutants from municipal wastewater[END_REF]). The treatment system was capable of removing total phosphorus (mainly PO4 3-) by 97.21-100% and COD by 95.38%, while NH4 + was totally removed. Moreover, TSS were reduced to less than 5 mg L -1 and coliform bacteria to 30 MPN mL -1 .

In conclusion of this section, we would like to highlight that works dealing with electrochemical processes as individual systems are mostly focused on the removal of organic contaminants and they do not usually address the fate of inorganic species, including supporting electrolytes and other ionic compounds formed during treatment. Scale up and system integration: state of the art and perspectives Much of the vast experimental work reported with respect to EAOPs has been conducted at laboratory scale with volumes lower than 1 L. Great progress has been made in the optimization of such processes in these conditions, improving the electrode materials as well as the operational parameters (applied current density, flow rates, electrolysis time, etc.). In this final section, we wish to bring attention to the recent efforts in bringing these technologies to practical wastewater treatment applications, an indication of the new state of maturity that they have reached in the recent years. The approach is two folds: (i) need for scale-up through a combined modeling and experimental approach and; (ii) system integration with traditional treatments, as part of an overall wastewater treatment system.

In the previous section, we have reported a methodology to select an overall strategy for electrochemical treatment, in relation with the characteristics of the wastewater to be treated (Figure 2). Therefore, the engineering parameters of the reactor must be tailored according to the type of EAOP and the effluent. Additionally, there are certain general considerations to take into account when scaling up an electrochemical process. In this section, the parameters of utmost importance for scaling up an electrochemical reactor are addressed in a general form. In order to assess the feasibility of the wastewater treatment process, the first step always consists of a laboratory test, followed by pilot scale runs and ending with an industrial or commercial application. Usually, modular reactors composed of several electrode pairs are the most common approaches in electrochemical industrial processes. Therefore, the most critical stage is the transition from laboratory to pilot scale, where one or two pairs of electrodes, can be used as cell stack in the pilot plant. This allows estimating the efficiency as well as the number of cell stack modules needed for commercial applications.

Modeling of EAOPs

Modeling is a powerful tool for scaling up electrochemical processes. Modeling relies on mathematic equations, in order to predict parameters, such as the chemical oxygen demand (COD) evolution, mass-transport coefficients, intermediate profile concentrations, etc. under an extensive number of operating conditions. Modeling is useful to reduce test trials and operating costs; moreover, the use of computational fluid dynamics (CFD) has been very helpful to study the hydrodynamic behavior of electrochemical reactors, which allows improving their design. In spite of the wide range of modeling classification, most of the reviewed models presented next, are semiempirical models, meaning they are located in between the phenomenological and mechanistic models [START_REF] Zhen | Enhanced dewatering characteristics of waste activated sludge with Fenton pretreatment: effectiveness and statistical optimization[END_REF]. Since every electrochemical treatment process is unique, different approaches have been made in an effort to have a better understanding of each specific process.

Anodic oxidation modeling

Comninellis and collaborators were the pioneers in the development of mathematical models for AO [START_REF] Gherardini | Electrochemical Oxidation of 4-Chlorophenol for Wastewater Treatment: Definition of Normalized Current Efficiency (ϕ)[END_REF][START_REF] Panizza | 07/13/). Anodic oxidation of 2-naphthol at boron-doped diamond electrodes[END_REF][START_REF] Rodrigo | Oxidation of 4-Chlorophenol at Boron-Doped Diamond Electrode for Wastewater Treatment[END_REF][START_REF] Simond | Theoretical model for the anodic oxidation of organics on metal oxide electrodes[END_REF]. Their model, based on the relation between the limiting current (jlim) and COD (Eq. 1), considers that the degradation of the pollutant is carried out only at the anode surface.

j lim (t)=nFk m COD(t) (1) 
where jlim(t) refers to the limiting current density (A m -2 ) at time t , F is the Faraday's constant (C mol -1 ), n is the number of exchanged electrons, km states for the mass transfer coefficient (m s -1 ) in the electrochemical cell and COD is the chemical oxygen demand of the electrolyte at time t.

This model considers two possible working regimens: i) when the applied current density (jappl) is below the limiting current density, the system is under current control and; ii) on the contrary, when the applied current density exceeds the limiting current density, the system becomes controlled by mass transfers. COD evolution can then be described by Eqs 2 and 3, respectively.

COD(t) = COD 0 1- ∝Ak m V R t (2) COD(t) = ∝COD 0 exp - Ak m V R t+ 1-∝ ∝ (3)
Where COD 0 is the initial COD (mol O2 m -3 ), α is the ratio of applied current density and the initial limiting current density (jappl/𝑗 ), A corresponds to the electrode area (m 2 ) and VR the reactor volume (m 3 ).

Although, this model has been applied successfully in many studies [START_REF] Aquino | Electrochemical degradation of a real textile wastewater using β-PbO2 and DSA® anodes[END_REF][START_REF] Barbosa | Electrochemical Treatment of Olive Processing Wastewater Using a Boron-Doped Diamond Anode[END_REF][START_REF] Steter | Electrochemical oxidation route of methyl paraben on a borondoped diamond anode[END_REF] and can satisfactorily predict the experimental data, its application is limited to direct oxidation processes at the electrode.

Other approaches of mathematic models for anodic oxidation include that of [START_REF] Cañizares | Modeling of Wastewater Electro-oxidation Processes Part I. General Description and Application to Inactive Electrodes[END_REF], [START_REF] Mascia | Electrochemical treatment of phenolic waters in presence of chloride with boron-doped diamond (BDD) anodes: Experimental study and mathematical model[END_REF] and [START_REF] Lan | An experimental and modelling study of the electrochemical oxidation of pharmaceuticals using a boron-doped diamond anode[END_REF], among others. One of the most interesting studies with respect to this review consists of the works by Anglada et al [START_REF] Anglada | Contributions of electrochemical oxidation to waste-water treatment: fundamentals and review of applications[END_REF][START_REF] Anglada | Borondoped diamond anodic treatment of landfill leachate: Evaluation of operating variables and formation of oxidation by-products[END_REF]Anglada, Urtiaga, et al., 2010), dealing with modeling of real highly concentrated wastewater in pilot-scale reactors. They have demonstrated that the rate of COD removal is directly proportional to the ratio of the anode area over treated wastewater volume. In this way, they used kinetic modeling for COD elimination to calculate the required total anode area for scale up (Anglada, Urtiaga, et al., 2010).

Electro-Fenton modeling

Unlike AO, which mostly takes place at the anode surface, EF modeling is more complex because it involves a series of reactions that take place concomitantly at the cathode surface and in the bulk solution. The main reactions include the generation of H2O2 through the reduction of oxygen via 2e‾ (Eq. 4), the • OH radical generation (Eq. 5) and the organics degradation (Eq. 6). Furthermore, there are several side reactions that coexist with the main process, e.g. Eqs 7-10, among others. In spite of the complexity to predict organic pollutant abatement by EF, Liu et al. [START_REF] Liu | Kinetic modeling of electro-Fenton reaction in aqueous solution[END_REF] presented the first kinetic model using phenol as model organic pollutant. Their model used the rate constants presented in Eqs 4 to 10 and is based on the assumption that the organic substance (S) is mainly degraded by • OH radicals, with a reaction rate described by Eq. 11.

-

( ) = 𝑘 [ 𝑂𝐻 • ][𝑆] (11) 
Using Eq. 11 as starting point, they presented a pair of equations to describe H2O2 accumulation (Eq. 12) and the organic substance degradation (Eq. 13), deduction described elsewhere [START_REF] Liu | Kinetic modeling of electro-Fenton reaction in aqueous solution[END_REF]).

[𝐻 𝑂 ] = 𝑗 [ ] [ ] ( [ ]) 1 -𝑒 ( 12 
)
Where jappl is the applied current density, Kad corresponds to the adsorption equilibrium constant of dissolved oxygen on the cathode surface and 𝜆 is a fixed ratio of

[𝐹𝑒 ] /[𝐹𝑒 ]. 𝐿𝑛 [ ] [ ] + 𝑎([𝑆 ] -[𝑆]) = 𝑏 𝑡 - (13) 
Where

𝑎 = 𝑘 /𝑘 𝜆[𝐹𝑒 ] , 𝑏 = 𝑗 𝑘 𝑘 𝐾 [𝑂 ]/𝑘 𝜆[𝐹𝑒 ] (1 + 𝐾 [𝑂 ]) and 𝑐 = 𝑘 𝜆[𝐹𝑒 ] .
The validation of this model was carried out through the variation of three parameters: initial concentration of iron [Fe 2+ ]0, dissolved oxygen concentration [O2] and applied current density (jappl). The model demonstrated a good fitting with experimental data, which indicates its suitability to describe the kinetics of EF reaction, not only mathematically but chemically too.

Despite the good first approach of Liu's model for EF, it does not provide detailed information about byproduct evolution during the degradation process, which is of paramount importance when those intermediates are more toxic than the original pollutant. To overcome this drawback, Mousset et al. (Emmanuel Mousset et al., 2016) developed a more comprehensive model, using MATLAB ® to perform the simulations.

This model considered five representative steps: (i) in situ electrogeneration of H2O2; (ii)

Fenton's reaction in bulk solution; (iii) ferrous ion electroregeneration; (iv) scavenging reactions and; (v) degradation and mineralization of phenol. All these parameters had an impact on the kinetics of the process; however, step four, corresponding to the scavenging reaction between Fe 2+ and • OH (Eq. 7), was the most important, followed by step 1 (Eq. 4), characteristic of this electrochemical process. It is worth highlighting that this model was able to predict the profile concentrations of ten compounds and was well corroborated by experimental data.

Recently, Mousset et al. [START_REF] Mousset | Charge transfer/mass transport competition in advanced hybrid electrocatalytic wastewater treatment: Development of a new current efficiency relation[END_REF] proved for the first time through a mathematical model, that COD concentration has a direct impact on the predominant oxidation process in an electrochemical reactor combining EF and AO, showing that low COD concentrations lead to a process controlled by mass transfer where EF has the highest contribution, while AO shows reduced efficiency under these conditions. In contrast, the treatment of an effluent with a high initial COD load will initially be dominated by AO before reaching a point where EF then controls the overall process.

Mousset et al. [START_REF] Mousset | Charge transfer/mass transport competition in advanced hybrid electrocatalytic wastewater treatment: Development of a new current efficiency relation[END_REF] proposed a mathematical equation for a global instantaneous current efficiency (ICEglobal) in a reactor combining EF and AO-BDD, taking into consideration the electro-oxidation at the surface of the anode, the EF process at the cathode and the indirect mediated oxidation (MO) caused by reactions at the anode (Eq. 14).

𝐼𝐶𝐸 = *

[ ] = 𝐼𝐶𝐸 + 𝐼𝐶𝐸 + 𝐼𝐶𝐸 ( 14 
)
Where F is the Faraday's constant, V the volume of the treated solution and I corresponds to the applied current.

In this way, their research highlighted the importance of the reactor design to favor either one or the other electrochemical process depending on the initial organic load of the wastewater. Besides the presented approaches, other research groups have also tried to optimize the EF process through the use of modeling (Alvarez-Gallegos & Silva-Martínez, 2018; [START_REF] Khataee | Kinetic modeling of a triarylmethane dye decolorization by photoelectro-Fenton process in a recirculating system: Nonlinear regression analysis[END_REF][START_REF] Qiu | Kinetic Modeling of the Electro-Fenton Process: Quantification of Reactive Oxygen Species Generation[END_REF]. However, to our best knowledge, none of these models is yet validated at large scale.

Electrocoagulation modeling

One of the first proposed models for EC was done by Mameri et al. (Mameri et al., 1998), who carried out the defluorination of water using bipolar Al electrodes and found a relation between the electrode area divided by the working volume (A V -1 ) and the treatment time. Furthermore, they evidenced the existence of an optimal current density for a fixed A V -1 relation. Through the use of an equation based on the Faraday's relation (Eq. 15), they predicted the necessary treatment time (t), well corroborated by experimental data.

𝑡 = (15)

Where m is the theoretical Al mass needed for the elimination of the fluoride ions (kg), n the Al valence, F corresponds to the Faraday's constant (C mol -1 ), MAl corresponds to the mass of Al (kg), A0 is the electrode area (m 2 ) and N the cells number.

Another approach of EC modeling is through the adsorption phenomenon, where the electrogenerated metallic hydroxides are considered to be the adsorbent. In this sense, Carmona et al. [START_REF] Carmona | A simple model to predict the removal of oil suspensions from water using the electrocoagulation technique[END_REF] showed that the experimental data for the abatement of oil from water using Al electrodes fitted well a Langmuir-type empirical equation, describing the efficiency of the treatment based on the applied current density and pollutant concentration.

Another interesting model that takes into account mass transfers during electrolysis was proposed by Lu et al. [START_REF] Lu | Modeling of the electrocoagulation process: A study on the mass transfer of electrolysis and hydrolysis products[END_REF]. They found that the electrochemical cell experienced different compound concentrations along the electrode gap, forming three regions: i) an acid front (dominated by H + ); ii) a base front (dominated by HO -) and; iii) a buffering area where amorphous Al(OH)3(S) is formed.

There is a considerable amount of proposed EC models in the literature [START_REF] Cañizares | Modelling of wastewater electrocoagulation processes: Part I. General description and application to kaolin-polluted wastewaters[END_REF][START_REF] Graça | Modeling the electrocoagulation process for the treatment of contaminated water[END_REF][START_REF] Safonyk | Modeling and Simulation in Engineering Modeling of the Electrocoagulation Processes in Nonisothermal Conditions[END_REF][START_REF] Xiang | Numerical simulation and experimental study of electrocoagulation grid flocculation tank[END_REF][START_REF] Yehya | Experimental analysis and modeling of denitrification using electrocoagulation process[END_REF], with different approaches depending upon the several mechanisms that can take place in complex processes, including electrochemical phenomena (e.g. charge transport, electrodes interface, electrochemical kinetics, etc.), adsorption, flocculation, flotation, settling and complexation [START_REF] Hakizimana | Electrocoagulation process in water treatment: A review of electrocoagulation modeling approaches[END_REF]. These mechanisms depend mainly upon the electrodes material and effluent characteristics. Although Fe and Al represent the gold-standard electrodes for EC, the vast variety of industrial effluents has prevented a general systematic approach so far. This emphasizes the need to find out the most accurate mechanisms, according to the type of wastewater in order to achieve a model with good predictive value.

Computational fluid dynamics in electrochemical reactors

In the recent years, the use of CFD to study electrochemical reactors has gained popularity. The development of softwares such as ANSYS Fluent ® , COMSOL Multiphysics ® , OpenFOAM ® , among others, has allowed a better understanding of the hydrodynamics of the system, allowing the prediction of flow patterns, velocity profiles, concentration profiles, reaction rate distribution at the electrodes, etc. Besides the acquisition of numerical data, the visual representation of a wide variety of parameters facilitates the understanding of the system. In the last decade, different research groups have made use of this type of software to improve and understand systems such as AO, EC and EF, for example, Figure 3a shows the mixing comparison of a vertical-flow tubular and a concentric tubular electrochemical reactors, as can be seen the turbulent intensity of wastewater was higher around the electrodes in the former reactor, which translates as a better mass transfer of the active substances towards the electrodes surface [START_REF] Wang | Characterization of hydrodynamics and mass transfer in two types of tubular electrochemical reactors[END_REF], Figure 3b illustrates the current distribution in the electrodes of an EC reactor [START_REF] Villalobos-Lara | CFD simulation of biphasic flow, mass transport and current distribution in a continuous rotating cylinder electrode reactor for electrocoagulation process[END_REF] and Figure 3c shows the generation of Fe 2+ that takes place in the cathode due to the reduction of Fe 3+ after different time intervals during the EF process [START_REF] Reza | Numerical Analysis of Petroleum Refinery Wastewater Treatment Using Electro-Fenton Process[END_REF].

CFD is helpful in improving the reactor design by predicting the efficiency of the process. For example, Martínez-Delgadillo et al. [START_REF] Martínez-Delgadillo | Performance of a tubular electrochemical reactor, operated with different inlets, to remove Cr(VI) from wastewater[END_REF] showed the importance of the electrochemical reactor inlet and how it affects the performance of Cr(VI) removal. In this way, the estimation of the fluid behavior can be done beforehand to correct and evaluate the reactor operation. Another remarkable study was conducted by Choudhary et al. [START_REF] Choudhary | Performance evaluation of 3D rotating anode in electro coagulation reactor: Part II: Effect of rotation[END_REF], using a rotating 3D

anode in an EC reactor. They showed the effect of rotation speed on mass transfers and also evidenced the influence of the hydrodynamic regime on the efficiency of the process.

In this way, they were able to calculate the optimal flow rate and rotation speed using CFD simulation.

As seen above, modeling through mathematical equations and CFD are important tools that can improve our understanding of electrochemical wastewater treatment processes. The integration of both, which is rarely seen, would considerably facilitate the scale-up process of electrochemical reactors for wastewater treatment.

Reactor design and scale up studies

Typical electrochemical cell designs include 2D and/or 3D electrodes. Within 2D electrodes, the most common geometry consists of planar electrodes usually in the form of parallel plates or concentric cylinders. On the other hand, 3D electrodes comprise porous materials and fluidized bed systems, having the advantage of a high electrode area

x volume -1 ratio. Meanwhile, 2D materials have the benefit of a more homogeneous electrode potential, which is reflected in a good reaction rate distribution over the electrode surface, making them the most popular choice for large-scale reactor design.

The design of the reactor usually includes two types of electrode arrangement, monopolar and bipolar. Monopolar refers to a situation where the electrodes are polarized either negatively or positively, usually accomplished by connecting all of them to the negative or positive terminal of a power supply. On the other hand, a bipolar arrangement comprises electrodes without any electrical connection placed in between monopolar electrodes, where each face of these bipolar electrodes will have the opposite charge of the parallel electrode besides it. In this way they may adopt a negative and positive charge at the same time. Despite being a common studied parameter especially in EC processes, there is always the need of evaluating the electrode arrangement for each particular system, since there is not a unique criterion that can be applied in general. In one hand, there are studies concluding that a bipolar system has a better efficiency, e.g. during the degradation of alizarin blue black B, a bipolar AO system was 1.2 fold more efficient than a monopolar AO system, furthermore, the former one didn't accumulate large amounts of intermediates unlike the monopolar system [START_REF] Abdessamad | Evaluation of the efficiency of monopolar and bipolar BDD electrodes for electrochemical oxidation of anthraquinone textile synthetic effluent for reuse[END_REF], a higher efficiency with a bipolar configuration was also observed by [START_REF] Thiam | Two-step mineralization of Tartrazine solutions: Study of parameters and by-products during the coupling of electrocoagulation with electrochemical advanced oxidation processes[END_REF] during EC process and was attributed to a higher consumption of the electrode which resulted in a greater coagulation ability and faster pollutant removal. In the other hand, [START_REF] Nidheesh | Treatment of mixed industrial wastewater by electrocoagulation and indirect electrochemical oxidation[END_REF] found that a monopolar connection was more efficient for the removal of COD and color from wastewater, being able to remove up to 55% and 56%, respectively, whereas a bipolar configuration removed 43% of COD and 48% of color.

Moreover, [START_REF] Kahraman | Color removal from denim production facility wastewater by electrochemical treatment process and optimization with regression method[END_REF] despite finding a slightly more efficient pollutant removal with a bipolar EC system, the higher cost due to the potential increase (up to 18.3 V) made the mopolar system more feasible where the potential was less than 5V. The increase in potential with a bipolar configuration, could explain why in EF processes is preferred a monopolar configuration [START_REF] Sultana | Effectiveness of electro-oxidation and electro-Fenton processes in removal of organic matter from high-strength brewery wastewater[END_REF] since high potentials would lead to parasitic reactions such as H2 evolution and O2 reduction via 4 electrons.

Despite the great advances in the understanding of EAOPs, there is a lack of systematic approach to carry out the reactor design, which is reflected in their great variety; however, many studies agree that the mass transfer and the area of the electrode per unit of volume should be as high as possible, resulting in a compact reactor. Over the past decades a wide range of reactor designs have thus been developed, including filter presses (Figure 4a), fluidized beds (Figure 4b), rotating electrodes (Figure 4c) and fixed beds (Figure 4d). Such designs can be used for any of the processes mentioned earlier.

The main differences between reactors for AO, EF or EC lie in the electrode materials and in the operating conditions, with minor modifications to the reactor design.

Most EAOP studies have been performed in electrochemical cells with volumes around 100 mL. Even though the number of studies making use of actual industrial waste streams, usually with high pollutant concentrations, is increasing (Garcia-Segura et al., 2018), there is still a lack of information regarding their treatment in larger volumes. To the best of our knowledge, the applications of EAOPs for the treatment of highly concentrated waste streams at volumes above 1 L (and up to 1 m 3 ) are compiled in Table 2. When the scale up process is carried out, many factors need to be considered for the design of such reactors, including the final effluent target quality, treatment capacity and time. However, as mentioned by Anglada et al. (Anglada, Urtiaga, et al., 2010), the A V - 1 ratio also needs to be taken into account and thus this ratio is also presented in Table 2.

From Table 2, the average electrode area needed for the treatment of one cubic meter of wastewater was 1.9 m 2 , 6.6 m 2 and 9.2 m 2 for EF/SPEF (combined or alone), AO and EC, respectively. It thus appears that processes involving the Fenton's reagent need a lower electrode area; however, most of the effluents tested were less concentrated, which has consequences in terms of a higher energy consumption per mass unit of pollutant. On the other hand, EC requires a higher electrode area and the electrodes lifespan is shorter than for the other 2 processes. Finally, AO appears to be a versatile process, with electrode area as low as 0.71 m 2 per m 3 of treated wastewater; however, the cost of the electrodes is the highest among the three families of electrochemical processes.

Although the number of wastewater treatment electrochemical studies at pilot or industrial scale is increasing, there is still a critical need for real field and long-term studies, where the constraints related to their operation and application will be identified and solved.

Energy requirements

AO, EC and EF, are mainly driven by electricity, which makes energy consumption the prime expense for these electrochemical processes. Energy consumption mostly arises from pumping, aeration and applied current to carry out the electrolysis, all of these parameters being directly related to the operational costs. Other operational costs, including electrode replacement, sludge management, chemicals cost, maintenance, among others, are not covered in this review but can be found elsewhere (Cañizares et al., 2009;Garcia-Segura et al., 2017;[START_REF] Ibarra-Taquez | Integrated electrocoagulation-electrooxidation process for the treatment of soluble coffee effluent: Optimization of COD degradation and operation time analysis[END_REF][START_REF] Liu | Advanced treatment of tannery wastewater using the combination of UASB, SBR, electrochemical oxidation and BAF[END_REF]E. Mousset et al., 2016).

The energy consumption expressed in kWh per kg of pollutant in the abovementioned studies (Table 2), was evaluated using Eq. 16 [START_REF] García-Rodríguez | Use of a carbon felt-iron oxide air-diffusion cathode for the mineralization of Malachite Green dye by heterogeneous electro-Fenton and UVA photoelectro-Fenton processes[END_REF].

𝐸𝑛𝑒𝑟𝑔𝑦 𝐶𝑜𝑛𝑠𝑢𝑚𝑝𝑡𝑖𝑜𝑛 (𝑘𝑊ℎ 𝑘𝑔 𝑝𝑜𝑙𝑙𝑢𝑡𝑎𝑛𝑡) = * ∆( ) (16) 
Where Ecell is the average potential difference (V) of the electrochemical reactor, I corresponds to the applied current (A), t is the time of electrolysis (h), Vs is the treated volume (L), ∆(𝑝𝑜𝑙𝑙𝑢𝑡𝑎𝑛𝑡) corresponds to the pollutant decay (mg L -1 ), and a conversion factor of 1000 Wh mg -1 = 1 kWh kg -1 is applied.

From Table 2, it can be seen that in most cases, the energy consumption is inversely proportional to the concentration of contaminants. One of the main explanations could be the better mass transfer towards the electrodes, as evidenced in other studies [START_REF] Garcia-Rodriguez | Mineralization of electronic wastewater by electro-Fenton with an enhanced graphene-based gas diffusion cathode[END_REF]. This is important, because the volumes generated for highly polluted wastewater are typically smaller than for wastewater with low concentrations, where dilution creates larger amounts of wastewater. This would render the treatment of highly concentrated wastewater typically more cost-effective.

Integration of electrochemical methods in multi-stage sequential strategies

Due to the complex composition of real and highly contaminated waste streams, the application of a single universal treatment method is generally not feasible. In most cases, proper treatment can only be achieved through a series of sequential steps, depending upon the treatment strategy, the type of contaminants and the final water quality objective (Figure 2). When combining different treatment methods in a sequential integrated process, the main advantages of the individual processes can be refined under optimal conditions, while the other processes forming part of the overall treatment train can overcome the individual drawbacks inherent to each method. In this scenario, the integration of electrochemical technologies with other methods shows potential to become an excellent solution for the treatment of numerous waste streams with different characteristics. Coupled systems are designed not only to attain the treatment objectives, but also to reduce the treatment costs, through the conception of a technologically and economically feasible strategy. From this perspective, it is clear that when conceptualizing coupled systems, conventional methods will always be the first option to combine with advanced technologies. The outstanding oxidizing capabilities of EAOPs can then be exploited for example to degrade refractory and toxic organics that resist biological degradation or to prevent membrane fouling [START_REF] Ganiyu | Coupling of membrane filtration and advanced oxidation processes for removal of pharmaceutical residues: A critical review[END_REF][START_REF] Ganzenko | Electrochemical advanced oxidation and biological processes for wastewater treatment: a review of the combined approaches[END_REF]. Table 3 compiles a number of studies dealing with the coupling of electrochemical technologies with biological processes, membrane technology, other AOPs and flocculation/coagulation, among others.

The combination of electrochemical technologies with biological methods is especially promising because biological methods are by far the most utilized form of wastewater treatment at the industrial scale, due to their economic and technological assets. However, when refractory effluents cannot be treated by microbiological attack, the use of highly oxidative technologies becomes one the most convenient options [START_REF] Oller | Combination of Advanced Oxidation Processes and biological treatments for wastewater decontamination-A review[END_REF]. EAOPs can turn refractory organics into biodegradable compounds over short treatment times, that can then be more easily handled biologically, while reduced electrochemical treatment times represent significant savings. The opposite treatment strategy can also be applied, where the biodegradable fraction of the effluent can first be treated by biological means, while the remaining refractory pollutants can be degraded by EAOPs as a subsequent step, as long as the refractory compounds are not toxic to the biomass. This option can also be advantageous when the effluent displays high initial organic load [START_REF] Kishimoto | Effects of oxidation-reduction potential control and sequential use of biological treatment on the electrochemical Fenton-type process[END_REF]. Recent reviews on this topic with more detailed information can be found in the literature [START_REF] Ganzenko | Electrochemical advanced oxidation and biological processes for wastewater treatment: a review of the combined approaches[END_REF][START_REF] Olvera-Vargas | Bio-electro-Fenton: A New Combined Process -Principles and Applications[END_REF].

Membrane technology has also become a prime actor of the wastewater industry.

However, membrane fouling caused by chemical agents is a major drawback of membranes, alongside the need to dispose the concentrated brine rejects. In this respect, the integration of membranes with electrochemical processes is very promising, where chemicals responsible for fouling can be first degraded by EAOPs prior to membrane filtration or EAOPs can be applied as a post-treatment for the concentrates. A third alternative that has been explored is the use of electrocatalytic membranes that function as both separation and oxidation units with self-fouling control properties; yet, these systems are still in the early stages of development [START_REF] Yang | Novel Functionalized Nano-TiO <sub>2</sub> Loading Electrocatalytic Membrane for Oily Wastewater Treatment[END_REF]. More extensive information with regard to membrane/EAOP systems can be found in a review paper by Ganiyu et al. [START_REF] Ganiyu | Coupling of membrane filtration and advanced oxidation processes for removal of pharmaceutical residues: A critical review[END_REF]. Some relevant sequential strategies that have been used in the treatment of highly loaded hard-to-treat waste streams are described below.

The acidic and alkaline effluents from a cellulose bleaching industry (details of the sample composition can be found in Table 3) were treated by a sequential filtration-AO process [START_REF] Salazar | Treatment of cellulose bleaching effluents and their filtration permeates by anodic oxidation with H <sub>2</sub> O <sub>2</sub> production[END_REF]. The AO reactor consisted of an undivided cylindrical glass cell with either DSA-RuO2 or BDD anodes and a carbon-PTFE GDE fed with compressed air at 1 L min -1 . Filtration units made use of flat ultrafiltration, NF and RO membranes at 20 ˚C. AO without previous filtration (BDD anode, 12 V of potential, 800 rpm of stirring and 25 ˚C) only removed 65% of the initial TOC of the alkaline effluent, while NF removed TOC up to 72%. Yet, when combined, NF followed by AO resulted in an overall 96% of TOC removal in the alkaline effluent, following 9 h of AO treatment of the NF permeate. In this work, the suspended solids were first removed by microfiltration.

Anaerobically-digested food processing wastewater with high concentration of organic matter and NH4 + (COD = 3200-3400 mg L -1 , NH4 + = 3352-3790 mg L -1 and TSS = 15580 mg L -1 ) was treated by a sequential system consisting of electrochemical peroxidation, (ECP, consisting of EC with iron anodes and external addition of H2O2), followed by AO [START_REF] Shin | Sequential Combination of Electro-Fenton and Electrochemical Chlorination Processes for the Treatment of Anaerobically-Digested Food Wastewater[END_REF]. ECP was conducted in a 1-L undivided reactor with 2 pairs of SS electrodes positioned in parallel. The AO reactor also consisted of an undivided cell with a capacity of 0.3 L, a DSA and a SS cathode. Under optimal conditions, the integrated ECP-AO process achieved over 90% of TOC removal and almost complete NH4 + removal, following 150 min of ECP (pH 3, 28.5 mA cm -2 , H2O2 feeding at 1.67 mmol min -1 and 1 M NaCl as supporting electrolyte) and 150 min of AO (pH 5, and 200 mA cm -2 ). During the ECP step more than 80% of the TOC was removed, while NH4 + was reduced by less than 25%. ECP benefits from a highly oxidative environment, where the addition of H2O2 and the dissolution of the iron anode promote the production of • OH through the Fenton's reaction. The remaining TOC and NH4 + after ECP were removed by AO, mainly by intermediacy of chlorine species generated in the bulk solution. Before treatment, the wastewater sample was centrifuged at 3000 rpm for 20 min to remove the solids.

Anaerobically digested sludge generated in a poultry farm (COD = 26,200 mg L - 1 , TOC = 5,235 mg L -1 and TSS = 31,300 mg L -1 ) was successfully treated by means of an integrated process consisting of ECP with Fe electrodes followed by EF with a carbon brush cathode and a BDD anode [START_REF] Olvera-Vargas | Sequential "electrochemical peroxidation -Electro-Fenton" process for anaerobic sludge treatment[END_REF]. The synergistic effects of electrocoagulation and advanced oxidation during ECP (initial pH of 5, [H2O2]/[Fe 2+ ] ratio of 5, 15.38 mA cm -2 and 2 h of treatment) achieved 89.3% and 85.6% of COD and TSS removal, respectively, increasing sludge dewaterability and reducing the amount of disposable solid sludge in the process. The wastewater treated by ECP was then subjected to further EF treatment, once the solid sludge was removed from the effluent (such residue was free of coliforms and rich in nutrients with fertilizing potential). EF achieved almost total mineralization of the remaining organic matter under optimal conditions (pH 3 and 25 mA cm -2 ), leaving only 24.6 mg L -1 and 16.3 mg L -1 of COD and TOC, respectively, after 8 h of treatment. This two-step electrochemical process proved to be a powerful strategy to deal with highly polluted and viscous sludge.

In another sequential treatment, (diluted) pharmaceutical wastewater was pretreated by EF followed by activated sludge (AS) [START_REF] Mansour | Mineralization of synthetic and industrial pharmaceutical effluent containing trimethoprim by combining electro-Fenton and activated sludge treatment[END_REF]. The AS treatment was conducted in 500-mL reactors containing 200 mL of the effluent and 1 g L -1 of biomass from a municipal wastewater treatment plant, at neutral pH and with different organic nutrients. For EF, 1-L samples were treated in an undivided electrolytic cell containing a Pt anode and a carbon-felt cathode under constant aeration and stirring. The optimal conditions determined for EF were 0.69 mM of Fe 2+ , 466 mA of current and pH 3. Following 180 and 300 min of EF treatment, the BOD5/COD ratio (biodegradability index) increased from 0.40 to 0.45 and 0.47, respectively, while the TOC was only reduced by 14 and 18%, respectively. After 15 days of AS treatment, the overall TOC removal was 80% and 89% for following 180 min and 300 min of electrolysis, respectively. These results demonstrate the potential of EF as pre-treatment to increase the biodegradability of refractory waste streams, a strategy that deserves more exploration [START_REF] Olvera-Vargas | Bio-electro-Fenton: A New Combined Process -Principles and Applications[END_REF].

A large-scale sequential system including several steps was reported by Moreira et al. [START_REF] Moreira | Incorporation of electrochemical advanced oxidation processes in a multistage treatment system for sanitary landfill leachate[END_REF], in which the remediation of sanitary landfill leachate was conducted by a sequence of AS, coagulation and PEF/SPED. In this case, the aim of the electrochemical treatment was to increase the biodegradability of the pre-treated effluent as a conditioning step prior to biological polishing. The AS process was performed in a 12-L bioreactor with a conical bottom where 8 L of landfill leachate were treated using AS from a municipal WWTP. The pH was maintained between 6.5 and 9.

After sedimentation, the supernatant was transferred to a coagulation tank where FeCl3 was added at pH 3 and stirred for 15 min. 48 h of sedimentation were required, after Highly concentrated solutions need particular attention and their physical and chemical characteristics determine the type of treatment to be applied, based on pH, electrical conductivity, chemical oxygen demand (COD), total organic carbon (TOC), biodegradability -that can be assessed with the biochemical oxygen demand after 5 days (BOD5) over COD ratio -total inorganic carbon (TIC), total suspended solids (TSS), total dissolved solids (TDS), main inorganic ions (Cl -, SO4 2-, NH3/NH4 + , NO2 -, NO3 -, PO4 3-) and heavy metals analyzes. In the last two decades, electrochemical processes have attracted a lot of interest for their high versatility, i.e. their possibility to treat solutions containing low or high concentrations of organics and/or inorganics. In this section, five categories of wastewater are investigated, alongside their properties and influence on the type of electrochemical processes to be applied, with emphasis on electrochemical advanced oxidation processes (EAOPs), in combination or not with electrocoagulation (EC). They consist of (i) high COD effluents of industrial origin; (ii) hypersaline effluents; (iii) solutions contaminated with a mixture of organic and inorganic contaminants; (iv) effluents with high rheological complexity and; (v) solutions with high COD load but low pollutant content.

High COD effluents of industrial origin

Industrial waste streams are often characterized by high COD content and need a specific treatment. The main industry sectors that have attracted attention due to their recalcitrance to biological processes comprise textile, petroleum, tannery, chemical, pharmaceutical and paper mill activities. Electrochemical processes and in particular EAOPs have attracted a lot of interest due to their strong ability to degrade and mineralize heavily loaded effluents containing xenobiotic contaminants, such as synthetic dyes, phenolic compounds, aliphatic hydrocarbons, aromatic hydrocarbons, pesticides, lignosulfonate compounds, antibiotics, anti-inflammatory drugs, stimulants, analgesics, etc. (Garcia-Segura et al., 2018). Selected studies are listed in Table 4. All these effluents have in common a high COD content varying from 1.0 g-O2 L -1 to more than hundreds g-O2 L -1 [START_REF] Chanworrawoot | Treatment of wastewater from pulp and paper mill industry by electrochemical methods in membrane reactor[END_REF][START_REF] Valero | Electrochemical treatment of wastewater from almond industry using DSA-type anodes : Direct connection to a PV generator[END_REF]. Electrochemical processes have the capability to mineralize those effluents until quasi-complete mineralization, especially with EAOPs (anodic oxidation, AO, with boron-doped diamond anode (BDD) and electro-Fenton, EF) that make use of very strong oxidizing agents like hydroxyl radicals (  OH). The limiting factor is the time required to reach high levels of organic removal that can considerably increase the electrical energy consumption. The amount of organic by-products generated is also substantial due to the high initial quantity of carbon content.

Some of these degradation intermediates can potentially be more toxic than the parent compounds, so that ecotoxicity studies have to be performed to verify the evolution of toxicity with electrolysis time [START_REF] Gargouri | Application of electrochemical technology for removing petroleum hydrocarbons from produced water using lead dioxide and boron-doped diamond electrodes[END_REF].

Hypersaline effluents

Besides industrial wastewater, waste streams containing high amount of salts are typically found in reverse osmosis (RO) concentrates. These hypersaline brines constitute a major drawback of such membranes and often cannot be discharged into surface water or by deep well injection, due to increasingly stringent environmental restrictions [START_REF] Van Hege | Indirect electrochemical oxidation of reverse osmosis membrane concentrates at boron-doped diamond electrodes[END_REF]. The advantage of using electrochemical technology is that the high salinity -with conductivity ranging from 2 to 22 mS cm -1 -ensures great conduction of current, which reduces the energy requirements (Table 5). In addition, the high chloride ion (Cl -) content (0.3-1.4 g L -1 ; 

It is important to highlight that the formation of halogenated by-products, such as trihalomethane (THM), could pose a health risk [START_REF] Hurwitz | Photo-assisted electrochemical treatment of municipal wastewater reverse osmosis concentrate[END_REF]. Though the initial COD of RO concentrate is quite low (14-190 mg-O2 L -1 , Table 5), organic intermediates are still formed [START_REF] Lütke Eversloh | Electrochemical treatment of iopromide under conditions of reverse osmosis concentrates--elucidation of the degradation pathway[END_REF]. Because maintaining a short electrolysis time is usually preferred for minimizing electrical energy consumption, close monitoring of those potentially toxic by-products and their level of ecotoxicity is advised.

Solutions contaminated with a mixture of organic and inorganic contaminants

The treatment of mixtures of inorganic and organic compounds represents another technical issue. Landfilling is the most important solid waste management solution performed worldwide owing to its low-cost and simplicity [START_REF] Fernandes | Review on the electrochemical processes for the treatment of sanitary landfill leachates: Present and future[END_REF][START_REF] Mandal | Review on landfill leachate treatment by electrochemical oxidation: Drawbacks, challenges and future scope[END_REF]. Leachate collection systems are conventionally implemented and the characteristics of these leachates depend upon the hydrogeology, the age of the landfill, the composition and moisture content of the waste, as well as seasonal variations [START_REF] Mandal | Review on landfill leachate treatment by electrochemical oxidation: Drawbacks, challenges and future scope[END_REF]. The great challenge of landfill leachates lies in their varying composition, high concentration and their toxicity. Several studies proposed to deal with raw landfill leachate using electrochemical technologies, as reviewed by [START_REF] Mandal | Review on landfill leachate treatment by electrochemical oxidation: Drawbacks, challenges and future scope[END_REF], an up-to-date selection of which is given in Table 6. The amount of carbon content is usually very high, with COD varying from 1 to 50 g-O2 L -1 , generally basic pH (8-9)

and high concentrations of inorganic ions, such as Cl -(1.5 -6 g L -1 ), SO4 2-(0.1-1.8 g L - 1 ) and NH3 (0.4-3.2 g L -1 ). Such complex solutions are non-biodegradable (BOD5/COD < 0.2), which restricts the secondary treatment possibilities. The advantage of electrooxidation is that the initial presence of chloride ions leads to the formation of active chlorine species, such as HClO, as described earlier (Eqs. 1-2) [START_REF] Cossu | Electrochemical treatment of landfill leachate: Oxidation at Ti/PbO2 and Ti/SnO2 anodes[END_REF]. This oxidizing agent participates in the degradation and mineralization of organic compounds; however, some organo-halogenated transformation byproducts can also be generated.

These compounds are known to be potentially toxic and therefore deserve particular attention. The initial presence of ammonia at high level could also constitute a drawback, since this species can be oxidized to nitrate (NO3 -), an unwanted final product at concentrations higher than the disposal regulations (Anglada, Urtiaga, et al., 2010). The formation of this ion must therefore be carefully monitored. In order to have an overall approach for a cost-effective complete removal of organic and inorganic species, combination with separation processes (e.g., nanofiltration, reverse osmosis, etc) [START_REF] Cui | Electrochemical/peroxydisulfate/Fe3+ treatment of landfill leachate nanofiltration concentrate after ultrafiltration[END_REF][START_REF] El Kateb | Electrochemical advanced oxidation processes using novel electrode materials for mineralization and biodegradability enhancement of nanofiltration concentrate of landfill leachates[END_REF][START_REF] Fernandes | Performance of electrochemical processes in the treatment of reverse osmosis concentrates of sanitary landfill leachate[END_REF][START_REF] Ukundimana | Electrooxidation as post treatment of ultrafiltration effluent in a landfill leachate MBR treatment plant: Effects of BDD, Pt and DSA anode types[END_REF] and/or biological technologies (Anglada, Urtiaga, et al., 2010;[START_REF] Baiju | Combined heterogeneous Electro-Fenton and biological process for the treatment of stabilized landfill leachate[END_REF][START_REF] Ding | Electrochemical treatment of bio-treated landfill leachate: Influence of electrode arrangement, potential, and characteristics[END_REF][START_REF] El Kateb | Electrochemical advanced oxidation processes using novel electrode materials for mineralization and biodegradability enhancement of nanofiltration concentrate of landfill leachates[END_REF][START_REF] Moreira | Incorporation of electrochemical advanced oxidation processes in a multistage treatment system for sanitary landfill leachate[END_REF]Turro et al., 2012;[START_REF] Zhao | Highly efficient and energy-saving sectional treatment of landfill leachate with a synergistic system of biochemical treatment and electrochemical oxidation on a boron-doped diamond electrode[END_REF] has been suggested in previous studies. The advantages of such combined approaches will be reviewed in a dedicated section towards the end of this review.

Another challenging source of mixed contamination (organic and inorganic) that represents a major problem in the mining industry is acid mine drainage (AMD), generated by the oxidation of sulfides during ore processing, leading to sulfuric acid (Eq.

19).

FeS2(s) + 3/2O2(g) + H2O(l) → Fe 2+ (aq

) + 2H + (aq) + 2SO4 2-(aq) (19) 
The chemical composition of AMD depends on the mined rock mass and hydrogeology; they are typically characterized by acidic pH as low as 2, abundance of dissolved species, including sulfate, iron and other toxic metals (mainly lead, copper, cadmium, and arsenic) [START_REF] Bejan | Acid mine drainage: Electrochemical approaches to prevention and remediation of acidity and toxic metals[END_REF]. Sulfate is usually found at high concentration (in the range of hundreds to thousands of mg L -1 ) from (di-)sulfide air/water oxidation and its water discharge regulation is becoming more stringent [START_REF] Nariyan | Sulfate removal from acid mine water from the deepest active European mine by precipitation and various electrocoagulation configurations[END_REF]. In parallel, ferric hydroxide (Fe(OH)3) precipitation is another environmental issue. Several studies on the efficiency of electrochemical treatment of AMD as shown in Table 7. The primary goal of electrochemistry is to increase the pH, as an alternative to chemical neutralization and precipitation, by reducing H + into hydrogen gas (H2(g)) at

the cathode, according to Eq. 20:

H + (aq) + e - → ½H2(g) (20) 
For this purpose, the operation in divided cell is favored in order to avoid the oxidation of Fe 2+ into Fe 3+ that then precipitates on the electrodes -especially on the cathode -and subsequently causes electrode fouling (Chartrand & Bunce, 2003). The assistance of chemical alkalinization using CaO as pre-treatment before the electrochemical step has also demonstrated synergistic effects [START_REF] Orescanin | A combined CaO/electrochemical treatment of the acid mine drainage from the "Robule" Lake[END_REF][START_REF] Radić | The efficiency of combined CaO/electrochemical treatment in removal of acid mine drainage induced toxicity and genotoxicity[END_REF]. Additional benefits can be obtained from such electrochemical treatment by electrodeposition of metals and by producing a dewaterable sludge for possible valorization [START_REF] Bunce | Electrochemical treatment of acidic aqueous ferrous sulfate and copper sulfate as models for acid mine drainage[END_REF]. Another interesting feature is the elimination of inorganics such as sulfate by EC (Mamelkina, Tuunila, et al., 2019;[START_REF] Nariyan | Electrocoagulation treatment of mine water from the deepest working European metal mine -Performance, isotherm and kinetic studies[END_REF]. It is finally worthy of note that the initial presence of iron could enhance the electrochemical process efficiency by involving  OH radicals through the Fenton's reaction in an EF process.

Effluents with high rheological complexity

Most of the electrochemically treated solutions have a simple rheological nature with Newtonian behavior, following the common Newton's law of viscosity. In Newtonian fluids, the contaminant concentration is easily homogenized in the bulk solution upon reaching stationary stage with sufficient convection. However, in non-Newtonian liquids, the pollutants concentration is not homogeneous even with good stirring. Then, the challenge is to increase the contact between the electro-generated oxidants and the contaminants in the electrochemical cell. Sludge from wastewater treatment plant (WWTP) is an example of non-Newtonian liquid [START_REF] Ratkovich | Activated sludge rheology : A critical review on data collection and modelling[END_REF]. The sludge from WWTP is characterized by a high moisture content, usually higher than 97% alongside high total solids (TS) content, in the range of 1 g L -1 to several tens of g L -1 , resulting in a solid-liquid mixture [START_REF] Cai | Improving dewaterability and filterability of waste activated sludge by electrochemical Fenton pretreatment[END_REF][START_REF] Chen | Rapid and efficient activated sludge treatment by electro-Fenton oxidation[END_REF]. WWTPs generate a lot of sludge from primary treatment and biological processes that then need to be disposed safely. Land application is one of the most appropriate solution to benefit from the fertilizers present in the sludge after appropriate pre-treatment. Several publications proposed to pre-treat the sludge mainly for dewatering purpose by electrochemical process, a selection of which is presented in Table 8.

The presence in sludge of initial salts such as chloride ions induces several positive effects on the process efficiency. The electro-oxidation of Cl -at Ti/RuO2 anode further allows the generation of hypochlorous acid (HClO, Eqs. 1-2) [START_REF] Bureau | Municipal Wastewater Sludge Stabilization and Treatment Using Electrochemical Oxidation Technique[END_REF][START_REF] Song | Enhancement of waste activated sludge aerobic digestion by electrochemical pre-treatment[END_REF], a powerful oxidizing agent known to inhibit the activity of microorganisms. HClO could also oxidize the organic compounds presents in the sludge so that a decrease of COD is observed. Finally, a decrease of phosphate (PO4 3-) initially present in the sludge was also observed [START_REF] Bureau | Municipal Wastewater Sludge Stabilization and Treatment Using Electrochemical Oxidation Technique[END_REF], which could be attributed to the oxidation of ferrous into ferric iron by HClO (Eq. 21) and then Fe 3+ reaction with H2PO4 - formed a FePO4 precipitate (Eq. 22) [START_REF] Bureau | Municipal Wastewater Sludge Stabilization and Treatment Using Electrochemical Oxidation Technique[END_REF]:

2Fe 2+ + HClO + H + → 2Fe 3+ + Cl -+ H2O (21) Fe 3+ + H2PO4 - → FePO4 + 2H + (22)
In addition, calcium (Ca), potassium (K) and magnesium (Mg) concentrations increased by 20% to 50%, while total nitrogen content remained stable [START_REF] Bureau | Municipal Wastewater Sludge Stabilization and Treatment Using Electrochemical Oxidation Technique[END_REF], ensuring that the fertilizing value of the sludge was not compromised. Finally, electro-oxidation pre-treatments allowed sludge disinfection, a decrease in organic carbon content, metal deposition and a raise in nutrient content [START_REF] Drogui | Effectiveness of Electrooxidation Process for Stabilizing and Conditioning of Urban and Industrial Wastewater Sludge[END_REF][START_REF] Masihi | Employing Electrochemical-Fenton process for conditioning and dewatering of anaerobically digested sludge : A novel approach[END_REF]Tuan & Sillanpaa, 2020). The potential problems of electrode fouling and corrosion as well as biofilm development in long-term use have not yet been discussed in detail and should be tested in further studies.

High COD load with low pollutant content

The advanced electrochemical treatment of solutions highly loaded with COD but containing low pollutant content mostly alludes to soil remediation. Organic pollutants that remain in the soil have different properties regarding their volatility, hydrophobicity, water solubility and therefore different technologies have been tested, including thermal treatment, biological processes and physicochemical techniques. Among the latter, soil washing and soil flushing have emerged as cost-efficient alternatives to thermal processes that denature the soil and to bioremediation when pollutants are biorefractory.

In soil washing/flushing technologies, extracting agents are added most of the time in a water solution before washing the excavated soil or flushing the non-excavated soil in order to solubilize the hydrophobic organic pollutants [START_REF] Mousset | A new micelle-based method to quantify the Tween 80 \textregistered surfactant for soil remediation[END_REF]. A good washing agent is a compound with high extraction efficiency (thus requiring as low an amount of agents as possible), low ability to adsorb onto soil and low toxicity towards soil microorganisms. They usually have amphiphilic properties that allow dissolving soil pollutants into the water solution. There are many kinds of agents that have been tested in the literature including co-solvents, dissolved organic matter, deoxyribonucleic acids, vegetable oils, fatty acid methyl esters, cyclodextrins and surfactants [START_REF] Trellu | Combination of anodic oxidation and biological treatment for the removal of phenanthrene and Tween 80 from soil washing solution[END_REF].

Most of them (except for co-solvents) have a high molecular weight ranging from 250 to 1500 g mol -1 . As soil washing/flushing only transfers the pollution from solid to liquid matrix, there is a need for a post-treatment to remove the contaminants. In the past few years, advanced electrochemical treatment has appeared as a promising alternative to biological post-treatment, since those pollutants are barely biodegradable [START_REF] Mousset | Soil Remediation by Electro-Fenton Process[END_REF].

Table 9 presents the state of the art of electrochemical treatment of soil washing/flushing solutions. Generally, it is observed that organic pollutants represent only 1% to 5% of the total organic carbon fraction, the remaining part consisting mostly of the extracting agent, while the organic matter content extracted from soil is negligible [START_REF] Mousset | Soil Remediation by Electro-Fenton Process[END_REF]. Interestingly, using different families of extracting agents has shown to affect the electrochemical treatment efficiency. Surfactants have a long C-C bond hydrophobic chain and a hydrophilic head, which allows them to form micelles after reaching a minimal concentration, known as the critical micelle concentration (CMC, Figure 5a) (Mousset et al., 2014a). These micelles can then trap the hydrophobic organic contaminants (HOCs), leading to steric hindrance during the oxidation of the pollutant.

Thus, the surfactants are preferentially degraded as compared to the pollutants.

Alternative agents such as cyclodextrins have also been proposed (Mousset & Oturan, 2014), with a toroidal shape that allows trapping the organics into their hydrophobic cavity (Figure 5b). The functional groups at the surface of cyclodextrins (carboxylic groups, hydroxyl groups, etc) allow them to bound to ferrous iron under EF treatment, with hydroxyl radicals being produced close to the contaminants. The pollutant was therefore preferentially degraded as compared to the cyclodextrin, thanks to the ternary complex formation (Fe 2+ :HPCD:HOC) according to Eqs. 23 and 24: Interestingly, iron can be present initially in the soil solution at concentrations high enough to avoid external addition (Mousset et al., 2016). Such treatment even allows reusing the cyclodextrins for further soil washing/flushing cycles in order to decrease the treatment cost. Still, Tween 80 surfactant could extract ten times more pollutants from soil than cyclodextrin, which counterbalanced the ability of cyclodextrin to be more easily recycled [START_REF] Mousset | Soil Remediation by Electro-Fenton Process[END_REF]. Even if surfactants are the most important family of agents employed in soil washing/flushing owing to their cost-effectiveness, it is important to emphasize that an overview of the complete soil remediation treatment needs to be obtained before the selection of a suitable extracting agent can be made. Additionally, treating soil washing/flushing solutions electrochemically leads to high energy consumption (100-500 kWh m -3 ) [START_REF] Mousset | Soil Remediation by Electro-Fenton Process[END_REF]) and the faradaic yield, i.e. the ratio between the electric energy devoted to the target compound and the total electric energy applied, is in this case an important parameter to optimize when treating such soil solutions.

Conclusion

In conclusion, this review has provided an insight into the specificities of highly concentrated waste streams, why and how electrochemical treatments constitute a promising option for such effluents. The first section defined the types of wastewater that display the best potential for electrochemical treatment. Several advantages make them particularly suitable for electrochemistry and in particular their high salinity, providing a source of natural electrolyte and favoring the formation of active species with great decontamination and disinfection potential. Challenges exist in terms of variability, need for high faradaic yields, and special care to be given to degradation byproducts before discharge (e.g., organo-halogenated compounds). To face these challenges, we examined a number of strategies for electrochemical wastewater treatment, with special focus on AO, EF and EC, alone or in combination with other processes. In particular, for highly concentrated wastewater, it may prove more beneficial to apply electrochemistry as a preor post-treatment approach, combined with a more economical conventional biological treatment system. Process optimization and cost-efficiency are at the core of a suitable treatment strategy; yet, there is a lack of a focused and consistent approach to scale up electrochemical reactors. In fact, there are very few pilot studies and therefore, the final section of this review emphasized the importance of modeling electrochemical processes, as well as the rheological and mass transfer conditions in large scale electrochemical reactors. By combining various modeling approaches, electrochemical wastewater treatment can be understood in a more systematic manner and adequate reactors can be designed. We defined the electrode area over treated volume ratio (A\V) as a key parameter, which in turn influences energy consumption. We concluded that in most cases, the specific energy consumption is lower when the wastewater contains a high concentration of contaminants. At a time that electrochemistry for wastewater treatment reaches maturity, highly contaminated waste streams may therefore provide the best niche to demonstrate the potential of electrochemical wastewater treatment at large scale.

Table 1. Compilation of representative publications on stand-alone electrochemical processes applied to the treatment of highly polluted wastewater. Anode: Ti/PbO2 (300 cm 2 )

Wastewater

COD and inorganic (chloride, total nitrogen) removal, e energy consumption [START_REF] Wang | Treatment of reverse-osmosis concentrate of printing and dyeing wastewater by electro-oxidation process with controlled oxidation-reduction potential (ORP)[END_REF] Table 6. Literature review of raw landfill leachate treatment by electrochemical processes. Real acid mine drainage solutions (pH = 6.9-7.5, [SO4 2-] = 1.3-2.9 g L -1 ) EC Cathode: Fe (26 cm 2 )

Matrix

Anode: Fe (26 cm 2 )

Toxicity assays [START_REF] Foudhaili | Effect of the electrocoagulation process on the toxicity of gold mine effluents: A comparative assessment of Daphnia magna and Daphnia pulex[END_REF] Iron in acid mine drainage model solution (pH = Anode: Ti/IrO2 (7 cm 2 )

Reactor design [START_REF] Wang | Removal of arsenic from synthetic acid mine drainage by electrochemical pH adjustment and coprecipitation with iron hydroxide[END_REF] Acid mine drainage solution (pH = 2.4, [SO4 [Adapted with permission from: [START_REF] Wang | Characterization of hydrodynamics and mass transfer in two types of tubular electrochemical reactors[END_REF][START_REF] Villalobos-Lara | CFD simulation of biphasic flow, mass transport and current distribution in a continuous rotating cylinder electrode reactor for electrocoagulation process[END_REF] and [START_REF] Reza | Numerical Analysis of Petroleum Refinery Wastewater Treatment Using Electro-Fenton Process[END_REF]]. Copyright Elsevier. Copyright De Gruyter. Rotating electrode reactor and d) fixed bed reactor (Adapted with permission from: [START_REF] Naje | Electrocoagulation using a rotated anode: A novel reactor design for textile wastewater treatment[END_REF][START_REF] Olvera-Vargas | Electro-Fenton and solar photoelectro-Fenton treatments of the pharmaceutical ranitidine in pre-pilot flow plant scale[END_REF]Shen et al., 2017;[START_REF] Tezcan Un | Electrocoagulation in a packed bed reactor-complete treatment of color and cod from real textile wastewater[END_REF]). Copyright Elsevier. cyclodextrin (HPCD) in aqueous solution. Adapted with permission from (Mousset et al., 2014a). Copyright Elsevier. [Adapted with permission from: [START_REF] Wang | Characterization of hydrodynamics and mass transfer in two types of tubular electrochemical reactors[END_REF][START_REF] Villalobos-Lara | CFD simulation of biphasic flow, mass transport and current distribution in a continuous rotating cylinder electrode reactor for electrocoagulation process[END_REF] and [START_REF] Reza | Numerical Analysis of Petroleum Refinery Wastewater Treatment Using Electro-Fenton Process[END_REF]]. Copyright Elsevier. Copyright De Gruyter. Rotating electrode reactor and d) fixed bed reactor (Adapted with permission from: [START_REF] Naje | Electrocoagulation using a rotated anode: A novel reactor design for textile wastewater treatment[END_REF][START_REF] Olvera-Vargas | Electro-Fenton and solar photoelectro-Fenton treatments of the pharmaceutical ranitidine in pre-pilot flow plant scale[END_REF]Shen et al., 2017;[START_REF] Tezcan Un | Electrocoagulation in a packed bed reactor-complete treatment of color and cod from real textile wastewater[END_REF]). Copyright Elsevier. 
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  which the effluent was sent to the electrochemical treatment. The 35-L electrochemical flow-through system comprised an electrochemical filter-press cell with a BDD anode and a carbon-PTFE GDE cathode, a 20-L recirculation tank and a photoreactor. The AS treatment achieved 13-33% of DOC removal, as well as total oxidation of NH4 + and complete alkalinity removal. With the coagulation process, 63% of DOC abatement was attained. During the SPEF process, 53% of the remaining DOC was removed at a current density of 200 mA cm -2 , 60 mg L -1 of Fe 2+ , pH of 2.8 and 20 ˚C (after SPEF, the effluent was neutralized to pH 7.5 and submitted to 3 h of clarification to remove the remaining sludge). Overall, 87% of DOC removal was achieved at the end of the multi-stage treatment. The resulting COD, BOD5 and total nitrogen values were still above the Portuguese and European regulations for discharge. However, Zhan-Wellens biodegradability tests indicated that the sample was suitable for further biological treatment to comply with the discharge limits. In summary, electrochemical technologies have demonstrated their extraordinary capacity to treat a great diversity of waste streams containing high loads of organic pollutants and other types of chemicals. Their outstanding oxidative power has made them top choices to integrate as part of sequential treatment systems. Such systems are undoubtedly the most feasible way to clean wastewater either for discharge or for reuse. Electrochemical technologies are currently reaching maturity for industrial-scale applications. The design and construction of electrochemical reactors and pilot plants (tightly linked to the development of electrode materials) is crucial for the success of electrochemical processes in the years to come. Besides, fundamental research remains essential to further position electrochemical methods as a valid technology for treating highly contaminated waste streams.Applications to highly concentrated wastewater: nature, characteristics and challenges Many industrial sectors and other human activities result in the production of high quantities of very highly loaded effluents and waste streams. The type of contamination may vary but the challenge always lies in the lack of a gold standard for the effective treatment of such kinds of wastewater. Electrochemistry may occupy a niche there because a lot of the characteristics of highly concentrated waste streams make them ideal candidates for electrochemical treatment. For instance, the volumes generated are usually low, giving an edge to electrochemical approaches, that are generally well adapted to small decentralized treatment systems. Furthermore, the high concentration of salts and organics may act like a natural electrolyte and may provide catalysts and reactive species for electrochemical reactions, thus lowering the treatment costs as compared to the treatment of diluted effluents. Yet, specific strategies need to be implemented and there are in fact very few instances of pilot or full-scale demonstration of electrochemical treatment for such kind of wastewater.
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 3 Figure 3. CFD simulation for a) the turbulent intensity distribution in a vertical-flow tubular electrochemical reactor (I) and a concentric tubular electrochemical reactor (II) for AO of phenol wastewater, b) normalized current density distribution in a rotating cylinder electrode (RCE) reactor for EC, I) RCE surface and II) working electrode plates and c) concentration profile of Fe 2+ around the cathode during EF process at (I) t = 0 s and (II) t = 400 s.
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 5 Figure 5. Schematic representation of two different ways of •OH oxidative degradation of hydrophobic organic pollutant in the presence of (a) surfactant (Tween 80) or (b) cyclodextrin (HPCD) in aqueous solution. Adapted with permission from (Mousset et al., 2014a). Copyright Elsevier.
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