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A B S T R A C T

A simple template-free method, based on a mineral acid etching process using manganite perovskite (LaMnO3)
as precursor, was successfully developed to obtain a series of 3D meso/macro-porous materials. The LaMnO3
transformation was fully investigated using ICP, XRD, N2 physisorption, TPR, TPD, SEM, TEM/EDS and XPS. This
transformation proceeds through a soft-chemical process involving the dissolution of trivalent lanthanum and
manganese from the perovskite structure and the dismutation of Mn3+ cations into MnO2 and Mn2+ species.
Strength and oxidizing properties of the acid used as modifying agent strongly impact textural and redox surface
properties of the resulting materials. Specifically, extending the acid etching duration promotes the surface area
and pore volume of the materials while developing interconnected macro-mesoporous networks. In our case, this
soft process allowed us to obtain the ε-MnO2 phase with hierarchical porosity without any template. Superior
catalytic properties of ε-MnO2 were observed toward HCHO oxidation as well as a good catalytic stability with
respect to other macro-mesoporous counterparts. In the light of the experimental results, such performances can
be related to the formation of a meso/macro-porous structure conferring high surface area and good accessibility
of the active surface sites. The latter exhibit greater redox ability of the manganese species and a higher density
of active surface oxygen species with respect to the perovskite precursor.

1. Introduction

Formaldehyde (HCHO) is one of the major indoor air pollutants,
mainly emitting from various building materials and household prod-
ucts such as paints, textiles, adhesives, pressed-wood products (plywood,
fiber board and particle board) and other decorating materials [1]. The
exposure to HCHO could threaten human health and cause symptoms
such as edema, eye and skin irritation, headaches, and nasal tumors
[1,2]. As a consequence, HCHO has been regarded as carcinogenic for
humans (Group 1) by the International Agency for Research on Cancer
(IARC) since 2004 [3].

Various approaches have been proposed to remove formaldehyde in
the air, such as plasma technology [4], adsorption [5,6], heterogeneous
catalysis oxidation including photocatalysis [7–9] and thermal oxida-
tion [10,11]. Among the most efficient approaches is heterogeneous
catalytic oxidation, as it is not limited to an adsorption capacity, and
it does not require any large equipment such as a generator of light
or plasma. Low temperature – ideally room temperature – catalytic ox-
idation has been deemed as a promising strategy for the elimination

of indoor HCHO owing to its mild control conditions and low energy de-
mand.

Among various classes of catalysts, noble metal-based catalysts (e.g.,
Pt, Au, Rh, and Pd) are extensively used for air pollutants remedia-
tion [12,13], especially as they were reported to oxidize VOCs (e.g.,
HCHO) totally at relatively low temperatures. For instance, HCHO is ef-
ficiently converted into CO2 at room temperature over supported no-
ble metals [13,14]. Nevertheless, their current application will be re-
stricted owing to their high cost and the needs to reduce the amount
of critical materials of strategic importance such as the Platinum Group
Metals (PGM). However, converting HCHO at low temperature remains
challenging with noble metal-free catalysts. Most efficient catalysts re-
ported are pure and doped manganese (IV) oxides [13]. In this case,
HCHO conversion (when calculated from CO2 production) generally oc-
curs at temperatures above 150 °C for pure manganese oxide [10,15].
However, even if conversion occurs only above 100 °C, abatement of
formaldehyde can be achieved at ambient temperature, due to the ad-
sorption/saturation of the material surface. Therefore, the search for
low-cost and efficient catalysts based on readily available elements
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has brought supported or unsupported transition metal oxides to the
forefront for environmental clean air applications (oxidation of volatile
organic compounds and toxic hydrocarbons, catalytic decomposition/
reduction of NOx) [9,13]. Among the available metal oxides, the rich
chemistry of manganese oxide promotes various polymorphs (β-MnO2,
γ-MnO2, α-Mn2O3, γ-Mn2O3, α-Mn3O4, and Mn5O8…) wherein man-
ganese elements can be found with various oxidation states (+II, +III,
+IV). Moreover, low volatility and low toxicity of manganese oxide
make it promising as a viable noble-metal free catalytic system. In or-
der to reduce the performance gap between noble metals and tran-
sition metal oxides, the research of strategies allowing the enhance-
ment of metal support interactions [16] and/or the improvement of tex-
tural properties (surface area, pore shape/size/orientation) is needed. In
most of the studies, enhanced textural properties usually request soft/
hard templating technologies involving more delicate protocols which
are usually assigned to the template infiltration and removal processes
[17]. To our knowledge, ε-MnO2 phase with hierarchical porosity was
only obtained by electrodeposition of nanostructured manganese ox-
ides on bubble-covered Ni foam used as host support [18]. In conse-
quence, ε-MnO2 solids were rarely reported for catalysis [19,20]. In
our work, we took advantage of the acid etching process developed ear-
lier [21–23] by using perovskite as ε-MnO2 precursor. Acid etching is a
soft chemical method commonly used to modify the structure of materi-
als [24–27], improving their catalytic activity [21–23,28–31] or some
functions like their conductivity [32]. For instance, an acidic treatment
was reported to preferentially dissolve silver from a silver-gold alloy,
leaving behind pure gold with a higher surface area [24]. Kudo et
al. [25] and Sugimoto et al. [27] have reported the conversion of an
Aurivillius phase, Bi2W2O9 and Bi2O2[SrNaNb3O10], into H2W2O7 and
H1.8[Bi0.21Sr0.80Na0.95Nb3O10] respectively by hydrochloric acid treat-
ment. Selective dealumination was also reported when etching a micro-
porous aluminosilicate H-Y (FAU) zeolite with hydrochloric acid, lead-
ing to the formation of a micro/meso-porous USY zeolite with improved
stability and catalytic activity [33]. Herein, we propose the first ap-
plication of a hierarchical ε-MnO2 catalyst for HCHO oxidation at low
temperature. By adjusting acid etching conditions, a facile one-step ap-
proach was developed to form in situ a series of high surface area per-
ovskites with A-site (La) deficiency, MnO2/perovskite and pure ε-MnO2
materials with hierarchical porosity. Based on extensive characteriza-
tions, emphasis was made on the understanding of the LMO perovskite
conversion mechanism toward ε-MnO2.

2. Experimental

2.1. Synthesis of LaMnO3.15 catalyst

LaMnO3.15 was prepared following a conventional citric acid com-
plexation method starting from the metal nitrate precursors
Mn(NO3)2·xH2O (98.0%, Aldrich) and La(NO3)3·6H2O (≥99.0%,
Sigma-Aldrich), and citric acid (+99.5%, Alfa Aesar).

For the synthesis, a molar ratio (nMn + nLa)/ncitric acid of 1 was ap-
plied. Typically, 3.7 g of manganese nitrate and 7.0 g lanthanum nitrate
were dissolved in 40 mL of distilled water. In a second beaker 6.9 g of
citric acid were dissolved in 40 mL of distilled water, and the resulting
clear solution was added drop-wise to the solution containing the metal
precursors under magnetic stirring. The resulting homogeneous solution
was stirred for 1 h at 40 °C, and overnight at room temperature. A ro-
tary evaporation step was used to remove the excess of water, resulting
in a gel. The obtained gel was thermally treated in a muffle oven under
air over two steps: 180 °C for 1 h (3 °C/min), and 700 °C for 8 h (2 °C/
min).

2.2. Synthesis of non-stoichiometric LMO and ε-MnO2 catalysts by acid
etching process

By adjusting properly acid etching conditions, a facile approach was
developed to form in situ a series of non-stoichiometric perovskites
[34–36], MnO2/perovskite composites and pure ε-MnO2 phase with
high surface area. Typically, 1.0 g of LaMnO3.15 (LMO) was added to
250 mL of a 3 M nitric acid (65 ~ 70%, Alfa Aesar) solution and stirred
at 200 rpm. At selected time intervals of 10 min, 60 min, 180 min,
240 min, 360 min, 14 h, and 22 h, the solid was filtered on a 0.2 μm
PTFE membrane filter (Whatman™), washed with deionized water and
dried in the oven at 60 °C for 24 h. The as-obtained samples were la-
beled as LM-10, LM-60, LM-180, LM-240, LM-360, LM-14h and LM-22h,
respectively.

2.3. Catalytic oxidation of formaldehyde (HCHO)

The catalytic oxidation of formaldehyde (HCHO) was carried out
in a fixed bed reactor (internal diameter = 8 mm), loaded with 0.20 g
of the catalyst. Catalyst activation was performed in situ at 300 °C for
1 h under 20 vol% O2/He, with a flow rate of 100 mL·min−1. Gaseous
formaldehyde was produced from paraformaldehyde in a permeation
tube placed in a permeation chamber (Dynacalibrator, VICI Metronics,
Inc.), which was kept at a constant temperature of 100 °C. The reacting
gas containing 100 ppm of HCHO mixed with the 20 vol% O2/He mix-
ture was stabilized at 300 °C for another 1 h. Afterwards, the reacting
gas was sent toward the fixed bed reactor and its temperature was con-
trolled following a decreasing rate of 0.5 °C/min from 300 °C to 100 °C,
at a rate of 0.2 °C/min in the range of 100 ~ 25 °C. The total flow rate
was 100 mL/min, corresponding to a gas hourly space velocity (GHSV)
of 30 L gcat−1 h−1. The effluent gas was monitored online by a gas chro-
matograph (GC, Varian) equipped with a thermal conductivity detector.
Separations were performed using two columns: one CP-Sil 5 CB column
channel (8 m) for HCHO analysis, and one COX column channel (1 m)
for CO2 analysis.

The formaldehyde (HCHO) oxidation into CO2 was expressed as
HCHO conversion, while HCHO elimination refers to the removal effi-
ciency of HCHO from the gas flow. They were calculated using the fol-
lowing equations, respectively:

(1)

(2)

where [HCHO]t and [CO2]t are assigned to the concentration at time t
as monitored by GC, and [HCHO]0 is the initial HCHO concentration
(100 ppm).

During the stability test, a fresh catalyst was first activated as in-
dicated before (300 °C, 1 h under 20 vol% O2/He, 100 mL/min). Then
the reacting gas (100 ppm HCHO in 20 vol% O2/He, 100 mL/min) was
passed through the catalyst bed at 99 °C (based on LM-22h T50 results)
for at least 55 h.

2.4. Characterization

X-ray diffraction patterns (XRD) were collected on a Bruker D8 Ad-
vanced AXS diffractometer equipped with Cu Kα1 monochromatic radi-
ation source (λ = 1.5418 Å) and operated at 40 kV and 30 mA. X-ray
diagrams were recorded within the 10°–80° region with a 0.02° step
size (step time = 1 s). N2-physisorption isotherms were recorded at
−196 °C on a gas sorption system Tristar II Plus from Micromeritics.
Before analysis, the samples were outgassed under dynamic vacuum
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at 423 K for 6 h. The textural properties were determined from the ad-
sorption/desorption isotherms by using the MicroActiveTristar II Plus
software version 2.03. The BET surface area was determined using the
multipoint BET algorithm in the P/P0 range of 0.10–0.25. Average pore
diameter (Dpore) was determined by the Barrett-Joyner-Halenda (BJH)
equation on the desorption branch.

The Fourier transformed infrared spectra (FTIR) were recorded over
the 4000–400 cm−1 range on a Thermo Scientific Nicolet iS50 FTIR
spectrometer. Morphological properties and related punctual atomic
composition of the samples were observed by transmission electron mi-
croscopy (TEM Jeol 2100 plus operated at 200 kV and equipped with a
LaB6 crystal) and field-emission scanning electron microscopy (SEM-FEG
Hitachi SU-70 equipped with an EDS microanalysis (EDAX Genesis)).
X-ray Photoelectron Spectroscopy (XPS) was performed on a AXIS Ul-
traDLD spectrometer (Kratos Analytical) with a monochromatic Al Kα
X-ray source (1486.6 eV). High resolution spectra were collected with
a constant pass energy (PE = 20 eV) and the binding energy was cali-
brated with the adventitious C1s (284.8 eV). Quantification and spectral
decomposition were processed using CasaXPS software.

Temperature programmed reductions (TPR) were carried out on
60 mg of sample under 5 vol% H2/Ar gas flow (50 mL/min) with a heat-
ing rate of 10 °C/min up to 1000 °C using a Micromeritics Autochem II
2920 apparatus. Stoichiometry of La and Mn in the solids and in the
filtrates (following the acid washing process) were monitored by in-
ductively coupled plasma-optical emission spectroscopy (ICP-OES) (Ag-
ilent Technologies 700 Series spectrometer). Before elemental analysis,
the solids were dissolved in a concentrated HCl/HNO3 mixture. O2 tem-
perature-programmed desorption experiments (TPD) coupled with mass
spectrometry were performed on the solids in situ pre-activated under
5 vol% O2 diluted in He. The catalysts (50 mg) were submitted to the
following conditions: 30 mL/min He, temperature from 40 °C to 1000 °C
with a ramp of 10 °C/min. The outlet gases O2 (m/z = 32) were iden-
tified using a mass spectrometer. The amount of O2 desorbed from the
catalyst was quantified from calibrated pulses (1 μmol).

3. Results and discussion

3.1. Crystal phase structure

In order to link the perovskite structure dissolution with time un-
der acid treatment, XRD patterns of LaMnO3.15 (LMO) solids treated
with different durations (from 10 min to 22 h) have been recorded.
As depicted in Fig. 1, below 180 min of acid treatment all diffraction

Fig. 1. Wide-angle XRD patterns of acid treated samples.

peaks can be indexed by a rhombohedral lattice of pure LMO perovskite
(JCPDS No. 50-0298) [37]. This indicates that, up to 180 min, the na-
tive perovskite is structurally unchanged. The average crystallite size
of native LMO and LMO treated for 10 min, 60 min, and 180 min pre-
sent similar values of 25.4 nm, 25.1 nm, 24.6 nm and 27.4 nm respec-
tively, according to the Scherrer equation applied to the (0 2 4) plane
(2θ = 46.9°). The Scherrer equation is not applied to main (1 1 0) and
(1 0 4) planes (2θ = 32.5° and 32.8°) because their resulting diffrac-
tion peaks were confounded into one large peak. From 240 min, a new
diffraction peak arises at 2θ = 37.1°. This peak becomes more notice-
able after 360 min. Interestingly, the average crystallite sizes of the LMO
phase decreases to 17.8 nm and 17.1 nm after 240 min and 360 min,
respectively. After 14 h, the perovskite phase completely disappears to
the profit of a new crystalline phase. In the previous work of Si et al.
[21], they reported that the acid etching of a 3D ordered macroporous
(3DOM) LMO perovskite led to the formation of a γ-MnO2 phase (JCPDS
No. 14–0644). Herein, different features are clearly obtained when etch-
ing is performed under our conditions (Fig. S1). Albeit some diffraction
peaks from the XRD patterns of LM-14h and LM-22h (2θ = 21.9°, 37.1°,
40.5°, and 56.0°) can be indexed by a γ-MnO2 phase already found by
Si et al., additional peaks characteristic of such phase are missing. In lit-
erature, De Wolff et al. suggested that the γ-MnO2 structure was built
from microscopic intergrowths of ramsdellite and pyrolusite (β-MnO2)
phases, forming an alternation of (1 × 2) and (1 × 1) tunnels [38,39].
One model was further proposed by Chabre and Pannetier [40], which
allowed a successful correlation between structural features and sur-
face properties. In this model, the degree of intergrowth (called the De
Wolff disorder) could be quantified by the shift of the (1 2 0) line [40].
In addition, a second type of growth defect in the ramsdellite lattice,
named microtwinning (Tw), was assumed and used to amend the (1 2 0)
line shift [41]. According to the above model, the X-ray diffraction pat-
terns of LM-14h and LM-22h exhibit only two broad and symmetrical
reflexions in the range 54° < 2θ < 71° (see Fig. 1), which are compa-
rable to the XRD patterns of manganese dioxide prepared electrochem-
ically (EMDs) [18–20,42]. Additionally, the absence of the diffraction
peak indexed (0 3 1) further indicates that LM-14h and LM-22h sam-
ple structures belong unambiguously to the ε-MnO2 phase (JCPDS No.
30-0820) [40]. As highlighted in Fig. S1, all diffraction peaks in the
sample LM-22h can be indexed by the ε-MnO2 phase reference. The
large shoulder above 2θ = 21.9° could be attributed to the presence of
highly charged Mn4+ cations located in antiphase domain boundaries,
causing a local lattice expansion by electrostatic repulsion [42]. Hence,
we report here for the first time a ε-MnO2 phase obtained from a pure
LMO perovskite using a simple acid etching method.

3.2. Textural properties

The N2 adsorption/desorption isotherms and subsequent pore size
distribution profiles of the solid series are presented in Fig. 2 (selected
materials) and Fig. S2 (all synthetised materials). As depicted in Fig. 2,
pure LMO exhibits a type II isotherm as highlighted by the mono-mul-
tilayer adsorption profile and the weak slope obtained in the BET lin-
ear domain, corroborating with the formation of a non porous-macro-
porous perovskite material. Derived LM-10, LM-60 and LM-180 acid
treated samples display a similar isotherm profile with additional H4
or H3 hysteresis loop, revealing a type II-type IV composite isotherm
with a weak adsorption step due to capillary condensation at relative
pressures (P/P0) ~ 0.5–0.9 and ~ 0.9–1.0, suggesting the formation of
some mesoporosity within the samples (Figs. 2a and S2a). Progres-
sive formation of a steep adsorption step accompanied with a large
hysteresis loop is occuring in the materials LM-240 and LM-360 (Figs.
2a and S2a), with well-distributed pore diameters around 7 nm. In
parallel, the lower average pore diameter determined on the desorp
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Fig. 2. (a) N2 physisorption isotherms and (b) pore-size distributions of acid treated sam-
ples, (c) specific surface area and total pore volume changes upon reaction time of acid
treatment (error bar estimated from two independent experiments).

tion branch and the twofold increase of the total pore volume (Table
1) all point toward the generation of small mesopores on LM-240 and
LM-360. These latter features coincide with the presence of the first
traces of ε-MnO2 obtained by XRD, thus reasonably suggesting that the
self-ordering of ε-MnO2 nanocrystals leads to the formation of a tailored
intercrystalline mesoporosity. From 14 h of acid treatment, it can be no-
ticed that the obtained ε-MnO2 materials (LM-14h and LM-22h) display
a predominant type IV isotherm with H3 hysteresis loop and a strong
perturbation at high relative pressure with the absence of plateau, re-
vealing the formation of a hierarchical meso/macro-porous ε-MnO2 ma-
terial (Figs. 2a and S2a). As shown in Figs. 2b and S2b, the pore diam-
eter distribution becomes wider and moves toward larger pore sizes. To
conclude, acid treatment led to the formation of intercrystalline meso-
porosity due to the overtime formation, growth and further assembly of
the ε-MnO2 crystals.

To demonstrate the impact of the acid treatment on the result-
ing textural properties, the BET surface area and the total pore vol-
ume were correlated to the acid treatment duration in Fig. 2c. As ex-
pected, the surface area of pure LMO perovskite obtained by the con-
ventional “citrate” complexation route is only 18 m2/g, typical of native

Table 1
Textural and structural properties of native and acid treated LMO samples.

Sample SBET Crystalline phase a Vpore Dpore

(m 2/g) (cm 3/g) (nm)

LMO 18 LMO 0.10 21.8
LM-10 23 LMO 0.07 23.2
LM-60 37 LMO 0.12 11.1
LM-180 49 LMO 0.16 13.3
LM-240 147 LMO/ε-MnO2 0.31 6.7
LM-360 178 LMO/ε-MnO2 0.36 6.9
LM-14h 193 ε-MnO2 0.71 13.8
LM-22h 181 ε-MnO2 0.73 19.0

a As identified by X-ray diffraction.

LMO perovskites [37]. The BET surface area of samples increased sig-
nificantly upon acid treatment time (the related values are summarized
in Table 1). Before 180 min, the BET surface area of the samples pro-
gressively increased and reached a value of 49 m2/g with a total pore
volume of 0.16 cm3/g (Table 1). After 240 min, a sharp increase of the
BET surface area is observed, from 49 m2/g to 147 m2/g, which is cor-
roborated with the formation of ε-MnO2 nanosheets as earlier indicated
by the XRD patterns. Finally, extending the acid treatment time to 14 h
and 22 h boosts the BET surface areas of the resulting ε-MnO2 materials
up to 180 m2/g (Fig. 2c) with total pore volumes exceeding 0.70 cm3/g
(Table 1). Hence, we demonstrate a clear correlation between structural
changes and textural properties of the materials. LMO physical proper-
ties can be modified, and controlled to some extent, by applying a judi-
cious time of acid treatment.

3.3. Morphology (TEM and SEM)

Surface morphologies (including elemental analysis) of LMO per-
ovskite particles and their acid-treated counterparts were directly vi-
sualized by TEM/EDS (Fig. 3) and SEM (Fig. 4) analyses. As shown
in Fig. 3a, the native LMO perovskite is composed of agglomerated
small particles with size ranging from 20 to 50 nm, that could form in-
tercrystalline mesopores (Fig. S3a, b) in a macroporous network (Fig.
S4a, b). The energy dispersive spectrometry (EDS01) (inset of Fig.
3a) indicated that these particles are La-enriched (Table S1) as typ-
ically observed on native perovskites [43]. From the high-resolution
TEM (HRTEM) in Fig. 3b, d-spacing values of 0.28 nm and 0.39 nm
can be indexed by the (1 1 0) and (0 1 2) planes (d(1 1 0) = 0.276 nm
and d(0 1 2) = 0.386 nm) of native LMO (JCPDS file n° 50-0298). Af-
ter 180 min of acid treatment, a mixture of two particle morphologies
is observed: smooth and visible particles comparable to the initial per-
ovskite particles, and filiform solids at their surface (Figs. 3c and S3c).
This observation is coherent with the textural characterization, show-
ing an overall increase of both BET surface area and total pore vol

Fig. 3. TEM micrographs and EDS elemental mapping (insets) of (a and b) LMO, (c)
LM-180, (d) LM-240, (e and f) LM-22h.
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Fig. 4. SEM micrographs of (a and b) LM-180, (c-e) LM-240, (f) LM-22h.

ume. Between LM-180 and LM-240, few differences can be seen at low
magnitude (Fig. 4a–d). Both samples are composed of macrostructures
exhibiting a disordered yet interconnected meso/macro-porous network
(Fig. 4a and c) and generally made of aggregated particles of LMO
perovskite (Fig. 4b and d, Figs. S4c and S4d). However, their rough
surface (Fig. 4a, b) was smoothened (Fig. 4c, d) under acid etching.
Moreover, additional features can be further observed on several regions
in LM-240, with their surface presenting a filiform morphology (Figs.
4e, S3d and S4e). Correlated to ε-MnO2 detection by XRD, EDS (Fig.
3d) clearly demonstrates that the filiform morphology can be attrib-
uted to almost pure manganese oxide particles (EDS03, La/Mn = 0.04)
(Table S1), while the dense particles present the elemental composi-
tion of native LMO perovskite (EDS02, La/Mn = 1.01) (Table S1). Fi-
nally, different lattice fringe distances can be measured by HRTEM on
LM-240. In Fig. S3e, the presence of residual LMO perovskite phase
(d(1 1 0) = 0.276 nm and d(0 1 2) = 0.386 nm) was confirmed. A d-spac-
ing value of 0.40 nm is observed which can be indexed to (0 1 2) plane
of native LMO (dLMO (0 1 2) = 0.386 nm), or by a non-attributed plane
of ε-MnO2 (d = 0.42 nm, JCPDS PDF# 30–0820), or by the (1 0 1)
plane of ramsdellite (d(1 0 1) = 0.405 nm, JCPDS PDF# 43–1455). Ad-
ditionally, d-spacing value of 0.24 nm (Fig. S3f) can be indexed by the
(1 0 0) plane of ε-MnO2 (d(1 0 0) = 0.242 nm) [42]. These results con-
firm the formation of mixed macro/meso-porous LMO/ε-MnO2 compos-
ite material (LM-240) as previously found by XRD analysis (Fig. 1).

After 22 h, LMO perovskite particles are completely converted into
nanosheets of ε-MnO2 (Figs. 3e, 4f, S4f) presenting a desert rose mor-
phology. Those intergrown nanosheets present a length/width size com-
prised between 20 and 90 nm (average: 41 nm) (inserts in Figs. 3f and
S3g) and an average thickness of 4 nm, as indicated by the measure-
ment of 100 particles from TEM analysis (Image J Software). We at-
tempt to estimate the crystallite size of LM-22h solid according to the
Scherrer equation. Such equation was applied to the main peak ob-
tained at 37°. The average crystallite size found for LM-22h presents
a mean value of 18 nm which is lower with respect to TEM analy

sis (~41 nm). In our case, such discrepancies could arise from the low
crystallinity of ε-MnO2 particles as well as a filiform morphology which
is not take into account in the Sherrer approximation (i.e. shape factor).
The macrostructure still retains pores ranging from the mesopore to the
macropore domains, which is coherent with N2 physisorption isotherms.
Sole ε-MnO2 presence is comforted by HRTEM (Fig. S3h) where only
one lattice fringe is observed with a d-spacing value of 0.24 nm, indexed
by its (1 0 0) plane. Moreover, the EDS analysis (EDS04, insert in Fig.
3f) confirms that nanosheets are exempt from lanthanum (Table S1).
Those datas are consistent with XRD and ICP elementary analysis results
(Table 2). From these above considerations, the combination of TEM
and SEM allowed us to visualize a morphological transformation hap-
pening during acid etching, from dense and aggregated particles of LMO
perovskite to intergrown nanosheets of ε-MnO2. Absence of lanthanum
was confirmed by EDS in LM-22h. However, the large macrostructure
seems barely affected by this conversion, advocating for a pseudomor-
phic transformation process which will be discussed after.

3.4. ICP and XPS analysis

Surface composition and surface chemical states were evaluated
by X-ray photoelectron spectroscopy (XPS). The quantitative elemental
compositions including atomic concentration of La 3d5/2 and Mn 2p3/2,
and atomic ratio of La/Mn, Mn4+/Mn3+ and Olatt/Oads are summarized
on Table 2. The N 1 s XPS peaks were also recorded and show similar,
low trace of nitrogen species at the XPS limit detection in all samples
(not shown here). First, the surface La/Mn atomic ratio as given by XPS
for native LMO perovskite (La/Mn = 1.27) is higher than the bulk value
(La/Mn = 1.00) obtained by ICP (Fig. 5a), which is comparable to the
theoretical value of LMO perovskite (La/Mn = 1). This higher atomic
ratio is in agreement with the reported A-site enrichment at the surface
of native LMO perovskite. According to ICP and XPS (Table 2), both
bulk and surface La/Mn atomic ratios decrease with increasing the acid
treatment duration. Notably, the decreasing rate of La/Mn atomic ratio
in the bulk (ICP) was slower than at the surface (XPS), which might indi-
cate that the acid etching is an outside-inward process. This observation
further supports a pseudomorphic transformation process.

Now, in order to investigate the dissolution process, we studied
the cation concentrations within the acidic filtered liquor at various
treatment times by ICP (Fig. 5b). As illustrated, La3+ species gradu-
ally increased and almost reached the maximal theoretical value after
360 min. This trend is consistent with XPS (Fig. S5), showing a grad-
ual decrease of the La 3d peaks intensity. In contrast, the Mn2+ con

Table 2
Relative surface abundances of the elements constituting the native and acid treated LMO
samples.

Sample
La/Mn atomic
ratio

La
3d5/2

Mn 2p3/
2 Mn 4+/Mn 3+ Olatt/Oads

ICP XPS at% at%

LMO 1 1.27 21.7 17.1 0.28 2.47
LM-10 0.78 0.79 12.6 16 0.32 1.96
LM-60 0.7 0.65 13.9 21.5 0.72 3.13
LM-180 0.62 0.35 8.9 24.7 0.87 3.66
LM-240 0.17 0.12 3.5 29.3 1.09 3.91
LM-360 0.13 0.07 2 28.9 1.28 3.94
LM-14h 0 0.003 0.1 33.7 2 4.3
LM-22h 0 0.005 0.2 33 1.71 3.76
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Fig. 5. Evolutions of (a) La/Mn cation ratio in bulk samples and (b) cations dissolution (La
and Mn) upon reaction time according to the ICP analysis.

centration increased slowly and was nearly stable after 14 h, corre-
sponding to a loss of about 25% of the Mn from the native LMO per-
ovskite (Fig. 5b). These results directly confirm that the composition of
the materials changes from La-rich to Mn-rich surface, with almost pure
ε-MnO2 materials obtained after 14 h.

XPS spectra in the Mn 2p region can be observed in Fig. 6. The
asymetrical main Mn 2p3/2 peak shows the presence of both Mn3+ and
Mn4+, which present a multiplet splitting [44]. That is why the decom-
position of Mn 2p3/2 was obtained based on reference spectra of Mn2O3
and MnO2 powder samples with binding energies at 641.6 and 642.2 eV,
respectively [45]. For the native LMO, the surface Mn4+/Mn3+ atomic
ratio is about 0.28. After acid treatment, as indicated in Table 2,
the Mn4+/Mn3+ atomic ratio increased gradually with the decreas-
ing La/Mn atomic ratio. This result can be attributed to the dismuta-
tion reaction of dissolved Mn3+, which will be discussed in the follow-
ing part. This reaction seems to proceed slowly and the Mn4+/Mn3+

atomic ratio reached 1.71 after 22 h of acid treatment (Table 2), con-
firming the increased presence of Mn4+ species which may also pro-
mote the stabilisation of surface oxygen vacancies [28]. In Fig. S6,
the O1s photopic region of the LMO and LM-22h materials showed
several contributions at positions P1 = 529.3, 530.0 eV; P2 = 530.9,
531.4 eV, and P3 = 532.0, 532.6 eV. P1, P2 and P3 were respectively
assigned to the surface lattice oxygen (O2−, denoted as Olatt), var-
ious surface adsorbed oxygen species (O2−, O22−/O− and hy

Fig. 6. Typical XPS spectra of Mn 2p of the acid treated samples: cases of LMO and
LM-22h.

droxyl/carbonate, denoted as Oads), and physisorbed water on the sur-
face [46,47]. The alteration of the LMO structure along with the enrich-
ment of the solid with Mn species on the surface induce the shifting of
the three peaks in the LM-22h sample toward a higher binding energy,
with respect to the parent LMO. Additionally, the Olatt/Oads molar ratio
on catalyst surface increased from 2.47 (LMO) to 3.76 (LM-22h) while
extending the acid etching time (Table 2). As discussed above, the pro-
gressive leaching of La3+ species along with the dismutation reaction
of dissolved Mn3+ species result in an increased Mn4+/Mn3+ ratio on
the surface. The latter may induce more oxygen (Olatt) bonding to Mn4+

due to the physico-chemical transformation of the solid structure with a
subsequent increase of Olatt/Oads ratio. This is well in line with the de-
crease of the P2 contribution in LM-22h corresponding to surface oxy-
gen species (see Fig. S6). Now, it has been reported that a combination
of high Mn4+/Mn3+ atomic ratio and high content of active lattice oxy-
gen species on catalyst surfaces could lead to improved catalytic activity
[15,48,49]. This phenomenon is also in good agreement with the ob-
served catalytic activities and the H2-TPR results in the following discus-
sion.

3.5. Tentative mechanism of perovskite conversion toward ε-MnO2

Owing to the different characterization techniques used, we unveiled
the conversion process of the native LMO perovskite toward the ε-MnO2
phase in the presence of 3 M nitric acid. The La3+ species are completely
dissolved from the perovskite structure, as proven by EDS (Fig. 3f), ICP
(Fig. 5a, b) and XPS (Fig. S5). We also observe by ICP (Fig. 5b) a par-
tial dissolution of the manganese species, up to 25% of the theoretical
maximum value. Meanwhile, the Mn4+/Mn3+ molar ratio gradually in-
creased overtime within the solids (XPS, Table 2).

Regarding the literature, the acid digestion of Mn2O3 ores to produce
ε-MnO2 was extensively studied for batteries application. While Mn4+

presents a low solubility, and thus is likely to remain as MnO6 building
blocks, Mn3+ has a consequent solubility at room temperature and high
acid concentration [39]. Moreover, under acidic conditions Mn3+ is
highly sensitive to dismutation-precipitation reactions. Thus Mn3+ ions
in solution would dismute into Mn2+ and Mn4+ following the overall
reaction (1):
Mn2O3 + 2H+ ↔ MnO2 + Mn2+ + H2O (1)

This reaction is highly products-favoured, and explains both the
presence of manganese in solution as Mn2+, which is highly soluble,
and the increase of the Mn4+/Mn3+ molar ratio. Furthermore, as (1)
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is highly products-favoured, we can assume that the mobility of the dis-
solved Mn3+ species during the process is low. This implies that Mn4+

ions are formed at the vicinity of the solid particles and precipitate back
to assemble with the MnO6 building blocks. The MnO6 aggregations
may grow in size by the continuous supply of MnO6 units and in an
oriented fashion, generating ε-MnO2 nanosheets, while the presence of
Mn3+ species generate microstructural defaults via the condensation of
hydroxylated [Mn(OH2)5(OH)]2+ species [39]. We assume that those
microstructural defaults are responsible for the ε-MnO2 structure [40].
Hence, if a LMO perovskite sample was soaked for a sufficient time un-
der strong acidic conditions, pure ε-MnO2 should be obtained.

Finally, as the macrostructure seems preserved and enlarged during
the total conversion of LMO perovskite particles into ε-MnO2 nanosheets
(SEM, Fig. 4), a pseudomorphic transformation mechanism has been
tentatively proposed as illustrated in Fig. 7. This mechanism, reported
in the case of metal-organic frameworks [50], zeolites [51], and alu-
mina [52], is based on a subtile equilibrium between dissolution and
recrystallization kinetics which we clearly observed under our experi-
mental conditions.

3.6. Reducibility and oxygen reactivity studies

Temperature programmed reduction (TPR) of H2 was conducted to
examine the reducibility of the material series characterized above,
which should be closely related to their catalytic performance. The
H2-TPR profiles of the prepared samples are presented in Fig. 8 and Fig.
S7, and their quantitative analysis data are listed in Table 3. For the
native LMO, the first main peak is centered at 371 °C, with a shoulder
at 430 °C which can be assigned to the reduction of Mn4+ to Mn3+ and
the reduction of some Mn3+ located in a coordination-unsaturated mi-
croenvironment into Mn2+, respectively [53,54]. Moreover, the weak
peak at 270 °C is most likely due to the removal of over-stoichiometric
oxygen accommodated within the lattice and oxygen adsorbed species
(adspecies), which are weakly bounded [28,54,55]. The intense peak in
the range of 600–900 °C corresponds to the reduction of the remaining
Mn3+ to Mn2+. Theoretically, if all of the manganese ions in LMO per-
ovskite (Mn3+ and Mn4+) were reduced to Mn2+, the H2 consumption
of LaMnO3.15 should be 2.70 mmol/g. As shown in Table 3, the calcu-
lated total H2 consumption of the native LMO is 2.66 mmol/g, which is
close to the theoretical value. During the initial step of acid treatment
(10 to 180 min), the main peak at 371 °C shifts toward lower tempera-
tures, which can be attributed to a facilitated reduction of Mn4+ owing
to the formation of a meso/macro-porous network (

Fig. 4) [54]. Meanwhile, the intensity of the peak at 270 °C increased
gradually, which means that the acid treatment increases the total
amount of oxygen species accommodated within the lattice. The peak at
430 °C fades away, which may be due to the loss by dissolution and/or
dismutation of Mn3+. In addition, the total H2 consumption in the range
of 200–500 °C increased gradually with a H2-uptake of 1.56, 1.73, 1.90
and 1.93 mmol/g for samples LMO, LM-10, LM-60 and LM-180, respec-
tively (Table 3). This is correlated to the increase of the Mn4+/Mn3+

atomic ratio, as observed by XPS. Furthermore, the samples LM-240
and LM-360 exhibited similar TPR curves with only two reduction tem-
peratures at 302/309 °C and 410 °C, which can be reasonably attrib-
uted to the two reduction steps of manganese oxide: Mn4+ → Mn3+ and
Mn3+ → Mn2+ [21]. As shown by XRD, these two samples were mix-
tures of LMO perovskite and manganese oxide, which is supported here
by observing a small peak at 783 °C with a H2-uptake of 0.40 (LM-240)
and 0.29 (LM-360) mmol/g. This peak is ascribed to the reduction of
Mn3+ in acid-treated LMO phase, which appears earlier than that of na-
tive LMO (818 °C).

Finally, no reduction peak over 600 °C was observed in samples
LM-14h and LM-22h, demonstrating the formation of pure MnO2. The
position of the main peak at 297 °C (LM-14h) and 294 °C (LM-22h)
were the lowest among all samples, further suggesting that they present
low-temperature reducibility and high oxygen mobility, which should
have a positive effect over their catalytic performance for organic com-
bustion. As calculated from the H2-TPR profiles, by means of the acid
treatment, the H2 consumption at low temperature (200–500 °C), as well
as the total H2 consumption of materials increased gradually, and a dras-
tic boost was found after 240 min of acid treatment (Table 3). This in-
dicates that the average valence of Mn cations increased significantly, as
proven by XPS data (Table 2).

In order to estimate the oxygen reactivity within the different solid
structures, oxygen TPD profiles are showing the MS signal (m/z = 32)
typically obtained for LMO, LM-240 and LM-22h (Fig. S8), since a sim-
ilarity was observed for the reduction profiles of LM-240 and LM-22h
at low temperature domains (Fig. 8). The profiles clearly show three
O2 desorption domains for all materials except for the parent LMO
(Fig. S8a). The latter only exhibits one main region of oxygen loss
with an onset desorption temperature > 800 °C, which is characteris-
tic of the release of oxygen species from the solid bulk. Such results
confirm the weak reactivity of surface oxygen species from LMO as no
oxygen loss is observed at low temperature. Different features are ob-
served on LM-240 composite with the occurrence of two desorption
peaks at low temperature (T = 380 °C and 570 °C) which are in agree

Fig. 7. Tentative mechanism of pseudomorphic transformation from LMO into ε-MnO2.
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Fig. 8. H2-TPR profiles of the acid treated samples.

Table 3
H2 consumption deduced from the H2-TPR for the native and acid treated LMO samples.

Sample T reduction peaks (°C) H2 consumption (mmol/g)

Low T
(200–500 °C)

High T
(500–900 °C)

Low T
(200–500 °C)

High T
(500–900 °C) Total

LMO 371 818 1.56 1.10 2.66
LM-10 354 816 1.73 1.07 2.80
LM-60 348 805 1.90 0.98 2.88
LM-180 354 843 1.93 1.19 3.12
LM-240 302 783 6.46 0.40 6.86
LM-360 309 783 6.76 0.29 7.05
LM-14h 297 – 8.98 – 8.98
LM-22h 294 – 7.99 – 7.99

ment with the loss of α and β oxygen species as described from previous
works [56,57]. The first peak of LM-240 exhibits a clear shoulder below
400 °C that can result from desorption of surface oxygen species (e.g.
O− and O2−) and the release of labile oxygen species from the sub-sur-
face lattice. The nature of the following desorptions at T = 380 °C and
T = 570 °C could be linked to the diffusion of oxygen out of the lat-
tice (partial reduction of manganese species). The ease of oxygen loss
at low temperature can be reasonably explained by the surface enrich-
ment of the solid by different Mn-bonded oxygen species. As a conse-
quence, further surface enrichment obtained on LM-22h (Fig. S8b) is
responsible of the increase of O2 desorption at low temperature due
to the presence of more adsorbed active surface oxygen (oxygen de-
fects), and better accessibility of surface manganese species with respect
to LMO-240 and LMO. Such results suggest that the acid treated LMO
materials induce strong changes in the oxygen mobility but also in the
concentration of surface active oxygen species. Taking into account the
above bulk characterizations, a higher mobility and reactivity of sur

face oxygen species is observed for LM-22h with respect to its counter-
parts, and would further be helpful to boost the catalytic performance.

3.7. Catalytic activity

Formaldehyde (HCHO) oxidation was investigated for the LMO,
LM-180, LM-240 and LM-22h (ε-MnO2) materials. Fig. 9a shows the
conversion efficiency of HCHO to CO2 over the four catalysts with in-
creasing temperature. The reaction temperatures of T10, T50, and T90
(corresponding to HCHO conversions of 10, 50, and 90% respectively)
are summarized in Table 4. As expected, the catalytic performance

Fig. 9. Catalytic performance of HCHO over four selected samples: (a) HCHO conversion
(into CO2), (b) HCHO elimination.

Table 4
Catalytic activity of four selected materials for HCHO oxidation.

Sample HCHO conversion temperature (°C)

T10 T50 T90

LMO 114 145 185
LM-180 97 126 177
LM-240 85 118 159
LM-22h 60 99 141

8



UN
CO

RR
EC

TE
D

PR
OO

F

Y. Xu et al. Chemical Engineering Journal xxx (xxxx) xxx-xxx

for HCHO oxidation using the acid treated samples (LM-180, LM-240
and LM-22h) were better than that of the native LMO.

As given in Table 4, the sample LM-22h corresponding to the hi-
erarchical ε-MnO2 catalyst achieved a T50 temperature of 99 °C, which
is significantly lower with respect to LM-240 (118 °C), LM-180 (126 °C)
and LMO (145 °C). Besides, the ε-MnO2 phase produced in our work is
showing one of the best T50 (99 °C) compared with other MnO2 mate-
rials reported in literature (Table 5) with experimental conditions ex-
cluding the presence of water. Only the 3D ordered mesoporous MnO2
catalyst, obtained from a sophisticated hard templating method [49],
is showing a slightly lower T50 (90 °C) but with a HCHO concentra-
tion four times higher (Table 5). Additionally, as shown in Fig. 9b,
the hierarchical ε-MnO2 catalyst could totally eliminate, by adsorption,
the HCHO at room temperature. As discussed above, ε-MnO2 catalyst
owned the largest BET surface area, as well as the highest surface
Mn4+/Mn3+ atomic ratio and Olatt/Oads atomic ratio among all tested
catalysts. Hence these advantages may be the reason why the hierarchi-
cal ε-MnO2 catalyst possessed the highest catalytic activity in HCHO ox-
idation, while retaining excellent adsorption capacity at room tempera-
ture.

Table 5
Summary of MnO2-based catalyst applied to catalytic oxidation of HCHO.

Catalyst Reaction conditions
T50
(°C) Ref.

ε-MnO2 100 ppm of HCHO, GHSV: 30 L
gcat −1 h −1, 20 vol% O2, He balance

99 In
this
work

Pyrolusite (β-MnOx
with 1 × 1 tunnel)

400 ppm of HCHO, GHSV: 18000 h −1,
10 vol% O2, N2 balance

150 [58]

Cryptomelane (α-
MnOx with 2 × 2
tunnel)

110

Todorokite (3 × 3
tunnel)

140

Cocoon-like MnO2 460 ppm of HCHO, GHSV: 20 L
gcat −1 h −1

130 [59]

Urchin-like MnO2 120
α-MnO2 400 ppm of HCHO, GHSV: 30 L

gcat −1 h −1, 21 vol% O2, N2 balance
150 [62]

β-MnO2 100
3D-MnO2 90
α-MnOx 170 ppm of HCHO, GHSV: 100 L

gcat −1 h −1, 20 vol% O2, 25% Relative
humidity, N2 balance

~90 [49]

β-MnOx ~140
γ-MnOx ~125
δ-MnOx ~60
α-MnO2-100 100 ppm of HCHO, GHSV: 90 L

gcat −1 h −1, 21 vol% O2, 70% Relative
humidity, N2 balance

125 [60]

α-MnO2-110 100
α-MnO2-310 35
Birnessite (VMn-1) 40 ppm of HCHO, GHSV: 120 L

gcat −1 h −1, 21 vol% O2, ~80% Relative
humidity

84 [61]

Birnessite (VMn-2) 77
Birnessite (VMn-3) 53
Surface pits δ-
MnO2

200 ppm of HCHO, GHSV: 120 L
gcat −1 h −1, 21 vol% O2, ~45% Relative
humidity

85 [63]

δ-MnO2-P1 74
δ-MnO2-P2 62

3.8. Mechanism of HCHO oxidation

To further investigate the mechanism of HCHO decomposition, in-
frared spectroscopic measurements (ATR-FTIR) were performed to ob-
serve if any changes occured on pure ε-MnO2 external surface after
HCHO exposure. Spectra were recorded before and after HCHO catalytic
oxidation test and are presented in Fig. 10. Over the fresh catalyst, two
bands at 1632 cm−1 and 3285 cm−1 ascribable to –OH groups (ν(OH)
and δ(H2O)) are observed. After HCHO oxidation, four new bands ap-
peared: two at 1354 and 1572 cm−1, belonging to the formate species
νs(COO) and νas(COO) respectively; and two at 1387 and 2837 cm−1,
ascribed to hydrocarbonates δ(CH) and ν(CH) respectively [10,64]. As
previously reported in literature [61,65], these results indicate that the
oxidation of HCHO generate formate species, which may further react
with surface oxygen species to form hydrocarbonates. Moreover, the de-
crease of ν(OH) and δ(H2O) intensities might suggest that the formation
of carbonate and formate species consumed the superficial –OH groups.
It has been reported that superficial –OH groups play an important role
during HCHO oxidation since they enhance the adsorption of HCHO via
hydrogen bonding, especially at low temperature [64]. The XPS C1s
peaks of the sample before and after HCHO conversion were used to ex-
plore the formation of surface intermediates (Fig. 12d). Three peaks at
284.8 eV, 286.3 eV and 288.6 eV can be ascribable to sp3-hybridized C
(adventitious carbon), C-OH groups and carbonate (CO32−) respectively.
After the catalytic test, a new component at 288.3 eV belonging to the
carboxylic C species (O C–O) was observed, further confirming the
formate formation during HCHO oxidation [64,65].

Our experimental results underline that HCHO oxidation on pure
ε-MnO2 is likely to follow the pathway:
HCOO-M + OH-M → CO2 + H2O + 2 M (where M = Mn surface site).
That is, the formate species (HCOO−ads) will first be generated due to the
reaction of the adsorbed HCHO with surface active oxygen (Olatt, O2−,
O−, or superficial –OH groups). At high temperature, the formate species
will be further oxidized into CO2 owing the successive participation of
these oxygen species. This is in line with the literature [10,61,64–66].
Moreover, the mole of water formed per mole of oxydized formalde-
hyde could regenerate the surface active oxygen, allowing to explain
the long-term activity observed even in dry conditions (see thereafter).
Herein, the outstanding catalytic activity of the hierarchical ε-MnO2

Fig. 10. ATR-FTIR spectra of sample LM-22h (ε-MnO2) before and after catalytic test.
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Fig. 11. (a) HCHO conversion with time on stream over LM-22h (ε-MnO2), (b) Effect of
moisture on HCHO conversion with time on stream over LM-22h (T = 99 °C).

catalyst may be due to the cumulative effect of several factors. On one
hand, ε-MnO2 presents a meso/macro-porous skeleton and a large BET
surface area, maximizing the diffusion of HCHO within the catalyst and
supplying more external active sites. Furthermore, more superficial –OH
groups increase the adsorption capacity of HCHO. The chemisorption of
HCHO at the surface of a catalyst is always the crucial step to trigger its
oxidation [64]. On the other hand, a good oxygen mobility, the high ox-
idizing ability and the abundance of active oxygen species at the surface
of ε-MnO2 could further enhance its catalytic performance. The migra-
tion of oxygen species and oxygen activation are dependent on the redox
cycle of Mn4+/Mn3+. The enrichment in Mn4+ may enhance the redox
cycles of ε-MnO2, which is favorable for the oxidation of HCHO.

3.9. Stability test and moisture effect

From a practical point of view, stability issues of the catalysts should
be taken into account. Fig. 11a illustrates the HCHO conversion over
time on stream at 99 °C (corresponding to HCHO conversion of 50%)
over ε-MnO2, which achieved an exemplary long-term stability after
65 h. Interestingly, during the initial stage (0 ~ 12 h) an enhancement
of HCHO conversion is observed. After 12 h, a continuous decrease of
both the HCHO elimination and HCHO conversion into CO2

Fig. 12. Characterization of (a) XRD, (b) BET,(c) TPR, (d) XPS spectra of C1s, (e) XPS spec-
tra of Mn2p for sample LM-22h (ε-MnO2) before and after HCHO stability test.

was measured, indicating that during the initial stage HCHO was partly
adsorbed until saturation. We speculate that the HCHO adsorbed on
the catalyst from the beginning might interact with more HCHO mole-
cules via hydrogen bonding in a similar manner than the superficial –OH
groups or water and further enhance the conversion of HCHO. In addi-
tion, some highly active and non-renewable adsorbed oxygen species on
the catalyst surface might be also involved in HCHO oxidation in the be-
ginning. While the HCHO conversion decreased gradually after 12 h at
T50, stabilization occurred from 65 h, with comparable values obtained
for HCHO elimination and HCHO conversion into CO2. At this stage, the
catalyst worked under stationnary conditions (no simultaneous storage
and selective conversion to CO2).

The used ε-MnO2 catalyst was further characterized by XRD, BET,
XPS and TPR. As indicated in Fig. 12a and b, no appreciable changes
of its textural or structural properties were observed compared to the
as-made ε-MnO2. Additionally, the H2-TPR profile (Fig. 12c) of the used
ε-MnO2 exhibited small shifts to higher temperatures, indicating that
its reducibility was slightly lower. Also, the amount of consumed H2
was lower for the used sample (5.98 mmol/g) compared to the fresh
one (7.99 mmol/g), implying that more Mn species with lower valence
state are present in the used catalyst after HCHO oxidation. Moreover,
the relative area ratio of the low (around 300 °C) to the high-tem-
perature (around 424 °C) reductions was lower for the used sample
in comparison with that of the fresh one (Fig. 12c), indicating a de-
creased Mn4+/Mn3+ ratio after the stability test. Of note, a peak around
230 °C (see the blue star) disappeared in H2-TPR profile of the used
ε-MnO2, demonstrating the consumption of non-renewable surface oxy-
gen species during the HCHO oxidation. The evolution of Mn4+/Mn3+

molar ratios over the sample before and after HCHO oxidation were fur-
ther compared (Fig. 12e). After HCHO oxidation, Mn4+/Mn3+ surface
atomic ratio decreased from 1.71 to 0.26, decreasing the average oxida-
tion state (AOS) of the surface Mn from 3.63 to 3.21. Such results in-
dicate that the valence of the used ε-MnO2 leans toward a + 3 oxida
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tion state, which is in good agreement with the H2-TPR analysis. These
results relate greatly with the oxidation of HCHO into formate species
with the probable consumption of surface active oxygen, including lat-
tice oxygen (Olatt), resulting in global manganese oxide reduction, with-
out alteration of the global catalyst activity.

Moisture is a key factor in the catalytic oxidation of HCHO, which
seems to have a dual role as either a promoting or an inhibiting ef-
fect on the conversion of HCHO. It has been reported that moisture is
one of the major reasons causing a negative effect on catalytic activ-
ity through its competitive adsorption on active sites [48]. Conversely,
previous works found that moisture could act as a promoter that en-
hance the catalytic oxidation of HCHO (See T50 values of Table 5), as
it not only facilitates the regeneration of superficial –OH groups but it is
also beneficial to the desorption of carbonate via competitive adsorption
[64,67]. Thus, the effect of moisture on the conversion of HCHO was
investigated by adding water to the inlet gas (corresponding to a rela-
tive moisture capacity of 46% at room temperature). As shown in Fig.
11b, the presence of water has no negative or positive effect on the ma-
terial activity, with only a slight decrease of the HCHO conversion (-2%)
measured after at least 55 h. Moreover, the catalytic stability seems im-
proved over time. This could be due to the regeneration of surface ac-
tive oxygen species, as previously reported [64,67]. In order to eluci-
date this point, O2-TPD studies with the MS signal (m/z = 32) were per-
formed for LM-22h (ε-MnO2) before and after test. As described before,
three O2 desorption domains were observed in Fig. S8. Two desorption
peaks at low temperature (T = 450 °C and 545 °C) are corresponding
to the loss of α and β oxygen species, while the last region of oxygen
loss (T > 800 °C) is characteristic of the release of oxygen species from
the solid bulk. Of note, the quantity of O2 released from ε-MnO2 after
HCHO oxidation seems to be slightly higher compared with that of fresh
ε-MnO2 (Fig. S8a), especially for the O2 desorption domain linking to
the diffusion of oxygen out of the lattice. As calculated in Fig. S8b, the
used ε-MnO2 possesses nearly equivalent (a bit less) content of surface
oxygen species (Peak 1 and Peak 2) but more bulk oxygen species (Peak
3) with respect to the fresh ε-MnO2. Such results confirmed that surface
active oxygen species could be regenerated during the HCHO oxidation
in the presence of water. In addition, the presence of water strongly im-
proved the capacity of adsorption of the catalyst since HCHO abatement
was still maintained above 90% after 65 h test.

4. Conclusions

In this work, we report a simple and straightforward method adapted
from a soft chemical process to prepare for the first time hierarchi-
cal porous ε-MnO2 catalysts derived from a pure LaMnO3.15 perovskite.
Complementary experiments used in this study demonstrate that the
complete dissolution of La3+ cations could occur in the presence of
3 M HNO3 while preserving the macroporous skeleton of the native per-
ovskite. Moreover, direct link is given between material’s properties
(i.e. BET surface areas, total pore volumes, structural phase changes)
and the acid treatment time applied. More specifically, XPS and H2-TPR
analyses revealed higher concentration of Mn4+ active species present
in the acid-treated material compared to the native LMO perovskite.
At the light of the results, a pseudomorphic transformation is pro-
posed to occur via a dissolution/recrystallization process involving dis-
muted Mn species, leading to the formation of a meso/macro-porous
macrostructure composed of intergrown nanosheets of ε-MnO2. The
hierarchical porous ε-MnO2 was found to be stable and highly-effi-
cient for low-temperature catalytic oxidation of HCHO, owing to an in-
crease of its BET surface area and an improvement of its redox prop-
erties. In addition, excellent stability of the pure ε-MnO2 catalyst in
the presence of water was still observed after 50 h test (50% selec-
tive conversion of HCHO at T = 99 °C), confirming the potential

of these materials for indoor depollution processes.
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