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This paper sets out a distributed virtual reality application intended to practical activities in electronics: circuit design and simulation. The distributed virtual environment offers virtual components and devices (resistors, capacitors, transistors, generators and oscilloscopes) described in a standard Virtual Reality Modeling Language (VRML) format. Users are enabled to choose components and build a circuit. The simulation of the circuit is done using the SPICE programme that is a general-purpose circuit simulation programme for nonlinear dc, non-linear transient, and linear ac analyses. The implementation is based on VRML and Java as languages and Cortona VRML plug-in from ParallelGraphics. The distribution of virtual worlds is obtained using DeepMatrix as environment server.

INTRODUCTION

Until now, we have nearly 300 students using laptops for various activities. By the end of June 2004, we made a survey in order to collect information about the students' point of view about their laptops and our e-Campus. This survey pointed out that the practice of game was very close to schoolwork. According to this fact we decided by the end of 2005 to develop a Virtual Lab. with the aim of achieving practical activities in electronics [START_REF] Gerval | Toward a Virtual Lab for Electronics Virtual Experiments[END_REF] [2]. The Virtual Lab. has been experimented in 2006 with a group of 40 students. This group represented half a class of 80. The target for this group was to prepare practical activities using the Virtual Lab. That is to say using virtual components and simulation by means of the SPICE programme.

The other half was preparing practical activities as usual. That is to say using paper and pens! All these students were beginners in the field of electronics.

The main functionalities of the Virtual Lab. had been laid out to students during a short lesson. Then they had to prepare the practical activity by themselves. The students were expected to study various circuits that implemented operational amplifiers.

Our main goal through this experiment was to assess the relevance of the Virtual Lab. in the framework of the preparation of practical activities in electronics. Also, as we had split students into two different groups, we were expecting to make comparisons about the results of these two groups during practical activities.

On the one hand, this experiment has confirmed a tendency about the marks our students have got since they have used their laptops and E-Campus resources.

In the past, the level of students was following a Gaussian distribution (typically: a majority of students at a median level, and some of them either excellent or poor) Recently, this tendency evolved towards a new distribution where the two extremes have boosted their numbers.

Benefits from Virtual Lab. vary according to the students' behaviour. Students who are eager to work get better benefits from the Virtual Lab. while the others get only lower gains.

Since the Virtual Lab resource has been constantly available, well-motivated students have been encouraged not only to work the courses but also to look further. Using the Virtual Lab. is a real added value for these students. As regards the other students, the Virtual Lab. remains a working tool like others. In this case, the Virtual Lab. does not increase schoolwork motivation.

On the other hand, this experiment emphasizes the fact that autonomous work using the Virtual Lab. cannot be applied so simply with the two types of student populations: naturally autonomous profiles and dependent profiles.

This state of fact is confirmed by their results:

Naturally autonomous profiles are those who succeed better; Dependent profiles try to get a benefit to escape teacher monitoring.

In this approach, the teacher has still an essential role but the risk must be taken so that his function evolves toward pedagogy of supervision rather than pedagogy of knowledge expressed in face-to-face.

Even if face-to-face time remained identical to what was required before, the success in virtual activities requires a significant involvement of teachers. In order to increase the involvement of teachers in these virtual activities we have implemented a distributed version of the Virtual Lab.

The first part of the paper deals with a brief presentation of the virtual world that has been developed: virtual components and virtual electronic equipments.

The second part of the paper gives details about some technical aspects of our development and especially the distribution of the virtual world, which is based on DeepMatrix as an environment server.

VIRTUAL WORLD DESCRIPTION

Basic components

The implementation of the virtual world is based on VRML (Virtual Reality Modeling Language) [START_REF]VRML Standard Version 2.0[END_REF].

Until now, we have implemented six different types of components (Fig. 1. and Fig. 2.), which are resistors, capacitors, inductors, diodes, transistors and operational amplifiers.

Only these six types of components are available. Users cannot add and share new components. 

Designing a circuit

Components are inserted into the virtual world by clicking on the corresponding icon (Fig. 3.). Students can move (or rotate) components by means of virtual axes (Fig. 4.) that represent the directions of the movement. A link is created in the virtual world. A black line is drawn between component pins. This line symbolizes a connection between two components.

Devices and simulation

Two types of virtual electronic equipments are available: generators and oscilloscopes.

Generators (Fig. 6.) enable students to set up a signal in terms of frequency, voltage and waveform. This signal will be applied to the circuit on the inputs selected by the student. 

VIRTUAL WORLD DISTRIBUTION

The server implementation is based on the DeepMatrix software [START_REF] Reitmayr | DeepMatrix -An Open Technology Based Virtual Environment System[END_REF] from GEOMETREK. This software enables users to enter 3D websites where they can interact with other users and objects. DeepMatrix implements client-server architecture.

On the server side, all messages are broadcasted in the same order to all clients. We have refined the proposed implementation from GEOMETREK, by introducing a filtering and pseudo dead reckoning mechanism [START_REF] Singhal | Networked Virtual Environments[END_REF] that permits a more friendly and flexible connection of users.

Clients are Java applets running in an HTML Browser.

The communication between VRML world and client applet is made by use of External Authoring Interface (EAI) (Fig. 8).

On the client side the EAI permits to achieve complex tasks by connecting the VRML Web Browser plug-in with a Java applet within the same web page. The avatars were designed on an approximate-body approach [START_REF] Capin | Avatars in Networked Virtual Environments[END_REF], which frequently provides position and orientation information to remote hosts, taking into account a minimal set of joint points. The plug-in updates the Java applet about users position and orientation in the virtual world.

DeepMatrix offers network data structures, which enable clients to share data or to communicate together.

Concerning the Distributed Virtual Lab., VRML and Java codes of each client are similar (Fig. 8.).

The main difficulty lies in the fact that these different clients must evolve in the same way according to users' actions in the different virtual worlds. That means that we have to know at the level of each java application if an event is local (a local user action) or if it is an update from network (another user action).

For example, when a user changes the value of a resistor we have to change the colours of the resistor in the virtual world of this user and broadcast the new value of this resistor on the network. If the value of the resistor changes because of a network update we just have to change the colours of this resistor. We do not have to broadcast anything else.

Another problem lies in the fact that the virtual world is shared by a various number of users. DeepMatrix does not solve the dynamic insertion of VRML code into the virtual world.

For example, when a student proceeds to virtual welding a line is inserted into its virtual world. If a new client connects to the virtual world, it is necessary to know if there was any welding before his connection.

The same problem arises when a user requests a simulation. Simulation results are drawn on the screen of the virtual oscilloscope by means of VRML code, which is automatically generated and inserted into the virtual world.

Such data are saved into a file on the server side. This file keeps a trace of the state of the virtual world. This mechanism enables new clients to join former clients and share the same state.

CONCLUSION AND FUTURE WORKS

This application is accessible with a standard Web Browser (Internet Explorer) and VRML plug-in without any specific or additional software and is currently tested with teachers and students.

On a pedagogical point of view, the Distributed Virtual Lab. enables teachers to meet students in the same virtual world. This way teacher can evaluate students' work and give them feedbacks.

On a technical point of view, DeepMatrix enables the use of avatar behaviours. Current experiments will help us to design and implement new avatar behaviours according to end-users' needs. This will help us to implement pedagogical agents and virtual tutor behaviours [START_REF] Popovici | Virtual Perception Based Agents in Virtual Theater, Technologies for Interactive Digital Storytelling and Entertainment[END_REF].

We are also working on new mechanisms that will increase the realism of the virtual world. When a client requires a simulation, we compute currents in the different nodes of the circuit. If the current is out of limit according to the technical characteristics of the component we can select a realistic behaviour for the components: explosion for example.

Fig. 1 .

 1 Fig. 1. Passive components

Fig. 3 .Fig. 4 Fig. 5 .

 345 Fig. 3. Component choice

Fig. 6 .

 6 Fig. 6. Generator Oscilloscopes (Fig. 7.) enable students to view the circuit outputs. That is to say: "simulation results". For each oscilloscope two channels are available. Students can adjust voltage and/or time scale.
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 8 Fig. 8. Distributed Virtual Lab. software architecture EAI enables a two-way communication between the Java applet and the plug-in. The Java applet loads VRML content into the plug-in and adds avatar representations to the virtual world.

We hope that these new mechanisms will increase the performance of students' cooperative work.

Virtual Reality enables the development of new products that will help teachers and students in their tasks of teaching and learning through friendly interfaces.