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Abstract

In this work, ultraviolet (UV) nanophotodetectors based on individual gold-functionalized ZnO nanowires (Au/ZnO NWs) with different diameters and with different Au content were fabricated using a focused ion beam/scanning electron microscopy (FIB/SEM) system. The influence of the Au content, the diameter of the NWs, the applied bias voltage, the temperature and the relative humidity during operation on the UV sensing properties was investigated in detail.

The necessity of a higher Au nanoparticles (NPs) coverage of individual Au/ZnO NWs in order to obtain higher UV response is demonstrated for the first time. A high UV response (IUV/Idark) of 21 for an individual Au/ZnO NW (with ~ 6.4% Au NPs coverage) was obtained, which is by a factor of 17 higher compared to unmodified ZnO NWs. The investigation regarding the NW diameter confirmed that thinner NWs are more suitable for UV sensing applications due to the greater influence of surface phenomena on electrical properties. Most importantly, the elaborated nanophotodetectors in this work, based on individual Au/ZnO NWs, show an extreme low influence caused by water vapors, i.e. relative humidity on UV response, which is critical for practical applications of high performance UV photodetectors in normal ambient conditions. Our experimental results demonstrate clearly that the n-type Au/ZnO NWs with enhanced optoelectronic properties are highly promising building nano-blocks for near future nanooptoelectronic devices and possible for biosensing applications.

Introduction

One-dimensional (1-D) ZnO nanostructures, such as nanowires, nanobelts, nanotubes and nanorods are ideal for building blocks for high-performance electronic, optoelectronic and sensing devices for environmental applications [START_REF] Huang | Room-Temperature Ultraviolet Nanowire Nanolasers[END_REF][START_REF] Lao | ZnO Nanobelt/Nanowire Schottky Diodes Formed by Dielectrophoresis Alignment across Au Electrodes[END_REF][START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Kolmakov | Enhanced Gas Sensing by Individual SnO2 Nanowires and Nanobelts Functionalized with Pd Catalyst Particles[END_REF][START_REF] Fan | ZnO nanowire field-effect transistor and oxygen sensing property[END_REF][START_REF] Hu | Fast-Response Nanowire Sensors by Using Schottky Contacts[END_REF][START_REF] Li | Oxygen sensing characteristics of individual ZnO nanowire transistors[END_REF][START_REF] Li | Electronic transport through individual ZnO nanowires[END_REF][START_REF] Li | Nanowire electronic and optoelectronic devices[END_REF]. In the case of sensing devices (e.g. UV photodetectors and gas sensors) the high influence of surface phenomena, such as adsorption/desorption of gaseous species on the electrical transport through a restricted conduction channel of 1-D nanostructures paves the way to fabricate highly sensitive UV photodetectors and gas sensors based on individual nanostructures [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Li | Oxygen sensing characteristics of individual ZnO nanowire transistors[END_REF][START_REF] Li | Electronic transport through individual ZnO nanowires[END_REF][START_REF] Lupan | Highly sensitive and selective hydrogen single-nanowire nanosensor[END_REF][START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Lupan | Functionalized Pd/ZnO Nanowires for Nanosensors[END_REF][START_REF] Lupan | Enhanced UV and ethanol vapour sensing of a single 3-D ZnO tetrapod alloyed with Fe2O3 nanoparticles[END_REF][START_REF] Lupan | Individual hollow and mesoporous aero-graphitic microtube based devices for gas sensing applications[END_REF][START_REF] Lupan | Properties of a single SnO2:Zn2SnO4 -Functionalized nanowire based nanosensor[END_REF]. The main advantage of UV photodetectors based on individual ZnO NWs is the high internal gain, which is attributed to the presence of oxygen-related hole-trap states at the NW surface which prevents charge-carrier recombination through prolongation of the photo-carrier lifetime [START_REF] Soci | ZnO Nanowire UV Photodetectors with High Internal Gain[END_REF].

Different methods were reported in order to considerably enhance the UV sensing properties of individual ZnO NWs, such as doping [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF], surface functionalization with noble metals [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF], formation of individual Schottky contacts at one end of the NW [START_REF] Hu | Fast-Response Nanowire Sensors by Using Schottky Contacts[END_REF], as well as functionalization with other metal oxide NPs [START_REF] Lupan | Enhanced UV and ethanol vapour sensing of a single 3-D ZnO tetrapod alloyed with Fe2O3 nanoparticles[END_REF], and the utilization of the piezo-phototronic effect [START_REF] Yang | Enhancing Sensitivity of a Single ZnO Micro-/Nanowire Photodetector by Piezo-phototronic Effect[END_REF]. For example, Hu et al. fabricated UV photodetectors based on a ZnS/ZnO biaxial nanobelt with high spectral selectivity and wide-range photoresponse in the UV-A band [START_REF] Hu | An Optimized Ultraviolet-A Light Photodetector with Wide-Range Photoresponse Based on ZnS/ZnO Biaxial Nanobelt[END_REF]. Lao et al. demonstrated that the UV response of individual ZnO nanobelts can be enhanced by almost 5 orders of magnitude by surface functionalizing with a polymer that has a high UV absorption ability [START_REF] Lao | Giant Enhancement in UV Response of ZnO Nanobelts by Polymer Surface-Functionalization[END_REF]. While the UV sensing properties of photodetectors based on Au-modified ZnO microand nanostructures have been reported many works [START_REF] Gogurla | Multifunctional Au-ZnO Plasmonic Nanostructures for Enhanced UV Photodetector and Room Temperature NO Sensing Devices[END_REF][START_REF] Jin | High-performance flexible ultraviolet photoconductors based on solution-processed ultrathin ZnO/Au nanoparticle composite films[END_REF], only the several results were reported based on individual Au-modified ZnO structures [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Pescaglini | Hot-Electron Injection in Au Nanorod-ZnO Nanowire Hybrid Device for Near-Infrared Photodetection[END_REF]. For example, Liu et al. fabricated the UV photodetectors based on an individual ZnO NW with and without Au NPs and observed that surface-functionalization with Au NPs can drastically reduce the response time of ZnO nanowire photodetectors [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF].

However, the interdependence of such important parameters as surface coverage with Au NPs and the diameter of the ZnO NW, relative humidity, applied bias and operation temperature were not investigated and reported. In this work, we integrated individual Au-modified ZnO NWs with different Au content and different diameters using a dual beam FIB/SEM system. The Au/ZnO NWs were synthesized in a one-step electrochemical deposition [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF]. Besides the report about the influence of the already enumerated factors, i.e. diameter, relative humidity, applied bias voltage and temperature for a single Au/ZnO NWs based device, the corresponding physical model and the mechanism of detection are tentatively proposed and discussed.

Experimental part

The Au/ZnO NW arrays were grown on glass sheet substrates coated with polycrystalline F-doped SnO2 (FTO) having a resistance of 10 Ω/ (used as a working electrode) by electrochemical deposition in a classical three-electrode electrochemical cell [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Pauporté | Low-Temperature Preparation of Ag-Doped ZnO Nanowire Arrays, DFT Study, and Application to Light-Emitting Diode[END_REF]. The growth solution contained 0.2 mM ZnCl2, 0.1 M KCl as supporting electrolyte and was subjected to continuous bubbling of oxygen in a bath solution [START_REF] Pauporté | Low-Temperature Preparation of Ag-Doped ZnO Nanowire Arrays, DFT Study, and Application to Light-Emitting Diode[END_REF][START_REF] Belghiti | Mechanistic study of ZnO nanorod array electrodeposition[END_REF]. For variation of Au NPs content on the surface of ZnO NWs, different concentrations of HAuCl4 (Sigma-Aldrich, >99.9%) were utilized (from 0.3 to 2.0 μM). Upon deposition, the substrate was rotated at a constant speed of ω = 300 rotations/min (rpm) [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Pauporté | Low-Temperature Preparation of Ag-Doped ZnO Nanowire Arrays, DFT Study, and Application to Light-Emitting Diode[END_REF]. More details on the electrochemical deposition of doped ZnO NWs are presented in previous works [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Pauporté | Low-Temperature Preparation of Ag-Doped ZnO Nanowire Arrays, DFT Study, and Application to Light-Emitting Diode[END_REF][START_REF] Lupan | Hydrothermal treatment for the marked structural and optical quality improvement of ZnO nanowire arrays deposited on lightweight flexible substrates[END_REF]. The detailed morphological, structural, chemical and optical properties of Au/ZnO NW arrays were performed in the previous work [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF] and indicated that Au ions are not incorporated in the ZnO matrix (i.e. no doping was observed or proved) but Au agglomerations are deposited on the surface of the ZnO NWs in the form of nanoclusters with a diameter in the range of 20 -50 nm [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF]. In other words, the growth and surface functionalization of ZnO NWs with Au nanoparticles is performed with the same electrochemical deposition process, which is an important advantage because it allows to cut down additional technological steps for post-growth surface functionalization [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF].

The nanophotodetectors based on individual ZnO:Au NWs were fabricated using the method developed by Lupan et al. in a dual beam FIB/SEM scientific instrument [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF][START_REF] Lupan | Fabrication of ZnO nanorod-based hydrogen gas nanosensor[END_REF][START_REF] Lupan | Single and networked CuO nanowires for highly sensitive p-type semiconductor gas sensor applications[END_REF].

The UV sensing measurements were performed at room temperature (RT, ~ 25 ºC) in normal ambient air (relative humidity, RH ~ 20%). The UV light irradiance (λ = 365 nm) was set to ~ 1 mW/cm 2 .

Results and discussions

Nanophotodetectors based on an individual Au/ZnO NW. Influence of Au NPs coverage

A typical SEM image of a nanophotodetectors fabricated using an individual Au/ZnO nanowire is presented in Figure 1a. The individual Au/ZnO NW, which is placed on SiO2/Si substrate, is connected to Au/Cr electrodes using two Pt contacts. The currentvoltage (I-V) characteristics of individual ZnO NWs with different Au NPs coverage (determined from SEM images of the devices and calculated by (SNP • 100%)/SNW, where SNP is the Schottky contact area formed by Au NPs (πr 2 , where r is the Au NPs radius) and SNW is the surface of the ZnO NWs (2πrh, where r and h are the radius and length of the NW) and with a 120 ± 10 nm diameter is presented in Figure 1b. The I-V measurements clearly show a resistance decrease of the devices with higher Au coverage. This can be attributed to the formation of the larger Schottky contact area, and respectively to the more narrowed conduction channel [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Gogurla | Multifunctional Au-ZnO Plasmonic Nanostructures for Enhanced UV Photodetector and Room Temperature NO Sensing Devices[END_REF][START_REF] Feng | In-situ generation of highly dispersed Au nanoparticles on porous ZnO nanoplates via ion exchange from hydrozincite for VOCs gas sensing[END_REF].

Figure 2a shows the room temperature UV photoresponse for individual Au/ZnO NWs with different Au NP coverage (determined from SEM images of the devices and calculated by (SNP • 100%)/SNW, where SNP is the Schottky contact area formed by AuNPs (πr 2 , where r is the Au NPs radius) and SNW is the surface of the ZnO NWs (2πrLNW, where rNW and LNW are the radius and length of the NW)). The measurements were performed under 2 V bias voltage applied to the individual Au/ZnO NW. The SEM images of the nanodevices are shown in our previous work [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF]. The content of Au NPs was mainly varied using different concentrations of HAuCl4 in the electrolyte solution. From a previous work it was observed that by increasing the HAuCl4 from 0.3 to 2.0 μM, the concentration of Au NPs on the surface of the Au/ZnO NW arrays increased [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF]. However, in the Au/ZnO NW arrays grown using the same content of HAuCl4 (for example 0.9 μM), the Au/ZnO NW with a large variation of Au NPs on the surface can be found (even without Au NPs) [START_REF] Lupan | Synthesis of Au-modified ZnO NWs for ultra-sensitive gas nanosensor[END_REF]. Therefore, the number of Au NPs on the integrated individual Au/ZnO NW depends more on the chosen NW for integration, than on the HAuCl4 content used for growth of these NWs. This is the reason why the UV response was plotted against the Au NPs coverage and not against the HAuCl4 concentration used for growth of Au/ZnO NWs.

The UV response for Au NPs coverage of 0, ~ 1.2, ~ 1.5, ~ 3.5 and ~ 6.4 % is ~ 1.2, ~ 2.75, ~ 5, ~ 9 and ~ 21, respectively. As can be observed, the UV response increases with Au NPs coverage. Because the diameter of all NWs is about 120 ± 10 nm, the surface of the formed Schottky contacts at the Au/ZnO interface plays an important role for the determination of the device parameters [START_REF] Kolmakov | Enhanced Gas Sensing by Individual SnO2 Nanowires and Nanobelts Functionalized with Pd Catalyst Particles[END_REF][START_REF] Gogurla | Multifunctional Au-ZnO Plasmonic Nanostructures for Enhanced UV Photodetector and Room Temperature NO Sensing Devices[END_REF]. Thus, by increasing the surface of the Schottky contact, the higher influence of surface phenomena on the charge transport of an individual Au/ZnO NW can be achieved [START_REF] Hernandez-Ramirez | On the role of individual metal oxide nanowires in the scaling down of chemical sensors[END_REF][START_REF] Hernandez-Ramirez | Insight into the Role of Oxygen Diffusion in the Sensing Mechanisms of SnO2 Nanowires[END_REF].

Figure 2b shows the dynamic response to UV light of Au/ZnO NWs without Au NPs on the surface and with ~ 1.2% and ~ 6.4% Au NPs coverage. The rise and decay time constants of the photocurrent are determined through a bi-exponential fit respectively from the corresponding time-resolved measurements, as was reported previously [START_REF] Gedamu | Rapid Fabrication Technique for Interpenetrated ZnO Nanotetrapod Networks for Fast UV Sensors[END_REF]:
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where A1, A2, A3 and A4 are positive constants. τr1, τr2 and τd1, τd2 are time constants for rising and decaying of the photocurrent, respectively. The results of the curve fittings are presented in Figure 2c. τr1 and τd1 are correlated to the rapid concentration change of the charge carriers when the UV light is switched on/off [START_REF] Postica | Multifunctional device based on ZnO:Fe nanostructured films with enhanced UV and ultra-fast ethanol vapour sensing[END_REF][START_REF] Zhang | Adsorption and photodesorption of oxygen on the surface and crystallite interfaces of sputtered ZnO films[END_REF]. τr2 and τd2 dependent of trapped carriers and their release due to vacancies of oxygen defects in the thin film, as well as photodesorption/adsorption of oxygen molecules, which are in comparison much slower processes [START_REF] Postica | Multifunctional device based on ZnO:Fe nanostructured films with enhanced UV and ultra-fast ethanol vapour sensing[END_REF][START_REF] Zhang | Adsorption and photodesorption of oxygen on the surface and crystallite interfaces of sputtered ZnO films[END_REF][START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF]. From Figure 2c it can be observed that by an increase in Au NP coverage of individual Au/ZnO NWs, the time constants of rising and decaying photocurrents are considerably decreased. This is more observable from The improved UV sensing properties of individual Au/ZnO NWs compared to a ZnO NW can be explained as follows. The UV sensing performances of micro-and nanostructures of metal oxides depend on electronhole (e --h + ) pairs generation and surface processes, such as adsorption/photodesorption of oxygen molecules [START_REF] Lupan | Properties of a single SnO2:Zn2SnO4 -Functionalized nanowire based nanosensor[END_REF][START_REF] Dhara | Improved fast photoresponse from Al doped ZnO nanowires network decorated with Au nanoparticles[END_REF][START_REF] Paulowicz | Zinc oxide nanotetrapods with four different arm morphologies for versatile nanosensors[END_REF]. In the dark, oxygen molecules (O2) are adsorbed on the surface of the ZnO NW by capturing free electrons (O2 + e -→ O2 -) [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Postica | Schottky Diode Based on a Single Carbon-Nanotube-ZnO Hybrid Tetrapod for Selective Sensing Applications[END_REF][START_REF] Gröttrup | UV detection properties of hybrid ZnO tetrapod 3-D networks[END_REF]. In result, a surface electron depletion region (Ldark) is formed with a higher resistivity compared to the conduction channel (ddark, see Figure 2d). In this case, the electrical conductance of the ZnO NW (G) is given by [START_REF] Prades | The effects of electron-hole separation on the photoconductivity of individual metal oxide nanowires[END_REF]:
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where q is the electron charge, n0 is the concentration of free electrons and µ is the electron mobility.

Under UV illumination, e --h + pairs are photogenerated [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF]. While the eincreases the photocurrent through the conduction channel of the NW, the h + migrates to the ZnO surface and discharges O2 -by surface electron-hole recombination (h + + O2 -→ O2), which leads to the narrowing of the surface electron depletion region (LUV) and a widening of the conduction channel (dUV, see Figure 2f) [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Soci | ZnO Nanowire UV Photodetectors with High Internal Gain[END_REF]. The photoresponse in a steady state (ΔGph, when recombination and generation rates (g) are equal) is given by [START_REF] Prades | The effects of electron-hole separation on the photoconductivity of individual metal oxide nanowires[END_REF]:
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where Δn and Δp are the excess numbers of n and p carriers, and τbulk and τsurf are the lifetimes of the photocarriers recombined in the bulk and at the surface.

In the case of Au/ZnO NWs, the presence of Au NPs on the surface leads to a formation of Schottky barriers at the Au/ZnO NW interface due to a higher work function of Au (φAu = 5.1 eV) compared to those of ZnO (φAu = 4.1 eV) (see Figure 2e) [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Joondong | ZnO nanowire-embedded Schottky diode for effective UV detection by the barrier reduction effect[END_REF]. This results in a much more narrowed conduction channel of the Au/ZnO NW, and a lower dark current, which was observed in Figure 1b [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Soci | ZnO Nanowire UV Photodetectors with High Internal Gain[END_REF]. Under UV illumination, the photogenerated holes will migrate to the Au NPs due to the interactive Coulomb force [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF]. Some of the holes are trapped at the Au-ZnO interface and some of the holes pass through the Schottky barrier at the interface, where the electron-hole recombination will induce a reduction of the Schottky barrier and a narrowing of the electron depletion region, respectively (Figure 2g) [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF]. Also, the presence of Au NPs can improve the light absorption efficiency by particle-induced light scattering, i.e. increasing the number of photogenerated e --h + pairs [START_REF] Atwater | Plasmonics for improved photovoltaic devices[END_REF], as well as increase the lifetime of photogenerated carriers and therefore the photoresponse by the increasing in the efficiency of charge carrier separation (see eq. ( 4)) [START_REF] Prades | The effects of electron-hole separation on the photoconductivity of individual metal oxide nanowires[END_REF][START_REF] He | Photogenerated Charge Carriers and Reactive Oxygen Species in ZnO/Au Hybrid Nanostructures with Enhanced Photocatalytic and Antibacterial Activity[END_REF]. Therefore, the particle-induced scattering and Au/ZnO Schottky barriers can be responsible for the great enhancement of UV sensing properties of an individual Au/ZnO NWbased nanophotodetector [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF].

Influence of the nanowire diameter on sensing performances

The sensing mechanism of individual ZnO micro-and nanostructures is primarily surface related, therefore surface states, oxygen adsorption quantities and the diameter play important roles on the UV sensitivity [START_REF] Liu | Giant Improvement of the Performance of ZnO Nanowire Photodetectors by Au Nanoparticles[END_REF][START_REF] Liao | Size Dependence of Gas Sensitivity of ZnO Nanorods[END_REF], the influence of the latter for an individual Au/ZnO NW was also investigated. 

Influence of the operating temperature and the applied bias voltage on sensing performances

Next, the influence of the operating temperature and the applied bias on the UV sensing properties is investigated. Figure 4a shows the currentvoltage (I-V) characteristic of individual

Influence of the relative humidity on sensing performances

Because the UV sensing properties of UV photodetectors, such as the UV response and the time constants (response/recovery), are dominated by surface phenomena/processes involving adsorption/desorption of oxygen species, other chemical species in the environment reduce or increase the response/recovery time [START_REF] Lai | Effects of humidity on the ultraviolet nanosensors of aligned electrospun ZnO nanofibers[END_REF]. In particular, water molecules are present in high quantities in the environment and can affect the sensing performances of ZnO micro-and nanostructures. It remains a serious limitation for practical photosensing applications [START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF][START_REF] Lai | Effects of humidity on the ultraviolet nanosensors of aligned electrospun ZnO nanofibers[END_REF][START_REF] Ruey-Chi | The evolution of well-aligned amorphous carbon nanotubes and porous ZnO/C core-shell nanorod arrays for photosensor applications[END_REF].

Therefore, without surface passivation the effect of water vapors is hard to avoid. In this context, the humidity influence on UV sensing properties of individual ZnO nanostructures was less reported [START_REF] Chai | Fabrication and characterization of an individual ZnO microwire-based UV photodetector[END_REF].

Our previous measurements were performed at a normal ambient RH of ~ 20% and we also The low impact of water vapors on the UV sensing properties of an individual Au/ZnO NW can be explained as follows. In presence of water vapors the current level in the dark is slightly increased and under illumination significantly decreased [START_REF] Ruey-Chi | The evolution of well-aligned amorphous carbon nanotubes and porous ZnO/C core-shell nanorod arrays for photosensor applications[END_REF]. These current modifications are attributed to the adsorption of water molecules (H2O) on the surface of ZnO by generation of free electrons [START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF][START_REF] Tai | Humidity sensing behaviors of nanocrystalline Al-doped ZnO thin films prepared by sol-gel process[END_REF]:
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where VO •• is the vacancy created at an oxygen site, OO is the oxygen atom from the lattice and ZnZn is the zinc atom from the lattice. Therefore, by increasing the concentration of water molecules, more adsorption sites on the ZnO NW surface are occupied by hydroxyl groups and increase the value of the dark current by narrowing the width of the electron depletion region [START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF][START_REF] Tai | Humidity sensing behaviors of nanocrystalline Al-doped ZnO thin films prepared by sol-gel process[END_REF][START_REF] Li | Competitive surface effects of oxygen and water on UV photoresponse of ZnO nanowires[END_REF]. This reduces the lifetime of photogenerated carriers leading to a lower photocurrent [START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF][START_REF] Tai | Humidity sensing behaviors of nanocrystalline Al-doped ZnO thin films prepared by sol-gel process[END_REF][START_REF] Li | Competitive surface effects of oxygen and water on UV photoresponse of ZnO nanowires[END_REF]. More details about the mechanism are presented in our previous work [START_REF] Postica | Morphology dependent UV photoresponse of Sn-doped ZnO microstructures[END_REF]. However, in our case the lack of changes in the dark-and photocurrent may indicate on that Au NPs act as hydroxyl adsorbers on the surface of NPs, thereby providing an oxygen adsorption site for surface reactions in a humid atmosphere [START_REF] Suematsu | Surface-modification of SnO2 nanoparticles by incorporation of Al for the detection of combustible gases in a humid atmosphere[END_REF]. The same effect was observed for NiO-doped SnO2 [START_REF] Kim | The Role of NiO Doping in Reducing the Impact of Humidity on the Performance of SnO2-Based Gas Sensors: Synthesis Strategies, and Phenomenological and Spectroscopic Studies[END_REF],

Sb-doped SnO2 [START_REF] Suematsu | Antimony-Doped Tin Dioxide Gas Sensors Exhibiting High Stability in the Sensitivity to Humidity Changes[END_REF], CuO-loaded SnO2 hollow spheres [START_REF] Choi | Ultraselective and ultrasensitive detection of H2S in highly humid atmosphere using CuO-loaded SnO2 hollow spheres for real-time diagnosis of halitosis[END_REF], Al-doped SnO2 NPs [START_REF] Suematsu | Surface-modification of SnO2 nanoparticles by incorporation of Al for the detection of combustible gases in a humid atmosphere[END_REF] and Fe2O3functionalized ZnO tetrapods [START_REF] Lupan | Enhanced UV and ethanol vapour sensing of a single 3-D ZnO tetrapod alloyed with Fe2O3 nanoparticles[END_REF].

Figure 6 shows the schematic model of hydroxyl and oxygen co-adsorption on the surface of ZnO and Au/ZnO NW. In the presence of humidity the hydroxyl groups are adsorbed on the surface of the ZnO NW resulting in width changes of the conduction channel Lair (see Figure 6a,b). By the increase in concentration of water vapors, the adsorption of oxygen species is highly decreased due to hydroxyl poisoning, which was confirmed by other investigations [START_REF] Suematsu | Surface-modification of SnO2 nanoparticles by incorporation of Al for the detection of combustible gases in a humid atmosphere[END_REF][START_REF] Kim | The Role of NiO Doping in Reducing the Impact of Humidity on the Performance of SnO2-Based Gas Sensors: Synthesis Strategies, and Phenomenological and Spectroscopic Studies[END_REF], and extends the width of the conduction channel (Lair+RH, see Figure 6a,b). Thus, less photogenerated holes under UV illumination will migrate to the ZnO surface to discharge O2by surface electron-hole recombination, leading to the lowering in modulation of the conduction channel and respectively to lowering in the UV response (see Figure 6c) [START_REF] Lupan | Silver-doped zinc oxide single nanowire multifunctional nanosensor with a significant enhancement in response[END_REF][START_REF] Soci | ZnO Nanowire UV Photodetectors with High Internal Gain[END_REF].

In the case of a Au/ZnO NW (see Figure 6d,e), the hydroxyl groups are adsorbed mainly on the surface of Au NPs, maintaining the adsorption of O2 -even at high water vapors concentration (in our case even at 80%). Thus, we believe that Au NPs act as hydroxyl absorbers by preferential capture [START_REF] Suematsu | Surface-modification of SnO2 nanoparticles by incorporation of Al for the detection of combustible gases in a humid atmosphere[END_REF][START_REF] Kim | The Role of NiO Doping in Reducing the Impact of Humidity on the Performance of SnO2-Based Gas Sensors: Synthesis Strategies, and Phenomenological and Spectroscopic Studies[END_REF]. In result, the high modulation of the conduction channel under UV illumination is maintained and even increased (Figure 6f), as was already described.

Conclusions

In summary, the individual Au-functionalized ZnO NWs were successfully integrated into nanophotodetector devices using a dual beam FIB/SEM system. The electrodeposition of a high number of Au NPs on the ZnO NW surface leads to the formation of Schottky contacts which in turn improves the UV sensing performances. In particular, an UV response (S = IUV/Idark) of about 21 was obtained for Au/ZnO NWs, which is higher by a factor of 17 compared to unmodified ZnO NWs, demonstrating the high efficiency of Au NPs-surface functionalization of individual ZnO NWs. The investigation of the diameter influence on the UV response revealed that the higher UV response of thinner Au/ZnO NWs is based on the higher influence of adsorption/photodesorption of oxygen species on electrical properties. Other factors that can decrease the UV sensing properties of individual Au/ZnO NWs are higher temperatures and applied bias voltages (which can be also attributed to rise in temperature due to the self-heating effect). In this case the decrease in the UV sensing properties was attributed to the increased dark current due to an enhancement in tunneling currents and the increased probability of recombination of photogenerated e -h + pairs. A physical model for the sensing mechanism based on the band energy theory was proposed to show the origin of the improvement of the UV detection performance for the Au/ZnO nanowire 

Figure S1a ,

 S1a Figure S1a, where the normalized UV response of Au/ZnO NWs from Figure2bis presented. In

  photocarrier relaxation behavior is dominated by surface band bending[START_REF] Chen | Photocarrier Relaxation Behavior of a Single ZnO Nanowire UV Photodetector: Effect of Surface Band Bending[END_REF]. It can explain the

Figure 5a .

 5a Figure 5a. The data are presented using the measured current, in order to better demonstrate the

Figure 1 .

 1 Figure 1. (a) SEM image of a nanophotodetector based on an individual Au/ZnO NW with a

Figure 2 .

 2 Figure 2. (a) Measured UV response of individual Au/ZnO NWs (with D = 120 nm) versus Au NPs coverage on the surface of NW. (b) Dynamic UV response of individual Au/ZnO NWs with different Au NPs coverage on the surface. (c) The calculated time constants of rising and decaying photocurrent for individual Au/ZnO NWs. The UV sensing mechanism of individual ZnO NW and Au/ZnO NW: ZnO NW in the dark (d) and under UV illumination (f); Au/ZnO NW in the dark (e) and under UV illumination (g).

Figure 3 .

 3 Figure 3. (a) UV response of individual Au/ZnO NWs versus diameter of the nanowire integrated in nanosensor. (b) Dynamic UV response of individual Au/ZnO NWs with different diameters. (c) The calculated time constants for rising and decaying photocurrent of individual Au/ZnO NWs with different diameters. (d) The UV sensing mechanism based on different diameter (bigger and smaller one) of an Au/ZnO NW used in nanosensors in cross-sectional view.

Figure 4 .

 4 Figure 4. (a) Currentvoltage characteristic of an Au/ZnO NW with diameter of 120 nm at different operating temperatures. (b) UV response versus applied bias voltage and operating temperature. Dynamic UV response at different (c) applied bias voltage and (d) operating temperatures.

Figure 5 .

 5 Figure 5. (a) Dynamic UV response of Au/ZnO NWs with diameter of 190 nm at different values of relative humidity. (b) The calculated time constants for rising and decaying photocurrent. (c) Dynamic response to multiple pulses at 80% RH. (d) UV response at different values of RH for individual Au/ZnO NWs with diameter of 190 nm and different content of Au NPs on the surface. (d) UV response at different values of RH (20, 60 and 90%) for individual Au/ZnO NW with diameter of 190 nm and with different Au NPs coverage on the surface.

Figure 6 .

 6 Figure 6. Schematic model of hydroxyl and oxygen molecules co-adsorption on the surface of: (a) ZnO NW and (b) Au/ZnO NW.
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Au/ZnO NWs (with ~ 6.4% coverage) with a diameter of 120 nm at different operating temperatures [START_REF] Belghiti | Mechanistic study of ZnO nanorod array electrodeposition[END_REF]70, 100 and 150 ºC). A typical semiconductor I-V characteristic, i.e. increasing of the current value at higher temperatures due to thermal activation of the charge carriers [START_REF] Lao | ZnO Nanobelt/Nanowire Schottky Diodes Formed by Dielectrophoresis Alignment across Au Electrodes[END_REF][START_REF] Li | Electronic transport through individual ZnO nanowires[END_REF], is found. The dependence of the UV response on the applied bias and operating temperature is presented in Figure 4b. It is observed that the highest UV response is obtained at 2 V (~ 21), while a further increase in bias voltage to 4 V and 6 V leads to a response decrease to 5 and 1.1, respectively. At an applied bias voltage of 1 V the UV response is much lower, ~ 3. The reduction in the UV sensing performance at elevated operating temperatures can be explained mainly by the higher dark current due to an enhancement in tunneling currents [START_REF] Shafiei | Reversed bias Pt/nanostructured ZnO Schottky diode with enhanced electric field for hydrogen sensing[END_REF] and the increased probability of recombination of photogenerated e -h + pairs [START_REF] Guo | High responsivity ZnO nanowires based UV detector fabricated by the dielectrophoresis method[END_REF]. The decreasing in the UV response by increasing applied bias voltages can be explained based on the well-known self-heating effect [START_REF] Monereo | Self-heating effects in large arrangements of randomly oriented carbon nanofibers: Application to gas sensors[END_REF][START_REF] Strelcov | Gas Sensor Based on Metal-Insulator Transition in VO2 Nanowire Thermistor[END_REF]. Therefore, the higher the applied bias, the more heat will be generated by Joule dissipation [START_REF] Prades | The effects of electron-hole separation on the photoconductivity of individual metal oxide nanowires[END_REF]. Strelcov et al. assumed that the temperature of the self-heated suspended NW has a linear gradient from highest temperature in the center to the ambient temperature at the electrical leads and that the Joule power, generated in such a NW, is dissipated via three channels: heat transfer to the ambient gas, to the metal contacts and via radiation losses [START_REF] Strelcov | Gas Sensor Based on Metal-Insulator Transition in VO2 Nanowire Thermistor[END_REF]. However, in our case the Au/ZnO NWs are placed on SiO2 (300 nm)/Si substrates, and a part of the temperature is dissipated through this substrate.

As a future perspective, the self-heating effect by Joule dissipation could be improved using suspended NWs.

nanophotodetector. The main advantage of such individual Au/ZnO NWs is the lower influence of water vapors on the UV response, which is very important for practical applications. 
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