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Introduction

In-Situ Recovery (ISR) is a primary method used to extract uranium (U) from porous and permeable rocks. ISR facilities are used to extract U from low-grade ores at lower cost than conventional mining and milling processes [START_REF] Seredkin | In situ recovery, an alternative to conventional methods of mining: exploration, resource estimation, environmental issues, project evaluation and economics[END_REF]. The method consists of injecting leaching solutions (acidic and/or oxidizing) through a series of wells into the permeable U-mineralized body to dissolve the U-bearing minerals [START_REF] Habib | Process for in-situ leaching of uranium[END_REF]World Nuclear Association, 2018). The leachate is then pumped out through recovery wells and transported to the treatment plant where U is extracted from the mineralized solution. In the absence of a significant amount of carbonate in the reservoir rocks, ISR proceeds by the injection of acidic (sulfuric acid, pH ~ 2) solutions and oxidizing solutions (Eh ~ 0.8 V/SHE) [START_REF] Robin | Ion exchange reactions of major inorganic cations (H+, Na+, Ca2+, Mg2+ and K+) on beidellite: experimental results and new thermodynamic database. Towards a better prediction of contaminant mobility in natural environments[END_REF][START_REF] Lagneau | Industrial Deployment of Reactive Transport Simulation: an Application to Uranium in situ Recovery[END_REF]. This mining technique results in little surface disturbance and generates neither tailings nor waste rock. The restoration of the aquifer is usually performed by 'treat and pump' solutions, in-situ treatment and natural attenuation so as to return it to its initial water classification/quality. Natural attenuation relies on the buffer capacities of the aquifer to attenuate the main contaminants of concern (U, 226 Ra and pH) through geochemical processes such as sorption, reduction and precipitation [START_REF] Woldegabriel | Characterization of cores from an in-situ recovery mined uranium deposit in Wyoming: implications for post-mining restoration[END_REF][START_REF] Gallegos | Persistent U(IV) and U(VI) following in-situ recovery (ISR) mining of a sandstone uranium deposit, Wyoming, USA[END_REF][START_REF] Robin | Experimental data and assessment of predictive modeling for radium ion exchange on swelling clay minerals with a tetrahedral charge[END_REF][START_REF] Dangelmayr | Uncertainty and variability in laboratory derived sorption parameters of sediments from a uranium in situ recovery site[END_REF]. Currently very few peer-reviewed publications on groundwater restoration at ISR uranium mines are available, especially when acid is used as the leachate [START_REF] Yazikov | Experience with restoration of ore-bearing aquifers after in situ leach uranium mining[END_REF][START_REF] Kayukov | APPENDIX VI. Kanzhugan environmental rehabilitation after closure[END_REF][START_REF] Jeuken | Uranium ISR mine closuregeneral concepts and model-based simulation of natural attenuation for south australian mine sites[END_REF][START_REF] Dong | Efficient natural attenuation of acidic contaminants in a confined aquifer[END_REF].

The ISR method is based on the geochemical behaviour of uranium which is highly mobile under oxidizing and acidic conditions U (VI) and poorly mobile under reducing conditions U (IV) [START_REF] Langmuir | Uranium solution-mineral equilibria at low temperatures with applications to sedimentary ore deposits[END_REF][START_REF] Bourdon | Introduction to U-series geochemistry[END_REF]. As well as generating the production of a sulfate-rich plume which can contaminate the groundwater beyond the mineralized zones, the use of sulfuric acid as a leachate produces a strong radioactive disequilibrium state in the leached rocks [START_REF] Lagneau | Industrial Deployment of Reactive Transport Simulation: an Application to Uranium in situ Recovery[END_REF]. This disequilibrium is due to the almost total depletion by chemical extraction of the U isotopes which belong to the 238 U natural decay chain.

Daughter elements are very difficult to investigate due to their very low concentration (ppbppt). Understanding the mobility of these radio-elements is an important environmental issue in the post-mining ISR context. While previous works highlighted the retention of 226 Ra by celestine (SrSO4), ilmenite (TiFeO3), barite (BaSO4) and clay minerals [START_REF] Robin | Experimental data and assessment of predictive modeling for radium ion exchange on swelling clay minerals with a tetrahedral charge[END_REF][START_REF] Lestini | Role of trace elements in the 226-Radium incorporation in sulfate minerals (gypsum and celestite)[END_REF][START_REF] Heberling | Barite recrystallization in the presence of 226Ra and 133Ba[END_REF][START_REF] Boulesteix | Ilmenite and their alteration products, sinkholes for uranium and radium in roll-front deposits after the example of south Tortkuduk (Kazakhstan)[END_REF][START_REF] Billon | Quantitative imaging of 226 Ra ultratrace distribution using electronic autoradiography: case of doped celestines[END_REF][START_REF] Besancon | Modeling the role of barite in the limitations of sequential extractions used to localize Radium 226 in geo-samples[END_REF], the geochemical behaviour of U-daughter elements is still poorly understood in an acidic context [START_REF] Déjeant | Evolution of uranium distribution and speciation in mill tailings, COMINAK mine[END_REF][START_REF] Déjeant | Field analyses of 238U and 226Ra in two uranium mill tailings piles from Niger using portable HPGe detector[END_REF][START_REF] Chautard | Geochemical characterization of U tailings (Bois Noirs Limouzat, France)[END_REF]Ballini et al., 2020), in which other important isotopes in the 238 U series are 230 Th, 222 Rn and polonium isotopes ( 218 Po, 214 Po, 210 Po). As of today, the geochemical studies of U and its daughter elements are based on sequential leaching of the bulk material, which is an expensive, destructive and complex method which is also difficult to interpret [START_REF] Blanco | Sequential extraction for radionuclide fractionation in soil samples: a comparative study[END_REF][START_REF] Bacon | Is there a future for chemical extraction?[END_REF][START_REF] Menozzi | Assessing the effect of sequential extraction on the uranium-series isotopic composition of a basaltic weathering profile[END_REF].

A new autoradiographic method for the mapping of alpha particle emissions in geomaterials has been developed very recently [START_REF] Sardini | Quantitative autoradiography of alpha particle emission in geo-materials using the Beaver TM system[END_REF][START_REF] Angileri | Mapping 238U decay chain equilibrium state in thin sections of geo-materials by digital autoradiography and microprobe analysis[END_REF]. It is based on the use of a real-time Digital Autoradiograph (DA) device called BeaQuant™. This was initially designed to produce images of beta emissions from medical or biological samples (Donnard et al., 2009a(Donnard et al., , 2009b(Donnard et al., , 2009c)). More recently, DA has also been employed to map beta emitters in geomaterials (Billon et al., 2019a(Billon et al., ,b, 2020;;[START_REF] Muuri | Electronic autoradiography of 133 Ba particle emissions; diffusion profiles in granitic rocks[END_REF]. Compared to existing autoradiographic methods [START_REF] Illic | Solid state nuclear tracks detectors[END_REF][START_REF] Durrani | Radon measurements by etched track detectors -application in radiation protection[END_REF][START_REF] Amgarou | Long-term measurements of indoor radon and its progeny in the presence of thoron using nuclear track detectors. A novel approach[END_REF][START_REF] Siitari-Kauppi | Development of 14C-Polymethylmethacrylate method for the characterisation of low porosity media: application to rocks in geological barriers of nuclear waste storage[END_REF][START_REF] Cole | Phosphor imaging as a tool for in situ mapping of ppm levels of uranium and thorium in rocks and minerals[END_REF][START_REF] Koarashi | A new digital autoradiographical method for identification of Pu particles using an imaging plate[END_REF][START_REF] Schmidt | The assessment of radionuclide distribution in silex by autoradiography in the context of dose rate determination for thermoluminescence dating[END_REF][START_REF] Sardini | Calibration of digital autoradiograph technique for quantifying rock porosity using 14C-PMMA method[END_REF], this digital autoradiograph device provides new type of data.

Concerning geomaterials, it is able to spatialize and determine the radioactive equilibrium state of the 238 U decay chain on cm-mm scale samples, with a spatial resolution of ~20 µm.

The principle is to compare the alpha activity map made by DA and the U-content maps obtained from microprobe analysis [START_REF] Angileri | Mapping 238U decay chain equilibrium state in thin sections of geo-materials by digital autoradiography and microprobe analysis[END_REF]. The U maps are converted into a theoretical alpha activity map assuming secular equilibrium. Comparing the activities of both the theoretical and the experimental maps allows us to determine the equilibrium state distribution, and to allocate it in a petrographic framework.

This study is focused on understanding the effects of the mobility of U-series elements in the sands of the geological aquifer at Duulan Uul (Mongolia) after U extraction by the ISR process. In this study we performed a coupled radiometric and mineralogical analysis of two core samples which were extracted from the industrial-scale pilot mining site at Dulaan Uul after a six months of in-situ acidic leaching tests carried out by the ORANO Group [START_REF] Cardon | Prospection d'uranium en Mongolie: découverte majeure dans le désert de Gobi [Uranium exploration in Mongolie: important discovery in the Gobi desert[END_REF][START_REF] De Boissezon | Remediation of a uranium acidic in situ recovery mine: from laboratory to field experiments using reactive transport modelling[END_REF]). The roll-front mineralization is hosted in Upper Cretaceous sands deposited in a fluviatile to lacustrine environment. One sample is representative of the untreated uranium ore whereas the second one was sampled in the uranium ore which had been subjected to six months of leaching tests.

Investigations were performed by combining bulk alpha spectrometry and multi-scale imaging techniques. On fresh and leached sands, multiscale observations were needed to establish the relationship between the alpha activity and the sand mineralogy. At the scale of the thin section (3 × 4.5 cm 2 ), DA was the key technique for the quantitative mapping of alpha activity, and was combined with mineral mapping using QEMSCAN (Quantitative Evaluation of Minerals by SCANning electron microscopy). SEM (Scanning Electron Microscopy) and an electron microprobe were employed at the scale of the primary mineral grains, and TEM (Transmission Electron Microscopy) at the nanometric scale.

Following on from previous studies devoted to ISR process optimization [START_REF] Bonnaud | Reactive transport simulation of uranium ISR: effect of the density driven flow[END_REF][START_REF] Regnault | 3D reactive transport simulations of uranium in situ leaching : forecast and process optimization[END_REF], the main aim of this contribution is to better understand the reactive transport of ultra-trace radioelements of the 238 U decay series by combining multiscale imaging methods of radioactivity and mineralogy.

Material and Methods

Samples

The studied samples were selected after six months of ISR experiments (12/2010 to 06/2011) performed in the U-mineralized sands of the Dulaan Uul site (Mongolia). It consisted of the continuous injection-pumping of a sulphuric acid solution through a pilot extraction cell.

During this process, the fluid continuously circulates between the injection and pumping wells in a loop both underground and at the surface. U is extracted from the pumped fluid, whose pH is monitored and readjusted before reinjection in order to maintain its ability to dissolve U in the rock (see [START_REF] Lagneau | Industrial Deployment of Reactive Transport Simulation: an Application to Uranium in situ Recovery[END_REF] Alpha spectra of thin sections show step-like shapes. This shape is due to the progressive energy loss of the alpha particles emitted through the sample thickness (~30µm); therefore, a well-designed simulation is crucial for analyzing these step-like spectra produced by thick samples. The experimental spectra were adjusted using the 'Advanced Alpha Spectrometry Simulation' (AASI) software [START_REF] Siiskonen | Advanced simulation code for alpha spectrometry[END_REF]. The resulting data enabled the evaluation of the activity of each radionuclide present in the sample. Secular equilibrium is confirmed for a given decay chain if all alpha emitters are present and have the same activity.

Digital Autoradiography-BeaQuant™

Autoradiography is an imaging technique which provides the spatial distribution of radioactive emissions emerging from a surface. In this contribution, we employed BeaQuant™, which is a real-time digital autoradiograph (DA) system developed by Ai4R SAS (Nantes, France). Compared to older autoradiograph techniques that use films (FA) [START_REF] Siitari-Kauppi | Development of 14C-Polymethylmethacrylate method for the characterisation of low porosity media: application to rocks in geological barriers of nuclear waste storage[END_REF][START_REF] Robinet | Upscaling the porosity of the Callovo-Oxfordian mudstone from the pore scale to the formation scale; insights from the 3H-PMMA autoradiography technique and SEM BSE imaging[END_REF] or phosphor screens (PSA) [START_REF] Koarashi | A new digital autoradiographical method for identification of Pu particles using an imaging plate[END_REF][START_REF] Sardini | Calibration of digital autoradiograph technique for quantifying rock porosity using 14C-PMMA method[END_REF], this device counts particles.

BeaQuant™ is based on the use of micromesh structures such as parallel ionization multipliers working in a proportional mode in a gaseous chamber (PIM -MPGD) (Donnard et al., 2009a(Donnard et al., , 2009c;;[START_REF] Thers | Parallel Ionization Multiplier (PIM): a new concept of gaseous detector for radiation detection improvement[END_REF]. This device was initially designed for analyzing charged particles having a low penetrating power, such as low-energy beta particles emitted by 3 H.

The gaseous chamber is divided into three parts: amplification, diffusion and reading anode.

In these parts are three different electric fields limited by the sample surface, two of micromesh, and the reading anode. Particles emitted by the sample circulate in the gas chamber and interact with the gas, producing electron avalanches. These avalanches occur mainly in the amplification stage and near the sample surface, and they drift into the diffusion part. Amplified avalanches induce sufficiently high voltages above the electronic threshold to be detected by the reading anode.

Contrary to FA or PSA, particles are detected one by one, each particle position being first reconstructed in 2D and then assembled into a raster image. In a given pixel, the intensity represents the number of particles recorded during the exposure time. The acquisition software combined with BeaQuant™ enables the real-time reconstruction and visualization of the amount of radioactive emissions. The chosen amplification system ensures a good spatial resolution; 20 µm for tritium (Donnard et al., 2009b) as well as for alpha particles. The sensitivity of the detector is 5×10 -4 cpm/mm² ( 3 H), and the maximum counting rate is 3×10 4 cps in the whole mapped area. Finally, the device is insensitive to X-and gamma rays, which is a benefit compared to FA and PSA. It is possible to select alpha or beta particles separately by adjusting the BeaQuant™ amplification gains.

The present study used only the alpha mapping capabilities of the BeaQuant™, not the beta ones. In a thick sample containing 238 U-series radioelements, the emitted alpha particles are more energetic than the beta particles, which are emitted with very variable and lower energy.

Along their path in the gas chamber, alpha particles interact strongly with the gas, mainly in the amplification part. Beta particles also interact mainly in the amplification part, but their energy deposition is significantly lower than for alpha ones. In a previous study, it was estimated that 82% of alpha particles were detected by BeaQuant™ compared to the alpha spectrometry counts [START_REF] Sardini | Quantitative autoradiography of alpha particle emission in geo-materials using the Beaver TM system[END_REF]. As suggested by these authors, a correction factor of 1.22 ± 0.03 was applied to the BeaQuant™ counts. Digital autoradiographs were obtained from two polished petrographic thin sections of F and L samples. These sand samples being homogeneous, just one thin section was sufficient to represent the rock before and after leaching. The total acquisition time was set to 515,200 seconds (~143 h) for both samples.

This duration was chosen to ensure the stability of the counting rate in low-activity regions, regardless of the acquisition time. The chosen pixel size for the alpha maps was 20×20 µm 2 which represents a good approximation of the alpha particle range emitted in matter by 238 U series emitters. Alpha maps cover the whole thin-section surface for both studied samples.

The alpha emission autoradiographs obtained for both studied samples contain areas of high and concentrated alpha activity, referred to as "hotspots" hereafter. Areas of low activity (the matrix between the hotspots) are referred to as "diffuse areas" hereafter (see section 3.1). [START_REF] Angileri | Mapping 238U decay chain equilibrium state in thin sections of geo-materials by digital autoradiography and microprobe analysis[END_REF] observed similar patterns from crushed ore and fresh uranium mill tailings. Because hotspots are related to the mineralogy of the sand (see section 3.1), we made a special focus on the characterization of hotspot activity at the thin-section scale. The total activity of the hotspots and diffuse areas was determined; we were also able to analyze the hotspots individually by processing the autoradiographic images, using segmentation (Figure S1, supplementary material), and a spot-by-spot analysis. The latter consists of (1) the determination of total alpha activity emitted by each spot and (2) the determination of the area of each spot in 2D. The total activity of a given spot is obtained by superimposing the binary image of the spots onto the raw alpha map, and by integration of the spot activity. The area of a given spot is equal to its number of pixels multiplied by the pixel size (here 20×20 µm 2 ).

Image processing and analysis procedures were performed using the imaging software Aphelion™. In the present study, the thin-section scale maps from SEM-EDS QEMSCAN were only used for a qualitative mineral recognition of the hotspots. The purpose here was not to extract mass contents from the EDS analyses, which would require tedious calibration with reference quantitative mineralogical analyses performed on the crushed samples [START_REF] Fialips | Quantitative Mineralogy of Vaca Muerta and Alum Shales From Core Chips and Drill Cuttings by Calibrated SEM-EDS Mineralogical Mapping[END_REF].

To accurately determine the mass contents, an electron microprobe analysis was used, in point analysis mode or mapping mode. Because this analysis technique is more cumbersome, it was focused on the hotspots and the chemical concentrations maps obtained in thin sections were performed at the scale of 0.1 to 1 mm. Microchemical analyses were performed using an electron microprobe equipped with a wavelength dispersive spectrometer (model CAMECA SX-FIVE) in the CAMPARIS facility, Pierre et Marie Curie University, Paris. An acceleration voltage of 15 keV, a count time of 180-240 seconds, and a probe current of 15 nA were selected for Si, P, Ca, Fe, Ti, Al, Mg, Na, K, Mn, and Pb. Note that Ra mapping is not possible using either QUEMSCAN or microprobe, as the Ra content is 3 ×10 6 lower than the 238 U content (it is an ultra-trace element). The probe current was fixed at 150 nA for U and Th, the detection limit was estimated as 100-200 ppm, with the interaction volume of the beam around 5 µm [START_REF] Goldstein | Scanning Electron Microscopy and X-Ray microanalysis[END_REF]. The bulk U content of the F and L samples (180 and 6 ppm respectively) is concentrated in mineral grains having an internal content of U which is higher than the provided detection limit. The chemical maps were acquired at 15 keV with a probe current of 298 nA. Chemical mapping acquisition was made using a 2 µm step length, a dwell of 0.1 second, and the detection limit of U was estimated to be around 0.2% (2000 ppm).

Small scale observations

Thin cross-sections for TEM analysis were prepared by the FIB/SEM (Focused ion beam / Scanning electron microscope) method with a FEI-HELIOS dual-beam G3 using the standard lift-out method [START_REF] Giannuzzi | A review of focused ion beam milling techniques for TEM specimen preparation[END_REF], [START_REF] Langford | In situ lift-out using a FIB-SEM system[END_REF]. This instrument, available at the PPrime Institute, incorporates electron-and ion-beam columns. The liquidmetal ion source (LMIS) is gallium. Four thin cross-sections were prepared, two for each sample. Their size is approximatively 15×10 µm² with a thickness lower than 150 nm for specific EDS analysis. We observed and analyzed the mineral heterogeneity of the hotspots at high resolution.

FIB is equipped with an EDS detector from EDAX SDD (Silicon Drift Detector); a 15 keV beam was used to detect all the elements present in the samples. At this acceleration voltage the probe size is smaller than 10 nm, which results in a very good spatial resolution during the EDS analysis. We used those chemical analyses to end-point the position of the lamella for the TEM analysis.

Chemical analysis and petrographic observations were made using high-angle annular darkfield scanning transmission electron microscopy (HAADF-STEM). HAADF-STEM imaging is a mapping technique based on the detection of incoherent electrons elastically scattered by the sample at a high angle. The resulting image contrast is related to the atomic number and provides a chemical analysis of the nano-particles [START_REF] Howie | Image contrast and localized signal selection techniques[END_REF][START_REF] Pennycook | High-resolution Z-contrast imaging of crystals[END_REF]. HAADF-STEM observation and analysis were performed with a Jeol 2200FS FEG TEM operating at 200keV. The microscope is equipped with a Bruker EDS SDD detector.

Results and Discussion

Petrographic observations and digital autoradiograph of alpha activity

The core samples are poorly-consolidated to unconsolidated, medium-to coarse-grained arkosic sands. Each core sample consists of poorly sorted angular material made of lithic fragments and detrital minerals. Lithic fragments are composed of granitoids (granite, pegmatite) with subordinate volcanic rocks (rhyolite, andesite). The detrital mineral assemblage comprises quartz, alkali feldspars (microcline, orthoclase and albite) and phyllosilicates, which are made up of white micas, chlorite, biotite and smectite. Accessory minerals were mainly pyrite, epidote, tourmaline, zircon and polycrystalline grains consisting of various types of Fe-Ti minerals (ilmenite, Ti-magnetite, rutile, anatase and titanite). The primary porosity of the sandy sediments is partly filled by a fine-grained polycrystalline sedimentary matrix having the same mineralogical composition as the coarse-grained detrital assemblage. At a higher magnification, all the detrital grains (except the quartz) present evidence of dissolution and partial replacement by clay minerals (montmorillonite). In the F sample, U-mineralization consists mainly of uraninite with two specific crystal habits: (1) minor amounts of individual uraninite crystals distributed within the lithic fragments and (2) a covering of the dissolution surface of Fe-Ti and Ti minerals (Ti -magnetite, ilmenite, rutile, titanite, anatase) with large amounts of uraninite nanograins (50 to 100 nm in diameter) and a partial infilling of the residual pore space with montmorillonite (Figure 1). TEM observations show that uraninite nanograins are polycrystalline, and made up of aggregates of uraninite nanocrystals (Figure 1).

From a mineralogical point of view, the sands of the L sample differs from those of the F sample by the total disappearance of uraninite and a strong dissolution of pyrite (Figure 2).

An SEM/EDX analysis on both samples of the Fe-Ti minerals (Figure S2, supplementary material) and a detailed TEM observation of the latter's alteration sites confirms the total disappearance of uraninite nanograins and the absence of crystallization of secondary minerals at any scale of observation (Figure 2).

A bulk characterization of the samples in terms of U-concentration and Ra/U activity ratio was first performed Digital alpha autoradiographs acquired for both samples display a similar heterogeneous spatial distribution of alpha activity, presenting scattered hotspots (Figure 3). However, larger hotspots were observed in the F sample. For the L sample, considering the very low residual uranium content (6 ppm) and the total dissolution of uraninite nanograins after acidic leaching, finding hotspots in the images is an unexpected result which indicates the persistence of a significant alpha activity of alpha-emitting radionuclide(s) other than uranium.

From the superimposition of the mineralogical maps obtained by QEMSCAN onto the alpha map of the same area obtained by DA (Figure S3, supplementary material), we see that the hotspots identified in both samples are mostly located in the aggregates of Fe-Ti minerals as described above.

Such observations have already been made in the same geological context (namely the South

Tortkuduk roll-front deposit in Kazakhstan) [START_REF] Boulesteix | Ilmenite and their alteration products, sinkholes for uranium and radium in roll-front deposits after the example of south Tortkuduk (Kazakhstan)[END_REF]. Chemical maps of Fe-Ti minerals of the L sample obtained from microprobe analysis (WDS X-ray spectrometry) confirm the almost total depletion of uranium after acidic leaching (Figure S4, supplementary material). The uranium content never exceeds 0.2 wt% in the leached Fe-Ti minerals of sample L while it commonly exceeds 30 wt% in unleached Fe-Ti minerals. The only significant traces of uranium persisting locally within the leached aggregates of Fe-Ti minerals (0.2 wt%) are potentially related to minute grains of zircon. For both samples the presence of light chemical elements such as Al, Si, Na and Mg is related to smectite minerals which do not seem particularly well dissolved after the acidic leaching process [START_REF] Robin | Dissolution of beidellite in acidic solutions: new insights on interface reactions and effect of crystal chemistry on smectite reactivity[END_REF][START_REF] Robin | Fate of dioctahedral smectites in uranium roll front deposits exploited by acidic In Situ Recovery (ISR) solutions[END_REF].

Alpha spectrometry

Alpha spectrometry analyses were also performed to confirm the equilibrium state of the 238 U decay chain in both samples. Because alpha emission occurs in the thickness of the samples, alpha spectra are "step-like". Table 1 shows the calculated contribution of each radionuclide in the alpha simulated spectra using AASI (Advanced Alpha Spectrometry SImulation) software [START_REF] Siiskonen | Advanced simulation code for alpha spectrometry[END_REF].

The spectrum of the F sample shows the presence of alpha emitters of the whole 238 U decay chain (Figure 4). All emitters present the same contribution in the simulation, indicating secular equilibrium for this sample (Ra/U ~ 1). The L sample shows the absence of 238 U and 234 U energy peaks, indicating global disequilibrium of the decay chain. Moreover, the AASI simulation shows the same activity contribution for the remaining daughter elements, indicating local equilibrium in the decay chain from 230 Th to 210 Po. The low activity of the L sample makes the spectrum quite noisy. Accurate determination of Ra/U ratio is not possible here because the U steps are below the detection limit.

Bulk alpha activity from alpha autoradiograpy

Previous work shows that alpha maps acquired by BeaQuant™ device are quantitative [START_REF] Sardini | Quantitative autoradiography of alpha particle emission in geo-materials using the Beaver TM system[END_REF]. The alpha activity of the leached sample (2.3×10 -4 cps/mm²) is around four times lower than in the fresh sample (9.3×10 -4 cps/mm²). For both samples a theoretical activity assuming secular equilibrium was calculated based on their bulk U content (see section 3.1). The theoretical activities of the F and L samples are 7×10 -4 cps/mm² and 1.3×10 - 5 cps/mm², respectively. The ratio R = theoretical alpha activity / measured alpha activity is 0.77 and 0.055 for the F and L samples, respectively. These ratios indicate a secular equilibrium for the fresh sample (R~1), and a strong disequilibrium, with a lack of U (R <<1)

for the leached sample. Such a calculation enables an approximation of the bulk equilibrium state of both samples without using spectrometry. When alpha spectrometry and BeaQuant™ are combined, estimations of 226 Ra activities give 8.6 and 2.8 Bq/g in samples F and L respectively. These two activities are close to the ones estimated by bulk methods (see section 3.1), but the 226 Ra activity of the F sample measured in the studied thin section is larger.

Analysis of hotspot activity

The alpha map observation enables us to identify and spatialize the alpha activity (Figure 3).

Total activities are normalized to the related window area. For the F and L samples, 131 and 111 spots were analyzed, and the area of the spots was measured to be 1.2% and 0.8% of the total area of the ROIs, respectively. So the spot areas are quite low compared to the total ROI area.

On the F sample, the alpha activity emitted by the hotspots is 1.81×10 -2 cps/mm² (total spot activity divided by total spot area). On the L sample, the total activity emitted from the hotspots is 1.23×10 -2 cps/mm². The hotspot activity is quite comparable before and after leaching. We emphasize that this hotspot activity is high compared to the bulk, as it corresponds to 25% and 28% of the whole sample's activity, respectively for the F and L samples. These contributions are calculated taking into account the total area of the hotspots.

The average activity emitted by a hotspot (total spot activity [cps] divided by spot number) is 1.17×10 -3 cps for the F sample, and 0.49×10 -3 cps for the L sample. These activities are determined from all hotspots, regardless of spot size.

After segmentation of the hotspots, it was possible to extract the size (mm 2 ) and the activity (cps) of each spot, so as to perform an individual analysis of each hotspot. Figure 5 is a plot diagram where each spot is shown using its own size and activity, one point representing one spot. The expected behaviour was that the larger the spot, the higher its activity. Such an expectation was verified (Figure 5). However, several important additional observations can be made: (1) for a given spot size, there is no difference of activity between both samples, and

(2) the F sample contains larger spots than the L sample, seven spots of the F sample having an activity higher than 4×10 -3 cps.

Moreover, there is a good correlation between the size and the activity of the spot in both samples. On a log-log scale, a linear trend between spot activity and spot size is observed for both samples. If the big spots of the F sample are excluded, the adjustment of the point cloud gives a similar result for both samples: A = A0 × size m . Such a linear behaviour indicates that spot activity and spot size are linked by a power law. The A0 term represents the activity for a grain size = 1 mm 2 (A0 is nearly 0.03 cps here for both samples) and m is the power factor of the adjustment law. The obtained power factors are very similar for both samples (m ~ 1.3).

This relationship suggests a kind of "fractal behaviour" of the alpha activity according to the hotspot size. Determination of the Fe-Ti oxide masses linked to each spot would certainly have enabled a better understanding of the relationship. However, the fractal behaviour suggests an effect of fractal geometry of the grains. This will be investigated in further studies.

3.5 Implication for the mobility of 238 U daughters elements

The use of the ISR method is increasing in the mining industry, especially for U extraction.

This is mainly due to its capability to drastically reduce production costs and its low impact on the surface environment compared to conventional mining methods [START_REF] Seredkin | In situ recovery, an alternative to conventional methods of mining: exploration, resource estimation, environmental issues, project evaluation and economics[END_REF].

Nevertheless, important questions persist about the global/underground environmental impact of this technique. The main goal of this work was to develop a new quantitative approach coupling complementary and multiscale mapping methods to better understand the influence of the mineral framework on the mobility of radioactive elements.

Petrographic observations reveal that the alpha activity of spots which persist after almost total leaching of uranium from the bulk rock is located in aggregates of altered Fe-Ti minerals (ilmenite, anatase, rutile, titanite) with a large internal and open porosity (with a pore size observed by TEM ranging from micrometer to nanometer). STEM-HAADF analysis of ultrathin sections showed the chemical complexity of these mineral assemblages with quite varying Fe and Ti contents, and the presence of smectite in the microporous network.

DA indicates that leaching has a limited influence on spot activity, because, comparing the F and L samples: (1) the contribution of spot activity to total activity is similar, and (2) the activities of spots having the same size are similar. As only two U isotopes were removed, spots of the leached sample would emit three quarters of the initial spot activity in the fresh sample. We did not observe such a difference in spot activity in the two samples: for a given spot size, we measured a comparable activity (Figure 4). Such a discrepancy may be due to the difference of initial U concentrations of spots in the two samples: the fresh sample can be considered as an initial state of the leached one, but only from a mineralogical point of view.

Finally, the most important fact to remember here is the low variation of individual spot activity, suggesting that the leaching process of U was homogeneous in the sand but that daughter elements from 230 Th to 210 Po still persist in the Fe-Ti minerals after leaching. A similar conclusion can be proposed for the radioactively diffuse area. The activity of the diffuse area is not attributed to a specific mineralogy, but corresponds to the whole mineralogy of the sample. It was not possible to link this diffuse activity to the mineralogy, because this activity is spread across this region, without any "clustering". Possibly, in the fresh rock, this activity comes from tiny uraninite grains dispersed in the sand. In the bulk leached rock, the activity of the diffuse area comes also from 230 Th to 210 Po, but contrary to hotspots, the mineral phase(s) are not detected. The weak and dispersed activity in this region prevents us from assigning a mineral phase for these radio-elements. However, the ratio of spot activity to global activity is similar for both samples (nearly 25%), suggesting no selectivity of the leaching in hotspots and in the diffuse area. The absolute difference of activity between the F and L samples could be explained by a variation of the initial U content on both samples, affecting hotspots and diffuse area activities similarly.

The alpha spectrometry results support these conclusions, because the initial secular equilibrium of the 238 U chain (in sample F) is measured and maintained for 230 Th to 210 Po daughter elements in sample L. Such observations agree with the environmental data survey for 226 Ra (de Boissezon et al., 2017;[START_REF] Lagneau | Industrial Deployment of Reactive Transport Simulation: an Application to Uranium in situ Recovery[END_REF]. It appears that Fe-Ti minerals constitute an efficient trap for the "undetectable" U daughters. Such an observation seems consistent considering the reactivity of an altered ilmenite surface such as hydrous ferric oxides, known for their retention capacities of 226 Ra [START_REF] Ames | Uranium and radium sorption on amorphous ferric oxyhydroxide[END_REF][START_REF] Sajih | Adsorption of radium and barium on goethite and ferrihydrite: a kinetic and surface complexation modelling study[END_REF] and the high cation exchange capacity of the smectites [START_REF] Robin | Experimental data and assessment of predictive modeling for radium ion exchange on swelling clay minerals with a tetrahedral charge[END_REF] 

2. 4

 4 Mineral mapping SEM-EDS QEMSCAN, a non-destructive Scanning Electron Microscopy (SEM) method using Energy Dispersive X-Ray Spectroscopy (EDS), was used to produce 2D elemental and mineralogical maps of the thin sections. The acquisitions were performed using an FEI FEG-SEM QEMSCAN 650F electron microscope (Total S.A., Pau, France) with an accelerating voltage of 15 kV and a beam current of 10 nA. The main aim here was to clarify the relationship between the mineralogy and the alpha activity hotspots using mineral maps acquired at the same scale as the alpha maps. Firstly, SEM-EDS QEMSCAN provided the Back-Scattered Electrons (BSE) images and Elementary maps (Na, Mg, Al, Si, P, S, K, Ca, Ti, Mn, Fe, Zr, Ba, U) of the carbon-coated thin sections. The pixel size of the EDS analyses was about 15 µm. BSE images were acquired with a resolution of 586 nm. The 2D SEM-EDS elemental maps were then post-treated using a dedicated Spectral Analysis Engine (SAE) developed by FEI, called Nanomin, allowing the automatic 2D quantification of the mineralogy by the deconvolution of the mixed X-ray spectra of each analyzed pixel using up to three reference mineral spectra. The reference mineral spectra are selected from a dedicated database or measured on pure mineral grains by a specialist. SEM-EDS QEMSCAN's chemical and mineralogical maps were manually superimposed onto Beaver™ alpha activity maps to locate the activity spots in the SEM-EDS QEMSCAN images. Any global SEM-EDS QEMSCAN map is made of several smaller sub-images which are easier to handle than a larger global map, which is in fact a large composite image. A total of six (sample F) and eleven (sample L) spots were randomly selected as ROI (Regions of Interest) in the alpha maps and located on the related mineralogical maps. SEM-EDS QEMSCAN elementary maps are 8-bit raster images whose intensities are proportional to the atomic percentage.

  context, this study managed to develop a new quantitative multi-scale approach by combining complementary methods in order to better understand the influence of mineralogy on the mobility of radioactive elements which are difficult to detect. A digital autoradiography technique was employed; it is a relatively inexpensive and straightforward imaging technique that can be easily combined with mineralogical maps and petrographical investigations. Our findings suggest a limited migration of the U decay product from the ISR cell of the Dulaan Uul site, consistent with a natural attenuation process. Potential mechanisms were identified, explaining why the U-daughter concentrations in leaching water are low. To evaluate the environmental impact of these results, further studies are however required, by investigating more statistically the leaching of the sand, by increasing the number of studied samples, and by following the hydro-chemistry of water near the ISR cells. More generally, this work provides a new approach for understanding the mobility of the U decay products which could be applied to U-mining sites worldwide and to leaching lab experiments where initial conditions are better controlled.Environment Conference, IAEA, 2 nd -6 th October 2002, Vienna, Austria. IAEA C&S Papers Series 10/P, pp 396-402.
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 1 Figure 1: Bright field TEM of the thin section (Sample F) part showing UO2 ilmenite and
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 2 Figure 2: Bright field TEM of the thin section (Sample L) part showing ilmenite and smectite
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 3 Figure 3: Alpha map of (a) F and (b) L samples. Alpha activity is represented in grey scale.
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 45 Figure 4: Alpha spectra of F (a) and L (b) samples. Grey line corresponds to the experimental

  

  

  

  . A U-concentration of 383 ppm and a Ra/U activity ratio of 0.7 indicating the radioactive equilibrium of the 238 U series were measured in the bulk sample F ( 226 Ra

activity is 3.34 Bq/g). A very low U-concentration (6 ppm) and a very high Ra/U activity ratio (29) were measured in bulk sample L, indicating a strong radioactive disequilibrium of the 238 U series after uranium leaching ( 226 Ra activity is 2.18 Bq/g). The persistence of radioelements of the 238 U decay chain in the leached mineralized sands is confirmed by the field gamma counter analysis which indicates that despite almost complete leaching of the uranium (6 ppm in sample L vs 383 ppm in sample F), the radioactivity remains high in sample L after the leaching test (100 cps for L sample against 133 cps for F sample, respectively).

Table 1

 1 Alpha activity and activity contribution of alpha emitters in the 238 U decay chain for samples F and L. (1) Beaver activity; (2) Theoretical activity from U bulk content. Activities are related to bulk samples (whole-surface measurement for Beaver and bulk U concentration for theoretical activity).

		Alpha emission	Emission contribution of each alpha emitter in the 238U
			(cps/mm²)				decay chain (%)
	Sample	(1)	(2)	238 U 234 U 230 Th 226 Ra 222 Rn 218 Po 214 Po 210 Po
	F	9.3 × 10 -4 7 × 10 -4	12.5 12.5	12.5	12.5	12.5	12.5 12.5 12.5
	L	2.3 × 10 -4 1.3 × 10 -5	0	0	16.6	16.6	16.6	16.6 16.6 16.6
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