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ABSTRACT: Atom Probe Tomography (APT) is a microscopy
technique allowing for the 3D reconstruction of the chemical
composition of a nanoscale needle-shaped sample with a precision
close to the atomic scale. The photonic atom probe (PAP) is an
evolution of APT featuring in situ and operando detection of the
photoluminescence signal. The optical signatures of the light-
emitting centers can be correlated with the structural and chemical
information obtained by the analysis of the evaporated ions. It
becomes thus possible to discriminate and interpret the spectral
signatures of different light emitters as close as 20 nm, well beyond the resolution limit set by the exciting laser wavelength. This
technique opens up new perspectives for the study of the physics of low dimensional systems, defects and optoelectronic devices.
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With the development of microscopy techniques with
nearly atomic or atomic resolution, the possibility to

correlate the optical properties of a nanoscale object and its
structural properties yields a key for the understanding of the
mechanisms of light−matter interaction and for the
optimization of light emitters or absorbers: the size and the
composition of a quantum dot, for instance, contribute to the
determination of the energy of the emitted photons. An
important quantity in these techniques is the spatial resolution
of optical spectroscopy, i.e., the distance over which it is
possible to identify distinct features in two different spectra.
Scanning transmission electron microscopy (STEM) yields
atomic scale images and can be associated with cathodolumi-
nescence (CL) for the study of radiative transitions (STEM-
CL)1 or to electron energy loss spectroscopy (EELS) for the
study of plasmon excitations.2 In these cases, the spatial
resolution of the optical measurement can be close to several
nanometers. A three-dimensional morphological analysis can
be achieved in electron microscopy by coupling CL with
electron tomography (ET).3 Sublattice resolution can be
achieved by scanning tunneling microscopy (STM) coupled to
electroluminescence (EL) spectroscopy.4 However, this
technique is limited to surfaces.
The unique property of atom probe tomography (APT) is

the 3D atomic-scale reconstruction of small analyzed volumes
(∼50 × 50 × 50 nm3), allowing for a direct assessment of the
local chemical composition.5−7 As an evolution of laser-
assisted-APT8 in which ion evaporation is controlled by laser

pulses, a 3D photonic atom probe (PAP) features in situ and
operando PL coupled with APT analysis.9 During the analysis,
the series of collected spectra evolves smoothly due to the slow
and controlled evaporation of the atomic monolayers
constituting the specimen. It becomes thus possible to
discriminate the spectral features of distinct spatial regions
lying at distances much lower than the diffraction limit of the
exciting laser (i.e., performing super-resolution spectroscopy)
and to simultaneously correlate this information with the 3D
structure of nanoscale light emitters in terms of chemical
composition, interface definition, and morphology.
The schematics of a PAP is reported in Figure 1a.9 The

nanometric needle-shaped specimen is polarized with a voltage
VDC = 3−16 kV, leading to an apex electric field of a few tens
of volts per nanometer.8,10 Field ion evaporation is then
triggered by femtosecond laser pulses at the cadency of 400
kHz. The evaporated ions are detected by a time-resolved and
position sensitive detector,11 which provides the impact
position of ions and their time-of-flight. The first information
is used to calculate the position of evaporated atoms at the tip
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surface, while the second is used to compute mass/charge
ratios that enable one to identify the chemical nature of atoms,
as shown in the mass spectrum of Figure 1c. The in-depth layer
by layer evaporation of the specimen makes the 3D
reconstruction of atomic positions possible. Three-dimensional
maps of the chemical composition of the specimen can thus be
derived, as shown in Figure 1d. The instrument is able to
collect and analyze in situ and in real time the photo-
luminescence that laser pulses excite simultaneously with
surface atom evaporation.9 The collection of the PL signal
during APT translates into a series of spectra such as that
reported in Figure 1b. The optical information can then be
retrieved from the analysis of single or multiple spectra. In
particular, it is possible to analyze differential spectra, i.e., the
difference between the signal of two PL spectra ΔS(i,i+1) =
S(i) − S(i+1) with i indexing the acquisition sequence. (See
Materials and Methods and the Supporting Information for
further details.)
In situ PAP was applied to heterostructures on the basis of

ZnO/(Mg,Zn)O multilayers containing semipolar quantum
wells (QWs) grown on the wurtzite r-plane.12 They are
considered for the development of devices based on quantum
confinement.13−16 Independent accurate measurement of layer
thicknesses, representing a reference scale for the APT
reconstruction, was performed by TEM, as detailed in the
Supporting Information.
The PAP analysis of a tip is reported in detail in Figure 2.

Two PL spectra, S(1) and S(38), are reported in Figure 2a.
S(1) was acquired at the beginning of the tip evaporation, so it
contains the spectral signature of various emitters within the
specimen. Spectrum S(38) was acquired after the evaporation
of QW1, the one closest to the ZnO substrate. The peak at
3.35 eV corresponds to the emission of the ZnO substrate, the
peak at 3.7 eV to emissions taking place within the (Mg,Zn)O
barriers, while all peaks between them, appearing in the S(1)

spectrum, are to be ascribed to the five QWs. The complete
series of the S(i) spectra and of the differential spectra ΔS(i,i
+1) = S(i) − S(i+1) are reported in Figure 2b,c, respectively.
The reconstructed positions of the Mg atoms and the Mg/(Mg
+Zn) fraction map calculated on a 5 nm thick slice close to the
tip axis are reported in Figure 2d,e, respectively. The position
of the specimen surfaces at specific spectrum indices i are
reported as dashed red lines. APT data show the position and
the morphology of the different QWs, exhibiting nearly planar
interfaces; The thickness of the QWs is tQW5 = 0.5 ± 0.2 nm,
tQW4 = 0.9 ± 0.2 nm, tQW3 = 1.8 ± 0.3 nm, tQW2 = 3.2 ± 0.3
nm, and tQW1 = 4.0 ± 0.3 nm. Statistical first nearest-neighbor
analysis17 also indicates a nearly random Mg distribution, with
average Mg/(Mg+Zn) fraction y = 0.14 ± 0.01. It is also
apparent that QW interface fluctuations can occur, spanning
one or several monolayers. The series of PL spectra in Figure
2b shows, from top to bottom, the progressive bleaching of the
spectral components relative to the (Mg,Zn)O barrier and to
the QWs. The differential PL spectra of Figure 2c highlight the
variations in consecutive spectra, which are largest when the
emitter related to the spectral component is close to
evaporation. The blue circles highlight the position of the
signatures of QWs 5 to 2, appearing as red spots in the plot.
The differential PL signals at 3.49 and 3.42 eV are color-coded
into the Mg atom distribution of Figure 2d. The spatial regions
corresponding to the emission of QW5 and QW4 appear as
clearly distinguished. It becomes then possible to attribute an
average emission energy to each QW, with the exception of
QW1. The interwell distance is as low as 22 nm. It can be
expected that the discrimination of two emitters at even closer
distances could be achieved, provided the spectral signatures
do not significantly overlap. The signal of QW1 overlaps with
the ZnO signal, which is in turn affected by amplitude
oscillations whose origin is currently under study.

Figure 1. Photoluminescence in situ in a photonic atom probe. (a) Principle of the instrument: pulsed laser focused close to the diffraction limit
impinging on a specimen tip immerged in an intense electrostatic field. Laser pulses trigger both ion evaporation and photon emission. The
specimen is thus progressively evaporated during the analysis. (b) Analysis of PL results in a series of spectra where the spectral components
progressively disappear due to the erosion of the tip. (C, D) Analysis of the ion impacts on the 2D position- and time-of-flight-sensitive detector,
allowing for standard APT analysis, where the chemical nature of the ion can be identified in a (c) mass histogram and (d) a 3D reconstruction of
the analyzed volume within the field of view of the detector can be calculated.
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As the specimen is in-depth analyzed (S(1) to S(38), Figure
2a) and approaching the substrate, both a red shift of the
asymmetric barrier peak related to MgZnO barrier (E = 3.683
eV at the beginning of evaporation and E = 3.67 at the end)
and a low-energy broadening within the ZnO peak can be
observed. As the APT reconstruction indicates a uniform
average composition throughout all barriers, these red shifts
are ascribed to the progressive increase of the stress induced by
the DC electric field on the tip apex.18 In perspective, these
strain-related phenomena open the way to the study of stress
states, elastic constants, and deformation potentials.
The reproducibility of these results is confirmed by the

analysis of a different sample, grown on the nonpolar m-plane,
reported in the Supporting Information.
The bridge between PL spectra and APT reconstruction is

based on the solution of the strain, Poisson and effective mass
Schrödinger equations.19 The method is applied on the basis of
the results of past works on heterostructures, in which it was
possible to correlate the optical signatures and the 3D
microscopic structure of quantum confined emitters.20,21 An
important observation is that interfaces can be affected by
thickness fluctuations of one monolayer width and several
nanometer lateral extension, as it can be inferred from APT 3D

reconstructions. The effective mass calculations yield two main
results: interface fluctuations can lead to localization of both
electrons and holes. The localization is higher for holes due to
their higher effective mass. Furthermore, as shown in Figure 3,
the emission energies calculated as a function of the QW
thickness measured by PAP are in reasonable agreement with
the experimental values extracted directly from PL data. No
fitting parameters or procedures were adopted. The dynamic
spectral shifts observed during evaporation are not considered
in the model. Although the phenomenon is not as visible in the
case of QWs as in the case of the barrier, these shifts may be of
the order of 10−20 meV, which is lower than the full width at
half-maximum of the QW peaks. Also not considered in the
model was the possibility of surface band bending, because this
phenomenon is predicted to be negligible due to strong free
charge accumulation at the apex surface.22

It should be underlined that the transition energies
calculated without assuming interface fluctuations were not
significantly different in energy (some millielectronvolts only),
a quantity that is lower than the uncertainties affecting the
exciton binding energy. Furthermore, QW transitions tend to
cross the ZnO near band edge (NBE) emission for large QW
thickness, which is a manifestation of the quantum confined

Figure 2. In situ μPL-APT analysis. (a) PL spectra collected at the beginning of the evaporation process (S(1)) and shortly after the evaporation of
the last quantum well (S(38)). The spectral contributions can be grouped into emissions originated by the ZnO substrate, by the QWs and by the
(Mg,Zn)O barriers. (b) Complete set of collected μPL spectra, the red arrows indicating the approximate location of the disappearance of the PL
peaks of consecutive QWs. (c) Differential spectra within the region indicated by the dashed rectangle in panel b. The optical signatures of 4 over 5
quantum wells are highlighted by the blue circles, while the colored rectangle corresponds to the spectral intervals selected for the color coding of
the Mg atom positions in panel d. (d) 3D reconstruction of the positions of Mg atoms and (e) 2D distribution of the Mg II-site fraction calculated
over a 5 nm thick slice close to the tip axis. The red dashed lines indicate the approximate position of the specimen surface during the acquisition of
the ith spectrum, while the color coding of the Mg atoms indicates the intensity of the differential PL signal around 3.49 eV (green, originating from
QW5) and 3.42 eV (red, QW4). Animated graphics are available in the Supporting Information (Movies S1 and Movie S2).
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Stark effect (QCSE) due to the internal electric field setting up
across the semipolar ZnO/(Mg,Zn)O interfaces.
In summary, super-resolution PL can be achieved within a

photonic atom probe, where optical spectroscopy is performed
during the evaporation of the sample. The optical information
can be correlated to the structural/chemical information
obtained by APT analysis. In perspective, this technique can
be applied on a large variety of nanoscale systems. The
approach can be generalized to emissions from quantum dots,
semiconductor alloys, binary compounds, and even to point
and extended defects exhibiting optical emission properties.

MATERIALS AND METHODS

A. Photonic Atom Probe. A photonic atom probe is a
tomographic atom probe coupled with a microphotolumines-
cence (μPL) bench, as reported in Figure 1a and technically
detailed in ref 9. The nanometric needle-shaped specimen is
polarized with a voltage VDC = 3−16 kV, leading to an apex
electric field of a few tens of volts per nanometer.8,10 Field ion
evaporation is then triggered by femtosecond laser pulses at
the cadency of 400 kHz. The specimen apex is illuminated by a
laser spot with size close to 1 μm. This size is limited by the
imperfections of optical elements and is larger than the
diffraction limit w ≈ λ/(2NA) = 443 nm, where λ = 266 nm is
the laser wavelength and NA = 0.3 is the numerical aperture of
the focusing optics. PL spectra were acquired with a 600/mm
grating in a 320 mm focal length spectrometer, with a spectral
resolution of around 0.1 nm. The CCD array integration time
for each acquisition was set to 180 s.
The collection of the PL signal during APT translates into a

series of spectra which are indexed by the integer i while
keeping track of the progressive number of detected atoms
B. Details on Sample Growth and Specimen

Preparation. Plasma assisted molecular beam epitaxy (PA-
MBE) was used to grow the ZnO/(Zn,Mg)O homoepitaxial
MQWs on r-plane (10−12) or m-plane (10−10) ZnO

substrates. Details on the homoepitaxial growth can be found
in ref 23. The structures contain an alternance of ZnO QWs
and (Mg,Zn)O barriers. The total thickness and the alloy
composition of the multiple layer structure was designed in
order to avoid plastic relaxation.
Lamella and field emission tip specimens were prepared by

focused ion beam (FIB) in a ZEISS Nvision 40 dual beam
SEM-FIB system. The preparation consisted of the standard
protocol of lift-out and milling using an acceleration voltage of
30 kV for the Ga ions during sample milling, with a final
cleaning step at 2 kV.24

C. Calculation of Electronic States. Calculations of
electronic wave functions were performed by solving the
Schrödinger and Poisson equations in a self-consisted manner,
using the k·p effective mass model within the framework of the
Nextnano software.19 Details about the calculations are given
in the Supporting Information.
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analysis illustrated in Figure S5 (AVI)
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