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Located on top of the mast of the Mars 2020 Perseverance rover, the SuperCam instrument suite includes a microphone to record audible sounds from 100 Hz to 10 kHz on the surface of Mars. It will support SuperCam's Laser-Induced Breakdown Spectroscopy investigation by recording laser-induced shock-waves but it will also record aeroacoustic noise generated by wind flowing past the microphone. This experimental study was conducted in the Aarhus planetary wind-tunnel under low CO 2 pressure with wind generated at several velocities. It focused on understanding the wind-induced acoustic signal measured by microphones instrumented in a real scale model of the rover mast as a function of the wind speed and wind orientation. Acoustic spectra recorded under a wind flow show that the low-frequency range of the microphone signal is mainly influenced by the wind velocity. In contrast, the higher frequency range is seen to depend on the wind direction relative to the microphone. On the one hand, for the wind conditions tested inside the tunnel, it is shown that the Root Mean Square of the pressure, computed over the 100 Hz to 500 Hz frequency range, is proportional to the dynamic pressure. Therefore, the SuperCam microphone will be able to estimate the wind speed, considering an in situ cross-calibration with the Mars Environmental Dynamic Analyzer. On the other hand, for a given wind speed, it is observed that the root mean square 1 of the pressure, computed over the 500 Hz to 2000 Hz frequency range, is at its minimum when the microphone is facing the wind whereas it is at its maximum when the microphone is pointing downwind. Hence, a full 360°rotation of the mast in azimuth in parallel with sound recording can be used to retrieve the wind direction.

We demonstrate that the SuperCam Microphone has a priori the potential to determine both the wind speed and the direction on Mars, thus contributing to atmospheric science investigations.

Introduction

The lower layers of the Mars atmosphere, the planetary boundary layer, that extends from the surface to the free atmosphere, mediates exchanges of heat, volatiles and dust via complex and highly variable wind fields interacting with the ground (see [START_REF] Read | The martian planetary boundary layer[END_REF] for a detailed review). This highly dynamical layer follows an important diurnal cycle: during the daytime, the low heat capacity of the Martian soil induces a rapid heating, yielding thermal instabilities [START_REF] Smith | First atmospheric science results from the mars exploration rovers mini-TES[END_REF] and vertical convective winds [START_REF] Spiga | Structure and dynamics of the convective boundary layer on mars as inferred from large-eddy simulations and remote-sensing measurements[END_REF].

When solar insolation is at its maximum, stronger convective vortices, called dust-devils, become active, lifting dust at high rotating wind speed, at several tens of meters per second [START_REF] Balme | Dust devils on earth and mars[END_REF]. At night, the planetary boundary layer reduces to a stable and stratified layer where surface wind velocity is at its minimum [START_REF] Read | The martian planetary boundary layer[END_REF]. Additionally, this lower part of the Martian atmosphere sustains a strong influence of local and regional topography: in terrains with a topography gradient, the nocturnal near-surface air cools, causing downslope katabatic winds whereas the opposite upslope wind takes place in the afternoon [START_REF] Spiga | Elements of comparison between martian and terrestrial mesoscale meteorological phenomena: Katabatic winds and boundary layer convection[END_REF].

The behavior of the Martian winds near the surface has been supported by several in situ measurements from landed missions including Vikings 1 and 2 [START_REF] Hess | Meteorological results from the surface of mars: Viking 1 and 2[END_REF], Mars Pathfinder [START_REF] Schofield | The mars pathfinder atmospheric structure investigation/meteorology (ASI/MET) experiment[END_REF], Phoenix [START_REF] Holstein-Rathlou | Winds at the phoenix landing site[END_REF], Curiosity [START_REF] Viúdez-Moreiras | Gale surface wind characterization based on the mars science laboratory REMS dataset. part i: Wind retrieval and gale's wind speeds and directions[END_REF]; all landed in the northern hemisphere of the planet. A review of this full data set [START_REF] Martínez | The modern near-surface martian climate: A review of in-situ meteorological data from viking to curiosity[END_REF] points out that wind measurement on Mars has been challenging, due in part to challenges of calibration, and in some cases to hardware failures.

Measurements in flat plains exhibit a seasonal variability due to the global circulation with a mean wind speed at its minimum during northern spring and summer (∼3 m s -1 measured by the Viking 2 lander with a maximal peak value up to 8 m s -1 ) and at its maximum during northern fall and winter (mean value around 5 m s -1 but with a maximum that reaches 24 m s -1 also for the Viking 2 lander). A full 360°progressive rotation of the wind direction over a sol is experienced for flat terrains whereas a sudden diurnal transition from upslope to downslope wind is seen in Curiosity data, due to the close proximity of Mount Sharp. Winds are also seen to respond to weather events such as dust storms with an increase of the wind magnitude during those events.

The InSight mission, which landed on November 2018, carries the Auxiliary Payload Sensor Suite (APSS) which includes a pair of wind sensor booms that allow monitoring of Martian winds with an unprecedented time coverage [START_REF] Banfield | InSight auxiliary payload sensor suite (APSS)[END_REF]. Continuous measurements over 220 sols [START_REF] Banfield | The atmosphere of mars as observed by InSight[END_REF] characterized the diurnal variability with a mean wind speed up to (10 ± 4) m s -1 (1σ standard deviation) during the day that can reach a maximal value up to 24 m s -1 . At night, during the quieter regime after sunset, it decreases to (2.0 ± 0.8) m s -1 . Moreover, wind direction reverses from northeast during the day to southeast at night, showing the topographic forcing of the wind. Furthermore, as part of the InSight APSS weather station, a pressure sensor continuously samples the atmosphere with a sampling frequency up to 20 Hz [START_REF] Spiga | Atmospheric science with InSight[END_REF], higher than any other previous instruments. It allows the detection of various atmospheric phenomena [START_REF] Banerdt | Initial results from the InSight mission on mars[END_REF]Murdoch et al., submitted), such as lots of dust-devil-like convective vortices and their associated pressure drops, or infrasounds detected via the seismometer SEIS (Martire et al., in press). Daytime turbulence is also studied in this new frequency domain (power spectrum from 50 mHz to 5 Hz), providing new insights into the behavior of mechanisms generating high-frequency pressure fluctuations.

Scheduled for landing in Jezero crater in February 2021, the Mars2020 Perseverance rover will include the Mars Environmental Dynamic Analyzer (MEDA, de la Torre Juarez et al. ( 2020)), a weather station located 1.6 m above the ground, that has heritage from REMS onboard Curiosity and the wind sensors of APSS onboard InSight. It is designed to measure horizontal wind speeds up to 70 m s -1 and vertical wind speeds up to 10 m s -1 with an accuracy of 1 m s -1 over the two axes. The horizontal wind direction is expected to be retrieved with a precision of ± 15°. Integrated on top of the rover mast at a height of 2.1 m, the SuperCam remote-sensing suite [START_REF] Wiens | The supercam remote sensing instrument suite for the mars 2020 rover mission: A preview[END_REF] includes a microphone, co-aligned with the telescope line of sight, which will record pressure fluctuations in the 100 Hz to 10 kHz frequency bandwidth. It has been demonstrated that listening to laser-induced sparks from rocks and soils can complement the Laser-Induced Breakdown Spectroscopy investigation [START_REF] Chide | Listening to laser sparks: a link between laser-induced breakdown spectroscopy, acoustic measurements and crater morphology[END_REF]. Moreover the speed of sound can be deduced from sound wave arrival time and used to evaluate the air temperature and thermal gradient [START_REF] Chide | Speed of Sound Measurements on Mars and its Implications[END_REF]. The SuperCam microphone can also monitor sounds generated by the rover, and contribute to basic atmospheric science, thanks to a dedicated standalone mode to record natural sounds for up to 2 min 46 sec at a time, at different pointing directions in azimuth and elevation. Sampling frequency can be set at 25 kHz or 100 kHz.

Wind-induced pressure fluctuations that pass over microphone membranes result in randomlike signal called acoustic noise. Often considered on Earth detrimental to outdoor measurements, wind-generated noise has been frequently studied in order to design appropriate windscreens to reduce it [START_REF] Strasberg | Dimensional analysis of windscreen noise[END_REF]. In the context of the SuperCam Microphone, the atmospheric and wind-induced noise represents a data set of interest. [START_REF] Morgan | Investigation of the mechanisms of low-frequency wind noise generation outdoors[END_REF] conducted an experimental comparison between outdoor wind noise with sound pressure fluctuations in the 1.6 Hz to 1250 Hz frequency range. Following this study, two sources of wind noise can be distinguished: the pressure fluctuation caused by the intrinsic turbulence of the incoming flow and the noise induced by interaction between the flow, the microphone and its nearby spatial environment. First, the turbulence spectrum of the incoming flow can be separated into frequency ranges that follow the turbulence regimes of the atmosphere [START_REF] Walker | A review of wind-noise reduction methodologies[END_REF][START_REF] Murdoch | Evaluating the wind-induced mechanical noise on the InSight seismometers[END_REF]: at very low frequencies, a source region where most of the energy is contained in large scale eddies. Then, the mixing of the atmosphere breaks its large scale eddies into smaller scale eddies without energy loss. This inertial regime at intermediate frequencies can be represented by a power law with an expected spectral slope of -5/3 according to the Kolmogorov theory [START_REF] Kolmogorov | The local structure of turbulence in incompressible viscous fluid for very large reynolds numbers[END_REF]. At higher frequencies when eddies reach the Kolmogorov scale, friction forces are dominant and their kinetic energy is dissipated into heat. During this dissipation regime, the power spectrum drops very sharply. The noise induced by interaction between the flow and the microphone has a lower level and is expected to depend on the orientation of the microphone relative to the wind flow [START_REF] Morgan | Investigation of the mechanisms of low-frequency wind noise generation outdoors[END_REF]. [START_REF] Bass | Experimental determination of wind speed and direction using a three microphone array[END_REF] made use of the travel time of turbulent eddies transported into the wind flow to determine the wind speed and orientation using an array of three microphones. In an experimental campaign conducted in the same facility as this study, [START_REF] Lorenz | Wind Noise and Sound Propagation Experiments in the Aarhus Mars Atmosphere Simulation Chamber[END_REF] performed the first qualitative approach of the correlation between the microphone noise spectrum and wind speed under controlled Martian conditions.

Vortices or turbulent structures generated in the wake and around the SuperCam instrument can impact acoustic measurements made by the Mars Microphone by imposing fluctuations of the pressure field in the vicinity of the instrument. These fluctuations will depend on the position of SuperCam relative to the wind. Previous computational fluid dynamics simulations in the vicinity of the Perseverance vehicle [START_REF] Bardera-Mora | Characterization of the flow around the mars 2020 rover[END_REF] have shown that the flow is attached upstream of the mast while the downstream velocity field is strongly modified by the presence of the mast. A comprehensive understanding of the interaction between the wind and the instrument could help to determine the wind's speed and direction, which are of great interest to Mars atmospheric science. This study presents the results of an experimental campaign conducted in a wind tunnel under a simulated Martian atmosphere with a full-scale model of the Perseverance mast equipped with microphones and pressure sensors. It aims to explore the potential of the SuperCam microphone to retrieve wind properties such as its speed and direction.

Experimental configuration

The wind calibration tests were conducted in the Aarhus Wind Tunnel Simulator II (AWT-SII) in Denmark [START_REF] Holstein-Rathlou | An environmental wind tunnel facility for testing meteorological sensor systems[END_REF]. This facility can uniquely reproduce planetary atmospheres. Specifically, it can simulate typical Mars surface conditions including a low pressure CO 2 atmosphere with winds using a recirculating wind tunnel. It is also equipped with a full set of internal sensors to monitor atmospheric parameters such as pressure, temperature and humidity. The test campaign described in this paper was conducted at ambient temperature (∼23 • C) and under a 10 mbar absolute pressure. This results in a 0.02 kg m -3 atmospheric density, similar to Mars, which has typical temperatures ranging from -135 • C to 20 • C and a mean atmospheric pressure around 6 mbar. A double square-meshed metallic grid, with a wire spacing of 1 mm was placed at the middle of the tunnel to introduce a controlled level of turbulence down to 10%. Considering an ideal gas law, these atmospheric parameters lead to a speed of sound of 276 m s -1 inside the chamber.

To simulate as close as possible the flow generated around the SuperCam instrument, a full-scale 3D-printed mock-up of the upper part of the Perseverance rover mast was mounted inside the tunnel (Fig. 1a). It was equipped with three microphones (Knowles Electret condenser microphones, model EK-23132) that came from the same batch as the SuperCam microphone flight model. The first one (front microphone) was placed in the same position as the SuperCam instrument microphone, at the bottom left of the window. The second one (side microphone) was located on the side of the Remote Warm Electronic Box (RWEB) that covers SuperCam, and the last one (interior microphone) inside the RWEB, protected from the wind flow (see Fig. 1 for the locations of the microphones). Two additional microphones (upwind and downwind microphones) were placed in front of and behind the mock-up, respectively, to study the upwind and downwind flow. Two barometers (Paroscientific absolute pressure sensors, Model 215A-102) were also part of the mock-up payload: one at the bottom right of the window (front barometer) and the other one on the side of the RWEB (side barometer), below the microphone. A full schematic is shown in Fig. 1a and pictures are provided in Figs 1b,c. This instrumented mast was attached to a rotating plate so that its orientation could be changed relative to the wind flow. The SuperCam angle relative to the wind is defined in Fig. 1d, with azimuthal angles increasing counterclockwise from the direction of the flow. This will be used as the reference for data interpretation. The positions of the upwind and downwind microphones were left unchanged during the entire set of measurements. The mast was rotated in azimuth over 360°by steps of 15°, and over -15°to 15°in steps of 5°. This represents 30 different measurement angles. In chronological order, the mast was rotated from 0°to 180°then from 0°to -180°. The elevation angle was 0°. For each angular position of the mast and for 5 wind velocities of 0, 2, 4, 6 and 8 m s -1 , a 60 s long recording was simultaneously made for the five microphones and the two barometers. The maximum wind speed was chosen to avoid saturation of the microphone electronics. Indeed, it will be seen in the next section that the maximal amplitude of the raw signal that saturates the microphones comes from a harmonic noise likely due to the rotor and that is three decade higher in amplitude than the wind-induced signal (see Fig. 2). Therefore, the saturation will not occur at this level with the flight model on Mars. Moreover, the amplification gain of the flight-model microphone can be reduced down to a factor 30 leading to a saturation sound pressure of about 4.5 Pa.

Data processing: dealing with rotor fan noise

Each microphone data point was converted into Pascals, considering the sensitivity of the microphone and pressure sensors. The power spectrum for each acquisition was computed and used for all of the following analyses.

Despite special precautions to reduce the wind generation system noise by mounting externally the drive mechanism, some artificial noise propagates inside the tunnel. Moreover, the steel and aluminum inner walls of the chamber resulted in significant sound reflections (echoes). Therefore, a precise analysis of the noise components recorded inside the chamber was needed in order to correctly interpret the results. For noise characterization, the results of an additional static test (fixed microphones) with different microphone positions were also used.

Microphone Noise Spectrum Components

Fig. 2a shows the typical noise spectra recorded by the front microphone and the interior with N the number of blades [START_REF] Norton | Fundamentals of Noise and Vibration Analysis for Engineers[END_REF]) and the experimental frequency recorded in microphone spectra. its associated harmonics. This tonal noise is considered to be induced by the rotor and is the result of a non uniform flow interacting with blades, directly linked with blade passing frequency [START_REF] Neise | Aerodynamic noise of turbomachines[END_REF]. Table 1 shows the relationship between the rotation speed of the fan and the fundamental frequency measured in the spectrum for the 4 tested wind speeds. There is a linear correlation with a proportionality factor of 13.1 between the rotor speed (in s -1 ) and the experimental tonal frequency. It is directly linked with the 13 blades composing the fan. This confirms the rotor origin of these peaks [START_REF] Norton | Fundamentals of Noise and Vibration Analysis for Engineers[END_REF]. For each acquisition, the fundamental frequency and the 25 following harmonics have been filtered using a 12 Hz wide notch filter around each frequency peaks and all further analyses in this study have been performed on filtered spectra (see Fig. 2b).

A comparison between the spectrum recorded by the interior microphone and the front microphone, displayed in Fig. 2, shows that the noise power recorded inside the SuperCam cover has the same amplitude as the spectrum recorded by the exterior microphone up to 100 Hz. Then the interior noise is more than one decade lower in amplitude between 100 Hz and 2000 Hz. After 3000 Hz both spectra reach the noise floor, which is dominated by electromagnetic noise. The spectrum recorded by the interior microphone displays more bumps around harmonics whereas the spectrum from the front microphone is smoother and does not follow the same trend, mainly in the 100 Hz to 2000 Hz frequency band. In addition to the blade-induced tonal noise, this additional broadband noise was generated due to random disturbances around blades such as turbulent boundary layer separation or vortex-induced noise [START_REF] Neise | Aerodynamic noise of turbomachines[END_REF]. Like the tonal noise, this aeroacoustic noise was recorded by both microphones. However, the front microphone which is unprotected outside the SuperCam mock-up, also recorded signal from the wind flowing past the microphone; the signal of interest for this study. Dynamic pressure affected the microphone membrane creating the wind-induced noise whereas the interior microphone was protected from the wind flow.

Therefore, no wind-induced signal was recorded by the interior microphone. As a conclusion, the difference in amplitude between the interior microphone spectrum and front microphone spectrum is attributed to the dynamic pressure that creates the wind-induced signal on the front microphone membrane.

Microphone Static Test

An additional 'static' test was performed in order to complement the investigation of the origin of the noise recorded by the microphones inside the chamber. Five microphones were positioned facing the wind and at an increasing distance from a cubic obstacle (a speaker of about 40 cm × 70 cm, installed for an other experiment not presented here). Therefore, the microphones closest to the obstacle were partially shielded from the wind. The microphone distances are referenced to the fan (downstream).

Synchronized acquisitions lasting 30 s were performed for two different wind speeds, 4 m s -1 and 6 m s -1 . Fig. 3b shows the spectral energy of the tonal noise (spectral area of the fundamental and 25 subsequent harmonics, top plot) as a function of the distance of the microphone from the fan. Values are normalized by the spectral energy measured by the microphone farthest from the obstacle (and therefore, closest to the fan). This comparison shows that the tonal noise intensity is not correlated with the distance from the fan.

For the 4 m s -1 wind, energies at 5 m and 6 m from the fan are 1.8 times higher than the one for the microphone closest to the fan. For the 6 m s -1 wind, energy at 5 m is 0.1 times lower than the one for the microphone closest to the fan whereas the energy at 6 m is 1.3 times higher. The tonal noise is excepted to be composed of a direct part, possibly coming from both side (fan and recirculating wind tunnel), and a diffuse part due to the high acoustic reflectivity of the chambers wall. The microphones recording a higher energy (respectively a lower energy), may be due to anti-nodes (respectively nodes) of the chamber. The two microphones closest to the obstacle record a lower value, possibly the consequence of an attenuation due to the obstacle that may act as a screen for the direct field contribution.

The bottom plot in Fig. 3b shows the energy of the acoustic spectrum after filtering the tonal noise. It does not follow the same variation as the tonal noise confirming that the origin is different. The two microphones which are the farthest from the obstacle record the same spectral energy as they are under the same wind flow at a constant speed. The 3 remaining microphones, the closest to the obstacle, record a signal with a lower spectral energy. Due to the shielding of the wind by the obstacle, the force of the wind that vibrates the microphone membranes is lower. Therefore, the spectral energy recorded by those wind-shielded microphones is lower. This test confirms that the tonal noise originates from the fan and that the filtered signal is representative of the flow.

As a conclusion, three noise components can be distinguished in the microphone spectra:

(1) a tonal noise that depends on the fan rotation speed, seen in all the spectra, that has a high amplitude but is easily filtered; (2) a broadband noise, only seen in the interior microphone spectra, which is lower in amplitude;

(3) a wind-induced pressure fluctuation noise, as we will have on Mars, that dominates the tunnel-induced noise between 100 Hz and 2000 Hz (see annotations in Fig. 2 that show these three components). Moreover this static test,

shows that this wind-induced pressure fluctuation noise varies when the microphone is partially protected from the wind. Therefore, we suggest that the filtered (tonal noise removed) microphone data can be used to perform analyses with regard to the wind speed.

Results and interpretation

4.1. Total Spectrum The spectral amplitudes increase with the wind speed, and all exhibit a slowly decreasing amplitude from 0.1 Hz to ∼500 Hz. The increasing spectral amplitude with the wind speed concurs with experimental spectra recorded in the infrasonic range presented in [START_REF] Mcdonald | Properties of pressure fluctuations in an atmospheric boundary layer[END_REF]. Then, around 500 Hz, a slope change occurs and the spectra sharply decrease for all wind speeds. Given the difficulties in precisely determining the transition frequency, a median value of 500 Hz is assumed. Under a 2 m s -1 wind, the spectrum reaches the noise floor near 2000 Hz. For stronger wind speeds, the slope becomes even steeper above 1500 Hz until it reaches the noise floor around 5000 Hz. Similar trends are also observed for the signals obtained from the barometer and microphone located on the side of the mock-up (not displayed here for the sake of conciseness).

The first portion of each spectrum, below 500 Hz, can be fitted with a power law f b with b being the exponent slope (see colored straight lines in Fig. 4). The exponent slope is between -7.4 × 10 -1 for 2 m s -1 and -3.0 × 10 -1 for 8 m s -1 . Considering the frequency range of this decrease, it may be hypothesized empirically that this behavior is indicative of the inertial regime where the energy cascades from large-scale structures to smaller and smaller scale structures without dissipation. Above 500 Hz the spectrum falls off very steeply, In addition, the shaded area around the median spectra displayed in Fig. 4 show that there is a non-negligible dispersion of the frequency content with the microphone angle relative to the wind flow. Fig. 5 shows the 30 power spectra at different angles for a 6 m s -1 wind speed. Only the 100 Hz to 2000 Hz bandwidth is considered where the wind-noise magnitude is significantly larger than the chamber fan-induced noises (see section 3). This figure shows that the spectra for all instrument orientations have the same amplitude up to ∼500 Hz, the end of the first (possibly inertial) regime. However, at the end of the first regime, when the sharp decrease in amplitude starts, the instrument orientation influences the spectral amplitude.

Link between the microphone signal and wind properties

Detailed analysis of microphone spectra shows that the lower-frequency part (typically below 500 Hz) is less influenced by the orientation of the instrument relative to the wind than higher frequencies. Moreover, the magnitude of the first regime is observed to increase with wind speed. On the other hand, an influence of the angle between the instrument and the wind is visible in the higher frequency (typically above 500 Hz) content of the spectra. For the subsequent analyses, the power spectrum is therefore separated into two frequency domains of interest considering the transition seen around 500 Hz: the 'low frequency' regime ranging from 100 Hz to 500 Hz and the 'high frequency' regime, ranging from 500 Hz to 2000 Hz.

This allows the behaviors of the lower frequency domain and the higher frequency domain to be studied with respect to both the wind speed and wind orientation.

As microphones only measure pressure fluctuations around the mean value, the root mean square (RMS) of the pressure in a dedicated frequency band is used for the following analysis.

The RMS of the pressure is given as the square root of the power spectrum area in a chosen frequency band between f 1 and f 2 :

RMS Pressure = f2 f1 PSD(f ) df (1) 
where PSD(f ) is the power spectral density at the frequency f . The RMS of the pressure is then computed over the two frequency bands highlighted in the analysis of Fig. 5, from 100 Hz to 500 Hz and from 500 Hz to 2000 Hz.

Fig. 6 displays the front microphone RMS pressure integrated over the 100 Hz to 500 Hz frequency band, as a function of the wind speed imposed in the tunnel. For each wind speed, a dispersion with the angle of ± 10% (±1σ) around the mean value is noticed. As it was inferred from the level of the first regime in Fig. 4, the microphone RMS pressure increases with the wind speed and can be fitted using a parabolic model. For a wind speed of 2 m s -1

the model overestimates the RMS pressure whereas it matches the RMS pressure within its dispersion interval for wind speeds higher than 3 m s -1 . The discrepancy at low wind speed may be due to uncontrolled upstream conditions of the tunnel. This plot shows that the RMS pressure is proportional to the wind-induced dynamic pressure. As a consequence, monitoring the microphone RMS pressure on Mars can be used to evaluate the wind speed.

The dispersion of the measurements with the angle of the microphone relative to the wind means that there will be an uncertainty in the determination of the wind speed: ±0.4 m s -1

for a wind speed of 4 m s -1 and ±0.6 m s -1 for a wind speed of 8 m s -1 . Previous Earth atmosphere studies observed a quadratic correlation between sound pressure fluctuation and average wind velocity [START_REF] Strasberg | Dimensional analysis of windscreen noise[END_REF][START_REF] Morgan | Investigation of the mechanisms of low-frequency wind noise generation outdoors[END_REF]. However, this quadratic model is no longer valid (the exponent of the speed becomes higher than 2) when the orientation of the microphone is changed or when the turbulence of the incident air flow increases.

The latter could also explain why the point at 2 m s -1 does not match the parabolic model. The influence of the microphone angle relative to the wind is much more important in the 500 Hz to 2000 Hz frequency range. Fig. 7 shows the evolution of the RMS pressure over this frequency range as a function of the microphone angle relative to the axis of the tunnel. For each microphone, the 0°angle corresponds to the position of the mast where the microphone is pointing towards the upstream part of the tunnel, corresponding to a SuperCam angle of 0°for the front microphone and a SuperCam angle of 90°for the side microphone (see central schematics in the diagram in Fig. 7). Incident wind is theoretically coming from this direction. For display purposes, the RMS pressure at each wind speed, is normalized by the 0°372 value. It can be seen that for all upstream wind velocities, the RMS pressure varies by ± 27% (±1σ) around the mean value over the 30 pointing angles of the mast. This dispersion with angle is much larger than the ± 10% previously highlighted over the lower frequency band, quantitatively confirming the previous inferences from Fig. 5. In addition, it is observed that the RMS pressure reaches a minimum when the microphone is approximately facing the wind, whereas it reaches a maximum when the microphone is facing downwind (see polar plots in Fig. 7 and linear representation at one wind velocity in Fig. 8).

First, it is noticed that the increase of the RMS pressure from its minimum value is steeper for the front microphone than for the side microphone. The later shows a flat plateau around the minimum (see Fig. 8b). RMS pressure has increased by 10% at ±30°from the minimum angle for the front microphone whereas it has increased by 10% at ±60°from the minimum angle for the side microphone. Indeed the front microphone is located on a larger surface than the side microphone. When this larger surface is facing the wind it results in a blockage effect of the flow inside the wind tunnel that modifies it in the close vicinity of the mock-up.

The larger the surface facing the wind is, the more important this effect. Moreover, the side microphone is located on a flat and smooth surface whereas the front microphone is located below the window close to many centimeter scale obstacles (see Figs. 1b and1c). A slight rotation of the mast leads to these small obstacles interacting with the wind flow. This will favor flow separation and vortex generation, in turn increasing the RMS pressure recorded by the front microphone. For the side microphone, because of the lack of hurdles around the microphone, the flow separates at higher angles.

The evolution of the RMS pressure as a function of the angle is fitted with a subcardioid curve (f (θ) = a + bcos(θ -θ 0 )) for all the wind speeds and both microphones. It is represented in Fig. 8a for the front microphone and in 8b for the side microphone. The shaded area represents the 95% interval of confidence of the fit. For the side microphone, the subcardiod model does not fit with points around the minimum value because of the aforementioned plateau. However, the model works for points with values > 110% of the minimum value. Hence, for both microphones and for all the wind speeds, the angle where the RMS pressure is minimum is estimated as the θ 0 parameter returned from the subcardioid fit. Results are presented in Table 2. It is assumed that the axis defined between the angle where the microphone RMS pressure is minimal and the angle where the microphone RMS pressure is maximal corresponds to the incident wind direction. Indeed, the situation can be compared with Von Karman vortex streets created in the wake of a cylindrical object. When the microphone is rotated away from the direction facing into the wind, the flow progressively separates, generating vortices that enrich the spectral content of the acoustic pressure fluctu- able 2: Measured angular positions of the microphones relative to the wind where the RMS pressure is mimimum. This angle is returned from the fit of the RMS pressure with a subcardioid law (see Fig. 8). Error is computed as the 95% confidence interval on the estimation of this parameter.

ations. When the microphone is rotated downwind (i.e. angles around 180°), it is immersed in a massively separated flow region in the wake of the instrument where small vortices are numerous.

Both microphone record wind orientation that has a negative offset from the 0°position.

For the front microphone, the minimum RMS pressure is reached at an angle between -13.5°413 and -7.3°depending on the wind speed. For the side microphone the minimum RMS pressure is reached at an angle between -18.4°and -17.4°, which is between 4°and 10°lower than angles determined for the front microphone. The retrieved wind direction is represented in Fig. 7 as the straight colored lines for each wind speed. This lower offset for the front microphone compared to the side microphone can result from the asymmetry of the front microphone position with respect to the center of the tunnel which is positioned a little closer to the left edge of the SuperCam cover, but also asymmetries of the SuperCam cover itself that lead to a small bias in the determination of the angle. Nevertheless, the negative offset from the 0°position retrieved for both microphones is attributed to an upstream velocity vector which is not perfectly aligned with the axis of the tunnel. Furthermore, for each wind speed, considering the lower bound of the uncertainty interval for the front microphone and the upper bound of the uncertainty interval for the side microphone, it results in a wind direction that can be estimated with an uncertainty of ± 10°. et al. (2017). Surprisingly, direct comparisons of the influence of wind direction on the audible noise level can be found in hearing-aid literature. [START_REF] Zakis | Wind noise at microphones within and across hearing aids at wind speeds below and above microphone saturation[END_REF] presented the results of a windtunnel experimental campaign focusing on the influence of wind speed and azimuth on noise of hearing-aids positioned in a mock-up of a human head. An increase of the wideband noise with wind speed is also observed, but its evolution with the wind incidence angle is more difficult to interpret. In their study, clear minimum values are seen at all wind speeds when microphones were facing the wind, similar to our Martian study. They find that the wind noise is at its maximum when microphones are pointing rearward for a wind speed of 12 m s -1 (the strongest wind speed that they studied), however, this is not reproducible for other conditions. The behavior with varying angle is more difficult to interpret because of the specificity of microphone integration with regard to the head and ear. In a comparable study, [START_REF] Chung | Wind noise in hearing aids with directional and omnidirectional microphones: Polar characteristics of behind-the-ear hearing aids[END_REF] also includes a comparison with a less complex case of a microphone mounted on the surface of a cylinder. This study confirms that the lowest wind noise is observed when the microphone is facing the wind and the highest wind noise is observed when the microphone is facing downstream. This transition from minimum wind noise is to maximum wind noise when rotating the cylinder by 180°is explained by the turbulence induced by the separation of the air flow in the wake of the cylinder. Therefore, it supports the findings presented in this Martian study.

First comparison with Direct Numerical Simulations of the flow past SuperCam

In an attempt to unravel the flow structure past the SuperCam instrument as a function of the direction and velocity of the wind on Mars, a series of direct numerical simulations (DNS) has been performed. The three-dimensional time-dependent Navier-Stokes equations around a simplified model of the full-scale SuperCam instrument were directly solved using an Eulerian finite volume method. Assuming incompressible viscous flow, the equations read:

∇. v = 0 (2a) ∂ v ∂t + ( v. ∇) v = - 1 ρ ∇p + ν∇ 2 v ( 2b 
)
where v is the velocity, p the pressure, ρ and ν the fluid density and kinematic viscosity, respectively. The fluid properties are set with respect to the Martian environmental properties.

The gas is pure CO 2 . Its density, pressure and kinematic viscosity are set to 0.02 kg m -3 , 6 mbar and 6.9 × 10 -4 m 2 s -1 , respectively (corresponding to an air temperature of 210 K).

The model of SuperCam, of width L, is enclosed in a cylindrical computational domain of diameter 40L and of height 12L. It is centered on the vertical axis of the cylinder and its altitude, relative to the ground, is fixed similar to its actual height on the rover. The coordinates origin is located at the geometrical center of the instrument.

The surface of SuperCam and the lower flat surface of the computational cylinder, which represents the ground, are modeled as non-slip surfaces. A velocity Dirichlet condition is imposed on the tubular and on the upper flat surfaces of the computational domain, to represent the freestream Martian wind. This permits the direction and velocity of the wind relative to the instrument to be changed easily while ensuring a uniform boundary condition. Here the freestream wind velocity U ∞ has been set to 1 m s -1 , 3 m s -1 and 5 m s -1 , respectively.

The corresponding Reynolds numbers Re L , based on the width L of SuperCam and on U ∞ , range from 725 to 3620. These low Reynolds numbers justify the DNS approach. For each wind speed, its direction β was altered in 45°increments, from β = 0°(the microphone is facing the wind, Fig. 9a) to β = ±180°(the microphone is facing away from the wind).

The computational domain is composed of 8 million polyhedral cells. It is highly refined close to and in the wake of SuperCam (Fig. 9b). The mesh refinement zones are thus adapted depending on the direction of the wind, to capture the wake (see Fig. 9c). This results in For instance, the negative offset found for the retrieved wind direction (Fig. 7) highlights these experimental bias. However, although the noise associated with the engine has been filtered out (see Section 3), we can expect that the microphone spectrum integrates signal induced by interactions between the wind and other components of the tunnel. Therefore, a cross calibration on Mars with the MEDA instrument is strongly recommended to confirm the trend observed for the RMS pressure as function of both the wind speed and direction and also to compare between experimental, simulated and in situ conditions. In term of Mars operations, if the subcardiod model used to represent the evolution of the RMS pressure over a 360°rotation is confirmed by this suggested cross calibration, only one recording at three azimuth pointing angles spaced by 120°will be necessary to constrain the parameters of the subcardiod and therefore, determine the wind direction. Furthermore, as shown in [START_REF] Bardera-Mora | Characterization of the flow around the mars 2020 rover[END_REF], the wind velocity measured at the microphone's location may be lower than the actual mean wind speed, because of flow stagnation immediately upwind of the instrument. The cross-calibration with MEDA, which does not seem to be sensitive to this effect, would allow the calibration of the microphone RMS pressure with respect to the true wind speed.

Conclusion

The SuperCam Microphone, located at the top of the mast of the Mars 2020 Perseverance rover will record for the first time audio signal from the surface of Mars in the audible range.

In preparation for surface operations, and scientific analyses of the data, this paper presents an experimental study of the wind-induced noise on the SuperCam Microphone under controlled Mars air-pressure conditions.

Acoustic spectra from 100 Hz to 10 kHz display a low frequency regime (< 500 Hz) whose amplitude increases as a function of the average wind speed squared. At higher frequencies, the spectral energy sharply dissipates and the RMS pressure at frequencies higher than 500 Hz presents a minimum value when the microphone is facing the wind and a maximal value when the microphone is pointing downwind. Therefore, recording the Martian acoustic pressure fluctuations with the microphone when SuperCam is rotated in azimuth around its mast is a way to determine in situ the Martian wind vector with an uncertainty of ± 1 m s -1 on speed and ± 10°on the orientation. The identification of where the high-frequency RMS pressure is minimum and maximum gives the wind direction while the RMS pressure at lower frequencies can be used to determine the wind speed.

However, as inferred from previous Earth atmosphere studies [START_REF] Strasberg | Dimensional analysis of windscreen noise[END_REF][START_REF] Morgan | Investigation of the mechanisms of low-frequency wind noise generation outdoors[END_REF], the RMS pressure depends on the level of intrinsic turbulence of the wind flow. The wind tunnel used for this experiment does not reproduce levels of turbulence achieved on Mars. Therefore, a cross-calibration with MEDA, the Perseverance weather station, is required after landing. Simultaneous measurement with MEDA and the SuperCam microphone will help to draw the calibration curve of RMS pressure as a function of the Mars wind speed. Measurements over a full 360°in azimuth are needed to determine the wind orientation. A calibration run performed in parallel with MEDA is also suggested in order to demonstrate in situ the results presented in this study, but also to explore the influence of the elevation angle that has not been tested here. Furthermore, the measurement of the acoustic power spectrum will complement in higher frequencies the pressure fluctuation spectrum recorded by APSS/Insight. The early development of a numerical model shows a different

Figure 1 :

 1 Figure 1: (a) Schematic of the SuperCam/Microphone wind calibration test set-up. (b) Photo of the Mars2020/SuperCam mast instrumented with microphones and barometers. (c) Close-up view of the Remote Warm Electronic Box (RWEB) equipped with a Mars Microphone and a barometer. (d) Definition of the SuperCam angle relative to the wind. MIC: Microphone, BARO: Barometer

Figure 2 :

 2 Figure 2: Comparison between acoustic power spectra recorded by the front microphone (orange) and the interior microphone (black) before filtering (a) and after filtering the fundamental and the 25 following harmonics (b). The fundamental and first harmonics peaks are highlighted by arrows. Broadband noise recorded by the interior microphone is highlighted by the grey circles. Spectra were acquired under a wind speed of 4 m s -1 and at SuperCam angle of 0 degree.

Figure 3 :

 3 Figure 3: Schematic diagram of the static test used to confirm the wind origin of the noise recorded by exterior microphones. (a) 5 microphones were arranged facing the wind, behind an obstacle shielding the first microphones from the wind. (b) Spectral energy of the tonal noise (top) and of the filtered spectrum (bottom) for wind speeds of 4 m s -1 (black) and 6 m s -1 (grey) It is normalized by the energy measured by the microphone farthest from the obstacle. (c) View of the 4 first microphones and obstacle. Foam was installed for the purpose of an other investigation, not related to this study.

Fig. 4

 4 Fig.4shows the power spectral density recorded by the front barometer and the front microphone for the four tested wind speeds. The spectrum for the barometer is displayed in the 0.1 Hz to 10 Hz frequency range and the spectrum for the microphone from 10 Hz to 10 kHz. The spectra from the two instruments intersect at 10 Hz except in the case of a wind speed of 2 m s -1 where the barometer signal reaches the instrument noise floor between 2 Hz and 10 Hz. For the microphone spectra, the signal reaches the noise floor at frequencies between 2000 Hz and 8000 Hz depending on the wind speed (see light grey lines in Fig.4that represent the no-wind noise floors of the two instruments, measured in the same conditions).

Figure 4 :

 4 Figure 4: Power spectrum recorded by the front barometer (< 10 Hz) and microphone (> 10 Hz) for the 4 tested wind speeds. In each subplot, there are 30 dark grey spectra corresponding to the acquisitions at different SuperCam angles. The black curve is the median of these 30 spectra. The low frequency part of the spectra (below 500 Hz) is fitted by a power law (f (x) = ax b -colored lines). The light grey lines correspond to the no-wind noise floor of the barometer (left of vertical dashed line) and of the microphone (right of vertical dashed line)

Figure 5 :

 5 Figure 5: Power Spectral Density of the front microphone recorded for a wind speed of 6 m s -1 when rotating the mast around its axis. The 100 Hz to 2000 Hz frequency band is considered, as defined in Section 3. Other wind speeds follow the same behavior. Horizontal lines seen in the figure are areas where the tonal noise was removed. The slight discontinuity seen at 0°comes from two measurements performed at this angle.

Figure 6 :

 6 Figure 6: Front Microphone RMS Pressure over the 100 Hz to 500 Hz frequency band as a function of the upstream wind speed in the tunnel. Grey points are values computed for the 30 SuperCam angles. The shaded zone is delimited as the area between the minimal and maximal value for each speed. The black dashed curve represents the mean value over those 30 points. The red solid curve is the best fit to the data with a parabolic model f (x) = ax 2 , with a = 6.6 × 10 -3

Figure 7 :Figure 8 : 1 .

 781 Figure 7: Normalized RMS pressure over the 500 Hz to 2000 Hz frequency range for the front microphone (a) and for the side microphone (b) as a function of the microphone angle relative to the tunnel axis. For both plots, 0°position corresponds to the scheme in the inner part of the diagram. Straight colored lines represent the wind direction estimated from Table2.

  Figure 9: (a) Illustration of the freestream wind parameters U∞ and β and the resulting vortices in the wake. (b) Close view of the polyhedral mesh around the SuperCam, here for the flow configuration with the microphone facing the wind (β =0°). (c) View of the refined mesh in the wake of SuperCam. Here the wind is flowing from the right to the left, with β = -90°. For the sake of clarity, the surface mesh on the model of SuperCam is not depicted.

Figure 10 :

 10 Figure 10: Iso-surfaces of λ 2 -criterion, revealing the vortical structures in the wake of the SuperCam instrument (upper view), for a 5 m s -1 wind flowing from left to right, as its direction relative to SuperCam is rotated 360°. SuperCam angles are indicated below each figure The different colors correspond to more or less (dark green to light blue) intense vortices. The red dot illustrates the SuperCam microphone flight-model location.

Table 1 :

 1 Rotation speed of the fan and the associated wind speed compared to the predicted tonal noise considering 13 fan blades (f b = RP M * N

	microphone. Both microphones measure a tonal noise with a low fundamental frequency and

local, cell-based Reynolds numbers close to a few units in these refined zones.

The spatial and temporal discretizations are achieved using second-order upwind schemes and second-order implicit time-stepping method respectively. The pressure velocity coupling is obtained using the SIMPLE algorithm. The time step is fixed in order to satisfy the CFL condition (Courant Number close to unity), regardless of the flow conditions. Further simulations (not discussed here) were carried out to ensure that the results are independent of the number of cells, the time step and the position of the external boundary conditions.

The analysis of the flow is based on the spatio-temporal evolution of the near-wake vortical structures, identified in terms of iso-surfaces of λ 2 -criterion [START_REF] Jeong | On the identification of a vortex[END_REF][START_REF] Bury | Transitions to chaos in the wake of an axisymmetric bluff body[END_REF], and their impact on the unsteady pressure field exerted on the microphone. Here the analysis focuses on a freestream wind velocity of 5 m s -1 . The numerical results reveal the occurrence of complex instability modes in the close wake of SuperCam, depending on the direction of the wind. Fig. 10 depicts the vortical structures in the wake of SuperCam for a 5 m s -1 Martian wind when the wind direction is varied from 0°to ±180°.

The wake features very different shapes and different spreading of the size of the vortices as the instrument is progressively rotated 360°.

An analysis of the time histories of the pressure signal measured at the location of the SuperCam Microphone will be part of a subsequent study. It is expected that, as observed experimentally, the direction of the wind impacts both the mean and fluctuating values of the pressure signal at the location of the microphone with the RMS value providing more detailed information on both the wind direction and velocity. It should also be possible to identify the vortex shedding frequency peak as the SuperCam is rotated. This additional information can likely be used to determine the Martian wind speed and direction in situ using the SuperCam Microphone. ongoing studies will help to better understand the interaction of the flow with the body of the rover.

Considering these experimental results, the SuperCam Microphone has a priori the potential to determine both the wind speed (from the low-frequency component) and the wind incident angle (from the high frequency component) on Mars. Therefore, in addition to being valuable for Laser Induced Breakdown Spectroscopy investigation [START_REF] Chide | Listening to laser sparks: a link between laser-induced breakdown spectroscopy, acoustic measurements and crater morphology[END_REF][START_REF] Murdoch | Laser-induced breakdown spectroscopy acoustic testing of the mars 2020 microphone[END_REF], it will also contribute to Martian atmospheric science investigations.
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