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INTRODUCTION

Thermoelectric materials can contribute to limit global warming by directly transforming heat into electricity without any emissions (CO2, other gases, radiations, ...), vibrations or moving parts [START_REF] Fergus | Oxide materials for high temperature thermoelectric energy conversion[END_REF]. Thermoelectric materials potential is evaluated by the thermoelectric figure of merit ZT = S 2 σT/κ = PF T/κ, where T is the absolute temperature, S the Seebeck coefficient, σ the electrical conductivity, κ the thermal conductivity and PF the power factor. However, the three parameters, S, σ and κ, are strongly interconnected through more fundamental physical parameters.

Therefore, trying to discover new high ZT thermoelectric materials is a very active research field [START_REF] Hsu | Cubic AgPbmSbTe2+m : Bulk thermoelectric materials with high figure of merit[END_REF][START_REF] Sootsman | New and old concepts in thermoelectric materials[END_REF][START_REF] Zhao | Ultralow thermal conductivity and high thermoelectric figure of merit in SnSe crystals[END_REF][START_REF] Barbier | Structural stability of the synthetic thermoelectric ternary and nickel-substituted tetrahedrite phases[END_REF][START_REF] Delorme | Promising high temperature thermoelectric properties of dense Ba2Co9O14 ceramics[END_REF][START_REF] Chen | Synthesis, sintering, transport and thermal properties of Na2Fe2Ti6O16 freudenbergite[END_REF][START_REF] Miller | Capturing anharmonicity in a lattice thermal conductivity model for high-throughput predictions[END_REF][START_REF] Chen | Thermoelectric properties of Fe2Ti1-xNbxO5 pseudobrookite ceramics with low thermal conductivity[END_REF][START_REF] Chen | Synthesis, sintering and thermoelectric properties of Co1-xMxO (M = Na, 0 ≤ x ≤ 0.07; M = Ag, 0 ≤ x ≤ 0.05)[END_REF] as well as trying to improve ZT values of known materials [START_REF] Heremans | Thermopower enhancement in lead telluride nanostructures[END_REF][START_REF] Odahara | Increase of the thermoelectric power factor in Cu/Bi/Cu, Ni/Bi/Ni, and Cu/Bi/Ni composite materials[END_REF][START_REF] Sales | Critical overview of recent approaches to improved thermoelectric materials[END_REF][START_REF] Medlin | Interfaces in bulk thermoelectric materials. A review for Current Opinion in Colloid and Interface Science[END_REF][START_REF] Vineis | Nanostructured thermoelectric: big efficiency gains from small features[END_REF][START_REF] Nong | Improvement on the high temperature thermoelectric performance of Ga-doped misfit-layered Ca3Co4-xGaxO9+δ (x = 0, 0.05, 0.1, and 0.2[END_REF][START_REF] Zebarjadi | Power factor enhancement by modulation doping in bulk nanocomposites[END_REF][START_REF] Torres | Significant enhancement of the thermoelectric performance in Ca3Co4O9 thermoelectric materials through combined strontium substitution and hot-pressing process[END_REF]. Gaultois et al. [START_REF] Gaultois | Data-driven review of thermoelectric materials: performance and resource considerations[END_REF] have shown from element abundance and Herfindahl-Hirschman indices for production and reserve criteria that only three families of materials are suitable for mass production: highly conductive transition metal oxides, silicides with low bismuth content, and some half-Heusler compounds.

Oxides are considered as potential thermoelectric materials since 1997, when Terasaki et al. [START_REF] Terasaki | Large thermoelectric power in NaCo2O4 single crystals[END_REF] reported a high power factor in NaxCoO2. Nowadays, the best reported values for n-type oxides are ZT = 0.67 at 773 K [START_REF] Song | Grain boundary phase segregation for dramatic improvement of the thermoelectric performance of oxide ceramics[END_REF] in CaMnO3-based perovskite materials, ZT = 0.6 at 1000 K [START_REF] Wang | Record high thermoelectric performance in bulk SrTiO3 via nano-scale modulation doping[END_REF] in SrTiO3-based perovskite materials, and for p-type oxides the best ZT values are exhibited in Ca3Co4O9-based materials (ZT = 0.74 at 800 K [START_REF] Saini | Terbium ion doping in Ca3Co4O9 : a step towards high-performance thermoelectric materials[END_REF]).

However, one of the main issues of oxides compared to other thermoelectric materials is their relatively high thermal conductivity. Therefore, many routes to reduce their thermal conductivity have been investigated, such as substitutions by heavier elements, nanostructuring, composites, porosity, microcracking, … [START_REF] Wang | Fabrication and thermoelectric properties of Ca3-xDyxCo4O9+δ system[END_REF][START_REF] Noudem | Thermoelectric ceramics generators[END_REF][START_REF] Wang | Comparison of the high temperature thermoelectric properties for Ag-doped and Ag-added Ca3Co4O9[END_REF][START_REF] Koumoto | Oxide thermoelectric materials: A nanostructuring approach[END_REF][START_REF] Delorme | Effect of Ca substitution by Sr on the thermoelectric properties of Ca3Co4O9 ceramics[END_REF][START_REF] Nong | High-temperature thermoelectric properties of late rare earth-doped Ca3Co4O9+δ[END_REF][START_REF] Ohtaki | Extremely low thermal conductivity in oxides with cage-like crystal structure[END_REF][START_REF] Zhao | Low thermal conductivity of Al-doped ZnO with layered and correlated grains[END_REF][START_REF] Klirat | Decrease of Ca3Co4O9+δ thermal conductivity by Yb-doping[END_REF][START_REF] Rivera Virtudazo | An alternative, faster and simpler method for the formation of hierarchically porous ZnO particles and their thermoelectric performance[END_REF][START_REF] Chen | Thermoelectric properties of Fe2-xTi1+xO5 pseudobrookite ceramics: influence of microcracking and Nb substitution[END_REF][START_REF] Giovannelli | Thermal conductivity and stability of Al-doped ZnO nanostructured ceramics[END_REF].

The (K0.5Na0.5)NbO3 perovskite is a widely studied lead-free alternative to lead-zirconatetitanates piezoceramics since 2004 [START_REF] Saito | Lead-free piezoceramics[END_REF][START_REF] Rödel | Perspective on the development of lead-free piezoceramics[END_REF][START_REF] Bowen | Piezoelectric and ferroelectric materials and structures for energy harvesting applications[END_REF][START_REF] Wu | Potassium-sodium niobate lead-free piezoelectric materials: Past, present, and future of phase boundaries[END_REF][START_REF] Bah | High electromechanical performance with spark plasma sintering of undoped K0.5Na0.5NbO3 ceramics[END_REF]. However, Delorme et al. [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF] have reported promising thermoelectric properties in (K0.5Na0.5)NbO3 perovskite sintered by spark plasma sintering (SPS) due to oxygen non-stoichiometry. The most interesting feature is that thermal conductivity is stable from 325 to 1000 K between 3.5 and 4 W m -1 K -1 which is far lower than the values reported in the largely studied SrTiO3 perovskite (circa 10 W m -1 K -1 at room temperature) [START_REF] Popuri | Glass-like thermal conductivity in SrTiO3 thermoelectrics induced by Asite vacancies[END_REF]. Several phenomena can contribute to such low values. For instance, A-site deficiency in SrTiO3 perovskite was found to reduce thermal conductivity [START_REF] Popuri | Glass-like thermal conductivity in SrTiO3 thermoelectrics induced by Asite vacancies[END_REF][START_REF] Kovalevsky | Effect of A-site cation deficiency on the thermoelectric performance of donor-substituted strontium titanate[END_REF][START_REF] Lu | High-figure-of-merit thermoelectric La-doped A-site-deficient SrTiO3 ceramics[END_REF]. The volatility of alkali metals is well known and it is difficult to avoid when sintering (K0.5Na0.5)NbO3 ceramics [START_REF] Bah | High electromechanical performance with spark plasma sintering of undoped K0.5Na0.5NbO3 ceramics[END_REF]. To reach thermal conductivities circa 4 W m -1 K -1 in SrTiO3 perovskite, it requires almost 20 % vacancies [START_REF] Lu | High-figure-of-merit thermoelectric La-doped A-site-deficient SrTiO3 ceramics[END_REF]. However, (K0.5Na0.5)NbO3-δ ceramics have shown (Na+K)/Nb ratios higher than 0.9 [START_REF] Bah | High electromechanical performance with spark plasma sintering of undoped K0.5Na0.5NbO3 ceramics[END_REF]. Moreover, the (K0.5Na0.5)NbO3 composition is close to the morphotropic phase boundary that can lead to the formation of domains with Asite cationic heterogeneity [START_REF] Jaffe | Piezoelectric ceramics[END_REF] that could contribute to reduce thermal conductivity. Finally, ferroelectric domains have also been reported in (K0.5Na0.5)NbO3 perovskite [START_REF] Bah | Investigation of the domain structure and hierarchy in potassium-sodium niobate lead-free piezoelectric single crystals[END_REF].

Therefore, in order to investigate the origin of the low thermal conductivity of (K0.5Na0.5)NbO3 ceramics, dense KNbO3 and NaNbO3 ceramics, representing the end members of the solid solution, have been sintered by Spark Plasma Sintering and characterized. Indeed, it is well known that high density KNbO3 and NaNbO3 ceramics are difficult to sinter due to the volatility of the alkali metals at relatively low temperatures [START_REF] Wada | Ferroelectric NaNbO3 ceramics fabricated by spark plasma sintering[END_REF][START_REF] Shomrat | Flash sintering of potassiumniobate[END_REF].

MATERIALS AND METHODS

KNbO3 and NaNbO3 samples were synthesised from K2CO3 (Chempur, ≥ 99 % purity), Na2CO3 (Chempur, ≥ 99.9 % purity) and Nb2O5 (Chempur, ≥ 99.9 % purity) precursors. The precursors were heated at 200°C for 4 h and then stoichiometric amounts of the precursors were mixed for 5 min at 400 rpm in an agate planetary ball mill (Retsch PM 100). The powders were then heated at 830°C for 12 h at a rate of 2°C/min, in an alumina crucible and slowly cooled down to room temperature.

Sintering was performed by Spark Plasma Sintering (Syntex 515 S of the SPS Platform Ilede-France). The synthesised powders were placed in a 15 mm diameter graphite die. A graphite foil was placed between the samples and the different parts of the die. Experiments were performed in argon atmosphere. NaNbO3 sample was first sintered using conditions close to the ones reported by Wada et al. [START_REF] Wada | Ferroelectric NaNbO3 ceramics fabricated by spark plasma sintering[END_REF]: 1200°C and 50 MPa. However, the experiment was stopped circa 1045°C as a liquid phase appeared. Therefore, both NaNbO3 and KNbO3 ceramics were sintered using the cycle developed for (K0.5Na0.5)NbO3-δ ceramics [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF]: a pressure of 50 MPa was applied whereas the temperature was raised at 100°C/min up to 920°C for 5 minutes. Then the samples were cooled down to room temperature at 100°C/min. Graphite foils used during the SPS process were removed by polishing. The pellets were cut into 2.8 x 2.8 x 13 and 6 x 6 x 1 mm parallelepipeds with a diamond wire saw for electrical and thermal properties measurements, respectively.

Weight and dimensions of the samples used for thermoelectric characterization were used to calculate apparent density of the samples. 

RESULTS AND DISCUSSION

After sintering, the two pellets are greyish, NaNbO3 being darker than KNbO3.

Figure 1 exhibits the XRD patterns measured on the ceramic pellets after sintering by SPS.

All the peaks can be attributed to the KNbO3 (PDF 01-071-0946) and NaNbO3 (PDF 00-033-1270) compounds.

The relative densities calculated from the theoretical value given by PDF cards are high and similar, 96 and 97 % for KNbO3 and NaNbO3, respectively. The value for NaNbO3 is consistent with the recent results reported by Gouget et al. [START_REF] Gouget | Associating and tuning sodium and oxygen mixed-ion conduction in niobium-based perovskites[END_REF]: indeed, they achieved densities of at least 94 % for samples sintered by SPS at 900°C and 100 MPa during 5 minutes.

Temperature dependence of the thermal conductivity of the (K0.5Na0.5)NbO3, KNbO3 and NaNbO3 ceramics sintered by SPS, from 373 to 1000 K is shown in Figure 2. As already reported [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF], thermal conductivity of (K0.5Na0.5)NbO3 ceramic is stable (3.5-4 W m -1 K -1 ) over the whole temperature range and lower than the thermal conductivity of conventionally studied SrTiO3 perovskite [START_REF] Popuri | Glass-like thermal conductivity in SrTiO3 thermoelectrics induced by Asite vacancies[END_REF]. NaNbO3 ceramic presents a similar behaviour, i.e. stable over the whole temperature range, but a lower thermal conductivity value circa 2.6 W m -1 K -1 .

KNbO3 ceramic presents a different behaviour, similar to SrTiO3 one. The highest thermal conductivity is observed around room temperature and decreases until it reaches a plateau. The value at 373 K is below 2.5 W m -1 K -1 and the plateau value (1.2 W m -1 K -1 ) is reached at 673 K. As far as the authors know, this is the lowest thermal conductivity reported for an oxide presenting a perovskite structure. Moreover, this value is lower than the thermal conductivity of oxides used as thermal barriers, like yttrium-stabilized zirconia or pyrochlores [START_REF] Winter | Oxide materials with low thermal conductivity[END_REF].

The three niobium-containing perovskites exhibit low thermal conductivity values. Therefore, it excludes the possibility that the origin of low thermal conductivity values in (K0.5Na0.5)NbO3 ceramics could be related to composition heterogeneities due to the vicinity of the morphotropic phase boundary. Indeed, pure poles as KNbO3 and NaNbO3 cannot present such domains.

An influence of the different crystallographic structures has been ruled out by Delorme et al. [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF]. Indeed, in K0.5Na0.5NbO3, thermal conductivity remains similar whereas the perovskite is orthorhombic, tetragonal and cubic at room temperature, 450 K and 700 K, respectively.

Similarly, no significant thermal conductivity change related to phase transitions can be observed in NaNbO3 and KNbO3

Another, possibility could be nanosized grains [START_REF] Koumoto | Oxide thermoelectric materials: A nanostructuring approach[END_REF][START_REF] Giovannelli | Thermal conductivity and stability of Al-doped ZnO nanostructured ceramics[END_REF][START_REF] Delorme | Nanostructuring of dense SnO2 ceramics by Spark Plasma Sintering[END_REF]. However, SEM observations (figure 3) show that both KNbO3 and NaNbO3 ceramics exhibit micrometer-sized grains.

According to Bah et al. [START_REF] Bah | High electromechanical performance with spark plasma sintering of undoped K0.5Na0.5NbO3 ceramics[END_REF], (K0.5Na0.5)NbO3 ceramics sintered by SPS exhibits micrometersized grains too. Therefore, the low thermal conductivities of niobium-containing perovskite are not related to nanograins. However, EDS measurements show that (K0.5Na0.5)NbO3, KNbO3 and NaNbO3 ceramics present a common feature : they all present a cation deficiency on the A-site of the perovskite. A decrease in the thermal conductivity due to A-site deficiency has already been reported for SrTiO3 perovskite [START_REF] Popuri | Glass-like thermal conductivity in SrTiO3 thermoelectrics induced by Asite vacancies[END_REF][START_REF] Kovalevsky | Effect of A-site cation deficiency on the thermoelectric performance of donor-substituted strontium titanate[END_REF][START_REF] Lu | High-figure-of-merit thermoelectric La-doped A-site-deficient SrTiO3 ceramics[END_REF]. However, the thermal conductivity values obtained in niobium-containing perovskites are lower than those obtained in SrTiO3 even with higher deficiency. Indeed, the (Na+K)/Nb ratio is circa 0.97, 0.91 and 0.96 for (K0.5Na0.5)NbO3, KNbO3 and NaNbO3, respectively. It appears that the lower the (Na+K)/Nb ratio, the lower the thermal conductivity. Therefore, one can conclude that the A-deficiency is responsible for the low thermal conductivity measured in niobium-containing perovskites.

Such low thermal conductivities make KNbO3 and NaNbO3 ceramics potentially attractive for thermal barrier applications. However, for such application, an absence of phase transition in the targeted temperature range and chemical inertness is requested [START_REF] Taylor | Microstructure, composition and property relationships of plasma-sprayed thermal barrier coatings[END_REF][START_REF] Evans | Mechanisms controlling the durability of thermal barrier coatings[END_REF][START_REF] Cao | Ceramic materials for thermal barrier coatings[END_REF].

The thermal diffusivity and cp values measured circa room temperature on the SPS-sintered KNbO3 ceramics are consistent with the values reported for single crystals by Hofmeister [START_REF] Hofmeister | Thermal diffusivity of oxide perovskite compounds at elevated temperature[END_REF]. Figure 4 exhibits the temperature dependence of apparent specific heat capacity values of KNbO3 and NaNbO3 ceramics from 330 to 1000 K. For KNbO3, two peaks can be observed at circa 486 and 693 K, corresponding to orthorhombic-tetragonal and tetragonalcubic phase transitions, respectively [START_REF] Hofmeister | Thermal diffusivity of oxide perovskite compounds at elevated temperature[END_REF][START_REF] Tachibana | Thermal conductivity of perovskite ferroelectrics[END_REF]. Temperature-resolved XRD studies should allow determining whether these phase transitions are associated with the volume changes that could be detrimental for thermal barrier application.

NaNbO3 cannot probably be used for thermal barrier application as it is well known to present many phase transitions [START_REF] Gouget | Associating and tuning sodium and oxygen mixed-ion conduction in niobium-based perovskites[END_REF][START_REF] Yuzyuk | Modulated phases in NaNbO3: Raman scattering, synchrotron x-ray diffraction, and dielectric investigations[END_REF][START_REF] Shiratori | Temperature-induced phase transitions in micro-, submicro-, and nanocrystalline NaNbO3[END_REF][START_REF] Mishra | Phase stability and structural temperature dependence in sodium niobate: A high-resolution powder neutron diffraction study[END_REF]. Figure 4 shows that for NaNbO3, at least six peaks can be observed at 352 (with a shoulder after the peak), 554 (with a shoulder prior the peak), 612, 730, 790, 850 with a shoulder around 920 K, respectively. However, discussing the correlation between peaks and phase transitions in NaNbO3 is far beyond this communication's aim.

Finally, thermoelectric properties have been measured. Indeed, according to the thermoelectric figure of merit ZT = S 2 σT/κ, ceramics with low thermal conductivity can present promising thermoelectric properties as reported for (K0.5Na0.5)NbO3-δ ceramics [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF].

Theoretical study [START_REF] Xing | Perspective: n-type oxide thermoelectrics via visual search strategies[END_REF] has shown that NaNbO3 and in a larger extent KNbO3 could present high thermoelectric properties, if appropriately doped (i.e. controlled oxygen stoichiometry and divalent substitution on the of alkali metal site). Unfortunately, it was impossible to measure the electrical conductivity and Seebeck coefficient of KNbO3 ceramic in ZEM3. Indeed, the 2.8 x 2.8 x 13 mm bar broke when clamped between the ZEM3 electrodes, suggesting that KNbO3 is a fragile material. For NaNbO3 ceramic, the properties were only measurable at 1000 K. The Seebeck coefficient value is -688 µV K -1 , indicating a n-type material. This value is similar to the one reported for (K0.5Na0.5)NbO3-δ ceramics [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF].

Unfortunately, the electrical conductivity is limited at 16 S m -1 , which is about one fifth of the value reported for (K0.5Na0.5)NbO3-δ ceramics [START_REF] Delorme | Thermoelectric properties of oxygen deficient (K0.5Na0.5)NbO3 ceramics[END_REF]. It will be necessary to optimize the power factor by doping and control of the oxygen stoichiometry to estimate the real potential of niobium-containing perovskites as thermoelectric materials.

CONCLUSION

Dense NaNbO3 and KNbO3 ceramics were obtained by spark plasma sintering. After sintering, the two pellets are greyish, indicating an oxygen deficiency as (K0.5Na0.5)NbO3-δ when sintered under the similar conditions. The grain size was in the 1 to 10 µm range. Both NaNbO3 and KNbO3 ceramics present low thermal conductivity: circa 2.6 W m -1 K -1 and stable from 373 to 1000 K for NaNbO3 and from 2.5 to 1.2 W m -1 K -1 since 673 K for KNbO3. This value is the lowest thermal conductivity reported for an oxide presenting a perovskite structure and is lower than the thermal conductivity of oxides used as thermal barriers, like yttrium-stabilized zirconia or pyrochlores. The origin of such low thermal conductivities is indicated to be related with cation deficiency on the A-site of the perovskite. Indeed, the (Na+K)/Nb ratio is circa 0.97, 0.91 and 0.96 for (K0.5Na0.5)NbO3, KNbO3 and NaNbO3, respectively. Applications in the field of thermal barriers or as thermoelectric materials could be expected. However, one would require the absence of phase transitions with important volume changes and the other, optimizing the electrical properties by controlling the charge carrier concentration by doping or controlled oxygen deficiency, respectively. 
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  Resistivity and Seebeck coefficient were measured simultaneously in a ZEM III equipment (ULVAC Technologies) from 1000 to 325 K. The laser flash diffusivity technique (Netzsch LFA 457) from 373 to 1000 K under vacuum after graphite coating was used to measure thermal diffusivity. Each sample was measured three times at each temperature. The specific heat capacity (cp) was measured by differential scanning calorimetry (Netzsch STA 449 F3 Jupiter) from 330 to 1000 K, with a heating rate of 20 K.min -1 in platinum crucibles and in nitrogen atmosphere. Powder X-ray diffraction (XRD) patterns have been recorded at room temperature on a BRUKER D8 Advance θ/2θ diffractometer (Cu-Kα radiation, at 40 kV and 40 mA) with a Linxeye detector from 20 to 80°(2θ) with a step of 0.02° and a counting time of 0.5 s per step. Samples were first gold coated and then observed by scanning electron microscopy (SEM -Tescan Mira 3 field emission microscope coupled with an Energy Dispersive Spectrometer EDS Oxford INCA X-Act).
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