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A comprehensive study of the effect of Mg loading on the performances in Dry Reforming of Methane of a series of mesoporous Ni 6 -Mg x -Al 2 O 3 catalysts containing 6 wt% Ni and 0 to 26 wt% Mg is presented. Complementary characterizations by N 2 sorption, XRD, SEM/TEM, FT-IR, H 2 -TPR and H 2 -TPD of the materials, synthesized by one-pot EISA method and studied in their calcined and reduced forms, reveal excellent porous ordering and high and homogeneous chemicals distribution up to an intermediate Mg content, afterwards MgO segregation occurs, associated to some structural loss, nickel sintering due to the disappearance of the stabilizing nickel aluminate species, and to strong basic sites formation. In line with these physicochemical changes, all catalytic results reveal the existence of volcano curves in which the optimum Mg content is between 5 and 10 wt%. This optimum is also discussed in view of turn over frequencies and activation energy values.

Introduction

Dry reforming of methane (DRM) is a reaction that converts CH 4 and CO 2 into syngas, a mixture of H 2 and CO. Compared to steam reforming of methane (SRM), it offers the advantage to use CO 2 as reactant instead of steam, allowing the valorization of this greenhouse gas, which is more environmental friendly than CO 2 storage underground [START_REF] Lavoie | Review on dry reforming of methane , a potentially more environmentally-friendly approach to the increasing natural gas exploitation[END_REF]. Moreover, the H 2 :CO molar ratio produced in the obtained syngas (1 with DRM instead of 3 with SRM) is better suited for a direct utilization in Fischer-Tropsch synthesis. Nowadays, best catalysts for DRM are still based on noble metals (Pt, Ir, Pd, Ru and Rh) [START_REF] Pakhare | A review of dry (CO2) reforming of methane over noble metal catalysts[END_REF][START_REF] Gao | A review of recent developments in hydrogen production via biogas dry reforming[END_REF] and there is a need to move to cheaper and more available active phases, especially transition metals. Amongst them, nickel is the most promising one and shows high activity, but the development of efficient and economical DRM Ni-based catalysts applicable to industry remains a challenge because they suffer from rapid deactivation by nickel sintering and carbon deposition [START_REF] Gao | A review of recent developments in hydrogen production via biogas dry reforming[END_REF][START_REF] Amin | Highly stable ytterbium promoted Ni/γ-Al2O3 catalysts for carbon dioxide reforming of methane[END_REF].

In order to improve the stability of nickel catalysts in DRM, different strategies have been developed including changing the type of support [START_REF] Barroso-Quiroga | Catalytic activity and effect of modifiers on Nibased catalysts for the dry reforming of methane[END_REF][START_REF] Han | Uncoupling the size and support effects of Ni catalysts for dry reforming of methane[END_REF][START_REF] Li | Highly stable and anticoking Ni/MoCeZr/MgAl2O4-MgO complex support catalysts for CO2 reforming of CH4: Effect of the calcination temperature[END_REF][START_REF] Zhang | Ni-based catalysts prepared for CO2 reforming and decomposition of methane[END_REF], altering the size of the nickel particles [START_REF] Han | Uncoupling the size and support effects of Ni catalysts for dry reforming of methane[END_REF][START_REF] Hu | Solid-solution catalysts for CO2 reforming of methane[END_REF], employing a second active phase (usually small amount of noble metal) [START_REF] Karam | Advantages of mesoporous silica based catalysts in methane reforming by CO 2 from kinetic perspective[END_REF][START_REF] Damyanova | MCM-41 supported PdNi catalysts for dry reforming of methane[END_REF] or modifying the synthesis mode [START_REF] Zhang | Ni-based catalysts prepared for CO2 reforming and decomposition of methane[END_REF][START_REF] Lv | A highly dispersed nickel supported catalyst for dry reforming of methane[END_REF][START_REF] Karam | Tuning the properties of nickel nanoparticles inside SBA-15 mesopores for enhanced stability in methane reforming[END_REF][START_REF] Zhang | How the reflux treatment stabilizes the metastable structure of ZrO2 and improves the performance of Ni/ZrO2 catalyst for dry reforming of methane?[END_REF]. Mesoporous supports like silica (SBA-15) [START_REF] Karam | Tuning the properties of nickel nanoparticles inside SBA-15 mesopores for enhanced stability in methane reforming[END_REF][START_REF] Kaydouh | Highly active and stable Ni/SBA-15 catalysts prepared by a "two solvents" method for dry reforming of methane[END_REF] and alumina (Al 2 O 3 ) [START_REF] Ma | Stabilizing Ni on bimodal mesoporous-macroporous alumina with enhanced coke tolerance in dry reforming of methane to syngas[END_REF] have been shown to play a crucial role in stabilizing the nickel nanoparticles inside the porosity by confinement effects. The benefits of nickel confinement were similarly recently highlighted in the case of boron nitride interface-confined and LDHsderived Ni catalysts in which defects were also shown to play a role [START_REF] Lu | Cokingresistant dry reforming of methane over BN-nanoceria interface-confined Ni catalysts[END_REF]. Moreover, creating Lewis basic centers in the material by adding an alkali, alkaline earth or rare earth metal oxide [START_REF] Chen | Production of Synthesis Gas via Methane Reforming with CO2 on Ni/SiO2 Catalysts Promoted by Alkali and Alkaline Earth Metals[END_REF][START_REF] Yang | Promotional effect of La2O3 and CeO2 on Ni/γ-Al2O3 catalysts for CO2 reforming of CH4[END_REF][START_REF] Arbag | Effect of impregnation sequence of Mg on performance of mesoporous alumina supported Ni catalyst in dry reforming of methane[END_REF][START_REF] Roh | Carbon dioxide reforming of methane over Ni catalysts supported on Al 2O3 modified with La2O3, MgO, and CaO[END_REF] was found to enhance the catalytic stability by minimizing carbon formation. Indeed, these sites favor the adsorptive decomposition of CO 2 on the catalyst surface and promote the oxidation of the carbon deposits [START_REF] Hu | Solid-solution catalysts for CO2 reforming of methane[END_REF]. Amongst such additives, MgO has the advantages of availability and well-known basic properties. Moreover, it has a similar crystal structure than that of NiO, which can lead to a NiO-MgO solid solution able to strengthen the interaction with the support and in turn increase nickel nanoparticles stability [START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF]. Table 1 gathers a set of bibliographic data on nickel-magnesium supported on mesoporous alumina catalysts applied in DRM. The catalysts differ by their metal compositions and by their preparation routes. The simplest and most conventional one is wetness impregnation that is widely applied but leads to unsatisfying metal anchorage and stability in the harsh conditions of DRM [START_REF] Arbag | Effect of impregnation sequence of Mg on performance of mesoporous alumina supported Ni catalyst in dry reforming of methane[END_REF][START_REF] Roh | Carbon dioxide reforming of methane over Ni catalysts supported on Al 2O3 modified with La2O3, MgO, and CaO[END_REF]. More elaborated strategies include sol-gel [START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF], two-step hydrothermal [START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF] or co-precipitation [START_REF] Zhan | Biogas reforming of carbon dioxide to syngas production over Ni-Mg-Al catalysts[END_REF][START_REF] Hou | Meso-porous Ni/Mg/Al catalysts for methane reforming with CO2[END_REF]. Even if efficient for obtaining active DRM catalysts, most of these methods suffer from certain technical deficiencies like the need of a long preparation time [START_REF] Roh | Carbon dioxide reforming of methane over Ni catalysts supported on Al 2O3 modified with La2O3, MgO, and CaO[END_REF][START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF][START_REF] Hou | Meso-porous Ni/Mg/Al catalysts for methane reforming with CO2[END_REF], tough conditions [START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF][START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF], hard or multi operation steps [START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF][START_REF] Hou | Meso-porous Ni/Mg/Al catalysts for methane reforming with CO2[END_REF] or expensive substrates [START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF]. Basic hydrotalcites containing both nickel and magnesium were also prepared by coprecipitation and tested in DRM, but the catalysts were not stable because of a lack of porosity and of a weak metal-support interaction resulting in fast nickel sintering and carbon deposition [START_REF] Rego De Vasconcelos | Upgrading greenhouse gases (methane and carbon dioxide) into syngas using nickelbased catalysts[END_REF].

Compared to these strategies, the one-pot (one-step) evaporation induced self-assembly (EISA) method has the advantages to be rapid, easy and low cost [START_REF] Cai | Facile synthesis of ordered mesoporous alumina and alumina-supported metal oxides with tailored adsorption and framework properties[END_REF]. It consists in adding magnesium and nickel directly in the synthesis medium of the alumina and led to mesoporous nickelmagnesium-alumina catalysts with high nickel dispersion and excellent stability in DRM (Table 1) [START_REF] Xu | Ordered mesoporous MgO-Al2O3 composite oxides supported Ni based catalysts for C 2 reforming of CH4 : Effects of basic modifier and mesopore structure[END_REF]. This technique was also developed to mix all metals in the synthesis medium of mesoporous alumina such as Ni alone [START_REF] Fang | Methane Dry Reforming over Coke-Resistant Mesoporous Ni-Al2O3 Catalysts Prepared by Evaporation-Induced Self-Assembly Method[END_REF], Ni and Ce [START_REF] Wang | Facile route for synthesizing ordered mesoporous Ni-Ce-Al oxide materials and their catalytic performance for methane dry reforming to hydrogen and syngas[END_REF], and Ni and Co [START_REF] Huang | Ordered mesoporous CoO-NiO-Al2O3 bimetallic catalysts with dual confinement effects for CO2 reforming of CH4[END_REF]. catalysts described in the literature and prepared by (a,b) co-precipitation [START_REF] Zhan | Biogas reforming of carbon dioxide to syngas production over Ni-Mg-Al catalysts[END_REF][START_REF] Hou | Meso-porous Ni/Mg/Al catalysts for methane reforming with CO2[END_REF], (c) sol-gel [START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF] and (d) two-step hydrothermal [START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF] routes.

Considering this state-of-the-art on nickel-magnesium-alumina DRM catalysts, and regardless of the preparation protocol used, the highest activity systematically appears at intermediate magnesium content. This is illustrated by the histograms shown in Figure 1 that report, for a selection of representative literature data, the evolution of the CH 4 conversion as a function of the Mg/Al atomic ratio. Even if the optimal Mg content varies depending on the preparation method, and hence on the distinct textural and structural properties obtained, it is clear that Mg addition is favorable up to a certain content, afterwards the activity progressively decreases.

Although the existence of such behavior was already noted by few authors, it was to our knowledge never comprehensively analyzed and neither discussed in view of the evolution of the physicochemical properties upon magnesium addition. In this context, the purpose of this work was to elaborate a systematic study aiming to understand the reasons for such occurrence of an optimized Mg content. To this end, we prepared a series of mesoporous Ni 6 -Mg x -Al 2 O 3 materials containing a constant nickel loading around 6 wt% (chosen from our previous works [START_REF] Karam | Tuning the properties of nickel nanoparticles inside SBA-15 mesopores for enhanced stability in methane reforming[END_REF][START_REF] Kaydouh | Highly active and stable Ni/SBA-15 catalysts prepared by a "two solvents" method for dry reforming of methane[END_REF][START_REF] Jabbour | Ordered mesoporous "one-pot" synthesized Ni-Mg (Ca)-Al 2 O 3 as effective and remarkably stable catalysts for combined steam and dry reforming of methane (CSDRM)[END_REF]) but an increasing amount of basic Mg modifier that was varied over a wide percentage range (0, 5, 7, 15 and 26 wt%). We selected the EISAone-pot synthesis as preparation route in order to benefit of the simplicity of the method and of its proven efficiency for producing highly active methane reforming catalysts [START_REF] Jabbour | Ordered mesoporous "one-pot" synthesized Ni-Mg (Ca)-Al 2 O 3 as effective and remarkably stable catalysts for combined steam and dry reforming of methane (CSDRM)[END_REF]. The prepared samples were characterized in their fresh and reduced states. They were tested at 650 °C in DRM using a conventional model reactants mixture made of methane and carbon dioxide in an equimolar ratio. Attention was paid to carry out the catalytic tests under conditions providing conversions far from thermodynamic equilibrium to allow reliable comparison of performances between the catalysts.

Experimental

Materials

Mesoporous Ni 6 -Mg x -Al 2 O 3 samples with c.a. 6 wt% of Ni and x wt% of Mg (x = 0, 5, 7, 15 or 26) were synthesized using the developed one-pot evaporation induced self-assembly (EISA) method established elsewhere [START_REF] Jabbour | Ordered mesoporous "one-pot" synthesized Ni-Mg (Ca)-Al 2 O 3 as effective and remarkably stable catalysts for combined steam and dry reforming of methane (CSDRM)[END_REF][START_REF] Karam | Nanostructured nickel aluminate as a key intermediate for the production of highly dispersed and stable nickel nanoparticles supported within mesoporous alumina for dry reforming of methane[END_REF][START_REF] Morris | Ordered mesoporous alumina-supported metal oxides[END_REF]. All chemicals were used as received without additional 

Characterizations

N 2 adsorption-desorption isotherms were recorded at -196 °C using an ASAP 2020 Micromeritics apparatus. The samples were first degassed under vacuum for 2 h at 250 °C in a cell before inserting it in liquid nitrogen. After plotting the N 2 -isotherm, the specific area (SA) of each catalyst was calculated from BET (Brunauer-Emmet-Teller) equation at a relative pressure between 0.05 and 0.25. The corresponding single point total pore volume (PV) was obtained from the sorption branch at a relative pressure of 0.99. The pore size distribution and mean pore size (Ф pore ) were calculated based on the BJH (Barrett-Joyner-Halenda) formula which was applied on the desorption branch.

Powder X-rays diffraction (XRD) patterns were registered at small and wide angles to determine the structural properties of both the supports and nickel metal phases. Small angles data were obtained on a BRUKER type D8 ADVANCE diffractometer equipped with a CuKα irradiation source (λ equal to 1.5405 nm) and operating at 40 kV and 30 mA, with a 2θ range of 0.5° to 4° and a time step of 1 s. For each calcined sample, the unit cell parameter a 0 was calculated from the equation a 0 = 2d 100 /√3 where d 100 is the inter-reticular distance of plan [100] derived from the main peak position (d= λ/2sinθ) and t (nm) is the pore wall thickness (t=a 0 -D BJH , where D BJH is the pore diameter obtained from N 2 sorption isotherms). Wide angles diffractograms were obtained on a PANalytical XPert 3 instrument still using a CuKα radiation and operating at a voltage of 30 Kv, a current of 10 mA, a 2θ range 20° to 90° and a time step of 2 s. Crystalline phases were identified from standard ICDD (international center for diffraction data) powder XRD files. After phases identification, mean crystallite sizes (Ф) of nickel-based nanoparticles were calculated using the Scherer's equation D hkl =Kλ/βcosθ, where K is the shape factor of the average spherical crystals, λ is the wavelength (1.5405 nm for CuKα), β is the full width at half maximum (FWHM) and θ is the peak position.

XPS spectra were obtained on an Omicron (ESCA+) X-ray photoelectron spectrometer with an Al Kα (hν =1486.6 eV) X-ray source having a 300 W electron beam power. The sample was evacuated under a vacuum of less than 10 -10 mbar, then a monochromatic X-ray (Al Kα) irradiated the sample and excited the electrons. Surface compositions were determined by attributing the observed energy peaks to a specific element and quantifying their area using the Casa XPS software.

For infra-red measurements, the powders were pressed as thin self-supporting wafers and treated under secondary vacuum at 773 K for 3 h within a homemade quartz cell equipped with IR transparent KBr windows. The FT-IR spectra were recorded after CO 2 adsorption (ca. 7.5 kPa equilibrium pressure) followed by evacuation at room temperature (r.t.), then at 100 °C and finally at 200 °C (duration of 1 h at each evacuation step). They were registered at a 2 cm -1 resolution on a BRUKER EQUINOX-55 spectrometer equipped with a mercury cadmium telluride (MCT) cryodetector. They were normalized with respect to the wafers optical density (ca. 10 mg cm -2 ). The spectra are reported as difference spectra obtained by subtracting the IR spectrum of the naked sample (i.e. before CO 2 adsorption).

Hydrogen temperature programmed reduction (H 2 -TPR) measurements were operated using an Autochem 2920 Micromeritics unit. A certain amount (70 mg) of calcined sample was put in a Ushaped quartz reactor and heated at a constant rate of 10 °C.min -1 from ambient temperature (25 °C) up to 900 °C. Reduction was performed under a 5 vol% H 2 /Ar flow (25 mL.min -1 ) and the amount of hydrogen consumed was constantly followed through a thermal conductivity detector (TCD). Before reaching this stage, the effluent gas was passed in a tube placed in a cold bath composed of ice and NaCl to trap any possible water formed during reaction (H 2(g) Ni (s) Ni 0 (s) H 2 (g) ) and assert on the sole detection of H 2 consumption. This consumption was also used to evaluate the Ni contents in the materials, assuming a consumption of one H 2 per nickel (supposed to be at its Ni 2+ oxidation state). Ni contents were also measured by X-Ray Fluorescence (XRF) analysis on an XEPOS spectrometer (Spectro Ametek) using a MicroPowder method and a calibration curve previously established from NiO and alumina mixtures of known compositions.

Hydrogen temperature programmed desorption (H 2 -TPD) was applied using also the Autochem 2920 instrument, Micromeritics. Some experiments were also done in the temperature range of 550-700°C (GHSV of 540 L.g -1 .h - 1 ) to estimate activation energies (E a ) from Arrhenius plots by increasing the temperature and measuring the conversion at each step after 60 min time on stream to ensure stable performance.

Before analyzing the products, the effluent gas mixture was sent to a gas-liquid separator in order to condense any steam that might be formed during reaction. An online micro gas chromatography (Inficon) was used to analyze the outlet gaseous mixture composition. This Micro-GC contained a thermal conductivity detector (TCD) and two parallel columns (Plot U column and Molecular Sieve column) for the detection of CH 4 , CO 2 , H 2 , and CO. The conversions of CH 4 (X CH4 ) and CO 2 (X CO2 ) as well as the H 2 /CO molar ratio were calculated according to the formulas (eq. 1-3): 

CH4 = CH4 (in) -CH4(out) CH4(in) 100 (1) CO2 = C 2 (in) -C 2(out) C 2(in) 100 (2) 
The turnover frequencies (TOF), defined as the number of CH 4 (resp. CO 2 ) molecules converted over each surface metal site per second were also calculated (eq. 4) as:

F s -1 = Fi mc Xi 100 1 Ms ( 4 
)
where Fi is the Flow rate (mol.s -1 ) of CH 4 (resp. CO 2 ), m c is the catalyst weight (g), Xi is the conversion of CH 4 (resp. CO 2 ) and M s is the number of surface metal site of the catalyst (mol.g -1 )

obtained from H 2 -TPD. Thermodynamic equilibrium curves were evaluated using the HSC 7.1 software and considering the presence of reactants and main products (CH 4 , CO 2 , H2, and CO)

with argon (Ar) added as diluent.

Results

N 2 physisorption

All prepared materials exhibit a type IV nitrogen adsorption/desorption isotherm with H1 hysteresis loop (Fig. 2) characteristic of mesoporous materials [START_REF] Thommes | Physisorption of gases , with special reference to the evaluation of surface area and pore size distribution (IUPAC Technical Report)[END_REF]. The calcined samples having a magnesium weight percent between 0 and 7 wt% (Fig. 2Aa-d) show a very steep hysteresis loop typical of the presence of uniform cylindrically shaped mesopores [START_REF] Morris | Ordered mesoporous alumina-supported metal oxides[END_REF][START_REF] Thommes | Physisorption of gases , with special reference to the evaluation of surface area and pore size distribution (IUPAC Technical Report)[END_REF]. Higher Mg contents (samples Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 , Fig. 2Ae,f) induce a decrease in the steepness of the loop and a shift to higher relative pressure, characteristic of more disordered and larger mesopores [START_REF] Morris | Ordered mesoporous alumina-supported metal oxides[END_REF][START_REF] Pan | Structural and surface properties of highly ordered mesoporous magnesium-aluminium composite oxides derived from facile synthesis[END_REF]. This is also illustrated by the pore sizes ranges (inset in Fig. 2A) and mean pore sizes (Table 2) estimated after deriving BJH curves from the desorption part of the N 2 -sorption isotherms. Thus, pore size distributions are narrow and with a mean size below 5.8 nm in the calcined samples with limited Mg content ( 7 wt%), but broader and shifted towards higher pores diameters (reaching a mean pore diameter of 7.4 nm) for both Mg-richest samples.

Concomitantly, the specific surfaces are lower in the Mg-rich materials, by about 20% compared to the mesoporous reference alumina support (Table 2). Despite these differences, the total pore volumes are close in all calcined solids, between 0.47 and 0.52 cm 3 .g -1 (Table 2). Looking into more details, it can also be seen that the physisorption curve for the pure Al 2 O 3 sample (Fig. 2Aa) shows a second small desorption step at low relative partial pressure (P/P 0 =0.5), which is characteristic of the occurrence of restrictions creating ink-bottle sections within the channels [START_REF] Meynen | Verified syntheses of mesoporous materials[END_REF][START_REF] Grosman | Capillary condensation in porous materials. Hysteresis and interaction mechanism without pore blocking/percolation process[END_REF]. This reveals a lower structural quality for this Ni-free and Mg-free material, also confirmed by its lower stability upon reduction, as shown by the decrease of about half of its surface area and pores volume after high temperature reduction treatment (Fig. 2Ba and Table 2). By comparison, the decrease is much less important for all other reduced samples whose shapes of isotherms moreover keep unchanged (Fig. 2B). The porous characteristics are thus globally preserved in the reduced catalysts except for a small shrinkage of the skeleton leading to slightly lower specific area and pore volume (Table 2).

Small and Wide angles X-rays diffraction

The structure ordering in the prepared samples was verified by small angle X-rays diffraction.

For all calcined samples having a Mg content from 0 to 7 wt% (Fig. 3Aa-d), a diffraction peak at 2θ around 0.7-0.9° is systematically seen, together with a weaker peak at around 1.5-1.7°, typical respectively of the [100] and [110] plane reflections of hexagonally ordered mesopores with p6mm symmetry [START_REF] Morris | Ordered mesoporous alumina-supported metal oxides[END_REF]. These peaks are more intense for calcined Ni 6 -Mg 5 -Al 2 O 3 and Ni 6 -Mg 7 -Al 2 O 3 (Fig. 3Ac,d) -and to a lower extent for calcined Ni 6 -Al 2 O 3 (Fig. 3Ab) -than for calcined Al 2 O 3 (Fig. 3Aa). This reveals a more uniform hexagonal arrangement in presence of nickel and/or magnesium, also associated to slightly smaller unit cells and thinner walls (Table 2) as deduced from the slight shifts of the peaks towards higher angles. These trends agree with previous literature reporting that Mg 2+ ions trigger certain interaction between the non-ionic surfactant P123 and metal ions (here Ni 2+ and Mg 2+ ), leading to better ordered structures [START_REF] Pan | Structural and surface properties of highly ordered mesoporous magnesium-aluminium composite oxides derived from facile synthesis[END_REF][START_REF] Wang | Synthesis, characterization and catalytic performance of MgO-coated Ni/SBA-15 catalysts for methane dry reforming to syngas and hydrogen[END_REF]. X-rays diffraction patterns were also registered at wide angles to get information on the small crystalline domains existing in the all Ni 6 -Mg x -Al 2 O 3 series of materials. For the calcined samples with 7 wt% Mg or less (Fig. 3Ba-d), only a very broad and weak signal of amorphous alumina is visible (between 20° and 35°) and no peaks of crystalline NiO or MgO are detected, indicating that all species constituting the material are either highly dispersed or amorphous.

Adding higher Mg amounts contributes to the appearance of diffraction peaks at 2θ equal to 37°, 43°, 63°, 75°, and 78° assignable to the (111), ( 200), ( 220 2).

XPS spectroscopy

Further insights on the characteristics of the Ni and Mg species were obtained by XPS and FT-IR spectroscopies applied to a selection of calcined materials. eV region, they all exhibit the same series of four bands, characteristic of Ni2p 3/2 transitions (Fig. 4A). Their intensities are similar, whatever the sample is. They correspond to an atomic Ni content of c.a. 2 %, below the expected 5 % atomic content in the materials (Table 2). This suggests the absence of nickel segregation on the surface of the alumina grains. Peaks positions are also identical, with a main Ni2p 3/2 signature at around 856 eV (with its satellite at 863 eV). Such binding energy is significantly higher than that expected in free NiO (around 853 eV) [START_REF] Xu | Ordered mesoporous alumina supported nickel based catalysts for carbon dioxide reforming of methane[END_REF] and is rather assignable to a NiAl 2 O 4 spinel phase in which nickel is in strong interaction with a locally structured Ni and Al environment [START_REF] Charisiou | Investigating the correlation between deactivation and the carbon deposited on the surface of Ni/Al2O3 and Ni/La2O3 -Al 2O3 catalysts during the biogas reforming reaction[END_REF]. In the 1300-1320 eV range, a band centered at 1304 eV typical of divalent magnesium (Mg 2+ ) in an oxygen-rich environment (here the mixed Mg-Aloxide lattice) is also visible for Ni 6 -Mg 7 -Al 2 O 3 (Fig. 4Bb). It is about 3.5 times more intense for Ni 6 -Mg 26 -Al 2 O 3 , in agreement with its higher Mg loading (Fig. 4Bc), and on the contrary absent for Ni 6 -Al 2 O 3 , as expected from the absence of Mg in this sample (Fig. 4Ba). 

FT-IR spectroscopy

CO 2 is often used as a probe molecule able to form carbonates upon interaction with basic sites.

Its propensity to be adsorbed on the series of prepared materials depending on the For the free carbonate ion, an asymmetric stretch vibration mode ν 3 (E) is expected at 1415 cm -1 .

The lowering of symmetry in the adsorbed state leads to a split in two bands at either sides of 1415 cm -1 (ν 3H and ν 3L , i.e. high and low components of the v 3 vibration) [START_REF] Lavalley | Infrared spectrometric studies of the surface basicity of metal oxides and zeolites using adsorbed probe molecules[END_REF], whose splitting (Δν 3 ) depends on the basic strength (the lower the splitting, the stronger the basic site). hus, Δν 3 values of ca. 100 cm -1 are generally observed for unidentate carbonates (uc) formed on strongly basic O 2-ions, whereas they are around 300 and > 400 cm -1 for chelating bidentate carbonates (cbc) and bridging bidentate carbonates (bbc) (i.e. "organic-like") formed on sites of decreasing basicity or involving the participation of an adjacent cationic site [START_REF] Lavalley | Infrared spectrometric studies of the surface basicity of metal oxides and zeolites using adsorbed probe molecules[END_REF][START_REF] Busca | Infrared spectroscopic identification of species arising from reactive adsorption of carbon oxides on metal oxide surfaces[END_REF]. From this bibliographic knowledge, it is tempting to assign the pairs of bands at 1410/1570 cm -1 (★ in Fig. 5) and 1360/1860 cm -1 (❖ in Fig. 5) to uc and cbc/bbc carbonates, respectively (as will be confirmed below). Besides, hydrogen carbonates (hc) implying the presence of basic hydroxyl groups can also be present [START_REF] Lavalley | Infrared spectrometric studies of the surface basicity of metal oxides and zeolites using adsorbed probe molecules[END_REF][START_REF] Busca | Infrared spectroscopic identification of species arising from reactive adsorption of carbon oxides on metal oxide surfaces[END_REF][START_REF] Prescott | Application of calcined Mg-Al hydrotalcites for Michael additions: An investigation of catalytic activity and acid-base properties[END_REF]. For the sake of completion, more insights on the basic strengths were obtained by comparing the spectra after evacuation at 200 °C. At that temperature, the surface hc species were almost completely desorbed, whatever the sample, allowing to satisfactorily curve-fit the spectra using four components with Gaussian profiles. On the one hand, the two central components at c.a. 

H 2 temperature-programmed studies (H 2 -TPR and H 2 -TPD)

Reducibility of the calcined samples was identified by temperature programmed reduction (H 2 -TPR) carried out from room temperature up to 900°C (Fig. 6A). The absence of peak in the profile of Ni-free mesoporous Al 2 O 3 (Fig. 6Aa) agrees with the absence of nickel. For all other samples, a single hydrogen reduction peak is distinctly seen, with a temperature at maximum that varies between 640 and 815 °C depending on the material. The H 2 consumption deduced from peaks area are always close to the theoretical consumption value of 860 μmol.g -1 for 5 wt% Ni, even if a little bit higher for Mg-richest Ni 6 -Mg 26 -Al 2 O 3 . This confirms the presence of nickel as well as the Ni contents that were also validated by XRF (Table 2). In line with XPS results

(showing no Ni enrichment on surfaces), no signal is detected in the temperature range between 300 and 400 °C, revealing the absence of weakly attached NiO nanoparticles on external surfaces [START_REF] Charisiou | Synthesis gas production via the biogas reforming reaction over Ni/MgO-Al2O3 and Ni/CaO-Al2O3 catalysts[END_REF][START_REF] Karam | Porous nickel-alumina derived from metal-organic framework (MIL-53): a new approach to achieve active and stable catalysts in methane dry reforming[END_REF]. For Ni 6 -Al 2 O 3 (Fig. 6Ab), the peak is centered around 708 °C, attesting on the contrary of a strong interaction between nickel and its alumina support. Again, this is in favor of the formation of spinel-like NiAl 2 O 4 species that were previously shown to be reduced above 700°C [START_REF] Karam | Porous nickel-alumina derived from metal-organic framework (MIL-53): a new approach to achieve active and stable catalysts in methane dry reforming[END_REF][START_REF] Gil-Calvo | Effect of Ni/Al molar ratio on the performance of substoichiometric NiAl2O4 spinelbased catalysts for partial oxidation of methane[END_REF].

When increasing the Mg content to 5 wt% (Fig. 6Ac) then 7wt% (Fig. 6Ad), the maximum of the TPR peak shifts to a slightly lower temperature (around 650 °C) as was already observed and explained by a competitive formation between NiAl 2 O 4 and MgAl 2 O 4 clusters, the Mg addition boosting the appearance of MgAl 2 O 4 species instead of the NiAl 2 O 4 spinel phase [START_REF] Charisiou | Synthesis gas production via the biogas reforming reaction over Ni/MgO-Al2O3 and Ni/CaO-Al2O3 catalysts[END_REF].

Nevertheless, as more Mg is added, an additional reduction peak centered around 800 °C starts to appear (Fig. 6Ae, sample Ni 6 -Mg 15 -Al 2 O 3 ) and it becomes predominant when reaching 26 wt% Mg loading (Fig. 6Af, sample Ni 6 -Mg 26 -Al 2 O 3 ). In view of this high Mg content, it was important at this step to ensure that no reduction of MgO (traditionally expected at temperatures above 1000 °C [START_REF] Hu | Solid-solution catalysts for CO2 reforming of methane[END_REF][START_REF] Singha | Synthesis and catalytic activity of a Pd doped Ni-MgO catalyst for dry reforming of methane[END_REF]) had taken place. To this end, we submitted a reference Ni-free Mg 26 -Al 2 O 3 material (prepared on purpose) to TPR and obtained an almostalthough not totally -flat profile (Fig. 6Ag). This indicated some -but very limited -reduction of the Mg-richest support itself. It may have contributed to the above-mentioned H 2 consumption slightly higher than expected for Ni 6 -Mg 26 -Al 2 O 3 (Table 2). Nevertheless, this contribution remains very little.

Therefore, it can be concluded that the peak at 800°C is not due to MgO reduction but almost exclusively to the reduction of nickel at an unusually high temperature. This suggests that nickel, in the Mg-richer material, is no longer present in a spinel phase but is rather embedded within basic mixed oxide NiO-MgO domains (possibly in the form of a NiO-MgO mixed solution)

where it is even more strongly stabilized. After reducing the samples at 650°C, H 2 -TPD experiments (also involing H 2 through its dissociatve adsortion on metal sites followed by thermo-programmed desorption) were carried out with the aim to evaluate the number of accessible metal active sites. Whatever the sample, the H 2 desorption profile consisted in a single peak centered around 800 °C (Fig. 6B) indicative of Ni 0 atoms at the surface of the nanoparicles having always high and comparable adsorption strength towards H 2 . The area of peaks was used to evaluate the number of such sites in all the catalysts and in turn estimate their apparent mean Ni 0 particles sizes and Ni dispersions. The latter are found to be close and between 16 and 18% in all materials having a Mg content below or equal to 7 wt%, the dispersion then falling as more Mg is added (Table 2).

Scanning and Transmission Electron Microscopies

The rough surface shows some lighter aggregates in the mixed detection mode (70% of secondary and 30% of retro-diffused signal, more sensitive to atomic numbers). This might indicate a chemical contrast possibly attributable to external MgO deposits (Fig. 7c). Whatever the sample, the images do not show evidence of any Ni nanoparticle on the surface in spite of the reduced state of the sample, indicating that they are either absent on the surface or too small to be detected by SEM.

To better visualize the porous organization and the size and location of the nickel-based nanoparticles, electron microscopy was also carried in transmission mode at high resolution (HR-TEM) using microtome cuts (50-60nm thickness) to ensure proper observations from the surface to the core of the mesoporous grains constituting the materials. This was done on the same three representative samples as above, which were observed both in their calcined (Fig. 7a'-c') and reduced (Fig. 7a"-c") forms. he image of calcined Ni 6 -Al 2 O 3 taken at high magnification with beam perpendicular to the orientation of the pores shows distinctly the structured mesoporous channels (Fig. 7a'). When the grains are parallel to the electronic beam, the very regular 2D p6mm hexagonal pore apertures are depicted (inset in Fig. 7a'). Under both orientations, the oxide walls look very regular and there is no evidence of any presence of individual metal nanoparticles, insisting on the high dispersion already deduced from previous techniques. Increasing the Mg amount to 7 wt% does not alter the well-organized parallel channels and the honeycomb orientation of the alumina pores (Fig. 7b') and the Ni phase is still not detectable. Its presence was however systematically confirmed by local EDX analyses (data not detailed) that also indicated homogeneous nickel content of 5 wt% whatever the analysis area in both calcined contributes to a structural deterioration of the channels and pores and leads to an ill-defined pore morphology. Moreover, few nickel-based nanoparticles with sizes between 4 and 5 nm appear, attesting of their presence even if they could not be detected by XRD due to the superimposition of the peaks (weak, low Ni amount) with the intense ones of crystalline MgO (Fig. 2Bf). In addition, some components segregation seems to take place in the oxide matrix itself, attested by the appearance of large darker zones (inset in Fig. 7c'). inside the walls of the mesostructured skeleton (Fig. 7a"). They become more and more distinct as more Mg is added (Fig. 7b",c"). The histograms of particles sizes (Fig. 8) show not only the increase of the Ni 0 nanoparticles but also the enlargement of their sizes ranges when raising the Mg content. 2) and, on the other hand, bright area in STEM-HAADF and Mg mapping images, corresponding to Mg-rich zones which mean sizes can be estimated as high as few tenths of nm (highlighted by white arrows). Such distinction between the Mg-poor and Mg-rich area in spite of the close atomic number of Mg and Al can be explained by the higher Mg/O atomic ratio of 1 in MgO compared to 2/3 in Al 2 O 3 enhancing the local response of the involved elements.

Catalytic performances

Catalytic tests were first performed on in-situ reduced Ni 6 -Al 2 O 3 and Ni 6 -Mg 7 -Al 2 O 3 at an hourly gas space velocity of 36 L.g -1 .h -1 in the range of those traditionally used in the literature (Table 1). In such conditions, CH 4 (Fig. 10Aa,b) and CO 2 (Fig. 10Ba,b) conversions at 650 °C are high on both catalysts (between 60 and 80%), close to thermodynamic equilibrium. This reveals excellent catalytic performances, especially for Ni 6 -Mg 7 -Al 2 O 3 that led to high and very stable CH 4 and CO 2 conversions during 50 h on stream. Some -even if very limited -activity loss was observed on Ni 6 -Al 2 O 3 . This suggests some positive effect of Mg, also attested by a CO 2 conversion very close to that of CH 4 and a H 2 /CO values almost equal to 1 on Ni 6 -Mg 7 -Al 2 O 3 , indicative of the absence of side reactions (curves b, Fig. 10). By comparison, some methane decomposition took place on Ni 6 -Al 2 O 3, consuming CH 4 and producing an excess of H 2 (curves a, Fig. 10). In spite of these tiny differences, the proximity of the reached conversions with those imposed by thermodynamics does not allow a proper comparison of the catalytic performances.

For this reason, a second set of catalytic tests was done at higher GHSV (180 L.g -1 .h -1 ) to access lower conversions levels. The multiplication by 5 of the gas space velocity led to a decrease of the conversions by a factor of only 2 or 3 on respectively Ni 6 -Mg 7 -Al 2 O 3 and Ni 6 -Al 2 O 3 (Fig. 10a,a' and 10c,c'). his absence of proportionality may reveal the occurrence of some diffusional limitations often known to exist in porous catalysts [START_REF] Singha | Synthesis and catalytic activity of a Pd doped Ni-MgO catalyst for dry reforming of methane[END_REF]. They however keep limited in our ordered mesoporous materials with low to intermediate Mg contents as deduced from complementary data (not detailed). Therefore, the decreases of conversions by a factor below 5 confirms that part of the active sites was previously not operating and the conversion levels below 40% attained at this higher GHSV allow a more appropriate discrimination between performances. For each catalyst, the CH 4 and CO 2 conversions progressively raised upon heating from r.t. up to 650 °C, in line with the endothermic character of DRM (light off curves, not shown), afterwards the temperature was kept at 650°C for 14h. The results of stability tests show a regular increase of the level of conversions when raising the Mg content from 0 to 5 and then 7 wt% (curves a'-c' in Fig. 10A and 10B for CH 4 and CO 2 , respectively), afterwards further Mg addition is no longer beneficial and provokes on the contrary an activity loss, particularly drastic on Ni 6 -Mg 26 -Al 2 O 3 (curve e', Fig. 10A and10B). This loss for the Mg-richest catalyst is also associated to a lowering of the H 2 /CO product ratio (below the stoichiometric value of 1) that moreover decreases significantly with time on stream, down to a value as low as 0.5 (Fig. 10Ce'). This decrease suggests a strong occurrence of the Reverse Water Gas Shift (RWGS) side reaction that is known to occur in the same temperature range as DRM and consumes CO suggests a limited coke formation, as deduced from one of our previous work on EISA-one-pot synthesized methane reforming catalysts [START_REF] Thommes | Physisorption of gases , with special reference to the evaluation of surface area and pore size distribution (IUPAC Technical Report)[END_REF]. 

Discussion

Influence of Mg content on pores ordering in the mesoporous Ni 6 -Mg x -Al 2 O 3 materials

In agreement with recent works [START_REF] Jabbour | Ordered mesoporous "one-pot" synthesized Ni-Mg (Ca)-Al 2 O 3 as effective and remarkably stable catalysts for combined steam and dry reforming of methane (CSDRM)[END_REF][START_REF] Karam | Nanostructured nickel aluminate as a key intermediate for the production of highly dispersed and stable nickel nanoparticles supported within mesoporous alumina for dry reforming of methane[END_REF], our results demonstrate that the combination of the Evaporation Induced Self Assembly (EISA) method with the one-pot synthesis allows to produce a hexagonally structured mesoporous Ni-Al 2 O 3 material with Ni highly dispersed and stabilized within the alumina matrix. Upon addition of a limited amount of magnesium (till c.a. 7 wt%), the hexagonal network of mesopores is preserved (XRD, N 2 physisorption and electron microscopy data). A homogeneous Mg repartition is obtained as well (Fig. 8B) and the pores ordering and stability under thermal treatments are even better than in a pure mesoporous Al 2 O 3 prepared by the same EISA-one-pot route. This is in line with previous studies reporting that the addition of nitrate in the synthesis medium (present in the nickel and magnesium precursors) ameliorates the structural quality of the formed mesoporous alumina. This might be due to a change of pH that accelerates the hydrolysis of the aluminum precursor and P123 surfactant and favors their coalescence to form micelles while keeping the Al-OH concentration high enough for 2Dhexagonal structure formation [START_REF] Pan | Structural and surface properties of highly ordered mesoporous magnesium-aluminium composite oxides derived from facile synthesis[END_REF]. 3Bf) and they are aggregated, forming Mg rich zones of a few tenths of nm is size (Fig. 9C).

An important impact of the MgO segregation is to produce strongly basic sites able to adsorb 

Impact of Mg on Ni dispersion and Ni-support interaction

After synthesis, the nickel content is close to the expected value of 6 wt% in all Ni 6 -Mg x -Al 2 O 3 materials, as deduced from chemical and TPR analyses ( [START_REF] Roh | Carbon dioxide reforming of methane over Ni catalysts supported on Al 2O3 modified with La2O3, MgO, and CaO[END_REF][START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF][START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF][START_REF] Hou | Meso-porous Ni/Mg/Al catalysts for methane reforming with CO2[END_REF]. This suggests an especially strong interaction between nickel and alumina in the EISA-one-pot synthesized Ni 6 -Mg x -Al 2 O 3 materials, also deduced from the high reduction temperature (between 650 and 700°C) and from both XRD and XPS data that reveal an intimate mixing between nickel and the alumina matrix in the form of structured spinel nickel-alumina (NiAl 2 O 4 ). Such types of nanospecies were recently reported in nickel-alumina synthesized by microwave assisted synthesis [START_REF] Gonçalves | One-Pot Synthesis of MeAl2O4 (Me = Ni, Co, or Cu) Supported on γ-Al2O3 with Ultralarge Mesopores: Enhancing Interfacial Defects in γ-Al2O3 to Facilitate the Formation of Spinel Structures at Lower Temperatures[END_REF], atomic layer deposition [START_REF] Littlewood | Ni-Alumina Dry Reforming Catalysts: Atomic Layer Deposition and the Issue of Ni Aluminate[END_REF] or prepared according to a MIL(Al)-53-based route [START_REF] Karam | Nanostructured nickel aluminate as a key intermediate for the production of highly dispersed and stable nickel nanoparticles supported within mesoporous alumina for dry reforming of methane[END_REF][START_REF] Karam | Porous nickel-alumina derived from metal-organic framework (MIL-53): a new approach to achieve active and stable catalysts in methane dry reforming[END_REF] between Ni 0 and the alumina walls after reduction able to strongly reinforce the metal-support interaction as also recently observed in mesoporous Ni-alumina catalysts prepared from MIL-53(Al) [START_REF] Karam | Nanostructured nickel aluminate as a key intermediate for the production of highly dispersed and stable nickel nanoparticles supported within mesoporous alumina for dry reforming of methane[END_REF][START_REF] Karam | Porous nickel-alumina derived from metal-organic framework (MIL-53): a new approach to achieve active and stable catalysts in methane dry reforming[END_REF].

The mean size of the Ni 0 particles tends to grow as more Mg is added as revealed by all techniques used for particles size estimation (Table 2 and Fig. 11B). According to H 2 -TPD data, the Ni dispersion varies from about 20% (5.2 nm Ni 0 mean size) for Ni 6 -Al 2 O 3 to less than 7% (14 nm Ni 0 mean size) for Ni 6 -Mg 26 -Al 2 O 3 . These mean size values are however systematically higher than when estimated by TEM or XRD, especially at high Mg content. Hence, not all nickel sites (expected to be the H 2 adsorption sites), would be accessible. For the Mg-poor samples, the discrepancy remains small and it is consistent with the above hypothesis that some nickel atoms are trapped at the interface between the Ni 0 nanoparticles and the alumina walls.

The reasons why it is much higher for Mg-rich Ni 6 -Mg 26 -Al 2 O 3 might be twofold. On one hand, it could be related to the significant loss of pores ordering, reducing the access to Ni 0 nanoparticles. On the other hand, part of nickel could be occluded in seggregated NiO-MgO nanodomains, in line with the unusually high reduction temperature (above 800 °C for Ni 6 -Mg 26 -Al 2 O 3 ) that attest of the strong interaction of nickel with its close vicinity (here the basic MgO phase) [START_REF] Min | Carbon dioxide reforming of methane on Ni-MgO-Al2O3 catalysts prepared by sol-gel method: Effects of Mg/Al ratios[END_REF]. The increase in basicity could also play a role by keeping the Ni 0 nanoparticles partially oxidized (local charge transfer). Thus, the loss of metallic character would make the particle less active for H 2 adsorptive dissociation [START_REF] Özdemir | Preparation and characterization of Ni based catalysts for the catalytic partial oxidation of methane: Effect of support basicity on H2/CO ratio and carbon deposition[END_REF]. Finally, it is worth recalling that mainly NiO (instead of NiAl 2 O 4 ) was detected in calcined Ni 6 -Mg 26 -Al 2 O 3 (by both XRD and TEM) and the supported nickel-based nanoparticles were quite unstable and sensitive to sintering. Thus, their mean diameter almost doubled after reduction (Table 2) in spite of the smaller size expected for a Ni 0 compared to a NiO particle (containing respectively only Ni or both Ni and O).

Reasons of an optimum Mg content for best catalytic performances in DRM

The At this point, it can be recalled that methane dissociation in DRM occurs on Ni sites (forming CHx intermediates) while carbon dioxide is adsorbed and activated on the surface sites of the oxide support. The expected positive role of basic sites is to increase the rate of activation of CO 2 [START_REF] Harada | Alkali metal nitrate-promoted highcapacity MgO adsorbents for regenerable CO2 capture at moderate temperatures[END_REF] (identified as uc and cbc, respectively, see section 3.4), and not only their global content but more specifically the amount of cbc are the highest at intermediate Mg loading (Fig. 11A). In addition, they coexist with weakly stable hydroxy-carbonates (hc).

These basicity features fit well the evolution of the apparent activation energies for CO 2 conversion (EaCO 2 ) on the Ni 6 -Mg x -Al 2 O 3 series of catalysts (Figure 11E). Firstly, their values (between 40 and 75 KJ.mol -1 ) are within the range of Ea a CO 2 values reported for nickel-based catalysts that significantly vary depending on the support properties, nature of promoters or catalytic tests conditions applied (Table S1). In the present work, the values keep at the bottom range, attesting of the efficiency of the catalysts towards CO 2 activation (no internal diffusion as demonstrated by Weisz-Prater criterion, SI). More importantly, the variation of Ea a CO 2 as a function of the Mg wt% shows a reverse volcano curve (Fig. 11E) and the lowest Ea the activity of the main reaction [START_REF] Özkara-Aydinoĝlu | A comparative study on the kinetics of carbon dioxide reforming of methane over Pt-Ni/Al2O3catalyst: Effect of Pt/Ni Ratio[END_REF]. In addition, the loss of structural ordering and porosity in Mg rich samples plays a detrimental role, by hindering the accessibility to the CO 2 and Ni 0 activation sites [START_REF] Zhang | Dry reforming of methane over Ni/MgO-Al2O3 catalysts prepared by two-step hydrothermal method[END_REF] which are moreover less numerous (low Ni dispersion and high Mg segregation).

Conclusion

In this work, we demonstrate the importance of controlling the amount of Mg added in porous nickel-alumina catalysts to optimize their catalytic performances in Dry Reforming of Methane.

With respect to the prepared organized mesoporous materials, four main physico-chemical properties are found to be crucial: i) preservation of a high surface area favorable to active sites dispersion, ii) maintenance of a hexagonal mesopores ordering that ensures easy access to the sites (both basic and metal ones), iii) generation of basic sites to facilitate the adsorptive 

Figure 1 :

 1 Figure 1: Evolution of CH 4 conversion in DRM as a function of Mg content in series of Ni-Mg x -Al 2 O 3

  purification. A typical synthesis involved dissolving 1 g of P123 Pluronic triblock copolymer (EO 20 PO 70 EO 20 , M n =5800, Sigma-Aldrich, 435465) in 20 mL of absolute ethanol (CH 3 CH 2 OH, M n =46.07, Sigma-Aldrich, 64175) at ambient temperature (25 °C) under intense stirring. 1.6 mL of 65 wt% nitric acid (HNO 3 , M n =63.01, Johnson Matthey S.A) was then added to the solution, still under stirring, simultaneously with A mmol of aluminum isopropoxide (Al[OCH(CH 3 ) 2 ] 3 , M n =204.24, Sigma-Aldrich, 220418), B mmol of nickel nitrate hexahydrate (Ni(NO 3 ) 2 .6H 2 O, Mn=290.79, Sigma-Aldrich, 72253), and C mmol of magnesium nitrate hexahydrate (Mg(NO 3 ) 2 •6H 2 O, M n =256.41, Sigma-Aldrich, 203696). For each preparation, the values of A, B and C were established as to keep the total molar composition (Ni + Mg + Al) constant and equal to 10 mmol. The obtained mixture was covered with a polyethylene film (PE) and kept under stirring overnight to reach a complete dissolution of the chemicals added. Next, the solution was dried at 60 °C for 48 h to slowly evaporate ethanol and HNO 3 with the aid of a Julabo connected to two plastic tubes that circulates water to regulate and control the temperature. The resulting Xerogels were calcined in a muffle furnace under air at 600 °C for 5 h with a heating rate of 0.5 °C.min -1 (thin bed conditions), giving the series of Ni 6 -Mg x -Al 2 O 3 materials. For the sake of comparison, two Ni free reference samples (Al 2 O 3 and Mg 26 -Al 2 O 3 ) were also synthesized using the same procedure except for the addition of Ni.

Figure 2 :

 2 Figure 2: N 2 adsorption-desorption isotherms of (A) calcined and (B) reduced samples (a) Al 2 O 3 , (b) Ni 6 -Al 2 O 3 , (c) Ni 6 -Mg 5 -Al 2 O 3 , (d) Ni 6 -Mg 7 -Al 2 O 3 , (e) Ni 6 -Mg 15 -Al 2 O 3 , (f) Ni 6 -Mg 26 -Al 2 O 3

  After reduction, this hexagonal ordering in Ni 6 -Al 2 O 3 , Ni 6 -Mg 5 -Al 2 O 3 and Ni 6 -Mg 7 -Al 2 O 3 is preserved, as shown by the persistence of diffraction bands, even if their weak intensity and broadening, till disappearance for the weaker one, indicate some loss of structural organization (Fig. 3A'a-d). Conversely, no diffraction peaks at small angles, and hence no pores ordering, are detected for both Mg-richer Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 materials, neither in their calcined (Fig. 3Ae,f) nor in their reduced states (Fig. 3A'e,f).

  ), (311) and (222) reticular plans of crystalline MgO, respectively (JCPDS: 78-0430). The peaks are very weak and broad for Ni 6 -Mg 15 -Al 2 O 3 (Fig. 3Be), revealing very small crystalline domains, but they are intense and thinner for Ni 6 -Mg 26 -Al 2 O 3 (Fig. 3Bf) indicating the presence of MgO crystallites of about 5 nm is size. Still, no peaks attributable to Ni-based crystallites are detected.

Figure 3 :

 3 Figure 3: (A,A') Low and (B,B') wide angles XRD patterns of ((A-B) calcined and (A'-B') reduced samples (a) Al 2 O 3 , (b) Ni 6 -Al 2 O 3 , (c) Ni 6 -Mg 5 -Al 2 O 3 , (d) Ni 6 -Mg 7 -Al 2 O 3 , (e) Ni 6 -Mg 15 -Al 2 O 3 and (f) Ni 6 -Mg 26 -Al 2 O 3 .

Figure 4

 4 Figure 4 shows the XPS spectra of Ni 6 -Al 2 O 3 , Ni 6 -Mg 7 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 . In the 850-890

Figure 4 :

 4 Figure 4: XPS spectra in the ranges (A) 850-890 eV (Ni element) and (B) 1300-1320 eV (Mg element) of calcined samples (a) Ni 6 -Al 2 O 3 , (b) Ni 6 -Mg 7 -Al 2 O 3 and (c) Ni 6 -Mg 26 -Al 2 O 3 .

  Mg content was studied by FT-IR spectroscopy taking Al 2 O 3 , Ni 6 -Mg 7 -Al 2 O 3 , Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 as representative materials.Figure5shows the spectra obtained in the 1900-1100 cm -1 frequency range (where carbonates signatures appear) after CO 2 adsorption and successive evacuation at r.t. (Fig.5, full lines), then 100 °C (Fig.5, dashed lines) and finally 200 °C (Fig.5, dotted lines).

Figure 5 .

 5 Figure 5. FT-IR spectra obtained in the 1900-1100 cm -1 range after exposure of samples (a) Al 2 O 3 , (b) Ni 6 -Mg 7 -Al 2 O 3 , (c) Ni 6 -Mg 15 -Al 2 O 3 and (d) Ni 6 -Mg 26 -Al 2 O 3 to CO 2 adsorption (7.5 kPa CO 2 equilibrium pressure) then desorption at r.t (full lines), 100 °C (dashed lines) and 200 °C (dotted lines).

  1580 and 1410 cm -1 led to very similar Δν 3uc values of 151, 154 and 163 cm -1 (for Ni 6 -Mg 7 -Al 2 O 3 , Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 , respectively), in the range of those of uc species commonly found on strong O 2-basic sites. On the other hand, the Δν 3cbc split values between the components of weaker cbc species at c.a. 1350 and 1660 cm -1 were as expected higher (281, 274 and 320 cm -1 for Ni 6 -Mg 7 -Al 2 O 3 , Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 , respectively), especially for Mg-richer Ni 6 -Mg 26 -Al 2 O 3 .

Figure 6 :

 6 Figure 6: (A) H 2 -TPR (calcined samples) and (B) H 2 -TPD (reduced samples) profiles of (a) Al 2 O 3 , (b) Ni 6 -Al 2 O 3 , (c) Ni 6 -Mg 5 -Al 2 O 3 , (d) Ni 6 -Mg 7 -Al 2 O 3 , (e) Ni 6 -Mg 15 -Al 2 O 3 , (f) Ni 6 -Mg 26 -Al 2 O 3 and (g) Mg 26 -Al 2 O 3 .

  morphology and surface topography of the Ni 6 -Mg x -Al 2 O 3 grains in the prepared materials were analyzed by scanning electron microscopy (SEM) taking reduced Ni 6 -Al 2 O 3 , Ni 6 -Mg 7 -Al 2 O 3 and Ni 6 -Mg 26 -Al 2 O 3 as representative samples. At low magnification (5k), all materials appear as big blocks (some tenths of μm in size, not shown) but closer observation (Fig. 7) reveals that these blocks consist of aggregations of strongly interconnected smaller porous grains. On Ni 6 -Al 2 O 3 , and to a lesser extent on Ni 6 -Mg 7 -Al 2 O 3 , the apertures of the organized channels are clearly seen (insets in Fig. 7a,b, respectively), but not in Ni 6 -Mg 26 -Al 2 O 3 whose

Figure 7 :

 7 Figure 7: (a-c) SEM and (a'-c',a"-c") HR-EM images of (a'-c') calcined and (a-c, a"-c") reduced materials: (a-a") Ni 6 -Al 2 O 3 , (b-b") Ni 6 -Mg 7 -Al 2 O 3 and (c-c") Ni 6 -Mg 26 -Al 2 O 3 .

Ni 6 -

 6 Al 2 O 3 and Ni 6 -Mg 7 -Al 2 O 3 . Conversely, further Mg increment up to 26 wt% (Fig. 7c') clearly

Figure 8 :

 8 Figure 8: Histograms of Ni 0 particle sizes distributions established from HR-TEM images of the reduced catalysts Ni 6 -Al 2 O 3 (green), Ni 6 -Mg 7 -Al 2 O 3 (blue) and (c) Ni 6 -Mg 26 -Al 2 O 3 (purple)

Figure 9 :

 9 Figure 9: STEM-HAADF images (left) and related STEM-EDX elemental mappings (Mg, Ni and Al) for reduced (A) Ni 6 -Al 2 O 3 , (B) Ni 6 -Mg 7 -Al 2 O 3 and (C) Ni 6 -Mg 26 -Al 2 O 3 . The Mg mapping is not shown for Mg free Ni 6 -Al 2 O 3 (top) and replaced by a comparison of zoomed images of a same area observed by (a) HR-EM and (a') S EM-HAADF.

  2 and H 2 to produce CO and H 2 O [1]. In contrast, the H 2 /CO product ratio keeps close to 1 on all other catalysts, being either slightly below 1 for Ni 6 -Al 2 O 3 and Ni 6 -Mg 15 -Al 2 O 3 (Fig. 10Ca',d'), above one for Ni 6 -Mg 5 -Al 2 O 3 (Fig. 10Cb'), or equal to one for the most active Ni 6 -Mg 7 -Al 2 O 3 catalyst (Fig. 10Cc'). The good catalytic stability observed on all samples (except Ni 6 -Mg 26 -Al 2 O 3 )

Figure 10 :

 10 Figure 10: (A) CH 4 conversions, (B) CO 2 conversions and (C) H 2 :CO ratios as a function of time during catalytic tests (650°C, 1 atm, CH 4 :CO 2 = 1:1) carried out at a GHSV of (a, c) 36 or (a'-e') 180 L.g -1 .h -1 on the reduced catalysts: (a,a') Ni 6 -Al 2 O 3 , (b') Ni 6 -Mg 5 -Al 2 O 3 , (c,c') Ni 6 -Mg 7 -Al 2 O 3 , , (d') Ni 6 -Mg 15 -Al 2 O 3 and (e') Ni 6 -Mg 26 -Al 2 O 3 catalysts. Thermodynamic equilibrium values (black lines).

  Upon further Mg enrichment (Ni 6 -Mg 15 -Al 2 O 3 and Ni 6 -Mg 15 -Al 2 O 3 samples), the hexagonally structured porous network is progressively lost, as attested by the alteration of the N 2 -soprtion hysteresis loop, the absence of X-ray diffraction peak at low angles and the deterioration of the parallel and hexagonal alumina channels in TEM images. This loss of structural quality can be explained firstly by the fact that the ionic radius of Mg 2+ (0.72 Å) is larger than that of Al 3+ (0.54 Å), producing Mg-O bonds longer than the Al-O ones. Thus, the incorporation of a too high amount of Mg 2+ into the mesoporous alumina framework would result in a meso-structural expansion, hence in a network degradation. Secondly, the merge of the micelle composite in the solution could be perturbed by excessive changes in the chemical composition and pH conditions, leading at high Mg content to disordered materials containing segregated crystalline MgO domains. The MgO crystals are very small in Ni 6 -Mg 15 -Al 2 O 3 (very broad and weak XRD peaks, Fig. 3Be) but their mean diameter reaches 5 nm in Ni 6 -Mg 26 -Al 2 O 3 (Fig.

CO 2

 2 as unidentate carbonates (uc). The latter are characterized by an intense ν 3 FT-IR doublet (bands at 1570 and 1410 cm -1 ) that persists after evacuation at 200 °C. The number of such sites is very low in Ni 6 -Mg 7 -Al 2 O 3 , supporting the fact that the Mg 2+ ions are mainly dispersed within the alumina matrix (as also suggested by transmission electron micrographs). They are more numerous in Ni 6 -Mg 15 -Al 2 O 3 in which a segregation of MgO starts to be detected by XRD.However, their amount is maximum at intermediate Mg loading and next decreases upon further Mg addition (Ni 6 -Mg 26 -Al 2 O 3 ). Then, the normalized integrated absorbance of the whole FT-IR bands envelope in the 1800-1100 cm -1 range (i.e. amount of basic O 2-sites) tends also to decrease (Fig.11A) due the formation of bulkier MgO crystals with reduced number of basic defective sites at their external surface. (e.g. edges and corners). Moreover, this segregation is associated to a loss of structural quality of the material, hindering further the access to adsorption/active sites.

  present study finally confirms the volcano behavior suggested by literature during DRM reaction. It consists in a regular gain of CH 4 and CO 2 conversions when introducing Mg into mesoporous Nickel alumina catalysts up to a certain level, afterwards an activity loss takes place if too much Mg is added (Fig. 1 for bibliography and Fig. 11C for our work). Due to distinct Ni dispersions and therefore distinct number of active sites in the catalysts, a more appropriate comparison of sites activity relies on Turn-Over-Frequencies that were estimated from conversions and nickel dispersion values, as detailed in section 2.3, for the whole Ni 6 -Mg x -Al 2 O 3series of catalysts. Interestingly, the plot of TOFs as a function of the Mg content still shows a volcano trend, with values varying between 2.50 s -1 and 5.81 s -1 and a maximum positioned at an intermediate Mg amount, between 5 and 10 wt% of Mg (Fig.11D). Thus, conversion levels not only depend on nickel dispersion and active sites accessibility but also on the intrinsic sites activity that is maximum at intermediate Mg content.
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 11 Figure 11: Evolution as a function of the Mg content of; (A) FTIR bands area; (B) Ni 0 dispersion estimated from (∆) XRD, (ᴏ) HRTEM, and (•) H 2 -TPD measurements; (C, D, E) catalytic performances expressed as Turn-OverFrequency (TOF), CH 4 conversion (X CH4 ), CO 2 conversion (X CO2 ) and apparent activation energy for CH 4 (Ea CH4 ) and CO 2 (Ea CO2 ) consumptions.

  a CO 2 value (easier CO 2 activation) is obtained at an intermediate Mg loading (5-10 wt %), in a range where accessible medium basic sites are also the most numerous. This positive basicity effect could contribute as well to the decrease of the EaCH 4 value (down to 51 kJ.mol -1 for Ni 6 -Mg 7 -Al 2 O 3 ) by facilitating the reaction of the formed CH* intermediates with activated CO 2 adsorbates, limiting in turn coke formation. It should be kept in mind, however, that CH 4 activation occurs on Ni 0 metal sites whose electronic behavior and therefore intrinsic activity could be also affected. If present, such effect would be nevertheless expected to rather decrease the metallic character of the nanoparticles than increasing it, having most likely a negative effect on methane decomposition. It is also worth noting that the EaCH 4 values are above the EaCO 2 ones, showing that the activation of CH 4 is the rate limiting step on those catalysts. Combined to the basicity effect discussed above, the increase of both EaCO 2 and EaCH 4 when adding too much Mg might be also related to the high RWGS occurrence (Ni 6 -Mg 26 -Al 2 O 3 catalyst), attested by the drastic fall of the H 2 /C product ratio (Fig. 10Ce'), retarding and hindering

  activation of CO 2 expected to react with the intermediate carbonaceous species (or deposits) formed during DRM and iv) preservation of the nickel dispersion after reduction and during reaction. To fit all these constraints, we demonstrate that Mg addition is indeed positive by providing basic sites in the material, but the Mg content should be controlled and kept at an intermediate level (between 5 and 10 wt% in the present Ni 6 -Mg x -Al 2 O 3 series of materials) in order to avoid MgO segregation that occurs at high Mg contents and leads to the aggregation of big MgO crystals. This provokes a loss of structural ordering, a decrease of the specific surface and a loss of accessible sites (both basic and metal ones). Moreover, it generates the presence of mainly strong basic sites instead of intermediates ones (forming respectively unidendate carbonates (uc) and bidentate carbonates (cbc) upon CO 2 adsorption) while the latter are more appropriate for the reaction because being slightly less stable and hence more reactive towards intermediate carbonaceous species (deposits) during DRM. In addition, using the EISA-one-pot synthesis method, and as long as the Mg content does not exceed the intermediate content discussed above, nickel in the calcined samples is present in the form of spinel nickel-aluminate nanospecies embedded within the alumina walls, leading after reduction to small and unusually stable Ni 0 nanoparticles that are assumed to interact with the support by a remaining interface.These features are lost in the Mg-rich calcined materials in which NiO (less stable) as well as mixed NiO-MgO domains (in which Ni is no longer accessible) are found to exist. In agreement with their physicochemical properties (preserved hexagonal mesopores, high Ni dispersion, basic sites of intermediate strength, sites accessibility), the catalysts with intermediate Mg contents show the highest conversions, highest TOFs values and lowest activation energies. They are also highly stable and selective to the targeted DRM reaction.

Table 1

 1 

Table 2 )

 2 . In spite of its presence, nickel is however detected neither by XRD nor by TEM in calcined Ni 6 -Al 2 O 3 and Ni 6 -Mg 7 -Al 2 O 3 , revealing an extremely high metal dispersion, in contrast with literature that commonly report NiO nanoparticles of few nanometers (between 6 and 12 nm, Table 1) in nickel-magnesium based mesoporous alumina prepared by other methods

  . Upon reduction, nickel is extracted from the NiAl 2 O 4 nanophases to give homogenously distributed Ni 0 nanoparticles. The latter are detectable by electron microscopy in STEM-HAADF mode but remain very tiny in both Mg free Ni 6 -Al 2 O 3 and Ni 6 -Mg 5 -Al 2 O 3 catalysts (hardly identified by HR-TEM). This fits our recent proposal that reduced nickel nanoparticles issued from the reduction of NiAl 2 O 4 nanodomains embedded in the walls are unusually stable against sintering due to a remaining interface made of nickel-aluminate-like (or related phase) acting as a "glue"

  with intermediate formation of carbonates. A previous in-situ DRIFT study of rare earth promoted Ni-Mg-Al catalysts concluded to the involvement of two types of carbonates, i.e. monodentate and bidentate carbonates that react effectively with deposited carbon during DRM and enhance the catalytic stability[START_REF] Cao | Promotional effects of rare earth elements (Sc, Y, Ce, and Pr) on NiMgAl catalysts for dry reforming of methane[END_REF]. In the same study, it was also proposed that bidentate carbonates are more favorable for CHx conversion because of being less stable (i.e. more reactive). Such carbonates are similarly present in our mesoporous Ni 6 -Mg x -Al 2 O 3 catalysts
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