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A performance optimisation study of a thrust bearing with surface texturing has been addressed. Bearing response calculations have been performed with a thermohydrodynamic modelling approach. A THD-optimal bearing design has been calculated, and a sensitivity analysis has been performed. The optimal design has been evaluated utilising a thermoelastohydrodynamic model, in order to quantify the effects of thermal deformations on tribological characteristics, and a sensitivity analysis demonstrated a small difference on the parameter set of the optimal geometry. However, bearing performance is substantially affected by thermal deformations, leading to a reduction of thrust load by 13% and an increase of friction coefficient by 10%. The presented results highlight the importance of modelling thermal deformation on the design of textured thrust bearings.

INTRODUCTION

Many studies have been conducted aiming at optimising texture design and evaluating the effects of texturing on the tribological characteristics of thrust bearings [START_REF] Rahmani | Optimization of partially textured parallel thrust bearings with square-shaped micro-dimples[END_REF][START_REF] Fu | An Optimum Design Approach for Textured Thrust Bearing With Elliptical-Shape Dimples Using CFD and DOE Including Cavitation[END_REF][START_REF] Brizmer | Laser Surface Textured Parallel Thrust Bearing[END_REF]. In most of the studies, the conclusion drawn was that, for each application, the optimal texture parameters differ (in terms of texture region, shape, and depth), thus individual studies need to be performed on a per-case basis [START_REF] Gropper | Hydrodynamic lubrication of textured surfaces: A review of modeling techniques and key findings[END_REF]. Moreover, the optimised texture parameters have shown to improve the performance characteristics of the bearings in a narrow range of operating conditions, but both computational [START_REF] Papadopoulos | Computational Fluid Dynamics Thermohydrodynamic Analysis of Three-Dimensional Sector-Pad Thrust Bearings with Rectangular Dimples[END_REF] and experimental studies [START_REF] Henry | An experimental analysis of the hydrodynamic contribution of textured thrust bearings during steady-state operation: A comparison with the untextured parallel surface configuration[END_REF] have pointed out that, for high values of specific pressure, the positive effect of textures decreases dramatically, whereas, in some conditions, even a plain parallel thrust bearing exhibits better tribological characteristics than a partially textured thrust bearing optimised for different operating conditions [START_REF] Henry | An experimental analysis of the hydrodynamic contribution of textured thrust bearings during steady-state operation: A comparison with the untextured parallel surface configuration[END_REF][START_REF] Deng | Comparison of experimental, thermoelastohydrodynamic (TEHD) and thermal, non-deforming computational fluid dynamics (CFD) results for thrust bearings: part II[END_REF]. At high values of specific pressure, mechanical and/or thermal deformations of the bearing geometry become significant, therefore more advanced modelling procedures are required, in order to evaluate the optimal texture geometry of the bearings [START_REF] Hahn | The Effects of Thermal Expansion in Infinitely Wide Slider Bearings-Free Thermal Expansion[END_REF][START_REF] Dabrowski | Evaluation of water turbine hydrodynamic thrust bearing performance on the basis of thermoelastohydrodynamic calculations and operational data[END_REF][START_REF] Brockett | Thermoelastohydrodynamic Analysis of Fixed Geometry Thrust Bearings Including Runner Deformation[END_REF][START_REF] Tieu | Thermo-Elasto-Hydrodynamic-Analysis of Step and Diaphragm Thrust Bearing[END_REF][START_REF] Zhai | Numerical simulations for the fluidthermal-structural interaction lubrication in a tilting pad thrust bearing[END_REF][START_REF] Xu | A Thermal Elastohydrodynamic Lubricated Thrust Bearing Contact Model[END_REF][START_REF] Dabrowski | Evaluation of water turbine hydrodynamic thrust bearing performance on the basis of thermoelastohydrodynamic calculations and operational data[END_REF][START_REF] Zhai | Numerical simulations for the fluidthermal-structural interaction lubrication in a tilting pad thrust bearing[END_REF][START_REF] Glavatskih | The Significance of Oil Thermal Properties on the Performance of a Tilting-Pad Thrust Bearing[END_REF][START_REF] Glavatskih | TEHD Analysis of Thrust Bearings With PTFE-Faced Pads[END_REF]. The present study consists of two parts. The first part is to identify an optimal textured parallel thrust bearing geometry, for given operating conditions, utilising the state-of-the-art approach from the current literature [START_REF] Lianga | Thermo-Elasto-Hydrodynamic analysis and optimization of rubbersupported water-lubricated thrust bearings with polymer coated pads[END_REF][START_REF] Kucinschi | Thermoelastohydrodynamic (TEHD) Analysis of a Grooved Thrust Washer[END_REF][START_REF] Hartinger | CFD Modeling of a Thermal and Shear-Thinning Elastohydrodynamic Line Contact[END_REF][START_REF] Charitopoulos | Thermohydrodynamic analysis of a textured sector-pad thrust bearing: effects on mechanical deformations[END_REF]. Thus, a 3D CFD approach has been selected. A thermo-hydrodynamic (THD) model has been generated, considering viscous dissipation, solution of the energy equation in the fluid domain, and conjugate heat transfer in the solid domains. An optimisation problem has been defined, with two objective functions, namely the load carrying capacity (LCC) and the friction torque. The sector pad thrust bearing geometry modeled in the present study is a parallel thrust bearing featuring a 6 by 4 array of rectangular dimples at the inflow region of the bearing pad, in the circumferential and radial directions, respectively. The optimisation parameters of texture geometry are (a) the textured length, as a percentage of the total pad angle, (b) the textured width, as a percentage of the total pad width, and (c) the textured depth, in microns. A genetic algorithm optimisation procedure has been utilised, following the work of Papadopoulos et al. [START_REF] Papadopoulos | Geometry optimization of Textured Three-Dimensional Micro-Thrust Bearings[END_REF]. After the optimisation has been concluded, a parametric analysis has been performed in a narrow range of the optimised parameters, in order to verify that the optimised geometry is indeed the global optimum. In the second part of the present study, a thermo-elasto-hydrodynamic (TEHD) [START_REF] Jiang | Thermal Elastohydrodynamic Lubrication Analysis of Tilting Pad Thrust Bearings[END_REF][START_REF] Schenk | A Transient Thermoelastohydrodynamic Lubrication Model for the Slipper/Swashplate in Axial Piston Machines[END_REF][START_REF] Tang | A novel model for predicting thermoelastohydrodynamic lubrication characteristics of slipper pair in axial piston pump[END_REF] model has been generated, taking into consideration the mechanical and thermal deformation of the pad domain. The THD optimised geometry has been re-evaluated with the TEHD modelling approach. Moreover, a second parametric analysis has been performed, in order to identify, with the more advanced TEHD modelling approach, that the previous identified optimum is in fact the optimum while the thrust bearing operates highly loaded. Finally, the bearing performance parameters in TEHD conditions have been evaluated and compared to those corresponding to THD. The main goal of the present study is not to optimise the texture slider bearing, but in the contrary to identify why in real applications the textured configuration exhibits worst tribological characteristics, and why that the contemporary calculation methods overestimate its performance capabilities.

NUMERICAL MODEL

Basic Geometry

Three different domains make up the present computational model, namely the pad, the fluid, and the rotor, depicted in Fig. 1. The thrust bearing geometry selected for the present study, is the one presented by the experimental work of Henry et al. [START_REF] Henry | An experimental analysis of the hydrodynamic contribution of textured thrust bearings during steady-state operation: A comparison with the untextured parallel surface configuration[END_REF]. All operating conditions have been set in accordance with the aforementioned work. The dimensions of the thrust bearing can be displayed in Table 1. The gap between the rotor and the stator constitutes the lubricant domain. In order to be able to take into account the oil mixing, the groove geometry needed to be modelled. Thus, half of the fore and aft grooves have been incorporated in the geometry of the sector pad model. Including the groove geometry, helps for the more accurate representation of the hot-oil-carry-over phenomenon. 

Table 1-Basic dimensions of the thrust bearing model.

Texture Geometry Parameters

The designed textured geometry consists of 24 rectangular, 6 dimples in the circumferential direction and 4 dimples in the radial direction with a texture density ρ of 80%. Schematic of the texture configuration is presented in Fig. 2. The overall textured width is calculated as a percentage of the total pad width and the textured length as a percentage of the total pad angle, excluding the grooves. The textured depth is constant for all the dimples; in the present study it is varied between 10 μm and 50 μm. 

Meshing procedure

The mesh of the THD and TEHD models is identical. A detailed mesh study has been conducted, in order to evaluate the final mesh parameters. For all three domains a structured mesh has been generated, with 150 elements in the circumferential direction, and 60 in the radial. Namely the total number of elements for the three domains are: a) for the pad 910,000 elements, b) for the lubricant 340,000, with 15 layers of hexahedral elements in the cross-flow direction and 15 layers in the cross-flow direction inside the textured area, c) for the rotor 350,000 elements. The elements utilised in this study are the Solid 226 elements for the Pad geometry, and HEXA_8 for the fluid and rotor domain. In Fig. 3 a visual representation of the utilised mesh is presented. Mesh and convergence studies have been performed previously [START_REF] Charitopoulos | Numerical investigation of parallel and quasiparallel slider bearings operating underThermoElastoHydroDynamic (TEHD) regime[END_REF], and the same parameters have been utilised.

Figure 3-Mesh details

Boundary Conditions

The fluid surrounds the thrust bearing; thus, the pad is considered fully flooded. Inlet pressure of 1 bar is imposed on the fluid inner surface, as denoted in Fig. 4. Following the work in [START_REF] Papadopoulos | Computational Fluid Dynamics Thermohydrodynamic Analysis of Three-Dimensional Sector-Pad Thrust Bearings with Rectangular Dimples[END_REF], the heat transfer coefficients and temperatures have been considered accordingly, to both solid domains, see Fig. 4 and Table 2. The inner surface of the bearing pad is in contact with oil, the outer surface is in contact with air, and the bottom surface is in contact with steel (shaft), therefore, appropriate values of heat transfer coefficients have been selected at each location (more details can be found in reference [START_REF] Charitopoulos | Numerical investigation of parallel and quasiparallel slider bearings operating underThermoElastoHydroDynamic (TEHD) regime[END_REF]). The same procedure has been followed to account for the heat transfer coefficients of the rotor surfaces. The bottom surface of the pad domain has been considered fixed. The rotor domain has been considered rigid. The thermophysical properties of both solid domains' material are introduced in Table 3. The thermophysical properties of the lubricant are introduced in Table 4. The ISO VG 46 lubricant has been utilised, with a constant density of 870 kg/m 3 , and a temperature dependent viscosity. The viscosity has been modeled according to the McCoull and Walther relation [START_REF] Papadopoulos | Computational Fluid Dynamics Thermohydrodynamic Analysis of Three-Dimensional Sector-Pad Thrust Bearings with Rectangular Dimples[END_REF]:

𝑙𝑙𝑙𝑙𝑙𝑙(𝑙𝑙𝑙𝑙𝑙𝑙(𝑣𝑣 + 𝑎𝑎) ) = 𝑏𝑏 -𝑛𝑛𝑙𝑙𝑙𝑙𝑙𝑙(𝑇𝑇)
where, ν is the kinematic viscosity (cSt), T is the temperature and a = 0.6, b = 9.02865, and n = 3.52681. Finally, the rotational speed of the rotor for all the calculations of the present study has been set at 6000 RPM, the resulting sliding velocity in the mid-radius of the bearing is approximately 22 m/s. 

Figure 4 -Computational model: designation of domain surfaces. Table 2 -Boundary conditions of the models. Table 3 -Thermophysical properties of the pad and rotor materials.

TEHD modelling procedure

The thermoelastohydrodynamic (TEHD) model has been generated utilising a commercial code (Ansys CFX and Ansys Mechanical). A 2-way FSI modelling approach has been utilised for the fluid/pad interface, where the CFX and FE solvers exchange data for the continuity of the temperature and pressure on both domains. In particular, (a) temperature and pressure field data are transferred from the CFD to the FE solver, and (b) mesh displacement and heat flux of the interface from the FE to the CFD solver. The bearing pad geometry can deform due to (i) the temperature gradient, and (ii) pressure generated within the thin lubricant film.

For the solution of the TEHD model, the below presented steps have been followed:

• The Finite Element solver evaluates the thermal expansion of the pad domain, for an initial temperature difference of twenty degrees Celsius. Then the transformed geometry is transferred to the CFD solver. • In the second step the flow of the lubricant domain is calculated. This includes the solution of the conjugate heat transfer in the rotor domain. • The calculated temperature and pressure profile of the fluid/pad interface are transferred to the Finite Element solver in order to re-evaluate the mesh displacement due to thermal and mechanical deformation on the pad domain. • This procedure iterates until the difference of the maximum nodal displacement of two consecutive steps is less than a preset value. • In the final step, all the tribological characteristics of the bearing are evaluated.

In order to evaluate the bearing performance on a specific minimum film thickness, five values of the initial minimum thickness of the fluid domain are selected and evaluated. The resulting minimum film thickness values are plotted versus the initial minimum film thickness, and by interpolating with a polynomial equation, the required initial minimum film thickness is evaluated. Finally, the model is recalculated in order to acquire the performance of the bearing with the wanted final minimum film thickness.

The algorithm utilised for calculating the bearing characteristics is depicted in Fig. 5. The computational time needed for the above modelling approach is approximately 5 days in a 24-core computer, for a single minimum film thickness evaluation. In comparison a simple THD model needs only 3hours on the same computer. The pad undergoes elastic deformation due to (a) pressure distribution on the fluid/pad interface, and (b) the thermal expansion of the solid. The stress is related to strain by:

{𝜎𝜎} = [𝐷𝐷] ⋅ {𝜀𝜀 𝑒𝑒𝑒𝑒 } [5]
where {𝜀𝜀 𝑒𝑒𝑒𝑒 } = {𝜀𝜀} -{𝜀𝜀 𝑡𝑡ℎ } , and {𝜀𝜀 𝑡𝑡ℎ } = [𝑎𝑎 𝑠𝑠𝑒𝑒 , 𝑎𝑎 𝑠𝑠𝑒𝑒 , 𝑎𝑎 𝑠𝑠𝑒𝑒 , 0,0,0] 𝑇𝑇 [START_REF] Henry | An experimental analysis of the hydrodynamic contribution of textured thrust bearings during steady-state operation: A comparison with the untextured parallel surface configuration[END_REF] where α se represents the coefficient of thermal expansion.

The cavitation model utilised is the Rayleigh Plesset described by the equation [START_REF] Deng | Comparison of experimental, thermoelastohydrodynamic (TEHD) and thermal, non-deforming computational fluid dynamics (CFD) results for thrust bearings: part II[END_REF].

𝑅𝑅 𝐵𝐵 𝑑𝑑 2 𝑅𝑅 𝐵𝐵 𝑑𝑑𝑡𝑡 2 + 3 2 � 𝑑𝑑𝑅𝑅 𝐵𝐵 𝑑𝑑𝑡𝑡 � 2 + 2𝜎𝜎 𝐵𝐵 𝜌𝜌𝑅𝑅 𝐵𝐵 = 𝑝𝑝 𝑣𝑣 -𝑝𝑝 𝜌𝜌 [7]
where 𝑅𝑅 𝐵𝐵 is the bubble radius, 𝛻𝛻 𝑣𝑣 is the pressure inside the bubble (the vapor pressure is calculated at the temperature of the surrounding lubricant), 𝛻𝛻 is the pressure in the liquid surrounding the bubble, 𝜌𝜌 is the liquid density, and 𝜎𝜎 𝐵𝐵 is the surface tension coefficient between the liquid and vapor. No thermal barriers are considered between the liquid and the vapor.

The calculation of the load carrying capacity (LCC) of the thrust bearing is evaluated on the fluid/rotor (FSI) interface by the following expression [START_REF] Hahn | The Effects of Thermal Expansion in Infinitely Wide Slider Bearings-Free Thermal Expansion[END_REF]:

𝐿𝐿𝐿𝐿𝐿𝐿 = ∬ 𝛻𝛻(𝑥𝑥, 𝑦𝑦) 𝑑𝑑𝑥𝑥 𝑑𝑑𝑦𝑦 𝐹𝐹𝐹𝐹𝐹𝐹 [8]
The friction torque (Fr) is evaluated on the fluid/rotor interface.

RESULTS

THD Optimisation

The THD model optimisation results are depicted in Fig 6 . The red points correspond to the Pareto optimal designs, whereas the blue points account for all the calculated intestines of the parametric model. As it can be observed from Fig. 6, no specific congestion points have been identified. The optimal design parameters that have been selected for the present study are those of the Pareto point with the smallest coefficient of friction, which is also the one with the largest value of LCC. In Table 5, the selected parameter set is presented. The resulting pressure field of the THD optimal configuration is illustrated in Fig. 7a. The maximum oil pressure has been calculated at 1.75 MPa, resulting in an overall LCC of 278.2 N, a friction torque of 0.198 Nm and a coefficient of friction of 0.0203. On the second dimple of the outer radius, a pressure drop occurs, therefore a cavitating region has been created, as seen in Fig. 7b. The maximum oil temperature has been calculated at 92.7 ℃ at the midline of the film thickness as displayed in Fig. 7d. At the fluid/pad and fluid/rotor interfaces the temperature is higher at the outer radius region of the trailing edge, as seen in Fig. 7c and Fig. 7e. The oil entering the pad is heated due to shear stresses, and the centrifugal forces force the hot oil to move at the outer radius region of the trailing edge. The temperature of the rotor is significantly higher compared to that of the stator in Fig. 7f. The calculated results are presented on Table 6.

Figure 7 -(a) Pressure field at the fluid/pad interface, (b) Volume fraction field (blue: liquid oil, red: oil vapor) at the fluid/pad interface, Temperature field at (c) fluid/pad interface, (d) midplane of Film Thickness, (e) fluid/rotor interface, (f) pad and rotor outer surfaces. Table 6 -THD Optimal Design Results

THD Sensitivity Analysis

In the vicinity of the optimal parameter set, a parametric analysis has been conducted, in order to identify the sensitivity of the design parameters. For the textured Length (L) and textured Width (B) limits of ±5% of the optimal value have been considered and for the textured Depth (TD) limits of ±3μm. As shown in Fig. 8 the local optimality is validated. Although for some parameter values the friction torque seems lower than the optimal, the LCC is also substantially decreased leading to a higher COF. 

Re-evaluation of the THD-optimal design using TEHD analysis. Comparison of THD and TEHD simulation results

The optimal THD design has been re-evaluated using the TEHD based analysis. The results shown on Fig. 9a indicate a substantial alteration of the fluid/pad interface geometry due to the thermal and mechanical deformation of the pad domain. The deformed geometry affects significantly all the fields resulting in a decreased LCC and an increase of the coefficient of friction. The main evaluation results are presented on Table 7.

Table 7 -TEHD evaluation results

The mechanical and thermal deformation on the vertical axis leads to the formation of a converging region, which extends from the leading edge of the pad (inflow) to the end of the textured surface area, and a diverging region, from the end of the textured surface area to the trailing edge (outflow). The converging region results in a more efficient pressure build up in the inflow direction, due to the synergetic effect of the converging wedge and the dimple geometry. This increased pressure build-up eliminates the cavitation into the dimples, present in the THD simulations. However, because of the diverging geometry in the outflow region, the pressure drop gradient is substantially increased, therefore a cavitating region is created on the outer radius of the trailing edge as observed in Fig. 9c. The pressure-drop combined with the lower maximum pressure decreases the load carrying capacity of the bearing. The difference on the pressure and cavitation fields of THD and TEHD models is indicated on Fig. 7 and Fig. 9, while the final geometry of the lubricant film can be clearly observed in Fig. 10. Focusing on Fig. 11, we may observe that from 0° to 22.5° of the bearing, the pressure build-up of the TEHD model is slightly increased. However, from 24.5° to 45° the pressure drops sharply for the TEHD model, leading to a decreased overall pressure integral and therefore a lower value of load carrying capacity. Moreover, the overall oil temperature is lower for the TEHD model as pointed out in Fig. 12. This can be attributed to the insertion of more cold fluid into the pad domain due to the converging region in the inlet. The difference of the calculated values can be seen in table 8. 

Table 8 -TEHD vs THD results comparison

To shed more light on the behavior of the pressure and temperature fields, 3D graphs of the pressure and temperature distributions at the fluid/pad interface have been generated for both the TEHD and THD models. Several pressure and temperature profiles were selected, for a wide range of radii in order to generate the 3D surface contours. In Fig. 13, it can be clearly observed that the pressure drop is steeper for the TEHD model in the outlet region. Moreover, in Fig. 13b the cavitation area for the TEHD model is highlighted. The decreased value of pressure bends the surface inwards in this region. In Fig. 14, a drop of the fluid temperature can be observed inside the dimples. 

TEHD Sensitivity Analysis

A sensitivity analysis of the design parameters has been performed utilising the TEHD model. A variation of ±2% for the textured length (L) and textured width (B) has been considered and ±2μm for the textured depth (TD). The results of the THD and TEHD optima are almost identical for the textured length and depth, as seen in Fig. 13. However, for a lower value of textured width there seems to be an increase of the LCC and a decrease of the friction torque, leading to an improvement of the coefficient of friction. In Fig. 13a the pad with the decreased texture width exhibits a larger maximum pressure area, which results in an increase of LCC by approximately 1%. The temperature of the fluid is slightly higher both at the fluid/pad and fluid/rotor interfaces for this design, as seen in Fig. 16c and Fig. 16e, which results in lower viscosity in this region and therefore to a decreased value of friction torque. The overall coefficient of friction is decreased by 1%. This indicates that bearing design optimisation with THD modeling is a valuable means for identifying optimal geometric design parameters of the bearing However, for accurate prediction of bearing performance, TEHD simulations should be performed. 

CONCLUSIONS

In the present work, a computational analysis of textured parallel thrust bearing has been performed. First, a thermohydrodynamic (THD) modelling approach has been used for optimising the texturing geometric parameters of the bearing, followed by a parametric analysis around the optimum, in order to validate the optimality of the obtained solution. Next, a thermoelastohydrodynamic (TEHD) modelling approach has been introduced, which takes into consideration the thermal and mechanical deformations of the pad geometry. TEHD utilises a 2-way FSI technique and has been used to re-evaluate the performance of the THD-optimal thrust bearing configuration. Finally, a sensitivity analysis of the textured geometry parameters with the TEHD model has been performed, in order to evaluate the optimality of the obtained solution with the new approach. The findings of the present study can be summarised as follows:

-The thermal deformation of the pad leads to a substantial alteration of the fluid geometry while generating a converging and a diverging region in the streamwise direction. The converging region extends from the leading edge (inflow) to the end of the textured surface area. This alteration enhances pressure build up on the inlet and hence decreases the cavitation probability within the dimples. Moreover, the converging geometry assists in increasing the inflow of cold lubricant into the pad, thus lowering considerably the overall temperature in the lubricant domain. On the other hand, the diverging region extends from the end of the textured surface area to the trailing edge (outflow). This leads to a substantial increase of the pressure drop in the outflow region, and therefore increases the cavitation probability at the outer radius of the trailing edge and decreases the load carrying capacity of the bearing. -For a given value of the minimum film thickness, the TEHD simulation results demonstrated a reduction of load carrying capacity by 13% and of friction torque by 4%, leading to an increase of the coefficient of friction by 10%, in comparison to the THD simulation results. The above results point out that bearing thermal or mechanical deformations have a substantial effect on bearing performance, therefore they should be taken into consideration in the design stage of a highperformance bearings.

Based on the present study, a direct optimisation of the texture geometry parameters by a TEHD approach is extremely expensive computationally. The most realistic approach is an optimisation of the parameters with a THD-based analysis, and the fine-tuning of the geometry details and the quantification of performance indices by detailed TEHD simulations. These are essential for bearing applications which involve high rotational speeds, high thrust loads and high lubricating oil operating temperatures.
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 1 Figure 1-Calculation domains of the sector pad thrust bearing.
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 2 Figure 2-Optimisation parameters of the textured geometry.
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 5 Figure 5-ThermoElastoHydroDynamic analysis of parallel thrust bearings: Calculation algorithm.
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 6 Figure 6 -Optimisation Pareto front.
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 8 Figure 8 -THD Parametric analysis a) LCC, b) Friction torque c) Friction coefficient.
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 910 Figure 9 -(a) Z direction Mesh Displacement at the fluid/pad interface, (b) Pressure field at the fluid/pad interface, (c) Volume fraction field (blue: liquid oil, red: oil vapor) at the fluid/pad interface, Temperature field at: (d) the fluid/pad interface, (e) the midline of film thickness, and (f) the fluid/rotor Interface.
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 1112 Figure 11 -Pressure Profiles of the TEHD and THD models at a radius of 34mm.
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 133143 Figure 13 -3-D pressure field at Fluid/Pad interface a) THD, b) TEHD
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 15 Figure 15 -TEHD Sensitivity analysis a) LCC, b) Friction torque c) Friction coefficient.
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 16 Figure 16 -Pressure field at the fluid/pad interface a) -2% of optimal Textured Width, b) THD optimal, Temperature field at the fluid/pad interface c)-2% of optimal Textured Width, d) THD optimal, Temperature field at the fluid/rotor interface e)-2% of optimal Textured Width, f) THD optimal

  

  

Table 4 -Thermophysical oil properties.
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Table 5 -Selected Optimal Design Parameters Selected Optimal Parameter Set
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	Texture Length	56.20%
	Texture Width	84.70%
	Textured Depth	23 μm
	Objective Function Values
	Load Carrying Capacity	278.2 N
	Friction Torque	0.198 Nm
	Coefficient of Friction	0.0203
	Inlet Flow Rate / Pad	0.1 l/min

NOMENCLATURE H min :

Minimum film thickness (μm) V:

velocity vector (m/s) p:

the static pressure (Pa) T:

the temperature (K) τ:

the viscous stress tensor ρ:

the oil density (kg/m