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Dimethylbutenes are important reagents for both chemical and polymer industries. For example, 2,3-dimethylbutenes is needed for the synthesis of aromatic musks like Tonalide®. 1,2 In the field of polymerization, 2,3-dimethylbutenes are referred as TME and used as crosslinking agents. 3 2,3-Dimethylbutenes (DMBs = DMB-1 + DMB-2) are provided by the dimerization of propylene over Ni catalysts, known as the Difasol TM process. 4 As the growing global demand for propylene results in the increase of its price, other processes to obtain selectively DMBs have become attractive. These molecules can be obtained through different approaches. We previously reported that tungsten hydride supported on -alumina or -alumina modified by nickel or silicon allowed to convert isobutene into DMBs at low temperature with high selectivity. 5,6 WOCl4 supported on silica dehydroxylated at 200 °C followed by alkylation with SnMe4 achieved excellent performances in isobutene self-metathesis to DMB-2. 7 Another way to product those valuable compounds is the use of welldefined Cu nanoparticles supported on alumina prepared by SOMC which showed high selectively in hydrogenation of 2,3dimethylbutadiene to 2,3-dimethylbutenes. This alternative method opens the gate for bio-sourced 2,3-dimethylbutene originated from dehydration of pinacol. 8 In the perspective of an industrial application, 2,3-dimethylbutane is a cheap starting material compared to the corresponding alkenes and can easily be obtained through isomerization of n-hexane. 9 The dehydrogenation reaction can be an important way to produce 2,3dimethylbutenes (DMB-1 and DMB-2) from such readily available starting material.

Most alkane dehydrogenation catalysts are based on supported transition metals. Supported non-noble metals such as chromium or vanadium can be economically advantageous but the obtained selectivity in higher olefins is low due to the cracking reactions. Supported noble metal particles, with or without promoters, have been widely explored. 10 Dehydrogenation catalysts based on platinum are widely used in petrochemistry for example in reforming or in isobutane dehydrogenation to isobutene. Bimetallic PtSn supported on -alumina have been extensively used for dehydrogenation of both light and higher hydrocarbons. Many 55 studies showed that the presence of Sn has an important effect on the selectivity and inhibits sintering of Pt clusters allowing to improve the stability of the catalyst towards deactivation by coking, and prevents hydrocracking, hydrogenolysis and isomerisation reactions. [11][12][13][14][15][16] 60 Indeed, the addition of alkali metals as promoters allows neutralizing the surface acidity and inhibiting the isomerisation reaction of hydrocarbon. Other studies reported that alkali metals might promote H2 spillover and inhibit coke deposition. [17][18][19][20][START_REF] Tasbihi | This journal is[END_REF][22] In most cases, the bimetallic catalysts are prepared by the classical 65 methods (successive impregnation, co-impregnation and sol-gel) of platinum and tin salts. [START_REF] Bariås | Catalyst Deactivation 1994[END_REF][START_REF] Baronetti | [END_REF][25][26][27] Nevertheless, the impregnation procedure does not lead to the exclusive formation of bimetallic particles. The co-existence of isolated tin and platinum monometallic phase may give low selectivity in desired product in 70 particular for the dehydrogenation of hexanes by isomerization and aromatization reactions. 27,28 Preparation techniques play a significant role in controlling the type of materials obtained.

Surface organometallic chemistry on oxide (SOMC/Oxide) and metals (SOMC/M) leads to well-defined bimetallic catalysts 75 whose active sites have high homogeneity in their nature. 8 On the other hand, improving selectivity also requires inhibiting the acidcatalyzed reactions on the support (cracking, isomerization, aromatization and polymerization). A most common method is to introduce additives, such as basic alkaline elements.
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The reaction of a tin organometallic compound with metallic surfaces has been pioneered by Yermakov and Ryndin in the 1970s. 29,30 This surface organometallic chemistry approach has been extensively studied in our laboratory for isobutane dehydrogenation. In fact platinum and rhodium nanoparticles 85 carried on silica have been succesfully modified by tin or germanium. [31][32][33][34] The latter synthetic approach affords selective localisation of the Sn or Ge atoms on the Pt nanoparticles, as previously confirmed by Mössbauer and EXAFS spectroscopies. The resulting catalysts, prepared by SOMC on metal, display high 90 selectvivity and stability during isobutane dehydrogenation under hydrogen due to well-defined bimetallic Pt-Sn phase. In the literature, there are only few examples reporting the selective dehydrogenation of 2,3-dimethylbutane. [35][36][37] dimethylbutenes based on Pt nano-particles supported on alumina. Furthermore, different promoting agents have been employed through the SOMC methodology on alumina and on the platinum nanoparticle in order to identify the most performing catalyst.

In order to leverage our previous characterizations of alumina and alumina-supported catalysts, we selected as a support a -alumina (EVONIK) with a BET surface area of 100 m 2 g -1 that had been partially dehydroxylated in vacuum at 500 °C (Al2O3-500). Its remaining surface hydroxyl groups, with a density of about 2.0 OH per nm 2 (0.65 mmol g -1 ), are potential sites for reaction with organometallic complexes. 38 The reaction of Al2O3-500 with a toluene solution containing Pt(acac)2 (relative to the surface hydroxyl concentration) at room temperature affords a surfacemodified alumina bearing Pt moieties, after washing of the excess of Pt precursor. IR spectroscopy indicates that grafting of Pt(acac)2 proceeds at least partially on different surface hydroxyl groups (Fig. 1). Resolved peaks at 1400, 1530, 1580 and 1600 cm -1 have previously been assigned to (C-H), (C-C) and (C=O) for grafted and physisorbed acac ligands, respectively. 39 The presence of alkyl groups is further confirmed by (C-H) at 3000-2800 cm -1 . However, the O-H region (3800-3200 cm -1 ) is un-resolved, suggesting the presence of multiple interactions between the remaining Al-OH groups and the surface organic and/or organometallic fragments. Elemental analysis revealed that the Pt loading was 2 wt%. From the 1 H-1 H DQ-SQ MAS NMR spectrum (Fig. 3), which reveals spatial proximities, the acac methyl groups were located in the 2.4-1.7 ppm region, as the acac C-H signal at 5.4 ppm displays correlations with protons at such chemical shifts. As expected from the assignment, the methynic CH does not give rise to a selfcorrelation. Regarding the AlOH network signals (4.5--0.5 ppm), the doubly bridging hydroxyl signal is rather unperturbed, at about 2.2-1.6 ppm. On the other hand, the terminal hydroxyl groups are significantly affected by the grafting. Indeed, the intensity of the peak at -0.2 ppm (accounting for terminal hydroxyls on tetracoordinated aluminum centers) 40 is markedly lower compared to that of the pristine sample (Figure 2a). This indicates that 45 reaction occurred with these sites. Interestingly, a new rather sharp signal at 1.1 ppm is now observed. This could be due to Ptcoordinated Al-OH group, for which the bonding on the metal would induces a 1 ppm increase of the chemical shift. In addition, The resulting material was reduced under H2 at 550 °C leading to supported Pt/Al2O3 catalyst (2 wt%). The DRIFT spectrum revealed disappearance of the C-H fragments (Fig. S1). The 10 particle size distribution of this monometallic catalyst has been determined by TEM analysis (Fig. S2). The distribution (in surface) is rather narrow with an average particle diameter close to 2.3 nm. The average dispersion of the metallic particles is then close to 45 %, according to the literature. 41,42 When 2,3-dimethylbutane (DMBH) dehydrogenation is performed over Pt/Al2O3 in a dynamic flow reactor (200 mg Pt/Al2O3, T= 500 °C, Ptotal= 1 bar, PDMBH= 350 mbar and flow rate= 10 ml.min -1 ), the reaction gives an initial maximal conversion of 28% before decreasing to 18% in 30 h (Fig. 5a).
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The product selectivities, provided in Fig. S3, are mainly branched hexenes (42.1%), branched hexanes (24.4%) and methane (10.7%). The minor products are composed of benzene, pentanes, pentenes, butanes, butenes, propane, propene and ethane (See Table S1). The formation of isopentene and methane can be explained by C-H activation of DMBH followed by -H activation on adjacent platinum site and de-insertion of carbene (Scheme 1). [43][44][45][46] The main unsaturated acyclic C6 components are DMBs with a fairly high relative selectivity (69.6%, DMB-2/DMB-1 = 2.06) obtained 30 by dehydrogenation of dimethylbutane accompanied with isohexenes (or methylpentenes) 10.5%, neohexene 10.4% and dimethybutadiene 9.5% (See Table 1 and Fig. S4). The formation of neohexene and methylpentenes is due to isomerisation reaction on the acidic site of alumina. 47 Benzene 35 is a result of aromatisation of DMBD either on acidic sites of alumina 48 or on platinum surface. 49 This reaction induces the formation of coke, which explains the deactivation of the catalyst. The formation of hexane isomers and smaller compounds is due to isomerisation and cracking reaction 40 occuring on the acidic sites of alumina. 50 These results are confirmed by a blank reaction with alumina alone under the same reaction conditions (Fig. S5). We observe that the conversion of dimethyl-butane (DMBH) is 14%, and the products are propane 39.9%, methane 21.5%, hexenes 9.3%, 45 ethane 6.6%, butanes 7.6%, pentenes 4.2%, pentanes 3.6%, hexanes 3.5%, dimethylbutadiene 1.5% and traces of propylene and benzene (Fig. S6).

In order to limit these side reactions, poisoning of the acidic site by an excess lithium has been studied. The reaction 50 between n-butyl-lithium in hexane and dehydroxylated alumina at 500 °C at room temperature gives a new support (Li-Al2O3). Li content was 2.8 wt%. Quantitative gas chromatography (GC) analysis of gas phase showed the presence of n-BuH, which originated from protolysis of Bu-Li 55 by Al-OH from alumina. DRIFT displayed adsorption bands in the regions characteristic for aliphatic C-H fragments (Fig. S7). Moreover, the 1 H MAS and 13 C CP MAS NMR) (Figures S8) data confirmed the presence of alumina-physisorbed BuLi based on 1 H NMR peaks at 0.1, 0.8 and 1.2 ppm, 13 C NMR 60 peaks at -1.1, 11.4, 18.5, 28.8 ppm (Figure S9) and 7 Li MAS NMR signal at 0.6 ppm attributed to Al-O -Li + and BuLi physisorbed (Figure S10). 51,52 The resulting modified Li/Al2O3 was calcinated under air at 500 °C and exposed to DMBH under mbar and flow rate = 10 ml.min -1 ), the reaction gives an initial maximal conversion of 43% and then reaches 36% after 30h of reaction (Fig. 5b). This improvement of the catalyst activity is related to the elevated dispersion obtained after the lithiation of the surface. The product selectivities are 51.6% in hexenes and 20.9% in methane. The remaining products corespond to a mixture of benzene, hexanes, pentanes, pentenes, butanes, propane, propene and ethane (Table S1 and Fig. S13).

Only traces of isomerisation of 2,3-dimethylbutane and 2,3dimethylbutenes is observed on Pt/Li-Al2O3 compared to Pt/Al2O3 (other hexanes 24.4 %). The main unsaturated C6 components are DMBs with high relative selectivity (97.4%, DMB-2/DMB-1 = 1.12), obtained by dehydrogenation of dimethylbutane, accompanied with small quantity of DMBD (Fig. S14).

These results indicate that the introduction of lithium on the support has virtually eliminated alkane isomerization reactions.

On the other hand, the fact that the dispersion is higher has simultaneously raised the selectivity of methane, that originates from total hydrogenolysis of DMBH.

In order to overcome the former reaction, modification of the platinum surface by tin and germanium via Surface Organometallic Chemistry (SOMC) has been performed. In fact, the addition of tin or germanium may decrease the presence of adjacent platinum atoms and then overcome the -H activation and also the aromatization reaction. 49 The monometallic catalyst Pt/Li-Al2O3 was mixed with an excess either Sn(n-C4H9)4 or HGe(n-C4H9)3 in heptane at 80 °C for 24h under hydrogen. In the case of the tin-modified system, the gas production is followed by gas chromatography in order to determine the complete deposition of tin into platinum atoms after 24 h (BuH/PtS = 3, PtS = platinum on surface of particles). Elemental analysis gives 1.32 wtSn%, 2 wtPt% and 2.8 wtLi% (Sn/Pttotal = 1.09). The particle size distribution of this catalyst has been determined by TEM analysis (Fig. S15). The 60 distribution (in surface) is rather narrow with an average particle diameter close to 1.5 nm. This result confirms that the SOMC methodology does not modify the morphology of the nanoparticles. After modification the hydrogen uptake during H2/O2/H2 titration drops from 86 to 60 µmol.g -1 confirming the 65 selective modification of the platinum surface by tin. Under the same conditions, the catalyst modified by tin has been evaluated in DMBH dehydrogenation. The corresponding conversion in function of time is presented in Fig. 5c. After an initial drop of conversion, the activity remains stable for 30h 70 (conversion = 34%). In presence of the bimetallic PtSn/Li-Al2O3 catalyst, the absolute selectivity in desired products (DMB-1 and DMB-2) is high (77%) compared to what is obtained with Pt/Li-Al2O3 (50.2%) (Fig. 6 and Table S1). The relative selectivity in DMBs is very high (95.8%). These results
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showed that the modifications of Pt/Al2O3 by both Li and Sn increase the selectivity in the desired products with high stability in function of the time. This catalyst dehydrogenates of DMBH to DMBs in high selectivity (Table 1 and Fig. 7).

The influence of addition of Ge within the Pt particles on the 80 catalytic performance was also probed. When DMBH dehydrogenation is performed in a dynamic flow reactor in the same conditions over PtGe/Li-Al2O3, the reaction gives an initial maximal conversion of 44% before to reach 36% after 30 h of reaction (Fig. S16). The absolute selectivity in hexenes is 53.5% (Fig. S17), with small amounts of methylpentenes and neohexene (Table S1 and Fig. S18). This behaviour might be related to an ability of PtGe/Li-Al2O3 to perform the isomerisation of DMB-1. In addition, the catalyst seems to deactivate contrary to PtSn/Li-Al2O3. The PtSn/Li-Al2O3 catalyst demonstrates a high stability (up to 65 h, Fig. S19) and high selectivity to DMBs under hydrogen. This was further investigated at different temperatures (Fig S20 ).
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Thermodynamic predicts that the conversion will decrease with the temperature. In fact the observed conversions are 31, 13 and 7% at 500, 460 and 430°C, respectively. This behaviour is related to the presence of hydrogen in feed which disfavoured the dehydrogenation reaction. 53 However, decrease of temperature improves the formation of 2,3-dimethylbutenes among the unsaturated C6, which reach a value of 99.8% (Table S2) at 430°C. Nevertheless, production of methane as well as pentanes and propane increases when the temperature drops. Those compounds are originated from the -H activation which is favoured in excess 20 of hydrogen and low temperature. Hydrogen was initially used to limit the cracking reaction. However, at fairly low temperature, such as 430 °C, cracking reactions are almost negligible. Hence, hydrogen was replaced by an inert gas and both the activity and selectivity are expected to be improved. Moreover, substituting hydrogen with an inert gas, for example nitrogen, will reduce the economic and safety issues. For this purpose the bimetallic PtSn/Li-Al2O3 catalyst has been evaluated under nitrogen (Fig. 8). At 390°C under nitrogen the conversion value is below the equilibrium. At this temperature, the catalyst remains stable. Hence, hydrogen can be substituted by nitrogen with an important benefit. Importantly, the catalyst gives 100% hexenes (DMB-1 = 46.1%; DMB-2 = 51.9%). The only byproduct of the reaction is DMBD (2%). The thus developed bimetallic platinum-tin catalyst on lithiated alumina presents high activity and selectivity with high stability in function of time.

In conclusion, controlled modification of the Pt/alumina by lithium and tin using new approach based on SOMC on metal and oxide in consecutive steps allowed to enhance the productivity, the stability and the selectivity in valuable branched hexenes, in particular DMBs. Importantly, the catalyst can operate under inert atmosphere at fairly low temperature without deactivation, providing large benefit in terms of efficiency and safety. The field of application of this new material will be extended to other alkanes in the near 

  1 H magic angle spinning (MAS) NMR spectrum of the latter material is presented on Figure 2a. It comprises several signals stemming from the surface Pt-acac fragments and from aluminum hydroxyl groups. For the sake of comparison, the 1 H MAS NMR spectrum of the support, γ-Al2O3-500, is shown on Figure 2b. Thus, the spectrum of Pt(acac)2 supported on alumina features a characteristic signal at 5.4 ppm, accounting for C-H acac protons.
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 12 Fig. 1 DRIFT spectrum of Pt(acac)2 after reaction with -Al2O3 in toluene at room temperature.

Fig. 3

 3 Fig. 3 a) 1 H MAS NMR and b) 1 H-1 H DQ-SQ MAS NMR spectra (800 MHz, spinning speed 20 kHz) ; Red lines : signals related to Pt-acac ; Blue lines : signals related to alumina hydroxyls ; Green lines : signals related to olefinic by-products.
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 454 Fig.4 13 C CP MAS NMR spectrum of Pt(acac)2 supported on alumina (100.6 MHz, spinning speed 10 kHz)

Fig. 6

 6 Fig. 6 Time-resolved evolution of the selectivity of products on PtSn/Li-Al2O3, 200 mg, PDMBH = 350 mbar, 10 ccm of H2, 500 °C. Traces (< 1%) have been omitted for clarity.
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 7 Fig. 7 Time-resolved evolution of relative selectivity of acyclic C6 on PtSn/Li-Al2O3, 200mg, PDMBH = 350 mbar, 10ccm of H2, 500°C.
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 458 Fig. 8 Conversion of 2,3-DMBH on PtSn/Li-Al2O3, 100mg, saturation pressure, 5ccm of N2, 390°C.