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ABSTRACT 

 
We present phase-responding Fourier nanotransducers based on plasmonic metamaterials for ultrasensitive control of 

dynamic characteristics of 2D materials and functional biosensing interfaces. These nanotransducers are designed in such 

a way that they can confine light in 2D plane contacting with a probed ultrathin sample, gathering information about its 

properties, and then transmitting the information into discrete optical beams with amplified phase relations. To demonstrate 

their potential of Fourier transducers in biosensing, we designed Fourier nanotransducers based on periodic gold 

nanostructures and applied it in a newly developed protocol for the detection of important antibiotic chloramphenicol 

(CAP). Such biosensing tests showed the lower detection limit at fg mL−1 level, which several orders of magnitude better 

than reported in the literature. The implementation of Fourier nanotransducers opens new opportunities for a radical 

improvement of current state-of-the art plasmonic biosensing technology.   

Keywords: plasmonic biosensing, plasmonic metamaterials for biosensing, Fourier nanotransducers, Fourier 

metamaterials, plasmonic surface lattice resonances, diffractive coupling 

 
1. INTRODUCTION 

 
Relying on control of biomolecular binding events by refractive index (RI) monitoring, plasmonic biosensing has proved 

its efficiency and become a leading label-free technology for studies of biomolecular interactions on a gold-liquid interface 

[1-5].  Conventional plasmonic biosensors employ Surface Plasmon Resonance (SPR) phenomenon, which is produced 

with a help of 50-nm gold film in Kretschmann-Raether prism geometry [3]. More advanced plasmonic biosensors are 

based on localized plasmon resonances over gold nanostructures or nanoarrays [5]. Biomolecular interactions on gold lead 

to an increase of the thickness of a biomaterial layer, accompanied by the increase of refractive index of the medium 

contacting the sensor surface, which leads to a change of SPR or LPR coupling conditions. In this case, the course of 

biological interaction is typically monitored by following angular [1,2] or spectral [6] position of plasmonic resonant 

feature. The lower detection limit of SPR-based systems is of the order of 1 pg/mm2 of biomaterial accumulated on the 

biosensor surface [3,4]. LPR-based systems provide a higher detection limit of ~1000 pg/mm2 [5] , but they look much 

better compatible with current trends in biosensing focusing on the development of compact [7-10] or nanoscale [5, 11, 

12] transducer implementations.  

As we showed earlier [13-16], the employment of phase of light as a sensing parameter can provide a major breakthrough 

in sensitivity of plasmonic biosensors. Such a gain of sensitivity is due to nature of phase response: since the phase is not 

defined under zero value of system parameters, it can experience a jump in the minimum of resonance and the sharpness 

of this jump is inversely proportional to light intensity at the resonance [15,16]. The presence of such a jump of phase was 

observed in early experiments on SPR excitation [17] and then confirmed in many later studies. Profiting from phase 

sensitivity, a variety of schemes of phase detection based on interferometry, polarimetry and optical heterodyning have 

been proposed to enhance sensitivity of current state-of-the-art plasmonic biosensing (e.g., see  [13-15, 20-26]), as well as 



 

to improve contrast of SPR images in conventional amplitude-sensitive schemes [27-29]. However, phase jumps are not 

very sharp under SPR as light intensity in the SPR dip cannot be lower than 9-10% [16].  The limitation of natural 

plasmonic materials (Au) on the sharpness of the phase feature can be overcome by employing designed plasmonic 

metamaterials [30-33]. As an example, the employment of plasmonic metamaterials, enabling diffraction-coupled 

localized plasmon resonances, enables one to implement extreme Heaviside-like phase jumps, which open access to single 

molecule label-free detection [31]. We recently described several architectures of phase-sensitive plasmonic 

metamaterials, which are capable of providing ultrasensitive response from ultrathin films, including atomic layers of 2D 

materials and functional biosensing interfaces [34]. Termed as Fourier nanotransducers, such metamaterials make 

possible the concentration of electric field of light in 2D plane in order to sensitively accumulate information about its 

properties, and then encode the information into discrete optical beams with amplified phase relations to enable unlimited 

raw phase sensitivity to temporal variations in the examined object. 

In this paper, we provide details of designs of Fourier nanotransducers and biosensing tests. 

 

2. RESULTS AND DISCUSSION 

Definition of phase-responsive Fourier nanotransducers  

We define discrete Fourier materials (DFM) as periodically ordered materials, which can scatter light in the form of several 

reflected and diffracted beams described by a discrete sum of Fourier components [35]. Phase-responsive Fourier 

nanotransducers (PFN) are defined as discrete Fourier materials, which make possible concentration of light in 2D plane 

and thus enable abrupt dependence of the phase of the beam orders on properties of an adjacent 2D medium. The amplitude 

and the phase of any reflected or diffracted beams is encoded with information about the studied sample. We then postulate 

that phase of light produced by PFNs becomes an efficient parameter for characterization of 2D materials and interfaces if 

two conditions are satisfied:  

 

(i) PFNs exhibit a sudden change of light beams in the discrete orders at the measurement conditions. For example, a loss 

of intensity in reflection is always accompanied by enhanced phase sensitivity [15,16].  

 

(ii) Probing light of PFN is confined in the plane of 2D material conditioning ultrasensitive phase response on variation of 

its properties. These two conditions set apart PFN materials from other patterned materials which can produce diffraction 

orders. The novelty of PFNs lies, therefore, in the purpose of metamaterial design: namely, PFNs are designed to generate 

amplified phase relations of reflected light necessary for sensing 2D materials and functional interfaces. 

 

We can imagine several designs for the implementation of ultra-high phase response from 2D structures: 

 

1.  Implementation of darkness when the phase of the light changes in an abrupt fashion, while light is concentrated in 2D 

plane (Fig. 1a). Light darkness can be achieved using various effects: surface lattice plasmon resonances [36], beam 

interference [35], topological darkness [31], etc.) We showed in [16] that the increase of phase sensitivity over amplitude 

one, G, can be described by a simple relation 
min~1/G  , where 

min 0/nE E  .  

 

2. Disappearance of the diffraction orders (Fig. 1b). The number of orders in DFM is not fixed and can change when the 

properties of a studied medium is changed. This would lead to a rearrangement of all beams produced by scattering and 

extremely fast changes of phase and amplitude of light in all orders. The most famous example of this case is Rayleigh 

cut-off phenomenon where a diffraction order disappears (or appears) for a sample fabricated on a substrate with refractive 

index different from that of the measured medium [37].  

 

3. Employment of guided modes of light (Fig. 1c). This case does not require rearrangement of diffraction orders. Instead, 

a periodic arrangement of metamaterial elements produces optical beams channelled along the nanomaterials elements. As 

a result, these elements strongly modulate the phase of the channelled beam providing extremely high phase sensitivity to 

tiny changes of the medium surrounding nanomaterials. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

Figure 1. (a) PFNs enabling a drastic drop of intensity in reflected, transmitted or diffracted beams due to absorption in the 

system or other phenomena; (b) PFNs enabling the disappearance of a diffraction order (Rayleigh cut-off) or a redistribution 

of energy between them; (c) PFNs enabling light coupling to a guiding mode along nanomaterial elements.  

Diffraction edge phenomenon in fabricated PFMs  

For biosensing tests, we fabricated 2D nanotransducers on the basis of periodic arrays of double gold nanodots, which 

incorporate darkness, grazing beams and disappearance of diffraction orders in attenuated total reflection geometry. 

Simultaneous generation of these three phenomena becomes possible due to diffraction coupling of localized plasmon 

resonances over periodically arranged individual metamaterial elements (nanodots, nanostripes, etc.) [36]. Fig. 2a shows 

geometry of double nanodot arrays used in our experiments. The nanodots had the size of 150 nm (distance between dot 

centers 140 nm), arranged in a periodic lattice (periodicity 320 nm). Such arrays were produced by e-beam lithography 

(LEO-RAITH) on a clean microscopic glass substrate covered by a thin Cr sublayer. A double layered resist was used to 

improve lift-off (80nm of 495 kD PMMA cast from a 3wt % solution in anisole for the bottom resist layer and 50nm of 

950kD PMMA cast from a 2wt % solution in anisole for the top layer). After lithography we deposited 5nm of Cr (to 

improve adhesion) and 80-90nm Au by electron beam evaporation which was followed by the lift-off procedure. The 

typical array size was 0.2x0.2mm2. The samples on a clean glass substrate were obtained from the samples fabricated on 

a 5nm Cr sublayer (routinely used to avoid charging during electron beam lithography) in which the Cr sublayer has been 

wet-etched after the fabrication procedure. 

 

A scheme of such PFNs for examining 2D interfaces is shown in Figure 2b. One can see that the reflected beam shows the 

darkness at the wavelength of ~600nm realized due to diffraction coupling of localized plasmon resonances [36]. At the 

same time, the diffracted beam becomes really strong at the condition of Rayleigh anomaly [37] and disappears completely 

when the diffraction order moves into the substrate concentrating at the plane of the examined 2D object. The right inset 

in Figure 2 shows a well-defined spectral spike at the wavelength of the reflection darkness measured for grazing beam 

geometry, which confirms the generation of a planar mode at the diffraction edge conditions.  
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Figure 2. (a) Scanning Electron Microscopy image of 2D plasmonic array based on merged 150 nm nanoparticles used in our 

tests; (b) Diffraction edge phenomenon in fabricated PFM. The schematics of measurements are shown along with the 

reflection spectrum (bottom inset) and the grazing beam spectrum (right inset). The reflection spectrum was measured with 

the help of spectroscopic ellipsometer and is represented in ellipsometric reflection . The grazing spectrum was measured 

with the help of Ocean Optics spectrometer and is represented in arbitrary units.  

Biosensing experiment on quantification of antibiotic chloramphenicol (CAP) 

To assess the potential of PFNs in biosensing, we developed a novel protocol for a quantification of chloramphenicol 

(CAP, D(-)-threo-2-dichloroacetamido-1-p-nitro-phenyl-1,3-propanediol), a phenicol antibiotic with a broad spectrum of 

action directed against gram-positive and gram-negative bacteria, which prevents protein synthesis by inhibiting the 

peptidyl transferase activity of the bacterial ribosome. CAP is used in clinic for the ocular, ear and skin infections treatment 

as well as for veterinary medicine for treatment of some kinds of animal diseases. However, regular consumption of CAP 

(in particular, with food products) may lead to serious adverse effects for human health, such as leukemia, aplastic anemia 

and cardiovascular collapse Precise, sensitive and quantitative CAP detection both in fluids and solid samples has 

important clinical and social implications. A schematic description of functionalization steps on nanoparticle surface to 

implement the CAP detection protocol is given below. 

A) Materials Proteins: Research Centre for Molecular Diagnostics and Therapy, Russia: Mouse anti-CAP IgG; Merck 

Millipore, Germany: Albumin from bovine serum, fraction V (BSA). Chemicals and other supplies: Sigma, Germany: 2-

(N-Morpholino)ethanesulfonic acid sodium salt (MES), Dimethyl sulfoxide (DMSO), N-(3-Dimethylaminopropyl)-N′-

ethylcarbodiimide hydrochloride (EDC), N-Hydroxysuccinimide (NHS); Pierce, USA: BCA Protein Assay Reagent 

(bicinchoninic acid); GE Healthcare Life Sciences, USA: NAP-5 columns; Sintez, Russia: Chloramphenicol succinate 

sodium salt (CAP); Dia-M, Russia: 1,4-Dithiothreitol (DTT); all other chemical reagents were of analytical grade and were 

used without further purification. 

B) BSA labelling with CAP BSA labelled with chloramphenicol was prepared by carbodiimide conjugation of protein with 

сhloramphenicol succinate sodium salt (CAP) as follows. CAP at 50 g/L was incubated with EDC/NHS solution for 40 

min at room temperature in solution of 50% DMSO and 50% 0.1 M MES buffer, pH 5.5 prior to addition to protein in 

borate buffer (0.4 M H3BO3, 70 mM Na2B4O7·10H2O, pH 8.0) for overnight incubation at room temperature. The proteins 

were labelled at concentration of 45 g/L with molar ratio of BSA:CAP:EDC:NHS=1:40:80:80. Then protein was purified 

from reaction by-products using NAP-5 Columns (GE Healthcare Life Sciences, USA), and the concentration of conjugate 

was measured using BCA protein assay according to manufacturer’s recommendations. 
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Figure 3. Functionalization of nanoparticle surface for enabling a protocol of chloramphenicol (CAP) detection. A carrier 

protein (bovine serum albumin, BSA) is first conjugated with CAP. BSA-CAP complex is then incubated with 1,4-

Dithiothreitol (DTT) in carbonate-bicarbonate buffer. Then, DTT-treated BSA-CAP complex is immobilized on gold 

nanoparticles.  

C) Modification with proteins of glass slides coated with gold nanodots The surface of nanoparticles of the array was 

biofunctionalised with a carrier protein (bovine serum albumin, BSA) conjugated with CAP as schematically presented in 

Fig. 3. For nanoparticle modification, BSA-CAP (or BSA for control experiment) solution at 1g/L was incubated with 

DTT at molar ratio of BSA:DTT = 1:34 for 30 min at 70 °C in carbonate-bicarbonate buffer (4 mM Na2CO3, 50 mM 

NaHCO3, pH 9.2). Then, DTT-treated protein solution at 0.5 g/L in carbonate-bicarbonate buffer was dropped onto the 

surface of nanoparticle array. After incubation, the surface was dried under air and rinsed with dH2O and phosphate-

buffered saline (PBS, 137 mM NaCl, 2.7 mM KCl, 4.77 mM Na2HPO4·2H2O, 1.7 mM KH2PO4, pH 7.4). 

 

D) CAP detection Samples under investigation containing different analyte concentrations were incubated with fixed 

concentration of anti-CAP antibodies. Namely, BSA-CAP covered nanoparticle array was sequentially exposed to 50 

μg/mL anti-CAP antibody in PBS with 1% BSA pre-incubated with sequentially 30-fold decreasing concentrations of CAP 

(namely, its succinylated prodrug water-soluble form). The obtained complexes (CAP*anti-CAP IgG) were pumped 

through a liquid cell connected with the biofunctionalized nanoparticle array. The flow cell was pumped by the PBS buffer 

between different concentration points. In such an assay, when CAP concentration is high, all the antibodies are pre-

blocked with analyte (CAP) and antibodies binding to the gold surface is impossible, thus, the detected signal is minimal 

(right panel of 4a). Intermediate CAP concentration leads to the situation when significant part of antibody molecules in 

the sample under investigation are blocked with CAP (hence the procedure is termed competitive). In this case, the signal 

is directly proportional to the number of free antibody molecules, which are not bound with CAP in the solution (Fig. 4a, 

middle panel). In the case of minimum CAP concentration, a large amount of antibody molecules can bind to the surface 

of gold nanodots (Fig. 4a, left panel), thus providing a substantially large detected signal.  

 

As shown in Figure 4b, the resonance gradually shifted and started to come to a saturation at concentrations of CAP lower 

than 10-3 ng/mL. The detected signal forms a plateau when all the sites of binding on the surface of gold nanodots (namely, 

CAP molecules on the protein carrier BSA) are associated with antibodies and no signal increase is possible. It should be 

noted that the total range of spectral shift was not very large (1.24 nm), but our system could sensitively resolve the position 

of all points due to extremely small width of resonances (5-8 nm FWHM) and the application of statistical averaging 

methods to precisely measure the position of resonances.  The recorded spectral shift was measured referring to that 

measured with the buffer solution alone (PBS with 1% BSA). The limit of detection (LOD) for minimal CAP concentration 

based on spectral data was determined by 3σ criterion and found to be 25 pg/mL, which is already better than LOD values 

from all previous studies for label-free methods (e.g., LOD equal to 0.26 ng/mL [38], 32.2 pg/ml [39], 30 pg/mL [40]) and 

not far from best values for label-based methods such as EIA assays (7.6 ng/mL [41]). 

  

As shown in Figure 4b, phase started to evolve only after the third concentration of CAP, which was obviously related to 

the beginning of fast variation range within its singularity. Then, using phase as a signal parameter we could follow all 

subsequent concentrations of CAP, while the whole phase variation nearly reached its full dynamic range (180 deg). 

Finally, phase started to come to saturation at last points, which is consistent with complete binding of all active CAP sites 

on Au nanoparticles by the antibodies. The error of phase measurements provided by the ellipsometer for a fixed angle of 

incidence and the spectral operation range of 600-800 nm is 0.05 deg. Using this value for the error, we can estimate the 

relevant LOD as 27 fg/mL, which is almost 3 orders of magnitude better than all values recorded by alternative techniques. 

As we reported in our previous study [15], a much better phase resolution of 10-3 deg. (and lower) can be obtained, e.g., 

by using advanced phase sensitive systems based on low-noisy acousto-optical modulators. It is easy to find that with such 



 

a phase resolution the LOD can be below 1 fg/mL, i.e. in the sub-fg/mL level. It is important that this spectacular result 

can be obtained in the absence of the labelling step, which requires extra time and cost demands, as well as often occludes 

the binding site provoking false negative signals. Furthermore, the used optical arrangement enables one to follow 

biomolecular interactions in real time and thus obtain additional information on kinetic constants of reactions, which is 

hardly possible with labelling approaches. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

Figure 4. (a) In the competitive mode, CAP analyte in a sample under investigation is pre-incubated with anti-CAP antibody and the 

incubated complex (CAP*anti-CAP IgG) is pumped near CAP-coated Au nanoparticles. When CAP concentration is high, all antibodies 

are pre-blocked with CAP and their binding to surface-coated CAP is impossible (right panel). The decrease of CAP concentration leads 

to the appearance of free antibodies, which start to bind to CAP on the surface and the resulting signal is proportional to the number of 

surface-bound antibodies (middle panel). At low CAP concentrations (left panel) the recorded signal finally comes to a saturation 

corresponding to a complete binding of all sites on the surface of nanoparticles with antibodies (left panel); c) Dependence of spectral 

resonance minimum position (black) and light phase signal (blue) on concentration of CAP. The errors for spectral dependence were 

determined from the spectral resolution of the spectrometer (0.5 nm) improved by fitting with the use of N=7 points to an 

experimental error of /√𝑁0.2 nm. The error was phase measurements was determined similarly and was about 0.05 Deg. 

 

 

4. CONCLUSION 

We presented Fourier nanotransducers, which make possible ultrasensitive control of dynamic properties of 2D materials 

and functional interfaces with unprecedented sensitivity. We showed that PFN can help to exceed LODs of current state-

of-the-art label-free and label-based biosensors by more than 3 orders of magnitude, respectively. We believe that such 

hypersensitivity can radically advance label-free biosensing technology and eventually extend its application area beyond 

research laboratories. 
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