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Bacterial cellulose-SiO2@TiO2 organic-inorganic hybrid membranes with self-cleaning properties

Introduction

Cellulose is the most abundant biopolymer on earth and exist in two native forms: the complex cellulose, including most of the cellulose present in nature, and pure cellulose including cellulose produced in their natural state, such as cotton and Bacterial cellulose (BC) [START_REF] Pecorano | Monomers, Polymers and Composites from Renewable Resources[END_REF][START_REF] Jozala | [END_REF]. BC is obtained through the biosynthesis induced by Glucanacetobacter xylinus which are gram-glycerol and other organic substrates into cellulose in a few days [3,4]. BC unique structure shows entangled thin nanofibers with a diameter of 20-100 nm, with a large surface area per unit [5]. This feature, in addition to the hydrophilic nature of BC, results in high water absorption capacity, leading to increased moisture content [6][7][8]. These properties, combined with the distinct physical and mechanical properties of the molecule, including insolubility, biocompatibility, high crystallinity, high swelling, rapid biodegradability, tensile strength, elasticity, durability, nontoxic and nonallergenic features [8][9][10], make BC ideal for the design of several functional subtrates with high added value. Indeed, with the presence of a large number of hydroxyl groups within their structure, these building blocks, represent a unique platform for surface modification with functional molecules [11]. This is a remarkably versatile biomaterial used in wide variety of domains, such as papermaking, optics, electronics, acoustics, and biomedical devices and still with application such as complementary nutrition, artificial temporary skin for wounds and burns, dental aid, artificial blood vessels, composite reinforcement, electronic paper, light emitting diodes and fuel cell membranes [11][12][13][14][15]. Although it is a reality for medical applications, BC has promising potentials for other applications. The design of materials with functional properties has been a major target, motivated by the consumers and markets demand for high-performance and innovative technologies [16]. Much work has been conducted in development of subtrates with selfcleaning properties [11,15,[17][18][19][20][21][22]. Substrates with self-cleaning technology, have the capacity to degrade dirt, odors, and microorganisms through a photocatalytic process, allowing a reduction of cleaning actions and increase of the durability of the substrates [18]. Titanium dioxide (TiO2) is the most used among the photocatalysts based on benefitcost ratio, as well as its electronic suitability [12]. The anatase phase displays a higher photoactivity than rutile and brookite [22,23,35]. The rutile phase is thermodynamically stable, and the metastable anatase phase (generally formed at low temperature, e.g., by sol-gel processing) [25], transforms to rutile by heating or even by mechanical grinding [22]. The anatase-to-rutilo phase transformation is markedly influenced by the nature and the amount of cation [19,20,22,26] and anion impurities [27] present in the system, grain size [22], and preparation conditions such as reaction atmosphere. Alternatively, TiO2 can be grown at the surface of thermally stable, low cost and high-surface-area core materials [22,28,29] such as silica. SiO2 is one of the best core materials for preparing the core@shell nanoparticles due to its rich and well-know surface chemistry and adsorption capacity [START_REF] Iler | The Chemistry of Silica[END_REF], easy and controllable preparation by the Stöber method [START_REF] Fink | [END_REF], optical transparency in the wavelength region where TiO2 absorbs, low cost and high thermal and mechanical stability [32]. Furthermore, the SiO2-TiO2 heterogeneous system often exhibits better photocatalytic activity than TiO2 alone [33] due to the improved stability of silica-supported anatase and presence of oxygen vacancies in the supported titania [32] as well as due to the improved adsorption of the reactants near the active centers [34]. In the present work, the BC membrane with self-cleaning properties was developed by the immobilization of SiO2@TiO2 nanocomposite in the BC membranes. Never-dried and dried BC membranes were used. Dip-coating and spin-coating processes could be compared. The morphology and chemical composition of the SiO2@TiO2 nanocomposite and functional BC membranes were characterized. The photocatalytic activity was also evaluated as well as leaching of the nanocomposite.

Experimental 2.1 Material and Reagents

Titanium tetraisopropoxide, TIP (97%), nitric acid (70%), acetic acid (90%), aqueous hexadecyltrimethylammonium chloride solution, CTAC (25 wt %) and ammonium nitrate (analytical grade), were purchased from Sigma-Aldrich, agar and tetraethylorthosilicate, TEOS (99%) were from Merck, yeast extract was from Kasvi, peptone G was from Acumedia, d-glucose anhydrous (analytical grade), dissodium hydrogen phosphate (analytical grade), citric acid (analytical grade) magnesium sulphate heptahydrate (analytical grade), phosphate monopotassium (analytical grade), sodium hydroxide (analytical grade), Triethanolamine, TEA (99,5%) and hydrochloric acid (37%, analytical grade), were supplied by Synth. Ethanol (99,8%, analytical grade) was purchased from Lac. Ultrapure water (Milipore, specific resistivity: 18 M cm) was used throughout the experiments.

Preparation of SiO2@TiO2 nanocomposites

The preparation of SiO2@TiO2 nanocomposites were performed following procedures adapted from literature [35] and is described below.

Preparation of TiO2 sols

For the preparation of TiO2 sol, 5 mL titanium tetraisopropoxide (TIP) (3.52 mmol) was added dropwise into 100 mL acidic water (55.5 mmol) containing 1 mL nitric acid (15.7 mmol) and 10 ml acetic acid (0.181 mol) under vigorous stirring (800 rpm). The mixture was stirred for 16 h at 60 °C (pH = 1-2). The resulting sample will be denoted as TiO2.

Preparation of SiO2 nanoparticles

SiO2 nanoparticles were synthesized by hydrolysis/condensation between tetraethylorthosilicate (TEOS), triethanolamine (TEA), and hexadecyltrimethylammonium chloride (CTAC) according to literature [36]. A stock solution containing 64.0 mL of water (3.55 mol), 10.5 mL of ethanol (0.179 mol) and 10.4 mL of 25 wt% CTAC solution (7.86 mmol) was stirred (800 rpm) for 10 min at room temperature. To this solution, 4.1 mL of TEA (0.031 mol) were added (pH 11). Afterward, 60 mL of this solution were heated to 60 °C and then 4.35 mL of TEOS (19.5 mmol) was added under vigorous stirring (800 rpm). The reaction mixture was stirred at 60 °C for 2 h and then cooled to room temperature. Finally, 150 mL of ethanol (2.57 mol) was added and the resulting SiO2 nanoparticles were isolated by centrifugation followed by template extration (CTAC). Template removal was performed by refluxing the nanosilicas twice in 150 mL of an ethanolic solution of ammonium nitrate (0.25 M) for 1 h and twice in 150 mL of an ethanolic solution of hydrochloric acid (0.14 M) for 1 h. Afterward the SiO2 nanoparticles were separated by centrifugation, washed/centrifuged with ethanol twice, and finally was dried at 80 °C for 12 h. The final molar composition of the reagents in the reaction mixtures was TEOS : CTAC : TEA: water : ethanol = 1 : 0.27 : 1 : 137 : 6.2. A molar ratio of TEOS:TEA of 1:1 was chosen to minimize the particle size [37,38]. The resulting sample will be named as SiO2.

SiO2@TiO2 nanocomposites

In tota, 1 g of as-prepared SiO2 nanoparticles was added to TiO2 sol and dispersed in an ultrasonic bath for 15 min. The SiO2-TiO2 mixture was kept for 12 h leadint to TiO2supported SiO2 spherical nanocomposites (pH = 3-5). The resulting sample is denoted as SiO2@TiO2. The final molar composition of the components was SiO2:TIP:water:nitric acid:acetic acid = 1:0.21:3.3:1:10. The solid was separated by centrifugation and dried at 80 °C for 12 h, for subsequent physicochemical characterization.

Preparation of the bacterial cellulose (BC) membranes

BC membranes were prepared following procedures adapted from literature [37]. The strain used was Gluconacetobacter xylinus (ATCC23760) supplied by André Tobello Foundation, Campinas-SP, Brazil. An aliquot of the bacterium Gluconacetobacter xylinus (ATCC23760) suspension was replicated to a sterile solid medium plate HS (Hestrim-Schramm) containing 12 g of glucose (0.067 mol), 3 g of yeast extract, 3 g of peptone G, 1.62 g of dissodium hydrogen phosphate (0.011 mol), 0.69 g of citric acid (3,59 mmol), 15 g of agar and 585 mL of milipore water (32.5 mol). After growth time, the microorganism was innoculated into sterile liquid culture medium consisting of 50 g of glucose (0.277 mol), 4 g of yeast extract, 0.73 g of magnesium sulphate heptahydrate(2.96 mmol), 2 g of monopotassium phosphate (0.015 mol), 20 mL of ethanol (0.342 mol) and 980 mL of milipore water (54.4 mol) and kept at 28 °C for 72 h with air circulation. Membranes so produced were subjected to water exchange 5 times per day for 3 days; heated in water at 80 °C for 50 min; immersed in 100 mL of an ethanolic solution of NaOH (0.1 mol L -1 ) at 80 °C during 50 min and washed again with water until pH 7.0. The resulting non-dried sampleis noted as BCW. BCW was dried at room temperature for 24 h. The resulting dried sampleis denoted BCD.

Immobilization of SiO2@TiO2 nanocomposites on the BC membrane

In total 15 cm (length) x 5 cm (width) rectangular pieces (average weight = 0.3 g) of pristine BCW and BCD membranes were used. SiO2@TiO2 nanocomposites were deposited either by dip-coating or spin-coating (scheme 1). In dip-coating, BC membranes was dipped into the SiO2@TiO2 nanocomposite suspension during 5 min and then dried at room temperature for 24 h. The resulting samples are BCW-SiO2@TiO2-Dip and BCD-SiO2@TiO2-Dip, for the never-dried and dried BC membrane,s respectivelly. In spin-coating, 5 mL of the SiO 2 @TiO 2 nanocomposite solution were deposited on the center of the BC membrane; subsequently, the BC membrane was rotated at 3000 rpm during 30 s, and then dried at room temperature during 24 h. The resulting samples are denoted, BCW-SiO2@TiO2-Spin and BCD-SiO2@TiO2-Spin, for the never-dried and dried BC membranes, respectivelly. After functionalization, all membranes, were subjected to a hydrothermal treatment, at 150 °C for 4 h and dried again at room temperature during 24 h. Scheme 1 Schematic representation of the immobilization process by dip-coating and spin-coating, of SiO2@TiO2 nanocomposite on bacterial cellulose membrane

Characterization

The interaction between the SiO2 and TiO2 component was analyzed by attenuated total reflectance Fourier transform infrared (FTIR-ATR) spectroscopy. The FTIR-ATR spectra were obtained with a Bruker Vertex 70 spectrophotometer in the range of 400-4000 cm -1 , with 4 cm -1 resolution and 16 scans. Raman spectra were obtained with a Labram HR 800, Horiba Jobin Yvon Raman Spectrometer, equipped with He-Ne 632.81-nm laser and CCD (DU420A-OE-325 model) detector. The spectra were acquired with a laser power of 150 mV using an integration time of 300 s and 20 runs per measurement. The crystal phase of the SiO2@TiO2 nanocomposite solid powder extracted was studied by Xray diffraction (XRD). The measurements were performed at room temperature with a Siemens D5000 Diffrac Plus XRD commander diffractometer, using Cu Kα radiation (λ = 1.5406 Å) and Bragg-Brentano θ/2θ configuration. The morphology and size of SiO2, TiO2, the SiO2@TiO2 nanocomposite and the BC membrane, and functional BC membranes were investigated by scanning electron microscopy (SEM) and scanning transmission electron microscopy (STEM). SEM micrographs were performed using a high-resolution environmental scanning electron microscope (JEOL JSM7500-F model). Samples SiO2 and SiO2@TiO2 were analyzed in powder, while sample TiO2 was analyzed in solution (an aliquot was deposited on carbon tape attached to the support and dried under vacuum for 8 h) and covered with a 1-nm-thick carbon layer. The average particle size and standard deviations of silica nanoparticles were calculated from the diameters of more than 50 particles randomly selected from SEM micrographs and using the ImageJ software. The STEM images were collected at the Brazilian Nanotechnology National Laboratory (LNNano), Brazilian Center for Research in Energy and Materials (CNPEM), Campinas, Brazil, in a JEOL-JEM 2100 F microscope operated at 80 kV. The TiO2 and SiO2 contents were obtained by X-ray fluorescence analysis (XRFA) at the Department of Chemistry, University of São Paulo (USP, São Carlos, Brazil), using a benchmark MiniPal4 (PANalytical) spectrometer in energydispersive mode. The semiquantitative determination of TiO2 and SiO2 was performed using the standardless analysis package Omnian (PANalytical). All the measurements were acquired after a total measurement time of 840 s and were done in triplicate. Thermogravimetric analyses (TGA) of the BC membrane and functional BC membranes were carried out on a SDT 2960 from TA-
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Instruments. Samples were heated from 50 to 700 °C under an oxygen atmosphere, 200 mL min -1 , at a heating rate of 5 °C min -1 .

Dye photodecomposition

The self-cleaning properties of functional cellulose membranes, CB@SiO 2 @TiO 2 were evaluated by observing the decomposition of adsorbed methyl violet 2B (MV). The absorbance peak of methyl violet 2B (MV) dye in the visible region (450-700 nm) was measured after each dosage of irradiation of UV light (5-30 min). Cellulose membranes were dipped in aqueous solution of MV dye (0.1%), for 5 min and then dried for 1 h at room temperature. Afterward, 5 cm × 5 cm of the cellulose membrane was coated with aluminum foil and then placed under UV radiation (10 cm × 5 cm). The sample-lamp distance was 7 cm. A solar light simulator system, based on a Xe 150-W lamp, the range of emission wavelength between 290 and 400 nm (UVA and UVB) (16S-150W model, Solar Light, Inc., Philadelphia, USA) and a UV-Vis spectrometer (Carry 5000 model) was used.

Resistance to washing

In order to evaluate the stability of the SiO2@TiO2 containing BC membranes, the samples BCW-SiO2@TiO2-dip and BCW-SiO2@TiO2-spin were placed in water in an ultrasonic bath at room temperature for 20 min and then dried at room temperature for 24 h. Subsequently, the self-cleaning properties were evaluated.

Results and discussion

SiO2@TiO2

Figure 1 shows SEM micrographs of the samples of SiO2 as spherical nanoparticles with an average diameter of (51 ± 15) nm (Fig. 1a), TiO2 as a film consisting of fine grains (Fig. 1b), and SiO2@TiO2 (Fig. 1c).

The SEM (Fig. 1c) and STEM (Fig. 2) micrographs of SiO2@TiO2 show spherical nanoparticles with an average diameter of (52 ± 10) nm. Xray elemental maps from STEM (Fig. 2) reveal the presence of Ti in addition to the Si and O (from SiO2), in SiO2@-TiO2. A heterogeneous Ti mapping on the SiO2 nanoparticles is observed, suggesting a thin layer of the TiO2 on the SiO2 nanoparticles (dark sides with slight red spots) and between these, where the Ti concentration is higher (intense red parts).

FTIR-ATR spectra of the samples of SiO2 (Fig. 3a) and SiO2@TiO2 nanocomposites (Fig. 3b) are shown in Fig. 3. Both spectra show a broad band centered at 3460 cm -1 and attributed to O-H stretching vibrations of surface silanols and the remaining physisorbed water; a band at 1639 cm -1 related to the bending vibrations of adsorbed water; characteristic bands of silica: a strong intensity band centered at 1068 cm -1 with a shoulder at 1239 cm -1 assigned to asymmetric Si-O-Si stretching vibrations; and a band at 800 cm -1 assigned to symmetric Si-O-Si stretching [5,[START_REF] Socrates | Infrared and Raman Characteristic Group Frequencies: Tables and Charts[END_REF]. The interaction between TiO 2 and SiO 2 in the SiO 2 @TiO 2 nanocomposite (Fig. 3b) is shown by the band at 946 cm -1 assigned to the symmetric Ti-O-Si stretching band, confirming that the SiO2 reacted with TiO2 to form the Ti-O-Si structure [35]. In the FTIR-ATR spectrum of SiO2@TiO2 (Fig. 3b), two other bands are observed: at 1404 cm -1 , corresponding to the Ti-O-Ti stretching vibration [START_REF] Barud | [END_REF] and at 1703 cm -1 assigned to C = O vibration of the carboxylic group (-COOH) of acetic acid, not involved in Ti chelation [41]. According to literature [35], the formation mechanism of the SiO2@TiO2 nanocomposite is considered by electrostatic deposition. The isoelectric point of TiO2 is 5.5 and that of the SiO2 particles ranged from 1.8 to 2.7 [42,43]. As the pH value was 3-5, the TiO2 would have a positive surface charge density and the SiO2 nanoparticles would have a negative surface charge density. Thus, TiO2 could be deposited on the surface of the SiO2 nanoparticles driven by the electrostatic attraction between TiO2 and SiO2. SiO2 (95.6 ± 0.2) and TiO2 (4.4 ± 0.3) contents of the SiO 2 @TiO 2 nanocomposites were estimated by X-ray fluorescence analysis (XRFA) (Table 1).

Figure 4 shows the XRD patterns of the SiO2@TiO2 nanocomposite. Anatase peaks at 25.3°, 38.1°, and 48.2° and no traces of brookite or rutile were observed, indicating that single-phase anatase nanocrystallites were formed. The phase anatase TiO2 has the highest photoactivity among different crystal phases of TiO2 [22,23,35].

3.2 Photocatalytic BC-SiO2@TiO2 membranes SEM micrographs and EDS spectra of the BC membrane (a) and BC-SiO2@TiO2 membranes (b-e) are illustrated in Fig. 5. SEM micrographs of the BC membrane exhibit smooth longitudinal fiber-like structures (Fig. 5a), while those of BC-SiO2@TiO2 membranes reveal BC fibers coated with particles, imparting surface roughness in the fibers. In the case of BCW-SiO2@TiO2-dip (Fig. 5c) and BCW-SiO2@TiO2spin (Fig. 5e), the surface of the fibers is coated with particles with the same morphology and average particle size (52 ± 10) nm as those of SiO2@TiO2 (Fig. 1c). In BCD-SiO2@TiO2-dip (Fig. 5b), the BC fibers are fully covered with a film of an agglomerate of these nanoparticles. In the case of BCD-SiO2@TiO2-spin (Fig. 5d), one can see thick layers upon which electron beams have been cracked. Beyond these layers, the BC fibers are fully covered with these particles (Fig. 1b). The EDS spectra (Fig. 5) confirm the existence of Si and Ti in the functional BC membranes, indicating the successful grafting of the SiO2@TiO2 nanocomposite in the BC membrane.

Fig. 5 SEM micrographs and EDS spectra of a) BC, b) BCD-SiO2@TiO2dip, c) BCW-SiO2@TiO2-dip, d) BCD-SiO2@TiO2-spin, and e)BCW-SiO2@TiO2-spin.

Raman spectra of functional BC membranes (Fig. 6) show characteristic bands of anatase at 148 cm -1 (Eg), 396 cm -1 (B1g), 513 cm -1 (A1g/B1g), and 635 cm -1 (Eg) [12,[START_REF] Socrates | Infrared and Raman Characteristic Group Frequencies: Tables and Charts[END_REF]. Therefore, anatase crystalline phase remains after immobilization of the SiO2@TiO2 nanocomposite in the BC membrane.

TGA curves of the BC membrane (a) and functional BC membranes (b-e) are shown in Fig. 7. Two significant weight losses are observed from ambient temperature to 150 °C and from 150 to 500 °C. The first weight loss is due to membrane dehydration. Physically adsorbed and hydrogen-bonded linked water molecules are removed at this first stage. The second weight loss is associated to the decomposition of the CB membrane [5,[START_REF] Barud | [END_REF]. From 500 °C, a variable residue is observed, according to the process employed in the immobilization of the SiO2@TiO2. The residue loading increases in the order BCD-SiO2@TiO2-dip < BCD-SiO2@TiO2-spin < BCW-SiO2@TiO2-dip <BCW-SiO2@TiO2-spin, suggesting a higher immobilization efficiency of the SiO2@TiO2 nanocomposite in the BC membrane in the never-dried state.

The self-cleaning properties of membranes were evaluated by measuring the absorption spectra of MV dye in the visible region (450-700 nm) after each UV light dosage (5-30 min) (Fig. 8).

Fig. 8 Electronic absorption spectra of the samples: a pristine BC, b BCD-SiO2@TiO2-dip, c BCD-SiO2@TiO2-spin, d BCW-SiO2@TiO2-dip, e BCW-SiO2@TiO2-dip (after washing fastness), f BCW-SiO2@TiO2-spin, and g BCW-SiO2@TiO2-spin (after washing fastness), with the respective times of UV light irradiation and photograph of the respective samples after irradiation

The MV characteristic band decreases in intensity as a function of the irradiation time. These samples with best efficiency of self-cleaning properties, exhibited a higher loading residue (Fig. 7) and also present good resistance to washing (Fig. 8d vs. 8e and Fig. 8f vs. 8g), as evidenced by the constant performance of self-cleaning properties. The enhanced photocatalytic activity of the functional bacterial BC membrane might be attributed to the unique physicochemical properties of the SiO2@TiO2 nanocomposite which result from the strong interaction of the TiO2 film and SiO2 nanoparticles, such as the increased specific surface area of the SiO2@TiO2 nanocomposite [35,43] and the enhanced surface acidity of the nanocomposites [35,44]. The increase in the specific surface area facilitates more effective adsorption sites which might promote the photocatalytic activity by increasing the concentration of contaminants and reaction intermediates near the TiO2 [35]. Additionally, mixed metal oxides often generate additional surface acidity over their individual members because of an increase in the polarizability of the hydroxide groups present in the mixed oxide [35]. In the SiO2@TiO2 nanocomposite, a complex oxide may form at the interface due to the existence of Ti-O-Si vibration in the FTIR spectrum (Fig. 3). These bonds enhance surface acidity of the TiO2@SiO2 nanocomposites and in turn improve the photocatalytic activity of the BC-SiO2@TiO2 membrane fabricated in this study [35].

Conclusion

BC membranes displaying self-cleaning properties have been prepared by incorporation of SiO2@TiO2 composites in BC. TGA analyses demonstrate a higher loading for neverdried BC membranes possibly due to a better diffusion of the composite into the BC during the process. This higher loading may correlate with the greater efficiency of the latter materials synthesized in the wet state compared to the other materials to degrade MV in much shorter time. The functional BC membranes also presented a good resistance to washing with high chemical stability and the color and texture of the original features were maintained. The good properties acquired in this versatile biomaterial open the way to obtain functional BC which will find application in several areas.
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