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1    Introduction 
 
The fabrication of non oriented electrical steels (NGO) with the desired thicknesses 
demands a large deformation rate at cold rolling. The final annealing has to be 
realized in a way that large grain sizes are obtained. This is finally reached by grain 
growth after recrystallization. A large grain size is necessary to get low magnetic 
specific losses. Furthermore, a high intensity of preferable magnetic texture 
components is desired to obtain a good magnetizing behavior. To realize a large 
grain size makes a big difference to the desired grain structure for steels. In addition, 
γ- fibre texture is not the desired texture for non oriented electrical steels.In this 
paper, we will analyze in detail the recrystallization behaviour followed by grain 
enlargement of ferritic FeSi 2.4 steels at final annealing. Thereby the complex 
heterogeneous deformation structure across the thickness after cold rolling has to be 
regarded. For the analysis we used the OIM, ODF the image quality (IQ) as well as 
the distribution function for the misorientation obtained from EBSD-measurements. 
The appearance of the different processes: recovery, recrystallization (nucleation and 
growth of nuclei; strain induced boundary motion), grain growth after the primary 
recrystallization: (continuous and /or discontinuous grain growth) are discussed. 
 

2    Non-Oriented Electrical Steel 

2.1    Microstructure of the Cold Rolled Material and Characteristic 
of the Strain Heterogeneities 

Due to the variation of the parameters at final hot rolling one gets a variety of images 
for the microstructure after hot rolling. This results finally in quite different 



microstruture and texture after cold rolling [1 - 4]. The OIM in Figure 1 presents 
typical features of the deformation structure after hot rolling of different fabricated hot 
band. The OIM indicate the presence of elongated bands oriented mainly in the 
rolling direction with γ- fibre texture (˂111˃parallel NR) and bands with mainly cube 
fibre texture (˂001˃parallel ND) These bands are distributed more or less over the 
thickness. Thereby the portion of the area with γ- fibre texture seems to be larger for 
the samples 2 and 7. The bands with with γ- fibre texture (˂111˃parallel NR) show a 
more or less high value of the image quality (IQ) at EBSD investigations. A band with 
cube fibre texture has high values of IQ. A high intensity of shear bands is visible 
especially in the areas with γ- fiber texture (˂111˃parallel NR) for samples 2 and 7. 
The regions with shear banding exhibit a low image quality (increasing lattice 
distortion). Zones with shear banding across the thickness are also very clear visible 
in the optical micrographs for these samples [1 -4]. With respect to an analysis of the 
evolution of microstructure and texture at annealing, it is interesting to note that 
substructures with high intensity of zones with shear banding have been also 
obtained in the case of using the strip-casting route after cold rolling [5 - 7].  

 

 
Sample 1                                    Sample 2                                        Sample 7 

 
Fig. 1: OIM of sample 1, 2 and 7 after cold rolling 

 
As shown in Figure 2, the image quality plus the rotation angle map (misorientation) 
is quite different for sample 1 and 2. The higher intensity of small angles for sample 2 
may indicate a much stronger formation of sub grains due to the process of recovery 
compared to sample 1. Recovery comprises cancellation and rearrangement of 



dislocations, which leads to the formation of sub grain structures with low angle 
boundaries [8, 9]. The deformation structure after cold rolling with large deformation 
is rather complex and spatial inhomogeneous, characterized by the fact that we have 
beside uniform stress is some areas also strain partitioning and strain location [10]. 
The complex locally rather inhomogeneous deformation structure after cold rolling 
reflects also in different texture. For sample 2 areas of bands with exhibit mainly a 
cube fibre texture one finds areas, where a strong rotated cube texture and α –fibre is 
observed.[3, 4]. Even more complex figures for texture after cold rolling are found 
especially between the bands oriented mainly in the rolling direction with γ- fibre 
texture (˂111˃parallel NR) and bands with cube fibre texture (˂001˃parallel ND), see 
Figure 3. One observes even small areas with some shear banding , where already 
very small grains appear between the shear lines. The texture nearby the shear line 
shows γ -  fibre texture. The small grains exhibit cube fibre texture and α* - texture, 
see Figure 4. These observed features for the microstructure of the cold rolled 
material, which is a consequence of the strong deformation rate at cold rolling,, will 
affect remarkable the ongoing processes at final annealing.  
 

                     

   
Fig. 2:  Image quality plus the rotation angle map (misorientation) of sample 1 (left) 

and sample 2 (right) after cold deformation. 
 



 
Fig. 3: Image quality plus the rotation angle map (misorientation), ODF OIM and 

distribution function for the misorientation for a selected area of sample 7 after cold 
deformation 

 

 
 
Fig. 4: Image quality plus the rotation angle map (misorientation), ODF OIM and 
distribution function for the misorientation for a selected area of sample 2 after cold 
deformation 
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2.2    Evolution of Microstructure and Texture after Annealing at 
Low Temperatures 

The softening process at annealing at low temperatures comprises recovery and 
recrystallization. Recovery is characterized by cancellation and rearrangement of 
dislocations, which leads to the formation of sub grain structures with low angle 
boundaries and recrystallization by formation and subsequent motion of new high 
angle boundaries. [8, 9]. 
In the following we will analyse the recrystallization by regarding the results for 
annealing at different temperatures from 700°C to 800°C. The heating rate and the 
cooling rate were chosen like for a continous annealing. Figure 5 gives the image 
quality map plus rotation angle map (IQ plus misorientation) and the OIM after 
annealing at 700°C and 760°C for 20s. Red lines indicate small angle distribution 
(2°to 15°) and black lines large angles (>15°). After annealing at 700°C for 20s there 
exist bands with cube fiber texture in the middle of the sample like after cold rolling. 
Even after annealing at 760°C for 20 s one observes large elongated grains. Figure 6 
presents the observed overall figure of the sample 2 for the texture (ODF) at 
annealing at 700°C and 760 °C with different annealing time compared to those after 
cold rolling.The intensity of the α – fibre disappears and of the γ – fibre increses with 
increasing the annealing temperature. An increase of the α* - fibre and cube – fibre 
texture with increasing annealing temperature and annealing time is obtained. Even a 
small Goss texture intensity is found. The obtained figure indicates the role of the 
kinetic of the recystallization pocess on the texture formation. 
Regarding Figure 1, 5 and 6, it seems that for sample 2 during the low temperature 
annealing after cold rolling the recrystallization is going on in the bands with γ – 
texture and a fragmentation appear in the bands with cube fibre texture. Finally, at 
760°C complete recrystallization is observed. It should be mentioned that the 
resulting microstructure and texture at recrystallization depends on the different 
deformation structure after cold rolling, which depend again on the microstructure 
and texture of the hot band. 
The mechanism of recrystallization comprises the process of nucleation and growth 
of the recrystallized nuclei in the deformed matrix.Thereby the stored deformation 
energy is the driving force. Assuming homogeneous in –plane compression strain the 
Taylor factor may be used to characterize the stored deformation energy (dislocation 
density) depending on the crystallographic orientation. This factor may be also used 
to describe the energetic situation between neighbouring grains in the case of 
nonuniform straining (strain partitioning, strain localization [10]). One distinguish on 
one hand at recrystallization subgrain growth in regions with high deformation energy 
(high stored energy mechanism [11]) and on the other hand subgrain growth of low 
energy crystallites in high energy stored crytallites (SIBM: bulging of a low energy 
region), see [10, 11]. This scenario one has to keep in mind regarding the 
recrystallization of our cold rolled material with such a complex heterogeneous 
deformation structure.  
  



          

IQ_Mis                         OIM                       IQ_Mis         OIM 

Fig. 5: Image quality plus the rotation angle map (misorientation) and OIM of sample 
2 after annealing at 700°C (left) and 760°C (right) for 20s 

 
To see how the recrystallization process (formation of nuclei and growth of nuclei; 
formation of grain structure) is going on in detail across the thickness we analyzed for 
the sample 2 different areas across the thickness at annealing at 760°C with 
annealing time ta= 0 and 20s. Figure7 gives the OIM of sample 2 after annealing at 
760°C for 0 s across the thickness. Figure 8 presents IQ plus rotation angle maps 
and ODF for different areas across the thickness for sample 2, see Figure 7, after 
annealing at 760°C with annealing time ta= 0. Figure 9 shows IQ and ODF in different 
areas, as indicated, for sample 2 after annealing at someone higher temperature of 
760°C for 20 s.  

 



   

Sample 2 after CR                           Sample 2: 700°C / 20 s 

        

Sample 2 760°C/0s                           Sample 2 760°C/20s 

Fig. 6: ODF for sample 2 after cold rolling and annealing at 700°C as well as 760°C 
for different annealing time 

 
We observe in both cases a rather inhomogeneous figure of the microstructure and 
texture for annealing at 760°C with annealing time ta = 0 as well as ta = 20s. 
Characteristic feature for the texture formation is a decrease of α – fibre texture as 
well as a decrease of the γ – fibre, at least at larger annealing time. With respect to 
the preferable magnetic texture components for NGO (cube texture, cube fibre 
texture, α* - fibre texture) the intensity is higher in areas with lower grain size. The 
distribution of misorientation for the region with small grains has a much lower 
intensity of small angles and a high intensity of large angles between 30 and 40 
degree, see Figure 9. The area with larger grains may result from even larger 
elongated grains by recovery related to higher intensity of small angle boundaries. At 
760°C we have already a complete recrystallized microstructure. It appears that the 
figure for the texture changes with the growth of nuclei and formation of grain 
structure by grain growth. Experimentally, in-situ EBSD investigations may help to 
clarify the role of the bands with γ- texture or cube fibre texture as well as of the 
zones with shear banding after the cold rolling on this process. 

 



 
 

Fig. 7: OIM of sample 2 after annealing at 760°C for 0 s 
 
The obtained figures for the texture cannot be explained by subgrain growth into 
regions with high deformation energy due to high values of the Taylor factor by 
uniform in-plane strain. The deformation structure in the regarded case is much more 
complex, as described. We may regard that shear strain exist beside uniform in-
plane strain. The Taylor factor in the case of a superposition of in-plane strain and 
shear strain results in a different figure for hard orientation (large Taylor factor) and 
soft orientations (low Taylor factor), see Figure 10 and [3. 12]. Larger intensity of 
shear strain to plane strain compression results finally in a shift of “hard” and “soft” 
directions, see Figure 10. At increasing shear stress we have cube, cube fibre texture 
and α* - texture as “hard directions“. These points to the importance of shear bending 
across the sample thickness to get a high intensity of magnetically relevant texture 
components at recrystallization. We may now assume that we may have 
recrystallization by nucleation or by SIBM. Recrystallization comprises nucleation and 
growth of nuclei in the deformed matrix, which is characterized by subgrain growth in 
regions with high deformation energy (high stored energy mechanism). 



  
section 1             section 2   section 3 

 
Fig. 8: IQ plus rotation angle maps and ODF for different areas across the thickness 

for sample 2 after annealing at 760°C with annealing time ta= 0 



 

  

   
Fig. 9: IQ and ODF in different areas, as indicated, for sample 2 after annealing at 

760°C for 20 s 
 
This results in growth in the orientations associated with a high Taylor factor (only 
uniform in-plane strain or superposition of uniform in-plane strain and shear strain). 
SIBM describes the process of subgrain growth of low energy crystallites in high 
energy stored crystallites (SIBM: bulging of a low energy region). A process, where 
grains with the lower stored energy grow up in the neighbouring crystal [8] in the 
case of already existing grains. The changes of the intensities of the magnetically 
relevant magnetic texture components  at low temperature annealing of sample 2, 
see Figure 6,8 and 9, may be explained in this way  by a superposition of nucleation 
and SIBM. For areas with K=0 (only uniform in-plane deformation) we may have 
rotated cube by SIBM and cube texture by nucleation. For areas with K ˃ 1 α* - 
texture appears by nucleation. It should be remarked that we may have beside SIBM 
already secondary recrystallization, especially in regions, where only large angles 
boundary exist. It should be also mentioned, that the occurrence of grain growth by 
SIBM in our case is similar to the ongoing process at the beginning of annealing for 
semifinished FeSi steels (CRLS), where grains exist at the beginning of thermal 
annealing after temper rolling. 
 



2.3    Evolution of Microstructure and Texture after Annealing at 
High Temperatures 

We will regard sample 1 and 2. While at annealing of sample 1 at 800°C we have still 
a remarkable intensity of small angle boundaries in the middle of the sample 1. 
Whereas sample 2 exhibits only a low intensity of small angle boundaries, see Figure 
11. At annealing above 800°C there are practically a very low intensity of small angle 
and grain structure exist across the thickness (recrystallized microstructure).The OIM 
and ODF after annealing at 800°C, 900°C and 1050 °C are given in Figure 12 and 13 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Fig. 10:Taylor factor as function of the K (K characterize the shear stress; K = 0 no 
shear stress) 

A – {100}<001> cube texture, B –100}<110> rotated cube texture, C – {110}<001> 
Goss texture; D - component {111}<112> of the γ – fibre; E – component  

{111}<121>, F – {113}<251>;  G - component {113}<136> of the α* - fibre ; H – 

component {411}<148> of the α* - fibre, F = {113}<251>, G = {113}<136>, H = 
{411}<148˃ 
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As can be seen, the grain size increases with increasing annealing temperature in an 
inhomogeneous way. The influence using cold rolled material from different 
fabricated hot band on the evolution of texture is clearly seen in Figure 12 and 13. At 
annealing at higher temperatures the ongoing processes start also from the 
microstructure of the cold rolled state. It can be assumed that first recovery followed 
by recrystallization appear. The recrystallization involves nucleation characterized by 
appearance of nuclei and growth of the recrystallized nuclei in the deformed matrix. 
Depending on the nature of the strain also SIBM occur. In the fully recystallized 
microstructure finally one may have an increase of the grain size by secondary 
recrystallization (inhomogeneous increase of the size of the grains [8]).  

 

 
 

Sample 1: 800°C/20s                                Sample 2: 800°C/20 
 
Fig. 11: IQ plus rotation angle maps for sample 1 and 2 after annealing at 800°C for 

20 s 
 
The progress of these different processes is affected by the annealing conditions: 
heating rate, maximum annealing temperature and holding time at this temperature. 
Due to the rather inhomogeneous and complex deformation structure in the cold 
rolled state across the thickness these processes may appear simultaneously. Even 
SIBM may arise adjacent to secondary recrystallization.This figure for the ongoing 
process sequence at annealing at higher annealing temperature is supported by the 
obtained results for the evolution of the microstructure at annealing at 750°C for 
different annealing times. Figure 14 shows the OIM and ODF for sample 1 for 
annealing at 750°C at different annealing time. The results for sample 2 you may find 
in [13]. 
 



Regarding the secondary recrystallization, the driving force of abnormal grain growth 
(secondary recrystallization) is the reduction of the total internal surfaces (Grain 
Boundaries -GBs) by elimination of GBs with higher energy (energy minimization)   
[8, 14]. One has to regard the grain boundary energies as well as the grain boundary 
mobility. GB energy is not homogeneous and may be different for a regarded grain 
with respect to the neighbouring grains. The grain boundary character is described 
by the misorientation with respect to the neighbouring grains. The grain boundary 
energy varies with the crystallographic nature of the boundary. At present, there is no 
general model to calculate the grain boundary energy for different nature of the 
boundary [14]. There are also no data by measurements for the regarded ferritic 
FeSi. There exists no data on the energy ranking of the grain boundary energy for 
different misorientation of the neighbours. With respect to the mobility one may 
regard the relation between the obtained figure for the texture and the occurence of 
CSL-boundaries. CSL boundaries are preferred at grain growth, especially in the 
range of θ between 20 and 40 degree [15]. In addition, one has to consider the 
precipitation structure [8].  
 

     
800 °C   920 °C m  1000 °C m 

 
Fig. 12: ODF (averaged values across different EBSD measurements across the 
length) and the OIM for a selected length at annealing at high temperatures for 

sample 1 



 

      
800 °C / 20s  920 °C / 20s  1000 °C /20s 

Fig. 13: ODF (averaged values across different EBSD measurements across the 
length) and the OIM for a selected length at annealing at high temperatures for 

sample 2 
 

    
 
Fig. 14: OIM and ODF for sample 1 for annealing at 750°C and an annealing time of 

1 min (left) and 5 mim (right) 
 



3    Summary and Conclusions 
The electrical steels demand beside  a high intensity of preferable magnetic texture 
components for improved magnetization behaviour large values of the grain size to 
reach the desired low values of the specific magnetic losses. The demand for large 
grain size needs an annealing at higher temperatures to get beside a recrystallization 
also a grain enlargement by normal or abnormal grain growth (secondary 
recrystallization). 
The large deformation rate at cold rolling results in a rather complex spatial 
inhomogeneous figure for the deformation. In addition, the microstructure and texture 
of the hot band has an important influence on the heterogenous deformation 
structure after the cold rolling. The nature of the localized strain in the cold rolled 
state is different. This results finally in a different character of the recrystallization 
process at final annealing across the thickness. This affect the resulting figure for the 
texture. Preferable magnetic texture components are obtained in the case that shear 
bending acoss the thickness is present. 
The evolution of the microstruture and texture at final annealing cannot be desribed 
only by recrystallization. Grain enlargement by normal or abnormal grain growth 
(secondary recrystallization) has to be regarded too, at annealing at higher 
temperatures. 
Due to the complexity of the processes, which depend also on the annealing 
conditions, a prediction of the resulting figure for micostructure and texture at final 
annealing of the ferritic FeSi steels can be hardly done. A model, which can describe 
the ongoing processes according to the annealing conditions does not exist.  
The understanding of all these different processes on the evolution of microstructure 
texture demands further work. This comprises a clear identification between the 
various mechanism at recrystallization as well as between SIBM and secondary 
recrystallization. Models for the grain growth for these ferritic FeSi steels at 
secondary recystallization are also missing. A crucial point thereby is to describe the 
effect of the texture of the neighbouring grains on the growth of a regarded grain. 
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