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The mechanical properties of fiber reinforced thermoplastics depend on the characteristics of the fibers, such as their three-dimensional orientation distribu tion, which is the result of the processing conditions and of the initial products before mixing. Different composites were obtained by injection of reinforced isotac tic polypropylene containing 30 wt% fibers. Different size distributions of fibers were investigated. Their average lengths range from 60 to 4 70 µm. Specific new tools were developed by combining microscopy and image analysis to determine the microtextural characteristics of the fibers, such as their size distribution or their orientation in the matriX. Our technique allows the following of the size distribution evolution of the fibers as the composite is processed. The three-dimensional orien tation of the fiber is established using the in-plane angle and the angle of inclina tion. The evolution of the three-dimensional orientation distribution is studied in the sample, by differentiating central and border behavior and also as a function of fiber size. It is concluded that the coupling of scanning electronic microscopy with image analysis is an interesting technique that allows the 3-D orientation of the fibers to be determined. This technique is validated by sho叨ng that the results obtained agree with those that other authors obtained on comparable materials.

INTRODUCTION F

iber reinforced thermoplastics are increasingly used in applications where it is essential to accurately predict their composite properties. The perfor mance of such materials is particularly dictated by the microtextural characteristics given to the matrix by the fibers. We can define microtextural characteristics as (1): the parameters of the fibers, such as their size, their shape (ratio length/diameter), and their spatial organization, determined by fiber orientation and fiber dispersion. The microtexture of a composite of given composition depends on the processing conditions and on the characteristics of the different initial prod ucts (fibers and polymer), before mixing. All these in teractions can be described by the system illustrated in Fig. 1. It consists of the initial products, the pro cessing conditions, the microtextural parameters, and the material properties. In order to predict material properties from initial products and processing con ditions, it is necessary to analyze the different rela tions between each point in this system.

The particular field in which we use this approach is the analysis of the evolution of glass fiber orientation distribution in injected reinforced polypropylene. Pro cessing conditions are fixed and controlled. The char acteristics of the fibers before extrusion are varied by incorporating fibers with various size distributions into the polymer.

To determine the size distribution and three-dimen sional orientation distribution of the fibers, specific procedures are developed that combine microscopy and image analysis (1�4). We define the shape factor (Fs) as the ratio of the length to the diameter. A fiber is defined by its shape factor, Fs > 1. A second pneumatic selection is carried out on SFgl; the fraction containing the longest fibers is eliminated and the resulting glass fiber called SFg2. Thus, three different populations of selected glass fi bers are obtained with different average lengths.

Micro textural characteristics

Spec.imen Preparation

The composites were prepared with a polypropylene matrix (Appryl 3030 MNl-Atochem-France). Its mo lecular weight is 325,000 Daltons. The fiber content was 30 wt%.

Processing conditions were identical for all injected specimens. A co-rotating twin-screw extruder (Clex tral BC 45, Firminy, France) was used to prepare glass fiber-polypropylene pellets. An injection molding ma chine (Billion, Bellignat-France) with a clamping force of 90 tons was used to mold standard dumbbells. Dumbbell specimens produced have an active portion 10 mm wide and 4 mm thick (according to French standard NFf 51-034 1981). The various samples were taken from the central part of the dumbbell.

METHODS

Deten血ation of the Size Distribution of Glass Fibers (1, 2, 4)

Most of the usual size distribution determination techniques (scattering, gravitational measurements, etc.) are not appropriate to determining the length of acicular particles such as fibers, because these meth ods are based on a spherical shape model. The most usual technique is therefore measuring the length of the fiber using microscopy. Semi-automatic image an alyzer processes are increasingly used because of the tediousness of manual measurements (5,[START_REF] Allen | Particle Size Measurement[END_REF].

The most recent development has been automatic image analysis, which works more quickly and mini mizes human intervention [START_REF] Talbot | [END_REF]. We therefore developed a specific automatic technique by coupling optical mi croscopy and image analysis (1, 4). It is based on an individual analysis to obtain the size distribution of the fibers. The size factor for these cylindrical particles which is used in the analysis is the exodiameter, which is estimated from the maximum Feret diameter. The Feret diameter is the length of the particle projec tion in a determined direction on the plane.

For each analysis, a population of at least 800 fibers is treated and analyzed. Before image acquisition, fi bers are carefully dispersed between two glass slides, in an appropriate dispersing solution, see Fig. -The size distribution in weight (each fiber is weighted by its length) is represented by the average weight length, L w , as follows:

L1d; x n1 Lw = Lidi x n1 (2) 
The size distribution range is given by a dispersity factor: the variation coefficient (CV n l, the ratio between the standard deviation and the average length in num ber.

Determination of the Three-Dimensional

Orientation Distribution of Fibers in the菹atri:a:

(1, 3)

To determine the orientation angles of fibers, most of the more advanced methods use their elliptical marks on a sectioned polished surface (Fig. 3). The three-dimensional orientation of the fiber is deter mined by two angles (Fig. 4): the inclination (0) and the in-plane angle(中) ,in a spherical coordinate system.

In the last decade, some authors (8-13) have fol lowed similar approaches, but without entirely resolv ing the determination of both angles. Their ap proaches do not fully deal with the problem of 180 ° ambiguity on the determination of the in-plane angle. This ambiguity is due to the fact that two possible plunge senses correspond to the same elliptical mark (Fig. 5). Only, Clarke et al. ( 14), using a confocal scan ning laser microscope, have proposed a process to determine three-dimensional orientation from two parallel optical sections of the material. Unfortu nately, until now this type of microscopy has been uncommon and rather expensive.

We therefore developed an original technique by coupling scanning electron microscopy and image analysis. This technique is described in a previous paper (3). This method requires two different polished sections of the material to obtain the three-dimen sional orientation distribution of the fibers in the ma trix (Fig. 6). Grey level frames of the polished sections are taken by scanning electronic microscopy. Each image is then treated to prepare it for the quantitative analysis phase. Each frame is cleaned and a threshold is operated in order to simplify it. It is then necessary to separate touching fibers, in order to individualize and label each one. During the quantitative analysis the elliptical fiber marks are interpreted and trans lated into orientation results. We must be careful that fibers with irregular shaped cross section are not taken into account. 1 show, this operation re suits in a notable reduction in the average length and a narrowing In the length distribution. The effects of grinding and processing on fiber length distribution (after extrusion and Injection operations) are shown in 凡g. 9. For short glass fibers (SFgl and SFg2) under the chosen processing conditions, we note that fiber breakage is quite low. As noted by other authors [START_REF] Arroyo | [END_REF]19), this length reduction concerns principally the longest fibers, producing shorter fibers. , """"""""'""', 才 i 4 亿 S F g 1 ] i J 0,2 f-'"""""""",志µ.""升乒.....f o Initial fibers (before processings). • Fibers, after processings. In border zones, in-plane orientation tends to be parallel to the principal border. We can note that the 0,08 0,09 0,08 0,30 0,33 0,03 0,12 0,25 0,27 0,30 0,16 0,09 0,40 0,57 0,59 0,03 0,08 0,77 0,85 0,01 0,07 0,80 0,84 0,01 0,02 0,83 0,89 0,00 0,03 0,83 0,68 0,00 0,01 0,67 0,65

SD Orientation Results

Sampling Mode

Most sampling planes for orientation investigations on the injected fiber composites are established taking both core and skin behavior into account (20-22). In some cases, however, it is not possible to differentiate and identify clearly the two types of layers by

CFg results.
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SFgl results.

0,04 0,08 0,78 0,76 0,03 0,21 0,84 0,70 0,06 0,11 0,78 0,50 0,03 0,05 0,61 0,39 0,01 0,02 0,54 0,38

SFg2 results. The in-plane orientation中and the symmetric angle 中+180 °do not have the same probability. In our case, the in-plane angle中close to 0 ° is more frequent than the 180 ° angle. This is due to the curvature of the advancing front during mold filling (Fig. 1 7), which favors a particular plunge sense.

We observe that, for the same fiber concentration, on a polished section, the shorter the fibers are, the 

  presentation of the system. The purpose of this work is to show and analyze the results obtained by the application of these image analysis methods in order to show the value of such techniques, which have been until now, rarely used in the polymer composite field. The results obtained for the evolution of the 3-D orientation distribution of the fibers can illustrate the use of such a method. MATERIALS Fibergla霪11 Generation All the fibers we used have the same diameter equal to 14 micrometers. Three different length distribu tions of glass fibers are obtained using different gen eration processes: • a first batch of fiberglass was obtained from 4.5 mm cut thread (CFg). • two batches of shorter glass fibers were obtained by a fragmentation process of continuous fibers. After fragmentation by pneumatic selection (Alpine ATPSO Rotoflex, Augsburg, Germany), the powder (ground glass) is eliminated leaving only glass fi bers, coded SFgl.
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 2 Fig. 2. Captured image of dispersed Ji山ers between two g/nss slides.
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 3456 Fig. 3. Image of the elliptical mark of a fiber on a polished suiface.

  micro scopic observation. So, applying stereological laws, the section studied is sampled in zones of equal area. After verification of the presence of two principal sym metry axis on the plane formed by the section through vas. Each point Is translated Into a unitary segment with the same plane orientation. The addition of the different segments gives the direction rose, which pro vides a synthetic illustration of the main fiber orlen tations on the plane. It shows the in-plane angle dis tributions, and the stereographic density plot, which gives the probability distribution of the three-dimen sional orientations.
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 9 Fig. 9. Stze distributions tn weight. Cumulative presentation.
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 1011 Fig. 10. Prtncipal samplings zones and symmetry axis.

value of a 11 is higher than a 22 .

 22 Towards the center, along the X axis, the a 11 tensor component increases. The further from the secondary wall, the more the fibers are orientated parallel to the principal wall along the X axis. In-plane orientations in the two zones close to the secondary wall are confused due to the influence of both borders.For central zones, we note that the further away from the secondary border, the more the fibers are orientated progressively parallel to the X axis (Figs.15 and 16). The influence of the principal wall is predom inant. This is shown by an increase in a 11 and a de crease in a 22 values. The shorter the fibers are, i.e. mobile in the flow, the greater is the effect. By analyz ing stereographic density plots, a dissymmetry in the 3D orientation distribution is detected. We can notice that the density extrema are shifted toward the center, along the X axis. This is due to the rheology of the system and this is in agreement with mold filling mod els, given e.g. in the simulations of Advani and Tucker (26) or Baraldi et al.[START_REF] Vincent | Predicting Fiber Orlen tation In Injection Molding[END_REF].
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 1213 Fig. 12. Stereographic density plots of CFg. Fig. 13. Stereographic density plots ofSFgl.
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 1417 Fig. 14. Stereographic density plots of SFg2.

Table 1 . Size Distribution Results (Average Lengths and Variation Coefficients).
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