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Introduction

Diclofenac (DCF), 2-(2,6-dichloranilino) phenylacetic acid (Scheme 1), anti-inflammatory drug with strong antipyretic and analgesic effect [1], is one of the most commonly used pain killers, in the form of sodium salt [2]. This medicine is widely used in a variety of medical treatment. It's prescribed as an analgesic for postoperative conditions, musculoskeletal injuries, chronic inflammations, degenerative diseases and rheumatic conditions [3,4].

Due to its intensive use, diclofenac causes diffuse pollution, difficult to treat, it is weakly eliminated in treatment plants. It is present in waters at very low concentrations between 1 and 10 µg L -1 [5]. These residues can be regularly detected in the surface waters of the world [6].

Diclofenac is one of the pharmaceutical products added to the watch list defined by the WFD of the European Union [7]. Studies show that prolonged exposure leads to deterioration in the overall health of fish, causing damage to the kidneys and gills even at very low concentrations of 5 μg L -1 [8].

Therefore, its monitoring in the environment and the control of water quality is of major importance. Indeed, several techniques are already used for the quantification of diclofenac, in between others, HPLC [9, 10], HPLC-MS [11,12], GC [13], GC-MS [14], spectrophotometry [15], capillary electrophoresis [16], etc. In addition, electrochemical techniques are very interesting for their high sensitivity, selectivity, low cost, short response time and easy implementation. These advantages have particularly encouraged the development of sensors for the assessment of diclofenac in various liquid samples. Among others, carbon paste electrodes (CPEs) are widely used for the analysis of residues of various pollutants because of the possibility of modifying them with nanostructure materials such as multiwall carbon nanotubes (CNTs) [18,19]. Indeed, the particular chemical, electrical, mechanical and structural properties of CNTs have led to the development of a variety of detection applications. CNTs promote charge transfer reactions and therefore improve the analytical characteristics of the sensor [20][21][22].

In the current study, modified CPEs incorporating multi-walled carbon nanotubes ((G-MWCNT)-CPE) were applied for the trace detection and quantification of diclofenac in aqueous solution, using voltammetry technique. It appears that the method developed is simple, 

Experimental

Reagents and Materials

All reagents used were of analytical quality (highest available purity) and were used as received.

Graphite powder (G) (< 20 µm), multiwalled carbon nanotubes (D x L: 110-170 nm x 5-9 µm), Nujol (mineral oil), sulfuric acid (for analysis EMSURE, 98%), ethanol (99%), diclofenac (analytical standard 99.9%) were purchased from Sigma-Aldrich, potassium chloride (EMSURE for analysis, Supelco). The pH value of aqueous solutions was adjusted using NaOH (Sigma-Aldrich, 98%) and controlled with a Metrohm pH meter (pH Lab 827 and combined glass electrode). All aqueous solutions were prepared with ultrapure water at 18.2 M cm (20 º C). Stock solutions of diclofenac (0.1 M) were prepared with ethanol and the daughter solutions were prepared with ultrapure water and then stored at 4°C in the dark.

All experiments performed in this work were carried out at room temperature (20 ± 1 ° C).

Instrumentation

All electrochemical experiments were carried out using a PGSTAT 220 Metrohm potentiostat/galvanostat in combination with NOVA 2.0 software. The electrochemical measurements were carried out using a conventional three-electrode electrochemical cell, consisting of a platinum wire as auxiliary electrode and an Ag/AgCl (3 M KCl) as reference without or with the incorporation of multi-walled carbon nanotubes in various proportions.

The material morphology of Carbon graphite (G), multi-walled carbon nanotubes (MWCNT) and their mixture (G-MWCNT)-CP3 was characterized using a scanning electron microscope (JEOL JSM-7100F, EDS detector Oxford Instrument 50 mm 2 ).

CP electrodes preparation

The carbon paste electrodes (CPE) were made by hand mixing its components in the desired proportions with the desired amount of binder (Nujol) until a well homogeneous paste was obtained (about 30 minutes). The resulting paste was then transferred into the cavity at the end of a home-made teflon cylindrical tube (2 mm deep and 3 mm internal diameter) hermetically surrounding a graphite bar acting as an electrical contact. Subsequently, the surface was smoothed by rubbing the electrode several times slowly on paper.

Four carbon pastes (CPs) of different composition (% by weight) were prepared: (i) graphite powder (80%) and binder (20%) (G-CP), (ii) graphite powder (70%), binder (20%) and multiwalled carbon nanotubes (10%) ((G-MWCNT) -CP1), (iii) graphite powder (60%), binder (20%) and Multiwalled carbon nanotubes (20%) ((G-MWCNT) -CP2) and (iv) graphite powder (50%), binder (20%) and multiwalled carbon nanotubes (30%) (G-MWCNT) -CP3).

Real samples preparation

The (G-MWCNT) -CPE3 was applied for the determination of diclofenac in local tap water and lake water (Dezedeul pond in Cesson-Sevigne, Brittany France). The two samples were filtered with a syringe filter (0.45 µm, = 0.33 mm) and enriched with hundreds of nanomolar diclofenac concentration and then stored in the dark at 4 ° C. Before measurements by voltammetry, concentrated H2SO4 and KCl salt were added to have for each electrolyte a concentration of 0.25M (measured pH = 0.5). The diclofenac concentration measurements were determinate by a standard addition method under optimal conditions.

Results and discussion

SEM characterization of G, MWCNT and (G-MWCNT)-CP3
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The morphologies of modified electrodes have been explored using scanning electron microscope (SEM). Fig. 1 displays SEM images of G (A), MWNTC (B) and their mixture in the (G-MWCNT) -CP (C). One can see on the image (A) the typical flake morphology of the graphite particles and on the image (B) entangled nanotubes (MWCNT). While on the SEM image (C) appears a mixture composed of G particles and MWCNT ensuring electrical contact between all components of the so prepared carbon paste. Moreover, it can be clearly seen that the mixture (C) provides us with a very rough and spongy surface; this provided us with a large contact surface and a more important interaction with the analysed compounds.

Insert Figure 1 3.1 Voltammetric studies

Effect of the paste composition on CPE response of diclofenac

The electrochemical behavior of diclofenac was investigated at the CP-electrode by using voltammetry technique in the potential range of 0 -1.1 V vs. Ag/AgCl at a scanning rate of 30 mV s -1 .

The voltammograms were recorded for 5.0×10 -6 mol L -1 diclofenac solution at a (G)-CPE (Fig. 2-a) and (G-MWCNT)-CPE3 (Fig. 2-b). As one can observe the current of the oxidation peak (Ip) increases significantly thanks to the presence of multi-walled carbon nanotubes MWCNT (30%) in the paste. This enhancement in sensitivity is probably due to the increase in the active surface of the electrode assuring a better electron transfer and consequently an improvement of the electrochemical properties [22]. The peak shape of the CV, in the presence of MWCNT in the carbon paste, is a characteristic of the oxidation of the diclofenac adsorbed on the electrode material.

To optimize the amount of MWCNT in the sensor, various mass compositions including 50-80% graphite, 20% of paraffin and an amount of 10-30% by mass of MWCNTs were examined.

The voltammograms of the Diclofenac solution at modified CP electrodes with different MWCNT masses were obtained in an aqueous solution containing H2SO4 0.25 M + KCl 0,25 M and recorded in the potential range 0 -1.1 V vs Ag / AgCl at a scan rate of 30 mV s -1 for four levels of Diclofenac concentration (5 10 -8 ; 5 10 -7 ; 3 10 -6 ; 5 10 -6 mol L -1 ;Fig. 3).

A linear relationship between Ip and DCF concentration was observed (R 2 > 0.998) in this large concentration range of four decades for the different proportions MWCNTs in the paste. The 
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Electroanalysis best sensitivity is recorded for the (G-MWCNT) -CPE3, which indicates that the addition of the MWCNTs (30%) has considerably improved the electrochemical signal thanks to their very interesting characteristics such as good electrical conductivity, high surface area and high chemical stability [23]. Moreover, the carbon nanotubes, as well as they provide higher conductivity of the paste can play a role of spacers between the flake graphite particles and avoid their stacking in order to make the surface of graphite particles more accessible.

Insert Figure 3

Influence of pre-concentration time

Detection of traces of diclofenac depends on its adsorption on the CPE, so the waiting time before the voltammetry analysis can significantly affect the current intensity of diclofenac oxidation. Indeed, the influence of the waiting time on the sensor response was examined in an aqueous solution containing a concentration of 2 10 -7 mol L -1 of diclofenac under magnetic stirring (300 rpm). As can be seen in Fig. 4, the oxidation peak current increases with time and reaches a maximum at 18 minutes. Beyond and up to 22 minutes no change was observed indicating that the absorption equilibrium of diclofenac on the electrode (G-MWCNT)-CPE3 is reached in less than 20 minutes with H2SO4 0.25 M+ KCl 0,25 M electrolyte.

Insert Figure 4

Effect of potential scan rate

The dependence of the response of the oxidation current of diclofenac on the potential sweep rate was examined at the electrode (G-MWCNT)-CPE3 by a voltammetry technique for 10 -6 mol L -1 of diclofenac, in H2SO4 0.25 M+ KCl 0,25 M, for five potential scan rates in the range 10-50 mV s -1 (Fig. 5) (higher scan rates leading to voltammograms distortion).

DCF oxidation current peaks increased with increasing scan rate ν. The linear relationship (R= 0.999) between Ip and v (curve-Fig. 5) indicates that the electrode process is a surface controlled process. 
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Electroanalysis A study to determine the best supporting electrolyte for the proposed method was carried out with 4 electrolytes: H2SO4 0.5 mol L -1 , HCl 0.5 mol.L -1 , phosphate buffer 0.1 mol.L -1 (pH = 1) and H2SO4 0.25 M + KCl 0,25 M. The best resulting responses for diclofenac were obtained with H2SO4 as acidic electrolyte and addition of KCl allow to minimize the residual (capacitive) current. Therefore this supporting electrolyte (H2SO4 0.25 M+ KCl 0,25 M) was chosen for further analysis. Indeed, the presence of KCl salt improved the response of the sensor as indicated elsewhere [17]. The effect of pH on the diclofenac oxidation at (G-MWCNT)-CPE3 electrode was carried out by voltammetric method in the pH range of 0.5 -4.0 and for different concentrations of diclofenac (0.4, 0.7 and 1 10 -6 mol L -1 ) in aqueous solution, containing H2SO4 0.25 M+ KCl 0,25 M. Three concentrations have been used in order to compare the sensitivity of the linear variation of Ip. As shown in Fig. 6, the lower the pH the sensitivity of the sensor (G-MWCNT) -CPE3 increases. Therefore, the best sensitivity was recorded at pH <1 (H2SO4 0.25 M+ KCl 0,25 M), indicating that the acidity of the electrolyte has a positive impact on the adsorption of diclofenac on carbon paste and in accordance with involving of protons in the electro-oxidation reaction of diclofenac [24]. Thus, the 0.25 M sulfuric acid solution at pH < 1 was considered the optimal support electrolyte and then used for all experiments. In addition, the anodic peak potential (Epa) for the diclofenac oxidation at (C-MWCNT) -CPE3 showed a linear relationship with the pH (Fig. 7).Which could be expressed as follows:

Epa= -0,051 pH + 0,939 (R 2 =0,990)

The slope value is close to the theoretical value 0.059 V / pH (Nernstian behavior at 293 K) [25] Insert Figure 9 4.

Repeatability and reproducibility of the proposed method

An evaluation of the repeatability of the proposed sensor (G-MWCNT) -CPE3 was performed using four concentrations of diclofenac with a maximum of 1 µmol.L -1 (1, 4, 7 and 10 10 -7 mol L -1 ). Four measurements with the same standard diclofenac solutions were obtained by voltammetry method under optimal operating conditions by using the same electrode and the mean values of Ip are summarized in Table 1.

A good repeatability for four concentrations, expressed as a relative standard deviation (RSD)

was obtained and with RSD didn't exceed 3.5%.

The reproducibility of the current response for the four diclofenac concentrations was studied using four sensors, prepared independently by the same procedure under the same previously optimized operating conditions. The highest value of RSD (8.4%) was obtained for 0.1 µmol.L - 1 (table 1) indicating an acceptable reproducibility (RSD < 10%) of the developed analytical method with the (G-MWCNT) -CPE3 sensor.

Insert Table 1 4.

Interferences effect

Some compounds may be potential interferers and thus interfere with the analytical response of the developed sensor. (G-MWCNT) -CPE3 if they are in the sample to be analyzed. Thus, for the study of interference, various compounds were selected and tested: glucose, fructose, urea, sulfamethazine, ascorbic acid, vanilin, oxalic acid, caffeine; inorganic ions (K + , Na + , PO4 2-, Cl - and SO4 2-); other organic pollutants among which glyphosate, chlordecone, epoxiconazol, propazine, tebuconazol, atrazine and bisphenol A. 
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Electroanalysis In order to evaluate potential interferences, voltammetric measurements were made under optimal operating conditions, with solutions containing a concentration of 10 -6 mol L -1 of diclofenac and 1 mol L -1 of K + , Na + , PO4 2-, Cl -, SO4 2-and also in the presence of different organic compounds as potential interferences.

The presence of K + , Na + , PO4 2-, Cl -and SO4 2-has no influence on the sensor current response.

While, when 10 -4 mol L -1 of glucose, sulfamethazine, urea, ascorbic acid, valine, oxalic acid or caffeine was added to the solution, we observed a slight change less than 5% in the current intensity as could be seen on Fig. 10. However, the addition of 10 -3 mol L -1 glucose, ascorbic acid and caffeine decrease the current intensity over than 5% and less than 18%. Thus, for these compounds the tolerated limit should not exceed 10 -4 mol L -1 which is never achievable concentration levels in water. In addition, when analyzing 10 -5 mol L -1 of glyphosate, chlorodecone, epoxiconazole, propazine, tebuconazole, atrazine and bisphenol A, no signal was detected with (G-MWCNT)-EPC3 in same operating conditions applied for the analysis of diclofenac. These results revealed that the proposed electrode, in this acidic electrolyte, present a high sufficient selectivity in the presence of excessive concentrations of organic and inorganic chemicals interferences. Even if we have not tested all the molecules that could oxidized in the potential range of DCF oxidation, we have not observed significant influence on the DCF peak current with the tested potentially interferents like ascorbic acid, caffeine, sulfamethazine.

These molecule normally oxidize in the potential range 0.4-1.1 V but are rather hydrophilic molecules (log Kow ≤ 1.5) in comparison with dichlofenac which has a hydrophobic character (logKow=4.51). This is probably not the own reason that could explain this selectivity (logKow >2 for propazine, tebuconazole, atrazine with respectively 2.93, 3.7, 2.61). Indeed, the possibility of charge on molecule, in relation with pKa vatue for amine function, could be unfavorable to adsorption. Thus, the tested potential interferents (propazine, tebuconazole, atrazine) have pKa1 higher than 1(respectively 1.7; 2.3; 1.6) which indicates that they are positively charged in the protonated form for the case of our electrolyte (pH<1). These arguments are in accordance with the good selectivity of the modified CPE observed towards the detection of diclofenac in H2SO4 0.25 M+ KCl 0.25 M electrolyte.

Analysis of real samples

To evaluate the validity of the proposed method, the (G-MWCNT) -CPE3 was applied for the determination of diclofenac in samples of local tap water and lake water (Pond of Dezedeul in Cesson-Sevigne, Britanny France), after the addition of concentrated H2SO4 and solid KCl in 
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Electroanalysis order to obtain a concentration of 0.25 mol.L -1 each. No traces of diclofenac were detected with the modified electrode in voltammetry (lower than LOD 0.004 μmol L -1 ). Therefore, water samples were doped with hundreds nanomolar of diclofenac concentration level to validate voltammetric analysis in real samples. The measurements of diclofenac concentration in the doped samples were obtained by standard addition method under optimal conditions. The results were summarized in Table 1, the quantitative recoveries (% recovery) and RSD (% for 4 replicates) for tap water and lake water samples were respectively 101.9 %, 2.5% and 98.9 %, 0.6%,indicating no interference effects of the water matrix on the precision of DCF concentration values. Therefore, the proposed modified electrode could be applied directly in environmental samples for analysis of DCF with satisfactory results, just after acidification with H2SO4.

Insert Table 2 5

. Comparison with other reported methods

The performances of the developed sensor have been compared to those of the other sensors used for the DCF quantification by different modified electrodes in the literature. The obtained analytical performances were resumed in Table 3. The Comparison of the data showed the superiority of the developed method compared to some previously reported methods, especially with regard to the range of linearity and the detection limit, revealing that the proposed sensor may be a good alternative method for the quantification of diclofenac trace analysis.

Insert Table 3 6

. Conclusion

In the present study, a simple and sensitive electrochemical method for the determination of diclofenac was developed using a carbon paste electrode nanostructured with 30% multiwalled carbon nanotubes (G-MWCNT) -CPE3. Voltammetry technique was used to study the influence of pH on the anodic peak current of diclofenac and the electrolytic solution (H2SO4 0.25 M+ KCl 0,25 M) was chosen as suitable carrier electrolyte in which diclofenac exhibit the more sensitive adsorption control. The combination of a MWCNT nanostructured carbon paste sensor and the acidic H2SO4 electrolyte ensure an interesting sensitivity and selectivity of the developed method. Furthermore, the proposed sensor presents a low detection limit of the order of 4 nmol L -1 , wide linear concentration range (3 decades), acceptable selectivity, good repeatability and reproducibility (overall less than 8.4%), ease of preparation and low cost. In 
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Electroanalysis addition, the proposed sensor has been applied for the electrochemical determination of diclofenac in real samples with very satisfactory results with recovery percentages for spiked samples very close to 100% (difference of 2% maximum). This project is therefore of real interest for the realization of sensors able to quantify traces of diclofenac in real water samples.

The low interfering substances like important concentrations of urea and glucose, allow to use this sensor for the determination of dichlofenac in urine.  This proposed method was successfully used to detect diclofenac in contaminated local tap water and lake water.

Figures
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 An 100-fold lower limit of DCF detection preconcentrated on the surface modified carbon paste electrodes.
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 1 Scheme 1: Chemical structure of diclofenac
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 6841 in accordance with an equal number of electrons (n) and protons (m) involved in the electrochemical oxidation of diclofenac( slope of 2,3 RT (m / n) / pH for the Nernstian equation of Ep (V). This confirms the reaction mechanism proposed by different authors for the electro-oxidation of DCF at the electrode (G-MWCNT) -CPE (Fig.8) [29, 30]. With the intervention of two electrons and two protons [27, 28]. Calibration plots and detection limit (LOD) Calibration curve was constructed under optimal conditions: 0-1.2 V; sweep rate 30 mV.s -1 and preconcentration time of 18 min under stirring of the supporting electrolyte (H2SO4 0.25 M+ KCl 0,25 M). Fig. 9 shows the voltammograms obtained for different concentrations of 10.1002/elan.202060415Accepted ManuscriptElectroanalysis diclofenac at (G-MWCNT) -CPE3 electrode. As can be seen in fig.9the peak oxidation current increased linearly with the diclofenac concentration from 0.02 -1 μmol L -1 . The corresponding linear regression equation was expressed as Ip (µA) = 10.25 C + 0.053 (µmol L -1 ) (R 2 = 0.999).The detection limit (LOD) and quantification limit (LOQ) were calculated using the equation, LOD = 3S / m and LOQ = 10S / m, respectively[29]. Where S is the standard deviation of peak current and m is the slope of the calibration curve. The LOD and LOQ values were found to be 0.004 μmol L -1 and 0.014 μmol L -1 , respectively. With a LOD of 4 nanomolar (G-MWCNT)-CPE3, associated with an electrolyte favorable to the adsorption of DCF, appears as a suitable sensor for DCF trace analysis.
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