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ASAXS study of the influence of sulfidation conditions and organic additives on sulfide slabs multiscale organization
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One of the ways to improve the activity of the sulfide catalysts is to increase the quantity of molybdenum up to contents greater than 15 wt.%. For such high Mo contents, the distribution of MoS2 particles is suspected to play an important role in the catalytic activity. A complete description of the active phase is thus required and implies measuring i) the size and stacking distribution of the isolated slabs, ii) the proportion of Mo involved in aggregates or individual slabs, iii) the size of the aggregates. These steps are essential to deeply explain the intrinsic activity of the catalysts. To address this challenge, Anomalous Small-Angle X-ray Scattering (ASAXS) analyses have been performed on different sets of catalysts, prepared with various organic additives and activated either by a gas sulfidation (1 bar, 350°C,15%H2S/H2) or by real industrial liquid sulfidation (30 bar, 350°C, H2/gas oil/DMDS).

Furthermore, the spent catalysts were also characterized after HDS catalytic test on a real feedstock. The aim of this study was not to elucidate in detail the chemical mechanisms involved when using additives or different sulfidation conditions, but rather to better understand the impact of the microstructural organization on catalytic performances and demonstrate the potential of the ASAXS technique to give new insights on the multi-scale organization of the molybdenum active phase. We thus demonstrate that ASAXS allows to obtain a more detailed description of the slabs compared to TEM and, simultaneously, to identify and quantify the aggregation state of the particles which occurs on high loaded catalysts. The role of the additives is clearly highlighted after liquid sulfidation, as we demonstrate the dispersive effect of triethylene glycol and thioglycolic acid and to a lower extent of citric acid. The slab length and stacking are decreased, as well as the aggregate amount and size. The analysis of the spent catalysts have also revealed the significant evolution of the active phase under HDS reaction conditions. Among other parameters, the aggregate amount appears as a relevant descriptor since a correlation is found with the intrinsic catalytic performances, which suggests an issue of active sites accessibility.

Introduction

The development of more efficient catalysts is today a major challenge to meet the increasingly demanding environmental and economic constraints on chemical processes. Among them, hydrotreatment (HDT) is a key step in the refinery to obtain fuel which complies with the strengthened regulations on their heteroatom content, and particularly on sulfur. Indeed, sulfur compounds are not only generators of SOx emissions during fuel combustion but are also poisons for catalytic converters [START_REF] Song | An overview of new approaches to deep desulfurization for ultra-clean gasoline, diesel fuel and jet fuel[END_REF]. HDT catalysts are composed of a group VI transition metal, like molybdenum or tungsten, promoted by a group IX or X transition metal, such as cobalt or nickel. Dispersed on a porous material, mostly -alumina as oxidic phases [START_REF] Rebours | Characterisation of the Crystal Structure of Aluminas[END_REF][START_REF] Topsøe | [END_REF] they need to be sulfided using hydrogen and a sulfiding agent to be active for HDT.

The preparation of new and more active hydrotreating catalysts can be performed in two ways: (i) introduction of a larger amount of molybdenum with the same specific activity; (ii) increase of the specific activity per molybdenum. The specific activity (activity per molybdenum atom) can be increased through two routes: by modifying the nature of the support [START_REF] Laurenti | Intrinsic potential of alumina-supported CoMo catalysts in HDS: Comparison between γc, γT, and δ-alumina[END_REF] or by using additives such as phosphorus or organic molecule [START_REF] Nicosia | The effect of glycol on phosphate-doped CoMo/AlO hydrotreating catalysts[END_REF] in the preparation of the catalyst. Phosphorus is nowadays generally added, in the form of phosphoric acid, to favor the formation of heteropolyanions (HPA) and improve the oxide precursor distribution at the surface of the support [START_REF] Lamonier | Alumina-supported Oxide Precursors Prepared from Heteropolyanions[END_REF]. As for organic additives, they have a different function depending on their nature, since they can act as dispersing [START_REF] Costa | New insights into the role of glycol-based additives in the improvement of hydrotreatment catalyst performances[END_REF][8] [START_REF] Escobar | Effect of ethyleneglycol addition on the properties of P-doped NiMo/Al2O3 HDS catalysts: Part I. Materials preparation and characterization[END_REF] or solvating agents [START_REF] Van Haandel | The effect of organic additives and phosphoric acid on sulfidation and activity of (Co)Mo/Al 2 O 3 hydrodesulfurization catalysts[END_REF] [START_REF] Rinaldi | Effect of citric acid addition on the hydrodesulfurization activity of MoO3/Al2O3 catalysts[END_REF].

They can prevent the active phase interactions with the support, while limiting the growth of MoS2 sheets or delay the gas sulfidation of the promoter to obtain a better synergy between Co and Mo and improve the formation of the "CoMoS" active phase.

Despite very active research in the field, the physico-chemical phenomena involved during the activation

are not yet fully understood, mainly because of the representativeness of the analyzed sample. Indeed, most of the characterization results reported in the literature are obtained on sulfided catalysts resulting from the so-called gas phase sulfidation carried out under a gaseous mixture of H2 and H2S usually at atmospheric pressure. This activation protocol is indeed easier to carry out and faster than the industrial liquid phase sulfidation carried out at high pressure (30 bar) under H2 and gas oil containing a light organic sulfur compound. However, gas-phase and liquid-phase sulfidation lead to quite different catalytic activities [START_REF] Le Guludec | From Gas to Liquid Phase Sulfidation: An IR Spectroscopy Study[END_REF] and stabilities: liquid sulfided catalysts have been reported to be less sensitive upon coke deactivation [START_REF] Nikulshin | Genesis of HDT catalysts prepared with the use of Co2Mo10HPA and cobalt citrate: Study of their gas and liquid phase sulfidation[END_REF]. A difference has been highlighted on the slabs morphology since liquid sulfided catalysts contain more single MoS2 layers whereas, after H2S/H2 gas sulfidation, some MoS2 stacks appear [START_REF] Van Haandel | The effect of organic additives and phosphoric acid on sulfidation and activity of (Co)Mo/Al 2 O 3 hydrodesulfurization catalysts[END_REF][START_REF] Eijsbouts | Changes of MoS 2 Morphology and the Degree of Co Segregation during the Sulfidation and Deactivation of Commercial Co-Mo/Al 2 O 3 Hydroprocessing Catalysts[END_REF]. The main difference lies in the temperature at which sulfidation starts which is ~50°C and around 220°C for gas and liquid sulfidation, respectively. This difference in temperature of sulfur feeding together with very different heating ramps leads to different sulfidation kinetics of Mo and Co for both activation mode [START_REF] Frizi | Genesis of new HDS catalysts through a careful control of the sulfidation of both Co and Mo atoms: Study of their activation under gas phase[END_REF], involving different number and nature of intermediates species [START_REF] Lesage | High pressure cell for edge jumping X-ray absorption spectroscopy[END_REF].

Finally, to increase the overall activity of the catalysts, a larger quantity of molybdenum is often introduced, leading to high molybdenum contents (above 15 wt.% of Mo). For high Mo contents, the distribution of MoS2 particles is suspected to play an important role in the catalytic activity. Thus, the dispersion (i.e. the number of active and accessible Mo atoms) and the distribution of the active phase within the catalyst, which depend both on the properties of the additive used for oxidic precursor preparation and the sulfidation conditions, must be fully characterized.

The active phase physico-chemical properties, such as the sulfidation rate, the promotion rate and the slab morphology, are mostly studied at the slab scale. However High Angle Annular Dark Field Scanning Transmission Electron Microscopy (HAADF-STEM) highlights a multi-scale organization of the active phase (as illustrated in Figure 1) by the presence of slabs, eventually stacked, and by a supplementary meso-scale with the presence of slab aggregates of few dozen nanometer size. These slab aggregates are supposed to fill part of the carrier porosity. Yet until now the impact of this microstructural organization on catalytic performances has not been fully understood. For this purpose, a complete description of the active phase implies measuring i) the size distribution of the isolated slabs, ii) the proportion of Mo involved in aggregates or individual slabs, iii) the size of the aggregates. These steps are essential to deeply explain the intrinsic activity of the catalysts.

Several complementary techniques are commonly used to characterize the sulfided catalysts. In particular, the mean slab length and stacking are usually measured by Transmission Electron Microscopy (TEM), the sulfidation and promotion rate can be assessed by X-ray Photoelectron Spectroscopy (XPS) or by Extended X-Ray Absorption Fine Structure (EXAFS). The aggregates can be observed by HAADF-STEM techniques as done on cobalt-based catalysts [START_REF] Munnik | Control and Impact of the Nanoscale Distribution of Supported Cobalt Particles Used in Fischer-Tropsch Catalysis[END_REF][START_REF] Munnik | Effects of Drying Conditions on the Synthesis of Co/SiO2 and Co/Al2O3 Fischer-Tropsch Catalysts[END_REF][START_REF] Humbert | Effect of reduction on Co catalyst active phase highlighted by an original approach coupling ASAXS and electron tomography[END_REF] but its use is rarely applied on sulfide catalysts [START_REF] Zavala-Sanchez | High-resolution STEM-HAADF microscopy on a γ-Al2O3 supported MoS2 catalyst-proof of the changes in dispersion and morphology of the slabs with the addition of citric acid[END_REF].

To address this challenge concerning the multi-scale characterization of the molybdenum sulfided catalysts, Small-Angle X-ray Scattering (SAXS) technique seems particularly effective to study the size distributions of molybdenum particles on supports for many reasons. This technique is only sensitive to electronic density variations and is known to be well-adapted to characterize multi-scale systems as it has already proved its possibilities to characterize the size and morphology of aggregates [START_REF] Beaucage | Particle size distributions from small-angle scattering using global scattering functions[END_REF][START_REF] Kammler | Structure of Flame-Made Silica Nanoparticles by Ultra-Small-Angle X-ray Scattering[END_REF]. A variant of this technique is the Anomalous Small Angle X-ray scattering (ASAXS) which allows to target a specific chemical element, Mo in our case. It requires protocols based on numerous controls of the measurement parameters to ensure good control of the uncertainties, which is essential in the case of ASAXS measurement [START_REF] Polizzi | Quantitative investigations of supported metal catalysts by ASAXS[END_REF], but permit characterizing various sample form such as pellet, powder or liquid without strong experimental constraint. Haubold [START_REF] Haubold | From Pt molecules to nanoparticles[END_REF][START_REF] Haubold | ASAXS studies of carbon-supported electroctalysts[END_REF][START_REF] Haubold | In situ anomalous small-angle X-ray scattering investigation of carbon-supported electrocatalysts[END_REF][START_REF] Haubold | In situ anomalous small-angle X-ray scattering and X-ray absorption near-edge structure investigation of catalyst structures and reactions[END_REF], Benedetti [START_REF] Benedetti | Small-angle scattering of heterogeneous catalysts[END_REF][START_REF] Ciccariello | X-Ray study of metallic particle sintering in Pt-NaY zeolite catalysts[END_REF] and Binninger [START_REF] Binninger | Particle-Support Interferences in Small-Angle X-Ray Scattering from Supported-Catalyst Materials[END_REF] had already demonstrated the ASAXS potential on noble metal particles (Pt or Au) more or less loaded (<1% to 10% by weight of metal) on graphitic matrix. However, ASAXS technique is nowadays seldom used for the characterization of the active phases of catalysts, despite the fact that i) it is well appropriate for a threephase system (pores, alumina and nanoparticles), ii) it has the advantage of being able to characterize objects with a size between one nanometer and a few hundred nanometers, thus covering the scales of isolated particles and aggregates of particles and iii) it is suitable for high-metal-loaded catalysts. These points have been recently successfully demonstrated on 15%wt cobalt-based catalysts [START_REF] Humbert | Effect of reduction on Co catalyst active phase highlighted by an original approach coupling ASAXS and electron tomography[END_REF].

To our knowledge, this is the first time this technique is implemented to characterize the sulfide slab multiscale organization of CoMoP catalysts. Indeed, van Haandel et al. [START_REF] Haandel | Activation of Co-Mo-S Hydrodesulfurization Catalysts Under Refinery Conditions-A Combined SAXS/XAS Study[END_REF] have used in situ SAXS, but without the element sensitivity provided by ASAXS, to study the sulfidation of CoMoS catalysts. They suggested that formation of MoS2 nanoparticles involved coalescence of small nuclei in close proximity into more elongated structure in one direction, which could be the precursor of the layered MoS2 structure. Hence, this interesting study only focused on the slab stacking formation. The aim of our study is thus not to elucidate in detail the chemical mechanisms involved when using additives or different sulfidation conditions, but rather to give new insights on the multi-scale organization of the molybdenum active phase, and better understand the impact of this microstructural organization on catalytic performances, depending on the synthesis conditions. We thus propose to study the main trends such as i) the influence of organic additive addition, ii) the influence of the sulfidation conditions (liquid and gas sulfidation) on the Mo repartition, iii) the evolution of the slabs under catalytic reaction conditions and finally iv) the influence of the slab aggregation on the intrinsic activity.

Indeed, these differences in operating conditions of the activation step can impact the sulfidation mechanism of the metallic phase and the morphology of the MoS2 slabs as shown in different studies [START_REF] Van Haandel | The effect of organic additives and phosphoric acid on sulfidation and activity of (Co)Mo/Al 2 O 3 hydrodesulfurization catalysts[END_REF][START_REF] Eijsbouts | Changes of MoS 2 Morphology and the Degree of Co Segregation during the Sulfidation and Deactivation of Commercial Co-Mo/Al 2 O 3 Hydroprocessing Catalysts[END_REF][START_REF] Frizi | Genesis of new HDS catalysts through a careful control of the sulfidation of both Co and Mo atoms: Study of their activation under gas phase[END_REF][START_REF] Lesage | High pressure cell for edge jumping X-ray absorption spectroscopy[END_REF][START_REF] Frizi | Genesis of new gas oil HDS catalysts: Study of their liquid phase sulfidation[END_REF]. But the impact of the activation process and of the use of additives on the organization of MoS2 slabs at a higher scale than few nanometers is generally not studied, although it can impact the accessibility of molecules to be desulfurized and thus the catalytic performance. This is what we propose to study in this paper.

Experimental

Catalysts preparation

A series of CoMoP/Al2O3 catalysts were synthesized by incipient wetness impregnation of γ-alumina extrudates (surface area 270 m²/g, porous volume 0.77 mL/g) with a solution of MoO3 (sigma-Aldrich, purity: 99.93%), Co(OH)2 (sigma-Aldrich, purity: 96.21%), H3PO4 (sigma-Aldrich, purity: 85%) and distilled water. The target amount of MoO3 on the final catalysts was 22 wt.% and the Co/Mo and P/Mo molar ratios were 0.4 and 0.55, respectively. Additives such as citric acid (CA), triethylene glycol (TEG) and thioglycolic acid (TGA) were co-impregnated by dissolution in the solution containing the metallic precursors or post-additivated. The molar ratio additive/Mo was between 0.4 and 0.5, except for TGA which due to the solution viscosity was limited to 0.2. The catalysts were maturated in a saturated water atmosphere at room temperature (RT) for 24 h and finally dried under air at 120°C for 6 hours. The nonadditivated CoMoP catalyst was also calcined by heat treatment under air (110 L/h/g) with a ramp of 5°C/min up to 550°C for 2 hours. The objective was clearly to obtain catalysts with different aggregation properties. This is why the nature of the additives, as well as the method of additivation and the sulfidation techniques described below, have been varied.

Sulfidation of catalysts

For the study, the oxide catalysts were activated in two ways. The gas-phase sulfidation, usually performed in the laboratory for practical reasons, consists of using a 15% H2S/H2 mixture with a flow rate of 10 L/h/g of catalyst, from RT to 400°C at 2°C/min and under atmospheric pressure. This step is followed with a 2-hour plateau at 400°C under the same gaseous atmosphere, then the temperature is decreased to RT and the gas switched to N2. The samples are then kept under vacuum in glass sealed cells. They are named herein with "-gas" extension (Table 2).

At the industrial level, the sulfidation step is carried out using a gas-liquid phase with H2, gas oil spiked with light organic compound containing sulfur such as dimethyldisulfide (DMDS), at high pressure (30 bar) and 350°C. These conditions are applied to the series of oxide catalysts with a first temperature ramp from RT to 190°C at 0.4°C/min and then slowed to 0.2°C/min until 350°C, followed by a 8-hour plateau.

During the sulfidation, the H2 flow and the liquid flow are set, respectively at 5 L/h and 0.02 L/h to keep a liquid hourly space velocity (LHSV) at 1 h -1 (volume of catalyst to be sulfide : 20 mL) and a H2/hydrocarbon (H2/HC) ratio of 250. At the end of the sulfidation, the temperature is dropped to 200°C and the pressure to 20 bar to be able to wash the catalyst with toluene for 3 hours under N2. Finally, the catalyst is dried at 200°C and at atmospheric pressure under N2 for one night (about 14 hours). It is then unloaded into an argon glove bag before being transferred to a glove box to be stored away from the air.

The as-prepared samples are identified herein with "-liquid" extension (Table 2).

The liquid activation takes about 30 hours and the beginning of massive sulfidation generally takes place around 220°C at the decomposition temperature of the sulfur-containing compound added in the gas oil charge [START_REF] Frizi | Genesis of new gas oil HDS catalysts: Study of their liquid phase sulfidation[END_REF][START_REF] Texier | Activation of alumina-supported hydrotreating catalysts by organosulfides or H2S[END_REF]. This slow procedure is necessary to avoid thermal runaways that can occur during liquid sulfidation. The gas sulfidation lasts only a few hours at atmospheric pressure, with a direct supply of H2S at RT and heating at a constant rate which is 5 to 10 times faster than for liquid sulfidation.

Catalytic tests

Hydrogenation of Toluene

The catalytic performances were evaluated in toluene hydrogenation (HYD) reaction using a fixed bed unit reactor Flowrence (from Avantium) that contains 16 parallel reactors. Each reactor was filled with 450 μL of the sulfide (either gas or liquid activated as described above) catalyst diluted in Zirblast®. To avoid the oxidation of the catalyst, the reactors have been filled in a glove box. The feed was composed of dimethyldisulfide (DMDS, 5.8 wt%) and toluene (20 wt%) in cyclohexane (74.2 wt%). The hydrogen to feed ratio (H2/HC) was 450 NL/L and the total pressure 60 bar. The temperature was increased from RT to 350°C with a ramp of 2°C/min and a LHSV of 4 h -1 . When 350°C was reached, LHSV was turned down to 2 h -1 . The liquid products of the reaction at different temperatures were analyzed by gas chromatography using a DB1 column. The first-order rate constant (k, h -1 ) was calculated by the following expression (1):

𝑘 = 𝐿𝐻𝑆𝑉 * ln ( 1 1-𝑥 ) , 𝐿𝐻𝑆𝑉 = 𝑓𝑙𝑜𝑤 𝑟𝑎𝑡𝑒 𝑜𝑓 𝑡ℎ𝑒 𝑓𝑒𝑒𝑑 𝑣𝑜𝑙𝑢𝑚𝑒 𝑜𝑓 𝑡ℎ𝑒 𝑐𝑎𝑡𝑎𝑙𝑦𝑠𝑡 , 𝑘 ′ = 𝑘 𝑔𝑀𝑜𝑂3/𝑚𝐿 (1)
𝑥 is the percentage conversion of toluene (HYD) in the feed. 𝐿𝐻𝑆𝑉 is the liquid hourly space velocity (h - 1 ). The intrinsic rate constant 𝑘 ′ (cm 3 /g(Mo)/h) is obtained by normalizing 𝑘 with the mass of MoO3 loaded in the reactor.

All the catalytic results will then be expressed as the Relative Intrinsic Activity 𝑅𝐼𝐴(𝐻𝑌𝐷), the dried catalyst activity being the reference, according to equation [START_REF] Rebours | Characterisation of the Crystal Structure of Aluminas[END_REF].

𝑅𝐼𝐴(𝐻𝑌𝐷) = 𝑘 ′ 𝑐𝑎𝑡𝑎𝑙𝑦𝑠𝑡 𝑘 ′ 𝑑𝑟𝑖𝑒𝑑 𝑐𝑎𝑡𝑎𝑙𝑦𝑠𝑡 (2)

Hydrotreating of gas-oil feed

The catalysts were also tested in hydrodesulfurization (HDS) of a mixture of straight-run gas oil (SRGO) and light cycle oil (LCO) containing 6815 ppm of S and 488 ppm of N. The density of the feed mixture at 15°C was 0.8795 g/mL. The test was carried out in an isothermal fixed bed reactor. First, in-situ sulfidation of the catalysts was performed at 350°C and 40 bar pressure using a SRGO feed with 2 wt% of DMDS added. Then the HDS test was performed during 150 h under the following operating conditions: a total pressure of 40 bar, a catalyst volume of 480 μL, a temperature of 330°C, a hydrogen flow rate of 2.56 mL/min, and a feed flow rate of 0.48 mL/h (LHSV = 1 h -1 ).

The S content (in ppm) in the effluents was analyzed by X-ray fluorescence (ASTM D4629-2002). The rate constant of HDS reaction (𝑘, h -1 ) was calculated by using the power rate law with the following expression (3):

𝑘 = 𝐿𝐻𝑆𝑉 𝑛-1 * ( 1 𝐴 (𝑛-1) - 1 𝐴 0 (𝑛-1) ) , 𝑛 = 1.3, 𝑘 ′ = 𝑘 𝑔𝑀𝑜𝑂3/𝑚𝐿 (3) 𝑅𝐼𝐴(𝐻𝐷𝑆) = 𝑘 ′ 𝑐𝑎𝑡𝑎𝑙𝑦𝑠𝑡 𝑘 ′ 𝑑𝑟𝑖𝑒𝑑 𝑐𝑎𝑡𝑎𝑙𝑦𝑠𝑡 (4)
𝐴 0 and 𝐴 represent the sulfur contents at the inlet and the outlet of the reactor, respectively. 𝑛 is the apparent order versus S and 1.3 is the typically observed order for HDS processes of gas-oil feeds that contain mixture of different sulfur compounds [START_REF] Vonortas | Kinetic Study of the Hydrodesulfurization of a Heavy Gasoil in the Presence of Free Fatty Acids Using a CoMo/γ-Al 2 O 3 Catalyst[END_REF]. As previously described, 𝑘 is normalized by the mass of loaded Mo in the reactor to obtain 𝑘 ′ . As for the hydrogenation activity, the results will be expressed as the Relative Intrinsic Activity (RIA), the dried catalyst being the reference catalyst as given by expression (4).

The used catalysts have been recovered after the catalytic test using real feedstock to be further characterized. They are named hereafter with "-spent" extension.

Characterization techniques

Transmission Electron Microscopy (TEM)

The sulfided catalysts were characterized by Transmission Electron Microscopy. Measurements were carried out in bright field mode with a FEG TECNAI TEM operating at 200 keV. The catalysts were removed from their sealed container, crushed, diluted in ethanol and deposited on a holey carbon copper grid. Ethanol was then evaporated before TEM analysis was performed. The distribution profiles of the slab size and stacking were obtained by measuring around 200 stacked slabs. The average values were calculated by fitting the histograms with a log-normal distribution. The MoS2 slabs with a size below 1 nm are not detected.

X-ray photoelectron spectroscopy (XPS)

The XPS sampling of the sulfided catalysts was performed in a glove box under an argon atmosphere, with controlled oxygen and water levels (less than 20 ppm) to avoid their partial reoxidation. The samples were crushed and pressed onto an indium foil that was attached to the sample holder via a double-sided carbon tape. The sample holder was then moved directly to the analysis chamber thanks to the special connection of the glove box to the XPS spectrometer. The XPS spectra were recorded on a KRATOS AXIS Supra instrument with Al monochromator source (1486.6 eV), a hemispherical analyser operating at fixed pass energy of 20 eV and a delay line detector. The measurements were made at RT in steps of 0.1 eV for molybdenum and aluminium, and at a pressure lower than 5•10 -9 Torr in the analysis chamber.

Binding energies (BE) of the various elements were referenced to the C 1s level of the contamination carbon at 284.6 eV. The curves were integrated by applying a Shirley-type baseline. The collected spectra were analyzed by using Vision software. The Mo/Al atomic ratio was obtained from the measurement of the corresponding peak area and the use of relative sensitivity factors (RSF), specific to the spectrometer and furnished by the manufacturer. Three different analysis points were measured for each catalyst and the data presented correspond to their average value. The relative error is estimated to be ±10%.

Anomalous small angle X-ray scattering (ASAXS)

Measurements

For ASAXS experiments, the extrudates were crushed and introduced in quartz capillaries of 1.5 mmdiameter, in a glove box.

Anomalous small-angle X-ray scattering experiments have been performed on the D2AM beamline [START_REF] Chahine | Advanced Non-Destructive in Situ Characterization of Metals with the French Collaborating Research Group D2AM/BM02 Beamline at the European Synchrotron Radiation Facility[END_REF] at the ESRF synchrotron. The scattered intensity was measured at three different energies (see Table 1) 19700, 19940 and 19990 eV, slightly below the molybdenum K absorption edge. The incident beam energy has been calibrated with a metallic molybdenum foil. To cover the largest 𝑞 range, two sampledetector distances (348 mm and 2865 mm) have been selected.

The scattering images were recorded using a XPAD detector. The acquisition time depended on the configuration and was chosen in order not to saturate the detector.

Data reduction

For 1D reduction, raw data were corrected from the scattering of the empty capillary (measured in each configuration) and normalized by the incoming photon flux, transmission and true thickness calculated from the transmission coefficient.

To calibrate the intensity in absolute units, i.e. expressed as differential scattering cross-section per unit volume in cm -1 , a glassy carbon, was measured at each energy and each sample-detector configuration. A correction factor has been calculated from the ratio between the NIST data [START_REF] Zhang | Glassy Carbon as an Absolute Intensity Calibration Standard for Small-Angle Scattering[END_REF] and the experimental data.

Theoretical aspects

For the case of randomly oriented particles with identical shape and size parameterized by 𝑅 dispersed in a homogeneous matrix, the scattered intensity is given by: [START_REF] Nicosia | The effect of glycol on phosphate-doped CoMo/AlO hydrotreating catalysts[END_REF] with 𝑁 𝑝 the number of particles, 𝑉 𝑠 the sample volume, ∆𝜌 2 the contrast factor such as:

𝐼(𝑞) = 𝑁 𝑝 𝑉 𝑠 ∆𝜌 2 ∫ 𝑃(𝑅)𝑉(𝑅) 2 𝐹(𝑞, 𝑅) 2 𝛹(𝑞, 𝑅)d𝑅 ∞ 0
∆𝜌 2 = (𝜌 𝑝 -𝜌 𝑚 ) 2 (6)
𝜌 𝑝 and 𝜌 𝑚 the scattering length densities of the particles and the matrix:

𝜌 = 𝑟 𝑒 ∑ 𝑛 𝑗 𝑗 𝑓 𝑗 (7)
𝑛 𝑗 the number density of the atom 𝑗 in the matrix and in the particles, 𝑓 𝑗 the atomic form factors and re the classical Thomson radius (re = 0.282 10 -12 cm).

𝑃(𝑅) is the size distribution function, 𝐹(𝑞, 𝑅) is the form factor and Ψ(𝑞, 𝑅) is the structure factor. This latter one depends on concentration and object sizes and has to be taken into account when particles sizes and distances between them are similar. In our case, interference is sometimes observed at large q because of slab stacking but at smaller q, the objects are enough spaced and well-dispersed so that the structure factor can be considered equal to 1.

However, in the case of metal particles supported on a porous alumina support, the SAXS analysis recorded at only one energy is not sufficient to distinguish the nanoparticles as the porous support also contributes significantly to the signal because of the scattering of the pores. Hence, to isolate the signal specific for each phase, it is therefore mandatory to vary the energy of the incident beam and to perform the measurements near and far from the metal (molybdenum in our case) absorption edge.

It is recalled that the atomic form factor of a species 𝑗 can be written:

𝑓 𝑗 (𝐸) = 𝑓 0 + 𝑓 𝑗 ′ (𝐸) + 𝑖𝑓 𝑗 ′′ (𝐸) (8) 
with 𝑓 0 = 𝑍, the atomic number.

The values of Mo 𝑓 𝑗 ′ (𝐸) and 𝑓 𝑗 ′′ (𝐸) near the Mo K absorption edge (located at 20000 eV [START_REF] Thompson | X-Ray Data Booklet[END_REF]) are indicated in the Table 1. Two kind of method can be performed to extract the ASAXS signal of the metallic particles. Lot of authors had used the subtraction method [START_REF] Haubold | From Pt molecules to nanoparticles[END_REF][START_REF] Haubold | ASAXS studies of carbon-supported electroctalysts[END_REF][START_REF] Haubold | In situ anomalous small-angle X-ray scattering investigation of carbon-supported electrocatalysts[END_REF][START_REF] Haubold | In situ anomalous small-angle X-ray scattering and X-ray absorption near-edge structure investigation of catalyst structures and reactions[END_REF][START_REF] Benedetti | Small-angle scattering of heterogeneous catalysts[END_REF][START_REF] Wen | Formation and characterization of Pt nanoparticle networks[END_REF]. It consists in subtracting the intensities measured at two different energies and to use the resulting intensity as a function of the particles scattering. The second method consists in decomposing the total scattered intensity in three components [START_REF] Sztucki | New opportunities for Anomalous Small-Angle X-Ray Scattering to characterize Charged Soft Matter Systems[END_REF][START_REF] Sztucki | Instrumental developments for anomalous small-angle X-ray scattering from soft matter systems[END_REF][START_REF] Stuhrmann | Resonance scattering in macromolecular structure research[END_REF][START_REF] Haas | Structural Investigation of Carbon Supported Ru-Se Based Catalysts using Anomalous Small Angle X-Ray Scattering[END_REF]: the independent normal SAXS, a cross-term related to the interaction between the particles and the support, and the pure resonant scattering term only due to the particles. Both methods were investigated and are compared in supplementary information.

In this work, the subtraction method was used, taking into account the contribution of the scattering interferences between catalyst particles and the alumina support, such as:

〈𝐼(𝑞, 𝐸 𝑖 )〉 -〈𝐼(𝑞, 𝐸 𝑗 )〉 = 𝑛 𝑝 2 𝑟 𝑒 2 (|𝑓 𝑝 (𝐸 𝑖 )| 2 -|𝑓 𝑝 (𝐸 𝑗 )| 2 ) 𝑆 𝑝𝑝 (𝑞) + 2𝑓 𝑠 (𝑓 𝑝 (𝐸 𝑖 ) -𝑓 𝑝 (𝐸 𝑗 )) 𝑛 𝑝 𝑛 𝑠 𝑟 𝑒 2 𝑆 𝑠𝑝 (𝑞) = 𝑛 𝑝 2 𝑟 𝑒 2 (|𝑓 𝑝 (𝐸 𝑖 )| 2 -|𝑓 𝑝 (𝐸 𝑗 )| 2 ) . (𝑆 𝑝𝑝 + 𝛼𝑆 𝑠𝑝 ) (9) 
where 𝑓 𝑝 ̅ = d𝑅 𝑝 d𝑅 𝑠 [START_REF] Rinaldi | Effect of citric acid addition on the hydrodesulfurization activity of MoO3/Al2O3 catalysts[END_REF] with 𝑛 𝑝 the number density of the atoms in the particles, 𝑓 𝑝 the atomic form factor and re the classical Thomson radius (re = 0.282 10 -12 cm), as defined previously in literature [START_REF] Haubold | From Pt molecules to nanoparticles[END_REF][START_REF] Haubold | ASAXS studies of carbon-supported electroctalysts[END_REF][START_REF] Haubold | In situ anomalous small-angle X-ray scattering investigation of carbon-supported electrocatalysts[END_REF][START_REF] Wen | Formation and characterization of Pt nanoparticle networks[END_REF].

Data modeling

To evaluate the size distribution of the sulfide slabs, a nonlinear least-squares adjustment of the ASAXS I(E1) -I(E3) curves is performed on equation [START_REF] Escobar | Effect of ethyleneglycol addition on the properties of P-doped NiMo/Al2O3 HDS catalysts: Part I. Materials preparation and characterization[END_REF]. The assumptions made for the choice of the regression model are listed below.

Given the shape of the curves (two inflections of the scattered signal), two kinds of molybdenum objects have to be considered. Based on the electron microscopy observations, these two populations can be attributed to isolated slab stacks at the small scale, and to larger, polycrystalline and moderately dense slab aggregates at larger scale (see Figure 1).

-Stacked slabs can be modeled as discs of height 2𝐻 and radius 𝑅 𝑝 with form factor 𝐹 𝑑𝑖𝑠𝑐 (𝑞, 𝑅 𝑝 , 𝐻) and volume 𝑉 𝑝 (𝑅 𝑝 , 𝐻).

-Slab aggregates can be modeled as ellipsoids of revolution (a spheroid) of axes (𝑅 𝑎 , 𝑅 𝑎 and 𝜈𝑅 𝑎 )

with form factor 𝐹 𝑒𝑙𝑙𝑖𝑝𝑠𝑜𝑖𝑑 (𝑞, 𝑅 𝑎 , 𝜐) and volume 𝑉 𝑎 (𝑅 𝑎 , 𝜐).

-Size distributions of slabs and aggregates are represented by log-normal distributions:

𝑃 𝑘 (𝑅 𝑘 ) = 1 √2𝜋𝑅 𝑘 𝜎 𝑘 exp (- (ln 𝑅 𝑘 -𝜇 𝑘 ) 2 2𝜎 𝑘 2 ) (12) 
Where 𝑘 equals to 𝑝 for slab stacks and equals to 𝑎 for the aggregates, and 𝜇 and 𝜎 are respectively the scale and the shape parameters of the lognormal law.

The size distribution of slab stacks modeled by discs concerns only the radius dimension 𝑅 𝑝 (the thickness 2𝐻 is monodisperse), and the size distribution of slab aggregates modeled by a spheroid concerns only the axes 𝑅 𝑎 (𝜈 takes a single value, so the aspect ratio is fixed).

The number and volume average sizes can thus be calculated from the adjusted log-normal distribution.

To calculate the interference term 𝑆 𝑠𝑝 , the porous support scattering has been modeled thanks to a spherical form factor 𝐹 𝑠 (𝑞, 𝑅 𝑠 ), a particle volume 𝑉 𝑠 (𝑅 𝑠 ) and a bimodal lognormal distribution 𝑃 𝑠 (𝑅 𝑠 ) (see.

S.I).

The 

with Mox = MoS2 in the case of sulfide molybdenum and Mox = MoOy in the case of oxide molybdenum, 𝜌 Mo x the density in g/cm 3 of the molybdenum phase. 𝑤 𝑝 and 𝑤 𝑎 are respectively the molybdenum fraction in slabs and aggregates, 𝑤 Mo x the weight concentration of the molybdenum phase (wt.%) and ρs the sample structural density in g/cm 3 . < 𝑉 𝑝 > and < 𝑉 𝑎 > are the mean volumes of respectively slabs and aggregates that may be calculated from the moments of the corresponding log-normal laws (see S.I.).

An example of fit is reported in S.I. This model allows estimating several physico-chemical characteristics. In particular, two parameters can be used to describe the slabs:

-The mean length (in number) 𝑳 𝒔𝒍𝒂𝒃𝒔 such as :

𝐿 𝑠𝑙𝑎𝑏𝑠 = 2 × 𝑅 𝑝𝑛𝑢𝑚 (17) 
-The stacking state 𝒛 𝒔𝒍𝒂𝒃𝒔 such as :

𝑧 𝑠𝑙𝑎𝑏𝑠 = 2𝐻 3.1 (18) 
3.1 Å being the thickness of one slab according to crystallography [START_REF] Kadantsev | Electronic structure of a single MoS2 monolayer[END_REF]. Hence, 𝑧 = 1 when it is a monoslab and 𝑧 = 3 for a two-stack slabs. The number averaged length is considered here so that it could be easily compared to the mean length measured in TEM.

Three parameters are useful to describe the slab aggregates:

-The aggregate mean width 𝑾 𝒂𝒈 such as :

𝑊 𝑎𝑔 = 2 × 𝑅 𝑎𝑣𝑜𝑙 (19) 
-The aggregate mean length 𝑳 𝒂𝒈 such as :

This aggregate length is however subject to significant uncertainties (see S.I) so that it should not be considered for the comparison of the different samples because of its lack of accuracy.

-The parameter 𝑪 𝒂𝒈 such as :

𝑤Ɛ = 𝑤 𝑎 (1-𝜀 𝑎 ) 𝑤 𝑝
and 𝐶 𝑎𝑔 = 𝑤Ɛ 1+𝑤Ɛ [START_REF] Beaucage | Particle size distributions from small-angle scattering using global scattering functions[END_REF] This parameter traduces roughly the aggregate content (in percent): the higher 𝐶 𝑎𝑔 is, the more aggregated the slabs are, and so the lower the dispersion is.

Results and discussion

Catalyst characterizations

Table 2 summarizes the main characteristics of the sulfided CoMoP catalysts studied herein, using TEM and XPS. Regarding the morphology observed by TEM, it can be shown that average mean slab lengths are roughly the same for the sulfided catalysts in liquid conditions and after catalytic test (~3.4 nm), whereas gas phase activation slightly increases this value to about 4.2 nm, probably due to the higher activation temperature of 400°C used in this protocol. The stacking number is not affected by the different activation treatments and is generally close to 2. Concerning the sulfidation of molybdenum determined by XPS, about 75% is converted into MoS2 after the activation processes in a liquid or gaseous environment. However, after real feedstock catalytic test, XPS measurements indicate a higher level of sulfidation close to 80% which traduces that the catalysts are still evolving during the test and confirm the interest to characterize them at different steps of their life. If we then focus on the repartition of molybdenum on the alumina surface with the Mo/Al ratio measured by XPS upon liquid sulfidation, we can underline the dispersing role of TEG and TGA additives compared to the dried catalysts as this ratio is increased. After real feedstock catalytic test, TEG catalyst maintains a high dispersion but TGA sample shows a lower dispersion. The calcined or CA additivated catalysts are similar in Mo/Al ratio and higher compared to the dried catalyst, after liquid activation or real feedstock catalytic test, but this ratio is not as impacted as with the aforementioned additives. A much lower metallic repartition is obtained after the gas sulfidation when citric acid is used, whereas TEG improves it as after liquid sulfidation. These numbers will be commented in more details in the next parts when compared with ASAXS results. 

ASAXS deeper characterization

ASAXS curves obtained from the gas sulfided catalysts, liquid sulfided catalysts and spent catalysts are respectively plotted in Figure 2, Figure 3 and Figure 4. After gas phase sulfidation, the scattering curves are quite similar except when citric acid is used as an additive. The liquid sulfidation induces more changes in the shape of the ASAXS curves for the dried catalyst, while for the others a small difference in the separation of the two size ranges exists. Then after real feedstock catalytic test, the difference in molybdenum distribution between all catalyst is more pronounced. Accordingly, these differences in the shape of ASAXS curves give rise to different structural parameters. These parameters, obtained by fitting the curves with the model described above are reported in Table 3. 

Influence of the additives using liquid sulfidation

Additives appear to have different effects on catalyst activated by liquid sulfidation, in comparison to the dried catalyst (see Figure 3).

The slab length (Lslabs) varies from 4.8 to 1.7 nm whereas the slab stacking parameters (𝑧 𝑠𝑙𝑎𝑏𝑠 ) varies from 2.6 to 1 which correspond to real slab stacking inferior to 2, as explained in section 2.4.3. TEM reports average slab lengths often higher (from 3.4 nm to 3.9 nm) than those determined from ASAXS (between 1.7 and 3.1 nm), except for the dried catalyst which could be suspected to be less well sulfided when analysed in ASAXS. Besides, the slab stacking measured by TEM remains quite constant, around 2.

Several reasons can be invoked to explain these differences: i) the small slabs, of the order of 1 nm are difficult to be observed by TEM and ii) the slabs belonging to aggregates can be taken into account during TEM analysis.

For all these reasons, it appears that ASAXS analysis allows one to obtain a more detailed description of the slabs and allows for underlying slight differences between catalysts contrary to TEM analysis.

Based on ASAXS results, it can be noticed that additives have a significant effect on the slab morphology (see Figure 5 A and B): the slab length (𝐿 𝑠𝑙𝑎𝑏𝑠 ) as well as their stacking (𝑧 𝑠𝑙𝑎𝑏𝑠 ) decrease when using an additive compared to the dried catalyst, whatever the additive is, but not to the same extent.

TEG and TGA are very efficient, more than citric acid. Additives of glycol-type such as TEG are known to be dispersing agents at the preparation stage [START_REF] Costa | New insights into the role of glycol-based additives in the improvement of hydrotreatment catalyst performances[END_REF], leading to an improvement of catalytic activity compared to the dried catalysts irrespective of the activation conditions [START_REF] Nguyen | Effect of glycol on the formation of active species and sulfidation mechanism of CoMoP/Al2O3 hydrotreating catalysts[END_REF]. But these new ASAXS results confirm that TEG keeps its dispersing properties even after a liquid activation under high pressure and temperature [START_REF] Nuzhdin | Effect of Mono-, Di-, and Triethylene Glycol on the Sulfidation Behavior of NiMo(P)/Al2O3 Hydrotreating Catalysts[END_REF]. Citric acid is known to be a complexing agent for oxidic species and its impact on the active phase is more related to an increase of the promotion of MoS2 slabs [START_REF] Castillo-Villalón | Analysis of the role of citric acid in the preparation of highly active HDS catalysts[END_REF][START_REF] Fujikawa | Development of highly active Co-Mo catalysts with phosphorus and citric acid for ultradeep desulfurization of diesel fractions (Part 2) characterization of active sites[END_REF][START_REF] Klimov | Co-Mo catalysts for ultra-deep HDS of diesel fuels prepared via synthesis of bimetallic surface compounds[END_REF][START_REF] Kubota | In situ XAFS study of the sulfidation of Co-Mo/B2O3/Al2O3 hydrodesulfurization catalysts prepared by using citric acid as a chelating agent[END_REF][START_REF] Chen | Role of Citric Acid in Preparing Highly Active CoMo/Al 2 O 3 Catalyst[END_REF] than the dispersion improvement [START_REF] Pimerzin | Comparison of citric acid and glycol effects on the state of active phase species and catalytic properties of CoPMo/Al2O3 hydrotreating catalysts[END_REF], using gas sulfidation. The reason for such an improvement is associated with the postponing of cobalt sulfidation compared to the dried catalyst at a temperature at which molybdenum is transformed into MoS2 [START_REF] Kubota | In situ XAFS study of the sulfidation of Co-Mo/B2O3/Al2O3 hydrodesulfurization catalysts prepared by using citric acid as a chelating agent[END_REF]. Using both citric acid and liquid sulfidation, as we did here, could thus lead to an improvement of the dispersion of molybdenum species, as suggested by Gonzalez-Cortes [START_REF] González-Cortés | Citric acidassisted synthesis of γ-alumina-supported high loading CoMo sulfide catalysts for the hydrodesulfurization (HDS) and hydrodenitrogenation (HDN) reactions[END_REF].

At the aggregate scale, the additives have a significant effect on the aggregate content (𝐶 𝑎𝑔 ), as seen in Figure 5-D: it decreases from 70% to 33%, 18% and 23% respectively for the dried-liquid, CA-liquid, TEG-liquid and TGA-liquid samples. These results are confirmed by XPS data: the Mo/Al ratio increases (from 0.33 to 0.52, as shown in Table 2) when using additives, which reveals a higher Mo distribution on the surface, particularly when TEG is used.

The aggregate morphology, quantified by 𝑊 𝑎𝑔 (Figure 5-C) and 𝐿 𝑎𝑔 , is slightly modified as the width varies from 9.9 nm for the dried-liquid to 9.1 nm for the TEG-liquid sample or to 10.9 nm for the TGAliquid sample. However, the modification remains very minor: the aggregates remain ellipsoidal, relatively thin, around 10 nm-thick and long, with a length higher than 60 nm (Table 3). Hence, it can be assumed that the aggregate morphology of these liquid sulfided catalysts is certainly more oriented by the alumina pore geometry rather than by the additives since they have been prepared on the same carrier.

Based on all these observations, we can conclude that all the additives have a dispersant effect on the molybdenum using liquid sulfidation: the slabs are smaller, less stacked, and better distributed within the support (fewer aggregates), the impact of citric acid being nevertheless lower. 

Effect of the sulfidation condition

Comparing the ASAXS curves obtained on gas sulfide catalysts (Figure 2) and liquid sulfided catalysts (Figure 3), the Mo slab characteristics such as their distribution within the alumina support appear to be different according to the sulfidation conditions. In order to highlight the main differences, the various parameters are compared on Figure 6.

At the individual slab scale (Figure 6 A and B), the additivated catalysts all show the same trends: a gas phase sulfidation, compared to a liquid phase sulfidation, leads to slabs up to twice as long and up to three times more stacked (the 𝑧 𝑠𝑙𝑎𝑏𝑠 parameter goes from 1 to 3). The stack of gas phase sulfided slabs is particularly visible on the ASAXS curves on Figure 2 with the presence of a correlation peak around 1 Å - 1 . The same trend is observed by TEM, with an increase of the length of the slabs using the gas sulfidation (Table 2). Similar conclusion has been also derived from EXAFS analysis of the Mo-Mo coordination numbers of the second shell of the MoS2 nanoslabs [START_REF] Lesage | High pressure cell for edge jumping X-ray absorption spectroscopy[END_REF][START_REF] Van Haandel | Influence of sulfiding agent and pressure on structure and performance of CoMo/Al2O3 hydrodesulfurization catalysts[END_REF]. Greater coordination numbers are usually reported for sulfide catalysts activated under gas compared to liquid activation and interpreted as the result of larger MoS2 slabs. However the differences in refined coordination numbers are small and within the experimental error bars making the conclusion more uncertained than the values reported herein.

Furthermore, the effect on the slab stacking is not accessible by EXAFS and not obvious by TEM, while it is clearly observed by ASAXS for TEG-sample, even qualitatively on the SAXS curves, which is one of the strengths of this technique compared to local range order technique and TEM.

As discussed before, TEM and ASAXS slab length values are not in a close agreement and once again, it appears that ASAXS analysis allows one to obtain a more detailed and representative description of the slabs when TEM cannot discriminate the different samples.

At the aggregate scale, significant modifications are also observed. First, as seen in Figure 6-D, the aggregate content (𝐶 𝑎𝑔 ) is affected by the type of sulfidation, depending on the presence and the type of additives: on one hand, gas sulfidation leads to lower 𝐶 𝑎𝑔 for the dried-catalyst compared to liquid sulfidation by almost 20%, but on the other hand higher amounts of aggregates for the TEG additivatedcatalyst sulfided under gas is reported compared to the one prepared under liquid activation. Less influence is observed on the 𝐶 𝑎𝑔 TGA-sample. It seems that the aggregation phenomenon is not influenced by the use of additives to the same extent depending on the activation. Secondly, gas sulfidation leads to larger slabs aggregates (𝑊 𝑎𝑔 , as seen in Figure 6-C) with aggregates width up to 13 nm, or even 17 nm for the CA-gas catalyst. Based on the ASAXS results, it can be concluded that the liquid phase sulfidation has a dispersing effect compared to the gas phase one: the slabs are less stacked and in presence of additives, better distributed within the support (fewer and smaller aggregates). These results are fairly consistent with XPS data: the Mo/Al ratios measured on the gas sulfided catalysts are lower than the ones of the liquid sulfided and additivated catalysts, as reported Table 2, which reveals a lower Mo distribution on the surface. This is also in line with the few studies in the literature comparing both activation ways and showing that liquid sulfidation leads to smaller slabs [START_REF] Van Haandel | The effect of organic additives and phosphoric acid on sulfidation and activity of (Co)Mo/Al 2 O 3 hydrodesulfurization catalysts[END_REF][START_REF] Nikulshin | Genesis of HDT catalysts prepared with the use of Co2Mo10HPA and cobalt citrate: Study of their gas and liquid phase sulfidation[END_REF][START_REF] Eijsbouts | Changes of MoS 2 Morphology and the Degree of Co Segregation during the Sulfidation and Deactivation of Commercial Co-Mo/Al 2 O 3 Hydroprocessing Catalysts[END_REF][START_REF] Frizi | Genesis of new HDS catalysts through a careful control of the sulfidation of both Co and Mo atoms: Study of their activation under gas phase[END_REF].

The presence of hydrocarbon molecules during the liquid sulfidation can potentially play a dispersing role. This effect has already been observed in the literature by Glasson et al [START_REF] Glasson | Beneficial Effect of Carbon on Hydrotreating Catalysts[END_REF], not by comparing a liquid phase sulfidation and a gas phase sulfidation, but by studying the impact of carbon deposition on thiophene conversion and real feedstock desulfurization activity of sulfided catalysts prepared by gas sulfidation: an oxide catalyst was treated, either by impregnation with C20 gas oil, or by a toluene solution in order to deposit carbon. They showed that the Mo/Al weight ratio measured by XPS increased (from 0.13 to 0.16 approximately) due to carbon deposition, thus revealing a better distribution of MoS2 slabs.

In addition to the dispersing phenomenon related to the presence of hydrocarbon molecules, the operating conditions specific to liquid sulfidation can also influence the morphology of the active phase. Indeed, during liquid sulfidation, the decomposition of DMDS and the massive release of H2S occur mainly around 220 °C, contrary to gas-phase sulfidation where H2S is introduced at room temperature. According to the work of Lesage et al. [START_REF] Lesage | High pressure cell for edge jumping X-ray absorption spectroscopy[END_REF], the sulfidation of Mo during the liquid phase sulfidation of a dried CoMoP catalyst was shown to generate intermediates MoSx species of smaller size than in the gas phase which could also explain a better dispersion / distribution of the MoS2 phase then formed.

Influence of the additives using gas sulfidation

We have seen that for liquid-sulfided catalysts, the three additives had a dispersant effect on the molybdenum: the slabs were smaller, less stacked, and better distributed within the support (fewer and smaller aggregates) compared to the dried catalyst (Figure 5). This behavior is significantly attenuated when sulfided in gas-phase (Table 3). When adding TEG, the slab length and stacking remain nearly unchanged. The slab length is 4.9 for the TEG-gas catalyst, compared to 4.1 nm for the dried-gas sample and the 𝑧 𝑠𝑙𝑎𝑏𝑠 stacking parameter remains around 2.9. Similarly, the aggregate morphology remains unchanged. However, the effect of TEG is still visible when looking at the aggregate content: it slightly decreases from 49% for the dried catalyst to 32%. Thus, the dispersant effect of TEG is still present, but significantly less efficient in gas-phase sulfidation than in liquid-phase sulfidation.

Besides, citric acid seems to behave differently during gas sulfidation. Indeed, the CA-gas catalyst shows longer slabs (5.9 nm) and spherical aggregates with 18 nm diameter. It can be concluded that CA additive has a different role involving different chemical mechanisms on the Mo active phase formation than the TEG additive. As said previously the role of citric acid as complexing agent of oxidic species has been reported for gas sulfidation as acting more on the improvement of the promotion of MoS2 [START_REF] Castillo-Villalón | Analysis of the role of citric acid in the preparation of highly active HDS catalysts[END_REF][START_REF] Fujikawa | Development of highly active Co-Mo catalysts with phosphorus and citric acid for ultradeep desulfurization of diesel fractions (Part 2) characterization of active sites[END_REF][START_REF] Klimov | Co-Mo catalysts for ultra-deep HDS of diesel fuels prepared via synthesis of bimetallic surface compounds[END_REF][START_REF] Kubota | In situ XAFS study of the sulfidation of Co-Mo/B2O3/Al2O3 hydrodesulfurization catalysts prepared by using citric acid as a chelating agent[END_REF][START_REF] Chen | Role of Citric Acid in Preparing Highly Active CoMo/Al 2 O 3 Catalyst[END_REF] than on the dispersion [START_REF] Pimerzin | Comparison of citric acid and glycol effects on the state of active phase species and catalytic properties of CoPMo/Al2O3 hydrotreating catalysts[END_REF], as suggested also by the lowest Mo/Al ratio of 0.28 measured by XPS.

The significant differences evidenced by ASAXS in slab and aggregate characteristics depending on the sulfidation conditions point out how the study of the effect of additives with a liquid sulfidation is relevant since this is the sulfidation procedure used industrially. The effects of additives are better evidenced by this type of activation.

Evolution of the catalyst under reaction conditions

The liquid-sulfided catalysts were also analyzed after real feedstock catalytic test. The comparison of the results on the spent catalysts with those gathered before testing, i.e. right after the liquid sulfidation step, allows us to discuss the evolution of the Mo active phase under reaction conditions. Several trends seem to emerge:

At the isolated slab scale (𝐿 𝑠𝑙𝑎𝑏𝑠 , 𝑧 𝑠𝑙𝑎𝑏𝑠 ), there is not a single observed behavior. The slab stacking remains relatively stable for calcined, CA, TEG and TGA catalysts, but it slightly decreases for driedcatalyst. The evolution of the slab length is not universal: it tends to decrease for all the catalysts, except for the TEG-sample for which no variation is clearly observed, and for the TGA-catalyst for which slab length increases from 1.7 to 4.7 nm (Table 3).

However the significant evolutions are observed at a larger scale (Figure 10 A and B). For the dried, CA and TEG samples, the aggregate width (𝑊 𝑎𝑔 ) increases of about 3.5 to 6 nm and the aggregate amount (𝐶 𝑎𝑔 ) drastically decreases, suggesting a redispersion of the active phase. At the opposite, the calcined sample remains relatively stable under reaction conditions. Concerning the catalyst prepared with TGA, its behavior is very different: as already mentioned, the slab length increases significantly (from 1. These results show clear modification of the Mo distribution and highlight a redispersion or a slab exfoliation during the catalytic test, except for the TGA sample, which may be explained by two mechanisms. First, some small Mo particles may continue to sulfide during the test (supported with the increased % MoS2 estimated by XPS), increasing the relative amount of isolated slabs (and thus the decrease of the relative amount of aggregate), and decreasing the average slab length. Besides, we can also assume that some aggregates exfoliate or re-disperse, thanks to the presence of the hydrocarbon molecules in the feedstock and the pressure, thus reducing the number of aggregates or increasing the porosity of the aggregates. Indeed, the parameter 𝐶 𝑎𝑔 depends on both Mo content and porosity of the aggregates (see equations 34 and 35). This behavior could explain the increase in the aggregate width.

This exfoliation phenomenon has already been mentioned in the literature [START_REF] Chianelli | Catalytic properties of single layers of transition metal sulfide catalytic materials[END_REF][START_REF] De La Rosa | Structural studies of catalytically stabilized model and industrial-supported hydrodesulfurization catalysts[END_REF], which shows that the stacking of hydrotreating catalyst slabs decreases to 1 after 4 years of industrial hydrotreatment. In addition, the pressure seems to play a role since a decrease in the stacking is observed in the literature when the pressure increases [START_REF] Chianelli | Catalytic properties of single layers of transition metal sulfide catalytic materials[END_REF][START_REF] De La Rosa | Structural studies of catalytically stabilized model and industrial-supported hydrodesulfurization catalysts[END_REF]. This result has also been observed for catalysts tested in dibenzothiophene [START_REF] De La Rosa | Structural studies of catalytically stabilized model and industrial-supported hydrodesulfurization catalysts[END_REF]. It is then assumed that the stack formation of slabs thanks to the van der Waals forces seems counterbalanced by the strong interaction of adsorbed hydrocarbon molecules, ensuring the stability of single layers of MoS2.

Conclusion on the Mo dispersion

We have seen that for well-chosen additives, such as triethyleneglycol, better distribution of the Mo slabs within the support is obtained, by reducing the content of slab aggregates. Moreover, a liquid-phase sulfidation also improves this distribution: an exfoliation phenomenon can then be evoked. Finally, under reaction conditions, this phenomenon seems to be ongoing since the aggregate content continues to decrease, but its importance seems to be dependent on the additive used.

Influence of Mo dispersion on the activity

The relative intrinsic activities (RIA) were first evaluated by a HDS catalytic test on a real feedstock.

They are plotted against the 𝐶 𝑎𝑔 parameter (traducing the aggregate content) measured by ASAXS on the fresh liquid-sulfided catalysts (see Figure 9) and then against the aggregate content measured by ASAXS on the spent catalysts (see Figure 10).

No obvious correlation between the activity and the aggregate content measured on the fresh catalysts is observed in Figure 9. However, we have seen before that the morphology of the active phase in the catalysts significantly evolved under reaction conditions. With the activity being measured at the end of the test, it seems more appropriate to study the activity regarding the spent catalyst properties. In this case, as observed in Figure 10, the activity seems better correlated with the aggregate content, with an exception for the calcined catalyst. This trend traduces the significant effect of the Mo dispersion on the catalytic activity: a lower 𝐶 𝑎𝑔 parameter is linked to a higher dispersion of the active phase and to a higher intrinsic activity. To confirm this trend, the liquid-sulfided catalysts have also been evaluated thanks to a toluene hydrogenation test and the characteristics of the spent catalysts measured by ASAXS.

Once again, when plotting the activity against the aggregate content measured on fresh liquid-sulfided catalysts, no obvious trend is observed (not shown here), whereas the correlation is clearly observed on Figure 11 between the activity for toluene hydrogenation test and the aggregate 𝐶 𝑎𝑔 parameter measured by ASAXS for the spent catalysts. These results make us think that the liquid-sulfided catalysts evolve also during the toluene hydrogenation test, in a comparable manner as in the real HDS test.

To go further, the gas-sulfided catalysts have been also integrated into this activity/dispersion study. The spent gas-sulfided catalysts were not analyzed by ASAXS so we did not get the possibility to confront their activity with the aggregate content of the spent catalysts. However, a good correlation between the aggregate content of the fresh gas-sulfided catalysts and RIA activity is observed (Figure 12). Thus, it can be supposed that the catalyst sulfided in gas-phase conditions at 400°C are more stable under catalytic test conditions than the ones sulfided in liquid-phase conditions and that the physico-chemical properties do not evolve significantly. Finally, all these results presented in Figure 11 and Figure 12 were gathered in Figure 13 in order to extract a general trend: the intrinsic activity in toluene hydrogenation is well correlated with the aggregate content and so with the Mo dispersion. Two hypotheses can be formulated to explain the effect of the aggregation state on the activity. Active sites located on the slab edges are probably not entirely accessible inside the aggregates which could limit the global activity of the catalyst. Another explanation is that the aggregates block a part of the porosity, which leads to limit the access of the molecules to the active sites. Deeper studies need to be performed to further understand their effect. Nevertheless, this parameter seems to be crucial in the future development of catalysts. However, it is obviously not sufficient to describe the catalytic activity as the slab length, the sulfidation rate or the promotion rate are also known to be important parameters to control. This graph also highlights the positive effect of TEG and citric acid coupled with liquid sulfidation on the dispersion and thus the activity in line which what has been reported for citric acid by Gonzales-Cortes [START_REF] González-Cortés | Citric acidassisted synthesis of γ-alumina-supported high loading CoMo sulfide catalysts for the hydrodesulfurization (HDS) and hydrodenitrogenation (HDN) reactions[END_REF]. At the isolated slab scale, ASAXS analysis allows a more detailed and representative description of the slabs compared to TEM which is generally limited to the visualization of a small number of particles bigger than 1 nm. At a larger scale, the technique is unique to identify and quantify the aggregation state of the particles which occurs on high Mo loaded catalysts. We have shown the importance of characterizing the catalysts as close as possible to their industrial conditions when a correlation is sought with their activity since their dispersion (size and stacking of slabs) and aggregation are modified between the gas (laboratory) or liquid (industrial) activation step and after the end of the catalytic test on a real feedstock.

The role of the additives is highlighted after liquid sulfidation activation, as we clearly demonstrate the dispersive effect of TEG and TGA and to a lower extent of citric acid. The slab length and stacking are decreased, as well as the aggregate amount and size. Among other parameters, the aggregate amount appears as a relevant descriptor to correlate the catalytic performances of the studied catalyst, as it will impact the accessibility of the molecules to the active sites. Indeed, the lower the aggregates are, the better the catalytic activity is. This analytical methodology appears to be very relevant for the study of sulfide catalysts, particularly when they have high metals loading. Indeed, we can imagine in the future a

Figure 1 .

 1 Figure 1. Multi-scale organization of sulfided molybdenum catalysts observed by STEM-HAADF.
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 234 Figure 2. ASAXS curves obtained from the subtraction I(E1)-I(E3) on gas sulfided catalysts
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 5 Figure 5. Graphical representation of the slabs stacking 𝒛 𝒔𝒍𝒂𝒃𝒔 (A), slabs mean length 𝑳 𝒔𝒍𝒂𝒃𝒔 (B), aggregates mean width 𝑾 𝒂𝒈 (C) and aggregate content 𝑪 𝒂𝒈 (D) parameters for the Dried-liquid, CA-liquid, TEG-liquid, TEG-liquid and TGA-liquid samples.
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 6 Figure 6. Graphical representation of the slabs stacking 𝒛 𝒔𝒍𝒂𝒃𝒔 (A), slabs mean length 𝑳 𝒔𝒍𝒂𝒃𝒔 (B), aggregates mean width 𝑾 𝒂𝒈 (C) and aggregate content 𝑪 𝒂𝒈 (D) parameters as a function of additive and type of sulfidation.
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 7 Figure 7. TEM image obtained on the TEG-gas catalyst.
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 78 Figure 8. Graphical representation of aggregate mean width 𝑾 𝒂𝒈 (A) and aggregate content 𝑪 𝒂𝒈 (B) parameters for liquid-sulfided catalysts and the spent-catalysts.
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 9 Figure 9. RIA activities measured in HDS test as a function of aggregate content 𝑪 𝒂𝒈 parameter measured on fresh liquid-catalysts.
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 10 Figure 10. RIA activities measured in HDS test as a function of aggregate content 𝑪 𝒂𝒈 parameter measured on spent-catalysts.
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 11 Figure 11. RIA activities measured in toluene hydrogenation test as a function of aggregate content 𝑪 𝒂𝒈 parameter measured on spentcatalysts.
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 12 Figure 12. RIA activities measured in toluene hydrogenation test as a function of aggregate content 𝑪 𝒂𝒈 parameter measured on gascatalysts.

Figure 13 . 4 Conclusion

 134 Figure 13. RIA activities in toluene hydrogenation as a function of aggregate content 𝑪 𝒂𝒈 parameter for all catalysts.

Table 1 . Energy-dependent parts of the atomic scattering factor f' and f" [38,39], near the Mo K- absorption edge (20000 eV).

 1 Tuning the energy allows to vary the scattering length density of the molybdenum particle without varying the one of the porous support. The interest of ASAXS analysis, compared to classical SAXS is demonstrated in supplementary information.

		Energy (eV)	f'	f"
	E1	19700	-3.550	0.552
	E2	19940	-5.105	0.556
	E3	19990	-6.934	0.761

  final model reads (see S.I): 𝑃 𝑠 (𝑅 𝑠 )𝑉 𝑠 (𝑅 𝑠 )𝐹 𝑠 (𝑞, 𝑅 𝑠 )𝑃 𝑝 (𝑅 𝑝 )𝑉 𝑝 (𝑅 𝑝 , 𝐻)𝐹 𝑑𝑖𝑠𝑐 (𝑞, 𝑅 𝑝 , 𝐻) 𝑃 𝑠 (𝑅 𝑠 )𝑉 𝑠 (𝑅 𝑠 )𝐹 𝑠 (𝑞, 𝑅 𝑠 )𝑃 𝑎 (𝑅 𝑎 )𝑉 𝑎 (𝑅 𝑎 , 𝜈)𝐹 𝑒𝑙𝑙𝑖𝑝𝑠𝑜𝑖𝑑 (𝑞, 𝑅 𝑎 , 𝜈)

	𝑆 ′	𝑝𝑝 (𝑞) = [ < 𝑉 𝑝 > 1	∫ 𝑃 𝑝 (𝑅 𝑝 ) +∞ 0	𝑉 𝑝 2 (𝑅 𝑝 , 𝐻)𝐹 𝑑𝑖𝑠𝑐 2 (𝑞, 𝑅 𝑝 , 𝐻)d𝑅 𝑝 +	𝑤 𝑎 (1 -ε 𝑎 ) 𝑤 𝑝
		×	1 < 𝑉 𝑎 >	+∞ ∫ 𝑃 𝑎 (𝑅 𝑎 )𝑉 𝑎 0 2 (𝑅 𝑎 , 𝜈)𝐹 𝑒𝑙𝑙𝑖𝑝𝑠𝑜𝑖𝑑 2	(𝑞, 𝑅 𝑎 , 𝜈)	d𝑅 𝑎 ]
						(15)
	and				
	𝑆′ 𝑠𝑝 (𝑞) = [ <𝑉 𝑝 > ∬ 𝑠𝑖𝑛(𝑞(𝑅 𝑝 +𝑅 𝑠 )) 1 𝑞(𝑅 𝑝 +𝑅 𝑠 ) ∞ 0	d𝑅 𝑝 d𝑅 𝑠	+	𝑤 𝑎 (1-𝜀 𝑎 ) 𝑤 𝑝	×
	1 <𝑉 𝑎 > ∬ 𝑠𝑖𝑛(𝑞(𝑅 𝑎 +𝑅 𝑠 )) 𝑞(𝑅 𝑎 +𝑅 𝑠 ) d𝑅 𝑎 d𝑅 𝑠 ∞ 0	]
						𝜌 𝑠 𝜌 Mo x	× Δ Mo x
						2	]	(14)

〈𝐼(𝑞, 𝐸 𝑖 )〉 -〈𝐼(𝑞, 𝐸 𝑗 )〉 = 𝑤 Mo x × 𝑤 𝑝 × 2 (𝐸 𝑖 , 𝐸 𝑗 ) × (𝑆′ 𝑝𝑝 + 𝛼𝑆′ 𝑠𝑝 )

[START_REF] Nikulshin | Genesis of HDT catalysts prepared with the use of Co2Mo10HPA and cobalt citrate: Study of their gas and liquid phase sulfidation[END_REF] 

with

∆

Mo x 2 (𝐸 𝑖 , 𝐸 𝑗 ) = 𝑟 𝑒 2 × [(𝑛 Mo x 𝑓 𝑀𝑜𝑥 (𝐸 𝑖 )) 2 -(𝑛 Mo x 𝑓 Mo x (𝐸 𝑗 ))

Table 2 : TEM and XPS characterizations of the sulfide CoMoP catalysts

 2 

	TEM	XPS

Table 3 . Results obtained by fitting the ASAXS curves with the multi-scale model. *The 𝑳 𝒂𝒈 value is subject to significant uncertainties.

 3 

	Sample	𝒛 𝒔𝒍𝒂𝒃𝒔	𝑳 𝒔𝒍𝒂𝒃𝒔 (nm)	𝑪 𝒂𝒈 (%)	𝑾 𝒂𝒈 (nm)	𝑳 𝒂𝒈 (nm)*
	Dried-liquid	2.6	4.8	70%	9.9	65
	Calcined-liquid	1.0	2.2	31%	9.1	66
	CA-liquid	1.9	3.1	33%	10.0	100
	TEG-liquid	1.0	1.7	18%	9.1	91
	TGA-liquid	1.3	1.7	23%	10.9	86
	Dried-spent	1.4	3.1	32%	13.7	109
	Calcined-spent	1.3	1.3	34%	9.2	87
	CA-spent	2.0	2.5	17%	16.5	165
	TEG-spent	1.0	1.8	15%	12.6	125
	TGA-spent	1.0	4.7	28%	12.2	92
	Dried-gas	2.9	4.1	49%	13.0	130
	CA-gas	2.1	5.9	34%	17.4	18
	TEG-gas	2.8	4.9	32%	13.2	47