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This paper presents the results of the validation of an experimental method for studying the thermal benefits of green façades. The main aim is to evaluate the impact of plants occultation on energy performance of a vertical wall in the temperate climate of the city of Lille in northern France. An experimental platform consisting of three identical prototypes (three boxes as thermal labs) has been designed and instrumented. Each prototype has been highly insulated from each faces except from the vertical southern wall which was realized with a poor thermal conductivity material. The following measurements were taken: ambient temperature (outside and inside thermal labs), external and internal surface temperatures of southern walls, heat fluxes transferred through south verticals walls (reference and vegetalized walls), solar incident radiation and wind velocity variation under instantaneous real climatic conditions. This enabled the analysis of the variation of energy balance according to the presence or not of a shading effect on the south vertical walls as well as their coverage rate. Several tests were performed on the three experimental thermal labs by imposing a leaf coverage rate which differs during each measurement. The results have shown that masking reduces the outside temperature and enhances the interior thermal comfort especially during summer.

Nomenclature

Introduction

The vegetalization has been associated to buildings since the earliest constructions and the hanging gardens of Babylon could be considered as the first example (sixth century BC) [START_REF] Bass | Evaluating Rooftop and Vertical Gardens as an Adaptation Strategy for Urban Areas[END_REF]. The elites of the Roman civilization had also used to grow vines on their balconies and vegetalized walls were previously integrated into their mausoleums [START_REF] Lambertini | [END_REF]. In the form we know today, the idea of green walls has made its way from the 70s in Germany [START_REF] Köhler | Green facades-a view back and some visions[END_REF] to contract principally the phenomenon of urban heat island which results in a temperature difference between a rural and an urban area of the same region [START_REF] Camilloni | On the urban heat island effect dependence on temperature trends[END_REF][START_REF] Charabi | L'îlot de chaleur urbain de la métropole lilloise : mesures et spatialisation[END_REF]. This is mainly due to the human activities, transportation, energy consumption and heat losses of buildings. The temperature increase in urban centres was defined as a direct result of substitution of natural surfaces by impermeablized concrete and asphalt surfaces absorbing more solar radiation (very low albedo) without evapotranspiration. In other words, the solar radiation will be trapped through a reduction in reflecting surface areas and the presence of pollutants (CO2, particles, aerosols, etc...) in the urban atmosphere hence the temperature increases in an urban area compared to rural areas [START_REF] Gago | The city and urban heat islands: A review of strategies to mitigate adverse effects[END_REF][START_REF] Susca | Positive effects of vegetation: Urban heat island and green roofs[END_REF][START_REF] Wong | Thermal evaluation of vertical greenery systems for building walls[END_REF][START_REF] Alexandri | Temperature decreases in an urban canyon due to green walls and green roofs in diverse climates[END_REF][START_REF] Djedjig | Analysis of thermal effects of vegetated envelopes: Integration of a validated model in a building energy simulation program[END_REF][START_REF] Santamouris | Cooling the cities -A review of reflective and green roof mitigation technologies to fight heat island and improve comfort in urban environments[END_REF][START_REF] Taha | Urban climates and heat islands: albedo, evapotranspiration, and anthropogenic heat[END_REF][START_REF] Aleksandrowicz | Current trends in urban heat island mitigation research: Observations based on a comprehensive research repository[END_REF][START_REF] Mitterboeck | Analysis for improving the passive cooling of building's surroundings through the creation of green spaces in the urban built-up area[END_REF].

In order to handle this phenomenon, the new initiatives and strategies of urban development try to increase the ratio of parks, gardens and vegetation surfaces in retrofit and improvement of towns. However, this wouldn't be really possible in mega-cities such as Tokyo, New York, Berlin or Paris, where the tendency is to optimize every available space in favour of new constructions and hence allowing better organization of space and important economy for transport networks. Therefore, the best solution for mega-cities is the vegetalization of building envelopes that will retrieve every square meter of natural earth removed from the ground by an equivalent natural soil on roofs. Natural surfaces in a city might even strengthen through the vegetalization of vertical walls of new and existing buildings given that walls offer greater potential in terms of reception areas, and disposal facilities for plant species compared with roofs.

The reasons for which new urban development strategies encourage more use of green roofs and vertical green walls also remains in their ability to improve the thermal resistance of the building envelope in summer for hot climate regions and during winter for cold climate regions that do not have long periods of frost and severe winters [START_REF] Köhler | Green facades-a view back and some visions[END_REF]. The improvement of the thermal resistance of building envelope in winter is mainly due to the reduction of wind velocity at the outer surface (superficial heat exchange coefficient) as the wind flow is intercepted in the case of the presence of plants according to the density, the thickness of the layer and the size leaf foliage. However, in summer, their thermal interest is primarily explained by their ability to reduce the peak of external surface temperatures, their ability to reduce incident radiation on the wall and by cooling the air by evapotranspiration phenomena [START_REF] Brochu | Bilans hydrique et énergétique de surface simulés par deux générations du modèle régional canadien du climat sur les bassins-versants des fleuves mississippi et columbia[END_REF][START_REF] Cheng | Thermal performance of a vegetated cladding system on facade walls[END_REF][START_REF] Kenai | Caractérisation, Analyse et Modélisation des Echanges Energétiques entre un Mur Végétalisé intensif et son environnement[END_REF].

Several studies have shown that the surface temperature under a vegetation layer tends to decrease compared to a conventional envelope without vegetation [START_REF] Wong | Thermal evaluation of vertical greenery systems for building walls[END_REF][START_REF] Cheng | Thermal performance of a vegetated cladding system on facade walls[END_REF][START_REF] Cameron | What's 'cool' in the world of green façades? How plant choice influences the cooling properties of green walls[END_REF][START_REF] Chen | An experimental evaluation of the living wall system in hot and humid climate[END_REF][START_REF] Manso | Green wall systems: A review of their characteristics[END_REF][START_REF] Sternberg | Evaluating the role of ivy (Hedera helix) in moderating wall surface microclimates and contributing to the bioprotection of historic buildings[END_REF]. Generally, the average superficial temperature difference between inside and outside for a traditional facade can vary between 10 and 60°C. This difference could be lowered to a range of 5 to 30°C by simply using climbing plant on the facades exposed to solar radiation [START_REF] Peck | GREENBACKS FROM GREEN ROOFS: FORGING A NEW INDUSTRY IN CANADA[END_REF]. The difference in temperature depends mainly on the type of plants used, their colour and the density of their leaf layer. It should be noted that it is important to use native plants or plants that can easily adapt to the environment of the building to be vegetalized.

In addition to their thermal benefits at urban scale (reduction of the phenomenon of urban heat islands) and optimization of the energy consumption of buildings, vegetalization of building envelopes is increasingly recommended considering their other important potential benefits in terms of reducing airborne sound [START_REF] Azkorra | Evaluation of green walls as a passive acoustic insulation system for buildings[END_REF][START_REF] Wong | Acoustics evaluation of vertical greenery systems for building walls[END_REF]. In terms of storm water retention and decontamination of water runoff, the vegetation also improves the quality of urban air in their ability to fix different pollutants and filtering the surrounding air [START_REF] Getter | Solar radiation intensity influences extensive green roof plant communities[END_REF]. It has also shown that vegetation can sustain the building envelope by reducing peaks and temperature fluctuations without causing any potential damage to external façade. Indeed, Ottelé et al. [START_REF] Ottelé | Comparative life cycle analysis for green façades and living wall systems[END_REF] have clearly confirmed that plants can present some risks only in the case of very old surfaces or vulnerable façades which show some deterioration.

Although, the research area of vertical green walls is not a new concept. Many researchers started recently to be interested in it, but existing studies showed that the subject is still under development and the various phenomena of heat and mass transfers through a green wall are not yet quite elucidated. Most existing experimental work focused on the effect of vegetated roofs on the building insulation in regions with tropical climate or in the south of Europe, characterized by warm summers and very soft winters [START_REF] Yin | Cooling effect of direct green façades during hot summer days: An observational study in Nanjing, China using TIR and 3DPC data[END_REF][START_REF] Pérez | Green facade for energy savings in buildings: The influence of leaf area index and facade orientation on the shadow effect[END_REF][START_REF] Coma | Vertical greenery systems for energy savings in buildings: A comparative study between green walls and green facades[END_REF][START_REF] Olivieri | An experimental method to quantitatively analyse the effect of thermal insulation thickness on the summer performance of a vertical green wall[END_REF][START_REF] Tudiwer | The effect of living wall systems on the thermal resistance of the façade[END_REF][START_REF] Van De Wouw | Precipitation collection and evapo(transpi)ration of living wall systems: A comparative study between a panel system and a planter box system[END_REF][START_REF] Cuce | Thermal regulation impact of green walls: An experimental and numerical investigation[END_REF][START_REF] Serra | A novel vertical greenery module system for building envelopes: The results and outcomes of a multidisciplinary research project[END_REF]. The effect of green walls is rarely studied under temperate climate.

Most of the works, on the quantification of the impact of green facades on the thermal behaviour of the envelopes, has been much more interested in the extensive type of vegetalized walls (modular panels containing substrate which can accommodate plant species precultured) [START_REF] Besir | Green roofs and facades: A comprehensive review[END_REF][START_REF] Coma | Vertical greenery systems for energy savings in buildings: A comparative study between green walls and green facades[END_REF][START_REF] Musy | Assessment of Direct and Indirect Impacts of Vegetation on Building Comfort: A Comparative Study of Lawns, Green Walls and Green Roofs[END_REF][START_REF] Medl | Vertical greening systems -A review on recent technologies and research advancement[END_REF][START_REF] Djedjig | Experimental study of green walls impacts on buildings in summer and winter under an oceanic climate[END_REF]. Extensive Greening Wall type (GW) is relatively very expensive and remains out of reach for most people and therefore their use is generally limited to the facades of large commercial buildings and government buildings.

It should also be noted that most experiments on the thermal benefits of Living Wall (LW: the simple technique which uses the climbing plants) performed under in-situ conditions, make comparisons between buildings with climbing plants or a complex GW against traditional buildings facades without vegetation [START_REF] Peck | GREENBACKS FROM GREEN ROOFS: FORGING A NEW INDUSTRY IN CANADA[END_REF][START_REF] Mazzali | Experimental investigation on the energy performance of Living Walls in a temperate climate[END_REF][START_REF] Haggag | Experimental study on reduced heat gain through green façades in a high heat load climate[END_REF][START_REF] Perini | Vertical greening systems and the effect on air flow and temperature on the building envelope[END_REF]. This is important but the results cannot be generalized, except if all the parameters that can influence the energy balance in the building were considered or measured, which is very complicated to realize. In other words, the different building materials have to be characterized. They also should have the same orders of magnitude in order to quantify only the thermal impact due to the use of plants and do not take that which could be due to a difference of physical and geometrical parameters between buildings or compared facade. It is also recognized that the inside temperatures are strongly influenced by the occupants and their behaviours (cooling and heating system, opening / closing doors and windows, manipulations of windows curtains ...) and it is very difficult to get accurate technical information throughout the year unless the building is pre-equipped with a set of sensors which can collect necessary data. Furthermore, it is not possible to request the same scenarios or modes of use for all occupants of different studied buildings and hence this can generate significant differences and affect the comparisons.

This situation led us to investigate the thermal benefits of a simple technique of vegetalization, which could be easily adopted for dwellings. The experimental investigation is based on plant growth where the coverage of the plants is determined experimentally. An occultation percentage is imposed and its impact analysed on the decrease of external surface temperature and heat flux of each prototype. Three identical prototypes are implanted under real conditions and exposed in the same direction in relation to the race of the sun. The physical and geometrical characteristics of the materials used are similar and their values are predetermined.

Experimental study

Description of the experimental benches

Three identical prototypes with cubical shape, measuring 1.2 m on each side have been designed and installed on the roof of a building in the city of Lille in northern France (50° 38' 2.444" N 3° 2' 48.555" E), to compare the thermal performance of three walls. The first one is used as reference and the two others were in this first stage of the research project equipped with a device which allows imposing a predetermined coverage (percentage of occultation). This coverage was increased gradually on each wall. Then, the prototypes were equipped with two types of green walls, a climbing plant deciduous (Virginia creeper) and another one evergreen (Ivy) to compare their performances with the reference wall. These prototypes represent three identical thermal labs oriented in the same direction (lab1: reference, lab2: located 0.80 m western vs reference, lab3: located 0.8 m eastern vs reference) (Fig. 1). The envelopes were carefully constructed using a waterproof plastic cladding with a thickness of 2.00 mm and highly insulated from the inside with a layer of glass wool (100 mm and λ= 0.032 W/m.K), the bottom and top of each thermal-lab is composed of two plates of light stained wood with a thickness of 20 mm separated by a layer of 100 mm of glass wool. Corrugated plastic panels of 2.00 mm thickness were added to each prototype to protect them against rainfall. As for southern walls, they were made of 100 mm thick cellular-concrete blocks with λ= 0.11 W/m.K and were covered with matt black paint to increase solar energy absorption and transfer through these walls opposing the other sides of the "boxes" that have a white reflective coating and were heavily insulated. This has limited the energy exchanges with the outside only at the southern walls. The southern direction was chosen because it allows better capture of solar radiation according to the configuration of our experimental site, therefore the effect of occultation analysis presents the greatest potential to limit overheating during the sunny days. 

Instrumentation

The southern wall of each thermal-lab was instrumented in order to measure the thermal flux on inside (φSI) and outside surfaces (φSO). Thermocouples (Type K, accuracy: +/-1.5 %) were used to measure the outside surface temperature (TSO) and the inside surface temperature (TSI). Each instrumented wall has three different measuring points in order to avoid the deviation effect and to get better precision below the leaf layer which does not necessarily have a uniform distribution (irregular geometry of foliage). Four heat flux sensors (Captec ® instrument, dim 150x150mm, average sensitivity around 200μV / (W/m²), accuracy: +/-6%) were installed opposite each other on both sides of each wall to measure the variation of heat exchange flow. A thermocouple (Type K, NF-EN 60-584 Class 1, accuracy: +/-1.5 %) was placed in the centre of each thermal-lab to record the indoor air temperature (TIN). Data from incident shortwave radiation (SWR) and incident longwave radiation (LWR) were collected respectively by a pyranometer (Kipp & Zonen ® CMP11, sensitivity: 8.64 μV.W -1 .m -2 , accuracy: +/-1.4%) and pyrgeometer (Kipp & Zonen ® CGR3, sensitivity: 14.12 μV.W -1 .m -2 , accuracy: +/-6.2%). The sensors have been chosen according to the targeted working values (temperatures, heat flows and radiation) and such as their thermal response time and sensitivity.

The set of sensors was connected to a data-logger (BGP-Q-reader ® , Intelligent Data Logger, accuracy: +/-0.01%) and 13 modules with four universal analog inputs-way for each (E-bloxx ® A4 TC, accuracy: +/-0.01%). The sensor information is stored simultaneously and continuously in an interval of five minutes.
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A weather station (Vantage Pro2 ® ) was installed closed to the three prototypes on the roof of the building to record the meteorological data conditions: temperature, global solar radiation on a horizontal plane, wind direction and velocity, relative humidity of ambient air and pluviometry (rainfall). Weather data are collected by the weather station console located inside lab2 and then synchronized with those recorded by the data-logger. Figure 2 shows the location of sensors in the thermal labs. All data are collected in our PC laboratory by Ethernet connection for treatment and analysis.

Fig. 2: Sensors location

Validation of the experimental prototypes

The purpose of the validation of the experimental device without vegetation is to analyse whether the three prototypes have really the same performance under in-situ conditions. Indeed, during the experiment setup, all efforts were done to conform to the initial design. However, the high sensitivity of the sensors used in thermal measurements, a possible defect in thermal insulation, air permeability or watertightness integrity in a prototype compared to another could easily affect the principle of similarity between the three prototypes. This is very essential in the process of validation tests of imposed coverage rates and also validation of tests on plants.

Figures 3 and4 shows respectively the variations of heat fluxes measured on the external surfaces of the three walls (φSO), and the outer surface temperature TSO of each instrumented wall. The tests were conducted during a period of five days from the 6 December to the 11 December 2013, and it was verified throughout this period that the three walls have the same energy-efficient behaviour. The heat flux and surface temperature were similar with slight deviations conditions of the order; of +/-2.48 W/m² for heat flux measured on outside, of +/-0.1 °C for temperatures outside surfaces. These deviations are tolerated under in-situ conditions. It should be mentioned that the inside variation of heat flux and temperatures were verified and they confirmed the identical behaviour of the prototypes.

Once the principle of identical behaviour has been approved, then the evaluation of the impact of the coverage rate has been initiated, by adding an additional device for masking. The device which was added generates over the tests, gradual deviations between the reference temperatures and the surface temperatures of the walls which were equipped by the shading device. So, we can estimate that the differences in flux and temperature measurements that are obtained, are logically related to the masking device, and not to differences in the initial design of the prototypes. 

3.

Tests with imposed cover rates

Experimental description

The coverage rate term is the most important one in the energy balance equation through foliar layer in numerical models. However, the evaluation of this term in most cases is based on empirical correlations based on the type of vegetation (top, medium, or low) and seasons (winter, spring, autumn and summer) as for example the models developed by [START_REF] Alexandri | Temperature decreases in an urban canyon due to green walls and green roofs in diverse climates[END_REF][START_REF] Ouldboukhitine | Assessment of green roof thermal behavior: A coupled heat and mass transfer model[END_REF][START_REF] Sailor | A green roof model for building energy simulation programs[END_REF]. In the models developed by [START_REF] Sailor | A green roof model for building energy simulation programs[END_REF] and [START_REF] Ouldboukhitine | Assessment of green roof thermal behavior: A coupled heat and mass transfer model[END_REF], the term of the coverage rate was calculated using the method developed by [START_REF] Ramirez | A statistical-dynamical parameterization of interception and land surfaceatmosphere interaction[END_REF]. However, in this study it is aimed to evaluate experimentally the influence of the coverage rates on reducing outer surface temperature and the heat flux balance measured by a vertical wall in function of the imposed coverage rate (occultation rate effect).

The experimental method used allows the quantification of the masking effect against incident solar radiation without taking into account other effects of cooling due among other phenomena like the evapotranspiration of plants and moisture transfer. To isolate this shading effect (solar occultation by plant), an inert material with known characteristics and with rapid control of its level of occultation was used. The rapid increase in masking (coverage)

would not be possible with leaves of plants because of their very slow growth process (about 2-3 years for a leaf coverage rate of 100% for the ivy and Virginia creeper).

Then two screens with square mesh of 5x5cm were installed in front of lab2 and lab3 on-which a rate occultation was imposed artificially. This was defined by counting the total number of stitches on the screens and obscuring the desired percentage of meshes before the heat flow sensors and even the rest of the screen (12.5 meshes were occulted in front of each heat flux sensor and 375 meshes before the remainder of meshes screen for 50% of masking for example). Five sets of measurements were carried out (one week for each set) with increasing coverage rates by 20% on the lab2 for each series of measurements and 10% for lab3. Growing percentage was realized simultaneously and so to keep it doubly proportional on lab2 relative to lab3. 

Experimental results

Tests began on 15 th April 2014 and occultation percentages were varied from 20 to 100% for lab2 and from 10 to 50% for lab3 (Fig. 5). Changes in outside measured thermal heat flux and outer surface temperature were recorded in intervals of five minutes and compared with the external heat flow and outer surface temperature of lab1 (Ref)

as the occultation rate was increased. Indeed, it was found that the received thermal heat flux decreased in proportion to the increase of the occultation percentages imposed on the instrumented walls of lab2 and lab3. The incident thermal heat flux was reduced by 5%, 15%, 29% and 46% under coverage rate of 20%, 40%, 60% and 80%, respectively. The reduction of thermal heat flux was 63% under full masking (Fig. 7).

Fig.7:

Thermal heat flux decrease in proportion of coverage rates.

These results (Fig. 7) were obtained by calculating the ratio of the thermal heat flux received by the instrumented lab2 wall and that received by the reference wall during the presence of the solar radiation (only during the day).

For each test around 2016 values were stored and were then averaged and plotted to obtain an overall representation of the impact of the coverage rate.

The comparison between the temperature variations for the 5 th test (OM-lab2:100%, OM-lab1:0%, OM-lab3: 50%)

shows clearly the importance of the masking effect on the decrease of the outer temperatures surfaces (Fig. 8).

Indeed, a reduction of the outer temperature surface compared to the outer temperature surface of the reference wall (lab1) by 10°C was recorded under a coverage rate of 50% and by 20°C for a complete occultation rate. The outer temperature surface of reference wall (Lab1) reached 48°C as a maximum temperature while the external temperature surface below 50% of occulted meshes didn't exceed 38°C. The superficial temperature on the outside of lab2 didn't exceed 20°C under a coverage rate of 100%. As for the surface temperature under a coverage rate of 100%, it was slightly above the air temperature throughout the day. This shows the effectiveness of masking to limit overheating during a sunny day (the temperature differences mentioned correspond to the maximum of solar radiation reaching the 786 W/m²). Furthermore, once the database has been made with artificial material, the masking device has been replaced by two kinds of climbing plant in order to compare their effects with the reference wall.

In other terms, the first experiment has shown the effect of a masking made by an artificial material. In the second one, the artificial masking device was replaced by a real vegetation. Then, the natural growth of the plants was evaluated by an image processing method which made it possible to determine the coefficient of the coverage rate which will be necessary to feed any theoretical model or numerical calculation of the energy balance of the facade.

Test with vegetation

Experimental approach

The second experiment (test with vegetation) presents the evaluation of the energy effect of a solar mask created by a VW. The aim is to evaluate the impact of vegetation on the thermal performance of building envelope under a temperate climate, in summer and winter. In the first experiment the southern wall of each prototype (the cubic cells of reduced size) was equipped with a device simulating the masking effect of a vegetal cover by an artificial material [START_REF] Kenai | Caractérisation, Analyse et Modélisation des Echanges Energétiques entre un Mur Végétalisé intensif et son environnement[END_REF]. These cubic cells of reduced size each consisted of five thermally insulated walls and a test wall, facing south, equipped with heat flux and temperature sensors (see detailed description on 2.1). They are now equipped with vegetalized walls (Fig. 9). The central prototype "Lab1" serves as a reference, while Lab2 and Lab3

are respectively equipped with an evergreen (Ivy) plant and a deciduous plant (Virginia creeper). The idea of the use of a deciduous plant and another evergreen is due to the fact that, the persistent leaves can have a negative impact on energy consumption during winter under a temperate climate. While the deciduous plant can allow the façade to benefit from solar radiation in winter and limit summer overheating. 

Determination of the coverage rate

In order to determine the masking rate of the vegetal walls composed of ivy or Virginia creeper, an analysis of the photographs taken monthly was undertaken. To explain the procedure, Figure 10 was selected. It was taken at the beginning of October 2014, more than four months after planting of "ivy". The selected period also corresponds to the validation period of the theoretical model presented previously.

Fig. 10: Plant growth monitoring by camera

An image processing software "ImageJ" [START_REF] Ferreira | ImageJ User Guide[END_REF] was used to determine the percentage of plant occultation of the instrumented "South" walls of the cells. ImageJ, is an image analysis program that can calculate surfaces and measure distances between objects within an image. The process is based on the recognition of information characteristic for each pixel composing a photo. Indeed, for the image to be stored in a digital medium, it is first necessary to divide the image into small cells called "pixels". A grid of pixels is then constituted, so that each of the pixels is itself a small rectangle. Once this is done, the storage medium assigns to each of the pixels numerical values corresponding to their colours. Depending on the image quality, the number of usable numerical values is very variable, it can reach a maximum of 2 24 different colours that can be displayed on a computer. For the simplest case, such as grayscale images, the numerical values are between 0 and 255. Conventionally, the 0 represents the black colour, and the 255 is attributed to the white colour. The values between the two terminals allow the representation of shades of grey. The realization of the measurements on the objects of an image, then depends on the counting of the pixels composing it [START_REF] Ferreira | ImageJ User Guide[END_REF][START_REF] Isdant | Traitement numérique de l'image[END_REF][START_REF] Peyré | LE TRAITEMENT NUMÉRIQUE DES IMAGES[END_REF].

For an object to be recognized as a single entity, it must be composed of pixels of the same colour. By way of example, the plant leaves in the previous image (Fig. 10) are recognized by the program as several objects according to the levels of brightness and contrast of the green colour. A pre-treatment is necessary to isolate the colours on which the measurements will be made. The resulting image was then converted to binary (black and white only)

for the measurement (Fig. 11). To determine the coverage rate on the image in binary mode (Fig. 11 (b)), it is sufficient to know the actual sizes of the image (in centimetres), its dimensions expressed in pixels, and then the number of white pixels "255" is calculated by the software. The real dimensions taken on the experimental benches were introduced into the software as they are necessary to express the pixel size in unit of length. The coverage rate obtained on the overall image presented here was 51%. In the measurement area (flow sensors), the coverage rate obtained was 45% which can represent the occultation rate for a validation of a theoretical model.

Experimental analysis of plants occultation effects

The aim was to follow over time the incidence of vegetalized walls in a temperate climate. Ivy has the characteristic of preserving its foliage throughout the year and it has been the subject of an experimental follow-up in summer and in winter. Unlike ivy, the growth cycle of the Virginia creeper is characterized by a loss of foliage during the winter and a very rapid regrowth in summer. During the summer, attention has been focused to assessing the limitation of summer overheating with both plants, while in winter the impact that plants may have had on temperature surfaces was discussed. During the winter, the comparison between the variation in the temperatures of the exterior surfaces of the walls equipped with ivy and the Virginia creeper allowed the evaluation of whether the use of VW in a temperate climate will provide more thermal comfort by limiting thermal losses, or if its use will have a negative impact by limiting the solar gain throughout cold days.

Thermal effects in summer

In summer, the sequences were selected according to the air temperature peaks and the maximum values of the incident solar radiation recorded during the summer of 2014. surface of the control wall, were on average, higher than 60°C. With both walls having vegetation coverings, the outside surface temperatures under the radiation peaks were limited to 44°C and 50 °C for VW1 and VW2

respectively. Although the cover percentages were relatively low during this period, significant temperature differences were observed. In fact, the ivy had a coverage ratio of only 41%, and reduced the temperature peaks of outside surface by 15°C. The Virginia creeper, with its 28% coverage, has lowered the outdoor surface temperature by 10°C.

Furthermore, during the night it was observed that the outside surface temperatures of the reference wall were 1.5

°C and 1°C, on average, lower than the VW1 and VW2 respectively. The presence of vegetated walls does indeed limit thermal losses by infrared radiation. The reductions in outside surface temperatures confirm the important role of plant in limiting summer overheating. Their repercussions on the temperature variations inside the cells can be shown in figure 13. Indeed, the interior surface temperatures of the reference wall which corresponded to the peak periods fluctuated between 33°C and 41°C. At the same time, they did not exceed 29°C and 35°C for the VW1. For the VW2, the impact on the temperatures of the interior surface has been less affected. These were between 31°C and 37 °C.

During night period, due to the limitation of thermal losses by infrared radiation, the interior surface temperature of VW2 was about 2°C higher than the reference wall.

Thermal effects in winter

During the winter period, four days in November were selected to present the analysis of the thermal effects of the vegetalized walls. The first two days had a cloudy sky with very low radiation levels. As for the last two, the intensity of the solar radiation was relatively high compared to the seasonal average usually recorded in the city During the first two days, average solar radiation "in peak periods" was between 162 W/m² and 147 W/m², and ambient air temperatures ranged between 6°C and 11.2°C. The temperatures of the outer surface of the reference wall coinciding with the peaks of solar radiation reached 17°C. In the presence of the vegetalized walls, these were slightly reduced by the plants, they were in average at 13.1°C and 15.7°C for the VW1 and VW2 respectively. In a period of low sunshine, the vegetalized walls prevents narrowly the exterior facades from solar energy gain.

Outdoor surface temperatures were reduced by 3.9° C in VW1 and 1.3 °C by VW2. As for the last two days, during which solar radiation was relatively high (about 400W/ m²), ambient air temperatures varied between 6°C and 14°C. The presence of ivy reduced the outside surface temperatures of VW1 by about 23°C (peak period) in comparison with the reference wall. The surface temperature of this wall reached 55°C during peak periods. Unlike ivy with a coverage rate of 55%, the Virginia creeper reduced the outside surface temperature of VW2 by only 9°C. The low coverage rate of the Virginia creeper allowed the VW2 to benefit from the solar energy. Its surface temperature reached a maximum of 46°C instead of 32°C for the VW1.

Moreover, during the nocturnal periods, the presence of the ivy limited the thermal losses of the VW1. Its outdoor surface temperature was during the nocturnal periods, in average, 1.3°C higher than the temperatures measured on the outer surface of the control wall. The Virginia creeper, for its part, limited the nocturnal cooling by only 0.4°C (Fig. 15). Finally, it should be noted that in the case of full growth of the foliage coverage, the thermal effects could be more significant. These, could not be studied experimentally due to the slow growth of plants. They could be highlighted in the future through numerical simulations (future publication).

Conclusion

The research presented here has highlighted the thermal interest of simple vegetalized walls. The experimental results presented in this paper showed clearly the effect of masking on reducing surface and air temperatures. It was found a significant decrease in the thermal heat flux through the south oriented wall depending on the increase of the coverage rates. Accordingly, this allowed reducing outside surface temperatures and enhancing interior comfort in the thermal labs with masking screen. The measurements also highlighted the effects of masking by the plants on the limitation of summer overheating. It should be emphasized that the first measurements were taken on a masking process with an inert material (black plastic film) and not on leaf of plants. This allowed controlling the coverage rates and varying them, rapidly on the one hand and separating the effects of plants due only to shading from those due to other phenomena. A very rich database could be constituted over a very short span of time compared to a real test on a living material that develops slowly (plant growth).

The second experiment presents a new contribution to experimental evaluation of the thermal effects of vegetalized walls. The experimental results analysis required knowledge of the coverage rate relative to the vegetalized wall during each analysed sequence. The approach used to estimate the coverage rates, using images taken throughout the experiment, was presented.

In addition, the experimental monitoring helped to highlight the effects of plants during winter and summer periods. During winter, the presence of plants played a rather "negative" role by limiting solar energy gains.

Nevertheless, this negative role is attributed to plants only on sunny days. Indeed, during the nocturnal periods, the results showed that the plants give the CC walls a slight insulating capacity by the limitation of the thermal losses. As for the summer period, despite the low coverage rates obtained experimentally, the results showed that the plant screens could play an equivalent role to that of an additional layer of material to the CC walls. The plants thus allowed an increase in the overall thermal resistance of the CC walls. The experimental approache undertaken, demonstrated the thermal interest of simple vegetalized walls. This will allow future modelling of the thermal effect of plants on buildings at prototype and real scale.

Fig. 1 :

 1 Fig. 1: Experimental platform, (a): experimental benches viewing design, (b): prototypes disposition on the roof.

Fig. 3 :

 3 Fig. 3: External thermal heat flux changes on the three thermal-labs.

Fig. 4 :

 4 Fig. 4: External surface temperature for the three thermal-labs

Fig. 5 :

 5 Fig. 5: Principle of the latest test (100% masking on lab2 / 50% masking on lab3).

Figure 8

 8 Figure 8 compares the temperature variations of surfaces under different coverage rates to the temperatures of the reference.

Fig. 6 :

 6 Fig. 6: Variation of outside surface temperatures of the three instrumented walls (values of coverage rate are detailed on the table 1 for each set of measurement) As the coverage rate increased, significant reductions in surface temperatures were recorded. The decrease in external surface temperatures is a direct consequence of the limitation of heat fluxes from solar radiation by masking.

Fig. 8 :

 8 Fig. 8: Outside surface temperature variations under different occultation rates.

Fig. 9 :

 9 Fig. 9: Test of masking by the vegetation; (a) general view; (b) distribution of vegetated walls; (c) sensors disposition.

Fig. 11 :

 11 Fig. 11: (a) pre-treatment of colours; (b) binary conversion

Figure ( 12 )

 12 compares the temperatures of the outside surfaces of the instrumented walls (TS ° ext_VW1: ivy, TS ° ext_VW2: Virginia creeper) to those of the reference wall (TS ° ext_Ref).

Fig. 12 :

 12 Fig. 12: Comparison of external surfaces temperatures (reference / VW1 / VW2) in summer. During the period from 30 July to 05 August 2014, the maximum solar radiation values recorded by the meteorological station at the experimental site varied between 640 and 781 W/m². As for the air temperatures, they

Fig. 13 :

 13 Fig. 13: Comparison of internal surfaces temperatures.

Fig. 14 :

 14 Fig. 14: Comparison of external surfaces temperatures (reference / VW1 / VW2) in summer.

Fig. 15 :

 15 Fig. 15: Zoom on night-time variations of external surfaces temperatures -see Fig.14.

  

  

Table 1

 1 

	summarizes the

Table 1 :

 1 Imposed occultation percentage and test process 194

	Periods of test	Lab2	Lab1 « ref »	Lab3
	Experiment 1:	Total Occulted Meshes	Total Occulted Meshes	Total Occulted Meshes
		(OM) = 20%	(OM) = 0%	(OM) = 10%
	15 th April 2014 to					
		OM around	Total OM	OM around	Total OM	OM around	Total OM
	21 st April 2014					
		sensors		sensors		sensors
		5	155	0		2.5	77.5
	Experiment 2:	Total OM = 40%	Total OM= 0%	Total OM= 20%
		OM around	Total OM	OM around	Total OM	OM around	Total OM
	22 nd April 2014 to					
		sensors		sensors		sensors
	27 tht April 2014					
		10	310	0		5	155
	Experiment 3:	Total OM= 60%	Total OM = 0%	Total OM = 30%
		OM around	Total OM	OM around	Total OM	OM around	Total OM
	28 th April 2014 to					
		sensors		sensors		sensors
	2 nd may 2014					
		15	465	0		7.5	232.5
	Experiment 4:					
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