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Tracking of smoke and fire in videos can provide helpful regional measures to evaluate precisely damages caused by fires. In security applications, real-time video segmentation of both fire and smoke regions represents a crucial operation to avoid disaster. In this paper, we propose a robust tracking method for fire regions in forest wildfire videos using neural pixel classification approach combined with a non linear adaptive level set method based on the Bayesian rule. Firstly, an estimation function is built with chromatic and statistical features using linear discriminant analysis and a trained multilayer neural network in order to get a preliminary fire localization in each frame. This function is used to compute initial curve and the level set evolution parameters providing fast refined fire segmentation in each processed frame. The experimental results of the proposed method proves its accuracy and robustness when tested on different varieties of wildfire-smoke scenarios.

Introduction

Wildfire is an uncontrolled fire in a region of flammable flora that occurs in the countryside area. It differs from other fires by its wide dimension, the speed at which it can spread out from its original source, its potential to alter direction unpredictably, and its ability to skip gaps such as rivers, roads and fire breaks. Forest fire is distinguished in terms of the cause of detonation, by their physical characteristics such as velocity of propagation, the existing combustible material, and the weather effect on the fire [START_REF] Yuan | A Survey on Technologies for Automatic Forest Fire Monitoring, Detection and Fighting Using UAVs and Remote Sensing Technique[END_REF]. Fire detection based on image processing and artificial intelligence presents a hot topic of research. This technology provides several advantages such as early detection of fires with high accuracy, easy implementation in real-time surveillance devices and the ability to effectively detect fires in large spaces. In fact, it usually processes images from a camera or a drone through computer vision algorithms to determine or predict the presence of a fire in videos. The detection algorithm is then the basis of this technology that pinpoint the performances of the image fire detector. In the last few years [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF][START_REF] Poobalan | Fire Detection Algorithm using Image Processing Techniques[END_REF], research was focused on modeling and segmenting fire regions using several image processing techniques but nowadays, it has been shifted to track its motion to predict the fire evolution and the eventual directions that can be taken in video sequences [START_REF] Frizzi | Convolutional neural network for video fire and smoke detection[END_REF][START_REF] Gunay | Fire Detection in Video Using LMS Based Active Learning[END_REF][START_REF] Li | Review of Fire Detection Technologies based on Video Image[END_REF][START_REF] Yu | A real-time video fire flame and smoke detection algorithm[END_REF][START_REF] Zhou | Early Fire Detection Based on Flame Contours in Video[END_REF][START_REF] Yunyang | Contour Extraction of Flame for Fire Detection[END_REF]. Different techniques of real-time fire detection are presented in the literature with the help of computer vision algorithms [START_REF] Ding | An adaptive multithreshold segmentation algorithm for complex images under unstable imaging environment[END_REF][START_REF] Samy | An efficient binary whale optimisation algorithm with optimum path forest for feature selection[END_REF] and can be used by capturing the images from surveillance systems or drones with camera monitoring indoors and outdoors [START_REF] Yuan | A Survey on Technologies for Automatic Forest Fire Monitoring, Detection and Fighting Using UAVs and Remote Sensing Technique[END_REF]. Generally, they can be separated into either flame detection or smoke detection in terms of the real object being extracted [START_REF] Li | Review of Fire Detection Technologies based on Video Image[END_REF]. In the case of detect fire in large and open spaces, a lot of study have shown that video based fire detection methods are well appropriate to analyze the temporal activities and perform a three dimensional localization of the fire [START_REF] Li | Review of Fire Detection Technologies based on Video Image[END_REF][START_REF] Yu | A real-time video fire flame and smoke detection algorithm[END_REF]. In this context, it would be very interesting to implement a real-time video fire tracking in order to study flame's behavior in time and space domain.

Generally, the color, motion, and geometry of the fire represent the three main features of fire detection [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF]. In the literature, the common proposed videobased fire detection approaches relies on the color and the morphology characteristics joined with the temporal behavior of flames [START_REF] Li | Review of Fire Detection Technologies based on Video Image[END_REF][START_REF] Pagar | Real time based Fire and Smoke detection without sensor by image processing[END_REF]. In fact, the main objective is to design a rule-based scheme or a multi-dimensional feature vector which is used to feed a conventional classification method such as: artificial neural networks (ANN), support vector machine (SVM), Bayesian learning, etc. Indeed, the performance of these approaches is hardly relied on the expert knowledge to extract the significant features and to choose the best technique to be used for the learning process. On the other side, some other approaches appears recently and they don't need manual intervention of experts to extract the relevant features of the detected objects in the videos. Most of them are based on deep neural networks learning [START_REF] Frizzi | Convolutional neural network for video fire and smoke detection[END_REF][START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF][START_REF] Kim | A Video-Based Fire Detection Using Deep Learning Models[END_REF] and they need a big image dataset for training to attempt good results in the real-time detection process.

Several works have provided a significant contribution in developing constructive real-time video fire detection algorithms. In the work of [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF], a fire detection algorithm is proposed that combines color information of fire with temporal changes, and background subtraction assisted foreground object segmentation. [START_REF] Poobalan | Fire Detection Algorithm using Image Processing Techniques[END_REF] proposed a fire detection scheme based on image processing techniques which can be applied in numerous surveillance devices. The algorithm combines color and edge information using RGB and HIS spaces to segment fire. Other promising detection approaches [START_REF] Borges | Efficient visual fire detection applied for video retrieval[END_REF][START_REF] Pagar | Real time based Fire and Smoke detection without sensor by image processing[END_REF] are presented to fire region identification in video sequences using multidimensional local and/or features combined a supervised classifier. In [START_REF] Borges | Efficient visual fire detection applied for video retrieval[END_REF] for example, authors used local, geometric and statistical features such as color, area size, boundary roughness and skewness of the potential fire regions to describe flames. Then, discriminant features are provided to Bayes classifier as an input vector to achieve a decision about the fire existence. However, as we said previously, these methods needs a prior knowledge about features that characterize fire from the other objects and needs to use preprocessing techniques to extract discriminative ones. Recently, deep learning algorithms is gaining more and more interest since they don't require the attribute extraction phase. Frezzi et al. (2016) developed a deep convolutional neural network (CNN) for fire and smoke detection. Fire/smoke recognition is obtained overall each frame by applying a sliding window on the feature map generated with the network. In the work of [START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF], a CNN architecture is inspired by SqueezeNet and designed for fire detection and localization in fire scenarios. The network uses smaller convolutional masks and lightened fully connected layer in order to increase the computational performance. [START_REF] Kim | A Video-Based Fire Detection Using Deep Learning Models[END_REF], proposed a new method that uses Faster Region-based CNN to identify the suspected regions of fire and of non-fire based on their spatial features.

Active contour (AC) methods have become powerful tools usually utilized for edge detection, image segmentation and object tracking [START_REF] Kass | Snakes: Active contour models[END_REF]. The AC models or snakes can be roughly divided into two classes: parametric snakes and geometric active contours (GAC) [START_REF] Xu | On the relationship between parametric and geometric active contours[END_REF]. Parametric snakes was introduced by [START_REF] Kass | Snakes: Active contour models[END_REF] and it has been demonstrated to be an effective framework for image segmentation. The main idea of these models is to move a parameterized curve toward its interior normal and then stop on the real object boundary throughout an energy minimization model. However, they presents two shortcomings which are: sensitivity to curve initialization and lack of ability to handle changes in the topology of the evolving contour. In the last decades, the GAC models [START_REF] Caselles | Geodesic active contours[END_REF] are introduced to overcome disadvantages of parametric models using an edge-indicator function and numerical implementation based on level set method. Nevertheless, edge-based GAC models suffers from many troubles such as the sensitivity to noise and the failure to stop in the case of weak edges. Besides, to obtain an appropriate segmentation results, the initial contour should be set very close to the object boundary. In the contrast to edge-based model, region-based methods used descriptors to guide the motion of zero level set without gradient information which brought more efficiency [START_REF] Zhao | Adaptive active contour model driven by global and local intensity fitting energy for image segmentation[END_REF]. One of the popular region based models is the Chan-Vese (CV) [START_REF] Chan | Active contours without edges[END_REF], which assumes the homogeneity of the foreground and background sub-regions. Unfortunately, this assumption does not go well with inhomogeneous images, which limits CV models in additional applications. Recently, hybrid models have gained attractiveness among region-based models. These methods combine region and edge information in their energy formulations. Many statistical models have been elaborated [START_REF] Mouelhi | Automatic Image Segmentation of Nuclear Stained Breast Tissue Sections Using Color Active Contour Model and an Improved Watershed Method[END_REF][START_REF] Soomro | Segmentation of left and right ventricles in cardiac MRI using active contours[END_REF][START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF][START_REF] Ying | A geometric active contour model without re-initialization for color images[END_REF]) and most of them are based on statistical measures (e.g., the mean and variance or higher order moments of sub-regions). However, the selection of the controlling parameters and the initial curve of these models to obtain automatic and robust contour detection is still a challenging task and it is hardly connected to the intensity inhomogeneity which consequently limit their practical applications. Main methods and results of fire detection in the literature are summarized in Table 1.

In this context, a further solution is described in this work by combining new discriminative features for fire detection using FLDA-ANN classifier and the advantages of an adaptive level set method for fire localization, and semantic understanding in video sequences. In fact, a multilayer neural network is constructed here and trained by transformed color and statistical features using the advantages of FLDA. A binary image is generated in the processing stage of each video frame to get automatic localization of fire and it is used for zero level set estimation. Then, a nonlinear adaptive active contour model is implemented and controlled by the network classification results and motion feature to provide fast fire region's segmentation for all frames of wildland fire scenarios. The novelty of the presented work consists, on the one hand, of the exploitation of the proposed GAC ability to handle changes in the topology of the evolving curve even in noisy images and, on the other, of the intelligent initialization process used to speed up the segmentation process in each frame using FLDA-ANN classification method. Besides, the proposed model combines gradient and region measures in the energy functional which can improve consistently static and dynamic characterization of flames in the segmentation process. The evolution parameters of the model are also updated for each processed image from the classification results in order to avoid manual interventions and to get accurate contour detection results in practical time. The remainder of the paper is organized as follows: The next section describes the proposed fire tracking method. Section 3 reports the experimental results and discussion. Finally, conclusions and future works are provided in section 4.

2 The proposed fire tracking method

Description of the proposed method

The goal of the proposed tracking method is the boundary contour detection of the fire regions in each frame of the video. This task is completed by the use of an adaptive color active contour model combined with a fire feature classification method based on ANN and Fisher's linear discriminant preprocessing. As illustrated in Figure 1, fire detection regions in video sequences is composed of the following stages:

Learning : In the first stage, a learning dataset is built using image patches sized 100  100 pixels from two main classes: Fire and background. In fact, each pixel is represented in three color spaces (RGB, HIS and YCbCr) in order to compute intensity and statistical features that characterize flames. Then, the original variables of the training set are analyzed and reduced to uncorrelated components using FLDA strategy similar to that described in [START_REF] Long | A New Preprocessing Approach for Cell Recognition[END_REF]. The resulting Fisher features (F1, F2,..., Fc-1) are presented then to feed-forward neural network with their desired outputs for learning.

Processing : The second stage consists mainly of three parts: 2-a) Video decomposition to RGB frames, 2-b) feature extraction and classification and 2-c) fire tracking by adaptive level set model. 2-a) In the video decomposition step, the video sequence is sampled iteratively in order to get the RGB frame for processing. Each selected frame is converted to HIS and YCbCr for fire decision and segmentation. 2-b) Feature extraction and classification step is considered the most critical stage that determines the accuracy of the tracking results. In fact, fire region detection in fire and non-fire frames containing sun-light or red objects is still a challenging task and needs pertinent features to get accurate fire classification results. In our work, the FLDA is employed to obtain a better representation of fire and non-fire patterns. The new fire features are presented then to the ANN classifier for pixel classification. 2-c) In the fire tracking step, boundaries of regions are detected rapidly using a modified formulation of nonlinear adaptive level set method which consider motion and color information in the evolution process. More details of each step are provided in the following subsections.

Feature extraction and classification using FLDA and ANN

To obtain initial segmentation of fire areas in each frame, a feature classification approach is performed using a learning technique based on FLDA and ANN classifier. In the processing stage, pixels of the processed frame are organized according to their most relevant features obtained from RGB, HIS and YCbCr color spaces. The transformed feature values obtained with the FLD analysis are provided to the trained network in order to get the discrimination function (F) that estimate the location of the flames in the current frame (see Figure 1).

Fisher's Linear Discriminant analysis (FLDA) strategy

For fire image recognition, we have selected simply 8 features based on chromatic and textural information based on three color spaces that proved a good characterization in several works [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF][START_REF] Pagar | Real time based Fire and Smoke detection without sensor by image processing[END_REF][START_REF] Poobalan | Fire Detection Algorithm using Image Processing Techniques[END_REF][START_REF] Yu | A real-time video fire flame and smoke detection algorithm[END_REF]). It's known that flames reveal reddish colors which can be seen obviously in the Red component compared to the other channel of the RGB space. In fact, in fire regions, the intensity value of the Red channel is greater than the Green and the Blue value intensities [START_REF] Pagar | Real time based Fire and Smoke detection without sensor by image processing[END_REF]. For this reason, the first feature that we will be used to recognize fire in image patches is the Red component. Then, to provide more information about the pixel intensity and its neighborhood in a fire blob, we have added 2 statistical measures obtained from the Red channel which are mean Red value and the variance Red value of a pixel neighborhood. Indeed, these global features will takes into consideration the illumination changes and they can be very relevant for pixel classification. In our work, a sliding window centered around every pixel and sized 9  9 is used to extract local mean and variance images of Red Channel (see Figure 2(b)). Furthermore, the chrominance can be employed in modeling color of flame rather than modeling its intensity. This provides more vigorous representation for fire pixels. So, it is needed to transform RGB color space to other spaces where the discrimination between intensity and chrominance is more appropriate [START_REF] Pagar | Real time based Fire and Smoke detection without sensor by image processing[END_REF][START_REF] Yu | A real-time video fire flame and smoke detection algorithm[END_REF]. By converting RGB to YCbCr space, it can be clearly observed an important difference between the chrominance blue Cb and the chrominance red Cr from a representative fire image. The same thing can be noticed when evaluating the difference between the luminance Y and the chrominance Cr (Figures 2(c) and(d)). Consequently, two features can be extracted from the YCbCr color space and they are formulated as follow:

    , , Y x y Cb x y  (1)     , , Cb x y Cr x y  (2)
where the components of the YCbCr colour space are obtained by the following transformation: 
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In addition, HIS color model is frequently adapted due to its convenience for providing a more people-oriented manner of describing the colors [START_REF] Yu | A real-time video fire flame and smoke detection algorithm[END_REF]. In addition to the RGB and YCbCr features mentioned above, we have used also the three components of HIS color space as color attributes in the proposed feature classification approach:
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To train the neural network with the extracted features, a new preprocessing approach inspired by the idea of X. [START_REF] Long | A New Preprocessing Approach for Cell Recognition[END_REF] is adopted in this work using FLD. In fact, the FLDA is used to generate new independent and significant features by reducing the dimension of the initial feature space to no more than c-1, where c is the number of classes [START_REF] Long | A New Preprocessing Approach for Cell Recognition[END_REF][START_REF] Martinez | PCA versus LDA[END_REF]. In our work, pixels in the current frame can belong to one of two classes : "Fire" and "Non-Fire". Thus, if FLDA is directly applied, the resulting subspace can only be one-dimensional, which is not enough for a compound segmentation problem like fire detection. Therefore, we propose to treat fire pixel classification as a multiclass problem in the preprocessing step by dividing the "Non-Fire" class to multiple subclasses as illustrated in Figure 3. This is possible since the "Non-Fire" class includes a various set of image patches of nonfire objects such as 'smoke', 'sky', 'buildings', 'trees', etc. Thereby, the size of the subspace created by FLDA is increased to be equal to ("Non-Fire" classes + "Fire" class -1). The input learning data is divided into three subsets corresponding to the object class c: one "Fire" class and 6 "Non-Fire" classes. The use of FLDA in this case would be very beneficial because it reduces variation within individual "Non-Fire" subclasses.

Feature classification

To classify extracted features represented in the new subspace given by the FLD preprocessing, we trained a feed-forward ANN using the quasi-Newton algorithm. In this framework, the ANN structure contains six inputs, three hidden layers and a single neuron in the output layer. The transfer function throughout the network is the hyperbolical tangent sigmoid function. The output node is intended to label each pixel to one of two classes: "Fire" pixel or "Non-Fire" pixel. So, a target array is created by N elements, where N is the number of feature samples . The ANN output values are either 1 ("Fire" class) or -1 (Non-Fire class). The tangent sigmoid activation function is used for all neurons.

The training patterns are constructed by computing color and statistical features for each image sample and converted subsequently to 1D-vectors. These input vectors are organized according to their output label in a learning matrix Xin=(F1,F2,…, F6). The number hidden is chosen in each layer empirically during the learning process. More information about this and other training/ validation details are described in the next section.

In the processing stage, after decomposing the fire video to RGB frames, all frames are processed iteratively by the proposed approach based on fire feature classification and geometric active contour model. First, all extracted pixel features of each frame are transformed to FLD components. Then, they are provided to the trained neural network for classification. At the end, a binary image  that estimates fire regions is obtained by thresholding of the output value for each pixel in the frame:
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where s0 is an variable threshold which is fixed to estimate the interesting regions. s0 is set to 0 in this work. Example of fire segmentation by the FLDA-ANN classifier is displayed in Figure 4(b). The final step of the proposed fire tracking scheme is the contour detection of fire regions using a modified adaptive active contour model similar to the model presented in [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF]. This task is applied for each frame of the video clip to extract boundaries and areas of fire in the sequence.

Fire tracking by a new neural adaptive level set algorithm

To recover the classification results using FLDA-ANN method, we propose in this paper to detect fire boundaries by a nonlinear adaptive level set method (NLALS) presented in the work of [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF]. In fact, the NLALS formulation is employed to automatically segment gray level images by determining the direction of curve evolution and taking into consideration the advantages of global statistical features. Based on Bayesian rule, the curve evolution direction was designed and improved through an adaptive velocity formulation. Also the weighted stopping function performance was enhanced by combining the local and global features. Besides, the boundary leakage was avoided via a sigmoid function. As we said previously, this level set method requires automatic curve initialization and good parameter estimation to be used in any real-time image or video application. Hence, in this paper, we propose a modified NLALS method to be used in RGB color space and to track fire in video sequences. The new method avoid manual parameter and zero-level set settings. Indeed, the evolution of the contour starts automatically from the fire feature classification results obtained by the neural network classifier in each frame. Moreover, the parameters that control the curve evolution are estimated directly from the classification results. Also, the velocity of the curve is improved by including the motion feature in its expression.

To extract object boundaries in a gray level image with the classical geodesic active contour, a curve C should be create which minimizes the energy functional below [START_REF] Li | Level set evolution without re-initialization: A new variational formulation[END_REF]:
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)
where  is a level set function (LSF) defined on Ω (i.e., the image domain), whose zero-level set

      , , 0 C x y x y   
defines the boundary contour of the objects such that  > 0 inside the segmented objects and  < 0 outside. μ is a positive parameter that control the penalization term (i.e., first term in the energy functional) which is used to maintain the signed distance property 1    and to avoid re-initialization of the LSF every few iteration [START_REF] Li | Level set evolution without re-initialization: A new variational formulation[END_REF]. The second and the third terms on the right-hand side of Eq. ( 8) are respectively the weighted length of the curve and the weighted area of the region inside the zero-level set. , v are the parameters controlling the effects of these last terms, respectively. The area term gives an invariable speed, which is supportive to avoid local minimum and to manage the velocity of convergence.

(.) H  is a regularized Heaviside function, and its derivative is the regularized Dirac function (.)

  with width controlled by  ; and g is an edge-detector for intensity images.

In the work of [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF], global statistical attributes are used as an additional information to enhance the contour evolution against the contour's initial position. So, assuming that the image domain is divided into interior region which is the object to be detected 1 and the exterior region which is the background 2. The evolution direction was determined as follow [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF] :
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where  

1 | P I 
is a posterior probability showing the probability that the pixels belong to the object and it is obtained by the Bayesian rule: when we apply the logarithm operation to the right hand of Eq.( 11), the direction Adf(.) can be defined as follow [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF] :
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In this work, the conditional probability is computed using the Gaussian function with colour channels of a processed frame as they convey more statistical features about homogeneous regions than density functions estimated in grey-level images:
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(13) where, j=1,2,3 associated respectively to the RGB channels of the image I. The mean ij  and the standard deviation ij  are computed as:
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Then, the conditional probability functions inside and outside the zero level set are defined as:
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When 2 1 (Ω )

(Ω ) P P  , the Eq. ( 12) of the direction can be simplified as follow:
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It is known that to increase the evolution speed of LSF, a constant velocity is usually included according to the homogeneity of the region to be detected and the position of the initial curve. In this work, a nonlinear adaptive velocity [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF] is employed to speed up the curve in homogeneous regions and to slow down it when crossing real boundaries edges:
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where ζ is a constant parameter controlling the nonlinear degree of the velocity which is chosen empirically in [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF]. In our proposed approach, this parameter is computed taking into account the fire motion from frame to another in order to speed up the convergence of LSF towards the real boundaries of fire regions. So, the parameter ζ is updated here in each iteration using the fire motion feature by estimating the absolute difference between the current image frame I(n+1) and previous image frame
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Besides, in order to detect the real boundaries of fire in RGB frames, the edge and region-based stopping function proposed in [START_REF] Wang | A nonlinear adaptive level set for image segmentation[END_REF] is modified and computed using color gradients as follow:
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where  is the largest eigenvalue of the metric tensor ij g

given by:
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with Rx, Gx and Bx are respectively the gradient according the direction x of the Red, Green and Blue channels after Gaussian convolution, i.e.
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and  is the smoothing parameter. With this formulation gcol takes a small value when the norm of the product of the color gradient and
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, in other words when the curve is very close the real boundaries of the object. By applying Euler-Lagrange formula to the energy functional (Eq. ( 8)), we can obtain the numerical solution of the curve evolution problem :

        0 div div , , , 0 , c c g v x y g t x y t x y                                                           (21) where   0 , x y



is the initial curve and   denotes the regularized Dirac function given by:

  2 2 1 z z              (22)
Finally, the discrete scheme of the level set function is given by:

        1 , , , k k k x y x y x y L        (23)
where

    , k L x y
 is the approximation of the right-hand side in Eq. ( 22) and  is the time step.

To obtain a fully automated scheme for fire tracking, we have employed the neural classification as a pre-segmenting step in order to relieve manual intervention and accelerate the level set optimization. Indeed, the initial LSF is constructed with the classification results obtained with the FLDA-ANN method described above. Thus, the initial curves 0  are expressed by:

      0 , 0 , , d x y x y d x y                       (24)
where d is a positive constant and   locates for the fire region enclosed by the initial closed curve   obtained by the binary image (see Eq. ( 7)). Besides, The evolution parameters of the level set function are determined adaptively from the discrimination function  and they are updated in each frame according to the detected fire regions. Generally, the level set evolution will be faster if the object of interest is big. So, the time step  is assigned to the ratio / a  , since it will be big for large objects. Time steps corresponding to each level set function are obtained by:

    I I H dxdy dxdy a            ( 25 
)
where a and  represent respectively the area and the length of the estimated fire regions. μ, and λ are also resultant from the preliminary classification results and calculated by :

  1 0.2 / , a     (26) 
and

  1.2 / a    (27) 
Figure 4 shows the main steps to detect fire boundaries in a processed frame extracted from a forest wildfire video. The final level set function in this case is obtained after only 10 iterations as illustrated in Figures 4(e), (f), (g) and (h).

The different steps of the proposed fire tracking algorithm applied on wildland forest fire videos are summarized in Table 2.

Results and discussion

In this work, we used a computer equipped with Intel Core i7 2.4GHz CPU, 8GB RAM and NVidia GeForce with 820MB on board for the implementation and the testing experiments of the proposed fire tracking scheme. The fire video data studied contains 31 sequences including 62690 RGB frames. The video clip database two type of videos captured in different environment, where 14 videos include a fire, while 17 are normal videos (see [START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF] for more details). In our experiments, we choose to test some of the normal videos including fire-like objects which makes fire detection more challenging, and hence classical fire recognition methods may wrongly classify these frames. Figure 5 shows a set of representative frames from the studied video database. The performance of the proposed tracking scheme is performed by evaluating the obtained results in terms of pixel classification using FLDA-ANN method and boundary fire detection by the proposed level set model.

The best training and validation performance of the FLDA-ANN classifier is obtained after several experiences. In fact, to train the network we have used 100 RGB image patches (100  100 pixels) , where 30 images correspond to the "Fire" class and 70 images represent the "Non-Fire" class. 15% of the overall image patches are extracted and used for validation and 10% for test data. The structure of the ANN (number of hidden nodes) is optimized empirically by independently varying the number of hidden neurons in each layer, and evaluating the generalization properties of the network on the validation set at each step. So, we found that, 32 neurons in the first layer, 16 and 8 neurons in the second and the third layer respectively, provide the best performance in term of the mean squared error for training, validation and testing phases (see Figure 6(d)). The effect of neuron number in the hidden layers on the generalization properties of the ANN was studied by evaluating the mean squared error for different number of nodes using the testing image set. First of all, the number of neurons in the first hidden layer was changed iteratively from 1 min 8 h  to 1 max 40 h  , while the size of the second and third hidden layer was kept constant at

2 1 min / 2 4 h h   and 3 2 min / 2 2 h h   neurons, respectively.
Once the dimension of the first layer is fixed according to the best testing error value (i.e. which is found 32 neurons giving an error rate 0.00153), than third layer size was maintained to 2 and the number of nodes in the second layer was changed from 2 min 4 h  to 2 max 40 h  . Finally, the size of the first and the second layers were fixed according to the best error rates found in the last experiments ( 1 2

i.e.

32, 16

best best h h   ) and the the number of nodes in the last layer was varied from The hyper-parameters of the designed neural network are also determined after several experiments. Table 3 resumes all parameters of the network employed in the training process with their corresponding values.

In the other hand, performance of the proposed fire tracking scheme is tested on the whole video clip database and compared with the [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF][START_REF] Foggia | Real-time fire detection for videosurveillance applications using a combination of experts based on color, shape, and motion[END_REF] and [START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF]. The fire detection accuracy is evaluated in this work by computing false positives and false negatives and detection accuracy rate. Table 4 shows that the proposed method is more efficient than the classical algorithm of [START_REF] Celik | Fire detection using statistical color model in video sequences[END_REF] and [START_REF] Foggia | Real-time fire detection for videosurveillance applications using a combination of experts based on color, shape, and motion[END_REF] while the CNN approach of [START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF] still moderately dominant in terms of false positives, false negatives and detection rate. Nevertheless, our approach is very closer in terms of detection results and could be improved by integrating additional training scenarios. This due to the automatic selection of the appropriate features which are sensitive to fire by evaluating the CNN feature maps with respect to the ground truths.

In order to illustrate qualitatively the performance of our fire tracking method on the fire/non-fire video sequences, we choose 5 frames starting at frame 40 to 240 with sampling step of 50. The final fire contours using the proposed scheme are represented in Figure 7. Furthermore, semantic segmentation of a set of frames extracted from the fire video data is evaluated using Jaccard index. In fact, to obtain a precise evaluation of the proposed method in terms of segmentation accuracy and computational time, we selected 10 frames from each fire sequence and compared with manually segmented frames. Table 5 report fire segmentation evaluation in term of Jaccard similarity index and Dice coefficient on 170 frames of our database. It's clear from these experiments that the proposed method provides encouraging segmentation results reaching more than 90% as similarity of fire regions for both measures. Furthermore, an advantage of applying the proposed method is the important speed of processing time. Our scheme took an average of 4.75s (±0.15) to process an RGB frame and about 244.7s (±37.5) to track fire in a complete video clip in the dataset.

From these results, it is clear that the proposed scheme is able to track precisely fire movement in a video sequence providing an accurate semantic segmentation in terms of flame regions and contours. We can see obviously that fire contours can be efficiently detected giving smooth flame regions and clear fire contours without noisy points even in frames covered by smoke and/or low resolution images. These segmentations results represent an indispensible information regarding the magnitude of the damage and the flame evolution in time and space in order to trap the fire and eliminate it rapidly. In fact, few works that focused their studies on fire segmentation based on the contour detection [START_REF] Zhou | Early Fire Detection Based on Flame Contours in Video[END_REF][START_REF] Yunyang | Contour Extraction of Flame for Fire Detection[END_REF]. These methods are based on classical edge detection schemes such as canny operator, area based contour extraction, etc. However, the proposed methodology is based on an level set model which combines gradient and region measures in the same formulation of the energy functional. This combination that takes into consideration global and local information in color frames will strongly enhance static and dynamic characterization of fire (e.g. color, brightness, shape, area) in the segmentation framework. Besides, the sensitivity of the model to the contour initialization is solved in this work by fitting flame curves at the begging of the frame processing using FLDA-ANN classification results. The proposed initialization procedure will improve the fire contour detection results throughout the video in terms of the segmentation accuracy and the computational time. Compared to the work of [START_REF] Khan | Efficient Deep CNN-Based Fire Detection and Localization in Video Surveillance Applications[END_REF], despite the fact that the fire detection results are slightly higher than our results (0.4%), we believe that the superiority of the proposed method appears in the low cost and its feasibility of implementation in real-time surveillance devices. In fact, the fire detection scheme of Khan et al. can process 20 frames/s and 4 frames/s using the following hardware specifications, respectively: NVidia GeForce GTX TITAN X (Pascal) with 12 GB onboard memory and Ubuntu OS installed on an Intel Core i5 CPU with 64 GB RAM and 2) a Raspberry Pi 3 with 1.2 GHz 64-bit quad-core ARMv8 Cortex-A53 and a Broadcom BCM2837, equipped with 1024 MiB SDRAM. However, the proposed methodology can process 40 frames/s and 8 frames/s using the same specifications, respectively. Nevertheless, the detection accuracy rate of our scheme can be significantly improved by increasing the number of image patches in the training process of the FLDA-ANN classifier in order to enhance the initialization contour results.

Conclusions and future works

In this paper, we have proposed a fire tracking method based on adaptive level set model supervised by artificial neural network. To get initial pixel classification of flames in each RGB frame, a discrimination function is constructed using a ANN combined with a new FLD preprocessing. This function is used to estimate the evolution parameters of the active contour model. Besides, motion fire feature is included in velocity formulation of the LSF in order to obtain fire boundaries in reasonable processing time. The proposed method provides encouraging segmentation results achieving about 90% using Jaccard similarity index and Dice coefficient. In view of the level set method's reasonable accuracy for fire detection (94.1%) and the rate of false alarms, the tracking system can be helpful to disaster supervision teams in controlling fire disasters in a timely way, thus avoiding enormous fatalities.

As future works, we intend to improve the method by the use of Deep Belief Network (DBN) to extract relevant features automatically and to optimize the controlling parameters of an enhanced active contour model. In addition, the proposed scheme can be extended to detect and localize smoke in a wider variety of video fire images for early fire recognition. Input: Forest fire video clip

Step 1. Read the video sequence and decompose it into frames saved in the memory system.

Step 2. Initialize the smoothing parameter σ = 0.5, the width of regularized functions ε = 1.5 and Iteration=10.

For each saved frame

Step 3. Construct the discrimination function of fire regions  Eq.( 7) by the FLDA-ANN classifier.

Step 4. Compute adaptively the level set controlling parameters Eqs. (25,26,27) and the velocity function with Eqs.(17, 18).

Step 5. Create the initial contour 0  from the processed frame Eq.( 24) and the edge-detector function for color images c g by Eq.( 19).

Step 6. Update 1 k   using Eq.(33)

Step 7. k = k+1; Repeat Step 6 until the number of iterations is reached. End For loop Output: Flame contours in each frame 

  The mean squared error was plotted versus the number of neurons for the three testing experiences in the Figures6(a), 6(b) and 6(c).

Figure 1

 1 Figure 1 Illustration of the proposed fire tracking process.

Figure 2 Figure 3 Figure 4 Figure 5 Figure 6

 23456 Figure 2 Chromatic and textural feature extracted for classification: (a) RGB original image; (b) Red Channel; (c) and (d) Mean and variance extracted respectively from Red component; (e) and (f) Absolute difference between channels of YCbCr space as defined in Eq. (2) and (1) respectively. (g) Hue, (h) Intensity and (i) Saturation component of HIS color space.

Table 1

 1 Overview of main methods and findings in fire detection literature.

		Color Space	Features	Method	False positives (%)	False negatives (%)	Accuracy (%)
	Celik et al. (2007)	RGB	Intensity, Motion	Statistical color model	29.41	0.00	83.87
	Foggia et al. (2015)	RGB	Intensity, Shape, Motion	Multi Expert System	11.67	0.00	93.55
	Khan et al. (2019)	RGB	Feature maps 8, 26, 32	CNN	8.87	2.12	94.50
	Kim et al. (2019)	RGB	Spatial feature maps	Faster R-CNN	3.04	1.73	95.00

Table 2

 2 Algorithm of the neural adaptive level set method for wildland forest fire tracking.

Table 3

 3 Training hyper-parameters of the designed neural network.

	Hyper-parameters	Value / Function / Method
	Input			6 Features				
	Target						1					
	Hidden layers						3					
	Neuron in hidden layer	1 h		32,	h	2		16,	h	8		8
	Training algorithm	Quasi-Newton method (BFGS)
	Activation function	Hyperbolic tangent sigmoid function
	Number of epochs				500				
	Performance Goal				10 -6				

Table 4

 4 Comparative fire detection results on the video sequences data.Table5Performance evaluation of the proposed fire tracking method in terms of segmentation accuracy and processing time.

		Celik et al. (2007)	Foggia et al. (2015)	Khan et al. (2019)	Proposed method
	False positives (%)	29.41	11.67	8.87	10.1
	False negatives (%)	0.00	0.00	2.12	2.3
	Accuracy (%)	83.87	93.55	94.50	94.1