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Numerical simulation of three-dimensional thermo-solutal convection of micropolar multi-walled carbon nanotubes water nanofluid stabilized by lignin and sodium polycarboxylate

Introduction

Over the last years, the demand on energy is become more intensive due to the extensive growth of industry and population. In fact, energy is considered as essential element for human being because her daily activities which need energy. The one of major energy which is needed in consuming process in industrial applications is double diffusive natural convection. It exist many applications in industry and research where the phenomena of double diffusive natural convection is present such as the crystal growth for the manufacture of semiconductors and electronics equipments cooling, solar collectors, home ventilation and heat exchangers. Moreover, utilizing nanofluid is one of the new methods for conservation energy during natural convection. These fluids are manufactured by the dispersion of nanoparticles in conventional heat transfer fluids. Itexists many types of nanoparticles used in nanofluids that differ in nature, such as metallic (Al, Cu, Ag...), oxide (Al 2 O 3 , TiO 2 , CuO…) and carbon-based materials. Putra et al. [START_REF] Putra | Natural convection of nano-fluids[END_REF] investigated experimentally the natural convection of nanofluid in a horizontal cylinder filled with two types of nanoparticles CuO and Al 2 O 3 .

They obtained a decrease in heat transfer rate with the enhancement in nanoparticles' concentrations. Khanafer et al. [START_REF] Khanafer | Buoyancy-driven heat transfer enhancement in a twodimensional enclosure utilizing nanofluids[END_REF] carried out a numerical investigation on natural convection with Cu nanofluid and noticed heat transfer increase with an increase in nanoparticles' volume fraction. Jou and Tzeng [START_REF] Jou | Numerical research of nature convective heat transfer enhancement filled with nanofluids in rectangular enclosures[END_REF] numerically examined the natural convection in a twodimensional enclosure, filled by Cu/water nanofluid for various pertinent parameters such as Rayleigh number, aspect ratio, buoyancy parameter and nanoparticles's volume fraction.

Enhancement in heat transfer was shown to be more efficient with nanofluid than with pure fluid. Abu Nada et al. [START_REF] Abu-Nada | Natural convection heat transfer enhancement in horizontal concentric annuli using nanofluids[END_REF] carried out numerical investigations considering different nanofluids based on Al 2 O 3 , TiO 2 , Cu and Ag, in horizontal annuli. They reported the dependence of heat transfer performance following the type of nanofluid used. Öztop and Abu Nada [START_REF] Oztop | Numerical study of natural convection in partially heated rectangular enclosures filled with nanofluids[END_REF] carried a numerical investigation of heat transfer and fluid flow due to buoyancy forces in a partially heated enclosure filled with different types of nanofluids. They found that the average Nusselt number increases with the nanoparticles volume fraction.A numerical study of forced convective heat transfer in horizontal tubes filled with Al 2 O 3 /water nanofluid was investigated by Minea [START_REF] Minea | Uncertainties in modeling thermal conductivity of laminar forced convection heat transfer with water alumina nanofluids[END_REF]. The author established that the heat transfer coefficient of water-based Al 2 O 3 nanofluids is increased compared to that of pure water. Bouhalleb and Abbassi [START_REF] Bouhalleb | Numerical investigation of heat transfer by CuO-Water nanofluid in rectangular enclosures[END_REF] numerically studied the natural convection of CuO-water nanofluid in inclined cavity differentially heated. They showed that the efficiency of heat transfer is enhanced by the addition of nanoparticles into base fluid. However, there is acritical solid volume fraction which maximizes the heat transfer rate. Minea et al. [START_REF] Minea | NanoRound: A benchmark study on the numerical approach in nanofluids' simulation[END_REF] carried out a benchmark study on the numerical approach in nanofluids' simulation. They compared different numerical approaches with experimental studies, concluding that multiphase model gives the most reliable results for nanofluid flow in long straight pipe. Purusothaman et al. [START_REF] Purusothaman | Three dimensional numerical analysis of natural convection cooling with an array of discrete heaters embedded in nanofluid filled enclosure[END_REF] carried out a numerical analysis aboutnatural convective heat transfer ina three dimensional rectangular enclosure filled with nanofluid and in the presence of an array of discrete heaters. They founded that the averaged Nusselt number increases with increase in both the Rayleigh number and the nanoparticle solid volume fraction. Selimefendigil and Öztop [START_REF] Selimefendigil | Mixed convection of nanofluids in a three dimensional cavity with two adiabatic inner rotating cylinders[END_REF] investigated numerically the three dimensional mixed convection in a cubic enclosure with two rotating cylinders and containing various types of nanofluids. The average heat transfer is enhanced with nanoparticles, the higher rate being achieved for Cu-water nanofluid compare to Al 2 O 3 -water nanofluid and TiO 2 -water nanofluid. A numerical study on laminar double diffusive natural convection in a square cavity was performed by Esfahani and Bordbar [START_REF] Esfahani | Double diffusive natural convection heat transfer enhancement in a square enclosure using nanofluids[END_REF]. Different types of nanofluid were used and the effect of pertinent parameters (Rayleigh number, Lewis number, buoyancy fraction and nanoparticles volume fraction) on heat and mass transfer rates was explored. Also, Parvin et al. [START_REF] Parvin | Double diffusive natural convection in a partially heated enclosure using nanofluid[END_REF] numerically investigated double-diffusive natural convection in a partially heated enclosure filled with Al 2 O 3 /water nanofluid. It is noticed that the Rayleigh number and nanoparticles volume fraction influence on the distributions of isotherms and iso-concentrations. Chen et al. [START_REF] Chen | Double diffusion natural convection in a square cavity filled with nanofluid[END_REF] thoroughly discussed the influence of nanoparticles' volume fraction on Nusselt and Sherwood numbers for both laminar and turbulent regimes. In fact, they concluded that the effects adding nanoparticles into base fluid are totally differentbetween the laminar regimes and turbulent regimes. Recently, a study was conducted by Aly and Raizah [START_REF] Aly | Double-diffusive natural convection in an enclosure filled with nanofluid using ISPH method[END_REF] on double diffusion and mono diffusion natural convection with nanofluids using incompressible smoothed particle hydrodynamics method. They founded that the increase Soret number accompanied by a decrease in Dufour number result in an enhancement inheat transfer rate and a reduction in mass transfer rate.Among all nanoparticles available for producing nanofluids, carbon nanotubes (CNT) are more recommending than other traditional nanoparticles because of their relatively low density and very high thermal conductivity.Wen and Ding [START_REF] Wen | Effective thermal conductivity of aqueous suspensions of carbon nanotubes (carbon nanotube nanofluids)[END_REF] studied the effective thermal conductivity of aqueous suspensions of MWCNTs.They used the sodium polycarboxylate as surfactant to stabilize the nanofluids. They obtained an enhancement of thermal conductivity when the nanoparticles volume concentrationincreases, and the dependence was nonlinear even at very low concentrations. They founded that an enhancement in temperature increases the effective thermal conductivity of nanofluid. Jiang el al. [START_REF] Jiang | Measurement and model on thermal conductivities of carbon nanotube nanorefrigerants[END_REF] investigated the characteristics of CNT nano-refrigerants and their thermal conductivity. They founded that the thermal conductivities of CNT nanorefrigerants are much higher than those of CNT-water nanofluids and they increase significantly with the increase of the nanoparticles volume fraction. Halelfadl et al. [START_REF] Halelfadl | Optimization of thermal performances and pressure drop of rectangular microchannel heat sink using aqueous carbon nanotubes based nanofluid[END_REF] discussed the optimization of a rectangular microchannel filled with aqueousmulti-walled carbon nanotubes (MWCNTs)/water nanofluid as coolant. They showed that using nanofluid induces a decrease of the total thermal resistance and leads to an enhancement of thermal performances at high temperatures. Estellé et al. [START_REF] Estellé | Thermal conductivity of CNT water based nanofluids: Experimental trends and models overview[END_REF] investigated the thermal conductivity of carbon nanotube water-based nanofluids. They studied the effect of the volume fraction of nanoparticles, temperature, nanoparticles aspect ratio and different types of surfactant. They observed an enhancement of thermal conductivity of nanofluid at low volume fraction.

However, this enhancement is weakly affected by the carbon nanotubes aspect ratio and the type of surfactant used. A study of the effect of lignin as surfactant on viscosity and thermal conductivity of CNT/water-based nanofluids was investigated by Estellé et al. [START_REF] Estellé | Lignin as dispersant for water-based carbon nanotubes nanofluids:Impact on viscosity and thermal conductivity[END_REF]. They compared the effect of lignin on the viscosity and thermal conductivity of CNT/water nanofluid with the effect of sodium polycarboxylate. They noticed that the thermal conductivity of nanofluid increase with the nanoparticles volume concentration. Rahman et al. [START_REF] Rahman | Unsteady natural convection and statistical analysis in a CNT-water filled cavity with nonisothermal heating[END_REF] numericallyinvestigated the natural convective heat transfer and fluid flow in a square cavity filled with CNT-water nanofluid with non-isothermal heating. They founded that there is an optimum value for nanoparticles volume fraction to control heat transfer, temperature distribution and flow field. Job and Gunakala [START_REF] Job | Unsteady MHD Free Convection Nanofluid Flows Within A Wavy Trapezoidal Enclosure With Viscous And Joule Dissipation Effects[END_REF] investigated the unsteady MHD natural convection flows of two types of nanofluid Al 2 O 3 /water and SWCNT/water within a symmetrical wavy trapezoidal enclosure with viscous and Joule dissipation effects. They studied the effect of time, Hartmann number, wall amplitude, and solid volume fractionon the fluid flow and heat transferrate. They showed that the SWCNT/water nanofluid has a higher heat transfer rate at the wavy bottom wall than the Al 2 O 3 /water nanofluid. Estellé et al. [START_REF] Estellé | Natural convection of CNT water-based nanofluids in a differentially heated square cavity[END_REF] investigated theoreticallythe natural convection in a square cavity partially heated filled with CNT water-based nanofluids. They analyzed the effect of the average temperature and the nanoparticles volume fraction, driving temperature between hot and cold walls and role of surfactant. They founded that the Nusselt number of nanofluids is decreased with the increase of the volume fraction of nanofluid, which is related to non-Newtonian behavior of nanofluids. Minea and Estellé [START_REF] Minea | Numerical study on CNT nanofluids behavior in laminar pipe flow[END_REF] carried out a numerical study of the heat transfer behavior of carbon nanotubes nanofluids under laminar forced flow in horizontal pipe. They evidenced that the convective heat transfer coefficient of nanofluid is better for low Re number and higher nanoparticles volume fraction. Kolsi et al. [START_REF] Kolsi | Control of natural convection via inclined plate of CNT-water nanofluid in an open sided cubical enclosure under magnetic field[END_REF] performed a computational analysis about an open cubic cavity filled with CNT-water nanofluid. This numerical analysis is performed for different governing parameters as Rayleigh number, nanoparticles volume fraction, Hartmann number and inclination angle of the fin. It is concluded that heat transfer rate and fluid flow dependsonthese parameters. Al-Rashed et al. [START_REF] Kolsi | Second law analysis of natural convection in a CNT-Water nanofluid filled inclined 3D Cavity with incorporated Ahmed Body[END_REF] carried out a numerical study of entropy generation inside an inclined cubical cavity differentially heated filled with CNT/water nanofluid. They analyzed the effects of Rayleigh number, nanoparticles volume fraction, inclination angle of cavity and thermal conductivity ratio on entropy generation. Rahimi et al. [START_REF] Rahimi | Experimental and numerical study on heat transfer performance of three-dimensional natural convection in an enclosure filled with DWCNTs-water nanofluid[END_REF] conducted a numerical and experimental analysis on heat transfer performance of 3D natural convection in a cubic cavity filled with double-walled CNTs-water nanofluid at different temperature differences between side hot and cold walls. In this work, the thermo-physical properties such us the thermal conductivityand the dynamic viscosity, of the double-walled CNTs-water nanofluid are experimentally evaluated. They revealed that the changein temperature difference influences the temperature distribution within the cavity.

However, the enhancement of nanoparticles volume concentration has no significant effect on the temperature. Also, they demonstrated that it exist an optimum value of solid volume fraction forhighest value of average heat transfer coefficient and Nusselt number. Over this optimum,both parameters are deteriorated.

The theory of Enrigen [START_REF] Eringen | Theory of micropolar fluids[END_REF] can be used to elucidate fluid particles' micro-motions which cannot be explained by the classical models. In fact, physically, fluid particles may expand, contract, rotate about their own axis or may even change their shape due to the shear stress applied on them. So, the micropolar fluid theory can be valuable to explore fluid behavior of polymer fluids, solidification of liquid crystals, cooling of a metallic plate in a bath, exotic lubricants, colloidal systems, and biological fluids, for which the theory of Navier-Stokes is inadequate to describe the impacts of the microstructures on fluid motion.

Description and applications of natural convection with micropolar fluid in enclosures have been studied in the following papers. Aydin and Pop [START_REF] Aydın | Natural convection from a discrete heater in enclosures with a micropolar fluid[END_REF] performed a numerical study of a steady natural convective heat transfer of micropolar fluids in a square cavity. They identified that an increase of the micropolar parameter reduced the heat transfer rate. Zadravecet al. [START_REF] Zadravec | Natural Convection Of Micropolar Fluids in an Enclosure With Boundary Element Method[END_REF] carried out a numerical investigation of natural convection of a micropolar fluid within an enclosure. It was obtainedthat the local and average Nusselt numbers decrease with the enhancement of the micropolar parameter. Jena et al. [START_REF] Jena | Transient buoyancy-opposed double diffusive convection of micropolar fluids in a square enclosure[END_REF] extracted the numerical solution of the transientbuoyancy-opposed double diffusive natural convection of a micropolar fluid. They observed that the flow strength and heat and mass transfer rates are deteriorated for growing values of the micropolar parameters. Abidi and Borjini [START_REF] Abidi | Effects of Microstructure on Three-Dimensional Double-Diffusive Natural Convection Flow of Micropolar Fluid[END_REF] discussedthe effect of micro-constituents in micropolar fluid on the three-dimensional doublediffusive natural convection. They evidenced the deterioration in three-dimensional character of the flow with a considerable reduction in heat and mass transfer rates with an increase in the micropolar parameter.

The rotating micro-constituents' effects in nanofluids should be judiciously exploited to understand the behavior of fluid flow effectively. Bourantas and Loukopoulos [START_REF] Bourantas | Modeling the natural convective flow ofmicropolar nanofluids[END_REF] theoretically examined the natural convection of micropolar nanofluids. One of the main objectives of this work wasto study the effect of the micropolar model on heat transfer rate.

They founded that the increase in nanoparticles micro-rotation caused a decrease in the heat transfer rate. Hashemi et al. [START_REF] Hashemi | Cu-water micropolar nanofluid natural convection within a porous enclosure with heat generation[END_REF] numerically investigated micropolarCu/water nanofluid natural convection. A heat generation source in a porous medium was considered in this case.

They highlighted that the rotational strength of vortices enhances with the increase in the micropolar parameter. Hussanan et al. [START_REF] Hussanan | Convection heat transfer in micropolar nanofluids with oxide nanoparticles in water, kerosene and engine oil[END_REF] used five types of oxide nanoparticles dispersed in water, kerosene and engineoilto explore the unsteadynatural convection flow of micropolar nanofluids past a vertical plate. They obtained that the type of nanoparticles and the base fluid significantly influence heat transfer rate and flow behavior.The effect of the magnetic field on natural convection in a micropolar nanofluid was investigated by Bourantas and Loukopoulos [START_REF] Bourantas | MHD natural-convection flow in an inclined square enclosure filled with a micropolar-nanofluid[END_REF]. The study focused on an inclined rectangular cavity and reveals that the presence of nanoparticles influences the thermal properties of the base fluid.The mixed convection in a lid-driven cavity filled with micropolar nanofluid was analyzed by Ahmed et al. [START_REF] Ahmed | Mixed convection from a discrete heat source in enclosures with two adjacent moving walls and filled with micropolar nanofluids[END_REF].They founded that the average Nusselt number along the heat source increases when the solid volume fraction increases. Nering and Rup [START_REF] Nering | The effect of nanoparticles added to heated micropolar fluid[END_REF] numerically analyzed the heat transfer of micropolar nanofluids with two different base fluids: ethylene glycol and water. They obtained that the maximum heat transfer enhancement parameter for nanofluid without micropolar properties appears for Cu/ethylene glycol nanofluid. On the other hand, they observed thatAl 2 O 3 /water nanofluid has a greater value of heat transfer enhancement. Izadi et al. [START_REF] Izadi | Natural convection of CuO-water micropolar nanofluids inside a porous enclosure using local thermal non-equilibrium condition[END_REF] studied the natural convection of a micropolar nanofluid inside a porous cavity with the use of a thermal non-equilibrium model. They founded that the increase of micropolar parameter induces a reduction of the thermal resistance of the fluid phase. Rashad et al. [START_REF] Rashad | Mixed convection from a discrete heater in liddriven enclosures filled with non-Newtonian nanofluids[END_REF] reported the outcomes of a computational investigation on micropolar nanofluid natural convection inside an enclosure with a heatingsource located at the bottom. Their results indicate that an increase in the micropolar parameter causes a reduction in the local Nusselt number. Also they concluded that as the nanoparticle volume fraction increases, the rate of heat transfer increases. Abidi et al. [START_REF] Abidi | Magnetic Field Effect on the Double Diffusive Natural Convection in Three-Dimensional Cavity Filled with Micropolar Nanofluid[END_REF] 

Thermophysical properties of multi-walled carbon nanotube nanofluid

For comparison purpose with nanofluids, water which is the base fluid of nanofluids was taken as a reference. The thermo-physical properties of water used for the simulations are reported in [START_REF]Therme-Excel: Physical characteristics of water at the atmospheric pressure[END_REF]. The density, the heat capacity, the thermal conductivity, the thermal expansion coefficient and the dynamic viscosity of water are respectively equal to 998.205 kg m -1 , 4182 J kg -1 K -1 , 0.6 W m -1 K -1 , 0.00021 K -1 and 1.003 mPa s.

In this study, it is considered carbon nanotubes with density of 1800 kg m -3 and purity of 90% and 9.2 nm and 1.5 µm in average diameter and length, respectively, dispersed in a mixture of water and surfactant. To improve the dispersion and stability of multi-walled CNT within water and to reduce clogging and the sedimentation with time, it was used two types of surfactants lignin and sodium polycarboxylate. The preparation of nanofluid was reported in [START_REF] Estellé | Thermal conductivity of CNT water based nanofluids: Experimental trends and models overview[END_REF][START_REF] Estellé | Lignin as dispersant for water-based carbon nanotubes nanofluids:Impact on viscosity and thermal conductivity[END_REF][START_REF] Estellé | Natural convection of CNT water-based nanofluids in a differentially heated square cavity[END_REF]. The volume fraction of carbon nanotubes under consideration ranges from 0.0055 to 0.557%. Density, thermal conductivity, viscosity at 20°C were experimentally determined in [START_REF] Estellé | Thermal conductivity of CNT water based nanofluids: Experimental trends and models overview[END_REF][START_REF] Estellé | Lignin as dispersant for water-based carbon nanotubes nanofluids:Impact on viscosity and thermal conductivity[END_REF][START_REF] Estellé | Natural convection of CNT water-based nanofluids in a differentially heated square cavity[END_REF] from well-designed procedures while heat capacity was theoretically determined neglecting heat capacity of surfactants. All these results are shown in Fig. 2 and used in the present numerical simulations.

In the following, nanofluids produced with lignin are labeled N2. N3 is used for nanofluids obtained with sodium polycarboxylate as a surfactant. To make easier the implementation of thermophysical data of nanofluids in the numerical simulation and program [START_REF] Mohd-Ghazali | Thermal and hydrodynamic performance of a microchannel heat sink with carbon nanotube nanofluids[END_REF], the following formulas of thermophysical properties of nanofluids have been adjusted on experimental data. The thermal expansion coefficient of nanofluids was calculated from the following equation [START_REF] Khanafer | Buoyancy-driven heat transfer enhancement in a twodimensional enclosure utilizing nanofluids[END_REF] as:

(

Where the thermal expansion coefficient of carbon nanotubes at 20°C was taken as 2.10 -5 [START_REF] Estellé | Natural convection of CNT water-based nanofluids in a differentially heated square cavity[END_REF].

Governing Equations

The dimensionless governing equations are thefollowings:

(

The following non-dimensional variables are used for the normalization of the required governing equations (2) (3) (4) ( 5) and ( 6):

, , , ,

and
The vector of micro-rotation may be presented as follows: [START_REF] Agarwal | Finite element solution of non-steady three dimensional micropolar fluid flow at a stagnant point[END_REF], Takhar et al. [START_REF] Takhar | Mixed convective non-steady 3dimensional micropolar fluid flow at a stagnation point[END_REF], and Chamkha et al. [START_REF] Chamkha | Three dimensional micropolar flow due to a stretching flat surface[END_REF]).

) 0 , ' , ' ( ' 2 1 H H H  (Agarwal et al.
In these equations, the dimensionless Pr, Le, Ra, N and K numbers are respectively defined as

The vorticity-vector potential formulation is used in the present study to eliminate the pressure term and makes easier the numerical treatment. The vorticity and vector potential are respectively defined by the following two relations: and .

The system of governing equationsof the phenomenonis

(7) (8) (9) 
The local Nusselt and Sherwood numbers on the isothermal walls are defined by:

(12) (13) 
The average Nusselt and Sherwoood numbers, on the isothermal walls of the enclosure are defined as follows:

z y Nu u N      1 0 1 0 (14) z y Sh Sh      1 0 1 0 (15)
For each time step, the following convergence criterionissatisfied: [START_REF] Jiang | Measurement and model on thermal conductivities of carbon nanotube nanorefrigerants[END_REF] 

Boundary conditions

The current numerical simulations employ the following boundary conditions:

Temperature and concentration: 

(17) (18) (19) 
           (22) 
At z=0 and z=1 :

0 , z U , z U 3 1 2 2 1            (23) 
Vector potential: At x=0 and x=1 :

0 3 2 1         x ( 24 
)
At y=0 and y=1:

0 3 2 1         y (25)
At z=0 and z=1 :

0 3 2 1      z    (26)
Velocity on all walls:

0 3 2 1    U U U (27)
Simulations are accomplished for strong concentrated suspensions (Guram and Smith [START_REF] Guram | Stagnation flows of micropolar fluids with strong and weak interactions[END_REF]). It characterized the case in which the microelements in the vicinity of the wall surface are incapable to rotate. Thus, the boundary conditions for micro-rotation vector are given as follows:

0 : 0,1 = z and 0,1 = y ; 0,1 = At x  H ( 28 
)

Numerical procedure and code validation

The FORTRAN language was used to write the numerical program and solve the mathematical model described above. The governing equations (( 7)-( 11)) were discretized using the finite volume method based on the central-difference scheme andsolved using the successive relaxation iteration scheme. Thegrids are uniform in all directions, and additional nodes are added onboundaries. A time-step of 10 -4 and spatial mesh of 51×51×51 was used during the numerical simulations and the convergence criterion given in equation ( 16) was satisfied. We used an Intel core i5 microprocessor for the numerical simulation, the time of execution was about7 h for Ra= 10 5 . Hence, the (51×51×51) grid was estimated to be appropriate for the present study at least for Ra 10 5 since it permits a good compromise between the computational cost (a significant reduction of the execution time) and the accuracy of the obtained results, as shown above in Table 2.

The finite volume method consists in defining mesh nodes inside the computation domain and in constructing a control volume around each node. The space is divided into a finite number of elementary volumes. The main nodes are located in the center of each volume and additional nodes on the boundaries of the domain. A grid independence study has been first carried out such that the exact number of grids for the present simulations is wisely determined. The grid independency analysis is presented in Table 2. The values of average Nusselt and Sherwood numbers on the hot wall at different grid sizes are calculated for K=1, Ra=10 5 and φ=0.00055. A 51×51×51 uniform grid is found to meet the requirements of both the grid independency study and the computational time limits. The percentages quoted in Table 2 represent relative errors corresponding to the above quoted value. The validation of our three-dimensional numerical code of natural convection of nanofluid was also performed against the results generated by Kolsi et al. [START_REF] Kolsi | Computational Analysis of Three-Dimensional Unsteady Natural Convection and Entropy Generation in a Cubical Enclosure Filled with Water-Al 2 O 3 Nanofluid[END_REF] for water-Al 2 O 3 nanofluid as shown in Fig. 3. It can be seen from this figure that the solution of the present numerical code is in excellent agreement with the numerical results from Kolsi et al. [START_REF] Kolsi | Computational Analysis of Three-Dimensional Unsteady Natural Convection and Entropy Generation in a Cubical Enclosure Filled with Water-Al 2 O 3 Nanofluid[END_REF].

Afterwards, the proposed three-dimensional nanofluid model that takes into account the nanoparticles microrotation is validated against experimental data of Putra et al. [START_REF] Putra | Natural convection of nano-fluids[END_REF]. To that end, a two-dimensional version of the present code is derived and the results are compared to those of Putra et al. [START_REF] Putra | Natural convection of nano-fluids[END_REF] for natural convection of Al 2 O 3 /water nanofluid.

Figure 4illustrates that the experimental data and our numerical results reveal similar trends. We realized a bi-dimensional natural convection of Al 2 O 3 /water nanofluid simulations.

One can cite, for example for Ra= , the difference between our numerical results and experimental results of Putra et al. [START_REF] Putra | Natural convection of nano-fluids[END_REF] is about 22.8% at K=1 then it is decreased to 2.26% at K=3. It can be clearly observed that the maximum difference between experimental study and our results for K=3 does not exceed 3.89% for all the Rayleigh numbers considered. Evidently, as the microrotation parameter K increases our numerical results tend to the experimental data. Therefore, this evidences the role of the nanoparticles microrotation and the need to consider its influence in the proposed simulations.

As a summary, in all validations, a reasonable agreement can be established between the present investigation results and those from earlier published works [START_REF] Putra | Natural convection of nano-fluids[END_REF][START_REF] Sezai | Double diffusive convection in a cubic enclosure with opposing temperature and concentration gradient[END_REF][START_REF] Kolsi | Computational Analysis of Three-Dimensional Unsteady Natural Convection and Entropy Generation in a Cubical Enclosure Filled with Water-Al 2 O 3 Nanofluid[END_REF]. versus Rayleigh number with increasing vortex viscosity parameter K for φ = 4%

Results and discussion

The thermo-solutal natural convection in a cubic cavity filled with a multi-walled CNT/water micropolar nanofluid stabilized with two types of surfactants is computationally investigated. Water solution was considered as the base fluid for all simulations. The Prandtl and Lewis numbers are fixed respectively equal to Pr=7 and Le=1 (Aly and Raizah [START_REF] Aly | Double-diffusive natural convection in an enclosure filled with nanofluid using ISPH method[END_REF]). The simulations were carried out for the range of Rayleigh numbers (10 4 ≤ Ra ≤ 10 6 ), micropolar parameter (0 ≤ ≤ 10), buoyancy ratio (-1 ≤ ≤ 0),and nanoparticle volume fractions (0.055% ≤ φ ≤ 0.557%), to investigate the effects of various micropolar nanofluid on flow dynamics, heat and mass transfer characteristics. The effect of types of surfactants used to the stability of nanofluid has been investigated. Moreover, the influence of micropolar /nonmicropolar model is analyzed by analyzing streamlines, isotherms, isoconcentrations and average Nusselt and Sherwood numbers. For more clarification, Fig. 6 elucidates the variations of the horizontal and vertical velocity components for z = 0.5 and Ra=10 5 obtained by usingN2/N3 nanofluid with the micropolar model to evidence the consequence of nanoparticles concentration increase. Based on this figure, the amplitudes of the velocities U 1 (0.5, y 0.5) and U 2 (x, 0.5, 0.5) are ameliorated when is less than the critical value and then are deteriorated when it exceeds this value. Similarly, it can also be seen in Fig. 6 that when the N2 nanofluid is employed, the intensity of the principal flow is higher than for N3 nanofluid. This can be explained by the lower dynamic viscosity of N2 compared to N3. the maximum transverse velocity is improved by increasing φ to the critical value then the velocity tends to decrease. Also, it is clearly noted that N2 have higher transverse velocity compared to N3. For example, for φ=0.0055% it exists a 27.63 % difference between the two cases. In addition, it isinteresting to note that the non-miropolar nanofluid (K=0) has the highest maximum transverse velocity compared to the micropolar nanofluids (K≠0) for all the considered values of nanoparticles volume fraction. It is noticed that for the two types of surfactants used, the average Nusselt and Sherwood numbers increase in the area where the value of the volume fraction of nanoparticles is less than its critical value. This is because the thermal performance of water solution is improved by the addition of nanoparticles. Afterwards, the heat and mass transfer rates decrease in the area where the value of the nanoparticles volume fraction is greater than its critical value due to the predominant influence of viscosity over thermal properties. It can be seen also from Fig. 8, for the case where the surfactant lignin is used, the average Nusselt and Sherwood numbers are greater than in the case of the surfactant sodium polycarboxylate is employed. At therather low buoyancy ratio , the flow is mainly dominated by the thermal buoyancy force, so that the main flow direction is clockwise in the x-y plane. As the buoyancy ratio is It is understood from this figure that both and have a quasi-similar profile for both micropolar and non-micropolar N2/N3 nanofluid models. As the N is decreased in a negative direction until N=-1, both the values of and show declining tendency.

The average heat and mass transfer rates are higher for K=0 when compared to micropolar nanofluid (K≠ 0) irrespective of the used surfactants. This phenomenon reflects the fact that increasing the value of vortex viscosity parameter results in an enhancement of the total viscosity in fluid flow and hence the heat and mass transfer rates are retarded.

It is alsoimportant to note that the comparison between figures of Lignin (N2) and sodium polycarboxylate (N3) reveals that employing a nanofluid stabilized with Lignin (N2)

ameliorates the average Nusselt and Sherwood numbers more than that of sodium polycarboxylate (N3). and sodium polycarboxylate (N3). Regardless of the nanoparticles' volume fraction, the heat and mass transfer increase with the increase in values of Ra.It can be observed that the heat and mass transfer increase in the area where the value of the nanoparticles volume fraction is less than a critical value. This is because the thermal performance of water solution is improved by the addition of nanoparticles. Afterwards, the heat and mass transfer rates decrease in the area where the value of the nanoparticles volume fraction is greater than the critical value due to the predominant influence of viscosity over thermal properties. This figure shows that for both types of surfactant, the maximum of transversal velocity increases by increasing Ra. In addition, the three-dimensional character of the flow depends on nanoparticles volume fraction. In fact, it increases when is less than a critical value, then U 3max decreases when is higher than their critical value. 

Conclusion

Three-dimensional computational analysis has been performed toinvestigate the double diffusive natural convection of micropolar multi-walled carbon nanotubes-water nanofluids stabilized with two types of surfactants lignin and sodium polycarboxylatein a differentially heated cubical enclosure for different governing parameters (Rayleigh number, micropolar parameter, and nanoparticles volume fraction). This numerical work has been performed considering real experimental data for thermophysical properties of multi-walled carbon nanotubes-water nanofluids. The main findings of this numerical analysis can be summarized as follows  The multi-walled carbon nanotubes-water nanofluid stabilized with lignin exhibits more heat and mass transfer rates when compared to multi-walled carbon nanotubes-water nanofluids stabilized with sodium polycarboxylate. So using lignin as a surfactant is better than using sodium polycarboxylate. 

  Fig.1 (a) Schematic of the considered problem, (b) Mesh surfaces
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 2 Fig. 2 Thermophysical properties of CNT nanofluids at 20°C with two types of surfactants: (a) thermal conductivity, (b) density, (c) dynamic viscosity and (d) heat capacity
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 1 b) displays the mesh configuration of the present physical domain.
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 364 Fig. 3 Comparison of the streamlines with the results of Kolsi et al. [50] (Pr=6.2, and Ra=10 6 )

Figure 5 Fig. 5

 55 Figure5displays, projections of flow lines in the main plane (z=0.5) for various nanoparticles volumes fractions for micropolar/non-micropolar nanofluid stabilized with Lignin (N2) and sodium polycarboxylate (N3). In the two cases, the main flow direction is clockwise in the x-y plane. Also, it can be mentioned that the intensity of the flow depends on the volume fraction of the nanoparticles. Indeed, for φ≤0.055% the intensity increases while
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 6 Fig. 6 Variation of components of velocity U 1(0.5,y,0.5) and U 2(x,0.5,0.5) versus different nanoparticles volume fraction, for N2 and N3 nanofluid, for Ra=10 5 , K=1 and N=-0.2.

Figure 7

 7 Figure 7 shows the variations of maximum transverse velocity with the nanoparticle's volume fraction for micropolar/non-micropolar nanofluid stabilized with Lignin (N2) and sodium polycarboxylate (N3). Thus, the effects of nanoparticles' volume fraction on the three-dimensional flow are explored. This figure shows, irrespective of the model used,that
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 7 Fig. 7 Variation of maximum of transversal velocity U 3max according to the nanoparticles volume fraction for N2 and N3 micropolar/non-micropolar nanofluid for Ra=10 5 and N=-0.2.

Figure 8

 8 Figure 8 shows the variations of average Nusselt number and Sherwood number with nanoparticles' volume fraction for micropolar/non-micropolar nanofluid stabilized with Lignin (N2) and sodium polycarboxylate (N3). Irrespective to the considred type of nanofluids, and are lower when the micropolar nanofluid model is under consideration, and are increased when the non-micropolar fluid model is under consideration irrespective of the values of nanoparticles volume fraction. It is noticed that for the two types of surfactants
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 89 Fig. 8 Variation of

increased to - 1 ,Fig. 10

 110 Fig. 10 Influence of the buoyancy ratio N on isotherms, isoconcentrations and the projections of flow lines in the main plane z=0.5 for N2, K=1, Ra= 10 5 and

Fig. 11 5 Figure 12 Fig. 12

 1151212 Fig. 11 Variation of the average Nusselt and Sherwood numbers according the buoyancy fraction N for =0.055% and Ra=10 5 Figure 12 illustrates the variations of the horizontal and vertical velocity components in the plane (z=0.5) with respect to the Rayleigh number for micropolar CNT/water nanofluid stabilized with Lignin (N2) and sodium polycarboxylate (N3). The flow regime is intensified and the magnitude of each velocity component is increased with the increase in the Rayleigh number. Moreover, the difference between two nanofluids is much greater for Ra 10 5 .
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 13 Fig. 13 Variation of the average Nusselt and Sherwood numbers on the hot wall according to the Rayleigh number Ra and nanoparticles'svolume fraction for K=1 and N=-0.2
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 141515 Fig.14 Variation of maximum of transversal velocity U3max versus the Rayleigh number Ra and nanoparicles volume fraction for both N2 and N3 micropolar nanofluid for K=1 and N=-0.2.

Fig. 16 :Fig. 17 Fig. 18

 161718 Fig. 16: Time-dependent Nusselt and Sherwood numbers for N2 and N3 micropolar nanofluid for K=1, N=-0.2 and %

Figure 19

 19 Figure 19 depicts the variation of the average Nusselt and Sherwood numbers as functionof the vortex viscosity parameter K for two values of nanoparticles volume fraction. The average heat transfer rates are greater for non-micropolar nanofluid (K=0) when compared to micropolar nanofluid (K≠0). Figure 19 explains also that the values of and are decreased with an increase in K for both micropolar CNT/water nanofluid stabilized with Lignin (N2) and sodium polycarboxylate (N3). The physicsbehind the decrease in values of and can be explained as follows: an enhancing in the micro-constituents' concentration would lead to an amelioration in the vortex viscosity and the major part of the energy of the system is consumed for developing the gyrational velocities. As a result, the natural movement of molecules in the fluid was limitedand compensated by a decrease in heat and mass transfer rates.
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 192 Fig. 19 Variation of average Nusselt and Sherwood numbers according the micropolar vortex parameter K for =0.055%, =0.557%and N=-0.2

Fig. 20

 20 Fig. 20 Variation of the maximum transverse velocity U 3max according the micropolar vortex parameter K, for =0.055%,=0.557%and N=-0.2

Fig. 21

 21 Fig. 21 Variation of the maximum of the components of microtation velocity H 1 max and H 2 max according to the micropolar vortex parameter K, for =0.055%, =0.557% , Ra=10 5 and N=-0.2



  Heat and mass transfer rates are lower for the micropolar nanofluid model when compared to the pure nanofluid model. Irrespective to the considered types of surfactant, the enhancement in the micropolar material parameter weakens both flow strength and three-dimensional character of the flow.  The flow strength and the three-dimensional effect of the flow are ameliorated when the nanoparticle volume concentration is less than the critical valueand then are deteriorated when it exceed this value for both two types of nanofluids. Both average Nusselt and Sherwood numbers increase withan increase in Rayleigh number. Employing a nanofluid stabilized with Lignin ameliorates the average Nusselt and Sherwood numbers more than that containing sodium polycarboxylate. Using nanofluid is better than pure water solution when nanoparticles volume concentration is less than a critical value. The micropolar model can describe the impacts of the microstructures on fluid motion. The microrotation of the nanoparticles seems to play a significant roleinto flow regime and in heat and mass transfer rates.

Table 1

 1 Thermophysical properties of nanofluid at T=20°C

	N2	N3

  Table 2Grid independence study (K=1, Ra=10 5 and φ=0.00055).

	Mesh size 31×31×31 41×41×41 51×51×51 61×61×61 71×71×71
		3.0866	3.1165	3.1168	3.1025	3.0998
		(0.9689%)	(0.0096%)		(0.45%)	(0.54%)
		3.4044	3.4456	3.4454	3.435	3.4247
		(1.305%)	(0.0017%)		(0.30%)	(0.60%)
	Then, the present simulation is validated with the three-dimensional results of the
	works performed by Sezai and Mohamad [49]. The numerical results presented in this study
	are limited to water-based solutions. The comparisons are presented in Table 3. It can be
	concluded that there is agood agreement between the value of	and	of the present work
	and the selected one for water based solution.		
	Table 3Comparison with the results of Sezai and Mohamad [49] for Ra= 10 5 , Le=10, Pr =
			10	
	N	Authors			
	0	Present work		4.522	11.16
		Sezai and Mohammad [49]	4.532	11.046
		Percentage difference		0.22%	1.032%
	-0.2	Present work		4.483	10.757
		Sezai and Mohammad [49]	4.473	10.736
		Percentage difference		0.22%	1.20%
	-0.6	Present work		3.723	5.9572
		Sezai and Mohammad [49]	3.703	5.982
		Percentage difference		0.54%	0.41%
	-1.8	Present work		1.406	6.772
		Sezai and Mohammad [49]	1.396	6.782
		Percentage difference		0.71%	0.14%
	-2	Present work		1.367	7.204
		Sezai and Mohammad [49]	1.347	7.224
		Percentage difference		1.48%	0.27%
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