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The sensitivity to ductility dip cracking was measured in two model high chromium nickel alloys, with the same composition, apart from different sulphur contents. The newly developed Refusion Cracking Test was used, that consists in repetitive refusion lines conducted at the specimen surface. Grain boundary cracks develop in the heat affected zone near the refusion line. Cracking is much more pronounced in the sulphur-enriched alloy,

using WDS and STEM-EDS revealed no segregation of sulphur at grain boundaries. In contrast, grain boundary fracture surfaces are covered with sulphur. This suggests a dynamic type of grain boundary embrittlement where sulphur acts as a surfactant, facilitating crack opening. Sulphur is efficiently provided to the crack tip as it propagates, due to accelerated diffusion by plastic deformation. This allows crack growth rates higher than 10 µm/s. Austenitic materials are prone to "ductility trough" at temperatures between 0.5 and 0.8T M (melting temperature), which manifests itself in grain boundary (GB) cracking and limited elongation to fracture. This phenomenon is also termed "intermediate temperature embrittlement", "hot-shortness" or "ductility dip cracking" (DDC). The detrimental effect of trace elements, especially sulphur, in DDC of steels [1,2], nickel [3][4][5] and copper [6] alloys was demonstrated in early works, using model alloys of well controlled composition at the ppm level, so as to unambiguously identify the impact of particular trace elements. However, some examinations conducted in more recent studies [7,8] of DDC cracked specimens of different materials using advanced characterisation techniques, like Transmission Electron Microscopy or Atom Probe Tomography, failed in demonstrating the segregation of sulphur at GBs. In view of those studies, the role of sulphur in DDC can indeed be questioned.

High chromium nickel alloys are widely used in the primary circuit of pressurized water nuclear reactors. Numerous studies have shown that those alloys can be sensitive to DDC, especially in welding conditions (see for example the background section in [9]). In the present work, DDC is studied on model alloys of identical composition with controlled additions of sulphur in order to unambiguously demonstrate the potentially detrimental effect of this element. Complementary chemical analyses of uncracked and cracked grain boundaries are conducted to investigate the influence of sulphur on embrittlement mechanisms. The sensitivity to DDC is determined using the newly developed RCT test (Refusion Cracking Test) [9,10], that is well adapted to the study of model alloys, where only limited amounts of materials are available. Post-mortem chemical analyses of GBs were conducted in order to question the occurrence of sulphur GB segregation. A control specimen with a known amount of sulphur GB segregation was used to validate the characterization methodologies. The GB cracking mechanism is discussed in the frame of a dynamic type of GB embrittlement due to sulphur.

The materials used in this study are two model alloys of controlled purity with similar composition as 690 alloy (Table 1). 0.5 kg of each alloy was obtained using vacuum melting in a cold silver crucible. After solidification, the ingots (25×25×100 mm) were transformed into plates (7×50×170 mm) by hammering at room temperature. The first alloy (Base) displays a very low sulphur content whereas the second alloy (Base+S) is enriched in sulphur.

Apart from sulphur, the composition of the two alloys is the same. In addition, pure nickel containing 5.4 wt ppm of sulphur was used as a control specimen for sulphur segregation measurements. RCT was conducted in order to assess the sensitivity to DDC of the two alloys. It consists in multiple GTAW (Gas Tungsten Arc Welding) refusion passes performed between two initial pre-passes. The procedure is detailed in [9,10] and schematically reminded in Figure 1a). The procedure ensures that the Heat Affected Zone (HAZ) of the central passes are located in the welding solidification microstructure, which makes the test representative of actual welding conditions prone to DDC [11]. The sample dimensions are 50407 mm. A welding speed of 11 cm/minute, a voltage of 10V and an intensity of 120A were used. Eight and four refusion passes were carried out on the Base and Base+S alloys respectively. After each pass, a binocular magnifier was used to measure the number of cracks and the cumulative crack length at the specimen surface. Cracks are located at distances ranging approximately from 0.4 to 2.2 mm from the melt pool, i.e. in the HAZ. Figure 1b) shows the typical temperature cycle measured during a pass using a thermocouple located at the centre of the cracking region. Thermomechanical simulation of the RCT test was conducted in [START_REF] Rapetti | Fissuration à Chaud Par Chute de Ductilité Dans Les Métaux d'apport Pour Le Soudage d'alliages à Base de Nickel[END_REF] on a 52M

Inconel alloy, having a composition very close to that of the materials studied here. The simulation showed that the maximum tensile stress that develops in the HAZ perpendicularly to the welding direction during a pass is about 300 MPa. In addition, the cumulated plastic deformation is as high as 25% in the HAZ after five passes.

Sulphur GB segregation was measured using WDS (Wavelength Dispersive X-ray Spectroscopy) in the SEM (Scanning Electron Microscope) according to the methodology developed by Christien and Risch [START_REF] Christien | [END_REF]. This methodology consists in acquiring concentration line scans of the segregated solute across the boundary. The apparent concentration peak obtained is a convolution of the actual concentration profile (here extremely narrow, i.e.

~ 1 nm) with the probe function (~ 1 µm). Quantification of the segregated element is obtained from integration of the concentration peak area and is expressed as a mass of sulphur per unit GB area (nanograms/cm 2 ). More details about the methodology and the system used can be found in [START_REF] Christien | [END_REF]. Additional sulphur segregation observations were conducted using EDS (Energy-Dispersive X-ray Spectroscopy) on FIB (Focused Ion Beam) lamellas in a FEI Osiris S/TEM (Scanning Transmission Electron Microscope) equipped with the SuperX system consisting of four EDS spectrometers. The lamellas were prepared in a FEI Helios Nanolab.

The final ion thinning was obtained in a PIPS II system from Gatan at 500 V. Lamella thicknesses below 70 nm were obtained. The STEM beam voltage and current were 200 kV and 2 nA respectively and the probe size was approximately 0.5 nm. Sulphur mapping was conducted in the scanning mode at a resolution of ~500×1000 pixels and the exposure time per pixel was 10 ms. WDS line scans were performed across eleven GBs in the cracked area (red rectangle in Figure 3b)). Only uncracked GBs were selected for WDS analysis. As WDS is not among the common techniques to study monolayer segregation, a control specimen was used to ascertain the capability of the methodology to detect sulphur segregation in the submonolayer range.

This control specimen is pure nickel containing 5.4 wt ppm of bulk sulphur. It was heat treated 100 days at 550°C to obtain a segregation level of some tens of ng/cm 2 . Sulphur GB segregation in nickel was extensively studied in previous works using SIMS [14], Auger [15,16] and WDS [START_REF] Christien | [END_REF]17,18]. Figure 4a) presents examples of GB sulphur profiles obtained in the Base+S alloy (after four RCT passes) and in the control specimen. The sulphur segregation peak is clearly observed in the control specimen as expected. In contrast, no sulphur peak is obtained for the GB analysed in the Base+S alloy after four RCT passes.

Figure 4b) presents the GB sulphur concentrations obtained using the quantitative methodology described in [START_REF] Christien | [END_REF] for the control specimen and for the Base+S model alloy after four RCT passes. Sulphur is detected in all the GBs analysed in the control specimen. The average sulphur GB concentration is 54 ng/cm 2 , i.e. ~10 15 S atoms/cm 2 or 0.55 monolayer, considering that a "monolayer" is a (111) close-packed plane of nickel. In contrast no sulphur segregation is detected in any of the GBs analysed in the Base+S alloy after four RCT passes.

This means that no sulphur segregation exists in that specimen or it is below the limit of detection (previous studies have shown that the limit of detection of the WDS methodology is of a few percents of a sulphur monolayer [START_REF] Christien | [END_REF]18]). This oxide layer is located on top of the sulphur segregation layer, which suggests that oxidation occurred after sulphur segregation. RCT tests conducted on model alloys clearly demonstrated that the sulphur-enriched alloy is much more sensitive to cracking (Figure 2). It should be noted that model alloys were used in this study, differing only in their sulphur content, so that there cannot be any ambiguity on the detrimental effect of this element. As the cracks obtained are all intergranular, it is quite natural to suspect that the metallurgical cause of cracking is the GB segregation of sulphur.

However the numerous GB analyses (Figure 4 and Figure 5b)) conducted on the post-mortem RCT specimen have revealed no sulphur segregation at all in uncracked boundaries. Similar attempts to demonstrate the GB segregation of sulphur on DDC cracked specimens of nickel alloys were made in previous studies by Noecker et al. [7]. As no sulphur GB segregation was found, those authors concluded that sulphur was not involved in the mechanism of DDC. However their conclusion can be questioned in view of the results obtained in the present study: despite the absence of sulphur segregation in uncracked GBs, the detrimental effect of sulphur is not in doubt here, considering the results of Figure 2.

In contrast to uncracked GBs, the STEM-EDS analysis conducted on a cracked GB has shown the strong segregation of sulphur at the cracked surfaces ( Figure 5 c)). This suggests that the mechanism of cracking is of dynamic type, i.e. the cracked surfaces are gradually covered with sulphur at the same time as the crack propagates. Sulphur segregation to the surfaces of the opening crack results in a reduction of the surface energy, which facilitates crack opening, according to the Griffith criterion for example [19]. This mechanism was rationalised by the "slow fracture" approach [20,21] in which the chemical potential of the segregating solute is considered constant as the GB opens. This implies a change in composition of the two surfaces created by the propagating crack. The sulphur acts here as a "surfactant" facilitating the creation of new surfaces [22]. Of course this scenario is possible only if the transport of sulphur is fast enough to "feed" the propagating crack tip.

crack growth rate da/dt (m/s) has to be below a certain value given by Eq.1:

1.

where is the solute diffusion coefficient (m 2 /s), is the solute content in solid solution (m -3 ), is a threshold surface solute concentration (m -2 ) needed to allow the dynamic opening of the grain boundary. Eq.1 can be adapted to the non-isothermal conditions of the RCT tests conducted here:

2.
a is the increase in crack length obtained in one RCT pass, t p is the duration of the RCT pass.

Considering the temperature cycle shown in Figure 1b) (corresponding to the centre of the cracking region), the evolution with time of the diffusion coefficient D(t) can be determined using , and (bulk diffusion coefficient of sulphur in nickel [23]). With (for the Base+S alloy) and , the estimated increase in crack length a for one RCT pass is about 1 µm. The value considered for  is somewhat arbitrary but this is not going to affect significantly the order of magnitude obtained for a.

On the other hand, the actual increase in crack length per pass can be roughly estimated from the RCT data shown in Figure 2. For the Base+S alloy, the number of cracks (Figure 2a))

does not change between passes 3 and 4. Consequently, the corresponding increase in cumulative crack length (Figure 2b)) is due to propagation of existing cracks, not to the onset of new ones. The increase in crack length can then be simply estimated by dividing the increase in cumulative crack length (+ 40 mm) by the number of existing cracks (~300), which results in an individual increase in crack length of ~130 µm per RCT pass. This indicates that the cracks are actually propagating faster by two orders of magnitude than predicted by Eq.2 (~1 µm). Assuming that the time allowed for crack propagation during one RCT pass is roughly about 10 s (i.e. the time spend above ~500°C in Figure 1b)), the average crack growth rate is at least 13 µm/s. This is not unreasonable since previous works on sulphur-induced dynamic embrittlement of steels and nickel alloys [24][25][26][27] have already demonstrated crack growth rates as high as about 10 µm/s in the temperature range 500°C-800°C. It has to be kept in mind that the plastic deformation in the cracking region can strongly accelerate the transport of sulphur to the crack tip. Allart et al. [28] have demonstrated an acceleration by several orders of magnitude of sulphur diffusion during hot deformation of nickel. The high crack growth rate observed here, compared to that estimated from Eq.2, suggests a strong acceleration of sulphur diffusion to the crack tip, due to plastic deformation. This accelerated diffusion efficiently provides the crack tip with sulphur, which allows fast crack propagation. Similar observations were recently obtained in a study on DDC of an austenitic Fe-Ni alloy, where the accelerated sulphur diffusion to the crack tip was explained by sulphur dragging by moving dislocations [27].

In summary, using model alloys of controlled composition, it was shown that sulphur has a strong deleterious effect on ductility dip cracking of a high chromium nickel alloy. On the other hand, post-mortem analyses using WDS and STEM-EDS showed no GB segregation in cracked specimens, although a control specimen was used to validate the methodology of analysis. The presence of sulphur covering the surfaces created by GB crack propagation suggests a dynamic type of embrittlement, where sulphur feeds the crack tip as it propagates.

The surfactant effect of sulphur decreases the surface energy, which facilitates crack opening.

The relatively high crack growth rate observed (>~10 µm/s) requires a fast transport of sulphur to the propagating crack tip, which can be achieved by accelerated diffusion of sulphur due to plastic deformation. Considering this mechanism, there is no contradiction
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 1 Figure 1. a) Principle of Refusion Cracking Test. Small red lines represent cracks. The length
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 2 Figure2presents the results obtained for the two alloys tested using RCT, i.e. the number of
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 2 Figure 2. RCT results for Base and Base+S alloys. a) Number of cracks. b) Cumulative crack
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 3 Figure 3 (a) presents a SEM surface observation of the Base+S sample after four RCT passes.
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 3 Figure 3. Observations of Base+S sample after four RCT passes. a) SEM surface observation,
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 45555 Figure 4. a) Examples of GB sulphur line scans obtained using the WDS methodology in the
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 5 Figure 5. STEM-EDS mapping on GBs. a) control specimen, b) uncracked GB and c) cracked GB in Base+S RCT specimen. The dashed red line indicates the GB location. Blue rectangles in images indicate the mapped areas. The images were obtained using STEM high-angle anunular dark field for a) and bright field TEM for b) and c).
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 1 Composition of the model alloys used in this study.

		Ni	Cr	Fe	Mn	Si	Ti	Al	C	N	O	S
	Alloy				Wt %					Wt ppm
	Base	*	29.9 8.42 0.85 0.14 0.21 0.13	11	1	7	4.7
	Base+S	*	30.0 8.44 0.84 0.14 0.21 0.13	16	1	7	52
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between the deleterious effect of sulphur on ductility dip cracking and the absence of sulphur segregation in uncracked GBs of cracked specimens.

ACKNOWLEDGMENT

This research was mainly funded by EDF (Electricité de France) with the support of ANRT (Association Nationale Recherche Technologie). The authors thank Claude Varillon for the preparation of model alloys.