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The present work aims to develop ultra-wide bandwidth air-coupled capacitive micromachined ultrasonic transducers (CMUTs) for binary gas mixture analysis. The detection principle is based on time-of-flight (ToF) measurements, in order to monitor gas ultrasound velocity variations. To do such measurements, CMUTs were especially designed to work out of resonance, as a microphone. The chosen membrane size is 32x32 µm² and gap height 250 nm. The resonance frequency and collapse voltage were found at 8 MHz and 58 V respectively. As mentioned, the CMUTs were exploited in quasi-static operating mode, in a very low frequency band, from 1 MHz to 1.5 MHz frequency. The transducer impulse response was characterised, and a -6 dB relative fractional frequency bandwidth (FBW) higher than 100 % was measured, enabling to use CMUT for the targeted application.

Additionally, a measuring cell has been designed to hold the fabricated CMUT emitter and receiver prototypes facing each other. The volume inside the cell was kept lower than 3 mL and the surface of emitter/receiver was 1.6×8 mm 2 . To validate the general principle of the proposed technique, two binary gas mixtures of CO2/N2 and H2/N2, with varying concentration, have been tested. The results are very promising with a measured limit of detection (LOD) of 0.3 % for CO2 in N2 and 0.15 % for H2 in N2.

INTRODUCTION

Capacitive micromachined ultrasonic transducers (CMUTs) were introduced in mid 1990s by M.I. Haller and B.T. Khuri-Yakub [START_REF] Haller | A surface micromachined electrostatic ultrasonic air transducer[END_REF], [START_REF] Haller | A surface micromachined electrostatic ultrasonic air transducer[END_REF]. Since then, they are considered as a potential substitute to the conventional piezoelectric transducers due to their numerous advantages such as miniaturization, lead-free, relatively broad bandwidth and improved axial resolution [START_REF] Oralkan | Capacitive micromachined ultrasonic transducers: next-generation arrays for acoustic imaging?[END_REF]. In the beginning, CMUTs were developed for airborne applications but, rapidly, were used to address multiple applications, in particular medical ones [START_REF] N'djin | Capacitive Micromachined Ultrasound Transducers for Interstitial High-Intensity Ultrasound Therapies[END_REF]- [START_REF] Pekař | Quantitative imaging performance of frequency-tunable capacitive micromachined ultrasonic transducer array designed for intracardiac application: Phantom study[END_REF]. As an example, this leads to the development of dedicated CMUT probes for cortical bone assessment [START_REF] Boulmé | A capacitive micromachined ultrasonic transducer probe for assessment of cortical bone[END_REF] and dual-modality CMUT probes for imaging and therapy [START_REF] Gross | A cMUT probe for ultrasound-guided focused ultrasound targeted therapy[END_REF], [START_REF] Mahmud | Improved CMUT structure and method of operation for dualfrequency acoustic angiography[END_REF]. The performances of CMUT in air applications have been underestimated for long, due to their lack of sensitivity for non-destructive testing applications [START_REF] Castaings | The use of electrostatic, ultrasonic, air-coupled transducers to generate and receive Lamb waves in anisotropic, viscoelastic plates[END_REF]. Recently, new CMUT structures were designed to produce ultrasound field in the frequency range of 50 kHz -150 kHz] [START_REF] Park | 3-D airborne ultrasound synthetic aperture imaging based on capacitive micromachined ultrasonic transducers[END_REF], [START_REF] Ma | Wide Bandwidth and Low Driving Voltage Vented CMUTs for Airborne Applications[END_REF], showing encouraging performances with receiving sensitivity of 16.6 mV/Pa and fractional bandwidth up to 10 %. For the same frequency range, transducer topologies based on annular CMUTs was also proposed as an interesting approach to improve the transmit efficiency [START_REF] Na | Lumped element modeling of air-coupled capacitive micromachined ultrasonic transducers with annular cell geometry[END_REF]- [START_REF] Na | An Optimization and Comparative Study of Air-Coupled CMUT Cells With Circular and Annular Geometries[END_REF], where value of 70 Pa/Volt was predicted. Air-coupled CMUT transducer with a central frequency of 400 kHz was finally mentioned in the literature [START_REF] Wright | A tethered front-plate electrode CMUT for broadband air-coupled ultrasound[END_REF]. A bandwidth of 1 MHz was claimed in the paper but experimental results presented were not relevant enough to confirm such value. In the present work, the aim is to develop a complete air-coupled CMUT transducer to serve as a binary gas sensor that works on the time-of-flight (ToF) measurement principle. The sensing principle consists of measuring change in gas acoustic properties here, ultrasonic velocity, as already demonstrated for monitoring of human-specific lung gas exchange [START_REF] Toda | The Precise Mechanisms of a High-Speed Ultrasound Gas Sensor and Detecting Human-Specific Lung Gas Exchange[END_REF] and for the wind speed measurement [START_REF] Bui | Two Capacitive Micro-Machined Ultrasonic Transducers for Wind Speed Measurement[END_REF]. In our case, the final application is the monitoring of hydrogen storage sites [START_REF] Chauhan | Hydrogen gas sensing methods, materials, and approach to achieve parts per billion level detection: A review[END_REF], targeting to detect gas leaks, i.e. to measure the presence of low concentration of hydrogen (typ. < 0.5 %).

The first research article on CMUT in the field of gas sensing was published in 2007 by Park et al. [START_REF] Park | Capacitive micromachined ultrasonic transducers for chemical detection in nitrogen[END_REF]. In their work, the top electrode was coated with a sensitive polymer in order to detect the molecule of interest, by increasing the vibrating plate mass and, thereby, decreasing the resonant frequency when absorbing these gas molecules. This paves the road to multiple researches that have been done and are ongoing on CMUT as a chemical/bio gas sensors [START_REF] Park | Capacitive micromachined ultrasonic transducer (CMUT) as a chemical sensor for DMMP detection[END_REF]- [START_REF] Park | CMUT-based resonant gas sensor array for VOC detection with low operating voltage[END_REF]. However, adding sensitive coated polymer generally leads to only partial selectivity to multiple analytes. In addition, such solutions suffer from environmental effects, which includes temperature or humidity variations but also material aging [START_REF] Dufour | Unconventional uses of microcantilevers as chemical sensors in gas and liquid media[END_REF]. Therefore, sensors without sensitive coating are preferable in particular when long-term stability is a crucial issue and this even though their intrinsic selectivity limits applications [START_REF] Boudjiet | New characterization methods for monitoring small resonant frequency variation: Experimental tests in the case of hydrogen detection with uncoated silicon microcantilever-based sensors[END_REF]. In previous work [START_REF] Iglesias | Proof of Concept and Preliminary Results of Gas Detection by Measuring the Admittance at the Resonance and Anti-resonance of an Uncoated CMUT[END_REF], [START_REF] Dufour | Resonant MEMS for Gas Detection Based on the Measurements of Physical Properties of Gas Mixtures[END_REF], we demonstrated the relevance of using an uncoated CMUT approach in order to sense binary gas mixture. In these works, the detection principle was based on monitoring the electrical anti-resonance frequency shift, caused by gas density and viscosity variations. Again, the targeted sensor was an uncoated CMUT transducer that detects ultrasonic velocity variations and, hence, gas compressibility and density variations. In this paper, a clear objective is also to demonstrate the versatility of CMUT technology for such applications and to demonstrate their ability to detect variations in density, compressibility as well as viscosity of gas medium.

It is worth to mention that the developed air-coupled CMUT transducer must meet several specifications. First, in terms of global footprint, the fabricated sensor must be as small as possible to be inserted in the dedicated measurement cell (few mL) developed previously by our group [START_REF] Boudjiet | New characterization methods for monitoring small resonant frequency variation: Experimental tests in the case of hydrogen detection with uncoated silicon microcantilever-based sensors[END_REF]- [START_REF] Dufour | Resonant MEMS for Gas Detection Based on the Measurements of Physical Properties of Gas Mixtures[END_REF]. Secondly, the ultrasonic gas velocity variations have to be measured over a low travelling distance, typically few millimeters (< 10 mm), leading to very low ToF variations of ultrasonic pulses to be detected (few µs). The detection of low ultrasonic transit time variations is a quite current issue for various applications like ultrasonic flowmeters [START_REF] Coulthard | Ultrasonic cross-correlation flowmeters[END_REF], the blood flow velocity [START_REF] Lai | Interpolation methods for time-delay estimation using cross-correlation method for blood velocity measurement[END_REF] or tissue motion detection [START_REF] De | Determination of Tissue Motion Velocity by Correlation Interpolation of Pulsed Ultrasonic Echo Signals[END_REF]. Whatever the application is, such ToF measurements make sense if i) the travel path corresponds to several acoustic wavelengths and ii) the transducer impulse response duration is lower than emitterreceiver transit time. This means that both working frequency and fractional frequency bandwidth (FBW) have to be high enough to meet these operating conditions. To achieve such conditions, the CMUT used in this study will have working frequency ranging between 1 MHz and 1.5 MHz with a FBW higher of 50%.

Several air-coupled transduction technologies exist in the literature; from devices based on bulk piezoelectric plate [START_REF] Chimenti | Review of air-coupled ultrasonic materials characterization[END_REF] to electrostatic transducers based on Mylar film vibration [START_REF] Pizarro | Airborne ultrasonic electrostatic transducers with conductive grooved backplates: tailoring their centre frequency, sensitivity and bandwidth[END_REF]. Recently, based on piezoelectric micromachined ultrasonic transducer (PMUT) technology, the first millimeter accurate ultra-low power ToF sensor has been launched commercially, used for proximity sensing applications with a dimension of 15 mm 2 [START_REF] Hallereau | TDK-Chirp CH101 Ultrasonic Time of Flight Sensor[END_REF], [START_REF] Horsley | World's first MEMS ultrasonic time-of-flight sensors[END_REF].

Few other PMUT applications as microphones, using ToF technique, can also be found in [START_REF] Alasatri | AlN-on-Si Square Diaphragm Piezoelectric Micromachined Ultrasonic Transducer with Extended Range of Detection[END_REF], [START_REF] Feng | Piezoelectric Micromachined Ultrasonic Transducers with a Cost-Effective Bottom-Up Fabrication Scheme for Millimeter-Scale Range Finding[END_REF]. Finally, a novel 2D flexural ultrasonic transducer array, working on ToF principle and composed of eight piezo ceramic disc elements with a total dimension of 36x36x0.25 mm 3 , has been demonstrated for accurate average flow velocity [START_REF] Kang | Flow Velocity Measurement Using a Spatial Averaging Method with Two-Dimensional Flexural Ultrasonic Array Technology[END_REF]. One can note that, for this work, the travelling distance was ranging from centimeter to meter scale [START_REF] Kumar | Long-range measurement system using ultrasonic range sensor with high-power transmitter array in air[END_REF], meaning the FBW of fabricated devices was not a crucial issue for the targeted applications. Typically, FBW of 20 % are enough for such working distance range. To achieve FBW values higher than 50 %, the developed air-coupled CMUTs were aimed to work like microphone, not only in reception, as shown in references [START_REF] Hansen | Improved modeling and design of microphones using radio frequency detection with capacitive micromachined ultrasonic transducers[END_REF]- [START_REF] Neumann | CMOS-MEMS membrane for audio-frequency acoustic actuation[END_REF], but also in emission mode. This design strategy is clearly novel compared with previous works where the membrane dimensions (sizes and thicknesses) were optimized to reach resonance frequencies close to the targeted working frequency [START_REF] Park | 3-D airborne ultrasound synthetic aperture imaging based on capacitive micromachined ultrasonic transducers[END_REF]- [START_REF] Na | An Optimization and Comparative Study of Air-Coupled CMUT Cells With Circular and Annular Geometries[END_REF], [START_REF] Je | The impact of micromachined ultrasonic radiators on the efficiency of transducers in air[END_REF], [START_REF] Khan | High-Intensity Airborne CMUT Transmitter Array With Beam Steering[END_REF]. To achieve such low resonance frequencies, the mechanical stiffness of the membrane must be adjusted, either by changing the CMUT sizes or thicknesses. However, if the diaphragm rests on a vacuum cavity, it undergoes significant mechanical deformation due to atmospheric pressure, which can cause non-functionality of CMUT (i.e. collapsed cells). There are two possible solutions to get circumventing such constraint. The first is to perforate the rear side [START_REF] Park | 3-D airborne ultrasound synthetic aperture imaging based on capacitive micromachined ultrasonic transducers[END_REF], [START_REF] Ma | Wide Bandwidth and Low Driving Voltage Vented CMUTs for Airborne Applications[END_REF] of the cavity in order not to be affected by atmospheric pressure. The second is to increase the cavity height (typically up to 10 µm thick) [START_REF] Na | Capacitive micromachined ultrasonic transducers based on annular cell geometry for air-coupled applications[END_REF], [START_REF] Khan | High-Intensity Airborne CMUT Transmitter Array With Beam Steering[END_REF] to ensure that the membrane could deflect without collapsing. Therefore, the CMUT fabrication process for air applications requires specific steps that differ from those used for immersion applications. In our case, we have deliberately chosen to keep the CMUT diaphragm on a vacuum cavity (i.e. same process for immersion applications) and to exploit CMUT at working frequencies far from the resonance frequency, in a quasi-static operating mode as used for microphones. The CMUT were designed in order to keep membrane deformation amplitude as low as possible on one hand and to increase the radiated acoustic power on the other hand, using frequency of interest in the range of 1 MHz to 1.5 MHz. In former work [START_REF] Shanmugam | CMUT Based Air Coupled Transducers for Gas-Mixture Analysis[END_REF], we have shown the relevance of such approach without evidencing design strategy, precise gas concentrations records and without discussion on acoustic velocity measurements. In this study, the gas concentration is monitored accurately for two different gas mixtures and compares the obtained results with theoretical predictions.

Further, the limit of detection (LOD) and sensitivity of CMUT gas sensor will be presented in § IV.B.

The presented paper consists of three main sections. Section II gives an overview of the CMUTs fabrication process, CMUTs design, CMUTs packaging and the description of the measuring cell. From design considerations, one prototype was fabricated and characterised.

Results are described in section III, using both electrical impedance data and electroacoustic measurements. Next, section IV presents the test of the fabricated gas sensor. To demonstrate the sensor efficiency, two gas mixtures were investigated, first carbon dioxide (CO2) in nitrogen (N2) and then, hydrogen (H2) in N2. This work shows that the developed device enables to detect very low variations in the transit time for very low gas concentration (e.g. < 1 %).

II.

DESIGN, FABRICATION, PACKAGING OF CMUT AND MEASURING CELL A.

CMUT fabrication process-flow

The silicon nitride (SiNx) based CMUT used here was initially developed for medical imaging and therapeutic purposes [START_REF] Boulmé | A capacitive micromachined ultrasonic transducer probe for assessment of cortical bone[END_REF], [START_REF] Certon | Low frequency cMUT technology: Application to measurement of brain movement and assessment of bone quality[END_REF]. Although the CMUTs were manufactured using standard surface micromachining techniques [START_REF] Erguri | Capacitive micromachined ultrasonic transducers: fabrication technology[END_REF], our group improved the process over years by distinguished choice of materials and deposition techniques [START_REF] Belgacem | Optimization of the fabrication of sealed capacitive transducers using surface micromachining[END_REF], [START_REF] Jeanne | Protection Layer Influence on Capacitive Micromachined Ultrasonic Transducers Performance[END_REF], [START_REF] Pizarro | Airborne ultrasonic electrostatic transducers with conductive grooved backplates: tailoring their centre frequency, sensitivity and bandwidth[END_REF], [START_REF] Heller | Performance Evaluation of CMUT-Based Ultrasonic Transformers for Galvanic Isolation[END_REF]. A brief process flow is illustrated in Figure 1. CMUT and transducer design CMUTs were designed in such a way that they are able to work in a low frequency band, far from their own resonance frequency. In such case, they behave like a microphone and enable to obtain the broadest frequency bandwidth and lowest impulse response duration, as possible. From the previous studies, it was shown that, when CMUTs work in quasi-static regime, non-linear time-domain models enable to predict accurately the transducer response [START_REF] Sénégond | High voltage time domain response of cMUT membrane: Laser interferometry measurements[END_REF], [START_REF] Senegond | Fast time-domain modeling of fluid-coupled cMUT cells: from the single cell to the 1-D linear array element[END_REF]. The major design criterium was based on the output acoustic power radiated by the transducer. For a given 2D array of CMUTs, the output acoustic intensity (the mean spatial acoustic power) Pa is written as:

Where Ra, is the real part of the transducer radiation impedance, f0 is the ultrasonic wave frequency and u0 is the maximum peak displacement amplitude of the CMUT, taken at its center. Here, it is assumed that two-dimensional periodic boundary conditions can be applied to each CMUT, Ra, for such boundary conditions, equals to the acoustic medium impedance multiplied by the surface coverage ratio of the transducer. To consider the fact that the membrane displacement is non-uniform, a factor 1/3 was applied to obtain an approximate value of the spatial mean membrane displacement. This value was obtained through timedomain simulations, in which all details are given in reference [START_REF] Senegond | Fast time-domain modeling of fluid-coupled cMUT cells: from the single cell to the 1-D linear array element[END_REF].

= 1 2 2 3
Eq. 1

To approximate u0, it has been considered that, when CMUT works like a microphone, the membrane is able to sweep the whole gap height, from the static membrane position (Ui), taken at the center, up to the bottom electrode.

= (ℎ -) 2 Eq. 2
Where, hgap is the total gap height.

By considering Eq. 1 along with the design parameters obtained from the process specifications given in Table 1, Pa was computed for square CMUT membranes, along with the spatial distribution presented in Figure 2 for dimension 'w' ranging from 10x10 µm² to 80x80 µm². 2: Sketch of CMUT distribution over the surface of the transducer, w is the width of each CMUT, dx the CMUT-to-CMUT distance along X axis, and dy along the Y axis. Black squares represent the front electrodes, the surface area of which corresponds to 50 % of the CMUT surface area

The active surface ratio was given by the parameter w²/(w+dx)(w+dy) as presented in Figure 2. dx and dy values were fixed by process specifications. More precisely, dx is higher than dy CMUTs. For each membrane size, the initial deflection, caused by the atmospheric pressure, was computed with finite difference model described in [START_REF] Certon | A finite difference model For cMUT devices[END_REF], and the hgap value was fixed to 250 nm. The computed output acoustic intensity according to the membrane size is shown in Figure 3, for two frequencies in the range of interest, i.e. 1 MHz and 1.5 MHz. Figure 3: Computed output acoustic intensity radiated in air for square CMUTs with 2D periodic layout and membrane size ranging from 10 µm to 80 µm Figure 3 clearly highlights the existence of an optimal size range where the acoustic intensity reaches a maximum, here it is between 30 µm and 40 µm width. This maximum comes from a trade-off between low size CMUT for which the initial deflection caused by atmospheric pressure is low and large size CMUT for which the active surface ratio is high. Hence, the final geometry retained was 32x32 µm 2 . All geometrical specifications are reported in Table 2. The presented collapse voltage and resonance frequency are obtained experimentally from electrical impedance measurements and will be discussed in § III.A.

For these first experiments, since no prior knowledge on radiation surface was identified to have a suitable signal-to-noise ratio, it was targeted to fabricate an array of single element transducers for which the surface can be adjusted. Therefore, a multi-element array of eight independent acoustic emitters was fabricated. Each element was rectangle with 8 mm length and 0.8 mm width, which corresponds to 2.4 acoustic wavelength in air for 1 MHz working frequency and 3.6 wavelength at 1.5 MHz. The final number of emitters used (from 1 to 8) for the experiments was defined from preliminary experiments presented in [START_REF] Shanmugam | CMUT Based Air Coupled Transducers for Gas-Mixture Analysis[END_REF]. It was observed that pairing elements was enough for the targeted working distance, i.e. less than 10 mm. to perform ToF measurements. The chamber sealing was ensured by gaskets, which were placed between the PCBs and each side of the acrylic cell to prevent gas leakage. Two small openings on the top and bottom side of the cell were kept for gas inlet and outlet respectively (see Figure 4.c). The measuring cell was fabricated in such a way that the propagation direction of ultrasound is always perpendicular to the gas outflow.

To master precisely the concentration of binary gas mixtures, the measuring cell geometry such as height (h) (distance between emitter and receiver) and volume (V) of the inner cylinder were chosen with great care. The total volume of the inner cylinder was kept less than 3 mL in order that the filling time of the cavity be small enough to apply in real time gas concentration command. The distance between the emitter and the receiver was fixed accordingly, at a value close to 7 mm. Figure 4: a) emitter/receiver prototype b) inner view of the measuring cell c) completely packed gas unit for ToF measurement

III. CMUT CHARACTERISATION RESULTS

A. Electrical impedance measurement

Electrical impedance measurement of developed CMUT devices makes it possible to extract most of the information about their electrical and mechanical behaviour. The impedance measurement protocol presented here is the same as the one shown in reference [START_REF] Certon | A finite difference model For cMUT devices[END_REF]. HP4294A impedance analyser, from Keysight Technology, combined with 4294A1 connected probe was used. The CMUT biasing voltage was swept automatically (with a MOTECH DC supply) from 0 to 90 V with a pitch of 2 V. For each biasing value, the electrical impedance was acquired from 1 MHz to 15 MHz, in the frequency band where mechanical resonance occurs. With the obtained data, most of the electromechanical parameters can be derived such as, capacitance at low frequency (measured at 1 MHz), resonance frequency (fr), antiresonance frequency (fa) and electromechanical coupling coefficient (kt). kt was assessed through the following approximate relationship:

= - Eq. 3
The collapse voltage value, Vc, was determined as the voltage from which the capacitance variations suddenly drops, meaning that a part of the CMUT membrane is stuck to the bottom cavity. An experimental value of 58 V was found for the 32x32 µm² cells. Note that more than ten prototypes were realized and the collapse voltage was the same for each.

Electrical impedance measurements for three biasing voltages are plotted in Figure 5, with a focus around the resonance frequency. CMUT works as expected, i.e. the electrical antiresonance frequency decreases on increasing the biasing voltage. The mechanical resonance frequency can be extracted at very low biasing voltage value; one can guess a value close to 8 MHz. Figure 6 demonstrates the electromechanical coupling coefficient, which increases by increasing the bias voltage and reaches a maximum of 60 %, just before collapse event. was applied to the signals. Principally, CMUT is emphasized as a microphone based on its design, which works far away from its resonance frequency band. For the five excitation frequencies, the received signal has significant voltage amplitude, with a spectrum clearly shifted to higher frequencies as the excitation frequency increases. there is a gain in high frequency components, but attenuation in air compensated for this frequency shifting meaning that the frequency where the maximum occurs remain at 1.5 MHz. Figure 8 : Frequency domain response of the transmitted signal for different excitation frequencies The second step of this characterisation was to assess the maximum working distance between emitter and receiver, not for the application targeted in this study, but for potential future applications. The experiments were done at 1 MHz excitation frequency. The emitter was kept at fixed position while the receiver has moved along the emitter axis from 5 mm to 250 mm. Data acquisition conditions were kept similar as of the previous experiments. The set of impulse responses received are gathered and plotted in Figure 9. The corresponding frequency domain responses for 5 mm, 100 mm and 220 mm are plotted in Figure 10. With the obtained data, it is clear that the Limit Of Detection (LOD) in terms of distance for this device is 220 mm maximum, beyond that the signal-to-noise ratio was not high enough. The received signal shows 30 dB of dynamic with the pulse shape that is clearly centered at 1 MHz and shifts toward lower frequencies when the distance increases, due to acoustic attenuation in air.

Although these CMUTs were not designed to attain the optimized sensitivity at larger distances but with the frequency bandwidth, the maximum working distance experiment performed using pulse-echo mode paves the way for other applications. Furthermore, with the obtained data, it is clear that this setup can be used for imaging applications in air, based on its exceptional performances in terms of lateral and axial resolution. In addition, works are currently under investigation to perform imaging tests based on the Synthetic Aperture Focusing Technic beamforming strategy [START_REF] Park | 3-D airborne ultrasound synthetic aperture imaging based on capacitive micromachined ultrasonic transducers[END_REF], [START_REF] Ylitalo | Ultrasound synthetic aperture imaging: monostatic approach[END_REF], [START_REF] Takahashi | Ultrasonic imaging using air-coupled P(VDF/TrFE) transducers at 2MHz[END_REF]. The fabricated gas sensor unit was tested using a specific test-bench dedicated to the characterization of binary gas mixtures as shown in Figure 11. For the experiments presented in this paper, two binary mixtures were tested: carbon dioxide (CO2) or hydrogen (H2) in nitrogen (N2). Nitrogen was chosen as the reference gas because it has an acoustic velocity close to that of air at room temperature. The test-bench therefore includes three gas tanks (CO2, H2 and N2) and electro-valves controlled by a Labview programme allowing binary mixtures (CO2/N2 or H2/N2) to be made with chosen concentrations. As explained in the introduction, the sensor is based on the measurement of time of flight (ToF) variations that depend on the speed of sound in the gas mixture. To give an order of magnitude of the time variations to be measured, the values of the ToF for an acoustic wave to travel a distance of 7 mm in the three pure gases (CO2, H2 and N2) are given in Table 3. It should be noted that the ToF difference between pure CO2 and pure N2 is only 6 µs, which means that it is necessary to be able to measure very small ToF variations to accurately monitor the concentration of the binary mixture. To check the initial working conditions, a first measurement was done by filling the cell with pure N2 and then with pure CO2. To carry out this experiment, the overall voltage was kept at As a first proof of concept, tests were carried out for the binary mixture (CO2/N2) with concentration steps from 20 % to 100 %. Between each step, pure N2 is sent to the measuring cell to show the reversibility of the sensor. Using a set of mass-flow controllers (Brooks 5850S), the gas flow is kept constant at 100±0.7 cm 3 .min -1 with a stabilization time of about 45s. The temperature T is kept at 20±2 °C. The results (Figure 13 Although a detailed demonstration (refer Appendix) is out of this scope, it can be shown that the relative change in the ToF of a gas with respect to N2 is given by: 

( ) ( ) ( ) , , 2 0 , , 2 2 1 1 1 
G p G G p N G v G G v N G G G N x c x c P C x c x c x x + - = + - ρ + - ρ
Eq. 5

where ρ, cp and cv are mass density, the isobar heat capacity and the isochoric heat capacity, respectively. For all properties, the subscripts G and N2 designate the targeted gas (CO2 or H2) and N2, respectively. All these parameters are given in Table 3.

In the same way (full demonstration in the Appendix), for close to zero the sensitivity S0 is given by:

, , 0 2 , 2 , 2 1 1 . 1 2 p G v G G G N v N p N c c d S x c c   ρ τ = = + - -     τ ρ  
Eq. 6

The good agreement between theory and experiment confirms that the variations of the output are mainly due to changes in gas concentration. A slight deviation can be noted which results in a smaller sensitivity than the theoretical one. There are two possible reasons for this small discrepancy. The first is due to the method used to monitor the ToF variations, i.e. the method based on detecting the minimum peak position of the received pulse. Although this aspect is out of the scope of this paper, a potential solution would be to make the detection system more robust by implementing, for example, a cross-correlation detection. The second possible reason for the discrepancy between theory and experiment is the initial ToF value, 20 µs was chosen. In practice; it is difficult to obtain an exact value of the initial ToF because the distance between the emitter and the receiver as well as the initial ultrasonic velocity must be known acurately. So, obtaining an absolute value of the initial time-of-flight requires an extremely complex protocol, using a second reference signal. The implementation of such method is clearly out of scope for this investigation. Practically, implementing a calibration procedure, from which the sensitivity parameter is determined, is preferable. (dots) with theoretical values of Eq. 5 (solid line) and the tangent at the origin from Eq. 6 (dashed line) In order to characterise the proposed method for lower concentration, mixtures of either H2 or CO2 in N2 were tested at different low concentration values (4%, 1%, 2%, 3% and 4%). The results are shown in Figure 14. A drift that is too small to be noticed for high concentrations can now be appreciated and is consistent with temperature variations $% below 1°C according to Eq. 7 (refer Appendix for demonstration). After removing such drift by a simple polynomial fitting, the calibration curves were obtained and are shown in Figure 15. These results highlight a key feature for the sensor: its output varies linearly with the physical quantity to be detected, as long as the relative variations are only a few percent. Despite the simplicity of the model (ideal gas, small concentrations) and detection method, the sensitivity values (magnitude and sign) remain consistent with the ones obtained by using the Eq. 5 (3.4x10 -3 /% for CO2 and -7.1x10 -3 /% for H2). Where σ =29x10 -5 is the noise standard deviation of the measurement of dτ/τ. Since the LOD depends on S0, its value depends on the targeted gas. The estimated values for H2 and CO2 are approximately 0.15% and 0.3%, respectively. In order to verify them experimentally, similar experiments as the ones of Figure 14 were performed with the appropriate concentrations and the results are presented in Figure 16. These measurements validate the calculated values for the LOD. A summary of the experimental sensor performance parameters is presented in Table 4. A new approach for binary gas mixture monitoring using uncoated sensors was investigated and demonstrated. The developed method is based on the gas acoustic properties measurement, i.e. the ultrasound velocity, combining usual ToF detection principle and ultrawide bandwidth air-coupled capacitive micromachined ultrasonic transducers. Air-coupled CMUT were designed as microphone in order to reach FBW higher than 50 %. Experimental results, based on fabricated prototypes, demonstrated the approach relevancy since FBW higher than 100 % were obtained, with a tunable central frequency, from 500 kHz up to 2 MHz. The performance in terms of signal-to-noise ratio showed that, with the fabricated prototype, a working distance of a few centimeters is possible. This paves the way for new applications such as acoustic imaging in air.

The ToF measurements performed with these first prototypes have proven that this technique is suitable to monitor accurately binary gas mixtures. In this paper, CO2 in N2 and H2 in N2 were tested but it can be widely used for other gas mixtures. Sensor performance was evaluating by measuring both the sensitivity at low gas concentration values and the limit of detection (LOD). For both gas mixtures, the experimental sensitivity is generally in agreement with the theoretical value despite deviations that could possibly be reduced by improving the detection algorithm. In the case of H2 detection, concentration lower than 0.15 % have been detected.

It is certain that this LOD value is not competitive with that of the state of the art of coated sensors. However, the approach presented in this paper shows a good trade-off to meet simultaneously good accuracy, simplified fabrication method, high integrability level and high reliability. This homemade setup is portable. The sensor performance can be improved in two ways: i) using optimized electronic driving circuits in reception, ii) using a wafer bonding process, since it enhances the homogeneity of CMUTs and the active surface ratio too.

The Time of Flight τ depends on both the sound velocity of the gas C and the distance d between the emitter and the receiver:

d C τ = Eq. A.1
The relationship between the gas properties and the sound velocity C is given by Newton-Laplace formula [START_REF] Suchenek | Measuring Sound Speed in Gas Mixtures Using a Photoacoustic Generator[END_REF]:

0 P C γ = ρ
Eq. A.2

where is the static pressure, , the mixture mass density andthe heat capacity ratio. In the case of binary gas mixture, both properties, ρ and γ, depend on the molar fraction of the gas to detect . The mixture gas density in N2 is given by: where , and , are the mass density of the pure gas to detect and pure N2, respectively.

Additionally, the heat capacity ratio is given by Eq. A.4 [START_REF] Law | Effect of Diffusion on Ultrasonic Attenuation in Mixtures of the Rare Gases[END_REF]: From Eq. A.6, one can define the sensitivity for small concentrations S0 (xG as input and dτ/τ as output):

( ) ( ) 2 
0 2 2 2 1 1 2 p,G v,G G G N v,N p,N c c d S x c c   ρ τ = = + - -     τ ρ   Eq. A.7
Defined in such a way, S0 depends only on the thermodynamic properties of the gases involved and it is independent on the setup.

For an ideal gas, the mass density depends on the static pressure and temperature: 0 P M RT ρ = Eq. A.8

Then, assuming that γ is independent of the temperature, the dependence of the ToF to the temperature can be expressed: Eq. A.9
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 15 Figure 1: CMUT fabrication process flow; (a) deposition of insulation layer (SiO2), bottom electrode (PolySi) and sacrificial layer (PSG); (b) patterning of bottom electrode and sacrificial layer; (c) deposition of membrane layer (SiNx); (d) removal the sacrificial layer and releasing the membrane; (e) sealing the membrane; (f) deposition of top electrode (Al).

  to release CMUT membrane were placed along X axis between two

  To package the CMUT array, a specific printed circuit board (PCB) was designed and fabricated as shown in Figure4. The diced eight element array of size 6.4x8 mm² was glued on PCB (refer Figure4.a) using an insulating epoxy adhesive (ALBEBOND 84-3J by Henkel) and kept in a lab oven for annealing during one hour at 150 °C. Then, wire bonding was done using K&S 4532AD manual wedge bonder with fine aluminium wedge bonding wires of 25 µm diameter. Epoxy NoSWEEP from Polysciences (wire bond encapsulant) was used to protect the bonded wires. The eight elements array was paired together to form four acoustic emitters/receivers. Then, the prototype was annealed at 100 °C and 165 °C for one hour each, to harden the encapsulation. Lastly, to complete the emitters/receivers prototype packaging, UFL connectors were soldered on the rear face of the PCB for electrical connections.A specific measuring cell was designed as a gas sensor unit. The cell was made of acrylic monomer and fabricated using 3D printing with cubic shape. It includes two large openings, one in the front and other in the rear face (18 mm in diameter, see Figure 4.b) to conform the emission and the reception transducers. Both PCBs were positioned face-to-face

Figure 5 :

 5 Figure 5 : Electrical impedance measurement results of single element CMUT in air

Figure 7 :

 7 Figure 7 : Time domain response of the transmitted signal for different excitation frequencies

Figure 9 : 16 Figure 10 :

 91610 Figure 9: Time-domain signals received for a travelling distance ranging from 5 mm to 220 mm at the excitation frequency of 1 MHz

  .a) clearly show that the proposed setup using two CMUTs to measure ToF allows a change in the gas composition to be detected. The average relative ToF values as a function of the concentration steps are shown in Figure 13.b. In order to confirm the correlation between the sensor output and the gas concentration, the relative changes in ToF have been determined theoretically (Figure 13.b).

  the sound velocity under pure N2 and binary mixture, respectively. C depends on the molar fraction of the targeted gas (CO2 or H2) according to:

Figure 13 :

 13 Figure 13 : Measured relative change in ! for different values of "# (100%, 80%, 60%, 40% and 20%). (a) As a function of time (VDC = 32V, VAC = 20.5V). (b) As a function of "# (dots) with theoretical values of Eq. 5 (solid line) and the tangent at the origin from Eq. 6 (dashed line)

Figure 14 :

 14 Figure 14: Measured relative change in ! by alternating pure N2 and either CO2 (a) or H2 (b) at different concentrations (4% 1% 2% 3% and 4%)

Figure 16 :

 16 Figure 16: Measured relative change in ! (drift removed) by alternating pure N2 and either CO2 (a) at 1 %, 0.5 %, 0.3 %, 0.1 % and 1 % or H2 (b) at 0.5 %, 0.3 %, 0.15 %, 0.05 % and 0.5 %. These concentrations were chosen to estimate the LOD for CO2 and H2

  , , . , are the isobar heat capacity of the pure gas to detect and pure N2, respectively, . 0, and . 0, are the isochoric heat capacity of the pure gas to detect and pure N2, respectively. By combining Equations A.1 to A.4 it is possible to obtain a equation of the relative change in time of flight, dτ/τ, when the initial state is pure N2 (Eq. A.5): further simplified, in the case xG << 1 into:

  

  

  

Table 1 :

 1 CMUT material parameters and thicknesses

	Layer	SiNx Al
	Thickness (nm) 400 450
	E (GPa)	220	68
	ν (poisson ratio) 0.22 0.35 3300 2700 ρ (kg/m3) εr 7.5

Table 2 :

 2 Specifications of the fabricated transducer

		CMUT size	32x32 µm²
		Gap height	250 nm
		Area of top electrode	20x20 µm²
		Active surface ratio	40 %
		Collapse voltage (Vc)	58 V
		Resonance frequency	8 MHz
		Transducer length	8 mm
		Element width	0.8 mm
		Number of elements	8
	C.	CMUT packaging and measuring cell description

Table 3 :

 3 Physical properties of CO2, N2 and H2 gases [63]-[START_REF] Zuckerwar | Handbook of the speed of sound in real gases[END_REF] 

	Gas	Density ρ (kg/m 3 )	Isobar Specific Heat cp (J/°C.mol)	Isochoric Specific Heat cv (J/°C.mol)	Velocity C (m/s)	Expected time of flight for pure gas (µs) at d ≈ 7 mm
	CO2	1.82	37.1	28.8	267	26
	N2	1.16	29.1	20.8	349	20
	H2	0.083	28.9	20.5	1306	5.4

Table 4 :

 4 Summary of the experimental sensor performance

	Gas	( (10 -3 /%)	LOD (%)
	CO2	2.85	0.3
	H2	-4.9	0.15

ACKNOWLEDGEMENTS

The authors thank Flavien BARCELLA from GREMAN laboratory for his technical assistance during creation of the emitter/receiver prototypes.

FUNDING

This work has been carried out within the framework of the project H2MEMS, financially supported by the French government's program "Investissements d'Avenir", operated by ANDRA, the French national agency for radioactive waste management.

90% of Vc with the bias VDC=32 V and the alternative component VAC=20.5 V (41 V peak-topeak). The frequency is 1.5 MHz, as it corresponds to maximum of the spectrum amplitude (see Figure 8). The bandwidth has been deliberately reduced to avoid energy transmission in the frequency band that is not used in the reception mode (attenuation losses). The emitted signal has therefore been modified: it is a sine burst of 1.5 period instead of 1 period.

The data acquisition duration has been chosen longer than previously to be able to see the forward contribution from emitter to receiver (Figure 12). Note that the receiver signals for both N2 and CO2 are clearly separated from the emission, meaning that the duration of the transducer impulse response is small enough to accurately monitor the ToF variations.

The reception occurs after a delay τ which depends on the gas since a difference between pure N2 and pure CO2 is clearly observed, with a value close to the expected one of 6 µs. For intermediate CO2 concentration values, it was chosen to detect the transit time between emission and reception. A standard method based on the detection of the position of the minimum of the signal was used to identify the ToF shift. Since the sampling frequency was high enough (20 MHz), it was possible to interpolate data [START_REF] Lai | Interpolation methods for time-delay estimation using cross-correlation method for blood velocity measurement[END_REF] between two sampling points, resulting in a noise standard deviation of 6 ns instead of 20 ns without interpolation. As expected, the shape of the received signal is slightly different from the results shown in