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INTRODUCTION

Gas bubbles are good candidates to be sub-wavelength resonators in metamaterials [START_REF] Leroy | Transmission of ultrasound through a single layer of bubbles[END_REF][START_REF] Leroy | Superabsorption of acoustic waves with bubble metascreens[END_REF]. They feature a remarkable resonance [START_REF] Minnaert | On musical air-bubbles and the sounds of running water[END_REF], explained by the much greater compressibility the gas they contain compared to the surrounding liquid. Here we introduce gas bubbles trapped in cubic cages [START_REF] Harazi | Acoustics of cubic bubbles: Six coupled oscillators[END_REF][START_REF] Combriat | Acoustic interaction between 3d-fabricated cubic bubbles[END_REF], that are free to oscillate in water, while maintaining both their position and size.

METHODS

We manufacture milimetric cubing frames using stereolithography. Upon immersion bubbles are trapped in the frames by capillary forces, while water invades the space in between the frames, linked by poles forming a scaffold, see Fig. 1. The acoustic response is found by sending waves using a underwater speaker, sweeping frequencies. A signal is recorded by a microphone placed in the vicinity of the assembly, records the acoustic pressure P in the presence and P 0 in the absence of the bubbles. The contribution of the bubble to the spectrum is A(f ) = P -P 0 P 0 where P and P 0 are the Fourier transforms. We detect resonance frequency by looking at the change of the phase from 0 to π, the resonance being at π/2, which is more convenient compared to the detection of the peak in amplitude. 

RESULTS

We clearly observe the influence of two bubbles on each other, with a resonance frequency that decreases with the distance decreases, see Fig. 2.

When considering an assembly of many bubbles, the frequency is even more decreased. We have first tested lines, and then matrices of bubbles. The frequency is decreased down to 40% for 6x6 matrices, see Fig. 3.

In finite lines and matrices, bubbles are not identical, since bubbles at the edges have not the same acoustic environnement compared to the ones at the center. In order to simplify the physics of the system we found an arrangement with bubbles that are all equivalent to each other: rings of bubbles, see Fig. 4.

MODEL

We model the behaviour of our cubic bubbles, assuming they behave as spherical bubbles with the same volume. Indeed it was shown that the emitted field by cubic bubbles becomes quasi-spherical very rapidly. The radius of each spherical bubble labeled n oscillates around an equilibrium value R 0 : we write R n (t) = R 0 + ξ n (t) with ξ n (t) the deviation to equilibrium. It can be shown that each bubble n is equivalent to an harmonic oscillator ruled by:

ξn + ω 0 δ ξn + ω 2 0 ξ n = - m =n R 0 d nm ξm + P a ρ l R 0 e iωt (1)
where ω 0 is the resonance pulsation, δ ( 1/20) the damping factor. The first term on the right hand side is the acoustic coupling with the other neighbour bubbles labeled m, separated by a distance d nm . The last term is the external acoustic forcing. This system can be solved numerically for arbitrary positions of bubbles and provides a first mode where all bubbles oscillate in phase, with a frequency that compares well with experiments.

For the case of a two bubbles or a ring, all bubbles are equivalent and we can have a direct analytical expression of the resonance frequency if we neglect damping:

ω duo,ring res = ω 0 1 + m =n R0 dnm
.

(2)

CONCLUSION AND PERSPECTIVES

Any kind of arrangement of bubbles is space is potentially achieved with the technique of cubic bubbles. Their resonance is well predicted from a model of coupled harmonic oscillators. Perspectives include 3D dispositions of the bubbles. We are also exploring the vibration of non-cubic shapes.
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 1 Figure 1. Left: acoustic setup with: (1) the sample, (2) the loudspeaker, (3) the hydrophone and (4) the moving stage. Top right: 3D view of a frame, holding a bubble. Bottom right: photography of a real sample containing a network of 4 × 4 bubbles.

Figure 2 .

 2 Figure 2. Evolution of the resonance frequency of a group of two bubbles as a function of their spacing d: dots experimental data, orange line: fit using the analytical expression ω ana 0 = ω 0 / 1 + R0 d from Eqn. 2 with R 0 = 1.65 mm.

Figure 3 .

 3 Figure 3. Resonance frequency for lines and matrices with separation d = 1.8 mm, as a function of bubbles number. Black and dark blue points are for lines of N bubbles and matrices of N × N bubbles, respectively. Dashed lines are the numerical resolution of Eqn. 1, taking R 0 = 1.6 mm.

Figure 4 .

 4 Figure 4. Resonance frequency for a ring of bubbles, for two separation distances. Dashes show predictions using Eqn. 2
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