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A single-step purification method for the precise determination of antimony isotopic composition of environmental, geological and biological samples by HG-MC-ICP-MS

 17proposed a new single-step purification method based 4 on thiol-functionalized silica. Antimony was successfully 5 purified (Sb recovery of 95.2%) from water samples 6 contaminated by the Xikuangshan antimony mine (China) that 7 presented extremely high Sb concentrations (up to 30 mg L -1 ). 8 However, thiol-functionalized silica has never been applied 9 to the separation of Sb from complex solid matrices with low Sb 10 content using a single-step procedure. 11 Depending on the Sb concentration in purified samples, 12 different sample introduction techniques have been applied for 13 MC-ICP-MS analysis (Table 1). For high Sb concentration (> 50 14 µg L -1 ), wet plasma conditions [14][15][16] or a desolvation system 17 1). In addition, even though the purification 21 step remains essential to remove hydride forming elements 22 (e.g. As, Pb, Se, Sn) 18 and transition metals (e.g. Cd, Co, Cr, Cu, 23 Fe, Ni) which may inhibit Sb hydride formation [19][20][21] , hydride 24 generation separates Sb from the matrix; thus, hydride non-25 forming elements do not reach the plasma, avoiding to create 26 potential non-spectral interferences. 27 In the present study, we tested Thiol-functionalized mesoporous 28 Silica Powder (TSP) for a single-step purification procedure of Sb in 29 various environmental, geological and biological Certified Reference 30 Materials (CRM) having a large range of Sb concentrations and matrix 31 types. This material, synthesised by the French company Sikémia®, is 32 a mesoporous material; it has a high porosity and is calibrated in size 33 and specific surface area, which is 10 4 times larger than cellulose 34 used in our previous study 13 . Thiol-functionalized silica has a high 35 adsorption capacity for various metals (Pb, Pd, Hg, Cd…) 22-25 36 including for Sb 17 . TSP can be easily packed in disposable cartridges 37 connected to a peristaltic pump to provide continuous flow 38 processing at a constant rate. The purification procedure adapted 39 from previous studies 1, 13,26 was applied on fourteen geological (ore Instrument settings are presented in Supplementary Information (Table S1). A collision cell, using He as collision gas, the recovery rate of antimony after the purification step 13 .

Antimony ( 121 Sb) was measured in the unpurified samples and in purified samples after an adequate dilution in 3 M HCl with 0.5% w/v of KI/AA at least three hours before analysis.

Complete instrument settings for HG-ICP-MS are summarised in Supplementary Information (Table S1). An external calibration curve was analysed and internal standard correction ( 128 Te) was applied to correct sensitivity drifts. Average detection limit for Sb was 0.008 ± 0.001 µg L -1 . Accuracy was assessed by analysing two certified reference freshwaters. Antimony concentration was on average within 1.5% of the certified value for NIST 1643f (55.7 ± 1.8 µg L -1 , n=3) and within 5.8% of the certified value for SLRS-6 (0.319 ± 0.005 µg L -1 , n=3).

Antimony recovery (in %) after the purification step was calculated according to equation 1. Fe(III):Sb mass ratio greater than 22 32 whereas the highest Fe:Sb value in our purified CRM was 13.4 (Table 6), 2) precipitation of iron borides was evidenced only for high Fe:Sb ratios, in the range 1000 to 10,000 (50 to 100 mg L -1 of Fe) 30,34,35 and 3) the amount of Fe transported to the plasma during the hydride generation process was estimated to be less than 0.001% 33 , and thus would be negligible considering the measured residual Fe concentrations in purified samples.

𝑆𝑏 𝑟𝑒𝑐𝑜𝑣𝑒𝑟𝑦 = (𝑚 𝐹 ) (𝑚
Cu:Sb ratio was lower than 1 in all the samples, except for GXR-4 (Cu:Sb = 4.7, Table 6), and Seronorm™ Whole blood level II in a lesser extent (Cu:Sb = 2.3, Table S2). GXR-4 has a high copper concentration (6500 µg g -1 ) and despite a good abatement rate (> 99.7%), the residual concentration of Cu in the purified sample analysed by HG-MC-ICP-MS was 4.7 µg L -1 .

However, potential interference from Cu might be masked by precipitation of CuI when using potassium iodide as reductant for hydride generation 36 . Furthermore, Cu transportation in the gas phase to the plasma with hydride generation in 3 M HCl was reported to be 0.38% of Cu present in solution 21 . Thus, interference from Cu in GXR-4 and Seronorm™ Whole Blood

Level II might be negligible.

However, no investigation of Fe and Cu effects at these concentrations and configurations for Sb hydride generation was reported in the literature, so further tests have been carried out to ensure that these residual concentrations of Fe and Cu did not have an impact on the formation of Sb hydrides and isotopic measurement. Antimony standard solution at 1 µg L -1 (in-house isotope standard SPEX) was spiked with 50 µg L 
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 15 used. For low Sb concentrations, Hydride Generation (HG)-16 MC-ICP-MS is required. This technique, due to its highly efficient 17 sample transport, has the advantage to increase sensitivity and 18 thus decrease the Sb concentration required in analysed 19 samples compared to other introduction systems (wet plasma, 20 desolvation) (Table

  40 and rocks), environmental (soils, sediments, road dust, fly ash, 41 polyethylene) and biological (plants, human blood and urine) 42 Certified Reference Materials. The reproducibility and efficiency of 43 the purification method were assessed and the Sb isotopic 44 composition of the CRM was determined by HG-MC-ICP-MS.
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 26 EC 680m) were weighed in PTFE microwave tubes and digested 8 with 3 mL of concentrated HNO3. Fifty milligrams of sediments 9 (NCS-DC-70317, PACS-3, and GSD-3), rocks (GXR-4, SDO-1), fly 10 ash (BCR-176R) and road dust (BCR-723), 150 mg of soil (NIST 11 2711a) and 500 mg of plants (NCS-DC-73349, BCR-482) were 12 weighed in PTFE microwave tubes and digested with 3 mL of 13 concentrated HNO3, 1 mL of concentrated HF and 1 mL of 14 concentrated HCl. Triplicates were made for GXR-4, GSD-3, BCR-15 723, and BCR-482 to evaluate the reproducibility of the 16 digestion method. Digestion blanks for both digestion 17 procedures were performed as well. 18 The samples were heated from ambient temperature to 19 200 °C in 25 min and maintained at 200 °C for 10 min. Once the 20 samples had cooled, they were transferred in 30 mL PTFE vials. 21 Next, all samples were evaporated at 75 °C maximum to prevent 22 antimony volatilisation due to high temperature 15 . Finally, the 23 dry residue was re-dissolved in 5 mL of 1.5 M HNO3, vials were 24 placed in an ultrasound bath for one hour and then heated 25 hermetically closed at 80 °C for one night. BCR-723 (road dust) showed dark particles in the final 27 digest solution probably consisting of black carbon. These 28 solutions were filtrated with 0.22 µm PVDF filters previously 29 rinsed with 1.5 M HNO3. A filtration blank (1.5 M HNO3) was 30 performed and showed that no significant amount of Sb was 31 released from the filter. 32 2.4. Antimony purification 33 The procedure for antimony purification was adapted from 34 Resongles et al. (2015) 13 . An aliquot of the digest solutions 35 containing 120 ng of Sb, when possible, was evaporated at 75 °C 36 in PTFE vials. Residues were dissolved in 10 mL of 0.5 M HCl, an 37 aliquot of the solution was kept to check Sb concentration. 38 Water sample (NIST 1643f) did not undergo through the 39 digestion process, it was directly acidified to 0.5 M HCl. Sb(V) 40 was reduced into Sb(III) by adding 10% w/v of KI-ascorbic acid 41 (KI/AA) solution to obtain a final concentration of 0.5% w/v and 42 allowing a 3 h reduction time 15 . The elution scheme is 43 summarised in Table 3. The TSP cartridges (0.2 g or 0.7 mL TSP) 44 were set on a Gilson® peristaltic pump with 1.02 mm i.d. Tygon® 45 tubing allowing to run six samples simultaneously (Figure S1). 46 The pump speed was set at 8 rpm, corresponding to a flow rate 47 of 1.0 mL min -1 . First, the system was cleaned by delivering 48 successively 10 mL of ultrapure water, 5 mL of 6 M HCl and 10 49 mL of ultrapure water. TSP was then conditioned with 10 mL of 50 0.5 M HCl. Next, the samples were loaded in 0.5 M HCl, 0.5% 51 w/v KI/AA. One hundred ng of Sb were loaded except for 52 Seronorm™ Whole Blood level II (80 ng), and NCS-DC-73349 (37 53 ng). Antimony was adsorbed on the TSP while major elements 54 and metals passed through with no interaction or weaker 55 interaction. Next, TSP was washed successively with 5 mL of 0.5 56 M HCl and 6 mL of 2.5 M HCl to desorb all the elements which 57 are weakly retained. Finally, Sb was eluted with 6 mL of 6 M HCl. 58 Purified solution was collected and stored at 4 °C until Sb 59 concentration determination, isotopic analyses and interferent 60 concentration measurements. 61 Five procedural blanks were performed to ensure that no Sb 62 contamination occurred at each step: three blanks underwent 63 the purification step only; two other blanks underwent both the 64 digestion and the purification steps. The peristaltic pump tubing 65 used for the purification procedure was changed every five sets 66 of six purified samples to prevent any Sb contamination which 67 could occur due to tubing degradation. Elution scheme for purification of Sb using Thiol-functionalized Silica Powder. All the analyses (ICP-MS, HG-ICP-MS and HG-MC-ICP-MS) were performed on the AETE-ISO Platform (OSU OREME, Université de Montpellier). Antimony and trace element concentration measurement by ICP-MS: ICP-MS iCAP TQ (ThermoScientific®) was used to measure the concentration of antimony and other elements (As, Cd, Co, Cr, Cu, Fe, Ni, Pb, Se, Sn, Zn) in the digest solutions of CRM. Concentrations of residual elements in Sb purified samples were also determined after evaporating an aliquot (one mL at 75 °C) and residue dissolution in 5 mL of 1.5 M HNO3.
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 15 and the KED Mode (Kinetic Energy Discrimination) were used to eliminate polyatomic interferences created in the plasma.Isobaric interferences between two different elements were corrected using mathematical equations based on natural abundance ratios of the interfering elements (routine corrections preset in the instrument software). Element concentrations were determined using an external calibration curve analysed every 20-30 samples. A solution, containing Be, Sc, Ge, Rh and Ir was added on-line to the samples to correct changes in sensitivity (internal standard correction) due to matrix effect and instrument drift. Samples were diluted in 0.HNO3 and SLRS-6 certified material was systematically analysed to check the accuracy of the measurement. Typically, the SLRS-6 was measured at 0.331 ± 0.004 µg L -1 of Sb (n=6, RSD = 1.2%) within 2% of the certified Sb value (average accuracy better than 6% for the other elements).Antimony concentration measurement by HG-ICP-MS:Hydride generation (MP2 hydride ICP, Elemental Scientific®) coupled with ICP-MS iCAP Q (ThermoScientific®) was used to determine
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 1 Figure 1: δ 123 Sb values for purified and unprocessed in-house SPEX isotopic standard analysed over a 3-day analytical session.
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 213 Figure 2: Comparison of the δ 123 Sb values (‰) for the in-house isotopic standard SPEX after 123 Sb/ 121 Sb outliers exclusion using methods A and B.
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 1 Synthesis of existing strategies for Sb purification and Sb isotope analyses by MC-ICP-MS
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Table 4 :

 4 Instrument parameter settings used for Sb isotope analysis by HG-

	54					
	55	uncertainty associated with the calculation of the purification
	56	recovery rate at ± 7% (relative standard deviation) using the
	57	uncertainty of HG-ICP-MS measurement and conventional error
	58	propagation equations 27 . In addition, the external
	59	reproducibility of the purification step, evaluated on four
	60	different CRM (n=3), was better than 5%.
	61					
	62	Antimony isotope ratio measurement by HG-MC-ICP-MS:
	63	Antimony stable isotope measurements were performed with a
	64	MC-ICP-MS (Neptune Plus, ThermoScientific®) coupled with a
	65	hydride generation system (MP2 hydrideICP, Elemental
	66	Scientific®) introducing the sample at 475 µL min -1 . All
	67	instrumental settings are summarised in Table 4. Hydrides are
	68	formed by reacting the sample (1 µg L -1 of Sb in 3 M HCl and
	69	0.5% w/v of KI/AA) with sodium borohydride (1% w/v NaBH4,
	70	0.05% w/v NaOH). A Stable System Introduction quartz cyclonic
	71	spray chamber (Elemental Scientific®) was used to stabilise the
	72	signal.				
	73	Every measurement was composed of one block of 80 cycles
	74	of 4.194 seconds. The 1 µg L -1 Sb concentration resulted in a
	75	signal of 1.8-2 V for the 121 Sb isotope (with a background noise
	76	under 2%). 126 Te has been measured to correct 123 Te isobaric
		interferences on the 123 Sb. However, the average signal
	83					
	84	signal intensity) 1 . The intensity for 120 Sn (isotope abundance of
	85	32.6%) remained constant for all the samples and did not exceed 100
	86	mV. In addition, no increase in 122 Sn intensity in SPEX solution with 1
	87	µg L -1 Sb was observed compared to blank solutions showing that
	88	formation of 121 SbH was not detectable. Thus, no corrections were
	89	made on 121 Sb and 123 Sb from the 120 SnH, 122 SnH and 121 SbH2
	90	interferences	.			
	91	A conventional external correction with the sample-standard
	92	bracketing approach was used to correct the mass bias 28 . An in-house
	93	isotopic Sb standard solution (SPEX) was analysed before and after
	94	every sample as no certified isotopic standard exists for antimony
	95	yet. The isotopic composition of Sb was expressed as δ 123 Sb
	96	(Equation 2) which represents the deviation between the isotope
	97	ratio measured for the sample (	123 𝑆𝑏 121 𝑆𝑏	)	𝑠𝑎𝑚𝑝𝑙𝑒	and the mean isotope
	98	ratio of the in-house isotopic standard (SPEX) measured before and
	99	after the sample (	123 𝑆𝑏 121 𝑆𝑏	)	𝑚𝑒𝑎𝑛 𝑠𝑡𝑑	. Each δ 123 Sb result is the average
	100	value for three different isotopic measurements (n=3), if not
		specified otherwise.			

𝐼 ) • 100 Eq. 1 with mI the mass of Sb in unpurified sample loaded on the TSP cartridge and mF the mass of Sb recovered in the purified sample (in ng). mI and mF were calculated using Sb concentrations measured by HG-ICP-MS. We estimated the 77 intensity on the 126 Te (0.01 to 0.1 mV) did not made necessary 78 the correction on the 123 Sb intensity (difference of 7.10 -5 ‰ on 79 the final 123 Sb/ 121 Sb ratio). 80 SnH and SbH2 interferences for 121 Sb ( 120 SnH) and 81 123 Sb ( 122 SnH, 121 SbH2) was not significant. Indeed, literature showed 82 that the formation of 120 SnH is negligible (less than 0.1% of the 121 Sb 101 15 indicative concentrations and the age of this certified material, 16 it was decided to pursue the purification step with GSD-3 17 despite this inconsistency.

Table 5 :

 5 Extraction yield and purification recovery for the certified reference materials.

  -1 of Fe, or Cu and measured by HG-MC-ICP-MS. Results showed that there was no influence of Fe or Cu for metal:Sb mass ratios Indicative values : a Institute for Reference Materials and Measurements ; b Hall and Pelchat (1997) 30 , c Govindaraju (1994) 29 , d Fadda et al. (1995) 31 ; * µg mL -1 .

			Digestion				Purification
	CRM	Measured concentration (µg g -1 )	Certified value (µg g -1 ) Sb extraction yield (%) n	Sb purification recovery (%)	n
	SDO-1	4.58	4.45 ± 0.35	102.9		1	98	1
	GXR-4	4.50 ± 0.01	4.4 ± 0.8	102.8 ± 0.8	3	84 ± 3	3
	ERM-EC680m	8.0	9.6 ± 0.7	83.3		1	103	1
	BCR 176R	836	850 ± 50	98.3		1	94	1
	BCR 723	26.4 ± 0.3	28.2 ± 2.3 a	93.6 ± 0.9	3	97 ± 3	3
	NIST 2711a	25.3	23.8 ± 1.4	107.3		1	97 ± 2	3
	NCS-DC-70317	4.82	4.44 ± 0.44	108.5		1	89	1
	GSD-3	7.4	5.02 ± 0.12 b , 5.4 c , 6.52 d 147.4 b , 137.0 c , 113.5 d 1	97	1
	PACS-3	14.1	14.6 ± 2.4	96.6		1	98	1
	NCS-DC-73349	0.106	0.095 ± 0.027	112.0		1	79	1
	BCR 482	0.35 ± 0.01	0.35 a	99 ± 3		3	95 ± 4	3
	Whole blood trace elements II	0.026 *	0.026 ± 0.005 *	99.0		1	99	1
	Urines Control Clincheck® level II	0.051 *	0.0475 ± 0.0095 *	107.1		1	99	1
	a,b						
			31				
			32	of 50 on Sb isotope measurement (δ 123 SbFe = 0.02 ± 0.07, 2 sd,
			33	δ 123 SbCu = -0.02 ± 0.02, 2 sd) compared with a pure SPEX
			34	solution. 121 Sb intensities were also not influenced by the
			35	presence of these elements. This demonstrates that Fe
			36	Table 6: Average removal rates obtained from all CRM for the potential
			37	interfering elements and the highest element:Sb ratios measured for
			38	each element in purified samples. The uncertainties were calculated as
			39	the standard deviation obtained from all CRM for each element.
			40	Residual element:Sb ratios for individual CRM are given in
			41	Supplementary Information, Table S2.	
					Element	Percentage removed (%)	Highest Element:Sb ratio in purified samples
					Cd	99.7 ± 0.5	0.00
					Co	98 ± 3		0.1
				Transition	Cr	97 ± 3		0.9
				metals	Cu	99 ± 1		4.7
					Fe	99.9 ± 0.2	13.4
					Ni	97 ± 4		0.3
					As	99.8 ± 0.3	0.03
				Hydride-forming elements	Pb Se	100.0 ± 0.1 > 89	0.2 < 0.1
					Sn	97 ± 3		0.05
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 5 Overall, the δ 123 Sb variation range in geological and 23 environmental CRM reported in Rouxel et al. (2003) 1 (from -24 0.05 ± 0.04‰ to 0.48 ± 0.03‰, 2 sd) is similar to the ones

	25	
	26	measured in this paper for additional environmental and
	27	biological CRM.
	28	4. Conclusions
	29	A single-step purification method for antimony was
	30	developed to analyse isotopic composition by HG-MC-ICP-MS in
	31	samples with low Sb concentration and complex solide
	32	matrices. The purification method has been tested and
	33	validated over a wide range of CRM with various matrices
	34	(geological, environmental, and biological). The good recovery
	35	rates (100 ± 7%) for Sb and abatement rates for interfering
	36	elements (Fe > 99%, Ti > 99%, Cu > 99%, Cr > 97%, Ni > 97%, Cd
	37	> 99%, As > 99%, Sn > 96%) allowed the precise measurement
	38	of Sb isotope ratio. This validates the efficiency of the TSP
	39	protocol to isolate Sb from complex and diverse matrices, to be
	40	analysed by HG-MC-ICP-MS without a pre-treatment step to
	41	eliminate metals as previously reported 1,14 , with a maximal
	42	Fe:Sb initial mass ratio of 50,000. Due to its high affinity with Sb
	43	and its high specific surface area with an important thiol density
	44	per nm², TSP is efficient to purify antimony in samples
	45	containing from 0.026 µg mL -1 (Seronorm™ whole blood II) to
		850 µg g -1 (BCR-176R) of Sb. Purification recovery rates were

).

22 

matrix may lead to unexpected incomplete recovery ; in 43 particular, Fe-rich sample (Fe:Sb > 50000) may still need a pre- were ≥ 97% (Table 6). The concentrations of these elements in 68 the purified samples analysed by HG-MC-ICP-MS were 69 systematically lower than the Sb concentration (metal:Sb ratios 70 < 1, Table 6), except for iron and copper. For iron, there is a body 71 of evidence which suggests that no interference can occur from 72 Fe in the purified CRM: 1) Sb signal suppression related to the 73 oxidation of Sb(III) into Sb(V) by Fe(III) was only evidenced at 74 with both methods were not significantly different but the precision is improved with method B (Table S3). Therefore, method B was selected to further process isotope data.

Two aliquots of the in-house isotopic standard SPEX (named SPEX-1 and SPEX-2) were processed using the purification procedure and analysed by HG-MC-ICP-MS to ensure that the protocol did not cause isotope fractionation. For SPEX-2, the first millilitre of the Sb elution step was collected independently to check whether Sb isotopes were fractionated due to incomplete Sb elution from TSP. δ 123 Sb measured for the two aliquots of the purified in-house isotopic standard SPEX (SPEX-1 and SPEX-2, Figure 1) did not show a significant difference with the unpurified SPEX. Results of the purified SPEX-1 (purification recovery of 94%) showed that no fractionation occurred during the purification (δ 123 Sb = 0.03 ± 0.02‰, 2 sd, n=3). For SPEX-2, 92% of the total Sb was recovered, δ 123 Sb was identical to unpurified in-house isotopic standard SPEX (δ 123 Sb = 0.02 ± 0.05‰, 2 sd, n=3). Thus, partial Sb elution did not induce fractionation of Sb isotopes. A reduction of the volume of Sb elution from 6 mL to 1 mL in the purification procedure could be considered in future work.

Sb isotopic composition in pure Sb standard solutions

The isotopic composition of PlasmaCAL-1 and Fisher pure Sb 

Sb isotopes in certified reference materials (CRM)

Isotopic composition of Sb in studied CRM are presented in Figure 3 and in Supplementary Information (Table S4). δ 123 Sb values ranged between -0.52 ± 0.06‰ and 0.40 ± 0.03‰ (Figure 3). However, most of the CRM had a δ 123 Sb value within a narrower range, between -0.20 and 0.20‰. A few CRM had a slightly negative δ 123 Sb value including BCR-176R (-0.03 ± 0.03‰, 2 sd), NCS-DC-70317 (-0.11 ± 0.03‰, 2 sd) and NIST 1643f (-0.08 ± 0.09‰, 2 sd). The slightly positive δ 123 Sb values were: BCR-482 (0.05 ± 0.05‰, 2 sd, n=3), Clincheck® Urines level II (0.17 ± 0.04‰, 2 sd), Seronorm™ whole blood level II (0.09 ± 0.02‰, 2 sd), GSD-3 (0.15 ± 0.05‰, 2 sd), PACS-3 (0.16 ± 0.02‰, 2 sd), NIST 2711a (0.06 ± 0.02‰, 2 sd) and BCR-723 (0.03 ± 0.05 ‰, 2 sd). The greatest deviations from these narrow range of δ 123 Sb values were observed for ERM-EC680m (0.40 ± 0.03‰, 2 sd), GXR-4 (0.35 ± 0.04‰, 2 sd, n=3), SDO-1 (0.22 ± 0.03‰, 2 sd) and NCS-DC-73349 (-0.52 ± 0.04‰, 2 sd). similar to the ones found in the literature for environmental 47 samples 13,14,17 . 48 Extreme isotopic values were found to be -0.52 ± 0.06‰ (2