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PERCEPTUAL BASED SOLUTION DESIGN FOR THE ANNOYANCE PRODUCED BY A WASHING MACHINE OVER A LIGHTWEIGHT FLOOR: A CASE STUDY IN THE NETHERLANDS
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Lightweight buildings are increasingly popular in Europe due to their lower carbon footprint, speed of construction and flexibility in the design of spaces. However, the inherent lightness of its structure affects sound and vibration insulation properties, especially at low frequencies. Washing machines represent a difficult equipment to insulate. In this case study, part of the ITN project 'Acoutect', the behaviour of a washing machine situated over a real lightweight wooden joists floor has been analysed. Measurements with accelerometers and binaural recordings have been performed in a two-storey masonry house in the Netherlands, in which the first floor is used as laundry while the room underneath is used as bedroom. The core idea of the approach is to split the characterization of the problem in two binaries, merging technical solution and user perception. The results from a subjective evaluation serve as basis for the design of the optimal solution, targeting the specific frequency range of the different washing cycles causing major annoyance on the users.

INTRODUCTION

In contemporary lightweight construction, washing machines represent difficult equipment to insulate, due to their complex dynamic behaviors and the variety of phases during their working cycle. A unique solution is not yet available to tackle the washing machine noise problem in which the elements to consider are multiples: machinery (source), structure (receiver), coupling condition (connection) and annoyance perceived by users. The core idea of this paper is to split the characterization of the problem into two binaries, merging technical solutions and user perception. The investigation took place is a two-storey masonry house in The Netherlands where dwellers were looking for a solution to tackle the annoyance caused by their washing machine which is installed on a wooden lightweight slab. As shown in Figure 1, the case study is a detached house in which the first floor (source room) is used as laundry while the room underneath (receiving room) is used as bedroom. 

METHODOLOGY

In this project, the subjective evaluation is investigated in terms of annoyance and serves as basis for the design of a technical solution. A series of in-situ recordings and measurements were carried out (Figure 2). Filtered signals were used in the listening test with the aim of identify which would be the optimal condition for the users (e.g. critical frequency range, critical part of the washing cycle, etc.). A wooden floor and a washing machine can have infinite unique coupling conditions in an in-situ measurement. A full description of the system physics is bounded to the evaluation of the source, the receiver, and the contact conditions properties. Sound in both the source room and the receiving room were measured when the washing machine has two different loads: 1) 4-7 kg dry/wet towels, resembling a common realistic load for the machine; and 2) 300g magnets, a load which allow good repeatability of measurements. The recordings were then used in the listening test. For its setup, some clips from the binaural recordings of the spinning cycle with the towels load were extracted. The signals were digitally filtered to simulate different floor configurations when: 1) adding an additional carpet finish; 2) adding a floating floor; 3) adding a floating floor and a suspended ceiling. Different types of quantities were measured as shown in Figure 3. Those quantities were used also for an in-situ source characterization purpose. The washing machine, a force hammer and a tapping machine were used as sources, the last one of which was used as a known reference source for a comparison with the washing machine. Operational velocities were recorded at the four contacts and on different structural elements to monitor the dominant vibrational paths. Sound pressure levels in the source and receiving room were recorded as well. The dynamics of the washing machine-timber floor system was obtained experimentally with a force hammer. To validate the estimated source properties, labmeasurements with a twin washing machine was also carried out. 

RESULTS

No significant difference was found between the two loading conditions in terms of velocity level of the floor and sound pressure level in the receiving room. The spinning cycle phase was identified as the loudest part. A frequency spectrum analysis highlighted a peak in the low frequency range, 120dB at 26.6Hz, which is due to the rotational speed of 1600rpm during the spinning cycle. The results of the listening test (Figure 5) show decreasing annoyance when installing a carpet, a floating floor or a floating floor and suspended ceiling solution. Similar trend is followed by the perceived loudness while when asking how thumbing the sound was the ratings made almost no difference between the three solutions investigated 

CONCLUSION

The measurement outcomes highlight the sound pressure level is characterized by a peak of 120 dB at 26.6Hz. This suggests the importance of reducing the sound pressure level in the low frequency range. To increase the acoustic comfort in the receiving room, an insulating solution should be tuned in order to cut out the fundamental tone and its harmonics. The listening test results suggests that the preferred solution, in terms of annoyance, would be to install a floating floor system. The slight further preference that would be achieved with an additional suspended ceiling installation seems not significative to justify the loss of volume in the receiving room.
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 1 Figure 1. View of the house (left), laundry room (upper right), bedroom (lower right).
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 2 Figure 2. Recordings in the receiving and source room.
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 3 Figure 3. Measurements of operational velocities (upper left), coupled mobilities (upper right), and transmission function (lower left: force hammer, lower right: tapping machine).
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 4 Figure 4. Velocity of the floor.
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 5 Figure 5. Listening test results.
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