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Volatile Organic Compounds (VOCs) having different polarities were absorbed in two viscous waste oils (a transformer oil and a lubricant, whose viscosities are equal to 19 mPa s and 79 mPa s, respectively) in a structured packing (1 m height) operated at counter-current. A synthetic hydrophobic solvent (PDMS 20, a silicone oil) and water were also used as reference solvents. Removal efficiencies of hydrophobic VOCs in silicone and transformer oils up to 80-90 % were measured. Nonetheless, owing to a higher viscosity, the removal efficiencies in the lubricant were significantly lower. A deconvolution procedure, based on the Higbie penetration theory, was developed to deduce the local mass transfer coefficients (k L and k G ) from K L a° values. These local coefficients were compared to the predictions of the models of Billet-Schultes (BS) and Song-Seibert-Rochelle (SSR), allowing to conclude that the SSR model better addresses the influence of the viscosity on K L a° than the BS model.

Introduction

Gas scrubbing, based on mass transfer from a gas phase to a liquid phase, can be applied to Volatile Organic Compounds (VOCs) treatment [START_REF] Khan | Removal of Volatile Organic Compounds from polluted air[END_REF][START_REF] Ruddy | Select the best VOC control strategy[END_REF]. Good removal efficiencies can be obtained using water as scrubbing liquid when the targeted VOCs are hydrophilic and/or acidic/basic [START_REF] Biard | Overview of mass transfer enhancement factor determination for acidic and basic compounds absorption in water[END_REF]Busca andPistarino Chiara, 2003a, 2003b). Using water, packed columns operated at counter-current are selected most of the time at industrial scale, even if co-current intensified gas-liquid contactors, such as venturi scrubbers, aero-ejectors, static mixers, etc., could be advantageously used [START_REF] Biard | Intensification of volatile organic compound absorption in a compact wet scrubber at co-current flow[END_REF]. However, many alarming VOCs involved in different industrial sectors, such as BTEX (benzene, toluene, ethylene, xylene), alkanes, etc. are neutral and hydrophobic compounds. Therefore, replacement of water by an non-aqueous phase liquid (NAPL) to remove efficiently these compounds has been recently investigated [START_REF] Bruneel | Increasing mass transfer of volatile organic compounds in air scrubbers: a fundamental study for different gas-liquid systems[END_REF][START_REF] Darracq | Removal of Hydrophobic Volatile Organic Compounds in an Integrated Process Coupling Absorption and Biodegradation-Selection of an Organic Liquid Phase[END_REF][START_REF] Muñoz | Recent advances in two-phase partitioning bioreactors for the treatment of volatile organic compounds[END_REF][START_REF] Muñoz | Two-phase partitioning bioreactors for treatment of volatile organic compounds[END_REF].

However, NAPL have typically viscosities from one to three orders of magnitude higher than water, making difficult to use co-current gas-liquid contactors and implying to select a counter-current packed column. Indeed, even if the higher viscosity of such solvents induces a higher mass transfer resistance in the liquid phase, liquids having viscosities up to two orders of magnitude higher than water can be successfully implemented in packed column according to several studies [START_REF] Billet | Prediction of mass transfer columns with dumped and arranged packings: updated summary of the calculation method of Billet and Schultes[END_REF], 1993a[START_REF] Billet | Modelling of pressure drop in packed columns[END_REF][START_REF] Brunazzi | Hydrodynamics of a gas-liquid column equipped with MellapakPlus packing[END_REF][START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF][START_REF] Minne | The effect of fluid properties and packing size on the hydrodynamics of packed columns[END_REF][START_REF] Song | Mass Transfer Parameters for Packings: Effect of Viscosity[END_REF][START_REF] Song | Effect of Liquid Viscosity on the Liquid Phase Mass Transfer Coefficient of Packing[END_REF].

Several authors studied at the laboratory scale different synthetic NAPLs for VOC absorption, especially silicone oils [START_REF] Chiang | Absorption of Hydrophobic Volatile Organic Compounds by a Rotating Packed Bed[END_REF]Darracq et al., 2010bDarracq et al., , 2010a;;[START_REF] Dumont | Hydrophobic VOC absorption in two-phase partitioning bioreactors; influence of silicone oil volume fraction on absorber diameter[END_REF][START_REF] Guillerm | Characterization and selection of PDMS solvents for the absorption and biodegradation of hydrophobic VOCs[END_REF][START_REF] Patel | Determination and Correlation of the Partition Coefficients of 48 Volatile Organic and Environmentally Relevant Compounds Between Air and Silicone Oil[END_REF][START_REF] Tatin | Physical absorption of volatile organic compounds by spraying emulsion in a spray tower: Experiments and modelling[END_REF], phtalates such as di-2-ethylhexylphtalate (DEHP) [START_REF] Bourgois | Determination of liquid diffusivities of VOC (paraffins and aromatic hydrocarbons) in phthalates[END_REF][START_REF] Bourgois | Solubilities at high dilution of toluene, ethylbenzene, 1, 2, 4-trimethylbenzene, and hexane in di-2-ethylhexyl, diisoheptyl, and diisononyl phthalates[END_REF], adipates such as di-2ethylhexyladipate (DEHA) [START_REF] Hadjoudj | Absorption of Chlorinated VOCs in High-Boiling Solvents: Determination of Henry's Law Constants and Infinite Dilution Activity Coefficients[END_REF]Heymes et al., 2006;Heymes et al., 2006;[START_REF] Mhiri | Intensification of the G/L absorption in microstructured falling film application to the treatment of chlorinated VOC's. Part III: Influence of gas thickness channel on mass transfer[END_REF][START_REF] Monnier | Intensification of G/L absorption in microstructured falling film. Application to the treatment of chlorinated VOC's -part I: Comparison between structured and microstructured packings in absorption devices[END_REF][START_REF] Monnier | Intensification of G/L absorption in microstructured falling film. Application to the treatment of chlorinated VOC's -part II: Modeling and geometric optimization[END_REF][START_REF] Vuong | Determination of the Henry's constant and the mass transfer rate of VOCs in solvents[END_REF] or even ionic liquids [START_REF] Camper | Diffusion and Solubility Measurements in Room Temperature Ionic Liquids[END_REF][START_REF] Ferguson | Solubility, Diffusivity, and Permeability of Gases in Phosphonium-Based Room Temperature Ionic Liquids: Data and Correlations[END_REF][START_REF] Guihéneuf | Absorption of Hydrophobic Volatile Organic Compounds in Ionic Liquids and Their Biodegradation in Multiphase Systems[END_REF][START_REF] Morgan | Diffusivities of Gases in Room-Temperature Ionic Liquids: Data and Correlations Obtained Using a Lag-Time Technique[END_REF][START_REF] Quijano | Potential of ionic liquids for VOC absorption and biodegradation in multiphase systems[END_REF][START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF]Shiflett et al., 2006;Shiflett and Yokozeki, 2006). To reduce the CAPEX related to synthetic NAPLs, cheaper waste oils such as mineral oils, composed of long chained alkanes (fresh and waste lubricant, biodiesel, cutting oil), have been also considered for VOC absorption [START_REF] References Bay | Absorption of volatile organic compounds in biodiesel: determination of infinite dilution activity coefficients by headspace gas chromatography[END_REF][START_REF] Lalanne | Absorption of a mixture of volatile organic compounds (VOCs) in aqueous solutions of soluble cutting oil[END_REF][START_REF] Ozturk | Absorptive Removal of Volatile Organic Compounds from Flue Gas Streams[END_REF]. Recently, Lhuissier et al. [START_REF] Lhuissier | Characterization and selection of waste oils for the absorption and biodegradation of VOC of different hydrophobicities[END_REF] measured the partition coefficients of several VOCs of different nature (either non-polar such as n-heptane or toluene, and polar such as propan-2-ol) in four waste oils (engine, hydraulic, transformer and vegetable oils). They demonstrated that the partition coefficients of these VOCs were lower than in silicone oils. These oils, due to their waste status, might contain volatile compounds and so could cause secondary emissions [START_REF] Ozturk | Absorptive Removal of Volatile Organic Compounds from Flue Gas Streams[END_REF]. They showed that lubricant and transformer oils have low volatilities and are compatible with an absorption process.

Up to now, the assessment of NAPLs for VOCs absorption is mainly based on the determination of the partition coefficients of the VOC/NAPL system. Only two experimental studies assessed toluene mass transfer in DEHA and silicone oil in laboratory scale packed columns [START_REF] Guillerm | Absorption of toluene in silicone oil: Effect of the solvent viscosity on hydrodynamics and mass transfer[END_REF][START_REF] Heymes | Hydrodynamics and mass transfer in a packed column: case of toluene absorption with a viscous absorbent[END_REF], maybe because this kind of study is time-consuming and requires high footprint and expensive set-ups. These studies confirmed the potential of NAPL for VOC absorption but did not allow to determine the values of the local mass transfer coefficients (k L and k G ) and of the interfacial area (a°), which would allow to quantify accurately the influence of the solvents' characteristics (particularly the viscosity). In a previous paper, Lhuissier et al. [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF] studied the hydrodynamics of lubricant and transformer waste oils in a lab-scale packed column of 0.12 m of internal diameter filled with a Flexipac® structured packing (packing height of 1 m). Their results showed that it was possible to operate countercurrent packed column with viscous waste oils, especially the transformer oil. Lower loading and flooding gas superficial velocities than with water were however determined.

Nonetheless, no experimental study dealing with VOC absorption in waste oils in a packed column has been reported yet. Thus, the main purpose of this study was to assess the potential of lubricant and transformer oils for VOC absorption in the same packed column used by Lhuissier et al. [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF], in comparison to water and a synthetic silicone oil. Seven VOCs of different natures and with various polarities (n-heptane, ethyl acetate, propan-2-ol, methylisobutylketone (MIBK), toluene, m-xylene and 1,3,5-trimethylbenzene (TMB), whose the octanol-water partition coefficients are summarized Table A.1 in Appendix) were selected [START_REF] Lhuissier | Characterization and selection of waste oils for the absorption and biodegradation of VOC of different hydrophobicities[END_REF]. Both the VOC removal efficiencies and the overall volumetric liquid-phase mass transfer coefficients K L a° were determined. Then, a deconvolution procedure based on the Higbie penetration theory [START_REF] Higbie | The rate of absorption of a pure gas into still liquid during short periods of exposure[END_REF] was applied to determine the local liquid and gas-side mass transfer coefficients (k L and k G ). Finally, the accuracy of the Billet-Schultes (BS) and Song-Seibert-Rochelle (SSR) models was evaluated. This procedure provided significant insights on the influence of the viscosity on the mass transfer rate.

Material and methods

Pilot-scale packed column

The experimental set-up, whose the main elements are the packed column operated at counter-current, a fan to feed the column with air at the bottom and a centrifugal pump to feed the fresh scrubbing liquid at the top of the column, has been already described by [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF]. The packed column (internal column diameter D col = 0.12 m and height Z = 1 m) was filled with a Flexipac® 500Z HC structured packing. The polluted air was generated through the vaporization of liquid VOC (contained in a gas-tight syringe) in the air stream by means of a syringe driver, to reach VOC concentrations between 20 and 110 mgC m -3 . For each liquid absorbent, the gas and liquid superficial velocities were unvaried and selected in the loading zone [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF], targeting values of the gas superficial velocities in the range 0.74-0.90 m s -1 (Table 1). The VOC concentration at the inlet and the outlet of the column was quantified at steady-state by gas chromatography and flame ionization detection (GC Focus, oven temperature at 40°C, injector temperature at 125°C, detector temperature 190°C, carrier gas pressure at 2.5 kPa). 

Chemical products

The physico-chemical properties of the three NAPLs are presented Table 2. The silicone oil used (polydimethylsiloxane, PDMS 20) was Rhodorsil 47V20 provided by Bluestar Silicones. The two waste oils were provided by Chimirec (Javené, France) [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF]. 

Results and discussion

Removal efficiencies measurement

The experimental removal efficiencies (E G defined according to Eq. 1) of the seven VOCs in the four different solvents are summarized in Tables 3456.

Equation 1 𝐸 𝐺 = 𝐶 𝐺,𝑖𝑛 -𝐶 𝐺,𝑜𝑢𝑡 𝐶 𝐺,𝑖𝑛 C G,in and C G,out are the inlet and the outlet VOC concentrations in the gas phase, respectively. On the one hand, removal efficiencies of the four non-polar VOCs (toluene, mxylene, 1,3,5 TMB and n-heptane) in water were negligible whereas they were higher than 80% in transformer oil and PDMS 20. The removal efficiencies of these four VOCs were higher in the lubricant than in water but lower than in the transformer oil and PDMS 20, showing the detrimental influence of the solvent viscosity. With a moderate viscosity (around 19 mPa s) and a high affinity with most of the targeted VOCs, transformer oil exhibits slightly lower removal efficiencies than silicone oil (PDMS) owing to lower diffusivities. Given its lower CAPEX than PDMS, transformer oil would be a suitable liquid absorbent for an industrial application. On the other hand, removal efficiencies of the three more polar VOCs (ethyl acetate, MIBK and isopropanol) were in the range 78-99.9% in water (Table 6), and were in all cases better than in the three NAPLs, showing that water remains the most appropriate solvent to remove polar VOCs.

In order to rationalize these results, the absorption factor A, defined Eq. 2 [START_REF] Biard | Intensification of volatile organic compound absorption in a compact wet scrubber at co-current flow[END_REF][START_REF] Roustan | Transferts gaz-liquide dans les procédés de traitement des eaux et des effluents gazeux[END_REF], was calculated and the obtained values are summarized in Tables 3 to 6:

Equation 2 𝐴 = 𝑅𝑇 𝐻 𝐹 𝐿 𝐹 𝐺
H (Pa m 3 mol -1 ) are the Henry's law constants of the solute/solvent systems extracted from the literature [START_REF] Guillerm | Characterization and selection of PDMS solvents for the absorption and biodegradation of hydrophobic VOCs[END_REF][START_REF] Lhuissier | Characterization and selection of waste oils for the absorption and biodegradation of VOC of different hydrophobicities[END_REF][START_REF] Staudinger | A critical compilation of Henry's law constant temperature dependence relations for organic compounds in dilute aqueous solutions[END_REF]. Obviously, E G increases with the absorption factor A for a given solvent (this behavior is easier to observe Fig. 4, which is introduced in Part 3.5). Thus, E G values higher than 90% were measured in an only 1 m height column for the solvent/VOC couples characterized by an absorption factor A higher than 15-20. It confirms that the increase of the hydrophobic VOC/solvent affinity using NAPL is undoubtedly more beneficial than the lower mass transfer rate in the liquid phase caused by the higher viscosity. In order to treat efficiently a mixture of non-polar and polar VOCs, two packed columns in series, one fed with an NAPL and another one fed with water, would be a pertinent solution. 

Solvent = transformer oil Experimental results

SSR model Adjusted SSR model

H A E G exp 10 4 ×K L a°HTU OL 10 4 ×K L a RE K L a°E G RE E G 10 4 ×K L a RE K L a°E G RE E G R L Compound Pa m 3 mol -1 s -1 m s -1 s -1 n-
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Solvent = water Experimental results

SSR model Adjusted SSR model

H A E G exp 10 4 ×K L a°HTU OL 10 4 ×K L a RE K L a°E G RE E G 10 4 ×K L a RE K L a°E G RE E G R L Compound Pa m 3 mol -1 s -1 m s -1 s -1 n-heptane 2.08×10 5 1.43×10 -

Calculation of the experimental K L a° values

The experimental values of the overall volumetric mass transfer coefficients in the liquid phase K L a° were deduced from the experimental removal efficiencies E G and the absorption factor A considering the HTU-NTU method considering gas and liquid plug-flows at counter-current and at steady-state [START_REF] Biard | Volatile organic compounds absorption in packed column: theoretical assessment of water, DEHA and PDMS 50 as absorbents[END_REF][START_REF] Dumont | Mass transfer in multiphasic gas/liquid/liquid systems. KLa determination using the effectiveness-number of transfer unit method[END_REF][START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF].

𝐾 𝐿 𝑎°= 𝐹 𝐿 𝑆 𝑐𝑜𝑙 × 𝑍 1 𝐴 -1 ln ( 𝐴 -𝐸 𝐺 𝐴.(1 -𝐸 𝐺 ) ) 𝐸 𝐺 = 𝐴 ( 1 -𝑒𝑥𝑝 ( (1 -𝐴) 𝐾 𝐿 𝑎°× 𝑆 𝑐𝑜𝑙 × 𝑍 𝐹 𝐿
))

𝐴 -𝑒𝑥𝑝 ( (1 -𝐴) 𝐾 𝐿 𝑎°× 𝑆 𝑐𝑜𝑙 × 𝑍 𝐹 𝐿 ) 𝑍 = 𝑁𝑇𝑈 𝑂𝐿 × 𝐻𝑇𝑈 𝑂𝐿
with HTU OL and NTU OL Equation 3

= 𝐹 𝐿 𝑆 𝑐𝑜𝑙 × 𝐾 𝐿 𝑎°= 1 𝐴 -1 ln ( 𝐴 -𝐸 𝐺 𝐴.(1 -𝐸 𝐺 ) )
S col is the column cross-section (m 2 ). K L a° depends on the local gas and liquid-side mass transfer coefficients (k G and k L ) and on the interfacial area according to Eq. 4: Equation 4𝐾 𝐿 𝑎°= ( 1

𝑘 𝐿 + 𝑅𝑇 𝐻𝑘 𝐺 ) -1
𝑎°K L a° values have orders of magnitude of 10 -4 and 10 -3 s -1 (Tables 3456), consistent which those measured by Guillerm et al. [START_REF] Guillerm | Absorption of toluene in silicone oil: Effect of the solvent viscosity on hydrodynamics and mass transfer[END_REF] and [START_REF] Heymes | Hydrodynamics and mass transfer in a packed column: case of toluene absorption with a viscous absorbent[END_REF] for the case of toluene absorption in silicone oil and DEHA, respectively. For the particular case of MIBK absorption in water, K L a° is even higher (1.64×10 -2 s -1 ). To support the reliability of these values, a sensitivity analysis has been performed (Supplementary material, 3 to 6. The results show that the values of K L a° determined are poorly sensitive to the values of A (i.e. to the values of F L , F G and H according to Eq. 2) taken into account when applying Eq. 3, with corresponding elasticity indexes lower than 2. Thus, even if the values of H considered could be affected by experimental uncertainties, their influence remains limited. The sensitivity to the measured gas concentration (i.e. to the removal efficiency) is more significant for the specific case of the lubricant. Nonetheless, only point (corresponding to ethyl acetate removal in the lubricant) was determined at a high value of H (7.20), with a corresponding elasticity index of around 7.2. Thus, only in that case, a significant experimental uncertainty on the measured value of E G can affect the value of K L a° with a great extent. All the other values of K L a° should be reliable.

In agreement with Eq. 4, K L a° decreases with the Henry's law constant H. At similar values of H, K L a° decreases also with the dynamic viscosity  L , which is clearly emphasized by the data relative to the lubricant (Table 3).

Indeed, a higher viscosity increases the mass transfer resistance in the liquid phase, directly through lower turbulences and indirectly through lower diffusivities [START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF][START_REF] Song | Mass Transfer Parameters for Packings: Effect of Viscosity[END_REF][START_REF] Song | Effect of Liquid Viscosity on the Liquid Phase Mass Transfer Coefficient of Packing[END_REF].

Besides, at similar values of H and of the viscosity  L , K L a° values are slightly lower in transformer oil than in PDMS 20, which might be justified by the influence of D L , the diffusivity in the liquid phase (Table A.1 in appendix). The lower diffusivities in the waste oils are induced by their low molar volumes [START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF]. In order to address more extensively the influence of the solvent viscosity and of the diffusivity on the overall mass transfer coefficients, a deconvolution procedure is developed part 3.3. 

Deconvolution procedure using the Higbie penetration theory

Step 1: Calculation of the interfacial area

Model Correlation

Eq. number a° calculation requires beforehand calculation of the loading and flooding points and of the liquid holdup h L (Table 4 in [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF]). Determined for 0.74×10 -6 ≤

 L / L ≤ 142×10 -6 m 2 s -1 𝑘 𝐿 = 𝐶 𝐿 × 12 1 6 × ( 𝑈 𝐿 ℎ 𝐿 ) 0.5 × ( 𝐷 𝐿 𝑑 ℎ ) 0.5 Determined for 0.14×10 -6 ≤  L / L ≤ 1.66×10 -6 m 2 s -1
Equation 5

BS (Billet andSchultes, 1999, 1993b)

𝑘 𝐺 = 𝐶 𝑉 × 1 (𝜀 -ℎ 𝐿 ) 0.5 𝐴 𝑝 0.5 𝑑 0.5 ℎ × 𝐷 𝐺 × ( 𝜌 𝐺 𝑈 𝐺 𝐴 𝑝 𝜇 𝐺 ) 0.75 ( 𝜇 𝐺 𝜌 𝐺 𝐷 𝐺 ) 1 3 Determined for 0.14×10 -6 ≤  L / L ≤ 1.66×10 -6 m 2 s -1
Equation 6

𝑎 0 𝐴 𝑝 = 1.16 × 𝜂 × (( 𝜌 𝐿 𝜎 𝐿 ) × 𝑔 0.5 × 𝑈 𝐿 × 𝐴 𝑝 -1.5 ) 0.138  = 1.
15 for a structured packing in steel operated in the loading zone Equation 7𝑘 𝐿 = 0.12 × 𝑈 𝐿 0.565 ( Equation 9

In this study, the selected gas and liquid flow rates, and consequently the interfacial area a°, were unchanged for a given solvent. Thus, for each solvent, only the overall mass transfer coefficient K L is expected to vary with the nature of the VOC (through the variations of H, D L and D G ).

Two models have been considered to estimate the values of a° (Table 7). These models were developed for both random and structured packing, and not only for water-like solvents:

 The Billet-Schultes correlations were developed in the nineties (Billet andSchultes, 1999, 1993b). These correlations require the use of several constants specific of the selected packing (C V and C L ). Besides, the loading and flooding points have to be determined beforehand by numerical resolution [START_REF] Billet | Prediction of mass transfer columns with dumped and arranged packings: updated summary of the calculation method of Billet and Schultes[END_REF][START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF]. According to this model, the liquid holdup h L, and consequently the interfacial area a °, depend significantly on the solvent viscosity.

 The Song-Seibert-Rochelle correlation [START_REF] Song | Mass Transfer Parameters for Packings: Effect of Viscosity[END_REF] was developed a few years ago particularly for viscous solvents up to 70 mPa s. This model presents the advantage to be easy to implement, with no packing-specific constant required. The authors tested 39 different random or structured packings in various materials (stainless steel or plastic). Contrarily to the observations of Billet-Schultes, they concluded that the interfacial area does not depend significantly on the liquid viscosity (unlike to the liquid holdup) [START_REF] Song | Mass Transfer Parameters for Packings: Effect of Viscosity[END_REF].

Table 8 summarizes the interfacial area calculated with the two models. A significant deviation between them is observed, especially for water, which would exhibit a significantly lower interfacial area a° according to the BS model (around three times). The values of K L were deduced from the K L a° experimental values divided by the interfacial area a° previously calculated using both the BS and SSR models (Table 8). The values of D L and D G computed are summarized in appendix (Table A.1). The correlations of the literature are rather inaccurate for the calculation of D L in viscous solvents [START_REF] Biard | A simple and timesaving method for the mass-transfer assessment of solvents used in physical absorption[END_REF][START_REF] Bourgois | Determination of liquid diffusivities of VOC (paraffins and aromatic hydrocarbons) in phthalates[END_REF][START_REF] Hadjoudj | Measurements of diffusivity of chlorinated VOCs in heavy absorption solvents using a laminar falling film contactor[END_REF][START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF].

Consequently, two correlations were considered for the sake of comparison, the well-known correlation of Wilke-Chang and the correlation of Rodriguez et al. developed with ionic liquids having viscosities around 50 mPa s [START_REF] Perry | Perry's chemical engineers' handbook[END_REF][START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF][START_REF] Roustan | Transferts gaz-liquide dans les procédés de traitement des eaux et des effluents gazeux[END_REF]. correlations for D L and both the BS and SSR correlations for a° (four methods). As expected, linear relationships are obtained even if a significant dispersion of the points attributed to the experimental uncertainties on E G (and then on K L a °) and on the computed values of H, is observed (See the sensitivity analysis, in the part 1 of the supplementary material). Then, values of and were deduced for each solvent and each method from the 𝜏 𝐿 𝜏 𝐺 y-intercept and the slope, respectively (Table 9). particularly high (Method #1 vs. Method #2 and Method #3 vs. Method #4), which was expected regarding the significant differences of a° values predicted by the two models (Table 8). Considering the BS model, very different values of are found (Method #2 and Method #4), which is unlikely considering that the gas velocities 𝜏 𝐺 were quite similar from one solvent to another (Table 3).

 G 0.5  L 0.5  G 0.5  L 0.5  G 0.5  L 0.5  G 0.5  L 0.
increased with the solvent viscosity (except with 𝜏 𝐿 the Method #2), in agreement with an expected higher renewal time of liquid elements at the liquid-gas interface due to lower turbulences. Thus, the SSR might appear as more accurate. Nonetheless, a deeper analysis (part 3.3.3, step 3) is required to quantify the real influence of the solvent viscosity on the mass transfer resistance in the liquid phase and to assess which model (among the BS and SSR models) better considers this effect.

Step 3: evaluation of the reliability of  L values with BS and SSR models

The correlations of BS and SSR to calculate k L and k G are summarized Table 7.

 According to the SSR model (Eq. 8), k L ∝U L 0.565  L -0.40  L 0.40 D L 0.5 . According to Eq. 10, it leads to: Equation 13ln (𝜏 𝐿 0.5 𝑈 𝐿 0.565 𝜌 𝐿 0.40 ) ∝ 0.40 ln(𝜇 𝐿 )

 According to the BS model (Eq. 5), k L ∝U L 0.5 h L -0.5 D L 0.5 . According to Eq. 10, it leads to: Equation 14ln (𝜏 𝐿 0.5 𝑈 𝐿 0.5 ) ∝ 0.50ln (ℎ 𝐿 )

Thus, taking into account the four values of  L found (Methods #1 to #4, Table 9), was ln (𝜏 𝐿 0.5 𝑈 𝐿 0.565 𝜌 𝐿 0.40 ) plotted against (Fig. 2) and was plotted against (Fig. 3). Each point corresponds to ln (𝜇 𝐿 ) ln (𝜏 𝐿 0.5 𝑈 𝐿 0.5 ) ln (ℎ 𝐿 ) one solvent. Whatever the method used to determine  L (Table 9), the proportionality between ln (𝜏 𝐿 0.5 𝑈 𝐿 0.5 ) and h L (h L is determined with the BS model) is low (Fig. 3). Furthermore, the slopes of the linear regression applied (from 1.13 to 3.39) are far from the expected value of 0.50 (Eq. 14). Indirectly, it means that the BS model badly correlates k L and  L to the viscosity. On the contrary, the linearity is better when is plotted ln (𝜏 𝐿 0.5 𝑈 𝐿 0.565 𝜌 𝐿 0.40 ) against (Fig. 2), even if a dispersion of the points relative to transformer and silicone oils is observed.

ln (𝜇 𝐿 )

Furthermore, when a° is calculated with the SSR model (Methods #1 and #3, red triangles and green diamonds, 2 and7) . The influence of the considered correlation used to calculate D L is limited on Fig. 2. However, using the correlation of Rodriguez et al., a better determination coefficient (R 2 = 0.89; green points) and a slope of 0.44 closer to the expected value of 0.40 are obtained. Thus, the values of  L and  G determined with the Method #3 (Table 9) will be considered in the part 3.3.4 to calculate the experimental values of k L and k G .

3.3.4.

Step 4: Determination of the experimental local mass transfer coefficients k L and k G k L and k G (Table 10) were calculated according to Eqs 10 and 11 with the values of  G and  L determined with Method #3 (Table 9). On the one hand, k G values are in a narrow range, from 0.0089 m s -1 (n-heptane in water) to 0.0192 m s -1 (isopropanol in lubricant), consistent with the order of magnitude usually observed in packed column [START_REF] Rodriguez Castillo | Assessment of VOC absorption in hydrophobic ionic liquids: Measurement of partition and diffusion coefficients and simulation of a packed column[END_REF]. The values of k G depends on the nature of the solvent only because slightly different gas superficial velocities were used. On the other hand, k L values are stretched on two orders of magnitude, from 1.01×10 -6 (n-heptane in lubricant) to 1.25×10 -4 m s -1 (isopropanol in water), highlighting the influence of the solvent viscosity μ L on k L through its impact on both D L and on the liquid phase turbulence. Thus, particularly low values of k L are obtained in viscous solvents. For a given solvent, the slight dispersion of the values of k L and k G are only due to the small variations of D L and D G , respectively. In the part 3.4, these experimental values of k L and k G are compared to the values predicted by the BS and SSR models (Table 7).

Comparison between experimental and predicted k L and k G values

3.4.1. SSR model assessment SSR model [START_REF] Song | Mass Transfer Parameters for Packings: Effect of Viscosity[END_REF] is particularly appealing owing to its easy application. Developed for viscous solvents, it does not require any packing-dependent or fluid-dependent constant. Besides, according to the part 3.3.3, it accurately describes the influence of the viscosity on k L and a°. water, respectively. On the other hand, the model overestimates k G more than twice (ARE = 131%). Taking into account these modeled values of k L and k G , K L a° values were calculated according to Eq. 4 and are summarized in Tables 3456. In this case, modeled K L a° values calculated according to Eq. 3 are overestimated with an ARE of 83% (Tables 3456). Indeed, except in few cases (non-polar VOCs absorption in water), the resistance in the gas phase cannot be neglected and the errors on the determined k G values affect significantly K L a°. Actually, R L , the relative resistance in liquid phase calculated according to Eq. 15 [START_REF] Biard | Volatile organic compounds absorption in packed column: theoretical assessment of water, DEHA and PDMS 50 as absorbents[END_REF], is not equal to one, contrary to the intuition which could suggest that the whole mass-transfer resistance might be located in the liquid phase using viscous solvents.

Equation 15

𝑅 𝐿 = ( 1 + 𝑅𝑇𝑘 𝐿 𝑘 𝐺 ) -1
More precisely, R L is in the range from 21 to 99% in the three NAPLs (Tables 345). In water, R L tends toward one only for the non-polar VOCs, showing that for these specific cases, which would be unsuitable for industrial applications, the mass-transfer resistance might be entirely located in the liquid-phase (Table 6).

To improve the reliability of the SSR model, a correction factor C 1 was applied to the K L a° values determined by the SSR model (adjusted SSR model). The value of C 1 (= 0.640) was determined by minimizing the sum of the relative errors between the experimental and modeled values of K L a°. With this correction factor, ARE between the experimental and modeled K L a° values climbed to 32% (Tables 3456). The parity plots relative to K L a° between the SSR and adjusted SSR models are presented as supplementary material (Fig S.4). It shows that the influence of the viscosity is well taken into account by the SSR model, in agreement with the analysis of the part 3.3.3, and that the adjusted SSR model fits well to the experimental data. The dispersion of the points is justified by the experimental uncertainties on the determined removal efficiencies but also on the Henry's law constant values H extracted from the literature [START_REF] Guillerm | Characterization and selection of PDMS solvents for the absorption and biodegradation of hydrophobic VOCs[END_REF][START_REF] Lhuissier | Characterization and selection of waste oils for the absorption and biodegradation of VOC of different hydrophobicities[END_REF][START_REF] Staudinger | A critical compilation of Henry's law constant temperature dependence relations for organic compounds in dilute aqueous solutions[END_REF], which were used to determine the experimental values of K L a° (part 3.2), in agreement with the sensitivity analysis (Figs. S1(b) to S3 (b)).

BS model assessment

Billet-Schultes model requires beforehand to calculate the liquid holdup (Table 8) following the set of equations that they developed (Billet andSchultes, 1999, 1993b) with the viscosity were found (C L = 0.157 considering lubricant to 0.991 considering water). This observation, in agreement with the analysis performed part 3.3.3 (Fig. 3), confirms that the model cannot predict accurately the influence of the viscosity on k L and/or on h L . The BS model relative to mass transfer coefficients determination was developed with solvents having kinematic viscosities in the range from 0.14 to 1.66×10 -6 m 2 s -1 , which includes only water among the four tested solvents [START_REF] Billet | Prediction of mass transfer columns with dumped and arranged packings: updated summary of the calculation method of Billet and Schultes[END_REF]. The kinematic viscosities of the three NAPLs are one order of magnitude higher (Table 8), from 2.2×10 -5 (silicone and transformer oils) to 9.0×10 -5 m 2 s -1 (lubricant); thus, such a discrepancy is not surprising. Therefore, only the SSR model is taken into account in the next part to model the removal efficiency.

Calculation of the removal efficiency E G

From the previously calculated values of K L a° (Tables 3456 (Fig S.5). Thus, even with the original SSR model, a satisfactory agreement can be obtained, owing to the fact that the removal efficiency has a rather low sensitivity to K L a° as demonstrated by the sensitivity analysis provided in the supplementary material (Fig.

S.1(a) to S.3(a)), with corresponding elasticity indexes in the range from 0.01 to 0.80, depending on H. Indeed, the sensitivity of the output E G to the input K L a° is low with elasticity indexes lower than 1 whatever the solvent considered. Furthermore, the sensitivity to the Henry's law constant H, and so to the absorption factor A, is also characterized by elasticity indexes lower than one. Nonetheless, contrarily to K L a° values, which remain in a narrow range for a given solvent, H values can vary over several orders of magnitude. Fig. 4 shows E G dependence (calculated with the adjusted SSR model) on the absorption factor A for the various VOC/solvent systems. It

shows that E G higher than 90% is obtained when A is higher than 20, whatever the solvent. Using viscous solvents, low loading and flooding points are involved, requiring to operate at low L/G ratio [START_REF] Lhuissier | Experimental evaluation and modeling of the hydrodynamics in structured packing operated with viscous waste oils[END_REF] meaning that A higher than 20 would be only feasible for low values of H (i.e. high affinity between solute and solvent).

For values of A lower than 20, E G is more sensitive to solvent viscosity. This behavior is easier to observe in Fig. 

Conclusions

The aim of this study was to investigate the absorption of seven non-polar and polar VOCs in two viscous waste oils, silicone oil and water in a laboratory-scale structured packing (internal diameter of 0.12 m). Removal efficiencies and overall volumetric mass transfer coefficients K L a° were measured for L/G ratios ranging from 1.5 to 10.2 depending on the solvent, and the overall volumetric mass transfer coefficients K L a° were deduced from the removal efficiencies using the NTU-HTU method.

Measured removal efficiencies confirmed the potential of transformer oil for the absorption of hydrophobic VOCs, with removal efficiencies higher than 80-90 % using only a 1 m height packed column. On the contrary, owing to a higher viscosity, not compensated by better affinities for VOC, the measured removal efficiencies in lubricant were significantly lower.

The Higbie penetration theory was applied to deconvolute K L a°, allowing to determine the local liquid and gasside mass transfer coefficients k L and k G . These coefficients were compared to those calculated with the BS and SSR models. The SSR model describes accurately the influence of the solvent viscosity on K L a°. Nonetheless, this model overestimates K L a° with an average relative error of 83%. Thus, a corrective factor was applied to K L a°, allowing to decrease its relative error to 32%. With this modified model, the removal efficiency was predicted by the NTU-HTU method with a relative error of 7% and no bias related to the solvent viscosity (14% with the original model but in that case the removal efficiency is always overestimated by the model). Consequently, with the SSR model, the removal efficiency can be fairly predicted in a given packed column knowing only the partition coefficient and the solvent properties (viscosity, density, molar mass and surface tension) avoiding timeconsuming and expensive lab-scale or semi-industrial scale experiments.

This study demonstrates that absorption of hydrophobic VOCs in viscous waste oils could be a feasible technical option. Nonetheless, high volumes of waste oils would be necessary for an industrial application. In that case, a solvent regeneration unit might be necessary making a technical and economical feasibility study necessary.
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Nomenclature

A: absorption factor (defined Eq. 2)

A P : specific surface area of packing (m 2 m -3 ) [START_REF] Roustan | Transferts gaz-liquide dans les procédés de traitement des eaux et des effluents gazeux[END_REF]. In water, the correlation of Hayduk and Laudie was used [START_REF] Hayduk | Prediction of diffusion coefficients for nonelectrolytes in dilute aqueous solutions[END_REF][START_REF] Roustan | Transferts gaz-liquide dans les procédés de traitement des eaux et des effluents gazeux[END_REF] 

  values, experimental and modeled K L a° values and relative mass transfer resistance in the liquid phase R L , for the transformer oil. RE corresponds to the relative error between the modeled and experimental values of E G and K L a°. The adjusted SSR model corresponds to the SSR model (Eqs. 7-9) in which K L a° deduced from Eq. 4 is corrected with the correction factor C 1 (part 3.4).

  values, experimental and modeled K L a° values and relative mass transfer resistance in the liquid phase R L , for water. RE corresponds to the relative error between the modeled and experimental values of E G and K L a°. The adjusted SSR model corresponds to the SSR model (Eqs. 7-9) in which K L a° deduced from Eq. 4 is corrected with the correction factor C 1 (part 3.4).

  Fig. S.1(b) to Fig. S.3(b)) through the calculation of the elasticity indexes relative to the output K L a°. Both the absorption factor A and the measured gas concentration (which influences directly the values of E G measured according to Eq. 1) were considered as the inputs. The elasticity indexes were evaluated for H values lower than 20 in agreement with the values reported in Tables

  of the renewal times  L and  G at the interface according to the Higbie penetration theory According to Eq. 4, K L depends only the Henry's law constant H and the local mass transfer coefficients k L and k G , which depend respectively on liquid and gas diffusivities D L and D G . According to the Higbie penetration theory[START_REF] Higbie | The rate of absorption of a pure gas into still liquid during short periods of exposure[END_REF], the gas-liquid interface consists of liquid and gas infinitesimal elements continuously renewed at the surface. Furthermore, local mass transfer coefficients are directly proportional to the square root of the diffusivities and τ L and τ G , the renewal times of the liquid and gas elements at the gas-liquid interface: Eqs. 4, 10 and 11, Eq. 12 is obtained(Biard et al., 

Thus

  

  Figure 1: as a function of for the four solvents. (a): Method #1, D L from Rodriguez et al. and a° from SSR 𝟒.𝑫 𝑳 𝝅 𝑲 𝑳

  respectively), the slopes (0.44 when D L is estimated with the Rodriguez et al. correlation, 0.47 when D L is estimated with the Wilke-Chang correlation) are close to the expected values of 0.40 (Eq. 13). It shows that the SSR model for the prediction of both k L and a° (Eq. 8 and 9) correlates accurately the experimental data to the solvents and solutes properties (H, D L , D G and more particularly the solvent viscosity  L ). Contrarily to the BS model, the SSR model was entirely built using solvents with viscosities up to 70 mPa s, covering the range of viscosity of the solvents used (Tables

  . Besides, the two packing-dependent constants C L and C V , unknown for the studied packing, have been determined (C L = 0.355 and C V = 0.109) by trying to minimize the sum of the relative errors between the experimental and modeled values of k L and k G . ARE between the experimental and modeled values of k L and k G were respectively equal to 40% and 20% (Table 10). C L and C V values were significantly lower than the ranges determined by Billet and Schultes for other packings, particularly C L (the lowest values of C L and C V determined by BS are respectively 0.739 and 0.167 (Billet and Schultes, 1999)). With this value of C L , the values of k L for the transformer oil and the lubricant (the solvents with intermediate viscosities) are well estimated, but the values for the lubricant and water are clearly overestimated (by a factor 2.25) and underestimated (by a factor 2.79), respectively. Here, the proposed value of C L was optimized taking into account the four solvents. Nonetheless by considering each solvent independently, increasing values of C L

Figure 4 :

 4 Figure 4: Modeled removal efficiency (adjusted SSR model) against the absorption factor A for the four solvents.

  a°: interfacial area relative to the packing volume (m 2 m -3 ) ARE: Average Relative Error BS: Billet-Schultes C G,in and C G,out : inlet concentration and outlet concentration in the gas phase (mg m -3 or ppmv) C V , C L : constants relative to each commercial packing according to Billet-Schultes d h : hydraulic diameter = 4/a (m) DEHA: di-2-ethylhexyladipate D L , D G : diffusion coefficient in the liquid and in the gas phase (m 2 s -1 ) D col : column diameter (m) E G : removal efficiency F: volume flowrate (m 3 h -1 or m 3 s -1 ) g: specific gravity constant (9.81 m s -2 ) G: gas mass flowrate (kg s -1 ) h L : liquid holdup (-) HTU OL : overall height of a transfer unit in the liquid phase (m) = 𝐹 𝐿 𝑆 𝑐𝑜𝑙 × 𝐾 𝐿 𝑎°k G : local gas-side mass transfer coefficient (m s -1 ) k L : local liquid-side mass transfer coefficient (m s -1 ) K L : overall liquid-side mass transfer coefficient (m s -1 ) K L a°: overall volumetric mass transfer coefficient in the liquid phase (s -1 ) L: liquid mass flowrate (kg s -1 ) MIBK: methylisobutylketone NAPL: non-aqueous phase liquid NTU OL : overall number of transfer units in the liquid phase = 1 𝐴 -1 ln ( 𝐴 -𝐸 𝐺 𝐴.(1 -𝐸 𝐺 ) ) PDMS: polydimethylsiloxane U: superficial velocity (m s -1 ) VOC: volatile organic compound Z: packing height (m) R: ideal gas constant (8.314 J mol -1 k -1 ) RE: Relative error (in absolute value) R L : relative resistance of the liquid phase (dimensionless) T: temperature (K) TMB: trimethylbenzene S col : column section (m 2 ) SSR: Song-Seibert-Rochelle V mol : molar volume (cm 3 mol -1 ) Greek letters : packing void fraction (-)  density (kg.m -3 ) : dynamic viscosity (Pa s) : renewal times of fluid elements at the gas-liquid interface (sin the gas phase and in the liquid phase at 25°C of the seven VOCs in the four solvents. For the diffusivities in the liquid phase in the three NAPLs, two correlations, those of Wilke-Chang (#1) and those of Rodriguez et al. (#2) were considered (Rodriguez Castillo et al., 2019;

  

Table 1 : Selected operating conditions

 1 

		Lubricant Transformer oil	PDMS	Water
	Pressure P (bar)		1		
	Temperature T (°C)		25		
	Column diameter D col (m)		0.12		
	Packing height Z (m)		1		
	Gas flow rate F G (m 3 h -1 )	36.6	34.7	33.0	30.0
	Liquid flow rate F L (L h -1 )	73.2	182	201	360
	L/G	1.5	3.9	4.7	10.2
	Gas velocity U G (m s -1 )	0.90	0.85	0.81	0.74
	Liquid velocity U L (m s -1 )	1.80.10 -3	4.47.10 -3	4.94.10 -3 8.84.10 -3

Table 2 : Characteristics of the solvents investigated.

 2 

Table 3 : Values of the Henry's law constants H at 25°C (Lhuissier et al., 2018), absorption factor A defined according to Eq. 2, experimental and modeled removal efficiencies E G , experimental HTU OL values, experimental and modeled K L a° values and relative mass transfer resistance in the liquid phase R L , for the lubricant. RE corresponds to the relative error between the modeled and experimental values of E G and K L a°. The adjusted SSR model corresponds to the SSR model (Eqs. 7-9) in which K L a° deduced from Eq. 4 is corrected with the correction factor C 1 (part 3.4).

 3 

	Solvent = lubricant		Experimental results		SSR model			Adjusted SSR model	
	Compound	H Pa m 3 mol -1	A	E G exp 10 4 ×K L a°HTU OL 10 4 ×K L a RE K L a°E G s -1 m s -1	RE E G 10 4 ×K L a RE K L a°E G s -1	RE E G	R L
	n-heptane	1.43	3.47 43.4%	3.18	5.66	4.36	37.4% 53.5% 23.3%	2.79	12.1% 39.6% 8.8% 92.7%
	Ethyl acetate	7.20	0.69 13.2%	4.12	4.37	6.53	58.5% 19.1% 44.7%	4.18	1.4%	13.4% 1.2% 98.0%
	Isopropanol	18.17	0.27	ND	ND	ND	8.13	ND	9.5%	ND	5.20	ND	6.6%	ND	99.1%
	MIBK	1.69	2.93	ND	ND	ND	5.13	ND	52.7%	ND	3.28	ND	39.1%	ND	92.9%
	Toluene	0.71	6.98 73.3%	3.64	4.94	5.08	39.7% 83.8% 14.3%	3.25	10.6% 69.5% 5.2% 83.4%
	m-xylene	0.38	13.0 90.0%	3.33	5.40	3.97	19.2% 93.5% 3.9%	2.54	23.7% 82.9% 7.9% 74.7%
	1,3,5-triméthylbenzène	0.10	49.6 97.6%	1.37	13.1	2.20	59.8% 99.7% 2.2%	1.41	2.3%	97.8% 0.2% 45.1%

Table 4 : Values of the Henry's law constants H at 25°C (Lhuissier et al., 2018), absorption factor A defined according to Eq. 2, experimental and modeled removal efficiencies E G , experimental HTU OL

 4 

Table 5 : Values of the Henry's law constants H at 25°C (Guillerm et al., 2015), absorption factor A defined according to Eq. 2, experimental and modeled removal efficiencies E G , experimental HTU OL values, experimental and modeled K L a° values and relative mass transfer resistance in the liquid phase R L , for PDMS 20. RE corresponds to the relative error between the modeled and experimental values of E G and K L a°. The adjusted SSR model corresponds to the SSR model (Eqs. 7-9) in which K L a° deduced from Eq. 4 is corrected with the correction factor C 1 (part 3.4).

 5 

	Solvent = PDMS 20		Experimental results	SSR model	Adjusted SSR model
	H	A	E G exp 10 4 ×K L a°HTU OL	10 4 ×K L

Table 6 :

 6 

Values of the Henry's law constants H at 25°C (Staudinger and Roberts, 2001), absorption factor A defined according to Eq. 2, experimental and modeled removal efficiencies E G , experimental HTU OL

Table 7 : Semi-empirical correlations for the determination of the interfacial area a° and of the local mass transfer coefficients k L and k G in counter-current packed column.
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Table 8 : Interfacial area a ° (m 2 m -3 ) calculated with the BS and SSR models and of the liquid holdup (h L ). The values of the BS model results are taken into account as the reference to calculate the relative error (RE).

 8 

		10 6 × L / L (m 2 s -1 )	h L	BS a° (m -1 ) a° (m -1 ) SSR	RE
	Lubricant	90.3	0.335	523	371	29%
	Transformer oil	22.0	0.476	788	428	45%
	PDMS	22.2	0.434	745	452	39%
	Water	0.89	0.186	114	419	267%

Table 9 : Values of and (in s 1/2 ) determined from Fig. 1. Values in bold will be used to determine the experimental

 9 

	𝝉 𝑳	𝝉 𝑮
		values of k L and k G (part 3.3.4)
	.	Method #1
	D	

L from Wilke- Chang a° from SSR Method #2 D L from Wilke- Chang a° from BS Method #3 D L from Rodriguez et al. a° from SSR Method #4 D L from Rodriguez et al. a° from BS

  

  5 

	Lubricant	0.201	6.57	0.284		9.25		0.187	6.00	0.264	8.46
	Transformer	0.325	5.39	0.596		9.89		0.325	4.11	0.596	7.36
	oil								
	PDMS 20	0.284	2.17	0.469		3.57		0.257	2.05	0.425	3.39
	Water	0.285	0.798	0.0780		0.218	0.285	0.798	0.0780	0.218
	On the one hand, Table 9 clearly shows that the influence of the correlations used to calculate D L is low. In this
	case, the average relative errors (ARE) relative to	𝜏 𝐿	and	𝜏 𝐺	are 5.7% and 14%, respectively (ARE is calculated

by comparing the values of Method #1 to the values of #3 and by comparing the values of Method #2 to the values #4). On the other hand, the influence of the model considered to estimate a° (BS or SSR model) is

Table 10 : Local liquid-side and gas-side mass transfer coefficients k L and k G gathered from the experiments (a° from the SSR model and D L from the Rodriguez et al. correlation) and comparison to the predictions of the BS (with C V = 0.109 and C L = 0.355) and SSR models.

 10 Taking into account the D L values calculated with the Rodriguez et al. correlation and the D G values (Table A.1),

	Solvent	VOC	Experimental	BS model (Eqs 5 & 6) SSR model (Eqs 8 & 9)
			10 2 ×k G 10 6 ×k L	10 2 ×k G	10 6 ×k L	10 2 ×k G	10 6 ×k L
			m s -1	m s -1	m s -1	m s -1	m s -1	m s -1
	Lubricant	n-heptane	1.60	1.01	1.15	2.28	2.78	1.27
		Ethyl acetate	1.78	1.43	1.33	3.22	3.09	1.79
		Isopropanol	1.93	1.76	1.48	3.97	3.35	2.21
		MIBK	1.65	1.19	1.20	2.67	2.87	1.49
		Toluene	1.66	1.31	1.21	2.95	2.88	1.64
		m-xylene	1.59	1.14	1.14	2.57	2.76	1.43
		TMB	1.54	1.05	1.09	2.36	2.67	1.31
	Transformer oil	n-heptane	0.92	4.74	1.26	4.53	2.69	5.04
		Ethyl acetate	1.02	6.71	1.45	6.41	2.99	7.12
		Isopropanol	1.11	8.27	1.62	7.90	3.24	8.78
		MIBK	0.95	5.56	1.31	5.31	2.77	5.91
		Toluene	0.95	6.15	1.32	5.87	2.78	6.52
		m-xylene	0.92	5.36	1.25	5.12	2.67	5.69
		TMB	0.88	4.91	1.20	4.69	2.58	5.22
	PDMS 20	n-heptane	1.17	8.11	1.17	8.11	2.61	7.18
		Ethyl acetate	1.29	11.5	1.34	11.5	2.90	10.1
		Isopropanol	1.41	14.1	1.50	14.1	3.14	12.5
		MIBK	1.20	9.50	1.21	9.50	2.69	8.41
		Toluene	1.21	10.5	1.22	10.5	2.70	9.29
		m-xylene	1.16	9.15	1.16	9.15	2.59	8.10
		TMB	1.12	8.39	1.10	8.39	2.50	7.43
	Water	n-heptane	1.05	102	0.89	36.5	2.46	79.0
		Ethyl acetate	1.17	116	1.03	41.4	2.73	89.8
		Isopropanol	1.27	125	1.14	44.8	2.96	97.0
		MIBK	1.08	108	0.93	38.7	2.53	83.7
		Toluene	1.09	112	0.93	40.1	2.54	86.9
		m-xylene	1.04	106	0.88	38.1	2.44	82.6
		TMB	1.01	103	0.84	36.9	2.36	80.0

  Table 10 shows that the orders of magnitude of k L and k G predicted by the model are consistent with the experimental values. The values of D L calculated with the Rodriguez et al. correlation were used (Table A.1). On the one hand, k L values are well predicted by the model with an ARE of 16%: they are overestimated by the model by 25% and 6% for the lubricant and the transformer oil, respectively, and are underestimated by the model by 11% and 22% for PDMS 20 and

  ), removal efficiencies E G were calculated taking into account the original SSR model and the adjusted SSR model. The original SSR model slightly overestimates E G with an ARE of 14%, in agreement with overestimated K L a° values (ARE of 83%, part 3.4.1). Using the adjusted SSR model, no tendency to overestimate or underestimate E G compared to the experimental values is observed, with an ARE of 7%. The parity plots are provided as supplementary material

  S.6 provided as supplementary material, in which average values of k L and k G (from Table10) were considered for each solvent to avoid the slight dispersion of the points related to small variations of D L and D G for the different VOCs. For example, for A = 2, E G close to 90% and around 20-30% would be expected in water and in lubricant, respectively. Removal efficiencies in PDMS 20 and in transformer oil would be included between those in water and in lubricant at a given value of A. These two solvents have similar viscosities. Nonetheless, PDMS 20 has a molar volume more than ten times higher than transformer oil, increasing D L and k L , which leads finally to
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	slightly higher values of E G . Nonetheless, for economic reasons, transformer oil should be preferred considering
	its waste status.									

. The diffusivity in air was calculated using the Fuller et al. correlation (Perry and Green, 1997; Roustan, 2003). Log P 10 6 ×D G V mol 10 11 ×D L in lubricant 10 11 ×D L in transformer oil 10 10 ×D L in PDMS 20 10 10 ×D L in water

  

			m 2 s -1	cm 3 mol -1	#1	m 2 s -1	#2	#1	m 2 s -1	#2	#1	m 2 s -1	#2	m 2 s -1
	n-heptane	4.50	7.05	163	3.98	2.54	12.6		5.75	2.84	1.52	7.35
	Ethyl acetate	0.73	8.70	106.3	5.14	5.09	16.3		11.5	3.67	3.04	9.50
	Isopropanol 0.25	10.2	82.2	6.00	7.73	19.0		17.5	4.29	4.62	11.1
	MIBK	1.31	7.49	134.0	4.48	3.50	14.2		7.90	3.20	2.09	8.27
	Toluene	2.73	7.54	118.5	4.82	4.27	15.3		9.64	3.44	2.55	8.90
	m-xylene	3.20	6.96	106.2	4.35	3.24	13.8		7.33	3.11	1.94	8.04
	TMB	3.42	6.50	120.2	4.08	2.73	12.9		6.16	2.92	1.63	7.54