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Quantifying porosity changes in solid biomass waste using a disruptive approach of water retention curves (WRC) for dry anaerobic digestion 

Introduction

Dry Anaerobic Digestion (D-AD) has already proven its efficiency in the methane recovery from lignocellulosic biomass having more than 15% of Total Solids (TS) content [START_REF] Ge | Solid-state anaerobic digestion of lignocellulosic biomass: Recent progress and perspectives[END_REF][START_REF] Karthikeyan | Bio-energy recovery from high-solid organic substrates by dry anaerobic bio-conversion processes: A review[END_REF][START_REF] Rocamora | Dry anaerobic digestion of organic waste: A review of operational parameters and their impact on process performance[END_REF]. Accessibility and availability of biomass are related to the cost of collection and transportation. Biomass with higher concentration of TS involves lower transportation costs per unit of solids compared to low TS feedstocks [START_REF] Brown | Comparison of solid-state to liquid anaerobic digestion of lignocellulosic feedstocks for biogas production[END_REF]. Agricultural residues, such as cattle manure and corn stover are the most common substrates for D-AD process in France (FranceAgrimer, 2016). Furthermore, yard waste, which includes grass, is a major biowaste generated from municipalities, which has become an interesting substrate for D-AD [START_REF] Koch | Biogas from grass silage -Measurements and modeling with ADM1[END_REF].

Given its simplicity and the physical characteristics of solid biomass, Leach-Bed Reactor (LBR) operated in batch is the most common technology for the anaerobic treatment and valorization of solid biomass (Riggio et al., 2017b). In this reactor, the solid biomass is irrigated with a liquid inoculum -named leachate percolating the solid bulk until being recovered at the reactor bottom. Liquid recirculation has a positive effect on the methane production, it improves the contact between the microorganisms and the solid substrate and avoid possible failures by diluting inhibitory compounds (Degueurce et al., 2016b;[START_REF] Kusch | Effect of various leachate recirculation strategies on batch anaerobic digestion of solid substrates[END_REF][START_REF] Shahriari | Effect of leachate recirculation on mesophilic anaerobic digestion of food waste[END_REF]. Despite the positive effect of liquid recirculation on biogas production (Degueurce et al., 2016b;[START_REF] Kusch | Effect of various leachate recirculation strategies on batch anaerobic digestion of solid substrates[END_REF], there is no clear consensus between the parameters leading liquid recirculation. In general, once an operation mode is chosen (total volume, frequency, flow), this would be kept until the end of the batch operation.

Liquid percolation through the solid bed is feasible due to its porosity [START_REF] Valencia | The effect of hydraulic conditions on waste stabilisation in bioreactor landfill simulators[END_REF].

The total porosity of a matrix represents the fraction not occupied by solid and which is available for the liquid and gas phases. Porosity has been identified as a major element influencing the liquid distribution and the degradation efficiency of biomass in LBR [START_REF] Myint | Enhancing anaerobic hydrolysis of cattle manure in leach bed reactors[END_REF]. Despite the importance of biomass porosity and its evolution through D-AD process, its analysis is poorly documented in literature. The physical changes of the solid bed like the loss of permeability limit the efficiency of liquid percolation to maintain the solid degradation [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF]. Unfortunately, to our knowledge, there is no method able to efficiently describe the changes in porosity distribution of the solid bed. As consequence, daily recirculated liquid volume still being established without considering the physical evolution of the solid phase.

Pore media is frequently studied by its physical relation with water [START_REF] Gerke | A dual-porosity model for simulating the preferential movement of water and solutes in structured porous media[END_REF]. Initially developed for the analysis of soils, two-region MIM (M-mobile/IM-immobile water) model has allowed the modeling of successive percolation and drainage operations and the presence of non-uniform flow pathways in cattle manure [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF][START_REF] Shewani | Assessment of percolation through a solid leach bed in dry batch anaerobic digestion processes[END_REF]. This model considers as mobile water the one present in the macropores and that drains rapidly into the solid bed, while water retention is assured by the micropores (immobile water). MIM model does not consider capillary region or mesopores, being this one of the highest drawbacks in its application to porous media. As a consequence, capillary effects have been responsible for differences between the experimental and numerical analysis of percolation operations in LBR treating cattle manure. Meaning the importance of considering capillary pores (mesopores) as an intermediate pore size between the macropores and the micropores.

Furthermore, thermogravimetric analysis (TGA) has been used for determining the free and bound water present in biomass [START_REF] Dumas | Effects of grinding processes on anaerobic digestion of wheat straw[END_REF][START_REF] Garcia-Bernet | Water distribution in biowastes and digestates of dry anaerobic digestion technology[END_REF]. Some other studies have focused only on the Water-Holding Capacity (WHC) of biomass without considering the pores fraction responsible for water retention [START_REF] Fernandez | Methods for the evaluation of industrial mechanical pretreatments before anaerobic digesters[END_REF][START_REF] Sanchez | Hydration of lignocellulosic biomass. Modelling and experimental validation[END_REF].

Biomass porosity distribution and its evolution through D-AD process remains an open question, limiting the D-AD process optimization and the liquid recirculation operation. Thus, new methodologies need to be adapted and developed for solid biomass analysis. The Water Retention Curve (WRC) analysis is a technique relating the soil water content with the matric suction [START_REF] Du | A novel segmental model to describe the complete soil water retention curve from saturation to oven dryness[END_REF][START_REF] Wassar | Predicted and measured soil retention curve parameters in Lombardy region north of Italy[END_REF]. This is a method frequently used to estimate the water distribution and hysteresis in soils (hygroscopic water, the capillary water and the gravitational drained water) thereby fixing water irrigation operations according to the soil type, the season and the crop water necessities. The WRC of soils is built using pressured systems as the Richards chambers or the sand pressure tables [START_REF] Darwish | Caractérisation des propriétés hydrodynamiques d'un sol de la Bekaa (Liban) sur les rives du fleuve Litani[END_REF][START_REF] Jordan | Actualización en métodos y técnicas para el estudio de los suelos afectados por incendios forestales[END_REF][START_REF] Lavelle | Biodiversity: Conserving biodiversity in agroecosystems[END_REF][START_REF] Menéndez | Use of fractal scaling to discriminate between and macro-and meso-pore sizes in forest soils[END_REF]. Hitherto, no application of WRC methodology has been documented in literature for biomass, this could be explained by the fact that existed pressured chambers do not correspond to the needed volume for biomass analysis.

The aim of this work was to present a novel adaptation of WRC methodology to quickly and efficiently determine the pore distribution of solid biomass. This approach was inspired by the analysis of soils, allowed to determine the macro, meso and micropores of porous medium [START_REF] Luxmoore | Micro-, Meso-, Macroporosity of Soil[END_REF]. It integrates a first phase of immersion / saturation (I&S) of the sample with water, followed by drainage analysis (DA) and finally the thermogravimetry analysis (TGA). In the first part of this work, WRC methodology was used to characterize the pore distribution of four of the most common lignocellulosic biomasses used as substrate in D-AD; Cattle Manure (CM), Shredded Cattle Manure (S-CM), Chopped Corn Silage (CCS) and Roadside Grass (RSG). Additionally, bulk density, WHC and permeability of biomasses were determined for each biomass. Secondly, pores distribution evolution was determined from digested CM from four LBR's of 60L started up in parallel and sacrificed at different stages of the D-AD process (10, 15, 21 and 31 day). Changes in porosity distribution, fiber content of the solid phase and permeability values were quantifying and correlated. The impact of porous changes over the management of the liquid recirculation during the batch and methane production in LBR are also discussed.

Materials and Methods

Tested materials

Biomass samples were collected in summer to avoid any variability due to seasonality following the protocol described by [START_REF] Gy | Sampling for Analytical Purposes 172[END_REF]. No conservation of samples was undertaken, these were analyzed the same collection day.

i. Cattle Manure (CM)

CM is a mixture of cow slurry with the bedding material which is in most cases wheat straw.

Two kinds of CM, non-shredded CM and Shredded CM (S-CM) were respectively collected from the farm of the Institute LaSalle Beauvais and from another farm located in Talmas (France). Non-shredded CM presented fibers of wheat straw < 20 cm. Otherwise, industrially size reduction enhanced fibers with less than 5 cm length in S-CM

ii. Chopped Corn Stover (CCS)

CCS is used as animal feed in farms. Silage fermentation of stored CCS could reduce its nutritional value, then this is considered as a farm waste needed treatment, a sample of wasted CCS was collected from the farm located in Beauvais. CCS particles have a cylindrical shape and sizes between 1.0 and 2.0 cm length.

iii. Roadside Grass (RSG)

RSG recently harvesting by cutting machines was collected in Beauvais (France). RSG was still green and fresh at the moment of collection. It was composed of fibers between 10 and 15 cm in length and <3 mm of thickness.

Analytical methods

Biomass physicochemical characterization

For all the experiments, the total solids (TS) and volatile solids (VS) of the raw and anaerobically digested biomass were determined [START_REF] Apha | Standard methods for the examination of water and wastewater, 23rd ed[END_REF]. Dry and wet bulk density was determined using the mass-volume ratio in a cylindrical shape. Total dry ( dry) and wet porosities ( wet) were measured by dividing the saturated water by the total dry and wet sample weight as following [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF]Lam et al., 2008b):

= ( ) ℎ ( ) (1) 
= ( ) ℎ ( ) (2) 
Van Soest fractionation allowed the determination of the hemicellulose, cellulose and lignin content [START_REF] Van Soest | Use of Detergents in the Analysis of Fibrous Feeds. II. A Rapid Method for the Determination of Fiber and Lignin[END_REF]). The biochemical methane potential (BMP) of the biomass was also measured following the methodology proposed by [START_REF] Holliger | Towards a standardization of biomethane potential tests[END_REF]. Experimental data will be presented as average values, in addition, the standard derivation of the results will be shown as well.

Water Retention Curve (WRC) Analysis

Adapted from the analysis performed using the Richard's chambers to determine the porosity distribution and the field capacity in soils [START_REF] Darwish | Caractérisation des propriétés hydrodynamiques d'un sol de la Bekaa (Liban) sur les rives du fleuve Litani[END_REF][START_REF] Klute | Water Retention: laboratory methods[END_REF][START_REF] Richards | Porous plate apparatus for measuring moisture retention and transmission by soil[END_REF]. The proposed approach integrates a first stage of immersion and water saturation of the biomass (I&S), followed by a second stage of drainage analysis (DA) and finally, the last stage of evaporation of residual water and measurement by thermogravimetry (TGA) (Fig. 1). DA and TGA allowed the quantification of water stocked in the different pores of the solid, Luxmoore, (1980) pore size classification and definitions were considered in this work, macropores would consider the pores larger than 1 mm, mesopores from 10 μm to 1 mm and micropores inferior to 10 μm. The determination of the different volumetric fractions satisfied the following equation:
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Pore distribution tests were performed in duplicate for each biomass, except the sample of CM which analysis was performed on four occasions to better statistical analysis and representativeness of the proposed methodology.

Sample preparation

The medium to be analyzed is gently placed in a cylindrical plastic laboratory constructed permeameter (internal diameter 0.26 m, total height 0.25 m) until reaching about 0.2 m solid height. In order to avoid sample volume changes during the next step, the initial sample volume was fixed using a metallic aperture grill on the top of the sample.

Immersion and Saturation (I&S)

Tap water was gently injected from the bottom until the solid bed was completely filled with water. When water levels decreased for biomass absorption, more water was added until the top grill. At this stage wet porosity was determined using Eq. 2. The system was maintained closed for two hours to make the wetting and saturation process more efficient [START_REF] Fernandez | Methods for the evaluation of industrial mechanical pretreatments before anaerobic digesters[END_REF][START_REF] Shewani | Assessment of percolation through a solid leach bed in dry batch anaerobic digestion processes[END_REF]. At this stage, it is assumed that total biomass porosity was completely filled with water, and biomass achieved the maximum WHC.

Draining analysis (DA)

Once the submerged time ended, water was gravitationally drained from the permeameter bottom for 24 h. Drained water mass was measured using a HD150 balance (My Weigh, United

States, precision ± 20 g). The weight values were taken every 5 seconds during the first minute and then every minute until completing the first 10 minutes of DA. From this moment, data was registered each 10 min until the first hour and from there each hour to the end of the DA.

Disruption of linear behavior of recovered water with time in the DA indicated the limit between the macropores and the rapid mesopores. According to [START_REF] Luxmoore | Micro-, Meso-, Macroporosity of Soil[END_REF] in macropores drainage may occur very rapidly with the presence of surface ponding or perched water, while rapid mesopores or capillary flow may occur without the of theses last. Thus, once the slope of drainage drastically changed, the recovered water concerned rapid mesopores flow.

Thermogravimetric analysis (TGA)

Once the previous test was achieved, 20 g of remaining solid was collected and placed on an aluminum pan (diameter 10 cm). Then, the sample was introduced into a moisture weight Mark 160Top-Ray (BEL Engineering). Water evaporation was carried on at 105°C and sample weight loss data were registered each second using a RS232 port connected to a PC [START_REF] Dumas | Effects of grinding processes on anaerobic digestion of wheat straw[END_REF][START_REF] Garcia-Bernet | Water distribution in biowastes and digestates of dry anaerobic digestion technology[END_REF]. Samples weight data was analyzed using the moisture derivation of the Savitzky-Golay filter in Scilab 6.0 [START_REF] Savitzky | Smoothing and Differentiation of Data by Simplified Least Squares Procedures[END_REF]. This derivation allowed to identify the limit between the water present in mesopores and water present in the micropores of biomass. The Savitzky-Golay filter derivative of the resulted curve from the evaporation test of the RSG sample is illustrated in Fig. 2. At first, a period of increasing temperature is depicted until α, this is succeeded by a constant water evaporation until β, the fraction of water evaporated since the beginning of the test until β refers to water presented in capillary or mesopores.

Water mass balance in WRC analysis

Draining and evaporation test results allowed the construction of the experimental WRC for each biomass; DA allowed the quantification of water present in macropores and in rapid mesopores, whereas the TGA allowed the quantification of water stocked in capillaries (mesopores) and water very attached to the biomass, these pores spaces were considered as micropores. Water mass balance analysis was used to validate the results of WRC methodology using the following equations: 
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Determination of Mobile and immobile water volume fractions

In this work mobile (θmobile) and immobile (θimmobile) water volume fractions were determined from the previous mass balance. These fractions have been determined from the total and added water to achieve I&S.
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Hydraulic conductivity

The permeameter described in section 2.2.2 was used to determine the permeability of each sample. The same procedure of filling was performed and tap water was added until the permeameter limit (0.25 m), then, water was allowed to percolate the sample and the changes in water level with time were recorded using a cell phone (one plus 6.0). Video was analyzing using DaVinci software in order to better estimate the time of the water descent. The following equation allowed the determination of the water permeability (m s -1 ).
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Where Hbiomass is the biomass height (m), t is the recorded time (s), ho_water and hf_water were the initial and the final water height respectively (m).

Inoculum characterization

Liquid inoculum was obtained from a previous D-AD cycle in a 500L batch digester fed with CM operated under mesophilic temperature (37°C) for two months. Thereafter, it was stored in drums at room temperature for one week. Before sampling for D-AD experiments, the inoculum was homogenized. TS content was measured at 1.9% and the VS averaged 42.5%TS. The initial pH was 8.4 and the VFA/alkalinity ratio was measured at 0.125.

Dry Anaerobic Digestion of CM in Sacrificed LBR's

Given its highlighted importance in agricultural methane production, CM was chosen as a substrate for D-AD process to validate and compare the results of this study with literature. In order to follow physical changes of biomass with the already proposed WRC method. Four batch reactors with liquid recirculation were started in parallel, and each was sacrificed at different stages of degradation according to the typical biogas flow behavior in a batch D-AD digester treating CM [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF]. The first batch reactor corresponded to the initial conditions of the CM before anaerobic digestion (day_0). The second reactor corresponds to the first peak of methane production (day_10), third reactor corresponds to the methane production valley founded between days (day_15), the fourth reactor was sacrificed once reaching the second peak of methane production (day_21) and finally, the fifth reactor was sacrificed when biogas flow would decrease until the batch end (day_31).

The four reactors used in this study were made of polyethylene; the internal diameter and the total height were 39 cm and 50 cm, respectively, for a total volume of approximately 60 L. A mesh (5 mm holes) placed at the bottom avoided solid blockage of liquid phase pipes recirculation. Twenty-one kilograms of CM were gently placed in the reactor using hands, subsequently, 22 kg of inoculum (liquid phase) was added obtaining a ratio Inoculum/Substrate (I/S) of VS content equal to 0.05.

Loaded reactors were hermetically sealed and a thermostatically controlled water bad allowed to keep mesophilic temperature (37°C) during all the batch duration. Approximately 40 L of the liquid phase was daily recirculated (2 min each 2 h with a flow rate of 100 L h -1 ) using MasterFlex peristaltic pumps. A valve in the liquid phase circuit enabled samples to be taken for analysis. Biogas production was continually measured using drum gas meter TG5 (Ritter, Germany), biogas composition (CH4, CO2 and H2) was monitored daily by a MGA300 multi-gas analyzer (ADC Gas Analysis Ltd, Hoddesdon, United Kingdom).

In order to follow and control the anaerobic digestion process, the liquid phase was sampled and analyzed on a daily basis. The pH and the conductivity were measured using Mettler Toledo (Switzerland) SevenEasy TM S20. The buffer capacity and the volatile fatty acid concentration (VFA) were determined by two acidification steps using sulphuric acid. The first acidification down to pH 5.0 allowed the buffer capacity to be determined, and the second acidification down to pH 4.4 allowed the quantity of volatile fatty acids to be determined. These analyses were carried by means of an automatic titrator T50 (Mettler Toledo, Switzerland).

Once each reactor was sacrificed, physical characterization of the solid phase was performed according section 2.2.1. In order to minimize any structural changes of the samples for WRC analysis, similar core drilling procedure performed in soils was used, representative sampling amount (around 3 kg) of the solid was taken using a sharpened cylinder and carefully introduced into the permeameter. Finally, Pearson linear correlation analysis was performed to assess the significance and correlation between the pore distribution with TS content, VS content, the fiber content, the bulk density and permeability. Results and Discussion

Biomasses physical characterization

Physical properties of four of the most common biomasses treated by D-AD process were measured in this section (Table 1). Physical properties such as the TS, the VS and the bulk density are essential parameters for D-AD because they determine the loading of biomass, and consequently the methane yield per volume of reactor [START_REF] Caicedo | Effect of initial bulk density on high-solids anaerobic digestion of MSW: General mechanism[END_REF][START_REF] Møller | Feces composition and manure derived methane yield from dairy cows: Influence of diet with focus on fat supplement and roughage type[END_REF].

For tested biomass, TS values ranged from 14.5 and 20.1 % except for corn silage with 37.7% TS (Table 1). These values of TS are in the range of lignocellulosic biomass treated by D-AD process [START_REF] Brown | Comparison of solid-state to liquid anaerobic digestion of lignocellulosic feedstocks for biogas production[END_REF][START_REF] Rocamora | Dry anaerobic digestion of organic waste: A review of operational parameters and their impact on process performance[END_REF][START_REF] Sawatdeenarunat | Anaerobic digestion of lignocellulosic biomass: Challenges and opportunities[END_REF]. Biomass is considered as a spongy material; it means that according to their particle size, biomass can integrate and absorb high water quantities inside the vegetal tissues, hence, dry biomass is frequently used as bedding by livestock activities. Biomass WHC increase with size reduction due to an increase of the contact surface of biomass [START_REF] Dumas | Effects of grinding processes on anaerobic digestion of wheat straw[END_REF][START_REF] Fernandez | Methods for the evaluation of industrial mechanical pretreatments before anaerobic digesters[END_REF].

This fact was observed when comparing CM with S-CM, the WHC were 6.7 ± 0.2 and 7.4 ± 0.2 gwater gDM -1 respectively.

Bulk density and porosity depend on the particle shape, size and orientation, the particle specific density, the particles size distribution, the moisture content and the applied pressure (Lam et al., 2008a). In shredded CM, the fibers size reduction and a larger presence of feces increased the humidity, as a consequence, higher wet and dry bulk density values compared to non-shredded CM (Table 1). Initial bulk density has been identified as a key factor in the anaerobic treatment of municipal solid waste in LBR, indeed, over 1000 kg m -3 inhibition of methane production was observed [START_REF] Caicedo | Effect of initial bulk density on high-solids anaerobic digestion of MSW: General mechanism[END_REF]. Degueurce et al., 2016a have reported similar values of non-shredded CM bulk density for samples collected during the winter, they have used the "Schaub-Szabo" device to measure the evolution of the bulk density with the material height from 0.2 to 2.2 m, their results suggests an increase in bulk density from 311 to 577 kg m -3 with the material deep, meaning an increase of 85% of the bulk density.

Biomass porosity values are shown in Table 1, the dry porosity concerns the total porosity after drying the sample at 105°C, whereas the wet porosity refers to the total available porosity of the sample at the moment it was collected. Total dry porosity values were around 90% for all biomass, according to Jordan and Cerdá (2010), total porosity is very high over 60% and too low under 30%. Similar values of dry bulk density and dry porosity have been presented by [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF] treating non-shredded CM, however, values of dry porosity barely changed between the initial CM and the digestate. In consequence, total dry porosity by itself does not represent the physical changes of CM treated in D-AD.

Wet porosity values showed higher variability than dry, meaning that water presence and its distribution may play an important role in the porosity volume of biomass and in the hydraulic behavior. Initial moisture in biomass samples indicates that a portion of porosity is already water filled. Comparing S-CM with non-shredded CM, size reduction enhanced important physical changes in the biomass, reducing wet porosity values from 51.7 ± 1.3% to 18.6 ±1.7%.

Moreover, despite the differences in particle size and shape and TS content, CCS and RSG presented similar values of porosity and bulk density, both dry and wet. Based on the previous results, it appears that physical parameters present a high variability given their interdependent correlation, more research should be performed in order to establish detailed physical models than the existed ones to easily determine the potential biomasses that could be treated in LBR for methane recovery.

WRC analysis of biomass for pores distribution determination

As describe before, total porosity can be distinguished according to its function and relation with water (Fig. 1); macropores are the larger ones and allow the rapid percolation of water and the presence of a gas phase in the biomass. Next, the mesopores ensure the presence of capillary water, they can be divided into rapid and slow mesopores. Finally, the micropores water volume concerns vicinal or bound water. Water stocked in mesopores can be removed by mechanical dewatering, whereas the water in the micropores can be only withdrawn using heat. Fig. 3 illustrates the experimental WRC for each tested biomass, this analysis is composed of two subsequential analyses; the DA and the TGA giving as result the porosity distribution for each biomass, macro-, meso-, micropores and solid percentages of the total biomass bulk volume.

Macropores were represented with green color, mesopores with yellow, micropores in blue and solid fraction in gray.

DA: Macropores and rapid mesopores volumes

According to the proposed WRC methodology, the water volume present in macropores channeling would flow with a linear behavior in the first seconds of the DA, a change in this linear behavior indicates the macropores water stock depletion, from this point, recovered water in the next hours for DA concerns the water stocked in rapid mesopores channeling (dash yellow line). According to [START_REF] Luxmoore | Micro-, Meso-, Macroporosity of Soil[END_REF], macropores drainage occurs very rapidly once DA start, while, rapid mesopores drainage includes slow capillary water flow without the presence of pounding or perched water in the solid. The DA was maintaining for 24 hours in order to ensure maximal water recovery from rapid mesopores. Time log-scale was useful to represent the draining behavior since higher changes are expected in the first minute of the test.

Similar values of macropores volume for CCS and RSG were measured, 58.0% and 62.0% respectively (Fig. 3a andb). However, the draining was faster for the RSG than for the CCS, this explains the slight difference between the macropores slopes of these two biomasses. Even if these samples have similarities in their physical properties, the solid particle shape is different affecting the shape of pores, as a consequence, differences in the drainage velocity have been observed. Further research is necessary in order to fully determine the effect of particles shape on the pores shape structure for solid biomass. Otherwise, WRC results of S-CM presented low macropore volume (1.1%) affecting the amount of water recovered in DA (Fig. 3d). Contrary to S-CM (Fig 3c), non-shredded CM had better macropores structure with 30.4%. As indicated before, rapid mesopores volume was determined after the linear macropores draining for each biomass, for RSG, CCS and CM, the rapid mesopores volume was 7.9%, 8.43% and 5.32%

respectively, whereas for S-CM only had 0.31% for this type of pore channeling.

The presence of macropores is linked with the permeability values of matter (Table 1). In biomasses with lower values of macropores, lower values of permeability have been observed.

Considering the S-CM, the measured permeability value (Table 1) was only 1.2 •10 -8 m s -1 , this was very low compared to the other tested biomass with values from 8.6 • 10 -4 to 1.3 •10 -3 m s -1 .

Concentrated biomasses with lower values than 10 -4 as the S-CM could not be an indicated substrate for D-AD process with liquid recirculation, because water can barely infiltrate the biomass and very low percolation rate is observed. This kind of biomass could be subject better of a reactor type different from LBR.

Finally, the DA allowed the determination of the WHC at 24 h of drainage of biomasses.

Compared to other biomasses, S-CM was the biomass with higher WHC value with (7.4 ± 0.2 g water /g TS) (Table 1). WHC values for CM, RSG and CCS were 6.74, 7.35 and 4.08 g water /g

TS respectively. [START_REF] Fernandez | Methods for the evaluation of industrial mechanical pretreatments before anaerobic digesters[END_REF] showed similar results of WHC for samples of CM before and after industrial size reduction. Consequently, biomass WHC is affected by the same parameters determining physical properties described before.

TGA: Slow mesopores and micropores volumes

The next step in the proposed methodology concerns the TGA, here a sample of the remained solid of DA was analyzing using a thermogravimetric balance in order to quantifying the slow mesopores and the micropores volume. Whilst the former refers to water trapped inside crevices and interstitial spaces, the latter made emphasis on the hydration water (water chemically bound to the particles) and the vicinal or surface water (monolayer and multilayer) [START_REF] Garcia-Bernet | Water distribution in biowastes and digestates of dry anaerobic digestion technology[END_REF]. The limit between mesopores and micropores for RSG sample is depicted in Fig 2.

The fraction of water evaporated since the beginning of the test until β refers to water presented in capillary or mesopores which is less influenced by the solid particles. This fraction of water plays a key role in D-AD since it determines the available water for microorganisms [START_REF] Garcia-Bernet | Water distribution in biowastes and digestates of dry anaerobic digestion technology[END_REF]. As can be seen, β mark a sudden change of the water evaporation derivative at time 480 seconds, it means that the constant water rate evaporation ended and from this point the remaining humidity is harder to evaporate, thus a reduction in the evaporation rate indicating the limit between mesopores and micropores. Water evaporated from β to ψ is considered as micropores volume water, given its strong relation with the solid, this water fraction is not available from metabolic activities of microorganisms [START_REF] Abbassi-Guendouz | Total solids content drives high solid anaerobic digestion via mass transfer limitation[END_REF][START_REF] Garcia-Bernet | Water distribution in biowastes and digestates of dry anaerobic digestion technology[END_REF].

The results of TGA for each biomass are also depicted in Fig. 3. Total mesopores volume fraction concerns the sum of the volume of rapid mesopores determined in DA and the slow mesopores quantifying using the TGA. Similar values were obtained for the mesopores volume of RSG and CCS with 26.4 ± 0.8% and 25.2 ± 0.3% respectively. In contrast, CM samples presented more significant number of mesopores and micropores than RSG and CCS, the presence of animal slurry would be responsible for these higher values. S-CM achieved 64.9 ± 3.6 of mesopores volume, while for CM this fraction represented 44.4 ± 3.4% of the total porosity. As can be seen, in S-CM the macropores volume was transformed in mesopores volume due to the size particles reduction. Mesopores volume could include dead-end pores and isolated or closed pores of the solid volume [START_REF] Nishiyama | Permeability of porous media: Role of the critical pore size[END_REF][START_REF] Yokoyama | Porosimetry of vesicular volcanic products by a water-expulsion method and the relationship of pore characteristics to permeability[END_REF], in these pores water and gas could be stocked and limited mass transfer may enhance local inhibition of D-AD process .

Similarities between the values of solid and micropores volumes percentages for all biomasses were observed (Fig 2), this could be explained due to micropores are inside the solid fraction and on its walls surface; indeed, SEM images have already allowed the observation of the internal micropore structure of wheat straw fibers [START_REF] Han | Alkali pretreated of wheat straw and its enzymatic hydrolysis[END_REF]. In S-CM, size reduction increased the microporosity volume by the creation of more surface of solid, thus higher WHC.

Otherwise, compared with the other tested biomasses, RSG obtained the lower value of micropores 6.8% and solid volume fraction 4.8%, this could be due to that sample was analyzed fresh and green, just after harvesting; thus, the vegetal structures were not degraded and were naturally filled with water and less water absorption took place while the test was performed. It seems that biomass sponginess increases by drying due to a partial irreversible collapse of pores and the creation of larger water absorption pores [START_REF] Meng | Determination of porosity of lignocellulosic biomass before and after pretreatment by using Simons' stain and NMR techniques[END_REF].

WRC analysis Vs MIM model

In the double porosity MIM model, the volumetric water content is assumed to be divided into two distinct volumetric regions; mobile (θmobile) also called macropores and immobile (θimmobile) known as micropores. In order to compare WRC analysis with previous works using double porosity model and setting the advantages of the proposed methodology, mobile (θmobile) and immobile (θimmobile) water volume fractions have been determined from the total water and the added water to achieve I&S. θmobile/θadded refers to the drained water after 2 hours over the added water, thus the sum of macropores and rapid mesopores volume, controversy, θimmobile/θadded indicate the stagnant water fraction stocked in slow mesopores and microporosity over the added water.

Analysis of CM gave as results 60.0 ± 3.6% of θmobile/θadded and 40.0 ± 3.6% of θimmobile/θadded; similar values were reported by [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF] as macro and microporosity, 64% and 36 % respectively, using modeling of tracer tests. MIM model limitations have been observed since it does not consider the initial absorbed water by the sample before the test in which diffusion and convection of the tracer is more difficult. As a consequence, inconsistent results in the first 21 days of D-AD process indicates difficulties in determining the pore distribution of digested samples of CM. In WRC analysis, the initial volumetric was including in the mesopores and micropores volume calculation, this could represent an advantage over MIM model.

In another work, [START_REF] Shewani | Assessment of percolation through a solid leach bed in dry batch anaerobic digestion processes[END_REF] using double region porosity model have measured values from 18 to 50% for macroporosity, 42 to 70% for microporosity and 8 to 12% for the solid volume of CM with different compaction levels. In this work, using the same calculation proposed by the previous authors for CM with 18.59 ± 0.43 %TS, values in the same range of measure were determined at 30.5 %, 60.5% and 9% respectively for macroporosity, microporosity and solid volume, Even though [START_REF] Shewani | Assessment of percolation through a solid leach bed in dry batch anaerobic digestion processes[END_REF] have for the first time given values for macropores, micropores and solid volume, their method for porosity distribution does not consider the mesopores or capillary volumes. Consequently, this fraction of pores was responsible for differences between experimental and calculated drainage results using Computational Fluid Dynamic (CFD) tool. The proposed WRC analysis included the mesopores or capillary volume and offer a better pore distribution information for future studies of these kinds of porous media.

In order to measure the applicability and accuracy of WRC analysis to determine the water distribution in biomass samples, water mass balances (WMB) were performed using Eq. 4 (see Table 1) obtaining higher values than 96.7 ± 0.1%. WRC methodology coupled with tracer tests and digital volumetric imaging could be powerful tools in the understanding of the pore distribution network evolution of treated biomass in D-AD. Finally, the effect of pore distribution, tortuosity and preferential flow pathways on liquid recirculation could be fully simulated using CFD [START_REF] Vallabh | Modeling tortuosity in thin fibrous porous media using computational fluid dynamics[END_REF].

Dry Anaerobic Digestion of CM in Sacrificed LBR

In the previous section, the use of WRC analysis has successfully quantifying the pores distribution of several biomasses. This section presents the results of the changes in porosity distribution of anaerobically digested CM from days 10, 15, 21 and 31 have been sampled from 60 L sacrificed LBR's. Reactor mass balances between the inlet and the outlet ranged from 93.28% to 99.62% indicating a good D-AD experimental performance. The BMP value of CM was measured at 222.8 ± 4.4 NmL CH4 gVS -1 , this BMP was recovered at 98.66% on day 31.

Monitoring of the volatile fatty acids, pH and buffer capacity did not evidenced inhibition problems during the D-AD process.

Biogas Production

Similar behavior on methane production was observed for the four LBR compared with literature (Degueurce et al., 2016c;Riggio et al., 2017a), Fig. 4a presents the biogas and methane flow of the last reactor sacrificed at day 31. The first gas peak was observed around day 3, this was mainly carbon dioxide produced by aerobic digestion of rapid fermentative matter partially given the initial oxygen present in matter before the reactor sealing. Second gas peak production was achieved for all reactors between days 9 and 11. The valley between peaks 2 and 3 mark the slack on methane production. The third and last gas production peak was observed at day 16.5 ± 1.5 for the two remaining reactors. The cumulated methane for all reactors and the average production at the sacrificed days of still working reactors is depicted in (2015) using recirculation each 2 h during 2 min with 100 L h -1 of flow.

Cattle Manure Physical Characterizations at Different Stages of D-AD

Physical characterization of cattle manure at different stages of D-AD process included the TS content, VS content, dry and wet bulk density and porosity and the WHC (Table 2). TS content decreased from 18.59 ± 0.43% to 11.10 ± 0.51% between the initial CM and the digestate at 31 days. VS consumption presented a linear behavior with time, probably matter degradation would have continued for some days more after day 31. Water impregnation and solid degradation enhanced the augmentation of wet bulk density from 407.8 ± 14.1 to 914.2 ± 10.9 kg m -3 , in contrast, wet porosity values decreased from 51.7 ± 1.3 to 10.2 ± 1.5 % with time proving the bulk compaction with D-AD process with liquid recirculation. Dry values of bulk density and porosity did not present important changes as wet values (Table 2), thus water in samples plays an important role in physical characterization of CM and digestates. Similar results were obtained comparing the values of TS, VS, dry bulk density and dry porosity with the reported values by [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF]. Otherwise, similarities between the values of the wet bulk density determined at the 60 L LBR's (data not shown) and those determined with the permeameter for WRC methodology were observed, meaning that the use of a 13 L permeameter did not inflect important changes in the structure of the digested biomass once this was sampled and placed in the permeameter.

WRC and porosity distribution of CM at different stages of D-AD in sacrificed LBR

The WRC of CM and digested samples recovered at days 0, 10, 21 and 31 are depicted in Fig. 5a. In DA, the slope determining macropores in D-DA decreases with the anaerobic degradation of the solid medium. Initially, the macropores slope value in DA was -0.09, this value gradually decreased with the solid degradation, on day 10 the slope value was -0.059, at day 15 this was determined at -0.056, at day 21 was -0.029 and finally at day 31 the slope value was reduced until -0.006. Rapid mesopores (dashed yellow line) slopes presented lower variability than macropores slopes, they changed from -0.006 and -0.004 from days 0 to 31. TGA's results are also shown in Fig. 5a, as can be observed, the time of the test was slightly different for all samples even if the sample amount was the same in all performed TGA. In samples at day 0, the total humidity was removed in average 2865 seconds, this time increased at days 10 to 3150 seconds, degraded mater was able to hold more water, thus micropores volume increased from 16.2 ± 3.6% to 21.1 ± 3.9 in the first 10 days. (3). Table 3 shows the slope (m) and the y-intercept which represent the initial percentages of macro, meso and micropores of CM. The use of these equations can allow the estimation of pores distribution changes of anaerobically digested CM between 0 and 31 days in 60 L LBR.

Effect of fiber degradation on pore distribution evolution and the permeability of the solid bed

In this section the structural changes of the solid phase were related with fibers biological degradation. As defined before, CM is a mixture between cow feces and the wheat straw used as bedding material. The presence of wheat straw fibers gives a solid structure and high porosity values allowing the liquid percolation in LBR in the first days of batch. As a vegetal material, wheat straw is composed of fibers of cellulose, hemicellulose and lignin. Fiber content has been determined for samples from sacrificed D-AD reactors (Fig. 6a). Hemicellulose decreased from 27.2 ± 0.2 to 17.2 ± 0.6 %TS, whilst cellulose decreased from 31.9 ± 1.2 to 22.9 ± 1.0 % TS. The lignin is a non-degradable molecule by D-AD, thus, increase of the lignin content in the solid fraction was observed from 7.4 ± 0.2 % to 10.8 ± 0.5 % TS. Table 3 depicts the linear regression parameters determining the kinetic degradation of hemicellulose and cellulose respectively, similar patterns of biological degradation were observed for both.

According to the Pearson correlation results between the pore distribution changes with fiber degradation and loss of permeability, macropores volume and the mass height were linearly related to the degradation of cellulose and hemicellulose content of the biomass. Strong correlations between these parameters were observed. Macropores reduction was correlated with hemicellulose and cellulose degradation in 0.98 and 0.93 respectively with p-values inferior to 0.05 (Table 4). Moreover, fiber degradation was found responsible for the loss of solid permeability from 2.5 ± 0.2 • 10 -3 to 6.1 ± 0.7 • 10 -5 m s -1 (Fig 6b). The permeability was reduced in 97.6%, which is a very approximate value of the macropores reduction of 94.3% in 31 days of D-AD treatment of CM. Similar permeability reduction behavior was observed by [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF] in quantifying non-uniform flow using tracer experiments.

Methane production was well correlated with solid physical changes and fiber degradation with

Pearson coefficient values higher than 0.79. Macropores volume reduction was strongly related to the settlement and compaction of the biomass with correlation coefficient of 0.98 (Table 4), indeed, the CM height was reduced from 42 ± 2 to 18.0 ± 0.4 cm in LBR between days 0 to 31, meaning height reduction of 57.1%. Hence, solid height decrease can be used as an indicator of macropores and permeability reduction. This consideration is important since at the industrial scale, following of the solid height would be easier than macropores and permeability; additionally, this does not entail the reactor sacrifice necessarily for solid sampling.

Implication of macropores reduction on the liquid recirculation operation in D-AD process

In literature the positive effect of liquid recirculation on biogas production in LBR is well known (Degueurce et al., 2016b;[START_REF] Kusch | Effect of various leachate recirculation strategies on batch anaerobic digestion of solid substrates[END_REF]. However, there is no clear consensus between the parameters leading liquid recirculation. In general, an operation mode is chosen once (total volume, frequency, flow) and is kept until the end of the batch operation without considering the physical changes occurred on the solid bed. [START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF] has reported poor percolation through the digestate on day 32, instead, liquid flow occurs at the reactor boundary, which is useless to keep moisture content inside the solid bed and to maintain solid degradation.

Since liquid percolation is possible due to the presence of macropores, the recirculated liquid volume should be adjusted according to the macropores reduction. This could enhance important 

Conclusion

D-AD using LBR system is often used in practice, while leaching pattern and strategy are not well understood. Therefore, characterization of the pore in the digestion medium is required.

WRC analysis was useful to quantify the pore distribution of various raw solid biomasses into macro, meso and micropores. Solid compaction and loss of permeability during CM batch fermentation were related with the linear decrease of macropores and structural changes due to lignocellulosic fiber degradation. As macropores are essential to ensure percolation of the liquid, 
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  : initial water weight in the sample determined by multiplying the initial biomass weight by the humidity. ( / 0 1& ): added water to achieve immersion and saturation of the sample -* (-): drained water weight once DA is complete (Macropores and rapid mesopores volume) water present in the samples after DA determined by multiplying the remaining mass by the humidity determined by TGA (Slow mesopores and micropores volume)

Fig. 4b .

 4b Fig. 4b. Differences in methane production were attributed to the starting-up of the heating baths at the first moment of the experiment and to the experimental uncertainties. The results of methane production of these four LBR's were similar to the results presented by André et al.

  reductions of energy consummation by recirculation pumps and extend their useful life period in industrial biogas production. In this work, approximately 40 L of liquid was discontinuously recirculated daily (2 minutes each 2 hours with flow 100 L/h), this recirculation mode was chosen for several reasons: the first 40 L was the initial solid working volume in the reactor, secondly, this recirculation mode has shown good D-AD performance for CM in previous research works[START_REF] André | Methane production improvement by modulation of solid phase immersion in dry batch anaerobic digestion process: Dynamic of methanogen populations[END_REF][START_REF] André | Quantifying physical structure changes and non-uniform water flow in cattle manure during dry anaerobic digestion process at lab scale: Implication for biogas production[END_REF]. An alternative pattern of recirculation is shown in Fig 6c, here the daily recirculated volume is reduced considering the loss of macropores. Hitherto, none study about the effects of decreasing recirculation volume over D-AD has been found in literature. In this type of recirculation, only the liquid volume able to pass through the solid bed would be irrigated, avoiding excessive recirculation and liquid flow on the reactor boundary. Thus, the recirculated volume could be reduced in 50% in around 15 days (Fig 6c), and completely suppressed at day 31 in the treatment of CM.
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 2 Fig. 1 (a) Schematic pores structure of the biomass and definitions of pores function (b) Theoretical WRC with the test phases: Immersion and saturation (I&S), Drainage analysis (DA) and Thermogravimetric analysis (TGA)

  

  

  After this point, micropores volume remains almost similar until the end of the experiment on day 31. Evaporation time was inferior on days 31 and 21, with 2670 and 2250 seconds, respectively. Moreover, water mass balance (Eq. 4)

	values obtained for WRC analysis ranged from 88.3 ± 1.3 to 98.5 ± 2.2 % (Table 2), meaning a
	good WRC analysis performance.
	Volume porosity distribution changes are depicted in Fig 5b. Macropores decreased linearly
	from 30 ± 3 on days 0 to 1.7 ± 0.3% on day 31, meaning a reduction of 94.3%. Macropores were
	converted into mostly mesopore volume which increased linearly from 44.4 ± 3.4 to 65.4 ±
	0.2%. Moreover, micropores volume slightly increased from 16.2 ± 3.6 to 22.9 ± 0.3%. Previous
	results drive to a group of linear regression equations able to estimate the volumetric fractions of
	CM related in Eq.

Table 1 .

 1 Biomass characterization

	Biomass	RSG	CCS	S-CM	CM
	Particle shape	Plate	Angular	Plate	Cylindrical
	Particle size	Length: 10-15 cm Thickness: <2 mm	1-2 cm	Length: <5 cm Thickness: <2 mm	Length: 10-20 cm Diameter: <5 mm
	TS (%)	22.6 ± 0.6	37.9 ± 0.6	14.5 ± 1.7	18.6 ± 0.4
	VS (%TS)	85.3 ± 0.6	95.8 ± 0.7	79.4 ± 1.5	86.4 ± 0.1
	ρwet (kg m -3 )	174.1 ± 4.5	166.2 ± 0.7	797.8 ± 11.4	407.8 ± 14.1
	ρdry (kg m -3 )	39.4 ± 1.0	63.0 ± 0.3	115.6 ± 1.7	75.8 ± 2.6
	εwet (%)	78.7 ± 0.1	77.9 ± 0.4	18.6 ± 1.7	51.7 ± 1.3
	εdry (%)	95.2 ± 0.1	91.6 ± 0.1	88.2 ± 0.3	91.0 ± 0.2
	θmobile/ θadded (%)	76.1 ± 0.8	73.7 ± 2.3	5.5 ± 1.0	60.0 ± 3.6
	θmobile/ θtotal (%)	62.9 ± 0.6	62.6 ± 2.2	1.2 ± 0.1	33.5 ± 2.7
	WHC (gwater gDM -1 )	7.4 ± 0.1	4.1 ± 0.2	7.4 ± 0.2	6.7 ± 0.2
	WMB (%)	96.7 ± 0.1	99.0 ± 0.8	99.0 ± 0.2	98.5 ± 2.2
	K (m s -1 )	1.3 ± 0.3 • 10 -3	8.6 ± 0.6 • 10 -4	1.2 ± 0.2 • 10 -8	2.5 ± 0.2 • 10 -3

Table 2 .

 2 Physical characteristics evolution of digested CM

	Event	CM_Day 0	CM_Day 10	CM_Day 15	CM_Day 21	CM_Day 31
	TS (%)	18.6 ± 0.4	11.7 ± 0.1	13.9 ± 0.1	10.5 ± 0.3	11.1 ± 0.5
	VS (%TS)	86.4 ± 0.1	82.7 ± 0.2	82.1 ± 0.3	78.6 ± 0.2	76.0 ± 0.3
	ρwet (kg m -3 )	407.8 ± 14.1	556.0 ± 4.0	594.6 ± 13.8	766.2 ± 15.3	914.2 ± 0.9
	ρdry (kg m -3 )	75.8 ± 2.6	64.8 ± 0.5	82.9 ± 1.9	80.6 ± 1.6	101.5 ± 1.2
	εwet (%)	51.7 ± 1.3	29.8 ± 3.2	28.4 ± 0.2	23.9 ± 1.1	10.2 ± 1.5
	εdry (%)	91.0 ± 0.2	91.8 ± 0.4	90.0 ± 0.1	92.0 ± 0.1	90.0 ± 0.2
	WHC (gwater gDM -1 )	6.7 ± 0.2	8.9 ± 0.1	7.5 ± 0.3	10.4 ± 0.3	8.9 ± 0.2
	WMB (%)	98.5 ± 2.2	95.1 ± 0.1	95.3 ± 4.6	88.3 ± 1.3	96.6 ± 0.7

the recirculated volume could be progressively reduced considering the kinetics of macropores volume decrease.

Supplementary material

Visual aspect of studied biomasses, liquid phase monitoring, reactor mass balances and Pearson correlation coefficients can be consulted as supplementary material.
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