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Glucose-based self-blowing non-isocyanate polyurethanes foams were prepared in our previous work. They showed excellent properties comparable to commercial foams by just using a simple preparation procedure. These foams, nevertheless, present a critical drawback that is their flammability. In the research presented here a natural phenolic compound, condensed tannin, was tested as a flame-retardant to improve the fire resistance of glucose-based NIPU foams. A number of tannin-substituted glucose-based NIPU foams (mimosa tannin replacing glucose at 0%, 25% and 50%, respectively) were prepared and characterized by scanning electron microscopy (SEM), Fourier transform infrared spectroscopy (FT-IR), Thermogravimetric analysis (TG), ignition experiment and limiting oxygen index (LOI). Other physical and mechanical properties, such as foaming processes, density, compression strength, etc. were also investigated. The results indicated that the tannin-modified glucose-based NIPU foams (T/G (1/3)-Fs and (T/G (1/1)-Fs)) exhibit smaller mean cell size, improved compression strength and higher density than (T/G (0/4)-Fs). The FT-IR analysis showed that urethane linkages were formed, the chemical structure of glucose-based NIPU foam being nonetheless preserved even if the glucose was partially replaced by the condensed tannin.

Thermogravimetric analysis showed that the presence of condensed tannin decreased the thermal stability of the tannin-glucose NIPU foam composites slightly. In addition, ignition experiments were also carried out in which the glucose-based NIPU foams with a condensed tannin showed longer burning time than neat (T/G (0/4)-Fs). Finally, limiting oxygen index (LOI) values from 17.5% to 25.5%, show a higher value with the increasing condensed tannin substitution.

Introduction

Polyurethane foams (PUs), being light-weight, and presenting excellent insulating property, as well as superior mechanical properties, have been extensively utilized in buildings as thermal and acoustic insulation materials [START_REF] Qian | Quickly self-extinguishing flame retardant behavior of rigid polyurethane foams linked with phosphaphenanthrene groups[END_REF][START_REF] Nuño | A Scalable WebRTC Platform based on Open Technologies[END_REF][START_REF] Gama | Insights into the physical properties of biobased polyurethane/expanded graphite composite foams[END_REF]. However, PUs exhibit substantial drawbacks, including toxic and expensive raw materials, flammability and dripping after combustion, even though they are widely utilized [START_REF] Bourguignon | Fast and Facile One-Pot One-Step Preparation of Nonisocyanate Polyurethane Hydrogels in Water at Room Temperature[END_REF].

Demands for safer, non-toxic and inexpensive materials have driven researchers to explore new technologies and starting materials. Lignin [START_REF] Wang | Lignin-Based Polyurethanes from Unmodified Kraft Lignin Fractionated by Sequential Precipitation[END_REF][START_REF] Wadekar | Influencing the properties of Lignin PU films by changing copolyol chain length, lignin content and NCO/OH mol ratio[END_REF][START_REF] Gómez-Fernández | Impact of the combined use of layered double hydroxides, lignin and phosphorous polyol on the fire behavior of flexible polyurethane foams[END_REF], tannin [START_REF] Tondi | Tannin-based rigid foams: a survey of chemical and physical properties[END_REF][START_REF] Basso | Flexible-elastic copolymerized polyurethane-tannin foams[END_REF][START_REF] Khundamri | Bio-based flexible epoxy foam synthesized from epoxidized soybean oil and epoxidized mangosteen tannin[END_REF], sugar [START_REF] Xi | Non-isocyanate polyurethane adhesive from sucrose used for particleboard[END_REF][START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF], forestry and agriculture waste [START_REF] Wadekar | Influencing the properties of Lignin PU films by changing copolyol chain length, lignin content and NCO/OH mol ratio[END_REF][START_REF] Wang | A novel method of utilizing the biomass resource: Rapid liquefaction of wheat straw and preparation of biodegradable polyurethane foam (PUF)[END_REF][START_REF] Dos Santos | Natural polymeric water-based adhesive from cork liquefaction[END_REF] and other natural hydroxy-carrying compounds, are typical biomass resources that as partial or complete replacement of petroleum-based polyhydric alcohols have been tried to prepare PUs. It is the most commonly utilized strategy and this kind of foams is known, incorrectly, as "bio-foams".

Besides, another one is that non-isocyanate strategies for PU foams have been reported in the literature [START_REF] Vanbiervliet | Non-Isocyanate Polythiourethanes (NIPTUs) from Cyclodithiocarbonate Telechelic Polyethers[END_REF][START_REF] He | Solvent-and Catalyst-free Synthesis, Hybridization and Characterization of Biobased Nonisocyanate Polyurethane (NIPU)[END_REF]. For example, such a latter approach used easily available, costeffective materials and methods, such as the aminolysis of five-membered cyclic carbonates, to replace isocyanate when making PUs [START_REF] Bourguignon | Fast and Facile One-Pot One-Step Preparation of Nonisocyanate Polyurethane Hydrogels in Water at Room Temperature[END_REF][START_REF] Dannecker | Facile and Sustainable Synthesis of Erythritol bis(carbonate), a Valuable Monomer for Non-Isocyanate Polyurethanes (NIPUs)[END_REF][START_REF] Lee | Green polyurethane from lignin and soybean oil through nonisocyanate reactions[END_REF][START_REF] Cornille | Promising mechanical and adhesive properties of isocyanate-free poly(hydroxyurethane)[END_REF][START_REF] Esmaeili | Kinetics of curing and thermo-degradation, antioxidizing activity, and cell viability of a tannic acid based epoxy resin: From natural waste to value-added biomaterial[END_REF][START_REF] Tryznowski | Wood adhesive application of poly(hydroxyurethane)s synthesized with a dimethyl succinate-based amide backbone[END_REF][START_REF] Esmaeili | Tannic acid derived non-isocyanate polyurethane networks: Synthesis, curing kinetics, antioxidizing activity and cell viability[END_REF]. Unfortunately, some shortcomings were still discovered, including harsh reaction conditions and environment (high temperature, catalyst) [START_REF] Liu | Synthesis and properties of non-isocyanate polyurethane coatings derived from cyclic carbonate-functionalized polysiloxanes[END_REF], high toxic reagent (epichlorohydrin) [START_REF] Esmaeili | Tannic acid derived non-isocyanate polyurethane networks: Synthesis, curing kinetics, antioxidizing activity and cell viability[END_REF] and high pressure [START_REF] Lee | Green polyurethane from lignin and soybean oil through nonisocyanate reactions[END_REF][START_REF] Esmaeili | Kinetics of curing and thermo-degradation, antioxidizing activity, and cell viability of a tannic acid based epoxy resin: From natural waste to value-added biomaterial[END_REF].

We had initially sought a more environment friendly preparation strategy recently.

Fortunately, a bio-mass resource-based (mimosa tannin, a condensed tannin), low temperature (around 90 ℃) and atmospheric pressure synthesis route was found [START_REF] Thébault | Isocyanate free condensed tannin-based polyurethanes[END_REF][START_REF] Thébault | Isocyanate-Free Polyurethanes by Coreaction of Condensed Tannins with Aminated Tannins[END_REF]. Meanwhile, the glucose-based NIPUs so prepared have been used for wood coatings and wood bonding as well as to prepare foams [START_REF] Xi | Non-isocyanate polyurethane adhesive from sucrose used for particleboard[END_REF][START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF][START_REF] Xi | Glucose-Biobased Non-Isocyanate Polyurethane Rigid Foams[END_REF]. The open cell foams obtained by high-temperature induced foaming has excellent properties, and its cellular structure is recovered after the pressure on it is released, even if the cell walls were flattened by compression.

Nevertheless, in common with traditional PUs, the all glucose-based NIPU foams, regardless if obtained at high temperature or room temperature, are flammable [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF][START_REF] Xi | Glucose-Biobased Non-Isocyanate Polyurethane Rigid Foams[END_REF]. This limits their applications as fire resistance materials. Therefore, to improve their fire resistance still remained the key aim of the research work presented here. The literature reports that numerous types of flame retarding additive can improve the fire resistance of materials effectively, for instance, halogenated compounds [START_REF] Lenoir | Formation of polybrominated dibenzodioxins and dibenzofurans in laboratory combustion processes of brominated flame retardants[END_REF], phosphorus-containing compounds [START_REF] Schartel | Pyrolysis of epoxy resins and fire behavior of epoxy resin composites flame-retarded with 9, 10-dihydro-9-oxa-10-phosphaphenanthrene-10-oxide additives[END_REF][START_REF] Zhang | Pyrolysis and fire behaviour of epoxy resin composites based on a phosphorus-containing polyhedral oligomeric silsesquioxane (DOPO-POSS)[END_REF] and nano-additives [START_REF] Hussain | Effect of organophosphorus and nano-clay materials on the thermal and fire performance of epoxy resins[END_REF][START_REF] Lee | Flame retardant epoxy complex produced by addition of montmorillonite and carbon nanotube[END_REF][START_REF] Becker | Mechanical and flame-retardant properties of epoxy/Mg-Al LDH composites[END_REF][START_REF] Kim | Graphene phosphonic acid as an efficient flame retardant[END_REF][START_REF] Gu | Highly thermally conductive flame-retardant epoxy nanocomposites with reduced ignitability and excellent electrical conductivities[END_REF]. They either trigger a flame retarding barrier, or play a role as a layer blocking flammable gases, or both [35]. However, they will release toxic halogen-or phosphorus-containing gases which can threaten the environment during burning and the foam properties will deteriorate because of the high content of additives.

Nowadays, some researchers have turned their attention to bio-based flame retardants, such as tannin [36,[START_REF] Nam | Intumescent flame-retardant cotton produced by tannic acid and sodium hydroxide[END_REF], caseins [START_REF] Carosio | Flame Retardancy of Polyester and Polyester-Cotton Blends Treated with Caseins[END_REF], phytic acid [START_REF] Laufer | Intumescent Multilayer Nanocoating, Made with Renewable Polyelectrolytes, for Flame-Retardant Cotton[END_REF] and banana pseudo-stem sap liquid [START_REF] Basak | Flame resistant cellulosic substrate using banana pseudostem sap[END_REF]. Tannins became the first candidate bio resourced material, which can be obtain from the bark, seeds and other parts of plentiful species of trees [START_REF] Belgacem | Monomers, polymers and composites from renewable resources[END_REF][START_REF] Belgacem | Monomers, polymers and composites from renewable resources[END_REF][START_REF] Arbenz | Chemical modification of tannins to elaborate aromatic biobased macromolecular architectures[END_REF]. Moreover, they have many special properties such as antibacterial and antioxidant [START_REF] Ma | Effects of addition of condensed tannin on the structure and properties of silk fibroin film[END_REF][START_REF] Ekambaram | Scope of Hydrolysable Tannins as Possible Antimicrobial Agent[END_REF], precipitate proteins [START_REF] Adamczyk | Precipitation of proteins by tannins: effects of concentration, protein/tannin ratio and pH[END_REF], reductants and stabilizers [START_REF] Majumdar | Mimusops elengi bark extract mediated green synthesis of gold nanoparticles and study of its catalytic activity[END_REF]. It was reported that tannins can act as a natural fire resistance to aid tree survival [START_REF] Tributsch | The material strategy of fire-resistant tree barks[END_REF]. This is mainly attributed to their similar reactivity to phenol, phenoxy radicals could quench the oxygen free radicals when the polymer is decomposed during heating [35]. In addition, tannins have high char production efficiency when burning (55% char for condensed tannin and 28% char for tannic acid) [START_REF] Nam | Intumescent flame-retardant cotton produced by tannic acid and sodium hydroxide[END_REF][START_REF] Tondi | Tannin-boron preservatives for wood buildings: mechanical and fire properties[END_REF][START_REF] Pantoja-Castro | Study by infrared spectroscopy and thermogravimetric analysis of tannins and tannic acid[END_REF], resulting in a protective layer, which is made of char and can block heat, oxygen, and flammable gases [START_REF] Xia | Unraveling the mechanism of thermal and thermo-oxidative degradation of tannic acid[END_REF]. At the same time, due to their effect, the tannins can increase the foam mechanical properties while acting as a fire retardant [35].

Thus, the work presented here is focused on condensed tannin as a natural fire retardant to improve the flame resistance of glucose-based non-isocyanate polyurethane foams.

The resins and foams prepared were obtained at ambient pressure, at different ratios of glucose and tannin. The morphology and performance of glucose/tannin foams were investigated by SEM, FT-IR and TG and other techniques. The fire resistance of all foams was determined by means of direct ignition and limiting the oxygen index (LOI) measurement.

Materials and methods

Materials

Mimosa tannin extract is a commercial product, namely mimosa tannin extracted from the bark of Acacia mearnsii (De Wild) The neat glucose or glucose-tannin-based NIPUs were prepared according to a procedure already reported [START_REF] Xi | Isocyanate-Free Polyurethane Coatings and Adhesives from Mono-and Di-Saccharides[END_REF]. Three kinds of NIPUs mixtures for foaming preparing were prepared in this work. Glucose or glucose/tannin mixture and deionized water were placed into three-necked flask with condensing reflux, magnetic stirring and thermometer. And then, dimethyl carbonate (DMC) was added into the mixture and stirred thoroughly, mixed evenly, and heated to 65 ℃ and remained for 1 h.

Subsequently, 70% solution (in water) of hexamethylenediamine was added into the mixture under mechanical stirring, while the mixture was heated to 90 ℃ and remained for 2 h. Finally, the glucose or glucose-tannin-based NIPUs were obtained and cooled down to room temperature, standby application. The proportions of materials used are shown in Table 1. All foam samples were prepared according to our previous work already reported [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF].

10 g of G-NIPUs or T/G-NIPUs and 1 g hexamethylenetetramine were added into a 100 mL plastic beaker and then stirred at for 1 min. 8 g of the complex acid blowing agent (citric acid: glutaraldehyde = 3:1) was added and then the mixtures were stirred at room temperature for 10-15 s. The as-obtained flexible foams were placed at in ambient environment until the foam structure trend to stable. According to the species of T/G (0/4)-NIPUs, T/G (1/3)-NIPUs and T/G (1/1)-NIPUs as utilized in the experiments, the obtained flexible foams were recorded as T/G (0/4)-Fs, T/G (0/4)-Fs and T/G (0/4)-Fs, respectively. Subsequently, all flexible foam samples were put into the oven overnight at 70-80 ℃ and were taken out from the plastic beakers. The final cured foam samples were placed at ambient temperature (25℃and 12% relative humidity) for 2 days prior to characterization.

Measurements

Behavior of foaming process

The behavior of the foaming process was investigated in terms of previous reported [START_REF] Zhou | Tannin-furanic resin foam reinforced with cellulose nanofibers (CNF)[END_REF]. The rising time (the time from pouring the complex acid blowing agent into the NIPUs until full expansion of the resulting foam) and tack free time (the time from pouring the complex acid blowing agent into the NIPUs until the skin of the foam was no longer sticky) were two critical parameters of foaming process. A thermometer was fixed and deposited into inner of T/G-NIPUs to measure the foaming temperature changes in the foaming process. The rising time, tack free time and foaming temperature were accurate recorded and monitored, respectively. Each foaming process replicate was tested five times and average value was taken.

Fourier transform infrared (FT-IR) spectroscopy

The functional groups of all foam samples were analyzed with a PerkinElmer Frontier ATR-FT-MIR provided by an ATR Miracle diamond crystal. The sample powders were laid on the diamond eye (1.8 mm) of the ATR equipment and the contact for the sample was ensured by tightly screwing the clamp device. Each sample was scanned registering the spectrum with 32 scans with a resolution of 4 cm -1 in the wave number range between 600 and 4000 cm -1 .

Scanning electron microscopy (SEM) observation

To investigate the cell microstructure and morphology of glucose or tannin-glucosebased NIPUs foams, the scanning electron microscopy (Gemini SEM 300, Germany)

was used with an acceleration voltage of 10 kV. The cell morphologies were statistically analyzed depend on the SEM images by Nano Measurer 1.2 [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF]. The cell size distributions of all foams were calculated. The abovementioned parameters were calculated by averaging several tens of individual cells for each sample.

Apparent density

The apparent densities were obtained as the ratio of weight to cubic specimen volume, according to ASTM D1622-08. The size of the samples was 30 mm × 30 mm × 30 mm.

The average of five samples was determined.

TG analysis

The thermal stability of the foams was measured by using a TGA5500 analyzer (TA instruments, USA). Sample powder amounting to 5-8 mg was transferred to a platinum pan, with the temperature ranging from 25℃ to 790℃ at a heating rate of 10 ℃•min -1 in a nitrogen atmosphere.

Compression strength

The compression strength of the foams in the direction parallel to that of the foam rise were determined under ambient conditions by using a universal testing machine (Instron 3300, Elancourt, France). The size of the samples was 25 mm × 25 mm × 25 mm, and the crosshead rate was fixed at 2.0 mm•min -1 for each sample. At least three samples were tested to determine the average value.

Direct ignition test

The direct ignition test was carried out according to a method already described in the literature [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF]. Foam samples were made to specification size, 30 mm × 30 mm × 30 mm, and then were exposed facially to a stainless-steel frame preheated on a Bunsen burner (around 1000℃). Making sure the samples were located in the outer flame area of the Bunsen burner. The burning time was calculated starting by the samples were placed on the burner, till the flame of sample was considered as extinguished.

Subsequently, the sample chars were weighted and noted as quality of residue. All tests were carried out in a closed environment to minimize the influence of other factors.

Each foam type was tested three times.

Limiting oxygen index (LOI)

The limiting oxygen index (LOI) was measured according to a method reported in the literature [START_REF] Zhou | Tannin-furanic resin foam reinforced with cellulose nanofibers (CNF)[END_REF] using an HC-2 oxygen index meter (Jiangning Analysis Instrument Company, China). All samples were prepared to specification size of 80 mm ×10 mm × 10 mm. The LOI values used were the averages for the five samples.

Results and discussion

3.1 Preparation of Tannin-glucose-based NIPUs foams (T/G (0/4)-Fs, T/G (1/3)-Fs and

T/G (1/1)-Fs)
The tannin-glucose-based NIPUs foams (T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs)

were prepared with ease at ambient temperature. The main foreseeable adducts formed by multiple reactions eventually leading to structural networks in the foam are shown in Scheme 1. The foaming process can be divided into two main processes: the first one is the foaming process. The energy in this stage was produced from the rather violent reaction with citric acid and -NH2 groups (obtaining the adducts 6, 7 and 8), which provides the self-blowing energy at room temperature [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF]. The second one is the network crosslinking. Hexamethylenetetramine and glutaraldehyde act as crosslinkers to ensure that the liquid foam formed does not collapse and be maintained (obtaining the adducts 1, 2, 3, 4 and 5). And then, these adducts can further crosslink to form large molecules, which can intertwine with each other. Ultimately, this effect causes the sharp increase of the viscosity of the mixture and then its gelling, resulting in a threedimensional network (cf. Scheme 2). In fact, these two processes occur almost simultaneously. The reason for this analysis is to better understand the whole foaming process.

Apparent density

The prepared liquid flexible foams so prepared need to be hardened by heating, which was necessary to obtain and measure stable physical properties. Consequently, tanninglucose-based foams (T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs) with stable properties were prepared and shown in Figure 1. Some subtle differences between these three foam types can be seen, such as apparent color, foam cell status and cells size.

The foam structures will be discussed in the following section, by comparing the scanning electron microscopy (SEM) observation. All foams, once the tannin was introduced, showed a black/red surface color. The reason of this is the reddening of mimosa tannin under acid conditions. Moreover, the apparent densities of the foams (cf.

Table 2) increased as a function of the increase in the proportion of tannin. Thus, 50% tannin substitution yielded foams (T/G (1/1)-Fs) with the higher density, approximately 0.25 g•cm -3 , while the T/G (0/4)-Fs without tannin presented the lower density, around 0.15 g•cm -3 . This increase in foam density is ascribed to the more rapid gelling with tannin and glutaraldehyde resulting in a higher cross-linking level much earlier in the foaming process. Moreover, hexamethylenetetramine can provide further cross-linking with tannin when the soft foams are heat-hardened. Thus, it appears that the extent of cross-linking progressively increases with the addition of tannin. band between 3500 and 3100 cm -1 is characteristic of the -OH groups [START_REF] He | Solvent-and Catalyst-free Synthesis, Hybridization and Characterization of Biobased Nonisocyanate Polyurethane (NIPU)[END_REF][START_REF] Zhang | Characterization and acid-catalysed depolymerization of condensed tannins derived from larch bark[END_REF]. This broad peak is clearly apparent in the FT-IR spectra of neat tannin and glucose as well.

The 3337 cm -1 -N-H stretching peak is attributed to secondary amides, and concerns two kinds of reaction products obtained (one of them being urethane groups) [START_REF] Thébault | Isocyanate free condensed tannin-based polyurethanes[END_REF].

Furthermore, there are two clear absorption peaks at 2930 cm -1 and 2856 cm -1 , especially in the NIPU foams, which are attributed to the C-H stretching vibration of -CH 2 and -CH 3 [START_REF] He | Solvent-and Catalyst-free Synthesis, Hybridization and Characterization of Biobased Nonisocyanate Polyurethane (NIPU)[END_REF][START_REF] Xi | Isocyanate-Free Polyurethane Coatings and Adhesives from Mono-and Di-Saccharides[END_REF]. As shown in Figure 2 (b), there is some strong evidence for the formation of carbamate bonds. Of these the 1702 cm -1 band was attributed to the C=O from urethane groups and the 1645 cm -1 band to the C=O from ester groups [START_REF] He | Solvent-and Catalyst-free Synthesis, Hybridization and Characterization of Biobased Nonisocyanate Polyurethane (NIPU)[END_REF][START_REF] Xi | Isocyanate-Free Polyurethane Coatings and Adhesives from Mono-and Di-Saccharides[END_REF]. Moreover, the 1536 cm -1 band is also characteristic of the urethane group confirming the formation of carbamate structures [START_REF] He | Solvent-and Catalyst-free Synthesis, Hybridization and Characterization of Biobased Nonisocyanate Polyurethane (NIPU)[END_REF]. In the FT-IR spectrum of neat tannin and glucose, nevertheless, these kinds of absorption peaks have not been detected.

Such evidence shows that glucose-based NIPU foams are obtained by the nonisocyanate approach taken under atmospheric pressure and low temperature. Therefore, even if glucose was only partially replaced by condensed tannin, the chemical structure of glucose-based NIPUs foams does not appear to be affected. (g), attributed to water evaporation in the precursor resins during foaming and drying.

Furthermore, some ruptures or debris also can be observed in all foams, these being ascribed to the cutting process in preparing the samples [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF]. Comparing Figure 3(b)

and Figure 3(e), (h), thicker cell walls were obtained with increasing the presence of condensed tannin. This phenomenon belongs to the thickening function of tanninderived products on glucose-based NIPU foam. Furthermore, in Figure 3(f), (i), some fibrous polymers can also be clearly seen, interspersed in the cell wall or attached to their surfaces. These fibrous polymers as filler interspersed in glucose-based NIPU foam, resulted not only in an expansion effect that thickened the cell wall, but in the progressive increases of compression strength. As well as the number of fibrous polymers and cell walls thickness progressively increases by tannin addition the compression strength also progressively increases. Just because of this reason, the condensed modified foams obtained a smaller mean cell size (cf. Table 2).

According to literatures [START_REF] Zhang | Characterization and acid-catalysed depolymerization of condensed tannins derived from larch bark[END_REF], condensed tannins have higher temperature (above 500℃) carbonization efficiency under an atmospheric environment. Therefore, in view of Figure 3(f), (i), the tannin-derived fibrous polymers inserted into, or covering the cell walls can be transformed into char or a char covering layer after high temperature decomposition. This is mainly attributed to their similar reactivity to phenol, phenoxy radicals being able to quench the oxygen free radicals when the polymer is decomposed during heating [35]. Therefore, the char so formed can either retard or even prevent effectively the combustion process of the foams. Conversely, without any tannin addition a smooth fracture surface and inner surface of T/G (0/4)-Fs can be seen in 3. The Tmax value reported in Table 3 is the maximum temperature shown by DTG curves peaks at different pyrolysis stages. It can be observed that all foam samples present a similar pyrolysis behavior, with two-stage decomposition which are typical of the pyrolysis of polyurethane foams [START_REF] Cao | Polyurethane foams with functionalized graphene towards high fire-resistance, low smoke release, superior thermal insulation[END_REF]. The first mass loss stage occurs within the temperature range of 150°C-300℃, which belongs to the decomposition reaction of the bond cleavage of urethane [START_REF] Santos | Polyurethane foam impregnated with lignin as a filler for the removal of crude oil from contaminated water[END_REF]. The second mass loss stage occurs between 380°C and 600℃, this been attributed to the breaking of C-C bonds and the further decomposition of pyrolysis residual products from the first stage [START_REF] Zhang | Characterization and acid-catalysed depolymerization of condensed tannins derived from larch bark[END_REF][START_REF] Santos | Polyurethane foam impregnated with lignin as a filler for the removal of crude oil from contaminated water[END_REF]. It is still worth noting that the DTG curve views a small peak at low temperature between 50℃ and 100℃, which may be ascribed to decompose of excess acid and hexamethylenetetramine, as well as volatilize of absorbed water. (second stage), respectively (cf. Table 3). This is likely to be the initial thermal depolymerization of mimosa tannin extract at lower temperature, this occurring around 146℃ and the partial breakage of the intermolecular bonds of condensed tannin at around 450℃ [START_REF] Zhang | Characterization and acid-catalysed depolymerization of condensed tannins derived from larch bark[END_REF]. This phenomenon was similar with others described in the literature [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF][START_REF] Zhang | Characterization and acid-catalysed depolymerization of condensed tannins derived from larch bark[END_REF]. Therefore, condensed tannin addition reduced thermal stability of NIPU foams under a N2 atmosphere. This result echo those of many other studies, i.e. higher density leads in general to higher strength [START_REF] Tondi | Tannin-based rigid foams: a survey of chemical and physical properties[END_REF][START_REF] Zhou | Tannin-furanic resin foam reinforced with cellulose nanofibers (CNF)[END_REF]. In addition, the second reason is attributed to thicker cell walls of tannin modified foams (T/G (1/3)-Fs and T/G (1/1)-Fs), resulting to obtain a better compression loading distribution over the cell walls and thus an improved compression resistance [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF]. Thicker cell walls originate from the tannin-derived products, which are interspersed within the foam cell walls and which tend to thicken the cell walls by their expanding action. This conclusion is supported by the results in Figure 3.

Interestingly, there may still be another possible explanation for the higher compression properties. The inserted tannin-derived products may have served as a framework to improve the compression resistance as well.

According to the relevant literatures [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF] and the tests described here, lower density foam samples have thinner cell walls, thereby they can only provide a rather limited contribution to compression resistance [START_REF] Tondi | Tannin-based rigid foams: Characterization and modification[END_REF]. Thus, to investigate whether any upgrading in mechanical properties is only attributed to the increasing density of materials, the specific compressive strength of all foams was measured depending on the literature [START_REF] Zhou | Tannin-furanic resin foam reinforced with cellulose nanofibers (CNF)[END_REF]. The specific compressive strength of all foam samples is shown in Table 2, which indicated that the specific strength exhibits the increasing trend with the increasing of condensed tannin addition. For T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs samples, the corresponding of specific compressive strength is 1.22 kPa/kg m -3 , 1.27 kPa/kg m - 3 and 1.51 kPa/kg m -3 , respectively. The results showed the improvement of mechanical properties of tannin modified-foams that this progress of strength is not exclusively attributed to the density alone, but related to the contribution of the cell wall [START_REF] Zhou | Tannin-furanic resin foam reinforced with cellulose nanofibers (CNF)[END_REF]. This conclusion also justifies the above-mentioned analysis. Therefore, taking into account Table 3 and Figure 5, the results further indicate that the compression strength of these foams is improved by adding increasing proportions of condensed tannin. 4, respectively.

The burning time increased with the increase of tannin addition, from 175s for T/G (0/4)-Fs to 245s for T/G (1/3)-Fs, and then 372s for T/G (1/1)-Fs. The burning time of T/G (1/1)-Fs was more than twice longer of T/G (0/4)-Fs. This conclusion being also related to the density of the foams [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF]. Furthermore, the residual weight of the foam samples after burning was also evaluated. The same trend as the burning time was observed, with the T/G (1/1)-Fs foam sample presenting the higher residual weight at 15.52 %. This is attributed to the higher char rate of condensed tannin when heating.

Therefore, condensed tannin modified foams obtained longer burning time and higher residual mass. As shown in Figure 6, T/G (0/4)-Fs and T/G (1/3)-Fs shows a high flammability and a very intense flame was observed in just a very short time (30s), when the foams are either devoid of tannin or have a lower tannin content. Simultaneous, in this case a large number of black fumes (dotted blue frame) was released while the foam was burning.

T/G (0/4)-Fs (Figure 6 (b)) and T/G (1/3)-Fs (Figure 6 (a)) samples do not show major differences in combustion flame. This is similar to traditional isocyanate-based polyurethane foams, indicating that these two foams are a highly flammable. However, the final burning product of T/G (1/3)-Fs samples can be maintained approximately in its original shape, compared to the completely irregular residue shape of T/G (0/4)-Fs.

In addition, the combustion behavior of T/G (1/1)-Fs, shows a delicate small flame of which can be seen at the beginning of the burning experiment, are shown in Figure 6(c).

The intense flame and black fumes of T/G (0/4)-Fs and T/G (1/3)-Fs cannot be seen, from the beginning to the end of the experiment. Furthermore, the final product after burning keeps the original shape as well. These combustion phenomena show that while T/G (0/4)-Fs or T/G (1/3)-Fs and T/G (1/1)-Fs are all combustible, nevertheless, the ignitability is markedly lower when condensed tannin addition reached a certain proportion. All this suggests that condensed tannin have a certain inhibitory effect on the combustion behavior of T/G-Fs foam. The limiting oxygen index (LOI) reflects the minimum oxygen concentration while the polymer is burning in the mixed oxygen and nitrogen atmosphere to evaluate effectively the flame retardancy in polymers [START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF]. A material can be defined as flame-retardant when its LOI value is greater than 27%. Conversely, it can be defined as inflammable when its LOI value is less than 22% [START_REF] Liu | Resorcinol in high solid phenolformaldehyde resins for foams production[END_REF]. The LOI values of each foam samples were then evaluated and the results obtained are shown in Figure 7. The LOI values of neat glucose-based NIPU foam (T/G (0/4)-Fs) are around 17.5 %, indicating that this kind of foam belong to the class of inflammable materials, needing additional flame retardants to improve its fire resistance if we want to expend its application field [START_REF] Xi | Preparation and Evaluation of Glucose Based Non-Isocyanate Polyurethane Self-Blowing Rigid Foams[END_REF].

As 

1 6Figure 1 3

 113 Scheme 1The main foreseeable adducts formed by multiple reactions eventually 218

Figure 2 FT

 2 Figure 2 FT-IR spectra of neat tannin, glucose, glucose based NIPUs foam and

Figure 3 (

 3 Figure 3(c). Precisely due to this surface smoothness of T/G (0/4)-Fs, glucose-derived

Figure 3

 3 Figure 3 SEM images of the T/G (0/4)-Fs (a-c), T/G (1/3)-Fs (d-f) and T/G (1/1)-Fs
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 4 Figure 4 TGA (a) and DTG (b) curves of T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs
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 36 DTG data of T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs (under N2 atmosphere) Compressive mechanical properties Compression experiments were conducted to determine the effect of different tannin substitution on the compressive mechanical properties of glucose-based NIPU foams.The compressive stress-strain curves of T/G (0/4)-Fs, T/G (1/3)-Fs and T/G (1/1)-Fs samples are shown in Figure5. The three-section curve is composed of three stages, namely the elastic behavior of the foam's cell wall bending(Ⅰ), cell collapse(Ⅱ) and densification(Ⅲ)[START_REF] Merle | New biobased foams from wood byproducts[END_REF]. As shown in Figure5, T/G (1/1)-Fs shows the highest compression strength and then T/G (1/3)-Fs and T/G (0/4)-Fs samples. The reason one for this is that the T/G (1/1)-Fs sample shows greater density then T/G (1/3)-Fs and T/G (0/4)-Fs samples, as the foams density is directly proportional to compression strength.

Figure 5

 5 Figure 5 Compressive stress-strain curves of T/G (0/4)-Fs, T/G (1/3)-Fs and T/G

Figure 6

 6 Figure 6 The digital photos of ignition experiments: (a) T/G (1/3)-Fs; (b) T/G (0/4)-

  expected, the condensed tannin-glucose NIPU foams, T/G (1/3)-Fs and T/G (1/1)-Fs, presented improved LOI values of 20.0 % and 25.5 %, respectively. The cause of this improved results is probably attributed to the presence of the condensed tannin, which have a considerable proportion of aromatic rings. Therefore, the condensed tannin-glucose NIPU foams are more easily carbonized when the carbon atoms reach a high proportion level[35,[START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF][START_REF] Li | Preparation and characterization of bark-derived phenol formaldehyde foams[END_REF] 63]. In addition, from the structure of all foams, due to the enlarged cells (lower density) and a greater number of perforations of G-Fs (as shown in Figure3(a), (d) and (g)), the oxygen can enter to the inner parts of the foam, thereby increasing the oxygen concentration and thus rendering the foam more inflammable[START_REF] Li | Larch tannin-based rigid phenolic foam with high compressive strength, low friability, and low thermal conductivity reinforced by cork powder[END_REF]. Combined with the SEM images, the tannin-derived fibrous polymers either interspersed in the cell walls of T/G (1/3)-Fs and T/G (1/1)-Fs or covering them may well be the one of critical factors of the improved fire resistance of these foams. Exactly as explained above, these tannin-derived fibrous polymers can then be easily converted into a char layer to improve the fire resistance of tanninglucose-based NIPU foams. The ignition experiment results of all foam samples does also support such a conclusion. Therefore, the addition of condensed tannin can improve the LOI values of T/G (0/4)-Fs.
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	Acros Organics, France; Glucose (99.99%, anhydrous), Hexamethylenediamine
	(HDMA,	98%),	Dimethyl	carbonate	(DMC,	99%,	anhydrous),
	Hexamethylenetetramine (99%, ACS reagent), Citric acid (99.5%, ACS reagent), were
	supplied by Sigma-Aldrich (Saint Louis, France). All these chemical reagents did not
	need any further purification before use. Deionized water (DI) was produced in the
	laboratory.						
	2.2. Preparation process					
	2.2.1 Preparation of the glucose or glucose-tannin-based Non-Isocyanate Polyurethanes
	(NIPUs)						
	Mondovi, Italy). Glutaraldehyde (C5H8O2, 50% water solution) was obtained from
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 1 

	The formulation of glucose or glucose-tannin-based NIPUs

Table 4

 4 The results of the ignition experiments

	Samples	Burning time (s)	Residue (g)	Residual (%)
	T/G (0/4)-Fs	175 ± 11	0.13 ± 0.02	9.87 ± 0.13
	T/G (1/3)-Fs	245 ± 10	0.15 ± 0.02	12.54 ± 0.09
	T/G (1/1)-Fs	372 ± 18	0.34 ± 0.03	15.52 ± 0.15
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