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ABSTRACT: Developing nanoscale electri-
cal characterization techniques adapted to 
three-dimensional (3D) geometry is essen-
tial for optimization of the epitaxial struc-
ture and doping process of nano- and mi-
crowires. In this paper, we demonstrate the 
assessment of the depletion width as well as 
the doping profile at the nanoscale of indi-
vidual microwire core-shell light-emitting 
devices by capacitance-voltage measure-
ments. A statistical study carried out on sin-
gle wires shows the consistency of the dop-
ing profile values measured for individual microwires as compared to assemblies of hundreds of wires processed on the same 
sample. The robustness of this method is then demonstrated on four epitaxial structures with different growth and doping 
conditions. Finally, electron beam-induced current and secondary electrons profiles are used to validate the depletion region 
width and the position in the core-shell structure.  
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The promising optoelectronic properties of 
Gallium Nitride (GaN) and its alloys have driven research 
activities worldwide since the first GaN-based light emitting 
diodes (LEDs) demonstrated in the early 1990s by 
Nakamura et al1. After thirty years of development, the 
maturity of GaN-based LEDs for lighting applications makes 
these devices a potential candidate for the µLED display 
technology2,3. Despite their high efficiency2,4,5 and 
brightness4–6, two-dimensional (2D) c-plane µLEDs are 
currently facing numerous challenges including efficiency 
reduction with pixel downscaling7 and difficult pick-and-
place manufacturing technologies8. Core-shell wire-based 
LEDs have emerged as an attractive alternative to c-plane 
2D LEDs for photonic device applications and especially 
µLED displays2,3,9. The high aspect ratio due to the three-
dimensional (3D) geometry could increase the active region 
area which is in turn expected to alleviate the efficiency 
droop issue in LEDs10. Also core-shell wire-based LEDs 
should not suffer from a reduction in efficiency when 
downscaled given that there are no surface effects in the 
active region. 

The potential of core-shell wires devices derives 
from a spatially resolved nanoscale understanding of their 
promising properties11. Developing characterization tech-
niques adapted to wires is thus essential to optimize their 

structures and improve their performances. The assess-
ment of optical, structural, and electrical properties is cru-
cial for the enhancement of the quality of optoelectronic de-
vices. Characterization techniques such as cathodolumines-
cence 12–14, time-resolved cathodoluminescence12,15, photo-
luminescence16–18, energy-dispersive X-ray15, scanning 
near-field optical microscopy19, scanning photocurrent mi-
croscopy20, field effect transistors21 and thermo-electric 
Seebeck effects22 have been successfully adapted from the 
planar structures to the wire-based geometry. The manu-
facture of 3D p-n junctions embedded in core-shell wires 
makes crucial the development of new techniques adapted 
to measure the doping level of the different epitaxial layers 
of the LED stack. Kelvin Probe Force Microscopy (KPFM) 
has been used on axial nanowires to determine the size and 
location of the space charge area23. However, KPFM is only 
applicable to the apparent p-n junction and this is not rele-
vant for core-shell wires. Electron beam induced current 
(EBIC)11,15 and Hall-effect14,24 measurements have been per-
formed on core-shell wire-based structures to respectively 
determine the p-n junction position with the associated dif-
fusion lengths and the free carrier densities but these tech-
niques are time consuming which does not allow for an in-
depth statistical study. Capacitance-Voltage (C–V) measure-
ment allows the width of the space charge region (SCR) and 
the dopant distribution in the structure to be extracted and 



 

was intensively used to characterize planar optoelectronic 
devices25–31. C–V measurement appears as the most suitable 
technique to characterize assemblies of wires in which each 
single wire contributes to the signal. Even, if C–V technique 

has been already performed on assemblies of wires32,  the 
bridge between the contribution to the C–V signal of numer-
ous single wires to assemblies of wires have never been in-
vestigated. Here, we report the assessment of dopant con-
centration as well as the width of the depletion region at the 
nanoscale on a single 3D core-shell microwire and we inves-
tigate the reliability to perform C-V measurement on assem-
blies of wires with the objective of developing characteriza-
tion techniques on an industrial scale.  

In this paper, we studied the electrical properties 
of both single (SW) and assembly (AW) of InGaN/GaN core-
shell wires grown by metal-organic vapor phase epitaxy 
(MOVPE). First, a brief description of the electrostatic prop-
erties of the nitride-based LED and its current-voltage (I–V) 
characteristics are presented. Then, the results of C–V 
measurements on a single wire and an assembly of wires 
enabled us to extract the dopant concentration and the as-
sociated depletion width calculated by using the classical p-
n junction theory. Following the validation of this method 
supported by simulations, the robustness of this technique 
is demonstrated by comparing samples from different 
growth conditions. Finally, the values of the depletion width 
obtained by C–V and EBIC measurements for the same sam-
ple are compared. 

The InGaN/GaN core−shell wires were grown us-
ing catalyst-free MOVPE33,34 on a [111] silicon substrate 
with a resistivity of 𝜌 =1 mΩ.cm. A selective growth area 
through a mask (with sub-micrometer openings) was used 
to grow wurtzite n-doped GaN core along the [0001̅] direc-
tion (N polar orientation) with a radius of 250 nm (defined 
as hexagon side length) and a height of 10 μm. Figure 1a 
shows that the active region is encapsulated between a n-
doped GaN core and p-doped GaN shell. For the sake of sim-
plicity, as shown in Figure 1b the active region only consists 

of a single thick InGaN quantum well of 8 nm with 10% of 
indium content. This was incorporated between two GaN 
barriers of 7 nm and 6 nm respectively followed by a 20 nm 
AlGaN electron blocking layer (EBL) with 19% of aluminium 

content. This active region was then covered by a p-doped 
GaN shell grown over both the non-polar lateral sidewalls 
and the polar upper surface. The final radius of the circum-
scribed circle of the hexagonal base of each wire was around 
900 nm while the height was around 10 μm. Additional de-
tails of the growth conditions are reported in supporting in-
formation 1. 

In order to understand the electrostatic properties 
of the whole stack, we performed finite element calculation. 
Figure 1b shows the energy band diagram at 0V of a radial 
(m-plane) junction corresponding to sample SW1 from Ta-
ble 1, with the associated valence band (VB) and conduction 
band (CB). This was obtained using Nextnano software35. 
The curvature of the band diagram resulting from the InGaN 
QW and the AlGaN EBL was characteristic of a non-polar p-
n junction. With the extension of the tangent to the electric 
field toward 0kV/cm, we could infer the depletion width on 
both n-side and p-side. The schematic distribution of do-
pants in the active region is also shown in Figure 1b.  

In order to measure the electrical properties of the 
p-n junction, samples have been processed (see clean room 
processes in supporting information 2). I-V measurements 
have been performed on single wires, a typical I-V curve is 
shown in Figure 1c and discussed quantitatively in support-
ing information 3. The leakage current in reverse regime is 
sufficiently low to ensure a reliable C–V measurement. C–V 
is an efficient method for the assessment of doping levels 
and the depletion width of a p-n junction25. In semiconduc-
tor theory, the measured capacitance is the sum of the junc-
tion capacitance and the diffusion capacitance36. Only the 
measurements versus reverse voltage are presented in this 
paper. In these conditions, the contribution of the diffusion 
capacitance (which is dominating in the forward regime25) 

Figure 1. (a) Illustration of a 3-dimensionnal cleaved InGaN/GaN core-shell wire. (b) Schematic cross-section of the LED stack with 
dimensions and doping levels from sample SW1 in Table 1, the corresponding energy bands and electrical field profile at 0V. (c) 
Current-Voltage characteristic of a single InGaN/GaN core-shell wire and SEM picture of a single wire electrically connected. The p-
contact is taken using a microtip in contact with the TCO layer deposited on the p-GaN, while the n-contact is directly taken on the 
silicon substrate. 



 

was assumed to be negligible. Thus, the physical mecha-
nisms at the origin of a diffusion capacitance in forward 
voltage which have been detailed in previous reports25,37 
are not discussed herein. If we only consider the SCR of the 

p-n junction and not the accumulated free carriers (two-di-
mensional electron or hole gas), the measured capacitance 
can be expressed as28: 

                                         𝐶𝑗(𝑉) =
𝜖𝜖0𝑆

𝑊
                                         (1) 

with 𝜖0 the vacuum permittivity, 𝜖 = 9.5 the GaN relative 

permittivity28,38, 𝑆 the active surface of the junction, 𝑊 the 

depletion region width and 𝑉 the applied reverse voltage. 

The value of the depletion width was then directly extracted 

from the capacitance measurement. The SCR was enlarged 

as the reverse voltage increased and the band diagram and 

electric field were consequently modified (Figure 3a and 

3b). From the variation of the junction capacitance with the 

applied reverse voltage, the apparent dopant concentration 

𝑁𝑒𝑓𝑓  can be analytically determined. This quantity is in-

ferred from the measured C–V curve using the formula26:  

                         𝑁𝑒𝑓𝑓(𝑉) = −
2

|𝑞|𝜖𝜖0𝑆2 [
𝑑(

1

𝐶2)

𝑑𝑉
]

−1

                      (2) 

where  |𝑞| ≅ 1.602𝑒−19 C  was the elementary charge. The 
relative permittivity 𝜖 was assumed to be constant within 
the whole structure (InGaN, GaN, AlGaN). Indeed, the 
indium content in the QW and the aluminium content in the 
EBL induced a negligible impact on the values of the relative 
permittivity 𝜖𝐺𝑎𝑁 ≅ 𝜖𝐴𝑙𝐺𝑎𝑁 ≅ 𝜖𝐼𝑛𝐺𝑎𝑁  which means 𝑁𝑒𝑓𝑓  only 

Table 1. Structures of samples 1 to 4: The labels SW and AW indicate if the processing and C-V measurement was carried out on a 

single wire or an assembly of wires respectively. The table lists the doping density targeted from growth conditions for n-GaN, 

active region GaN/InGaN/GaN, EBL and p-GaN layers, 𝑁𝑒𝑓𝑓−𝑚𝑒𝑎𝑛 on the voltage range [-5.5V; -3V] and the indium content in the 

QW. Non-intentionally doped (NID) regions can be either n-type or p-type depending on the Mg back diffusion. 

Sam-
ple 

name 

Single wire (SW) 
 or assembly of 

wires (AW) 

Targeted n-
GaN doping 

density (𝒄𝒎−𝟑) 

Active region 
GaN/InGaN/Ga

N 
doping condi-

tions 

Targeted EBL 
doping density 

(𝒄𝒎−𝟑) 

Targeted p-GaN 
doping density 

(𝒄𝒎−𝟑) 

𝑵𝒆𝒇𝒇−𝒎𝒆𝒂𝒏(cm−3) 

on [-5.5V; -3V] 

𝐈𝐧𝐱𝐆𝐚𝟏−𝐱𝐍 
x (%). 

#1 SW1 𝟔 × 𝟏𝟎𝟏𝟖 NID 𝟏 × 𝟏𝟎𝟏𝟗 𝟓 × 𝟏𝟎𝟏𝟗 𝟒. 𝟗 ± 𝟏. 𝟔 × 𝟏𝟎𝟏𝟖 10 

#2 SW2 𝟔 × 𝟏𝟎𝟏𝟖 NID NID 𝟓 × 𝟏𝟎𝟏𝟗 𝟐. 𝟎 ± 𝟏. 𝟑 × 𝟏𝟎𝟏𝟖 0 

#3 AW3 𝟔 × 𝟏𝟎𝟏𝟖 NID NID 𝟓 × 𝟏𝟎𝟏𝟗 𝟑. 𝟏 ± 𝟎. 𝟖 × 𝟏𝟎𝟏𝟖 10 

#4 AW4 𝟔 × 𝟏𝟎𝟏𝟖 NID NID 𝟏 × 𝟏𝟎𝟏𝟗 𝟏. 𝟕 ± 𝟎. 𝟔 × 𝟏𝟎𝟏𝟖 10 

Figure 2. 𝑁𝑒𝑓𝑓  vs bias of four different single wires of the validation sample SW0 (a) and four different assemblies of wires with 

different number of connected wires of the validation sample AW0 (b). 𝑁𝑒𝑓𝑓  vs depletion width of the same four single wires (c) and 

the same four assemblies of wires (d). (e) Statistical distribution (histogram and kernel density estimate) of the mean values of the 

depletion width 𝑊 at 0V for 22 single wires of the sample SW0. (f) Comparison of the statistical distribution of 𝑁𝑒𝑓𝑓  vs voltage 

between AW0 and SW0. The mean values of 𝑁𝑒𝑓𝑓  is also highlighted by the smooth curves between 0V and -5.5V. The boxplots are 

standard conventions showing the 𝑁𝑒𝑓𝑓  distribution at each voltage from 0V to -5.5V by 0.5V step. The calculation of 𝑁𝑒𝑓𝑓  is made at 

the same voltages for each sample. They are not superimposed for clarity. 



 

depends on the dopant concentration in the structure with 
1

𝑁𝑒𝑓𝑓
=

1

𝑁𝐴
+

1

𝑁𝐷

 where 𝑁𝐴 the acceptor concentration and 𝑁𝐷  

the donor concentration. An accurate value of the active 
surface 𝑆 must be introduced in equations (1) and (2) to 
reliably evaluate the depletion width and the effective 
dopant concentration. The assessment of the active surface 

of the junction was carried out from the wire’s geometry 
and its calculation is detailed in the supporting information 
4. The spatial resolution of the C–V profiling was limited by 
the Debye lengths as discussed in supporting information 5.  

 In order to implement the C–V measurement on 
core-shell wires (experimental details are given in support-
ing information 6), a sample #0 has been investigated to 
compare the values of 𝑁𝑒𝑓𝑓  at different voltages between as-

semblies of wires (AW0) and single wires (SW0). This vali-
dation sample aims to investigate the consistency between 
the results obtained for single wires and assemblies of wires 
coming from the same epitaxy run. The number of single 
wires, assembly of wires and number of connected wires 
per assembly are reported in supporting information 7. The 
value of the depletion width was determined from equation 
(1). At 0V the SCR is large enough to encompass the QW. 
This is supported by an electro-optical measurement de-
tailed in the supporting information 8. As shown in Figure 
2a and Figure 2b respectively, the increase of 𝑁𝑒𝑓𝑓  with the 

reverse applied voltage began between -1V and 0V for the 
single wires and at exactly 0V for the assembly of wires. In 
reverse voltage between 0V and -3V, the nanoscale resolved 
enlargement of the SCR seen in Figure 2c and 2d allows an 
increase in the effective dopant concentration probed until 
reaching a maximum value to be determined. Each curve in 
Figure 2a and 2c has a similar trend but exhibits variations 
in the peak position, values of 𝑁𝑒𝑓𝑓  at a given voltage and 

depletion width on the voltage range [-5.5V; 0V]. Moreover, 
the depletion width at 0V vary from one wire to another as 
shown in the statistical distribution Figure 2e. Figure 3c and 

3d report simulations that have been carried out to better 
understand the origin of the doping profile fluctuations. 

C(V) = dQ/dV was simulated in a one-dimen-
sional (1D) structure from -5.5V to 0V, by step of 0.1V 
thanks to Nextnano++ finite element software. Then 𝑁𝑒𝑓𝑓  

was inferred from equation (2) in order to check the impact 
of the EBL thickness and the p-type doping level in the EBL. 

As shown in Figure 3c, a variation in the thickness of the EBL 
of a few nm leads to a significant shift of the peak position 
and the maximum value of 𝑁𝑒𝑓𝑓 . In the same way, the p-type 

doping level in EBL impacts the position and maximum 
value of the peak, as well as the slope of the effective doping 
level (Figure 3d). This suggests that the slope depends more 
on the doping than on the thickness of the layer. These sim-
ulations highlight the sensitivity of the C-V measurement 
and the strong interdependence of the structural parame-
ters. Measurement performed on assembly of wires, having 
fluctuations on thicknesses and doping levels from one wire 
to another, must lead to an average value and hence a flat-
tening of the peaks. Figure 2b and Figure 2d present four dif-
ferent doping profile measurement on assemblies of wires. 
From one device to another, the number of electrically con-
nected wires varied from ~100 to ~850. The doping profile 
𝑁𝑒𝑓𝑓  has the same trend for all the devices, versus applied 

voltage and versus depletion width. Contrary to the single 
wire, the assembly of wires does not show a single peak on 
the voltage range [-5.5V; -2V] but there was a plateau within 
the range [-5.5V; -1.5V]. It could result from the contribu-
tion of each connected wire having its peak position at a dif-
ferent voltage. The flatness of the plateau increased with the 
number of wires connected due to the higher average of 
peaks at different position. Figure 2f shows the mean values 
of 𝑁𝑒𝑓𝑓  at different voltages for AW0 and SW0 of samples 

#0. Below an applied voltage of -3V, the 𝑁𝑒𝑓𝑓−𝑚𝑒𝑎𝑛  are very 

close for both devices but the boxplots show a higher dis-
parity for the single wires. This was to be expected given 
that there was a larger number of connected wires in each 

Figure 3. Simulation of (a) the band diagram and (b) the associated electric field of the structure detailed below, showing the 

enlargement of the SCR with the applied reverse voltage (indicated by the two-headed arrows). The doping level of n-GaN, active 

region and p-GaN layers are respectively 𝑁𝐷 = 6 × 1018 𝑐𝑚−3, 𝑁𝐷 = 3 × 1018 𝑐𝑚−3 and 𝑁𝐴 = 5 × 1019 𝑐𝑚−3. The default value of 

doping level and thickness of the EBL are respectively 𝑁𝐴 = 5 × 1018 𝑐𝑚−3 and 20 nm. The active region consists in 7 nm GaN, 8 

nm InGaN and 6 nm GaN, with a 10% indium content in the QW. Simulation of 𝑁𝑒𝑓𝑓  versus reverse applied voltage for 1D structures 

with (c) different EBL thicknesses (18 nm, 20 nm, 22 nm) and constant EBL doping level (𝑁𝐴 = 5 × 1018 𝑐𝑚−3) and (d) different 

EBL doping levels (𝑁𝐴 = 4 × 1018 𝑐𝑚−3, 5 × 1018 𝑐𝑚−3, 6 × 1018 𝑐𝑚−3) and constant thickness (20 nm).  

 



 

assembly and that the measured capacitance is the sum of 
the capacitance of each electrically connected wire.  

Then, in the light of the investigations described 

above for sample #0, we implemented the C–V technique to 

a set of four different samples in order to evaluate the im-

pact of the epitaxial growth conditions on electrical proper-

ties. The structure and the targeted doping densities of 

these four samples (SW1, SW2, AW3, AW4) are reported in 

Table 1. Figure 4a and 4b show 𝑁𝑒𝑓𝑓  vs applied voltage for 

sample 1 to 4. SW1 has a doped EBL with a target doping 

density set at 1 × 1019 cm−3. The measured effective doping 

level of this sample was higher than those which were non-

intentionally doped (NID) EBL (SW2, AW3, AW4). Conse-

quently, this p-type doping increased the mean values of 

𝑁𝑒𝑓𝑓 . According to the targeted doping densities reported in 

Table 1, it is possible to compare the theoretical and exper-

imental values for the sample SW1 in the range [-5.5V;-3V] 

from the relation between 𝑁𝐴, 𝑁𝐷  and 𝑁𝑒𝑓𝑓 : 
1

𝑁𝑒𝑓𝑓
=

1

𝑁𝐴
+

1

𝑁𝐷
=

1

1×1019 +
1

6×1018 =
1

3.75×1018 

The mean experimental 𝑁𝑒𝑓𝑓  measured by C–V between -3V 

and -5.5V is 4.9 ± 1.6 × 1018 cm−3. The theoretical and ex-
perimental values are in good agreement. A sample grown 
without indium was characterized to assess the impact of 
the quantum well on the C-V measurements (SW2). The val-
ues and variations of 𝑁𝑒𝑓𝑓  with the applied voltage (similar 

to AW3 sample) confirm that the QW is encompassed in the 
SCR at 0V. In order to check the Mg incorporation efficiency, 
the p-GaN shell of AW4 was intentionally doped at 5 times 
less than AW3 (Figure 4b). In both cases, the EBL and the 
active region are non-intentionally doped. The reduction of 
the doping density in the p-GaN shell of AW4 makes the 
mean value of 𝑁𝑒𝑓𝑓  half that of AW3. In Figure 4a and 4b, the 

mean effective doping level increased linearly with the ap-
plied reverse voltage and reached a doping plateau for each 
sample. This profile reflects the transition from the NID ac-
tive region to the intentionally doped n-GaN and p-GaN. 

These results show the relevance of the C–V measurements 
to highlight doping levels in single wire and assembly of 
wires with core-shell configurations and the impact of the 
epitaxial growth conditions on the doping levels. 

Finally, to confirm and complete the C–V results, 
EBIC measurements were performed to determine the de-
pletion width 𝑊. Coupling this method with a secondary 
electron profile of a scanning electron microscope (SEM) di-
rectly gives the position of the SCR in the structure. EBIC 
measurements were carried out on 5 facets of 3 single wires 
from the sample SW1 after chemical mechanical polishing 
treatment (done after the C-V measurement), whereby the 
entire active region is accessible in top view, as shown in 
Figure 5a (see supporting information 9). EBIC and SEM 
profiles separately acquired at the same location are shown 
Figure 5b. Due to the difference of chemical species in GaN 
and AlGaN, the EBL can be delineated by secondary electron 
contrast. The derivative of the SEM contrast is then calcu-
lated and overlapped as shown in Figure 5b. The extrema of 
the derivative curve distinctly show the position and thick-
ness of the EBL. The comparison of the EBIC signal with the 
derivative of the SEM contrast allowed us to evaluate the 
position of the SCR with respect to the active region. This 
corroborates results from the photocurrent about the posi-
tion of QW in the SCR. Thanks to an analytical procedure11,39 
the depletion width 𝑊and diffusion lengths 𝐿𝑛, 𝐿𝑝 of minor-

ity carriers have been extracted from EBIC signal at five lo-
cations from SW1 sample, at different voltages ranging from 
-5V to 0V (Figure 5c). The diffusion lengths of the minority 
carriers on n-side and p-side region are respectively 50 nm 
and 6 nm to 10 nm, inducing an asymmetry of the EBIC sig-
nal of the p-n junction. The maximum of the EBIC signal is 
located less than 2 nm to the expected position of the p-n 
interface deduced from the SEM analysis. The depletion 
widths of 20 wires of the SW1 obtained by C–V measure-
ment are also reported for comparison in Figure 5c. The var-
iation of the depletion width with voltage follows the same 
trend for both EBIC and C–V measurements and the values 

Figure 4. (a) Statistical distribution and mean values of 𝑁𝑒𝑓𝑓  at different reverse voltage for 16 single wires of SW1 and 18 single 

wires of SW2. (b) Statistical distribution and mean values of 𝑁𝑒𝑓𝑓  at different reverse voltage for 35 assemblies of wires of AW3 from 

~100 to ~700 connected wires and for 5 assemblies of wires for AW4 from ~100 to ~850 connected wires. The number of wires 

per assembly are detailed in supporting information. 



 

of 𝑊 obtained by C–V on assembly of wires and EBIC on sin-
gle wire are consistent.  

Conclusion. In this study, C–V measurements 
were demonstrated on core-shell wires to determine the 
width of the depletion region and the radial dopant distri-
bution. For the first time, C–V measurement was carried out 
on individual core-shell wires which means it could be pos-
sible to study wire-to-wire homogeneity. A statistical study 
showed consistency between assembly of wires and single 
wire dopant profiling. This measurement was applied to 
samples with different epitaxial growth conditions to assess 
the impact on doping profiles from one sample to another. 
Effective doping levels and depletion widths were meas-
ured in the range of 1 − 5 × 1018 cm−3 and 30 − 70 nm, re-
spectively. The depletion width values comply well with 

EBIC measurements. Finally, the position of the SCR was es-
tablished using combined EBIC and secondary electrons 
contrast. 
 
Supporting information. 
 
Additional information on growth conditions, clean room 
process, current-voltage characteristics, calculation of the 
active surface area, spatial resolution of C–V measurement, 
C–V experimental details, encompassment of the QW in the 
space charge region, a table that lists the number of single 
wires-assemblies of wires-number of connected wires per 
assembly and EBIC measurement details have been added 
in supporting information. 
This material is available free of charge via the Internet at 
http://pubs.acs.org. 
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