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Edge termination design improvements for 10 kV 4H-SiC bipolar diodes

, to achieve the blocking voltage of 10 kV.

A 4H-SiC epitaxial wafer from Cree was used to fabricate the diodes. It consists of a stack of p ++ (2 10 19 cm -3 , 1 µm)/p + (2 10 17 cm -3 , 1 µm)/n -(2 10 14 cm -3 , 120 µm) epilayers grown on heavily-doped n + -type substrate. Diodes have been implemented with different edge terminations in two geometries: round shape with a bend radius of 0.12 mm and square shape with a radius of 0.45 mm. A summary of the different diode structures is presented in the table 1. The number, position and width of the JTE rings are optimized by simulation using Sentaurus TM . According to the simulation results, the presence of the JTE rings extends the optimum doses of main JTE and increases the maximum blocking voltage.

 reports on the (I-V) characteristic for the forward mode.

In the final paper, the conception, fabrication and characterization of the diodes will be described in detail and the influence of JTE rings and junction bend radius will ´´´ be discussed. We will also present the results of 3-D simulations to better understand the influence of junction bend radius on the diode performance.
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 2 Fig. 2. Reverse I-V characteristics of the best performance diodes.
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 3 Fig.3.Forward current-voltage characteristic of the 0.045 mm 2 diode.

Table 1 :

 1 Summary of the realized diodes with the experimental breakdown voltage: R -bend radius, S -active area, N -number of tested diodes, A / σ / Max -average / standard deviation / maximum of breakdown voltage.

	R (mm) S (mm 2 )	Protection	N	A (V) σ (V) Max (V)
	0.12	0.045	JTE (600 µm)	68	7760 2196	10200
	0.12	0.045	JTE (400 µm)	70	5670 2670	9000
	0.12	0.045	JTE (400 µm), 4 rings 71	6190 2657	9400
	0.45	3.9	JTE (400 µm)	67	6192 2820	10200