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Abstract 
Tumor microvascularization is a biomarker of response to antiangiogenic treatments and is 
accurately assessed by ultrasound imaging. Imaging modes used to visualize slow flows include 
Power Doppler imaging, dynamic contrast-enhanced ultrasonography, and more recently, 
microvascular Doppler. Flow phantoms are used to evaluate the performance of Doppler 
imaging techniques, but they do not have a steady flow and sufficiently small channels. We 
report a novel device for robust and stable microflow measurements and the study of the 
microvascularization. Based on microfluidics technology, the prototype features wall-less 
cylindrical channels of diameters ranging from as small as 147 up to 436 µm, cast in a soft silicone 
polymer and perfused via a microfluidic flow pressure controller. The device was assessed 
using flow rates from 49 to 146 µL/min, with less than 1% coefficient of variation over three 
minutes, corresponding to velocities of 6 to 142 mm/s. This enabled us to evaluate and confirm 
the reliability of the Superb Microvascular Imaging Doppler mode compared with the Power 
Doppler mode at these flow rates in the presence of vibrations mimicking physiological motion. 
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Introduction 

Assessment of microvascularization in tissues is clinically relevant in cardiology1,2 and 
oncology.3 Angiogenesis is among the key processes involved in tumor growth.4 As a thera- 
peutic target for antiangiogenic drugs, angiogenesis is also a promising biomarker for the 
evaluation of patient response to treatment.5 

 



 

 

In this context, ultrasound imaging is an attractive technique for exploring flow in vascular 
networks at different scales. Color Doppler and pulsed Doppler modes are usually used to image 
fast flows, while microvascular flows are typically imaged using Power Doppler mode (PD), 
which is able to visualize perfusion in vessels with diameters of a few hundred micrometers.6 

Microvasculature assessment in vessels below the limit of a few hundred micrometers can be 
performed by specific modes. Dynamic contrast-enhanced ultrasound (DCE-US), which is based 
on the injection of contrast agents (encapsulated microbubbles) to enhance the scattered signal, 
enables quantification of the microvasculature. New microvascular Doppler modes based on 
advanced signal processing both in “conventional” imaging as well as in ultrafast plane-wave 
imaging were recently developed to visualize microvascularization without the need for contrast 
agent injection.7-10 In particular, Superb Microvascular Imaging® (SMI) available on Aplio 500 
(Toshiba Medical Systems, Japan) is based on high-resolution Doppler imaging with high-den- 
sity beamformer architecture and a powerful and adaptive algorithm that effectively separates 
flow signals from tissue motion artifacts. 

Phantoms are commonly used to characterize and calibrate ultrasound imaging systems and to 
verify whether their performance meets quality standards.11 They are also used to assist the 
development of new transducers and diagnostic techniques, as well as to assess new imaging 
modalities and image processing techniques. Moreover, they can be used to demonstrate clinical 
improvements.12 Specific flow phantoms have been developed to perform reproducible tests to 
evaluate the performance of new microvascular flow imaging modalities and microflow Doppler 
image processing techniques. The phantoms described below are test objects made out of tissue- 
mimicking materials (TMM) with acoustic properties mimicking those of human tissues and 
vessels, specified by the International Electrotechnical Commission 61685.11 The geometries are 
mainly straight channels, given the fact that they study the resolution and detection limits of the 
scanners and their associated imaging modes. More tortuous geometries that are more physiolog- 
ically relevant would be interesting to assess quantitative imaging realistically, with wash-in and 
wash-out phases that would be sensitive to the tortuous geometry of the flow : such phantoms 
have been made for three-dimensional (3D) ultrasound flow imaging, using rapid prototyping 
and investment casting techniques13 as well as lost-core casting principles14 to assess the efficacy 
of ultrasound flow estimation methods. 

Doppler flow phantoms with a channel of 1 to 2 mm can be made by casting TMM around a 
rubber tube,15 or around a rod that is removed after solidification of the TMM to obtain a wall- 
less design.16 However, blood capillary diameters are typically 5 to 500 µm,17 so microvascular- 
ization phantoms need to contain thinner channels. Thinner tubes of 200 to 700 µm-diameter can 
also be encapsulated in TMM,18 however TMM has a limited shelf life (a few months) and the 
wall around the channel can cause reflection artifacts. To downsize the channel, a dialysis car- 
tridge composed of a large number of cellulose capillaries of 200 µm-diameter has been used,19 

however the capillaries become porous over time, and only the top capillaries can be imaged 
because of ultrasound attenuation. This setup is thus not reproducible, and capillaries cannot be 
imaged individually. 

New approaches including the use of microfluidic chips20,21 appear to be a promising solution 
to mimic complex microvascular networks. These chips allow manipulation of fluids in channels 
ranging from less than a micrometer to a few millimeters, including complex geometries. They 
possess valuable properties such as slow and laminar flows, wall-less channels and the possibil- 
ity of coating them with endothelial cells for biological tests. They are easy to prepare in a clean 
room environment, inexpensive and easily molded. Desailly et al. and Kim et al. 20,21 used stan- 
dard polydimethylsiloxane (PDMS) microfluidic chips with rectangular channels to test their 
ultrasound imaging modes. However, PDMS material is highly absorbent which limits the propa- 
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gation of ultrasound waves to superficial depths only. 
 

 
 

Figure 1. Top: scheme of the process used to make the mold. Strings (red and blue) were placed 
through the holes of the tank and ballasted at both ends to straighten them. This setup allowed straight 
strings parallel to the bottom of the mold. Bottom: homogeneous phantom composed of channels 
including the four channels of diameters 147, 242, 318, and 436 µm. PEEK tubes are plugged into the 
channel inlets, shown by the white arrows. 

 
The aim of this study was to develop a new generation of microflow phantoms. To this pur- 

pose, the first objective was to identify a material less absorbing that PDMS and with a simple 
fabrication process so that we could make a microfluidic chip without photolithography in a clean 
room environment. In addition, this new phantom was connected to a setup that precisely 
controlled the microflow within the channels over time. Flow variability during acquisitions has 
also been studied. Finally, the potential interest of this new device was illustrated by comparing 
three microvascular Doppler imaging modes. 

 
Materials and Methods 

Phantom Design 

Ecoflex 00-30, a soft silicone, was cast into a 2.5 × 5 cm custom-made mold. Four holes of 500 
µm-diameter, spaced 2 to 5 mm were drilled from either side in alignment between each border 
of the mold. They were placed 2 mm from the bottom of the mold (the top of the phantom) to 
place the channels 2 mm from the incident surface (Figure 1). Strings were placed through the 
holes, ballasted at both ends, and guided by the screw threads. This setup allowed straight strings 
parallel to the bottom of the mold. The channels were then prepared using different diameters 



 

 

strings: 436 µm metal fishing line, 318 nylon fishing line, 147 and 242 µm sutures (monocryl 4-0 
and monocryl 5-0). The diameter sizes were measured optically with an AZ-100 multizoom mac- 
roscope (Nikon, Japan) and the values indicated are the means of the two extremum values 
observed with the macroscope along the string. The macroscope supplier’s software (Nikon, 
Japan) gave measurements with a 0.01 µm precision. 

Once the strings were in place, the Ecoflex 00-30 material was cast with a thickness of 1 cm 
after degassing in a vacuum chamber for five to 10 minutes to remove air bubbles. It was left for 
four hours at room temperature for complete curing of the polymer. Finally, the strings were 
removed from the mold. The resulting phantom was a 2.5 × 5 × 1 cm3 block composed of seven 
cylindrical straight channels of diameters ranging from 147 to 436 µm (Figure 1), including the 
four channels we are going to study here. 

For microflow experiments, we used a blood-mimicking fluid (BMF) consisting of small 
particles which mimic ultrasound scatterers such as red blood cells, that are essential in micro- 
vascular Doppler modes. The home-made BMF22-24 was composed of nylon beads (Orgasol, 
Arkema, France) of 5 µm-diameter mixed with distilled water (83.86%), glycerol (10.06%, 
Merck, Germany), 185 000 D dextran (3.36%, Sigma-Aldrich, Switzerland), and ICI synperonic 
N surfactant (0.9%, BDH, England). Before each use, BMF was filtered through a paper sieve 
with 30 µm pores (Whatman d113, GE Healthcare, UK) with a Büchner device to remove clots 
that could block the phantom channels. 

 
Materials for Acoustic Characterization 

Six platinum-cure silicones were chosen as they are robust and give good mechanical support, 
despite their acoustical attenuation: Ecoflex® 00-10, Ecoflex 00-20, Ecoflex 00-30, Dragonskin®, 
Sortaclear® 18, and Moldstar® (Smooth-On, Macungie, Pennysylvania, USA). These materials 
were made following the supplier’s instructions with very similar fabrication processes, namely 
1:1 ratio and five minutes degassing at a pressure under 29 inches of mercury. The silicones were 
placed in a vacuum chamber connected to a N145.1.2AT.18 diaphragm vacuum pump (KNF, 
Germany; Maximum pressure: 7 bars, Delivery rate: 50 L/min, Ultimate vacuum: 100 mbar) and 
degassed five minutes to remove entrapped air. They were then compared so that the least attenu- 
ating material was chosen. They differed in hardness and chemical composition. Their acoustical 
properties were measured using a broadband substitution technique25-27 on 2 mm-thick silicone 
samples as shown in Figure 2. 

Each sample was placed in front of a broadband 15-30 MHz composite piezoelectric trans- 
ducer (Imasonic, Voray-sur-l’Ognon, France). A high acoustic impedance stainless steel piece 
was placed beneath the sample, acting as a perfect reflector: the reflection is considered total. The 
transducer was used in pulse echo mode, acquiring the backscattered signal. First, the s2 and s3 
signals were acquired, s2 being the signal backscattered from the front of the sample and s3 being 
the signal reflected from the interface sample/stainless steel at the back of the sample. Second, 
the s1 signal was acquired independently, without the sample. 

Using the substitution method, the speed of sound Vs in the sample was calculated using: 

Vw (T °).(t1 - t2 ) 
Vs (T °) = (t3-t2 ) 

, (1) 
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s 

with Vw being the speed of sound in water at a temperature T°28, t1, t2, and t3 were the times of 
flight corresponding to maximum magnitude of the received signals s1 (t), s2 (t), and s3 (t), 
respectively. 

The density of the sample r was measured using the Archimedes principle and the acoustic 
impedance Zs of the material was calculated using: 

 

 
 

Figure 2. Pulse-echo substitution technique used to characterize the sample acoustical properties. 
s1, s2, and s3 are the sound waves echoed on the stainless steel reflector alone (s1), the sample alone 
(s2), and on the stainless steel reflector after going through the sample (s3). The water temperature is 
measured with a thermometer to estimate the speed of sound in water. Ts is the sample thickness. 

 
Zs =r.Vs . (2) 

The attenuation as of the sample was calculated with the following equation29: 

20 log 
æ S1 ´ A 

ö
 

ç S ÷ (3) 

a = è   3 ø , 

2Ts 

where S1 (S3) is the Fourier transform of the signal s1 (s3), A is the total amplitude transmission 
coefficient, taking into account the transmit and return transmission values at the interface water/ 
sample, and Ts is the thickness of the sample extracted from the previous calculated speed of 
sound in the sample using: 

Ts = Vs (T °).(t3  - t2 ). (4) 

 
Setup 



 
For imaging experiments, the phantom was placed in a tank filled with degassed water and lay- 
ered with absorbing material (Precision Acoustics, UK). A frame of absorbing material was used 
to maintain the phantom in the bottom, holding it from floating. The BMF was circulated by a 
MFCS-EZ microfluidic flow control system (Fluigent SA, France) used as a pressure-based flow 
controller. This device, commonly used in the microfluidic field, allows the circulation of fluids 
by pressure regulation. The MFCS operates over a wide pressure range, up to seven bars. To 
optimize precision, a high resistance circuit was placed upstream to adapt the pressure range 
displayed by the flow control system. The upstream circuit was composed of 160 cm of 200 µm 
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Figure 3. Experimental setup: compressor, pressure controller controlled by Maesflow (Fluigent) 
software, flow sensor, and microflow phantom. 

 
inner diameter plastic tubes followed by 48 cm of 250 µm inner diameter plastic tubes. The 
MFCS-EZ system controlled the constant flow of fluid volume in the micro and nano-liter range. 

The setup was composed of a compressor, a manual pressure regulator and an air dryer mod- 
ule, the MFCS-EZ, and the reservoir (Figure 3). BMF was put in the reservoir, and connected to 
the phantom via plastic tubes. PEEK tubes of 250 µm (0.01 inch) inner diameter and 0.79 mm 
(1/32 inch) outer diameter (IDEX Health & Science, Rohnert Park, California) are plugged into 
the channel inlets and outlets, and held in place by the silicone elasticity. A flow-rate platform 
measures the flow rate in real-time using a thermal sensor. Four different overpressure values 
were applied to each channel to obtain velocities between 6 and 142 mm/s: 1500, 2000, 3000, and 
4000 mbar. The flow rate was controlled in real-time with the flow-rate platform. This pressure 
range was adequate for studying velocities in the range of physiological blood velocity. 

A Toshiba Aplio 500 ultrasound scanner (Toshiba Medical Systems, Tokyo, Japan) equipped 
with a 12 MHz linear array probe 1204 BT was used to perform imaging sequences. The center 
of the channel was placed at the optimal focal depth of the probe (1.3 cm). Vibrations were 
applied on the tank to simulate the physiological motions which are a source of image artifacts. 
The vibrations originated from the compressor, which was not working in continuous mode: the 
compressor stopped working when the pressure in the circuit was high enough, and started work- 
ing again when the pressure was below a certain level. We thus used the compressor as a repro- 
ducible vibration source, and we could start the vibrations by opening the pressure circuit. The 
vibrations were measured using a tri-axis KX023-1025 accelerometer (Kionix, Ithaca, New York, 
USA; Sensitivity: 16 to 16384 counts/g) fixed on the setup. 

 
Ultrasound Data Acquisition 

Flow was measured over time by the flow-rate platform for a given overpressure in the channels. For 
the four different pressures and the four channels sizes, 10-second video clips were acquired using 
Power Doppler Mode (PD), and SMI modes, both with and without the vibrations. Each video clip 
was rated by two physicists and a small animal U.S. imaging specialist, as figured in Table 2. 



 

 

Table 1. Acoustical Properties of Silicones, Soft Tissues, TMM and BMF Using a Broadband Substitution 
Technique. 

 

  
Density (g/cc) 

Speed of 
sound (m/s) 

 
Z (MRayl) 

Attenuation 
(dB/cm) at 10 MHz 

 
Reference 

BMF 1.050-1.055 1570 – 1595 1.65 – 1.68 1.5 – 2.2 11 

Liver  1568 – 1588  3.6 – 5.7 31,32 

TMM  1540 ± 15 1.60 ± 0.16 5 11 

Ecoflex 00-10 1.06 1024 1.086 45.2  

Ecoflex 00-20 1.05 1043 1.074 33.9  

Ecoflex 00-30 1.05 1025 1.076 34.4  

Dragonskin 1.07 1049 1.080 45.8  

Sortaclear18 1.07 1027 1.099 41.8  

Moldstar 1.13 1051 1.082 57.6  

PDMS (Sylgard 184) 1.05 1027 1.040 47.5  

TMM = tissue-mimicking material; BMF = blood-mimicking fluid; PDMS = standard polydimethylsiloxane. 

 
Monochromatic Superb Microvascular Imaging (mSMI) and Color Superb Microvascular 

Imaging (cSMI) are two microvascular Doppler modes developed specifically on the Aplio 500 
scanner.30 They are based on an algorithm that allows visualization of low-velocity microvascu- 
lar flow without injection of contrast agent. None of these three modes available on the Aplio 500 
scanner, namely, PD, cSMI and mSMI, displayed the flow velocity. 

Acquisition parameters were optimized and kept constant throughout the experiment: applied 
acoustic pressure was set to maximum (100%), mechanical index (MI) to 1.1, gain to 88, and 
dynamic range to 70 dB. Parameters used for PD mode were: Pulse repetition frequency (Prf) 3.4 
kHz (Velocity bar range 0.6), MI 1.5, 5 fps; parameters used for mSMI mode were: Prf 3.7 kHz 
(Velocity bar range 0.4), MI 1.5, 37 fps, SMI 7.2 MHz; and parameters used for cSMI mode 
were: Prf 3.7 kHz (Velocity range bar 0.4), MI 1.5, 37 fps, SMI 7.2 MHz. 

 
Results 

The acoustic properties of the different silicone materials including Sylgard 184 PDMS (Dow 
Corning, Midland, Michigan) were measured and compared with the International Electrotechnical 
Commission flow test object standards11 (Table 1): none of the materials tested had acoustic 
properties matching the acoustic properties of tissue. The sound velocities were low ranging from 
1024 to 1049 m/s, the acoustic impedance was about 1.1 MRayl and high attenuations between 
34 and 57 dB/cm were measured at 10 MHz. Among the tested materials, Ecoflex 00-30 and 
00-20 had the lowest attenuation at 10 MHz, implying that for vessels placed at 2 mm depth, the 
attenuation was equivalent to 1.3 cm of tissue. Ecoflex 00-30 was ultimately chosen because it 
had a higher Shore A hardness (a physical parameter measuring the hardness of a polymer mate- 
rial) according to the manufacturer and was thus easier to handle compared with Ecoflex 00-20. 

For the flow studies, the setup makes it possible to use extremely slow flow rates around 
50 µL/min. To study the variability of the setup, the flow rate was measured for each channel 
and for each pressure over a period of three minutes. The measured flow rates as a function of 
applied pressure are shown in Figure 4 for the different channel diameters. For each channel and 
each pressure, the coefficient of variation was less than 1% over three minutes including 1800 
measurement points. A linear relationship was observed between flow rate and pressure with a 
proportional coefficient ranging from 0.034 to 0.037 µL.min−1.mbar−1 (R² > 0.995), independent 
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of the channel size. This coefficient represented the hydrodynamic resistance provided by the 



 

 

Table 2. Comparison of Power Doppler and Superb Microvascular Imaging (Color and Monochrome) 
for Each Velocity and Each Channel Diameter. 

 

 
Channel 

Pressure 
(mbar) 

Flow rate 
(µL/min) 

PD without 
vibrations 

PD with 
vibrations 

cSMI/mSMI 
without vibrations 

cSMI/mSMI 
with vibrations 

147 µm 1500 49 NS NS– NS/++ NS/++ 
 2000 71 NS NS– NS/++ NS/++ 
 3000 107 NS NS– ++ ++ 
 4000 141 NS NS– ++ ++ 
242 µm 1500 55 NS – ++ ++ 
 2000 71 NS – ++ ++ 
 3000 105 ++ – ++ ++ 
 4000 137 ++ – ++ ++ 
318 µm 1500 57 NS – ++ ++ 
 2000 74 ++ – ++ ++ 
 3000 109 ++ – ++ ++ 
 4000 145 ++ – ++ ++ 
436 µm 1500 58 ++ – ++ ++ 
 2000 71 ++ – ++ ++ 
 3000 102 ++ – ++ ++ 
 4000 135 ++ – ++ ++ 

Each video clip was rated “++” if signal and artifacts could be distinguished, “–” if not, “NS” if there was no signal and 
“NS–” if there were some artifacts outside the channel but no signal inside. PD = Power Doppler Mode; 
cSMI = Color Superb Microvascular Imaging; mSMI = Monochromatic Superb Microvascular Imaging. 

 
whole circuit. The local resistance Rh in a portion of channel of length L and radius R is given 
by the formula: 

Rh = 
8.µ.L 

 
 

(p .R4 ) , 
 

(5) 

where µ is the viscosity of the BMF. The total resistance of the circuit is given by the sum of the 
local resistances. In our setup, the majority of the fluidic resistance was provided by the circuit 
upstream of the phantom, and the phantom channel only contributed to less than 5% of the total 
resistance. Therefore, the channel size in the phantom did not change significantly the total 
resistance. The corresponding velocities can be calculated from the flow rate and the diameter of 
the channel: a minimum velocity of 6 mm/s is obtained with the 436 µm tube at a flow rate 
of 58 µL/min, and a maximum velocity of 142 mm/s is obtained with the 147 µm tube at 141 
µL/min flow rate. 

The spectrum of the vibrations has been acquired. The amplitudes of the vibrations were less 
than 50 µm at a low frequency of 24 Hz. 

Comparison of the results obtained with the PD and SMI (cSMI and mSMI) imaging modes 
was performed for each velocity and each channel diameter, as shown in Table 2. 

For the smallest channel of 147 µm, and regardless of the presence of vibrations, the PD mode 
has no signal for flows between 49 and 141 µL/min, while cSMI has no signal for flows between 
49 and 71 µL/min and mSMI had signal for all tested flows. 

In the absence of vibrations, for the larger channels ranging from 242 to 318 µm, the PD mode 
has no signal for slow flows of about 54 up to 75 µL/min, unlike SMI modes. In the remaining 
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cases, for the largest channel of 436 µm and for higher flows in the smaller channels, it was pos- 
sible to separate the signal from the artifacts in all imaging modes (Figure 5a, c, and e). 



 

 

 
 

Figure 4. Flow rate as a function of applied pressure, for the seven channels. Standard deviation bars 
are not visible at this scale. 

 
On the contrary, in the presence of vibrations, for larger channels ranging from 242 to 436 µm, 

the artifacts made it impossible to correctly visualize the signal in PD mode, but this was possible 
in the cSMI and mSMI modes (Figure 5 b, d, and f). 

 
Discussion 

We developed a novel flow phantom which can be used for microvascular assessment, a key 
parameter in tumor imaging. It was based on a silicone material (Ecoflex 00-30) including 
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Figure 5. Ultrasound images of the 242 µm channel at 750 mbar of the flow phantom without (left) and 
with (right) vibrations. a, b: PD; c, d: cSMI; e, f: mSMI. Vascular signal is shown in the selected region of 
interest, displayed on top of black and white B-mode. In the case of monochrome Superb Microvascular 
Imaging, the vascular signal is shown in twin view display. PD = Power Doppler; cSMI = color Superb 
Microvascular Imaging; mSMI = monochrome Superb Microvascular Imaging. 

 
circular channels of diameters ranging from 147 to 436 µm, which were easily made without 
photolithography in a clean room platform. The simple fabrication process made it easier to 
reproduce the procedure and thus make similar phantoms. A microfluidic pressure controlled 
setup enabled precise control and stable flow rates between 49 and 146 µL/min. This device 
demonstrated that both the cSMI and mSMI modes could better filter mild vibrations than Power 
Doppler in channels from 147 to 436 µm with velocities ranging from 6 mm/s to 142 mm/s. 

The silicone used in this phantom, Ecoflex 00-30, was the best compromise among the sili- 
cone materials that were acoustically characterized. It shared the advantages and the drawbacks 
of silicones. Indeed, it is easily molded and has a long shelf life compared with agarose phan- 
toms. However, the speed of sound at ultrasound frequencies at 10 MHz was significantly lower 
than in biological tissues, resulting in a distortion in the displayed image, because the speed of 
sound cannot be adjusted on the clinical ultrasound imaging device. However, this was not an 
important limit since the region of interest was not the surrounding material but the channel itself. 
This channel was filled with BMF having the acoustical properties required by the International 
Electrotechnical Committee,11 so the image of the channel was displayed with cor- rect 
dimensions. Moreover, the attenuation of Ecoflex, another crucial acoustical property, was not a 
limiting factor to detect ultrasound signal in the channel placed 2 mm under the surface of the 
phantom. Indeed, 2 mm of Ecoflex is equivalent in attenuation to 1.4 cm of TMM. This is 
consistent with the depth of the regions of interest used in clinical examinations made with this 
high-frequency probe. As regard to mechanical properties, Ecoflex enables to make microflow 



 

 

geometries whereas widely used agarose phantoms cannot. PDMS is another silicone material 
known to be used to make microfluidic chip featuring microflow channels, and has thus been 
included in our study. PDMS had a higher acoustic attenuation than Ecoflex, which would imply 
using under 1 mm material above the channel to measure the same ultrasound signal as over 1.4 
cm of TMM. This thickness is a limit to mechanical strength of the channel. Furthermore, it is 
more expensive and has a more complex fabrication process including a dedicated mixing device 
to avoid gas bubbles and postcuring equipment. Being the standard material used in 
microfluidics,33,34 PDMS has been used to make various types of chips for ultrasound imaging 
characterizations. Kim et al. proposed chips suitable to mimic teeth21 including a glass slide that 
mimicked teeth enamel. The channel dimensions and flows were similar to those used in our 
study. The design we developed had no glass slide, and thus enabled better penetration of the 
ultrasound waves. Desailly et al. have used microfluidic chips to study ultrafast ultrasound 
localization microscopy.18,20 The channel dimension of 80 × 60 µm2 was smaller than our chan- 
nels, but the velocities were significantly faster (500 µL/min flow rate). Moreover, the flow 
within the chip was maintained using a syringe pump. The stepper motor inside the syringe pump 
is reported to be a source of fluctuations in the flow rate35 and the use of a syringe pump is limited 
to a small reservoir to generate precise slow flow rates. By contrast, our use of a microfluidic 
flow pressure controller with less than 1% coefficient of variation of relative flow rate allowed 
us to have a stable flow using a large volume of BMF. 

The interest of this setup was illustrated by performing ultrasound imaging on micro channels 
embedded in Ecoflex. First, the ultrasound image in B-mode was able to display the channels for 
every dimension. It could be noticed on the ultrasound images that artifacts were present at the 
interfaces between the silicone surrounding material and the channels filled with BMF. They 
were probably due to strong reflection because of acoustic impedance mismatches between the 
silicone rubber and the BMF as previously reported in a wall-less design similar to ours.20 

Furthermore, it has been reported that channel size was overestimated by ultrasound, and that this 
measure had high variability16: the diameter of a 200 µm channel was measured to be 600 µm 
with a standard deviation of 400 µm, which makes an overestimation of 200%. That is why our 
velocities were calculated from the channel sizes measured precisely on the macroscope. Second, 
ultrasound modes dedicated to microflow imaging, precisely PD and SMI, were investigated, 
especially their performances with the presence of vibrations. We addressed this issue since the 
physiological movements frequently encountered during clinical examinations, mainly breathing 
of the patient and heartbeats, are known to cause image artifacts. The applied vibrations had a 
higher frequency than those of physiological movements (around a few Hertz),36,37 but were 
expected to have less impact on the image since their amplitude was much smaller than physio- 
logical motion: less than 50 µm compared with a few millimeters.38 Our experimental setup 
showed that Power Doppler was not able to detect the signal in the small channel of 147 µm-
diameter, suggesting a limitation in spatial resolution, and in bigger channels for the smallest flow 
rates, suggesting a limitation in sensitivity. In the presence of vibrations, artifacts covered up the 
signal: for the 147 µm channel, there was no signal in the channel but there were some artifacts 
in the surrounding material; for larger diameters, the artifacts could not be distinguished from the 
signal. 

Overall, our new microvascular flow phantom setup demonstrated that the SMI modes exhib- 
ited good sensitivity in the detection of microvessel flow distribution patterns, as observed and 
described in some clinical cases.8,9 Moreover, the PD mode was very sensitive to the vibrations 
we applied, limiting the detection of microcirculation. This microvascular flow setup could also 
be used for dynamic contrast-enhanced ultrasound modes to develop new imaging modalities,39,40 

new transducers41 or new quantification methods.42 
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Conclusion 

We designed and fabricated a new prototype of flow phantom based on a microfluidic pressure 
controlled setup, with circular channels of dimensions ranging from 147 µm to 436 µm sur- 
rounded by an easy-to-handle, acoustic compatible soft silicone material (Ecoflex 00-30). It 
enabled precise control of 49 to 146 µL/min flow rates with less than 1% coefficient of varia- 
tion during the acquisition. Experiments led using microflow Doppler imaging modes have 
been able to demonstrate better visualization in SMI compared with PD, in accordance with what 
was clinically reported, due to reduced motion artifacts in the SMI mode versus the PD. Future 
developments include the use of a less ultrasound-absorbing material and more com- plex 
channel geometries. 
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