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Development and Validation of a 1.5-D Combustion Chamber Model for a Hybrid Rocket Engine Applied to a Cylindrical HDPE Chamber

Elena Quero Granado * and Jouke Hijlkema † and Jean-Yves Lestrade ‡ and Jérôme Anthoine § ONERA / DMPE, Université de Toulouse, F-31055 Toulouse -France A 1.5-D model for the cylindrical combustion chamber of a hybrid rocket is developed in this article with the purpose of its integration in a design system tool allowing to estimate the rocket performances. A compromise of simplicity and accuracy is then required in the formulation of the model. Transient boundary layer equations are included through an integral approach and are coupled with the mass and energy balances performed at the fuel surface. Fuel pyrolysis is described by way of an Arrhenius law. Several studies to assess the impact of the geometry of the fuel port, the oxidizer mass flux, and the motor size on the computed fuel regression rate are accomplished. A final validation phase of this model is executed by the comparison with experimental tests realized at ONERA's HYCAT test bench with a Hydrogen Peroxide / High-Density Polyethylene couple. 

I. Nomenclature

II. Introduction

H rocket technology constitutes both a low-cost and a high-performance solution for a space propulsion system when compared with its rocket propulsion counterparts (liquid and solid), allowing its application for sounding rockets or small satellite launchers [START_REF] Schmierer | Advancing Europe's Hybrid Rocket Engine Technology with Paraffin and LOX[END_REF].

The high costs implied in the realization of experimental test campaigns in the space domain, has boosted the development of numerical models. Indeed, two-dimensional / three-dimensional (2-D / 3-D) Computational Fluid Dynamics (CFD) codes allow the obtention of quite accurate results in the simulation of combustion of hybrid rockets [START_REF] Durand | Turbulence Modeling Effects on Fuel Regression Rate in Hybrid Rocket Numerical Simulations[END_REF][START_REF] Martino | Transient Computational Thermofluid-Dynamic Simulation of Hybrid Rocket Internal Ballistics[END_REF][START_REF] Mazzetti | Numerical Modeling and Simulations of Combustion Processes in Hybrid Rocket Engines[END_REF], being able to simulate combustion kinetics, turbulence transport and parietal injection precisely. Nevertheless, the large computing time thereof represents a substantial hindrance for their applicability during the engine predesign phases, in which the thrust and the specific impulse are the results of interest.

Several design system tools have been developed for this purpose, allowing the simulation of a full Hybrid Rocket Engine (HRE): feed, injection and propulsive systems. Some of these are the Graphic User Interface (GUI) SOPHY, from Office National d'Etudes et de Recherches Aérospatiales (ONERA) and Centre National d'Etudes Spatiales (CNES), which uses a sequential resolution algorithm; the European Space Agency (ESA) library known by the name of European Space Propulsion System Simulation (ESPSS) integrated to the EcosimPro software [START_REF]Empresarios Agrupados[END_REF]; the Hybrid Rocket Performance Code (HRPC) [START_REF] Genevieve | A Computational Tool for Predicting Hybrid Rocket Motor Performance[END_REF]; and others [START_REF] Gieras | Numerical Modelling of the Hybrid Rocket Engine Performance[END_REF][START_REF] Ciezki | Unified Tactical Missile Kinetic Performance Model: Description of implemented models[END_REF]. Most of them implement simplified models (0-D) intending to characterize the combustion inside the chamber. This is done through empirical expressions describing the regression of the fuel by means of fit coefficients, such as the one proposed by Marxman [START_REF] Marxman | Combustion in the Turbulent Boundary Layer on a Vaporizing Surface[END_REF]. However, these kind of laws are dependent on the geometry and dimensions of the motor, as well as the Oxidizer / Fuel (O/F) couple employed to characterize them. This fact may question their applicability and extrapolation to other motor configurations or larger sizes. Moreover, 0-D models do not represent the significant dynamics (pressure loss, transmitted heat to the fuel surface) along the axis of the engine, losing the information in this direction.

A need arises at ONERA to merge both aspects: the development of a simple but reliable model capable of reproducing the most important physics inside the chamber; and the development of a system tool for a HRE, allowing the possibility to predict the behavior of a hybrid spatial propulsion system during the engine operational time. A subsequent integration of this combustion chamber model into the tool will be performed after its successful experimental validation, satisfying the precision requirements for a system tool application of a predesign level.

Another kind of modeling seems necessary to achieve in order to combine the speed and the simplicity in the calculations with the precision required for a conception system tool. At this stage, a 1.5-D model applied to a cylindrical chamber (shape of most HRE applications) using an Arrhenius law to characterize fuel pyrolysis, seems to fit best both requirements of simplicity and accuracy. A steady and planar 1.5-D model has been previously used in our lab to predict the behavior of the combustion chamber of a HRE [START_REF] Simon | Modeling and Simulation of the Hybrid Combustion Mechanisms in a Space Propulsion System -Modélisation et Simulation des Mécanismes de la Combustion Hybride dans un Système Propulsif[END_REF] showing good agreements with the experiments for the Hydrogen Peroxide (H 2 O 2 ) / Polyethylene (PE) and Nitrous oxide (N 2 O) / Polymethyl Methacrylate (PMMA) couples [START_REF] Prevost | Modelling of Hybrid Rocket Motor : 1-D Regression Rate Prediction Model[END_REF] . Additionally at our lab, Lestrade [START_REF] Lestrade | Modeling of the Regression of Liquefiable Fuels in a Hybrid Rocket -Modélisation de la Régression des Combustibles Liquéfiables dans un Moteur Hybride[END_REF] employed a 1.5-D model to describe the gaseous flow in the chamber for liquefying fuels, proving to be a good method to predict the regression rates for high oxidizer fluxes (≥ 150 kg/m 2 /s).

The objective being a complete description of a HRE test, a transient formulation must be required to correctly model the beginning of the operation, being able to detect pressure oscillations and instability effects. Furthermore, the numerical algorithm of the code used for the resolution of the coupled equations in the chamber needs to satisfy modularity characteristics required for the system tool to allow the independent implementation of the different elements of the engine into this one, which will allow to adapt it to different propulsion system configurations and simulate either the complete propulsive system or a specific element of the engine.

This design system tool will serve as a guidance to precede the preparation and results of an experimental test campaign, and eventually, it could be used as an optimization means through the assessment of the best engine configuration concerning the motor performances (couple of reactants, geometry, inlet oxidizer mass flow law) for given initial conditions. The design system tool will permit to have a solution of the engine at a system level, reducing the computational time with respect to a full three-dimensional CFD, vital for the first conception phases of the engine.

III. Mathematical Model

A 1.5-D modeling is an integral approach of the two-dimensional equations of the flow. It is based on the integration of the fluid dynamics equations along the radial direction of the chamber, followed by the numerical computation of the resulting equations along the axial direction. This characteristic notably allows the reduction of the computational time.

Besides, the transient and compressible formulation of the equations are considered to describe the flow in the chamber. The compressibility aspect seems to be significant to consider for the correct computation of the temperature and density gradients originated from the chemical reactions taking place in the flow, which play a role in the thermal transfers with the fuel [START_REF] Marxman | Combustion in the Turbulent Boundary Layer on a Vaporizing Surface[END_REF].

A. Physical Principles

To properly model the flow inside the chamber, a full understanding of the physical principles involved in the combustion of a HRE is necessary. The concepts exposed in Marxman's model [START_REF] Marxman | Fundamentals of Hybrid Boundary-Layer Combustion[END_REF] have served to establish the fundamentals of our own model. In a HRE, the oxidizer enters the chamber through an injector or a catalyst that contributes to its evaporation. The high temperatures produced by the use of an igniter device or by the hot oxidizer gases at the inlet of the chamber port triggers the pyrolysis of the fuel surface, whose pyrolysis gases mix and react with the oxidizer, generating a diffusion flame at the interior of the boundary layer developed along the combustible surface.

Once the flame has formed, the combustion is a self-sustaining phenomenon by the thermal and mass transfers between the two phases and by the solid fuel degradation.

Hereunder, we enumerate the hypothesis on which our model is based. These are meant to be applied to classical combinations of O/F for HREs.

1) The oxidizer entering into the chamber is considered to be completely in the gaseous state.

2) Flow is considered to be turbulent, taking into account that Re ∼ 10 4 in these kind of rockets. The transition between a laminar to a turbulent flow in a circular duct occurs in the range of 2300 < Re < 10 4 for a nonreactive boundary layer without blowing [START_REF] Rohsenow | Handbook of Heat Transfer[END_REF]. If this boundary layer is exposed to the evaporation phenomena or to blowing from the surface, the transition is known to happen at smaller Reynolds numbers [START_REF] Chung | Spatial Simulation of the Instability of Channel flow with Local Suction/Blowing[END_REF].

3) The combustion reaction starts at the same time for all the nodes of the discretized chamber axis once the averaged surface temperature along the axial direction reaches the pyrolysis temperature of the material. 4) Thickness of the reactive zone is contemplated to be infinitely thin as a first approximation, as it was considered for Marxman and Gilbert [START_REF] Marxman | Turbulent Boundary Layer Combustion in the Hybrid Rocket[END_REF]. It represents then a discontinuity for the density, temperature and mass fraction profiles, where the gradient sign in the radial direction changes. Then, the chemical reaction reaches the equilibrium instantly. Chemical time scales are very little compared with other flow time scales. 5) Because chemistry is infinitely fast according to the former statement, oxidizer and fuel cannot coexist simultaneously, being consumed at the flame position. Therefore, flame takes place at stoichiometry. Only CO 2 and H 2 O products are regarded when modelling the combustion at the reaction zone. 6) Combustion is described by a single global reaction. 7) Because of the complexity involved in the numerical models currently available to compute the radiative contribution of gases with relative accuracy (Monte Carlo method, discrete exchange method, difference and momentum methods, etc.), radiation fluxes are neglected in the first instance. Other researchers, such as Strand et al. [START_REF] Strand | Characterization of Hybrid Rocket Internal Heat flux and HTPB fuel Pyrolysis[END_REF], have proposed empirical expressions to quantify soot radiation for a O 2 / Hydroxyl-Terminated PolyButadiene (HTPB) couple, for exemple. This contribution was found to account roughly 80% of the total radiant heat flux for low oxidizer mass fluxes (G ox < 100kg/m 2 /s) [START_REF] Strand | Characterization of Hybrid Rocket Internal Heat flux and HTPB fuel Pyrolysis[END_REF]. Notwithstanding, the resultant formulas are subject to the specific conditions of the test (couple, O/F ratio, motor size) that do not allow to provide a generic and simple formula representing the thermal-physics of the chamber. This is an inconvenience from the system tool point of view, as their application may lead to larger errors than in case of no application at all. 8) An axial injection is contemplated at the entrance of the chamber. No jet impingement or vortex effects produced by a swirl injector are modeled. 9) Regression rates (order of mm/s) are much smaller than the velocity magnitudes of the flow (m/s) [START_REF] Sankaran | Computational Fluid Dynamics Modeling of Hybrid Rocket Flowfields[END_REF]. Thus, a quasi steady-equilibrium assumption concerning the exchanges at the fuel surface is made as a first approximation. 10) Prandtl and Lewis numbers are considered equal to unity for the sake of simplicity. Indeed, from the thermophysical properties of the species composing the fluid and the range of temperatures we will be working on, the actual values of the Prandtl number have been observed to vary from 0.77 to 0.85, which validates then, this approximation. Thermal and dynamic boundary layers can be considered to be the same. With regards to the Lewis number, this implies that the molecular diffusion coefficient is the same for all the species in the flow. 11) Only one gazeous species is produced during the ablation of the solid. This hypothesis is fair, in particular for short chain polymers like PE [START_REF] Wampler | Applied Pyrolysis Handbook[END_REF]. 12) No surface reactions other than pyrolysis are considered (oxidation, hydrolyse, etc.). Notwithstanding, Favaro et al. [START_REF] Favarò | Solid Fuel Regression Rate Modeling for Hybrid Rockets[END_REF] found that the presence of oxygen can boost the heterogeneous reactions and the overall pyrolysis process, enhancing by consequence the regression rate. 13) Curvature effects are neglected. At every time step, calculations are made for a chamber of constant cross-sectional area, where the corresponding diameter is updated at each step based on the computed averaged regression rate.

B. Model Description

Flow equations are formulated in transient and compressible form, following an axisymmetric frame. In this formulation, r ∈ [0, R] is the radial variable, whose origin is at the motor axis and R is the internal radius of the cylinder.

The unfolding flow inside the duct of a HRE is subject to viscous near-wall effects that induce the formation of a Boundary Layer (BL) at the solid surface. The development of this BL can follow two different configurations:

1) Configuration 1. The flow is not fully developed yet and the boundary layer does not fully occupy the entire radius of the channel. In this configuration, two zones are distinguished along the radial direction. A representation of these, toghether with a schematic of the model are displayed in Fig. 

External flow Equations

The external flow is retrieved from an unsteady irrotational inviscid flow calculation of the fluid dynamics equations. Equations of mass, axial and radial momentum, as well as the energy and mass fraction balances are integrated along the radial direction (0 ≤ r ≤ R -δ), resulting in the set of Eqs. (1)(a-f): 2 2 

                         (R-δ)
∂ρ
N s p k=0 Y k,e = 1 (f) (1) 
In Eq. (1)(c), we have considered radial variations being much smaller than axial ones. Considering also the order of magnitude analysis applied to the mass balance equation [Eq. (1)(a)], this results in the radial derivative of pressure in Eq. (1)(c) being much larger than the other terms composing the equation.

In addition to these equations, an equation of state must be formulated to complete the system. For simplicity, we use the ideal gas law to define the pressure at each axial position:

P e = ρ e N s p k Y k,e R g M k T e (2)

Integral Boundary Layer Equations

The unsteady integral BL equations are obtained by integrating the Navier-Stokes equations with respect to the radial coordinate over the boundary layer thickness. Lamniar flow equations can be applied to the description of the turbulent flow by replacing the variables by their corresponding averaged values. The resulting equations involve compressible integral quantities that for an axisymmetric internal boundary layer, are given by Eq. ( 3) [START_REF] Luxton | The Thick Turbulent Boundary Layer on a long fine Cylinder in Axial flow[END_REF]:

       R 2 -(R -δ * ) 2 = ∫ δ 0 1 -ρ(η)u(η) ρ e u e • 2r dη (R -δ * ) 2 -[R -(θ + δ * )] 2 = ∫ δ 0 ρ(η)u(η) ρ e u e 1 -u(y) u e • 2r dη (Ref. [21]) (3) 
To ease the manipulation and computation of the different equations, we have performed a change in the coordinate reference system by defining the independent variable η = Rr that is now referenced to the solid fuel surface.

Luxton et al. [START_REF] Luxton | The Thick Turbulent Boundary Layer on a long fine Cylinder in Axial flow[END_REF] proposed three different definitions for δ * and θ in an axisymmetric BL context, stating that the definitions of Eq. ( 3) provide the most appropriate scales for small diameter cylinders when δ/a >> 1. The use of the other two definitions may be tested in future works if means of improvement of the computed results are searched for.

The calculation of δ * and θ in Eq. ( 3) requires the numerical computation of the integrals involved in this expression. Nevertheless, because of the high amount of time necessary to perform it, we have defined the next approximation [see Eq. ( 4)], where ρ represents the mean density over the BL in the axisymmetric configuration, computed through the radial integration of this quantity over the BL.

∫ δ 0 ρ(η)u(η) dη ≈ ρ • ∫ δ 0 u(η) dη (4) 
Withal, due to the high computational cost devoted to perform the integral numerically, we have approximated this variable by using the equation of state [Eq. ( 2)] applied to the mean variables in the BL, allowing to reduce the computational time [Eq. ( 5)].

ρ = 1 ∫ δ 0 2r dη ∫ δ 0 2r ρ dη ≈ P T N s p k Ȳk R g M k (5) 
Nevertheless, a nearly constant difference of about 10-20% in the BL thickness and regression rate computed values has been observed between the numerical computation of the integral and the proposed approximation of Eq. ( 4). This is associated to the shape of the temperature and density profiles over the BL and the strong gradients that are produced over this one, which makes the approximation by a mean value slightly wrong. This is the reason why we have performed an analysis where we have evaluated the differences between the two computational methods for a range of inlet pressures, temperatures, oxidizer mass fluxes and two different motor sizes for six O/F couples. We have observed that the discrepancies can be attenuated by applying two corrector factors to the δ * /δ and (δ * + θ)/δ ratios. The averaged values laid around 0.76-0.79 with a maximal error of 6.75% (95% of trust interval). Even if this error can seem high, the correction leads to an improvement of at least three times over the errors originally found in the BL thickness and regression rate values when using the approximation for the computation. Hence, the use of this corrector factor is preferable than the no application at all, leading to a great reduction of the produced discrepancies.

Concerning the integral mass balance in the BL, we obtain the next expression [Eq. ( 6)]:

∂ R 2 -(R -δ) 2 ρ ∂t + ∂ ∂t 1 2 (R -δ) 2 ρ e + ∂ ∂ x 1 2 (R -δ * ) 2 ρ e u e -ρ s v s R = 0 (6)
The continuity equation characterizing the external flow [Eq. (1)(a)] has been employed to obtain Eq. ( 6).

As regards to the axial momentum equation in the BL, by introducing Eq. (1)(a) x u e , we attain Eq. ( 7).

1 2 (R -δ * ) 2 u e ∂ ρ e ∂t + 1 2 (R -δ * ) 2 -(R -δ) 2 ρ e ∂u e ∂t + ρ e u e (R -δ * ) ∂(R -δ * ) ∂t + ρ e u 2 e [R -(δ * + θ)] ∂ [R -(δ * + θ)] ∂ x + 1 2 [R -(δ * + θ)] 2 u 2 e ∂ ρ e ∂ x + ρ e u e ∂u e ∂ x • [R -(δ * + θ)] 2 - 1 2 (R -δ) 2 = - ∂P ∂ x 1 2 R 2 -(R -δ) 2 -τ xy,s R (7)
The integration of the equations in the radial direction requires the knowledge of the radial distribution of the variables in the BL to close the system. A turbulent velocity profile reproducing the radial variation retrieved from the experimental data is used as the closure relation. In the hydrodynamic entrance region this profile is given by Eq. ( 8), where the exponential coefficient has a value of n = 1/7.

u u e = η δ n (Ref. [22]) (8) 
It has been observed numerically that, despite the little acceleration suffered by the flow at the flame level, the shape of velocity profiles in the BL of a HRE does not vary significantly from the nonreactive case distribution [START_REF] Durand | Turbulence Modeling Effects on Fuel Regression Rate in Hybrid Rocket Numerical Simulations[END_REF]. This is the reason why we will neglect the increase of velocity produced by the lower density gases at the flame level, and consider the law of Eq. ( 8) as a good approximation to describe the radial velocity distribution.

Concerning the radial variation of the rest of the variables, several analogies are presented in literature, allowing to simplify and close the integral problem. From all of them [START_REF] Welty | Fundamentals Momentum, Heat, And Mass Transfer[END_REF], the simplest one is the Reynolds analogy, valid for Le and Pr equal to unity. The analogy permits to link the mass and heat transfers, establishing the equivalence between the velocity, total enthalpy and Shvab-Zeldovich scalar variable,

z = Y F -Y O /r M , profiles. u u e = h t -h t,s h t,e -h t,s = z -z s z e -z s (9) 
Otherwise, in Eq. ( 7), the viscosity term can be expressed in function of the skin friction coefficient [Eq. ( 10)], where the upper bar represents the averaged value in the BL region.

τ xy,s = 1 2 ρu 2 C f ,x (10) 
C f is a coefficient characterizing the friction along a wall. It is calculated by semiempirical expressions that depend generally on Re and the rugosity along the wall, and vary from one geometry to another.

Despite the high number of expressions from literature to calculate C f for a developed flow in a circular duct [START_REF] Rohsenow | Handbook of Heat Transfer[END_REF], there are very few studies that have characterized the influence of the entrance effects on wall friction, when the BL is still developing. We have tested the expressions of several authors [START_REF] Krall | Turbulent Heat Transfer in the Separated, Reattached, and Redevelopment Regions of a Circular Tube[END_REF][START_REF] Singh | Significance of Reynolds Analogy in Turbulent Boundary Layer Diffusion Flames[END_REF][START_REF] Shah | Laminar Flow Forced Convection in Ducts: A Source Book for Compact Heat Exchanger Analytical Data[END_REF][START_REF] Zhi-Qing | Study on Correction Coefficients of Laminar and Turbulent Entrance Region Effect in Round pipe[END_REF] that are given in terms of St, or directly in C f , and reflect the effects happenning at the entrance of a duct. Notwithstanding, only the expression provided by Krall and Sparrow [START_REF] Krall | Turbulent Heat Transfer in the Separated, Reattached, and Redevelopment Regions of a Circular Tube[END_REF] worked well for our model. These authors analyzed the impact on the heat transfer coefficients produced by the flow separation of water at the entrance of a circular tube for several Pr, Re, and sizes of the separation zone. They found an increase of the heat transfer at the entrance region, reaching a maximum value at the reattachment point. This flow is similar to the one happening at the inlet of a cylindrical fuel grain, when a flow detachment may take place. The correlation was also employed by Zilliac and Karabeyoglu [START_REF] Zilliac | Hybrid Rocket Fuel Regression Rate Data and Modeling[END_REF] in their modeling of the physics of a HRE. They proposed the law presented in Eq. [START_REF] Prevost | Modelling of Hybrid Rocket Motor : 1-D Regression Rate Prediction Model[END_REF] to represent the ratio between the local Stanton number and that of the developed region in function of Re and the axial distance, reproducing the trend and the experimental data retrieved in Ref. [START_REF] Krall | Turbulent Heat Transfer in the Separated, Reattached, and Redevelopment Regions of a Circular Tube[END_REF]:

C f ,x C f ,D = 1 + C 1 Re -α D exp(-βx/D) (Ref. [28]) (11) 
In Eq. ( 11) we have employed the Reynolds analogy, which leads to a relation between the Stanton number and the skin coefficient: St = C f /2. The set of parameters in Eq. ( 11) that reproduces the Krall and Sparrow's experimental data is C 1 = 34.6, α = 0.22 and β = 0.4. Apart from that, Zilliac and Karabeyoglu [START_REF] Zilliac | Hybrid Rocket Fuel Regression Rate Data and Modeling[END_REF] found C 1 = 2, α = 0.22 and β = 0.4 as the best suitable values for their HRE model, as they succeeded to represent the fuel port entrance effects of a HRE better than with the Krall and Sparrow's curve. Eventually, in our case, we have seen that the set C 1 = 1, α = 0.125 and β = 0.5, which results in a C f ,x /C f ,D curve similar to the one proposed by Zilliac and Karabeyoglu (see Fig. 2a), fits better with the local variation of the fuel port diameter that we have at the end of the burnt for the experimental tests performed at the ONERA lab (see Fig. 2b).

It has to be noted that the reference curve, based on Krall and Sparrow's data, has been retrieved from a flow separation experiment using a bore / tube diameter ratio of d/D = 2/3 (to provoke the separation) and with a Prandtl number of three. Although the Prandtl number of their experimental test does not correspond to the one of our model, they observed that the different Prandtl numbers studied did not have any major significance on their results.

Concerning the friction coefficient in the developed region (C f ,D ) appearing in Eq. ( 11), we have used the expression proposed by Bhatti and Shah [START_REF] Bhatti | Turbulent and Transition Flow Convective Heat Transfer in Ducts[END_REF] [see Eq. ( 12)], valid for a flow in a circular duct without mass addition and for all the range of Re (laminar to turbulent flow). Parameters A and C in Eq. ( 12) are defined in Table 1. 

C f ,0 = A + C Re 1/m (Ref. [29]) (12) 
However, the blowing effect impacts the skin friction coefficient by diminishing its value with respect to the nonblowing case. To correct its value, we have used two empirical correlations in function of the blowing parameter, B =

ρ f v r 1 2 C f ρ e u e
, so that C f /C f 0 < 1 [Eq. ( 13)]:

C f C f 0 = B -0.68 for 5 < B < 20 1 1+0.4B for B ≤ 5 (Ref. [30]) (13) 

Boundary Conditions: Gas-Surface Interaction Model

The Gas-Surface Interaction model (GSI) for pyrolizable fuels constitues the boundary condition at the solid / gaseous flow interface. It has been used by several researchers [START_REF] Akyuzlu | A Physics Based Mathematical Model to Predict the Regression rate in an Ablating Hybrid Rocket Solid fuel[END_REF][START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF][START_REF] Bianchi | Modeling of High Density Polyethylene Regression Rate in the Simulation of Hybrid Rocket Flowfields[END_REF][START_REF] Leccese | Simulations of Hybrid Rocket Flowfields Including Modeling of Fuel Pyrolysis and Thermal Radiation[END_REF] to model fuel consumption in CFD and to describe the physics in the vicinity of the wall. In this apporach we apply mass and energy balances at the fuel surface. The mass lost during fuel degradation by pyrolysis is entirely transmitted to the flow by virtue of mass conservation [Eq. ( 14)], and pyrolysis species are transported to the flow by mass advection and diffusion from the fuel surface [see Eq. ( 15) and Fig. 3a].

ρ s v s Mass flux of gases = ρ f v r
Mass flux of fuel by ablation [START_REF] Rohsenow | Handbook of Heat Transfer[END_REF] ρ s+ v s+ Y k+ Mass flux of species k by the gaseous flow

- ρD di f f ∂Y k ∂η s + Diffusion mass flux of species k = ω k (T s )
Production mass flux of species k by reaction with fuel surface [START_REF] Chung | Spatial Simulation of the Instability of Channel flow with Local Suction/Blowing[END_REF] The gradient evaluated at the fuel surface using the mass fraction profile defined through Eq. ( 9) being null, we express the diffusion term by a mass film coefficient [Eq. ( 16)].

-ρD di f f ∂Y k ∂η s + = ρh D Y k,s -Y k, f l (16) 
As a consequence of the Reynolds analogy, we have

h D h = D di f f k Sc Pr 1/3 ≈ 1 ρc p , and St = C f
2 , which allows us to determine the heat transfer coefficient through the C f correlations.

Because pyrolysis is the only reaction happenning at the surface and is considered to be monospecies (remind the hypothesis formulated in Sec. III.A), the source term of Eq. ( 15), ω i , is null except for the fuel species. In addition, by continuity, the sum of all source terms must equal the total mass flux:

N s p k=1 ω k = N p yr k=1 ω pyr ,k = N p yr k=1 ν p yr , k M p yr k G f M f
. Finally, an energy balance is performed. Through its surface, the fuel receives the convective heat flux by the BL presence and the radiative heat flux from the flame zone. Besides, enthalpies of species resulting from fuel pyrolysis are transported to the flow by advection and mass diffusion. Part of the heat flux received at the surface that is not used for pyrolysis is transmitted into the fuel by conduction. Because of fuel degradation, a certain amount of the enthalpy of the solid is transmitted to the flow. The balance of energy exchanges at the fuel surface is therefore formulated by Eq. ( 17) and displayed in Fig. 3b.

N s p k=1 ω k [∆H 0 f ,k + ∫ T w T r e f c p,k (T) dT] Chemical flux from pyrolysis -k g ∂T ∂η s+ Convective flux - ¨¨ Q net r ad - N s p k=1 ρ s D di f f ∂Y k ∂η s,+ h s+,k
Diffusion of chemical enthalpy by pyrolysis

= -k f ∂T ∂η s- Heat flux in fuel + ρ f v r (∆H 0 f ,s + c p,s (T s -T r e f )
Enthalpy transport from fuel by regression [START_REF] Strand | Characterization of Hybrid Rocket Internal Heat flux and HTPB fuel Pyrolysis[END_REF] As performed with the diffusion term in the species mass balance, gas convection term in Eq. ( 17) is expressed in function of a thermal coefficient, h conv , in the Newton convection law form [Eq. [START_REF] Sankaran | Computational Fluid Dynamics Modeling of Hybrid Rocket Flowfields[END_REF]], where h conv is obtained from

Nu = h c o nv D k , in which Nu = Re C f
2 is deduced from the Reynolds analogy.

k g ∂T ∂η s + = h conv T g -T s (18) 
Furthermore, enthalpy of pyrolsis is a known quantity. It follows the expression given by Eq. ( 19):

∆H pyr = N p yr k=1 ω ρ f v r ∆H 0 f ,k + ∫ T s T r e f c p,k dT -∆H 0 f ,s (19) 
The solid fuel, moving at a rate v r , can be considered as a semi-infinite solid, and is characterized by the transient heat equation [see Eq. ( 20)], with the boundary conditions:

T(η = 0, t) = T s ;T(η → -∞, t) = T r e f T(η, t = 0) = T r e f . ∂ 2 T ∂η 2 (η, t) - v r a ther mal ∂T ∂η (η, t) = 1 a ther mal ∂T ∂t (η, t) (20) 
Equation ( 20) is solved by a Laplace transformation, giving Eq. ( 21), which represents the solid conductive heat flux.

k f ∂T ∂η s - = ρ f v r c p, f uel T s -T r e f 2 1 + er f v r 2 t a ther mal + k f T s -T r e f √ πa ther mal t e - v 2 
r t 4a t h er mal (Ref. [START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF]) [START_REF] Luxton | The Thick Turbulent Boundary Layer on a long fine Cylinder in Axial flow[END_REF] Note that when t → ∞, we retrieve the steady heat flux expression of a solid.

Fuel regression rate is described by an Arrhenius law linking the regression with the surface temperature [Eq. ( 22)]. Values of both coefficients (A d ,E a ) in Eq. ( 22) for the fuels tested in this article are specified in Appendix V.C. 

v r = A d exp - E a RT s (22) 

C. Numerical Method Resolution

A Finite Difference Method (FDM) is used to discretize the preceding differential equations presented in Sec. III.B. Other authors [START_REF] Lestrade | Modeling of the Regression of Liquefiable Fuels in a Hybrid Rocket -Modélisation de la Régression des Combustibles Liquéfiables dans un Moteur Hybride[END_REF][START_REF] Akyuzlu | A Physics Based Mathematical Model to Predict the Regression rate in an Ablating Hybrid Rocket Solid fuel[END_REF][START_REF] Helman | Theoretical Investigation of Hybrid Rocket Combustion by Numerical Methods[END_REF][START_REF] Nawata | Development of Wall Regression Model of Hybrid Rocket Solid Fuel[END_REF] in the domain of HRE modeling have already employed this method to solve numerically the physical problem in the combustion chamber. We have then discretized along the axial direction in a structured grid with uniform spatial steps, evaluating the system of equations at each point (see Fig. 4). The set of Ordinary Differential Equations (ODEs) are solved by a two-level implicit method for time derivatives. The backward Euler first-order scheme evaluates the source terms at the currrent time step [Eq. [START_REF] Welty | Fundamentals Momentum, Heat, And Mass Transfer[END_REF]]. This is an unconditionnally stable scheme, seeing that errors appearing during the solution finding process are not magnified, as they are being enclosed within a concrete range. That consequently makes it possible to take longer time steps without risk of appearence of instabilities and thus, to reduce the number of iterations [START_REF] Ferziger | Computational Methods for Fluid Dynamics[END_REF].

φ n+1 = φ n + f t n+1 , φ n+1 ∆t (23) 
As regards to the spatial scheme, a first-order backward difference scheme is chosen to perform the numerical computation of the spatial derivatives that uses the information from previous spatial points of the grid [see Eq. ( 24)]:

∂φ ∂ x = φ i -φ i-1 ∆x (24) 
A globally convergent Newton-Raphson (NR) method employed to solve numerically the system of equations. This quasi-Newton method of global convergence is a robust technique that combines the quadratic convergence of the "classical" NR method for root finding of a system of equations, with the backtracking line search strategy: an algorithm allowing to determine the maximum quantity of step to advance in a given direction that succeeds in a sufficiently satisfactory reduction of the objective function, thus guaranteeing progress at each iteration towards the final solution [START_REF] Press | Numerical Recipes: The Art of Scientific Computing[END_REF]. The algorithm is based on a Taylor expansion series of each of the functions, F i , forming the system F(x) [Eq. ( 25)], with x the vector of independent variables to satisfy the solution.

F i (x + δx) = F i (x) + N -1 j=0 ∂F i ∂ x j δx j + O(δx 2 ) (25) 
The derivative matrix in Eq. ( 25) is the Jacobian, J, with elements J i j ≡ ∂F i ∂x j . By neglecting the terms of secondand superior-order, (δx 2 ) and by imposing F(x + δx) = 0, we obtain a linear system of equations of the form of Eq. ( 26), where the unknown vector, δx, contains the corrections to be performed in order to make F i go to zero. In this way, the vector x is updated at each step by x new = x old + δx until it reaches convergence, which is obtained when the sum of the equations F i or the sum of the absolute values of the corrections δx i is less than a predefined tolerance.

J • δx = -F (26) 
At first, we try the NR step to decrease f = 1 2 F • F. Otherwise, the backtracking procedure on Newton's direction is used to select the most appropriate step. This technique works better than Newton's basic method, combining its fast local (quadratic) convergence with the promise of an improvement in the pitch during the next iteration, thus guaranteeing a more preferable path to the convergence of the solution.

IV. Numerical Results

Several studies have been performed with the intention of assessing the validity of the 1.5-D model and its capability to capture the most important effects of the physics happening inside the combustion chamber of a HRE: the impact of the internal fuel shape geometry (planar or cylindrical); the influence of the oxidizer mass flux applied to three different O/F couples; and, the scale-up effects. Eventually, a comparison with three tests performed in our lab has been tackled to evaluate the numerical results of our model in time.

A. Comparison of Planar and Axisymmetric Models

Prior to the formulation of the axisymmetric model presented in Sec. III, a planar formulation was previously developed in our code. In this one, two parallel plates forming a rectangular channel were simulated. The corresponding geometry was a slab-burner. This preliminary study allowed us to establish a first approach to the modeling of the combustion chamber, simpler than the axisymmetric one. The respective flow equations as well as the main modeling differences are indicated in Appendix V.A. In the present subsection, we have performed several computations to characterize the possible differences existing between both axisymmetric and planar formulations in order to evaluate the sensitivity of our model to geometry.

Venkateswaran and Merkle [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF] carried out a similar study with their 2-D CFD combustion chamber model for a O 2 / Hydroxyl-Terminated PolyButadiene (HTPB) couple, and showed an influence of the geometrical shape on fuel pyrolysis. We have compared the solution given by the Cartesian coordinates equations with two axisymmetric equivalent configurations, as performed by them. In these simulations, we employed the same oxidizer specific mass flow rate and chamber pressure values: G ox = 130 kg/m 2 /s and P ch = 4.48 MPa. The first axisymmetric configuration was based on keeping the same cross-sectional area and fuel burnt section. According to the BL theory, in these conditions and at equal G ox , a constant v r and r M should be found [see Eq. ( 27)]. The second configuration consisted of taking a combustion chamber whose interior diameter was equal to the distance between the two plates forming the slab in the planar configuration whereas maintaining the same r M value.

Figure 5 shows the fuel consumption rate along the axis for the three preceding configurations compared with the Venkateswaran's solution. The simulation of the first axisymmetric configuration (Axi I in Fig. 5) displays a lower averaged regression rate of about 22.5% when compared with the planar case from our code. This tendency coincides with the findings of Venkateswaran and Merkle, who obtained a larger ablation rate for the planar case too (of about

Computed results of the local evolution of the fuel regression rate for the planar configuration and two axisymmetric configurations compared with Venkateswaran and Merkle's solution [39].

15.5%). As regards to the second axisymmetric case (Axi II in Fig. 5), the corresponding computed averaged pyrolysis rate in our code results to be 5% inferior to the slab-burner case, same aspect observed in Ref. [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF] (of about 8.8%).

The dissimilarities between the numerical values of our code and the ones from Ref. [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF] can be explained by the absence of radiative transfers in our model, which contribute to increase the fuel regression. This could also explain the discrepancies in fuel consumption along the axis between them: consumption becomes much more pronounced by the end of the channel in Venkateswaran's solution as mixture becomes richer in fuel along the axis, thus inreasing the radiative transfers due to soot production.

Thanks to this analysis we have proved that, although not at the same extent, our 1.5-D model can account for the different internal geometries in fuel port, showing an influence on the internal ballistics of a HRE. Hence, these results could be eventually extrapolated to further understand the differences in the case of more irregular fuel port shapes.

B. Influence of mass flux on the Regression Rate for Different Compounds

The most significant parameter to affect the fuel consumption rate is the oxidizer mass flux entering the chamber. Marxman and Gilbert [START_REF] Marxman | Turbulent Boundary Layer Combustion in the Hybrid Rocket[END_REF] gave an expression directly relating the regression rate to the specific mass flow rate crossing the channel [Eq. ( 27)]. To characterize the fuel degradation, they considered solely the convection contribution to the thermal flux without radiation as a first approximation.

v r = aG n tot = a m tot πr 2 n (Ref. [16]) (27) 
Where a is a preexponential constant coefficient and n an exponential coefficient. Both of them result from a polynomial adjustment coming from empirical data. The fitting generally allows to have a good accuracy to represent the experimental data, with a coefficient of determination, R 2 , ranging from 0.87 to 0.989 [START_REF] Chiaverini | Regression Rate and Heat Transfer Correlations for Hybrid Rocket Combustion[END_REF][START_REF] Ito | Fuel Regression Characteristics in Hybrid Rockets Using N2O/HDPE[END_REF]. Nevertheless, the negative aspect of using Eq. ( 27) (also known as power law) is that it depends on the characteristics of the flow, the geometric shape of the solid block, and the O/F pair among others; requiring to have a law for each couple of reactants and type of flow. This hinders its applicability for an engine predesign code like the one envisaged in this article. On the contrary, the Arrhenius law of Eq. ( 22) depends only on the properties of the fuel and on the surface temperature, allowing a more generic application for a numerical code.

We have represented the space-averaged regression rate evolution with the oxidizer specific mass flow rate computed by our code and we have compared our numerical solution with other v r laws in terms of G ox for three different couples: O 2 / HTPB (Fig. 6), N 2 O / High-Density Polyethylene (HDPE) (Fig. 7) and 90% H 2 O 2 / HTPB (Fig. 8). The steady state form of the preceding equations exposed in Sec. III.B has been applied for these preliminary studies. The dimensions of the simulated engine corresponded to a lab-scale motor of D = 25 mm and L = 240 mm (typical dimensions of an ONERA hybrid engine). The range of analysis of mass flux went from 25 kg/m 2 /s to 350 kg/m 2 /s.

For the O 2 / HTPB pair (Fig. 6), we have compared the fuel consumption rate with the solution of other investigators [START_REF] Chiaverini | Regression Rate and Heat Transfer Correlations for Hybrid Rocket Combustion[END_REF][START_REF] Sutton | Rocket Propulsion Elements: an Introduction to the Engineering of Rockets[END_REF][START_REF] Frederick | Regression Rate Study of Mixed Hybrid Propellants[END_REF][44][START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF][START_REF] Risha | Nano-Sized Aluminium -and Boron-Solid-fuel Characterization in a Hybrid Rocket Engine[END_REF][START_REF] Merotto | Characterization of a Family of Paraffin-Based Solid Fuels[END_REF][START_REF] Estey | An Evaluation of Scaling Effects for Hybrid Rocket Motors[END_REF]. All of them used lab-scale motors to obtain empirical laws in the form of Eq. ( 27). Relative differences between bibliographic references and our simulations, specially at low mass fluxes, may be related to the non consideration of the radiative transfers in our Soot radiation in this kind of couple can be significant (Sec. III.A), producing for weak mass flows, a substantial increase in the fuel regression rate. Nevertheless, computed values are found to be of the same order than the literature data, and numerical discrepancies are found to reach 45% in the worst case. In Fig. 7, simulations for the N 2 O / HDPE couple are evaluated and compared with several empirical correlations retrieved from experiments [START_REF] Ito | Fuel Regression Characteristics in Hybrid Rockets Using N2O/HDPE[END_REF][START_REF] Doran | Nitrous Oxide Hybrid Rocket Motor Fuel Regression Rate Characterization[END_REF][START_REF] Moon | Hybrid Rocket Underwater Propulsion: A Preliminary Assessment[END_REF]. Curve from the 1.5-D code seems to be in good agreement with the experimental results of Moon et al. [START_REF] Moon | Hybrid Rocket Underwater Propulsion: A Preliminary Assessment[END_REF] when their one-port fuel grain is employed to define the empirical v r curve (maximum relative differences of about 23%). Whilst compared with their multiport fuel grain solution, discrepancies are bigger, specially when increasing the oxidizer mass flux. The higher regression rates in the multiport configuration are due to the increase in the radiative heat flux and the presence of a richer fuel mixture when increasing the port number. Both Doran et al. [START_REF] Doran | Nitrous Oxide Hybrid Rocket Motor Fuel Regression Rate Characterization[END_REF] and Ito et al. [START_REF] Ito | Fuel Regression Characteristics in Hybrid Rockets Using N2O/HDPE[END_REF] curves are very similar, though. Despite the discrepancies found, we can say that our results tend to correctly predict the experimental data (relative differences smaller than 30%) for G ox ≥ 150 kg/m 2 /s. In Fig. 8 we compare 90% H 2 O 2 / HTPB couple with data from Refs. [START_REF] Farbar | Investigation of Metallized and Nonmetallized Hydroxyl Terminated Polybutadiene/Hydrogen Peroxide Hybrid Rockets[END_REF][START_REF] Cai | Scale Effect of fuel Regression rate in Hybrid Rocket Motor[END_REF]. We have considered a catalyst injection here, which produces the decomposition of hydrogen peroxide into gasous oxygen and water vapor. This is the kind of injection ONERA implements when dealing with H 2 O 2 oxidizer, and the one that was used by the references. et al. [START_REF] Farbar | Investigation of Metallized and Nonmetallized Hydroxyl Terminated Polybutadiene/Hydrogen Peroxide Hybrid Rockets[END_REF] performed experimental tests on 40% HTPB 60% Al and 40% HTPB 60% Al-Mg, observing an increase in the regression rate as a consequence. However, Cai et al. carried out all their experiences on pure HTPB. This fact may explain the better agreement found between Cai's curve and ours (only 4% of discrepancies). Provided numerical regression rate results are found to lay on the region defined by the literature values in the analyzed mass flux range for all the three couples studied. In addition, the dependence of pyrolysis upon mass flux has been well represented. Hence, we can say that our code has correctly estimated the ablation rate despite the existing differences between the computational results from the 1.5-D code and the experimental references. Error sources at the origin of these discrepancies are detailed hereafter.

Error Sources

Among the sources of the existing discrepancies between the numerical results of our 1.5-D code and the literature data using a semiempirical expression in the form of Eq. ( 27) are the following:

1) Engine dimensions. Laws such as Eq. ( 27) do not consider the impact of motor size. Estey et al. [START_REF] Estey | An Evaluation of Scaling Effects for Hybrid Rocket Motors[END_REF] observed bigger errors in the estimation of the regression rate through their Eq. ( 27) law when applied to larger motors. We do not know with certainty the range of port fuel diameters in which we can apply these laws to obtain results having a good correlation with the experiments. 2) Addition of metallic particles to the fuel to enhance the pyrolysis process. These have been employed by some of the references [44, [START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF][START_REF] Estey | An Evaluation of Scaling Effects for Hybrid Rocket Motors[END_REF][START_REF] Farbar | Investigation of Metallized and Nonmetallized Hydroxyl Terminated Polybutadiene/Hydrogen Peroxide Hybrid Rockets[END_REF]. Nevertheless, simulation of combustion processes in our code has involved solely the reaction between the predominant pyrolysis product [1,3-butadiene (C 4 H 6 ) for HTPB and ethylene (C 2 H 4 )

for HDPE] and the oxidizer (O 2 , N 2 O), not taking into consideration the participation of other special agents. This enhancement is observed to be more important for high mass flux conditions [START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF], producing an increase in the fuel regression rate from 26% [START_REF] Wooldridge | Investigation of Combustion Instability in Hybrid Rockets[END_REF] to 300% [START_REF] Frederick | Regression Rate Study of Mixed Hybrid Propellants[END_REF] when particles like Al, or MgH 2 are added. 3) Modeling errors. In this category, we can distinguish the next sensitive points of our model:

a) The BL modeling, linked to the deviation of the radial velocity / temperature / mass fractions profiles in the boundary layer from the real ones. b) Approximate chemical kinetics and an infinitely fast combustion process. c) The modeling of the thermal gas convection and species diffusion terms in the GSI exchange transfers. d) Radiative heat transfer consideration into the modeling. This can be specially significant for rich fuel mixtures (weak oxidizer mass fluxes), when soot production is important. Radiation contribution has been observed to produce an increase in v r going from 5 to 10% in experiments [START_REF] Durand | Numerical Study of Fuel Regression in Hybrid Rocket Engine[END_REF] to 35% [START_REF] Bianchi | Modeling of High Density Polyethylene Regression Rate in the Simulation of Hybrid Rocket Flowfields[END_REF] in CFD codes for different couples and mass flow values. e) The specified thermophysical properties of the solid propellant, such as density, specific heat, depolymerization enthalpy of the fuel or even the coefficients used in the Arrhenius law. It has been noticed that decreasing the fuel density or the specific heat of the fuel can increase up to 6% the value of v r computed by the code when a of the same order is performed in these quantities. 4) Injection type can impact the regression rate value. Pucci [START_REF] Pucci | The Effects of Swirl Injector Design on Hybrid Flame-Holding Combustion Instability[END_REF] found that a swirl injection can produce almost twice the regression rate values when compared with an axial injection. Indeed, only a fraction of the references specified the type of injection employed in their tests. 5) Geometry influence. We have to be careful when comparing with laws retrieved from slab-burner setups, such as the ones from Refs. [START_REF] Chiaverini | Regression Rate and Heat Transfer Correlations for Hybrid Rocket Combustion[END_REF][START_REF] Merotto | Characterization of a Family of Paraffin-Based Solid Fuels[END_REF], on account of the differences in fuel consumption that have already been observed between both cylindrical and planar configurations (Sec. IV.A). 6) Calculation technique of the experimental space-time averaged ablation rate [Eq. ( 28)] from the experimental final diameter of the fuel block used for retrieving the semiempirical laws. The computation of the final diameter of the test can be done by two techniques: geometrically, through the measurement of the averaged remaining fuel thickness of the block (such as in Ref. [START_REF] Chiaverini | Regression Rate and Heat Transfer Correlations for Hybrid Rocket Combustion[END_REF]); or by performing a fuel mass conservation in the chamber at the end of the test. Regression rate may vary up to a 15% using one method or the other. This discrepancy is associated to the regression of the lateral faces of the solid fuel. 7) Finally, although not a significant one, pressure has an influence on the regression rate (5% variations on the final value), as it was observed by Refs. [START_REF] Favarò | Solid Fuel Regression Rate Modeling for Hybrid Rockets[END_REF][START_REF] Helman | Theoretical Investigation of Hybrid Rocket Combustion by Numerical Methods[END_REF][START_REF] Smoot | Pressure Dependence of Hybrid fuel Regression Rates[END_REF] and even has been considered by some empirical v r laws [START_REF] Ito | Fuel Regression Characteristics in Hybrid Rockets Using N2O/HDPE[END_REF][START_REF] Frederick | Regression Rate Study of Mixed Hybrid Propellants[END_REF].

C. Scale-up Effects

Several researchers have already reported the influence of motor size on the experimental regression rate [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF][START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF][START_REF] Cai | Scale Effect of fuel Regression rate in Hybrid Rocket Motor[END_REF][START_REF] Smoot | Regression rate Mechanisms of Nonmetalized Hybrid fuel Systems[END_REF][START_REF] Carmicino | Role of Injection in Hybrid Rockets Regression Rate Behaviour[END_REF][START_REF] Wooldridge | Internal Ballistic Considerations in Hybrid Rocket Design[END_REF]. For the same mass flux, when increasing the port diameter, the flame moves furher away from the fuel surface, therefore reducing the temperature gradient and the convective heat transfer to the wall. Moreover, for larger motors, the BL occupies in proportion a smaller part of the channel, and the flame remains confined closer to the wall. This fact may leave a portion of the core unburned, consequently decreasing the combustion efficiency compared with subscale motors [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF]. We have performed a numerical test to analyze the influence of motor size along with the oxidizer mass flux for three different port fuel diameters: 25, 50 and 100 mm. We have used the same simulation conditions at the inlet of the chamber than the ones employed by Cai et al. [START_REF] Cai | Scale Effect of fuel Regression rate in Hybrid Rocket Motor[END_REF] in their article, who simulated a 90% H 2 O 2 / HTPB couple. For all the configurations, the non-dimensional chamber length was held constant at a value of L/D = 23.2. Figure 9 exhibits the regression rate results dependence from our 1.5-D code with the specific mass flow rate for the three different diameters compared with the CFD results of Cai et al. A good general agreement with the CFD results is found whereas the biggest absolute errors are about 21%. These errors are observed to be greater when the fuel port diameter increases. This is due to the change in slope of the curves with the port diameter, whilst Cai's slope remains constant in all the cases. Nevertheless, the same effect concerning the motor size influence is recovered: a diminution of the ablation rate with the increase in fuel port diameter. Hence, in spite of the discrepancies with the curves from Cai's simulation, our code succeeds in simulating the correct qualitative influence of motor size on the ablation rate.

Cai et al. carried out a theoretical analysis of the regression rate law for the nonmetallized fuels, when radiation can be neglected due to the dominant contribution of the convective heat. They arrived to an expression of the form v r = aG n ox D -0.2 [START_REF] Cai | Scale Effect of fuel Regression rate in Hybrid Rocket Motor[END_REF]. A parameter, named equivalent regression rate, v r D 0.2 , can be therefore defined. This is independent of the fuel port size and depends only on the oxidizer mass flux. George et al. [START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF] found a similar expression from their experimental campaign with a O 2 / HTPB couple, but with an exponent for the port diameter of -0.24 instead of -0.2. Figure 9b depicts the equivalent regression rate (as defined by [START_REF] Cai | Scale Effect of fuel Regression rate in Hybrid Rocket Motor[END_REF]) evolution with G ox for all the three motor sizes in a logarithmic scale. Indeed, in agreement with Cai et al. theoretical analysis, and despite the disparity of values between the two codes, computed v r D 0.2 nearly does not change with the fuel port size, specially for large flow rates. This means that a specific expression concerning the motor size can be contemplated without much error when trying to estimate the fuel regression rate.

D. Validation of the 1.5-D Modeling by Comparison with ONERA Experimental Tests

To validate our code, a complete numerical simulation reproducing a real test in a HRE must be evaluated during the operational time of the engine so that the validity of the temporal result of the main variables can be assessed. To proceed, we have compared the numerical results obtained by our 1.5-D code with three different experimental tests that have been conducted in the HYCAT (Hybrid with CATalyst) ONERA test bench; all of them using 87.5% H 2 O 2 / HDPE as the O/F couple. In this section, we start with a description of the experimental setup and conditions of these tests. In the second, we continue with a comparison of the numerical and experimental outcome for all the three tests. Eventually, conclusions concerning the validity of our 1.5-D model are followed and assessed in function of the observed results.

Experimental ONERA Setup and test Campaign

An experimental campaign has been conducted in the HYCAT bench. This engine has been already used at ONERA during Durand's thesis [START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF] as a means to validate his numerical CFD combustion chamber model. HYCAT motor is constituted of four parts: a catalytic injection, a combustion chamber, a postchamber, and a nozzle. A brief description of each of these elements is made hereunder:

1) Catalytic injection. Liquid H 2 O 2 is injected in a cylindrical decomposition chamber constituted of a refractory steel grid containing platinum and Al 2 O 3 particles. Hydrogen peroxide crosses the catalytic bed, being decomposed into water vapor and gaseous oxygen. The resulting gases are introduced to the chamber through an injector, and the high temperatures generated by the decomposition process (around 800-1200K) are enough to ignite the engine. These are measured at the exit of the catalytic bed through three thermocouples. This kind of injection increases the efficiency of combustion and improves the mixing with the pyrolysis gases, as no energy from combustion / fuel pyrolysis is used to vaporize the liquid part of the oxidizer. It is important to indicate that the injection plate generates an axial injection into the chamber. No swirl or vortex effects are produced at the inlet. Moreover, because no atomization process is presented, no prechamber is then needed. 2) Combustion chamber. It consists of a stainless steel cylinder containing the fuel block. Both ABS (Acrylonitrile Butadiene Styrene) and HDPE / PE can be assembled in our engine, of an initial fuel port diameter of 25 mm. The expected oxidizer flow rates are about 100 to 200 g/s. To measure the thickness of fuel degradation, we use an ultrasonic technique thanks to the positioning of one sensor at the head-end of the chamber and two at the rear-end of this one. Maximal pressures of 7.5 MPa can be reached. 3) Postchamber. In the postchamber, combustion of propellants is completed. Combustion gases and unreacted reactants mix and burn in a more homogeneous way prior to passing through the nozzle, which allows to improve the combustion efficiency. A protective layer covers the walls of this part to insulate it thermally. 4) Nozzle. A convergent-divergent carbon made Laval nozzle is used for the ONERA tests. The throat is an insert that allows to choose the diameter for each test and thus the engine pressure. The architecture of the propulsion system is represented in Fig. 10. Concerning the experimental references, three tests from the HYCAT data base have been chosen: HYCAT 12, 23 and 26, whose experimental outcome is defined in Table 2 [START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF]. Regression rate values in this table correspond to the space-time averaged result computed through the expression [Eq. [START_REF] Zilliac | Hybrid Rocket Fuel Regression Rate Data and Modeling[END_REF]].

v r = Dend -D 0 2 • t hyb (28) 
A Coriolis flowmeter (incertitude of 0.1%) is employed to measure the oxidizer mass flow rate during the test. The measure is made at the outlet of the tank and upstream of the catalyst inlet, during the liquid phase. On the other 12.4 ± 0.6 13.5 ± 0.9 13.7 ± 0.6 η c (-) 0.88 ± 0.03 0.89 ± 0.06 0.89 ± 0.01 hand, the experimental chamber pressure is obtained through the measurements of two piezoelectric pressure sensors (incertitude of 0.2% and 10kHz of sampling frequency) situated upstream and downstream of the chamber.

Comparison with the 1.5-D Model

Thanks to the catalytic injector system, no pyrotechnic device is needed to ignite the engine and initiate the combustion process. In a characteristic HYCAT test, two stages are distinguished: the monopropellant (nonreactive) phase with the oxidizer as the only species in the flow and where no combustion has taken place yet; and a hybrid phase, characterized by the fuel ablation process. The nonreactive phase is modeled in the code together with the hybrid phase with the purpose of simulating the whole operation of the engine. In this nonreactive case, the equations of the external flow are the same than those exposed in Sec. III.B.1. The only difference remains in the BL equations, where no source term appears in the mass balance equation and no change in the gradient sign of the temperature nor density radial profiles is presented. No combustion or flame is produced neither.

In the simulation, the mass flow is considered to increase linearly during the first 0.1 s of the test operation and remain constant at its steady state value. The inlet temperature law introduced to the numerical domain is approximated with a positive and monotonic linear curve at the beginning of the test (similar shape to the experimental one) until attaining a constant value that corresponds to the averaged experimental temperature obtained during the hybrid phase. numerical chamber pressure is computed by solving the 1-D transient compressible Euler equations applied to the nozzle. Flow is assumed to be isentropic, with uniform properties across a section and varying only in the axial direction. Hence, a quasi-one-dimensional flow. The governing continuity, momentum and energy equations in function of the non-dimensional variables are presented in Appendix V.B. To avoid numerical instabilities, a numerical condition is imposed at the throat stage to simulate the transition in the divergent part from a subsonic to a supersonic flow. In this context, when the solution from the system of equations oscillates between the subsonic and supersonic solutions, a parameter is defined to weight and combine the pressure chamber required by both solutions: α = (1 -M th )/(1 -0.8), which is evaluated in the transient range of the Mach number (M th = 0.8-1). This allows to simulate the passage from a subsonic flow in the nozzle to a choked flow (supersonic condition).

Finally, we calculate the resulting thrust of the test, F, from the theoretical thrust coefficient on the ground, c F , and the combustion efficiency of the process. On the basis of the values found by Durand [START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF] for the HYCAT tests, we take for this case η c = 0.89. Thrust formulas are given by Eq. ( 29)(a) and ( 29)(b).
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The numerical simulation of the HYCAT 12 test can be seen in Fig. 11. Figure 11a represents the temporal evolution of the main variables from the test: the inlet temperature from the catalytic injection to the numerical domain ("Tcat" in Fig. 11a); the experimental and numerical averaged chamber pressures ("Experimental Pressure" and "Pressure", respectively); the computed thrust; and finally, the space-averaged regression rate calculated by the code ("Vreg").

As it was previously presented in this section, a nonreactive oxidizer phase happens prior to the initiation of combustion (see Fig. 11a). In this phase, the chamber pressure grows in relation with the temperature output of the catalytic injection and the flow becomes supersonic in the divergent part of the nozzle. The monopropellant phase retrieved from our computation is shorter than the experimental one (1.075 s faced to 1.56 s) though, and with lower pressure values too. It has been observed that the duration of this phase as well as the computed regression rate vary with the specified thermophysical properpies of the fuel and with the established criteria for the combustion initiation. Once combustion reaction happens, instantaneous pressure increases until reaching the choked-nozzle value. The short phase of rise in v r at the beginning of the hybrid phase, corresponds to the transient regime. After this, we can notice a decrease in the ablation rate with time, as it was observed in the numerical resolution of the turbulent BL model for a HRE of Carmicino and Sorge [START_REF] Carmicino | Influence of a Conical Axial Injector on Hybrid Rocket Performance[END_REF] (based on Marxman and Gilbert's work [START_REF] Marxman | Turbulent Boundary Layer Combustion in the Hybrid Rocket[END_REF]). This is related to the oxidizer mass flux diminution, the most determinant factor in which fuel consumption rate is concerned, as a consequence of the increase in port diameter during the test. Besides, the slightly decrease in pressure with time is linked to the reduction in v r , as flame temperature decreases with pressure [START_REF] Helman | Theoretical Investigation of Hybrid Rocket Combustion by Numerical Methods[END_REF], thus generating a lower heat flux to the wall and consequently, a lower fuel consumption. At the same time, the pressure diminution with time produces the decrease in thrust too. In comparison with the experimental test, the fuel regression rate is overestimated all along the simulation, which influences the final r M and T ch values obtained in the postchamber that are employed in the nozzle equations to obtain the corresponding pressure value (P ch ). This effect produces an overestimation of pressure by our numerical code, generating at the same time an overestimation in the thrust force in comparison with the test results. Figure 11b depicts the numerical and experimental local diameters at the end of the test. Both results show a similar shape with a 11% dissimilarity in average. The resemblance aspect was expected since C f law parameters [see Eq. ( 11)] were "optimized" to follow the trend of the experimental shape. Fuel consumption attains a peak at the beginning of the channel, where the skin friction value is also the largest. Then, it decreases along the axis, settling at a nearly constant value that increases slightly towards the end. This trend is similar to the degressive tendency predicted by Marxman's theory [START_REF] Marxman | Fundamentals of Hybrid Boundary-Layer Combustion[END_REF], and employed in other authors' correlations [START_REF] Estey | An Evaluation of Scaling Effects for Hybrid Rocket Motors[END_REF]. Nonetheless, most of the experimental measurements and numerical studies show a rise [START_REF] Venkateswaran | Size Scale-Up in Hybrid Rocket Motors[END_REF][START_REF] George | Fuel Regression Rate in Hydroxyl-Terminated-Polybutadiene/Gaseous-Oxygen Hybrid Rocket Motors[END_REF][START_REF] Farbar | Investigation of Metallized and Nonmetallized Hydroxyl Terminated Polybutadiene/Hydrogen Peroxide Hybrid Rockets[END_REF][START_REF] Carmicino | Influence of a Conical Axial Injector on Hybrid Rocket Performance[END_REF][START_REF] Chiaverini | Fuel Decomposition and Boundary-Layer Combustion Processes of Hybrid Rocket Motors[END_REF] or a constant regression rate along the axis [START_REF] Mazzetti | Numerical Modeling and Simulations of Combustion Processes in Hybrid Rocket Engines[END_REF]. Marxman's analysis statement would correspond to the first part of the curve, and the increase tendency observed by other researchers would agree with the end part, where fuel consumption starts to increase slightly.

The second experimental test HYCAT 23 is displayed in Fig. 12. Figure 12a represents the temporal evolution of the different variables of interest. A comparison with the experiments shows that the numerical pressure values of the nonreactive phase are roughly the same than the measured ones. Only the duration of this phase is strongly underestimated (relative error of 40%), as it happened with HYCAT 12 test. This fact could be related to the definition of the fuel pyrolysis temperature in our code, which coincides with T vap value of the HDPE fuel in our case. However, experiments at ONERA have showed a higher value of the pyrolysis temperature (of around 700 K). Future studies will be performed to determine the good value, which will certainly modify the nonreactive phase duration. As regards to the hybrid phase, variables present a similar trend to the HYCAT 12 results: regression rate decreases with time by consequence of mass flux reduction, and the same happens with pressure and thrust values. Computed final diameter (Fig. 12b) has roughly the same shape as the experimental one. The space-averaged numerical value has a relative difference with the experimental measurements of around 15%. This is related to the overestimation of fuel consumption rate during the test. Finally, Fig. 13 shows HYCAT 26 test numerical results. The duration of the nonreactive phase is of 0.6 s instead of 1 s, which means an underestimation of 40% of the actual value. Moreover, the regression rate is better estimated this time, resulting in lesser discrepancies between the averaged numerical and experimental fuel port diameters retrieved at the end of the test (4.4%).

Averaged space-time fuel regression rates of the three tests are shown in Table 3. We notice that relative discrepancies between experiments and computations are inferior to 30%, which is thought to be an approximately good estimation for the predictive motor performance calculations in views of a use in a system design tool.

Relative differences from Table3 have been calculated following the expression ε = 

V. Conclusion

A 1.5-D modeling has been presented in this article using the BL equations and an Arrhenius law to describe fuel pyrolysis. Studies have been performed to evaluate the impact of certain parameters on the fuel regression rate, such as the oxidizer mass flux, the geometry / shape of the channel, and the motor size. The numerical computations show a similar trend with the results from literature and in some cases, a good agreement with the experimental values, proving the capacity of this simple modeling to capture the main effects influencing fuel consumption.

A final analysis has been tackled to validate the 1.5-D model by comparing the experimental outcome performed at ONERA's HYCAT test bench with the numerical simulations. An overestimation in the total ablated thickness is found for all the three tests, producing an error ranging from 4 to 30%. Nevertheless, results given by this model are considered to be good enough in views of a future integration into a design system tool for preconception phases that will allow to simulate the propulsive system of a HRE and obtain the approximate rocket performances. 
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C. Thermophysical Properties of the Solid fuel Thermophysical characteristics for both HTPB and HDPE fuels used in the code are presented in Table 4.

A=

  = First constant in the skin friction coefficient law for a fully developed flow. A d = Arrhenius preexponential constant, m/s. a = Velocity of sound, m/s. a ther mal = Thermal diffusivity, m 2 /s. B = Blowing number. C = Second constant in the skin friction coefficient law for a fully developed flow. C f = Skin friction coefficient. c F = Theoretical thrust coefficient on the ground. c p = Specific heat constant, J/kg/K. D = Diameter of the fuel port, m. D di f f = Diffusion coefficient, m 2 /s. E a = Activation energy in the Arrhenius pyrolysis law, J/mol. F = Thrust force generated by the propulsion system, N G = Mass flux, kg/m 2 /s. h conv = Heat convection coefficient, W/m 2 /K. h D = Mass diffusion coefficient, m/s. h t = Specific total enthalpy, J/kg. k = Thermal conductivity, W/m/K. Le = Lewis number. M = Mach number. m = Exponential coefficient of the skin coefficient law in the developed flow. N sp = Total number of species in the gas flow. n = Exponential coefficient of the radial turbulent velocity law. Net radiation flux, W/m 2 . R = Radius of the fuel port, m. R g = Gas constant, J/kg/mol. Re = Reynolds number. r = Radial coordinate, reference to the chamber axis. r M = Oxidizer to fuel mass ratio. S = Cross sectional area, m 2 . Sc = Schmidt number. St = Stanton number. T = Temperature, K. t = time, s. u = Axial velocity component, m/s. v = Radial velocity component, m/s. x = Axial coordinate. Y k = Mass fraction of the species k. y = Transversal coordinate in the Cartesian frame, reference to the chamber axis. z = Shvab-Zeldovich scalar variable. γ = Heat capacity ratio. ∆ = Absolute difference between two values. ∆H 0 f ,k = Specific enthalpy of formation of the species k, J/kg. ∆H pyr = Specific enthalpy of pyrolysis of the fuel, J/kg. δ = Boundary layer thickness, m. δ * = Displacement thickness, m. η = Radial coordinate, reference at the fuel surface. η c = Combustion efficiency. θ = Momentum thickness, m. κ = Absorption coefficient. M k = Molar mass of the species k, g/mol. ν k = Stoichiometric coefficient of the species k. ρ = Density, kg/m 3 . τ = Viscosity term, N/m 2 . ω k = Mass flow of production of species k at the fuel surface, kg/m 2 /s. Subscripts amb = Evaluated at ambient conditions. ch = Averaged values at the chamber, total quantities. δ = Evaluated at the boundary layer region. e = External gas flow region. end = Conditions at the end of the test. f = Corresponding to the solid fuel. f l = Evaluated at the flame region. g = Referred to the gas. hyb = Corresponding to the hyrbid phase of the engine. in = Inlet conditions. out = Conditions at the outlet of the nozzle. ox = Referred to the oxidizer. pyr = Corresponding to fuel pyrolysis. r = Fuel regression. re f = Reference value. s = Evaluated at the fuel surface / wall. th = Evaluated at the nozzle throat. vap = Vaporization conditions. x = Local value along the axis. 0 = Referred to the initial conditions. If applied to C f , conditions without blowing from surface.

  1. a) A perfect fluid region, where viscous effects can be neglected. Equations can be found in Sec. III.B.1. b) A viscous zone constituting the boundary layer, defined by the BL equations (see Sec. III.B.2).
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 12 Fig. 1 Representation of the hybrid propulsion physics for the 1.5-D model.
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  (a) Curves displaying the axial variation of the ratio between the local and the fully developed flow Stanton numbers (Pr=3, Re=10100). (b) Ratio of the local and maximum final diameter values using different St laws during the computation to capture the tube entrance effects.

Fig. 2

 2 Fig. 2 Stanton number laws and their influence on the fuel port shape at the end of the simulation.
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 a Mass of species balance at the fuel surface. (b) Energy balance at the fuel surface.

Fig. 3

 3 Fig. 3 Gas-Surface Interaction model at the fuel wall.

Fig. 4

 4 Fig. 4 Schematic of the discretization in the 1.5-D code.

Fig. 6

 6 Fig. 6 Computed surface regression rate in function of the oxidizer mass flux for the O 2 / HTPB couple and comparison with literature data [40, 42-45, 47, 48].

Fig. 7

 7 Fig. 7 Computed surface regression rate in function of the oxidizer mass flux for the N 2 O / HDPE couple and comparison with literature data [41, 49, 50].

Fig. 8

 8 Fig. 8 Computed surface regression rate in function of the oxidizer mass flux for the 90% H 2 O 2 / HTPB couple and comparison with literature data [51, 52].
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 a Fuel regression rate in motors of different sizes. (b) Equivalent fuel regression rate in motors of different sizes.

Fig. 9

 9 Fig. 9 Scale-up effects on fuel consumption rate. Comparison with Cai et al. [52] numerical results.

Fig. 10

 10 Fig. 10 Schematic of the experimental for the HYCAT motor.
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 3 1.1 9.1 ± 0.4 m ox (g•s -1 ) 97.7 ± 0.2 105.0 ± 0.2 204.3 ± 0.5 P ch (MPa) 3.6 ± 5.0 × 10 -3 1.2 ± 5.0 × 10 -3 2.4 ± 5.0 × 10 -3 Dend (mm) 29.1 ± 0.3 35.8 ± 0.4 36.1 ± 0.7 ∆M f (g) 50.0 ± 0.2 135.0 ± 0.2 140.1 ± 0.2 r M (-)
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 a Time evolution of the inlet the experimental [32] and computed chamber perssures, and the computed thrust and space-averaged fuel regression rate. (b) Local fuel port diameter at the end of the test. Comparison with the experimental result [32].

Fig. 11

 11 Fig. 11 Numerical simulation and experimental comparison of the HYCAT 12 test.

( a )

 a Time evolution of the inlet temperature, the experimental [32] and computed chamber perssures, and the computed thrust and space-averaged fuel regression rate. (b) Local fuel port diameter at the end of the test. Comparison with the experimental result [32].

Fig. 12

 12 Fig. 12 Numerical simulation and experimental comparison of the HYCAT 23 test.
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  Time evolution of the inlet temperature, the experimental [32] and computed chamber perssures, and the computed thrust and space-averaged fuel regression rate. (b) Local fuel port diameter at the end of the test. Comparison with the experimental result [32].

Fig. 13

 13 Fig. 13 Numerical simulation and experimental comparison of the HYCAT 26 test.
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 3710935 Re x ≤ 5 × 10 5 C f ,0 = 0.Re x )] 2.584 for 5 × 10 5 ≤ Re x ≤ 1 × 10 Transient 1-D Euler equations employed for the nozzle formulation in combination with the 1.5-D combustion chamber model are presented in the next lines. Formulation is performed in terms of the non-dimensional form of the variables [Eq.[START_REF] Helman | Theoretical Investigation of Hybrid Rocket Combustion by Numerical Methods[END_REF]]:ρ = ρ ρ c h ; T = T T c h ; A = A S t h ; t = t L/a c h ; p = p p c h ; u = u a c h ; x = x L (The continuity [Eq. (36)(a)], momentum [Eq. (36)(b)] and energy [Eq. (36)(c)] equations are as follows:

Table 1 Parameter values for the skin friction coefficient of a developed flow in a circular duct without blowing.

 1 

	Regime	A	C	m
	Laminar (Re ≤ 2100)	0	16	1
	Transition (2100 < Re ≤ 4000)	0.0054	2, 3 × 10 -8	-2/3
	Turbulent (Re > 4000)	1.28 × 10 -3	0.1143	3.2154

Table 2 Results of the experimental tests HYCAT 12, 23 and 26 [32].

 2 

	Variable	HYCAT 12	HYCAT 23	HYCAT 26
	t hyb (s)	6.3 ± 0.		

Table 3 Experimental and numerical comparison of the averaged fuel regression rates of HYCAT tests. Test name Experimental v r (mm/s) Numerical v r (mm/s) Relative difference (%)

 3 

	HYCAT 12	0.34 ± 0.02	0.467	22.9 -31.4
	HYCAT 23	0.32 ± 0.02	0.394	12.8 -23
	HYCAT 26	0.61 ± 0.08	0.665	3.6 -20.3

Table 4 Thermophysical properties of the and HDPE solid fuels.

 4 (T s > 722 K) E a 13.35 × 10 3 cal/mol (T s ≤ 722 K) 125.604 × 10 3 4.91 × 10 3 cal/mol (T s > 722 K)

			Variable				HTPB	HDPE
				A d			3.965 (T s ≤ 722 K)	4780
					0.01104 ρ f	907	960
				c p, f						2860	1850
					k f					0.217	0.4
				∆H pyr					1.1 × 10 6	2.72 × 10 6
				∆H 0 f					-4.565 × 10 5	-6.365 × 10 5
				T vap						420	415
			( ρ -ρ e )	∂δ ∂t	+ δ	∂ ρ ∂t	+ (h -δ)	∂ ρ e ∂t	+ (h -δ * )	∂(ρ e u e ) ∂ x	-(ρ e u e )	∂δ * ∂ x	-ρ f v r = 0	(32)
	(h -δ * )u e	∂ ρ e ∂t	+ (δ -δ * )ρ e	∂u e ∂t	-ρ e u e	∂δ * ∂t	-ρ e u 2 e	∂(δ * + θ) ∂ x	+ [h -(δ * + θ)]u 2 e	∂ ρ e ∂ x
													+ ρ e u e	∂u e ∂ x	{[δ -2(δ

* + θ)]} = -δ ∂p ∂ x -τ xy,s
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Appendix

A. Planar Formulation of the 1.5-D Model

The Cartesian coordinates form of the BL equations exposed in Sec. III.B.2 is presented hereafter [Eqs. [START_REF] Durand | Development and Experimental Validation of a Numerical Modeling for the Simulation of a Hyrbid Rocket -Développement et Validation Expérimentale d'une Modélisation Numérique pour la Simulation d'un Moteur Hybride[END_REF] and [START_REF] Bianchi | Modeling of High Density Polyethylene Regression Rate in the Simulation of Hybrid Rocket Flowfields[END_REF]]. The boundary conditions at the wall as well as the external flow equations are the same than in the cylindrical coordinates case, except for the mass conservation balance [Eq. [START_REF] Barato | A Numerical Model to Analyze Transient Behavior and Instabilities on Hybrid Rocket Motors[END_REF]]. Concerning the rest of the model, only the main differences with respect to the axisymmetric description are presented. These imply the friction coefficient definition for the nonblowing case defined according to the semiempirical expressions for a flat plate for both the laminar and turbulent regimes [see Eq. ( 34)]; and the displacement thickness and the momentum thickness variables in the BL [Eq. [START_REF] Akyuzlu | A Physics Based Mathematical Model to Predict the Regression rate in an Ablating Hybrid Rocket Solid fuel[END_REF]]. In the next equations, Re x = ρ e u e x ν .